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1  INTRODUCTION:  GT  REAL-TIME  SOFTWARE  HOST  CSCI 

This  document  describes  the  GTIOO  Computer  Image  Generation  (CIG)  Host  CSCI,  also 
referred  to  as  the  CIG  Real-Time  Software.  The  CIG  GT  Host  CSCI  is  the  executable 
code  that  resides  within  the  CIG  and  provides  the  Simulation  Host  (SIM)  with  an  interface 
to  the  graphics  hardware  on  the  CIG. 


1.1  The  Simulator 

A  Vehicle  Simulator  Unit,  or  Simulator,  consists  of  a  CIG,  a  Simulation  Host,  one  or  mote 
display  monitors,  a  user,  and  the  user's  control  mechanisms.  Each  Simulator  simulates  the 
actions  of  one  combat  vehicle,  such  as  a  tank,  in  real  time.  Multiple  Simulators  can  be 
connected  via  a  Simulation  Network.  The  entire  simulation  exercise  is  controlled  and 
coordinated  by  the  Battle  Manager  using  the  Management,  Command,  and  Control  (MCC) 
system  computer. 

After  the  MCC  initializes  a  Simulator  at  the  beginning  of  the  exercise,  the  vehicle's  crew 
directs  the  simulation.  Each  Simulator  reports  the  position,  orientation,  and  appearance  of 
its  simulated  vehicle  to  the  MCC  and  the  other  Simulators  via  the  network. 

Figure  1-1  illustrates  the  relationship  between  the  CIG,  the  Simulation  Host,  and  the  MCC. 


Figure  1  - 1 .  The  Vehicle  Simulator  Unit  (Simulator) 
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1.1.1  The  Simulation  Host 

The  Simulation  Host  receives  and  processes  data  from  the  simulation  vehicle's  mechanical 
controls,  interfaces  with  the  CIG,  and  communicates  over  the  simulation  network  with 
other  Simulators. 


1.1.2  The  CIG 

The  OG  interfaces  with  the  Simulation  Host,  controls  the  images  in  the  simulation 
viewports  (display  monitors),  and  houses  the  database  that  describes  the  simulation  terrain. 

The  CIG  can  contain  one  or  two  9U  graphics  processor  subsystems,  also  called  backends. 
(In  this  document,  the  terms  "backend"  and  "subsystem"  are  used  interchangeably.)  A 
backend  can  be  either  of  the  following: 

T  backend 

Generates  up  to  eight  low-resolution  (320  by  200  pixels)  views.  These  views  are 
used  in  Ml  and  M2  Simulators. 

TX  backend 

Generates  one  high-resolution  (640  by  480  pixels)  view  or  two  low-resolution  (320 
by  240  pixels)  views.  These  views  are  used  in  Stealth  Simulators. 

Having  two  backends  provides  the  ability  to  combine  high-  and  low-resolution  views,  or  to 
increase  the  number  of  views  for  a  simulator. 

The  composition  of  the  backend(s)  of  a  particular  GTIOO  CIG  is  reflected  in  its  model 
number.  All  model  numbers  have  the  form  GTlmn,  where: 

1  indicates  release  1  of  the  GT  series 
m  is  the  number  of  TX  backends 
n  is  the  number  of  T  backends 

Therefore,  the  following  model  numbers  are  possible: 

GTlOl  =  0  TX  backends,  1  T  backend 
GT102  =  0  TX  backends,  2  T  backends 
GTl  10  =  1  TX  backend,  0  T  backends 
GTl  11  =  1  TX  backend,  1  T  backend 
GT120  =  2  TX  backends,  0  T  backends 

The  GTlOl  is  equivalent  to  the  earlier  120T  CIG.  The  GTl  10  is  equivalent  to  the  earlier 
120TX  CIG. 


1.2  CIG 'SIM  Communication 

The  QG  and  the  Simulation  Host  communicate  by  exchanging  message  packets,  each  of 
which  is  a  grouping  of  data  messages.  The  physical  interface  to  the  Simulation  Host  can  be 
any  of  the  following: 
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•  DRll-W 

•  Ethernet 

•  SCSI 

•  MPV 

•  Socket 

For  the  DRl  1,  SCSI,  MPV,  and  Socket  interfaces,  the  packet  buffer  is  a  fixed  size  (default 
4096  bytes).  Any  unused  portion  of  the  buffer  is  filled  with  zeroes.  The  packet  size  can  be 
changed  on  the  command  line  or  in  a  Simulation  Host  message. 

The  Ethernet  communication  link  adheres  to  the  IEEE  802.3  standard  and  operates  on  the 
data  link  level.  Therefore,  an  Ethernet  packet  contains  the  normal  IEEE  802.3  24-byte 
preamble  followed  by  a  variable-length  packet  buffer.  Both  point-to-point  and  broadcast 
modes  are  supported. 

Message  packet  exchanges  occur  every  frame.  The  following  frame  rates  are  currently 
supported: 


Frame  Rate 

Frame  Time 

10  Hz 

100  ms 

15  Hz 

66.7  ms 

30  Hz 

33.3  ms 

60  Hz 

16.7  ms 

The  CIG  is  the  clock  master  for  all  synchronous  message  passing.  Exchanges  are  initiated 
by  the  CIG  after  it  detects  a  frame  time  event  (an  interrupt  from  tiie  hardware).  Both  the 
CIG  and  the  Simulation  Host  have  until  the  next  frame  to  process  information. 

Message  packets  sent  from  the  CIG  describe  the  current  state  of  the  simulation  vehicle. 

The  Simulation  Host  uses  this  information  to  compute  and  update  each  parameter  that 
affects  the  visual  displays. 

Message  packets  sent  from  the  Simulation  Host  describe  the  new  state  of  the  simulation 
vehicle  and/or  changes  to  the  simulation  environment.  Other  messages  specify  where  to 
display  special  effects  such  as  bomb  blasts  and  smoke.  The  CIG  uses  this  information  to 
compute  changes  in  the  viewing  displays. 

The  message  stmctures  used  by  the  CIG  and  the  Simulation  Host  to  communicate  are 
document^  in  the  "BBN  GTIOO™  CIG  to  Simulation  Host  Interface  Manual." 


1.3  RTSW  Software  Structure 

The  CIG  Host  software  is  a  multi-state,  multi-tasking  software  system.  It  progresses 
tlrough  its  various  states  upon  receiving  appropriate  commands  from  the  SimtSation  Host 
via  the  CIG-SIM  message  interface.  The  states  of  the  CIG  Host  software  are: 


Task  Initialization 
System  Configuration 
Real-Time  Processing 
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•  Stand-Alone  (Rea)  Mode 

The  simulation  and  other  support  software  run  as  individual  tasks.  Using  intertask  mailbox 
locations,  the  tasks  exchange  information  through  shared  memory.  The  tasks  share  system 
resources  as  needed,  based  on  their  relative  priorities. 

The  18  CSCs  in  the  GT  CIG  Host  CSCI  are  the  following; 

•  Task  Initialization 

•  2-D  Overlay  Conqjiler 

•  Backend  Manager 

•  Ballistics  Processing 

•  CIG  Configuration 

•  ESIFA  Int^ace 

•  Stand-Alone  Host  Emulator  (Rea) 

•  DTP  Command  Generator 

•  User  Interface  Mode  (Gossip) 

•  Host  Interface  Manager 

•  MPV  Interface 

•  Message  Processing 

•  Real-Time  Processing 

•  Serial  Device  Input/C^tput 

•  Token  Processing 

•  System  Utilities 

•  Viewpon  (Configuration 

•  Force  Processing 


Figure  1-2  illustrates  these  CSCs. 
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Figure  1-2.  CIG  GTIOO  Host  Software  CSCs 


1.5  How  This  Document  Is  Organized 
Section  1  (Introduction) 

Provides  a  general  overview  of  the  CIG  Real-Time  Software,  the  Simulation  Host, 
and  the  Vehicle  Simulator  Unit. 

Section  2  (CSC  Descriptions) 

Describes  each  CSC  in  the  CIG  Real-Time  Software  CSCI.  Each  subsection 
begins  with  a  general  overview  of  the  CSC,  its  major  data  structures,  the  primary 
functions  it  performs,  and  how  it  relates  to  the  other  CSCs.  This  is  followed  by  a 
detailed  description  of  each  CSU  in  the  CSC.  The  CSUs  are  presented  in 
alphabetical  order. 

For  the  purposes  of  this  document,  a  CSU  is  defined  as  a  source  code  (.c  or  .asm) 
file.  CSUs  are  documented  as  follows: 


•  The  section  heading  identifies  the  name  of  the  source  file. 
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•  If  a  CSU  contains  multiple  functions,  each  is  described  in  a  separate 
subsection  under  the  CSU  section  heading.  The  functions  are  described  in 
the  order  in  which  they  appear  in  the  source  file. 

•  If  a  CSU  contains  only  one  function,  it  is  described  under  the  CSU  section 
heading.  If  the  function  name  differs  from  the  CSU  name,  the  function 
name  is  shown  in  parentheses  following  the  CSU  name.  If  the  function 
name  matches  the  CSU  name  (minus  the  .c  or  .asm  suffix),  the  function 
name  is  not  shown  in  the  heading. 

The  description  of  a  function  includes  its  general  purpose,  its  function  call, 
de^tions  of  its  parameters  and  return  values,  and  a  description  of  its  processing. 
The  description  also  identifies  all  called  and  c^ling  routines. 

Section  3  (Resource  Utilization) 

Provides  disk  and  memory  usage  statistics. 

Appendix  A  (System  Include  Files) 

Describes  the  contents  of  each  header  (.h)  file  used  in  the  system,  and  identifies  the 
CSUs  that  include  it  All  include  files  are  listed  in  alphabetical  order. 

Appendix  B  (System  Macros) 

Describes  the  macros  used  to  perform  specialized  functions  throughout  the  system, 
and  identifies  where  they  are  used.  All  macros  are  listed  in  alphatetical  order. 

Appendix  C  (Operating  System  Service  Calls) 

Describes  the  operating  system  service  functions  and  standard  C  libraries  used  by 
the  CIG  functions. 

Appendix  D  (Glossary  Of  Terms  And  Abbreviations) 

Defines  some  of  the  specialized  terminology,  abbreviations,  and  acronyms  used  in 
this  document. 

Appendix  E  (Cross-Reference  Tables) 

Provides  lists  that  may  help  the  reader  locate  CSUs,  data  type  definitions, 
functions,  and  macros. 
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2  CSC  DESCRIPTIONS 

The  CSCs  that  make  up  the  CIG  Host  software  system  are  the  following: 

Task  Initialization  (/cig/gtbinsrc) 

Creates  all  system  tasks. 

2-D  Overlay  Compiler  (/cig/libsrc/lib2d) 

Generates  viewport  overlays  for  TX  backends. 

Backend  Manager  (/cig/libsrc/libbackend) 

Serves  as  an  interface  between  the  real-time  software  and  the  backend  hardware. 

Ballistics  Processing  (/cig/libsrc/libball) 

Processes  fired  rounds  to  determine  if  an  object  in  the  database  was  hit. 

CIG  Configuration  (/cig/libsrc/libconfig) 

Sets  up  the  CIG  to  run  a  simulation. 

ESIFA  Interface  (/cig/libsrc/libesifa) 

Processes  requests  to  and  from  the  PPM  and  PPTs  via  the  ESIFA  board. 

Stand-Alone  Host  Emulator  (/cig/libsrc/libflea) 

Emulates  the  functions  of  the  Simulation  Host  to  allow  stand-alone  testing, 
debugging,  and  demonstrations. 

DTP  Command  Generator  (/cig/libsrc/libgendtp) 

Generates  the  commands  used  to  drive  the  hardware  to  change  the  viewport 
displays. 

User  Interface  Mode  (/cig/libsrc/libgossip) 

Provides  a  menu  interface  to  system  functions  and  memory  for  testing  and 
debugging. 

Host  Interface  Manager  (/cig/libsrc/libhost) 

Handles  the  communication  between  the  CIG  and  the  Simulation  Host. 

MPV  Interface  (/cig/libsrc/libmpvideo) 

Processes  commands  to  and  from  the  Micro  Processor  Video  (MPV)  board. 

Message  Processing  (/cig/libsrc/libmsg) 

Processes  many  of  the  messages  received  from  or  returned  to  the  Simulation  Host. 

Real-Time  Processing  (/cig/libsrc/librtt) 

Drives  the  simulation  using  messages  sent  from  the  Simulation  Host 

Serial  Device  Input/Output  (/cig/libsrc/libsio) 

Handles  writing  to  and  reading  from  a  serial  I/O  device. 

Token  Processing  (/cig/libsrc/libtoken) 

Provides  lexical  functions  used  to  parse  the  subsystem  configuration  file. 

System  Utilities  (/cig/libsrc/libutil) 

Provides  general-use  utilities  for  other  CSCs. 
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Viewport  Configuration  (/cig/libsrc/libvpt) 

Creates  the  configuration  tree  Aat  describes  each  viewport,  based  on  messages 
received  firom  the  Simulation  Host 

Force  Processing  (/cig/othersrc/force) 

Provides  an  interface  to  the  MPV  and  the  GSP  via  the  Force  board  in  a  TX 
backend. 

This  section  describes  the  functions  performed  by  each  of  these  CSCs. 
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2.1  Task  Initialization  (/cig/gtbinsrc) 

The  Task  Initialization  CSC  is  responsible  for  creating  all  CIG  tasks.  This  CSC  is  invoked 
when  the  system  is  booted.  It  starts  the  other  system  tasks  (upstart,  local_terrain,  flea, 
ballistics,  etc.),  then  suspends  itself. 

The  Task  Initialization  CSC  is  also  responsible  for  processing  system  shutdowns.  If  the 
user  asks  (through  Gossip)  to  shut  down  the  system,  the  Task  Initialization  CSC  stops  all 
tasks  and  initiates  the  cleanup  routines  that  deallocate  the  tasks'  resources. 

At  the  current  time,  the  mkcal.c  CSU,  used  to  make  calibration  overlays,  is  also  part  of  this 
CSC. 

Figure  2-1  identifies  the  CSUs  in  the  Task  Initialization  CSC. 


bx147_main.c 

mkcal.c 

rtt.c 


Figure  2- 1 .  Task  Initialization  CSUs 


2.1.1  bxl47_main.c 

The  functions  in  the  bxl47_main.c  CSU  are  used  to  invoke  and  shut  down  Ballistics. 
These  functions  are: 

♦  bxl47_main 

•  polLshutdown 


2. 1.1.1  main 

The  main  function  in  bxl47_main.c  is  the  MVME147  main  Ballistics  routine,  main  is 
executed  via  the  autoboot  mechanism  or  when  the  user  starts  the  system.  It  spawns  off  the 
Ballistics  task  (bx_task)  and  the  Ballistics  diagnostic  probe  (bx_probe),  then  suspends 
itself. 
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The  command  line  used  to  invoke  main  may  include  arguments  that  control  how  Ballistics 
is  to  be  initialized  and  used. 

main  does  the  following: 

•  Calls  clparse  to  parse  the  command  line. 

•  Calls  sc_tinquiry  to  determine  the  base  task  id  and  priority. 

•  Sets  the  base  task  id  and  priority. 

•  Calls  pcreate  to  create  each  task’s  entry  in  the  task  table. 

•  Suspends  itself. 

The  function  exits  with  a  1  if  clparse  reports  an  error. 

main  (using  pcreate)  initiates  the  application  task  table  in  the  operating  system  by 
establishing  entries  for  the  Ballistics  tasks,  as  follows: 


Entry  in 

Priority  Offset 

Task 

Start  Flag 

Task  Table 

(added  to  priority  of 
main  task) 

Name 

(TRUE=start  task) 

bx_task 

1 

"bx_lask’’ 

TRUE 

bxjH'obe 

3 

"bx_probe" 

TRUE 

Called  By:  none 


Routines  Called:  clparse 

exit 
pcreate 
printf 
sc_tinquiry 
sc_tsuspend 
serror 


argc 

*argv[] 


Returns:  none 


Parameters:  int 

char 


2. 1.1.2  poII_shutdown 

The  poll_shutdown  function  is  a  dummy  routine  that  has  no  effect.  (The  poll_shutdown 
routine  in  rtt.c  is  used  to  determine  whether  a  system  shutdown  has  been  initiated.) 

The  function  call  is  poII_shutdown().  The  function  always  returns  1. 

Called  By:  none 
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Routines  Called:  none 


Parameters:  none 


Returns:  1 


2.1.2  mkcal.c 


The  mkcal.c  CSU  contains  functions  used  to  generate  the  calibration  overlay.  This  overlay 
is  a  hard-coded  pattern  of  triangles,  vertical  and  horizontal  alignment  bars,  and  colored 
rectangles.  The  overlay  is  displayed  on  a  viewport  on  top  of  the  view  of  the  terrain.  The 
pattern  helps  the  Simulator  user  center  the  screen. 

The  functions  in  this  CSU  are: 

•  make_cal_overlay 

•  make_cal_matrices 

•  make_cal_pattems 

•  pix_mult 

The  Poly  Processor  uses  perspective  matrices  in  normalized  viewspace  (i.e.,  the  field-of- 
view  is  not  used)  when  crunching  on  overlay  polygons.  The  only  perspective  matrix 
required  for  an  overlay  is  a  matrix  to  swap  the  axes  (view  space  into  screen  space).  The 
vertices  overlay  can  be  described  to  the  Poly  Processor  as  follows: 


(-y.y.y) 


(-y.y.-y) 


(O.y.O) 


(y.y.y) 


(y.y.-y) 


where  y  is  the  distance  from  the  eye  to  the  overlay. 

This  means  that  if  the  vertices  of  an  overlay  (such  as  the  monitor  calibration  overlay)  are 
given  in  pixel  coordinates,  they  must  be  converted  to  the  normalized  view  space  coordinate 
system.  For  example,  if  the  screen  resolution  is  200  x  200,  a  vertex  with  pixel  coordinates 
(-50,100)  is  converted  to  (-1/2,1). 


2. 1.2.1  make_caI_overIay 

The  make_cal_overlay  function  allocates  memory  for  the  calibration  overlay,  and  calls  the 
appropriate  routines  to  create  it.  This  function  is  called  by  cig_config  (in  the  CIG 
Configuration  CSC)  as  part  of  its  initialization  process. 

The  function  call  is  make_caI_overIay().  The  function  does  the  following: 
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•  Allocates  memory  for  the  calibration  flag  and  overlay. 

•  Calls  make_cal_matrices  to  generate  the  overlay’s  matrices. 

•  Calls  make_cal_pattems  to  generate  the  triangles,  alignment  bars,  and  other  patterns 
displayed  on  the  overlay. 


Called  By:  cig_config 


Routines  Called:  aam_malloc 

GLOB 

make_cal_matrices 

make_cal_pattems 


Parameters:  none 


Returns:  none 


2. 1.2. 2  make_cal_matrices 

The  make_cal_matrices  function  generates  matrices  for  the  following  overlays: 

•  The  calibration  overlay  generated  during  cig_config  initialization. 

•  All  overlays  (offset  image,  color  image,  and  BBN  logo)  requested  by  the 
Simulation  Host  via  the  MSG_CALIBRATION_IMAGE  message. 

•  All  overlays  (offset  image,  color  image,  and  BBN  logo)  request^  by  the  Gossip 
user  via  the  Calibration  menu. 

The  function  call  is  iiiake_cal_matrices  (pcal_dat),  where  pcal  dat  is  a  pointer  to  the 
calibration  overlay. 

make_cal_matrices  uses  id_4x3mtx  and  swap_axis  to  generate  the  matrices. 


Called  By:  cal 

make_cal_overlay 

msg_calibration_image 


Routines  Called:  id_4x3mtx 

swap_axis 


Parameters:  CAL_OVRLY  *pcal_dat 


Returns:  none 
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2. 1.2.3  make_cal_patterns 

The  make_cal_pattems  function  generates  all  patterns  (such  as  triangles  and  rectangles) 
displayed  on  the  following  overlays: 

•  The  calibration  overlay  generated  during  cig_config  initialization. 

•  The  offset  image  requested  by  the  Simulation  Host  via  the 
MSG_CALffiRATION_IMAGE  message. 

•  The  offset  image  requested  by  the  Gossip  user  via  the  Calibration  menu. 

The  function  call  is  make_cal_patterns(pcal_dat),  where  peal  dot  is  a  pointer  to  the 
calibration  overlay.  make_cal_Jattems  does  the  following: 

•  Outputs  the  calibration  polygons. 

•  Creates  the  comer  triangles. 

•  Creates  the  fiame  triangles. 

•  Creates  the  vertical  and  horizontal  alignment  bars. 

•  Creates  the  colored  rectangles. 

•  Sets  the  vertices  of  all  of  the  displayed  patterns. 


Called  By: 


cal 

make_cal_overlay 

msg_calibration_image 


Routines  Called:  none 


Parameters:  CAL_OVRLY 


*pcal_dat 


Returns:  none 


2. 1.2.4  pix_mult 

The  pix_mult  function  converts  pixel  coordinates  into  normalized  viewspace  coordinates. 

The  function  call  is  pix_muU(resolution,  y__dlst),  where: 

resolution  is  the  screen  resolution 
y  dist  is  the  y  pixel  coordinate 

The  function  divides  y  dist  by  {resolution  *  .5)  and  returns  the  result  as  mult. 

This  function  is  not  currently  used. 

Called  By:  none 
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Routines  Called: 

none 

Parameters: 

INT  2 

resolution 

REAL_4 

y_dist 

Returns: 

mult 

2.1.3  rtt.c 

The  rtt.c  CSU  contains  functions  used  to  start  up  and  shut  down  the  real-time  software 
tasks.  These  functions  are: 

•  main 

•  check_restart 

•  disable_restart 

•  rtt_shutdown 

•  polLshutdown 


2. 1.3.1  main 

The  main  function  is  the  initial  task  in  the  GT1(X)  CIG  system,  main  is  executed  from  the 
user's  terminal  or  via  the  auto-boot  mechanism,  main  initiates  the  execution  of  all  other 
tasks  in  the  system,  then  suspends  itself  until  a  system  shutdown  is  requested. 

The  command  line  used  to  start  up  the  CIG  may  include  arguments  that  control  how  the 
system  is  to  be  initialized  and  us^.  For  descriptions  of  these  arguments,  see  the  initialize 
function  in  the  Real-Time  Processing  CSC. 

main  does  the  following: 

•  Calls  check_restart  to  see  if  the  CIG's  previous  execution  terminated 
unsuccessfully.  If  so,  prompts  the  user  to  reset  the  CIG,  then  exits  with  a  0. 

•  Calls  initialize  to  parse  the  command  line  and  invoke  the  options  specified  by  the 
user, 

•  Calls  sc_tinquiry  to  to  determine  the  base  task  id  and  priority. 

•  Sets  the  base  task  id  and  priority. 

•  Calls  sc_screate  to  set  up  the  initiate_shutdown  semaphore.  (This  semaphore  is 
used  to  indicate  that  the  user  has  requested  a  system  shutdown.) 

•  Calls  sc_fcreate  to  set  up  the  shutdown_status  flag  group.  (This  group  is  used  to 
indicate  which  tasks  have  successfully  shut  down.  A  shutdown  mask  is  used  to 
assign  a  bit  in  the  flag  group  to  each  task.) 

•  Calls  config_database  to  look  at  the  database  configuration  file  and  determine  how 
many  rowcol_rd  tasks  are  needed.  (Each  backend  requires  its  own  rowcol_rd  task 
to  bimg  new  rows/columns  of  load  modules  from  the  terrain  database  into  active 
area  memory  when  needed.) 

•  Calls  config_ballistics  to  configure  and  start  Ballistics  Processing. 

•  If  AGPT  mode  was  requested  on  the  command  line,  calls  agpt_init  to  start  up  the 
sim_server  task.  (AG^  mode  is  a  non-standard  version  of  the  GTIOO  system  and 
is  not  addressed  in  this  document.) 
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•  Determines  how  many  tasks  are  in  the  task  table;  if  more  than  31,  displays  a 
warning  that  the  system  may  not  be  able  to  shut  down  properly,  then  calls 
disable_restart  to  prevent  the  CIG  from  being  restarted  without  a  reset. 

•  Calls  pcreate  to  create  each  task's  entry  in  the  task  table. 

•  If  Flea  mode  was  requested  on  the  command  line,  calls  flea_host_if  to  initialize  the 
Flea  interface. 

•  Prompts  the  user  to  enter  any  character  to  continue. 

•  Calls  sc.spend  to  wait  to  be  signaled  to  initiate  a  shutdown. 

•  If  a  shutdown  request  is  posted: 

-  Displays  a  shutdown  message. 

-  Calls  rtt_shutdown  to  signal  all  tasks  to  shut  down. 

-  Calls  sc_tinquiry  to  find  any  tasks  that  are  suspended. 

-  Calls  sc.tresume  to  wake  up  the  suspended  tasks. 

-  Calls  sc_fpend  to  wait  for  all  tasks  to  shut  down  (by  waiting  for  all  bits  in 
the  shutdown_status  flag  to  be  set). 

-  If  any  tasks  do  not  terminate  within  the  required  timeout,  outputs  an  error 
and  calls  disable_restart  to  prevent  the  CIG  from  being  restarted  without  a 
reset. 

-  Calls  sysrup_off  to  disable  system  interrupts. 

-  Calls  sc_sdelete  to  delete  the  initiate_shutdown  semaphore. 

-  (Halls  sc_fdelete  to  delete  the  shutdown_status  flag  group. 

main  (using  pcreate)  initiates  the  application  task  table  in  the  operating  system  by 
establishing  entries  for  the  GTIOO  tasks,  as  shown  below.  Note  the  following: 

Priority  offset 

This  value  is  added  to  the  priority  of  the  main  task. 

Start  flag 

This  flag  is  TRUE  if  the  task  is  to  be  started  when  loaded. 

Cleanup  routine 

This  routine  is  the  function  responsible  for  deallocating  that  task's  resources  when 
the  system  is  shut  down.  The  poll_shutdown  function  uses  the  *task_cleanup 
function  pointer  to  invoke  the  correct  function. 
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Entry  in 

Priority 

Task 

Start 

Cleanup 

Task  Table 

Offset 

Name 

Flag 

Routine 

bx_task 

3 

"ballistics" 

FALSE 

bx_task_cleanup 

flea 

4 

"fka" 

TRUE 

flea.cleanup 

flea_io_task 

6 

"flea_io_task" 

TRUE 

flea_io_task_cleanup 

gossip 

7 

TRUE 

gossip.cleanup 

local.terrain 

2 

"local_terrain" 

TRUE 

local_teiTain_cleanup 

rowcol_rd_l 

5 

"rowcoLid#!" 

FALSE 

rowcol_rd_l_cleanup 

iowcol_rd_2 

5 

"lOwcoLid  #2 

FALSE 

rowcol_rd_2_cleanup 

rowcol_rd_3 

5 

"rowcoLrd  #3 

FALSE 

rowcol_rd_3_cleanup 

tDwcol_rd_4 

5 

"rowcol_rd  #4 

FALSE 

rowcol_rd_4_cleanup 

sini_server 

1 

"simnet_server" 

FALSE 

siin_server_cleanup 

upstart 

1 

"upstart" 

TRUE 

upstart_cleanup 

Called  By:  none  (initiated  by  the  operating  system  on  start-up) 


Routines  Called: 


agpt_init 

check_restart 

config_ballistics 

config_database 

disable_restart 

exit 

flea_host_if 

initialize 


pcreate 

printf 

rtt_shutdown 

sc_fcreate 

sc_fdelete 

sc_finquiry 

sc_fpend 

sc_screate 

sc_sdelete 

sc_spend 

sc_tinquiry 

sc_trcsume 

serror 

sysrup_off 


Parameters:  int 

char 


argc 

*argv[] 


Returns:  none 
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2. 1.3. 2  check_restart 

The  check_restart  function  checks  to  see  if  the  system  terminated  abnormally  from  the  last 
session.  If  so,  the  user  is  told  to  reset  the  CIG  before  restarting. 

The  function  call  is  check_restart(). 

The  function  calls  mpv_nfind  to  get  the  status  of  the  "cigran"  program.  The  disable_restart 
function  sets  the  status  of  cigran  to  0  if  restart  is  to  be  prevented  due  to  abnormal 
termination  of  the  previous  session.  If  check_restart  sees  that  the  status  of  cigran  is  0,  it 
returns  a  1  to  main,  indicating  that  a  restart  is  not  allowed. 

The  result  returned  by  the  function  is  0  if  a  restart  is  allowed,  or  1  if  restarts  are  disabled. 
Any  other  value  returned  is  an  error  from  mpv_nfind. 


Called  By;  main  (in  rtt.c) 


Routines  Called:  mpv_nfind 


Parameters:  none 


Returns:  result 


2. 1.3.3  disable_restart 

The  disable_restart  function  sets  a  flag  that  indicates  that  the  CIG  must  be  rebooted  before  it 
can  be  restarted.  This  function  is  called  if  the  main  task  determines  that  the  previous 
session  did  not  shut  down  properly  within  the  allotted  timeout,  or  that  there  are  too  many 
system  tasks  to  enable  an  orderly  shutdown.  The  flag  set  by  disable_restart  is  read  by 
check_restart. 

The  function  call  is  disable_restart(). 

The  function  calls  mpv_ncatalog  and  sets  the  status  of  "cigran"  to  0.  This  value  triggers 
check_restart  to  return  a  1  to  main,  indicating  that  no  more  restarts  are  allowed  before  the 
system  is  rebooted. 

disable_restart  returns  the  result  returned  by  mpv_ncatalog.  This  is  RET_OK  if  successful; 
any  other  value  indicates  an  error. 


Called  By:  main  (in  rtt.c) 


Routines  Called:  mpv_ncatalog 
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Parameters: 

none 

Returns: 

result 

2. 1.3.4  rtt_shutdown 

The  rtt_shutdown  function  initiates  the  shutdown  procedure  by  posting  a  message  to  the 
initiate_shutdown  semaphore.  This  message  tells  the  main  function  that  a  shutdown  has 
been  requested.  rtt_shutdown  is  called  if  die  Gossip  user  requests  a  shutdown  by  selecting 
the  Q  ("Quit  to  GTOS")  option  on  the  Gossip  main  menu.  Tltis  function  is  also  called  by 
main  after  it  wakes  up,  causing  the  message  to  be  reposted. 

An  overview  of  the  shutdown  procedure  is  as  follows: 

1 .  rtt_shutdown  posts  to  the  initiate_shutdown  semaphore. 

2.  main,  which  had  been  pending  on  the  initiate_shutdown  semaphore,  wakes  up  and 
immediately  calls  rtt_shutdown  again,  causing  it  to  repost  to  the  initiate_shutdown 
semaphore. 

3 .  main  activates  any  suspended  tasks,  then  pends  on  the  shutdown_status  flag  group 
with  a  finite  timeout.  (This  flag  group  contains  one  bit  for  each  task.) 

4 .  Each  task  periodically  calls  poll_shutdown  to  check  the  initiate_shutdown 
semaphore.  If  poll_shutdown  determines  that  the  semaphore  is  set,  it  executes  the 
calling  task's  cleanup  function,  sets  the  task’s  bit  in  the  shutdown_status  flag 
group,  then  terminates  the  task. 

5 .  &  all  expected  bits  get  set  in  the  shutdown_status  flag  group,  main  outputs  a 
message,  cleans  up  its  own  resources,  then  exits.  If  an  expected  bit  is  not  set,  the 
pend  on  the  flag  group  times  out,  main  outputs  a  warning  identifying  the  offending 
task(s),  calls  disable_restart  to  prevent  a  restart  without  a  reset,  cleans  up  its 
resources,  then  exits. 

The  function  call  is  rtt  shutdown  (). 


Called  By  : 

gossip_tick 
main  (in  rtt.c) 

Routines  Called: 

printf 

sc_spost 

serror 

Parameters: 

none 

Returns: 

none 
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2. 1.3. 5 


pon_shutdown 


The  polLshutdown  function  checks  to  see  if  a  system  shutdown  has  been  initiated.  This 
function  is  called  periodically  by  each  real-time  task.  If  a  shutdown  has  been  initiated, 
polLshutdown  calls  the  task's  cleanup  function  and  terminates  the  task. 

The  function  call  is  poll_shutdown().  The  function  does  the  following: 


•  Calls  sc_sinquiry  to  see  if  a  shutdown  has  been  initiated. 

•  If  a  shutdown  has  been  initiated: 

-  Calls  sc_tinquiry  to  get  the  calling  task's  id. 

-  Calls  the  task's  cleanup  routine  using  the  ♦task_cleanup  function  pointer. 
(The  cleanup  function  for  each  task  is  specified  in  the  task  table.) 

-  Calls  sc_fpost  to  set  the  task's  bit  in  the  shutdown_status  semaphore.  (This 
indicates  that  the  task  has  shut  down.  If  all  expected  bits  are  set  within  the 
allotted  time,  main  determines  that  the  system  shut  down  properly.) 

-  Calls  ifx_tdelete  to  delete  the  calling  task. 


The  function  always  returns  1. 


Called  By: 


_rowcol_rd 

bx_task 

db_mcc_setup 

file_control 

flea 

flea_io_task 

gossip 

hw_test 

local_terrain 

simulation 

upstart 


Routines  Called:  *task_cleanup 

ifx_tdelete 

printf 

sc_lpost 

sc_sinquiry 

sc_tinquiry 

serror 


none 

1 


Parameters: 

Returns: 
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2.2  2-D  Overlay  Compiler  (/clg/libsrc/lib2d) 

This  section  describes  the  functions  that  make  up  the  2-D  (Two-Dimensional)  Overlay 
Compiler  CSC.  These  functions  build  2-D  overlays  from  ASCII  commands,  then  generate 
executable  commands  for  the  2-D  processor. 

Note:  These  functions  apply  to  TX  backends  only.  The  only  overlays 

available  on  T  backends  are  the  hard-coded  gun,  gunner,  and 
calibration  overlays  generated  in  the  Real-Time  Processing  CSC. 

Two-dimensional  overlays  are  displayed  on  a  viewport  on  top  of  the  three-dimensional 
terrain  display.  For  example,  overlays  can  be  used  to  display  calibration  patterns  and 
numerical  readouts  such  as  current  altitude  and  speed.  Each  2-D  component  is  classified  as 
either  dynamic  (able  to  move  or  change)  or  static  (not  capable  of  movement  or  change). 

The  2-D  overlay  database  describes  all  components  that  can  be  displayed  in  the  overlays. 
This  database  is  an  ASCII  file  sent  from  the  Simulation  Host  via  messages.  The  overall 
process  for  creating  the  2-D  overlay  database  is  as  follows: 

1 .  The  Simulation  Host  invokes  the  2-D  compiler  using  the  CIG  Control  -  Start  2D 
Setup  message. 

2.  The  Simulation  Host  sends  the  ASCII  file  via  2-D  SETUP  messages,  one  per 
packet  buffer. 

3 .  After  the  entire  file  has  been  sent,  the  Simulation  Host  sends  a  CIG  Control  -  Stop 
message. 

4 .  The  2-D  compiler  function  compiles  the  data.  If  a  monitor  is  available,  error  and 
status  information  is  displayed. 

5 .  The  data  is  downloaded  via  the  Force  board  into  2-D  dynamic  memorj'  on  the  GSP 
(Graphics  System  Processor)  chip  on  the  MPV  board. 

Once  the  2-D  database  is  loaded  into  memory,  the  overlays  can  be  changed  using 
PASS_ON  messages  sent  from  the  Simulation  Host.  These  messages  contain  commands 
that  are  used  to  move  or  change  dynamic  components,  and  to  draw  or  remove  static 
components.  The  2-D  task  (which  runs  on  the  GSP)  decodes  the  runtime  commands  and 
updates  the  component  information  in  the  2-D  database  accordingly.  The  2-D  task  then 
processes  the  changes  to  each  component  in  the  order  in  which  they  are  defined  in  the 
database. 

The  functions  in  the  2-D  Overlay  Compiler  CSC  do  not  process  runtime  changes.  Update 
commands  are  passed  directly  from  the  real-time  software  to  the  GSP  via  an  Interface 
routine,  and  the  GSP  processes  the  changes  to  the  structures  in  its  memory. 

For  the  complete  syntax  of  each  command  used  to  create  or  change  a  2-D  image,  refer  to 
the  "2-D  Commands  and  Parameters"  document.  That  document  also  provides  a  sample 
ASCn  input  file  and  the  2-D  overlay  it  creates. 

The  2-D  overlays  can  also  be  created  and  compiled  offline  (off  the  CIG).  Special  versions 
of  the  2-D  compiler  functions  are  used  to  read  the  overlay  file  and  generate  a  binary  file. 
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This  file  can  then  be  copied  to  the  CIG  and  downloaded  to  2-D  memory  at  a  later  time.  The 
source  files  that  contain  the  functions  used  to  process  a  file  offline  ar:  prefixed  by  u_.  A 
separate  "make"  file  is  used  at  system  build  time  to  select  these  source  files  instead  of  their 
ortiine  equivalents. 

The  primary  data  structures  built  by  the  2-D  compiler  are  the  following: 

Component  descriptor  table 

Contains  each  component's  number  (0-63),  color,  channel  (0  for  high  resolution,  1 
or  2  for  low  resolution),  plane  (foreground  or  background),  window  number  (0  for 
screen  space,  1-15  for  user-defined  windows),  clipping  values,  pre-translate  (pre¬ 
rotation)  values,  and  post-translate  (post-rotation)  values. 

Window  descriptor  table 

Contains  each  window's  absolute  address,  width  (horizontal  pixels),  height 
(vertical  pixels),  pitch,  and  a  conversion  factor  for  GSP. 

Component  pointer  table 

Contains  a  pointer  to  each  component  in  the  2-D  database. 

After  compilation,  these  structures  are  downloaded  into  GSP  memory  via  the  Force  board. 
(If  the  2-D  compiler  is  being  run  offline,  the  data  is  written  to  a  binary  file  which  can  be 
downloaded  to  the  GSP  later.)  Figure  2-2  illustrates  these  structures,  their  contents,  and 
their  interrelationships,  as  they  exist  in  GSP  memory. 

The  primitive  types  handled  by  the  2-D  compiler,  and  the  functions  used  to  process  them, 
are  the  following: 


Primitive 

2-D  Setup  Function 

bit.blt 

setup_bit_blt 

draw_line 

setup_draw_line 

(lraw_oval 

setup_oval_rectangle 

draw_rect 

setup_oval_rcctangle 

fill_ovai 

setup_oval_rcctangle 

fill_poly 

setup_poly 

fill_rect 

setup_oval_rectangle 

polyline 

setup_poly 

string 

setup_define_string 

text 

sctup_text 

The  specified  function  is  responsible  for  retrieving  the  parameters  associated  with  the 
primitive,  validating  the  data,  then  adding  the  data  to  the  component  descriptor  table. 

The  structure  of  each  of  these  primitives  is  illustrated  in  Figure  2-3. 
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32  bits 

(address  0x07804000) 


pir  to  ccmponent  pointer  table 


ptr  to  window  descriptor  Uble 


pir  to  component  desaiptar  table 


total  number  of  oomponents 


size  of  window  description 


Component  Pointer  Table 

32  bits 

(likely  address  0x7804100) 


ptr  to  component  0 


ptr  to  compottcnt  1 


pirtocomponem2 


ptr  to  ccmponent  62 


ptr  to  component  63 


Window  Descriptor  Table 

32  bits 


ptr  to  window  0 


Notes; 

34010  does  half-word  swapping 
34010  addresses  are  BIT  ad^esses 


Component  Descriptors 

16-bit  values 

(likely  address  0x7805 100) 


process  flag 


diannel^tlane 


window  id 


viewport  height 


viewport  width 


viewport  y 


siatic/dynamic 


tkawAmdraw 


pre-translation  x 


pre-translation  y 


post-translation  x 


post-translation  y 


primitive  type 


primitive  data 


primitive  type 


primhivedMa 


proceuflag 


Figure  2-2.  2-D  Memory  (from  the  2-D  Compiler) 
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ITEXT 
2  STRING 


Primitive  (1, 2 


3  BIT  BLT 


Primitive  (3) 


pomtxm 

pomtym 


4  DRAW  LINE 


Primitive  (4) 


5  DRAWOVAL 
*nLL_6vAL 
7  DRAWRECr 
SnLL  RECT 


Notes: 

All  boxes  mdicue  16-bit  vihies 
Text  chiraclen  ve  byte-swipped 
ENDCOMPOxxOOFF 


Figure  2-3.  2-D  Compiler  Primitives 
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Figure  2-4  identifies  the  CSUs  in  the  2-D  Overlay  Compiler  CSC. 
described  in  this  section. 


Figure  2-4.  2-D  Overlay  Compiler  CSUs 


Figure  2-5  illustrates  how  the  CSUs  in  the  2-D  Overlay  Compiler  CSC  interact.  This 
diagram  illustrates  the  flow  of  events  when  2-D  overlays  are  created  on  the  CIG  from 
messages  received  from  the  Simulation  Host.  It  does  not  reflect  the  process  used  to 
compile  a  binary  file  offline. 
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Figure  2-5.  2-D  Overlay  Compiler  Flow  Diagram 
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2.2.1  bit_blt.c  (setup_bit_blt) 

The  setup_bit_blt  function  is  responsible  for  setting  up  block-transferring  pixel  information 
in  the  component  descriptor  table.  This  function  is  called  by  process_command  if  the  2-D 
command  to  be  process^  is  BIT_BLT. 

The  function  call  is  setup_bit_blt(cmd),  where  cmd  is  the  command  (N_BIT_BLT)  to 
be  processed. 

setup_bit_blt  does  the  following: 

•  Verifies  that  component  start  data  has  already  been  processed. 

•  Calls  get_thing  to  retrieve  the  data  in  the  message. 

•  Determines  if  the  component  descriptor  table  has  room  available. 

•  Places  the  source  window  pixel  x  and  y  into  the  component  descriptor  table. 

•  Places  the  destination  window  pixel  x  and  y  into  the  component  descriptor  table. 

•  Places  the  width,  height,  and  operator  into  the  component  descriptor  table. 

If  successful,  the  function  returns  a  rtn_yal  of  0  (SUCCESS).  If  an  error  occurs,  the 
rtn  val  is  one  of  the  following: 

88  (COMPONENT_DESCRIPTOR_TBL_FULL) 

The  table  does  not  have  enough  room  for  the  new  data. 

99  (SYNTAX_ERROR) 

The  data  in  the  message  is  invalid. 


Called  By:  process_command 


Routines  Called:  get_thing 

printf 


Parameters:  int  cmd 


Returns:  rtn_val 


2.2.2  cig_2d_setup.c 

The  cig_2d_setup  function  is  the  2-D  overlay  setup  handler.  This  function  is  called  by 
db_mcc_setup  if  the  message  from  the  Simulation  Host  is  MSG_CIG_C!TL  - 
C_START_2D_SETUP. 

The  function  call  is  cig  2d_setup(backend),  where  backend  is  the  subsystem  id 
specified  by  the  Simulation  Host. 

cig_2d_setup  does  the  following: 

•  Calls  mpvideo_get_object_addr  to  get  the  MPV  I/O  board  mailbox  address. 
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•  Calls  calloc  to  allocate  memory  for  the  setup. 

•  Calls  compile_2d  to  start  the  2-D  compiler. 

•  Calls  free  to  deallocate  the  memory  when  the  compiler  is  finished. 

The  function  returns  0  if  successful.  It  returns  EOF  if  the  MPV  address  returned  to  it  is 
NULL,  indicating  that  the  specified  backend  does  not  contain  an  MPV  board. 


Called  By: 


db_mcc_setup 


Routines  Called:  calloc 

compile_2d 

firee 

mpvideo_get_object_addr 

printf 


Parameters:  UNS_4  backend 


Returns:  0 

EOF 


2.2.3  cig_comp_2d.c  (compiIe_2d) 

The  compile_2d  function  is  the  main  driver  for  the  2-D  database  compiler.  It  is  responsible 
for  processing  the  2-D  setup  messages  (MSG_2D_SETUP)  sent  from  the  Simulation  Host. 
Each  message  represents  one  line  in  the  ASCII  2-D  database  file. 

The  function  call  is  compiIe_2d(pmpv),  where  pmpv  is  a  pointer  to  the  MPV  object. 
compile_2d  does  the  following: 

•  Sets  the  MPV's  override_2d  flag  to  FALSE. 

•  Calls  init_stuff  to  initialize  various  compiler  variables. 

•  Calls  get_msg_2d  to  get  the  first  line  of  the  input  file. 

•  Calls  process_command  to  process  each  command  from  the  input  file. 
(process_command  calls  get_thing  which  in  turn  calls  get_msg_2d  to  get  each 
message  from  the  file.) 

•  Checks  for  errors  from  process_command. 

•  Calls  linkup  to  set  up  the  window  pointers  and  write  the  data  to  the  GSP  in  the 
specified  backend. 

•  Reports  the  number  of  errors  detected  during  the  ccmipile. 

•  If  the  compilation  was  successful,  sets  the  I^V's  override_2d  flag  to  TRUE.  This 
tells  mpvideojoad  (in  the  MPV  Interface  CSC)  to  not  load  a  2-D  data  file  specified 
by  the  Simulation  Host  or  the  subsys.cfg  file. 


Called  By:  cig_2d_setup 


Routines  Called:  get_msg_2d 

init_stuff 
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linkup 

printf 

process_conimand 


Parameters:  MPVIDEO_OBJ  *pmpv 

Returns:  none 


2.2.4  cig_getm_2d.c  (get_msg_2d) 

The  get_msg_2d  function  gets  the  next  2-D  overlay  message  from  the  input  file  and  sets  a 
pointer  to  it  for  the  2-D  compiler. 

The  function  call  is  get_msg_2d().  get_msg_2d  does  the  following: 

•  Makes  sure  the  message  header  size  plus  the  message  size  does  not  exceed  the 
packet  size;  calls  SYSERR  to  generate  an  error  message  if  it  does. 

•  Calls  cigsimio_msg_in  to  write  the  message  to  a  buffer  (if  debug  display  or 
message  recording  is  enabled). 

•  Processes  each  message. 


The  following  table  summarizes  the  steps  performed  by  get_msg;_2d  to  process  each  valid 
message  it  finds.  The  first  column  lists  the  messages  in  ^phabetical  order.  The  second 
column  identifies  the  purpose  of  the  message  in  itdics,  then  lists  the  major  steps  performed 
by  get_msg_2d. 


2-D  Overlay  Message 

Processing  by  get_nisg_2d 

MSG_2D_SETUP 

Provides  one  line  of  data  from  the  ASCII  input  file. 

Gets  a  pointer  to  the  message  for  compile_2d;  sets 
msg_c^  to  CONTINUE_2D_SETUP. 

MSG  CIG  CTL 

C  STOP 

C.NULL 

other 

Signals  a  state  transition. 

Sets  msg_code  to  STOP_2D_SETUP. 

No  action. 

Sets  msg_code  to  INVALID_2D_SETUP. 

MSG_END 

Signals  the  end  of  the  message  packet. 

Calls  cigsimio_msg_out  to  write  the  message  to  a 
buffer  (if  debug  di^lay  or  message  recording  is  enabled); 
calls  stait.watch;  calls  the  appropriate  exchange.data 
routine  (using  *exchange_data)  to  send  output  and 
receive  input  buffers. 

The  msg  eode  returned  by  the  function  is  one  of  the  following: 


0  (CONTINUE_2D_SETUP)  A  valid  2-D  setup  message  was  found. 

96  (INVALID_2D_SETUP)  An  unknown  message  was  detected. 

97  (STOP_2D_SETUP)  A  CIG  Control-Stop  message  was  detected. 
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Called  By:  compile_2d 

geuhing 


Routines  Called:  *exchange_data 

cigsimio_msg_in 

cigsimio_msg_out 

printf 

start_watch 

SYSERR 


Parameters:  none 


Returns:  msg_code 


2.2.5  cig_link_2d.c  (linkup) 

The  linkup  function  is  responsible  for  setting  up  window  pointers  and  allocating  available 
MPV  (Micro  Processor  Video)  memory  for  windows.  It  also  downloads  the  2-D  overlay 
data  to  GSP  memory  via  the  MPV  intertask  mailbox. 

The  function  call  is  Unkup(pinbx),  where  pmbx  is  a  pointer  to  the  MPV  mailbox,  linkup 
does  the  following: 

•  Verifies  that  the  number  of  component  start  entries  equals  the  number  of  component 
end  entries. 

•  Calculates  base  addresses  and  table  sizes  for  all  information. 

•  Outputs  the  following  data  to  stdout  (see  Figure  2-6  for  a  sample  of  the  output): 

-  Component  pointers  table  base  address  and  size. 

-  Window  descriptor  table  base  address  and  size. 

-  Component  descriptor  table  base  address  and  size. 

Allocatable  window  base  address  and  maximum  size. 

-  Base  program  address. 

•  Sets  up  the  screen  window  area  (this  should  not  vary). 

•  Changes  the  component  pointers  to  absolute  addresses. 

•  Allocates  space  for  the  dynamic  polygon  buffer  areas. 

•  Sets  the  allocatable  window  area  to  the  space  following  the  component  descriptor 
table. 

•  Allocates  space  for  all  windows  and  sets  the  window  pointers. 

•  Uses  the  DOWNLOAD_DATA  macro  (described  in  Appendix  B)  to  download  the 
structure  information  and  all  tables  to  GSP  memory  via  Ae  MPV  mailbox  and  the 
Force  control  register. 

Figure  2-6  is  a  sample  of  the  output  generated  by  linkup. 
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file  data2d_itl .  0400  -  Corrpiler  output  from: 

compile_2d  data2d_ita . 0400  data_2d_itb. 0400  >  data2d_itl . 0400 

BBN  Systems  and  Technologies  Graphics  Technology  Division 
2D  Database  Coitpiler  Date  Thu  Nov  17  15:23:31  PST  1988  Version:  0400 
Link  step  starting  . . . 

BASE  COMPONENT  POINTERS  ADDRESS: 

size  of  component  pointer  table: 

BASE  WINDOW  DESCRIPTOR  TABLE  ADDRESS: 

size  of  window  descriptor  table: 

BASE  COMPONENT  DESCRIP  TABLE  ADDRESS: 

size  of  conponent_descriptor_table : 

BASE  ALLOCATABLE  WINDOW  ADDRESS: 

maximum  size  of  allocatable  area: 

BASE  PROGRAM  ADDRESS: 

Allocating  Dynamic  Poly  0x3  at  0x780c5e0 
Next  Available  Address:  0x780ec20 
Space  used:  0x2640  Space  available:  Ox3713eO 
Allocating  Dynamic  Poly  0x4  at  0x780ec20 
Next  Available  Address:  0x780ed40 
Space  used:  0x2760  Space  available:  Ox3712cO 
Window  0x1  Allocated  at  GSP  address:  0x780ed50 
Next  Available  Address:  0x78b6d50 
Space  used:  0xaa760  Space  available:  0x2c92b0 
Compile  finished  —  Number  of  Errors  =  0 


0x07804100 

0x00000800 

0x07804900 

0x00000800 

0x07805100 

0x000074d0 

0x0780c5e0 

0x00373a20 

0x07b80000 


Figure  2-6. 


Sample  2-D  Compiler  Output 


Called  By:  compile_2d 

Routines  Called:  DOWNLOAD_DATA 

printf 


Parameters:  MPVIO_INTERFACE 

Returns:  none 


*pmbx 


2.2.6  comp.c  (setup_comp_start) 

The  setup_comp_start  function  places  component  start  data  into  the  component  descriptor 
table.  Component  start  data  includes  the  compc'nent  number,  color,  channel  number,  plane 
(foreground,  background,  or  none),  window  number,  static/dynamic  parameter,  and 
rotation/translation  values.  This  function  is  called  by  process_command  if  the  2-D 
command  to  be  processed  is  COMP_START. 


The  function  call  is  setup_comp_start(cmd),  where  cmd  is  the  command 
(N_COMP_START)  to  be  processed. 


setup_comp_start  does  the  following: 
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•  Calls  get_thing  to  retrieve  the  data  in  the  message. 

•  Determines  if  the  component  descriptor  table  has  room  available. 

•  Validates  the  parameters  received. 

•  Places  a  pointer  to  the  component  in  the  component  pointer  table. 

•  Places  all  of  the  component  data  in  the  component  descriptor  table. 

setup_comp_start  provides  some  defaults  if  invalid  parameters  are  encountered.  The 
default  color  is  white,  the  default  plane  is  background,  and  the  default  static/dynamic 
parameter  is  static. 

If  successful,  the  function  returns  rtn_yal  set  to  0  (SUCCESS).  If  an  error  is  detected,  the 
rtn  val  is  one  of  the  following: 

5  (1NVALID_PARAMETERS) 

One  of  the  component  parameters  provided  is  out  of  range. 

88  (COMPONENT_DESCRIPTOR_TBL_FULL) 

The  table  does  not  have  enough  room  for  the  new  data. 


Called  By:  process_command 


Routines  Called: 


get_thing 

printf 

stremp 


Parameters:  int  cmd 

Returns:  rtn_val 


2.2.7  draw_line.c  (setup_draw_line) 

The  setup_draw_line  function  puts  line  data  into  the  component  descriptor  table.  This 
function  is  called  by  process_command  if  the  2-D  conunand  to  be  processed  is 
DRAW_LINE. 

The  function  call  is  setup_draw_line(cmd),  where  cmd  is  the  command 
(N_DRAW_LINE)  to  be  processed. 

setup_draw_line  does  the  following: 

•  Calls  get_thing  to  retrieve  the  data  in  the  message. 

•  Determines  if  the  component  descriptor  table  has  room  available. 

•  Places  the  line's  starting  point  x  (column)  and  y  (row),  and  the  ending  point  x  and 
y,  into  the  component  descriptor  table. 

If  successful,  the  function  returns  rtn  val  set  to  0  (SUCCESS).  If  an  error  is  detected,  the 
rtn_yal  is  one  of  the  following: 
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88  (COMPONENT_DESCRIPTOR_TBL_FULL) 

The  table  does  not  have  enough  room  for  the  new  data. 

99  (SYNTAX.ERROR) 

The  data  in  the  message  is  invalid. 

Called  By:  process_command 

Routines  Called:  get_thing 

printf 

Parameters:  int  and 

Returns:  itn_val 


2.2.8  get_thing.c 

The  get_thing  function  scans  input  lines  for  a  specified  number  of  data  items  of  a  specified 
type  (data,  command,  or  text).  This  function  is  used  to  retrieve  the  data  in  the  2-D  setup 
messages. 

The  function  call  is  get_thing(type,  number),  where: 

type  is  the  type  of  item  (DATA.TYPE,  COMMAND_TYPE,  or  TEXT_TYPE) 
number  is  the  number  of  items  to  be  read 

get_thing  does  the  following: 

•  Discards  blank  spaces  and  tab  characters. 

•  Sets  a  pointer  to  the  data  if  any  of  the  following  is  true: 

-  A  digit  is  found  and  type  is  DATA_TYPE. 

-  An  alpha  character  is  found  and  type  is  COMMAND_TYPE. 

-  A  quote  character  is  found  and  type  is  TEXT_TYPE. 

•  Calls  get_msg_2d  to  read  the  next  line  if  the  end  of  line  or  comment  is  found. 

This  process  continues  until  an  error  occurs  or  the  specified  number  of  items  is  read.  The 
rtn_yal  returned  by  the  function  is  0  (SUCCESS)  if  the  items  were  read  successfully,  or  99 
(SYNTAX_ERROR)  if  unexpected  data  was  found. 


Called  By:  process_command 

setup_bit_blt 

setup_comp_start 

setup_define_string 

setup_define_window 

setup_draw_line 

setup_oval_rec  tangle 

setup_poly 

setup_text 
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Routines  Called:  get_msg_2d 

isalpha 

isdigit 

printf 


Parameters:  int 

int 


type 

number 


Returns:  rtn_val 


2.2.9  init  stuff.c 


The  init_stuff  function  is  called  at  the  beginning  of  the  2-D  compilation  process  to  initialize 
the  following  global  data: 


•  Window  descriptor  table. 

•  Allocation  list. 

•  Component  pointer  table. 

•  Component  descriptor  table. 

The  function  call  is  init  stuff(). 


Called  By: 

compile_2d 

Routines  Called: 

none 

Parameters: 

none 

Returns: 

none 

2.2.10  ovaI_rect.c  (setup_oval_rectangIe) 

The  setup_oval_rectangle  function  places  oval  and  rectangle  data  into  the  component 
descriptor  table.  This  function  is  c^ed  by  process_command  if  the  2-D  command  to  be 
processed  is  DRAW_OVAL,  FILL_OVAL,  DRAW_RECT,  or  FILL_RECT. 

The  function  call  is  setup  oval  rectangle(cmd),  where  cmd  is  the  command 
(N_DRAW_OVAL,  N_FILL_OVAL,  N_DRAW_RECT,  or  N_FILL_RECT)  to  be 
processed. 

setup_oval_rectangle  does  the  following: 

•  Calls  get_thing  to  retrieve  the  data  in  the  message. 

•  Determines  if  the  component  descriptor  table  has  room  available. 

•  Places  the  object’s  width  and  height  into  the  component  descriptor  table. 


33 


BBN  Systems  and  Technologies 


GTIOO  RTSW  CSCI 


•  Places  the  object's  x  (column  of  the  upper  left  comer)  and  y  (row  of  the  upper  left 
comer)  cootduiates  into  the  component  descriptor  table. 

If  successful,  the  function  returns  rtn_val  set  to  0  (SUCCESS).  If  an  error  is  detected,  the 
rtn  val  is  one  of  the  following: 

88  (COMPONENT_DESCRIPTOR_TBL_FULL) 

The  table  does  not  have  enough  room  for  the  new  data. 

99  (SYNTAX_ERROR) 

The  data  could  not  be  processed. 


Called  By:  process_command 


Routines  Called: 

get_thing 

printf 

Parameters: 

int 

cmd 

Returns: 

rtn_val 

2.2.11  poly.c  (setup_poIy) 

The  setup_poly  function  is  responsible  for  updating  polygon  data  in  the  component 
descriptor  table.  This  function  is  called  by  process_command  if  the  2-D  command  to  be 
processed  is  POLYLINE  or  FILL_POLY. 

The  function  call  is  setup_poly(cmd),  where  cmd  is  the  command  (N_POLYLINE  or 
N_FILL_POLY)  to  be  process^. 

setup_poly  does  the  following: 

•  Calls  get_thing  to  retrieve  the  data  in  the  message. 

•  Validates  the  parameters. 

•  Determines  if  the  component  descriptor  table  has  room  available. 

•  Places  the  polygon's  line  and  point  data  into  the  component  descriptor  table. 

If  successful,  the  function  returns  rtn  val  set  to  0  (SUCCESS).  If  an  error  is  detected,  the 
rtn  val  is  one  of  the  following: 

88  (COMPONENT_DESCRIPTOR_TBL_FULL) 

The  table  does  not  have  enough  room  for  the  new  data. 

99  (SYNTAX_ERROR) 

The  data  in  the  message  could  not  be  processed. 


Called  By:  process_command 


Routines  Called:  get_thing 
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• 

printf 

Parameters: 

int 

cmd 

Returns: 

itn_val 

2.2.12  proc_cmd.c  (process_command) 

The  process_command  function  retrieves  a  command  string  using  get_thing,  then  calls  the 
appropriate  setup_*  routine  to  process  it. 

The  function  call  is  process_cominand().  process_command  does  the  following; 

•  Calls  get_thing  to  retrieve  a  command  string. 

•  Compares  the  string  with  each  possible  command  to  determine  which  it  is. 

•  When  a  match  is  found,  calls  the  applicable  setup  routine. 

•  Repeats  the  loop  until  all  commands  in  the  input  file  have  been  retrieved. 

The  commands  processed  by  process_command,  and  the  setup  function  it  calls  for  each, 
are  listed  below. 


Command 

Function  Called(cmd) 

A_BIT_BLT  or  B_BIT_BLT 

setup_biLblt(N_BIT_BLT) 

A_COMP_START  or  B_COMP_START 

setup_comp_start(N_COMP_START) 

A_DEFINE_STRING  or  B_DEFINE_STRING 

setup_define_string(N^DEFINE_STRING) 

A_DEETNE_WINDOW  or  B_DEFINE_WINIX)W 

setup_define_window(N_DEFINE_WINDOW) 

A_DRAW_LINE  or  B_DRAW_LINE 

setup_draw_line(N_DRAW_LINE) 

A_DRAW_OVAL  or  B_DRAW_OVAL 

seiup_oval_rectangle(N_DRAW_OV  AL) 

A_DRAW_RECT  or  B_DRAW_RECT 

setup_oval_reciangle(N_DRAW_RECT) 

A_ENDCOMP  or  B_ENDCOMP 

none 

A_FILL_OVAL  or  B_FILL_OVAL 

setup_oval_rectangle(N_FILL_0  V  AL) 

A_FILL_POLY  or  B_FILL_POLY 

setup_poly(N_FILL_POLY) 

A_FILL_RECT  or  B_FILL_RECT 

setup_ovaI_rectangle(N_FILL_RECT) 

A.POLYLINE  or  B_POLYLINE 

setup_poly(N_POLYLINE) 

A_TEXTorB_TEXT 

setup_text(N_TEXT) 

The  rtn  val  returned  by  process_command  is  the  value  returned  from  the  last  setup_* 
function  called.  If  no  errors  are  detected,  therefore,  the  rtn  val  is  0  (SUCCESS). 

If  an  error  is  detected  by  any  called  procedure,  process_command  increments  an  error 
counter.  If  the  error  count  exceeds  MAX_COMPILE_ERRORS  (defined  in  defines_2d.h), 
process_command  returns  a  rtn  val  of  96  (T(X)_MANY_ERRORS).  This  causes 
compile_2d  to  terminate  the  compile. 
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Called  By:  compile_2d 


Routines  Called:  get_thing 

printf 

setup_bit_blt 

setup_comp_start 

setup_define_string 

setup_define_window 

setup_draw_line 

setup_oval_rectangle 

setup_poly 

setup_text 

strcmp 


Parameters:  none 

Returns:  rtn_val 


2.2.13  string.c  (setup_define_string) 

The  setup_defme_string  function  places  initial  string  data  into  the  component  descriptor 
table.  This  function  is  called  by  process_command  if  the  2-D  command  to  be  processed  is 
DEFINE_STRING. 

The  function  call  is  setup_define_string(cmd),  where  cmd  is  the  command 
(N_DEFINE_STRING)  to  be  processed. 

setup_define_string  does  the  following: 

•  Verifies  that  component  start  data  has  been  entered  into  the  component  descriptor 
table. 

•  Calls  get_thing  to  retrieve  the  data  in  the  message. 

•  Determines  whether  the  component  descriptor  table  has  room  available. 

•  Places  the  string's  font,  x  coordinate,  and  y  coordinate  into  the  component 
descriptor  table. 

•  If  the  string's  length  is  odd,  adds  1  to  make  it  even. 

•  Makes  sure  the  string  is  shorter  than  the  allowed  maximum. 

•  Puts  the  string  into  the  component  descriptor  table. 

If  successful,  the  function  returns  rtn  val  set  to  0  (SUCCESS).  If  an  error  is  detected,  the 
rtn  val  is  one  of  the  following: 

88  (COMPONENT_DESCRIPTOR_TBL_FULL) 

The  table  does  not  have  enough  room  for  the  new  data. 

99  (SYNTAX.ERROR) 

The  string  exceeds  the  maximum  length  allowed,  the  string  contains  a  non- 
ASCII  character,  or  the  data  in  the  message  cannot  be  processed. 
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Called  By:  process_comniand 


Routines  Called: 


get_thing 

printf 

strlen 


Parameters:  int  cmd 


Returns:  rtn_val 


2.2.14  text.c  (setup_text) 

The  setup_text  function  is  responsible  for  placing  fixed-length  text  data  into  the  component 
descriptor  table.  This  function  is  called  by  process_command  if  the  2-D  command  to  be 
processed  is  TEXT. 

The  function  call  is  setup_text(cmd),  where  cmd  is  the  command  (N_TEXT)  to  be 
processed. 

setup_text  does  the  following: 

•  Calls  get_thing  to  retrieve  the  data  in  the  message. 

•  Verifies  that  the  component  descriptor  table  has  room  available. 

•  Places  the  text's  font,  x  coordinate  (lower  left  column),  and  y  coordinate  (lower  left 
row)  into  the  component  descriptor  table. 

•  If  the  text  string's  length  is  odd,  adds  1  to  make  it  even. 

•  Places  the  text  string  into  the  component  descriptor  table. 

If  successful,  the  function  returns  rtn_yal  set  to  0  (SUCCESS).  If  an  error  is  detected,  the 
rtn  val  is  one  of  the  following: 

88  (COMPONENT_DESCRIPTOR_TBL_FULL) 

The  table  does  not  have  enough  room  for  the  new  data. 

99  (SYNTAX_ERROR) 

The  text  string  contains  a  non- ASCII  character,  or  the  data  in  the  message 
cannot  be  processed. 


Called  By:  process_command 


Routines  Called: 


get_thing 

printf 

strlen 


Parameters:  int  cmd 

Returns:  rtn_val 
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2.2.15  u_comp_2d.c  (coinpile_2d) 

The  compile_2d  function  in  the  u_comp_2d.c  CSU  is  the  offline  equivalent  of  the 
compile_2d  function  in  the  cig_comp_2d.c  CSU.  This  version  of  compile_2d  can  be  run 
offline  to  compile  an  ASCII  2-D  database  file  that  was  created  manually. 

The  function  call  is  compile_2d().  compile_2d  does  the  following: 

•  Calls  init_stuff  to  initialize  various  compiler  variables. 

•  Calls  get_msg_2d  to  get  the  first  line  of  the  input  file. 

•  Calls  process_command  to  process  each  command  from  the  input  file. 
(process_command  calls  get_thing  which  in  turn  calls  get_msg_2d  to  get  each 
message  from  the  file.) 

•  Checks  for  errors  from  process_command. 

•  Calls  linkup  to  set  up  the  window  pointers  and  create  the  downloadable  binary  file. 

•  Closes  the  input  and  output  files. 

•  Reports  the  number  of  errors  detected  during  the  compile. 


Called  By:  main 


Routines  Called:  close 

fclose 

get_msg_2d  (offline  version) 
init_stuff 

linkup  (offline  version) 

printf 

process_command 


Parameters:  none 

Returns:  none 


2.2.16  u_getm_2d.c  (get_msg_2d) 

The  get_msg_2d  function  in  the  u_getm_2d.c  CSU  is  the  offline  equivalent  of  the 
get_msg_2d  function  in  the  cig_getm_2d.c  CSU.  This  function  gets  the  next  2-D  message 
from  the  ASCII  input  file  created  offline,  and  sets  a  pointer  to  it  for  the  2-D  compiler. 

The  function  call  is  get_msg_2d().  The  msg  code  returned  is  97  (END_OF_FILE)  if  the 
input  file  contains  no  more  lines,  or  0  (SUCCESS)  if  a  line  is  read  successfully. 


Called  By:  compile_2d  (offline  version) 

get_thing 


Routines  Called:  fgets 


38 


BBN  Systems  and  Technologies 


GTIOORTSW  CSCI 


Parameters: 

Returns: 


none 

msg_code 


2.2.17  ujink_2d.c  (linkup) 

The  linkup  function  in  the  u_link_2d.c  CSU  is  the  offline  equivalent  of  the  linkup  function 
in  die  cig_link_2d.c  CSU.  This  function  sets  up  window  pointers  and  allocates  available 
MPV  memory  for  windows.  It  also  saves  all  of  the  2-D  data  to  a  binary  file  that  can  be 
copied  to  the  CIG  and  downloaded  to  the  MPV  board  at  a  later  time. 

The  function  call  is  linkupO.  linkup  does  the  following: 

•  Verifies  that  the  number  of  component  start  entries  equals  the  number  of  component 
end  entries. 

•  Calculates  base  addresses  and  table  sizes  for  all  information. 

•  Outputs  the  following  data  to  stdout  (see  Figure  2-6  for  a  sample  output): 

Component  pointers  table  base  address  and  size. 

-  Window  descriptor  table  base  address  and  size. 

-  Component  descriptor  table  base  address  and  size. 

-  Allocatable  window  base  address  and  maximum  size. 

-  Base  program  address. 

•  Sets  up  the  screen  window  area  (this  should  not  vary). 

•  Changes  the  component  pointers  to  absolute  addresses. 

•  Allocates  space  for  the  dynamic  polygon  buffer  areas. 

•  Sets  the  allocatable  window  area  to  the  space  following  the  component  descriptor 
table. 

•  Allocates  space  for  all  windows  and  sets  the  window  pointers. 

•  Writes  all  data  to  the  2-D  binary  database  file:  headers,  window  structures, 
component  pointer  table,  window  descriptor  table,  and  component  descriptor  table. 


Called  By: 


compile_2d  (offline  version) 


Routines  Called:  printf 

write 


Parameters:  none 


Returns:  none 

2.2.18  u_main2d.c  (main) 

The  main  function  is  the  driver  for  the  2-D  compiler  when  it  is  run  offline  to  create  overlays 
from  a  manually  built  ASCII  file. 
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main  is  invoked  by  the  user.  The  user  may  specify  the  name  of  the  ASCII  database  file 
(input)  and  the  name  of  the  binary  database  file  (output)  as  arguments  on  the  command  line, 
main  does  the  following: 

•  Prompts  for  the  input  and  output  file  names  if  not  entered  on  the  command  line. 

•  Opens  the  specified  input  file. 

•  Creates  the  specified  output  file. 

•  Calls  compile_2d. 


Called  By:  none  (invoked  by  user) 


Routines  Called:  compile_2d  (offline  version) 

creat 

fopen 

printf 

scanf 

strcpy 


Parameters:  int 

char 


Returns:  none 


2.2.19  window.c  (setup_define_wlndow) 

The  setup_define_window  function  places  window  data  into  the  window  descriptor  table. 
This  function  is  called  by  process_command  if  the  2-D  command  to  be  process^  is 
DEFINE_WINDOW. 

The  function  call  is  setup_define_window(cmd),  where  cmd  is  the  command 
(N_DEFINE_WINDOW)  to  be  processed. 

setup_define_window  does  the  following: 

•  Calls  get_thing  to  retrieve  the  data  in  the  message. 

•  Verifies  that  the  parameters  are  valid. 

•  Computes  the  window's  pitch  and  conversion  factor. 

•  Places  all  window  parameters  (number  of  horizontal  pixels,  number  of  vertical 
pixels,  pitch,  and  (jSP  conversion  factor)  into  the  window  array  structure. 

•  Places  ihc  window  number  into  the  allocation  list  so  linkup  can  allocate  memory  for 
the  window. 

Pitch  and  conversion  factors  are  computed  as  shown  below,  "dx"  is  the  number  of 
horizontal  pixels. 


argc 

♦argv[] 
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dx  range 

pitch 

count 

conversion  factor 

(hex) 

(hex) 

(dec) 

(dec) 

4001-8000 

8000 

15 

16 

2001-4000 

4000 

14 

17 

1001-2000 

2000 

13 

18 

801-1000 

1000 

12 

19 

401-800 

800 

11 

20 

201-400 

400 

10 

21 

101-200 

200 

9 

22 

80-100 

100 

8 

23 

41-80 

80 

7 

24 

21^ 

40 

6 

25 

11-20 

20 

5 

26 

8-10 

10 

4 

27 

4-8 

8 

3 

28 

2-4 

4 

2 

29 

1-2 

2 

1 

30 

1-1 

1 

0 

31 

If  successful,  the  function  returns  a  rtn_yal  of  0  (SUCCESS).  If  an  error  occurs,  the 
rtn_val  is  one  of  the  following; 

1  (INVALID_WINDOW_NUMBER)  The  window  number  is  out  of  range. 

2  (INVALID_WINDOW_DX)  The  window's  width  is  out  of  range. 

3  (INVALID_WINIX)W_DY)  The  window’s  height  is  out  of  range. 

4  (WINDOW_PITCH_TOO_LARGE)  The  window’s  pitch  is  out  of  range. 

99  (SYNTAX_ERROR)  The  data  in  the  message  cannot  be  processed. 


Called  By:  process_command 

Routines  (Tailed:  get_thing 

printf 

Parameters:  int  cmd 


Returns: 


rtn_val 
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2.3  Backend  Manager  (/cig/libsrc/libbackend) 

The  Backend  Manager  CSC  is  responsible  for  configuring  and  managing  the  backend  of  a 
GTIOO  CIG.  It  gives  the  real-time  software  a  hardware-independent  interface  to  the  boards 
in  the  backend. 

The  major  components  of  the  backend  include: 

•  AAM  (Active  Area  Memory) 

•  ESIFA  (Enhanced  Subsystem  Interface  Adapter) 

•  EVC  (Ethernet  VME  Controller) 

•  MPV  (Micro  Processor  Video) 

•  PPM  (Hxel  Processor  Memory) 

Commands  from  the  real-time  software  to  the  subsystem  boards  are  sent  to  the  backend 
manager.  Many  of  these  commands  are  the  result  of  messages  received  from  the 
Simulation  Host.  The  backend  manager  then  calls  the  appropriate  functions  to  interface 
with  each  board. 

The  processes  managed  by  the  backend  manager  include  the  following: 

•  Initializing  active  area  memory. 

•  Loading  new  branch  values  into  active  area  memory. 

•  Loading  new  system  view  flags  into  active  area  memory. 

•  Changing  viewport  modifiers  (thermal  white  hot,  thermal  black  hot,  etc.) 

•  Loadmg  new  color  lookup  tables. 

•  Processing  laser  range  requests. 

•  Turning  video  channels  off  and  on. 

•  Downloading  files  to  the  PPM. 

During  a  simulation,  requests  for  the  MPV  and  the  ESIFA  are  retained  in  queues.  At  the 
end  of  each  frame,  the  backend  manager  triggers  the  subsystem  boards  to  process  the 
messages  in  their  respective  queues. 

Each  backend  in  the  CIG  has  its  own  backend  manager.  The  backend  objects  are  defined 
in  the  be_table  array.  Each  element  in  be_table[]  specifies  the  following: 

•  The  backend  id. 

•  A  flag  indicating  whether  the  backend  is  a  T  or  a  TX. 

•  The  starting  address  of  the  backend's  active  area  memory. 

•  An  array  of  laser_r^uest  flags,  one  for  each  channel.  These  flags  indicate  whether 
laser  depth  processing  has  b^n  requested  for  the  channel. 

At  the  current  time,  one  CIG  can  contain  up  to  two  backends. 

Figure  2-7  identifies  the  CSUs  in  the  Backend  Manager  CSC.  The  functions  performed  by 
these  CSUs  are  described  in  this  section. 
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aajnit.c 

backend.branch.c 
backend_color.c 
backend_laser.c 
backend  man.c 


backend_paths.c 

backendjhermal.c 

backend_video.c 

dl_man.c 

ppm_obj.c 


Figure  2-7.  Backend  Manager  CSUs 


2.3.1  aajnit.c 

The  functions  in  the  aa_initc  CSU  arc  used  to  initialize  and  clear  active  area  memory. 
These  functions  arc: 


•  active_arca_init 

•  clear 

•  extended_ram_available 


2.3. 1.1  active_areajnit 

The  active_arca_init  function  initializes  active  arca  memory.  Each  backend  has  its  own 
AAM.  This  function  is  called  at  start-up  and  when  a  simulation  is  ended. 

The  function  call  is  active_area Jnit(aam_addr),  where  aam  addr  is  the  starting 
address  of  active  area  memory.  ~  ~ 

active_area_init  does  the  following: 

•  Calls  bus_eiTor  to  verify  that  the  specified  active  arca  meiiwry  address  exists. 

•  Calls  clear  to  zero  out  the  system  area  of  memory. 

•  If  this  is  AAMl  (backend  0),  calls  dl_setup  to  initialize  the  dynamic  state  tables  and 
the  multiple-effects  list. 

•  If  this  is  not  AAMl,  calls  blcopy  to  block  copy  AAMl  to  the  specified  AAM. 

•  Calls  clear  to  zero  out  the  extended  load  module  rcgion. 

The  function  returns  0  if  successful.  It  returns  EOF  if  the  specified  address  does  not  exist. 
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CaUed  By: 


backend_reset 

backend_setup 


Routines  Called: 


blcopy 

bus_error 

clear 

dl_setup 


Parameters: 


AAM 


*aam  addr 


Returns: 


0 

EOF 


2.3. 1.2  clear 

The  clear  function  clears  (zeroes  out)  a  specified  area  and  amount  of  memory.  This 
function  is  used  to  clear  the  system  portion  of  active  area  memory  and  the  extended  load 
module  region  at  initialization  time. 

The  function  call  is  clear(ptr,  size),  where: 

ptr  is  a  pointer  to  the  beginning  of  the  area  to  be  cleared 
size  is  the  amount  of  memory  (in  bytes)  to  be  cleared 


Called  By:  active_area_init 


Routines  Called:  none 


*ptr 

size 


Returns:  none 


Parameters:  UNS_4 

UNS_4 


2.3. 1.3  extended_ram_available 

The  extended_ram_available  function  determines  how  many  megabytes  of  additional  RAM 
exist,  starting  at  a  specified  location.  This  function  is  used  to  determine  whether  the  terrain 
database  will  fit  into  available  memory. 

The  function  call  is  extended_rani_availabie(start_addr),  where  start  addr  is  the 
starting  memory  address.  ~ 

extended_ram_available  adds  1  megabyte  to  the  starting  address  and  calls  bus.error  to  see 
if  that  address  exists.  It  repeats  this  process  until  it  has  checked  6  megabytes  or  an  address 
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has  been  found  to  be  non-existent.  It  then  returns  the  amount  of  additional  memory  found 
(the  last  valid  address  checked  minus  the  starting  address). 

dialled  By;  open_dbase 

Routines  Called:  bus_error 


Parameters:  UNS_1 


*start_addr 


Returns: 


i  -  start_addr 


2.3.2  backend_branch.c  (backend_set_branch) 

The  backend_set_branch  function  loads  new  branch  values  into  active  area  memory.  This 
function  is  called  when  the  Simulation  Host  sends  a  MSG_VIEW_FLAGS  message  to 
change  the  branch  values  used  to  select  conditional  traversal  paths  in  the  configuration  tree. 

The  function  call  is  backend_set_branch(branchp,  size,  db),  where: 

branchp  is  a  pointer  to  the  new  view  flags/branch  values  array 
size  is  the  size  of  the  view  flags/branch  values  array 
db  is  the  current  double-buffer  base  pointer 

backend_set_branch  sets  a  pointer  in  active  area  memory,  then  copies  the  new  view 
flags/branch  values  into  active  area  memory. 


Called  By: 


msg_view_flags 


Routines  Called:  bcopy 


Parameters:  UNS_4 

UNS_2 
UNS_4 


♦branchp 

size 

db 


Returns:  •  none 


2.3.3  backend_coIor.c  (backend_set_color) 

The  backend_set_color  function  is  responsible  for  controlling  the  color  mapping  on  a 
specified  backend.  The  color  map  is  defined  via  the  downloaded  color  configuration  file. 
This  function  is  called  when  the  Simulation  Host  sends  a  MSG_SUBSYS_MODE  message 
to  change  lookup  tables. 
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The  function  call  is  backend  set_coIor  (backend,  channel,  Iut3d,  Iut2d, 
sky_and,  sky_or,  Iaser_an?,  laser_or,  dtp_th_word),  where: 

backend  is  the  subsystem  to  be  affected 
channel  is  the  channel  to  be  affected 

lutSd  is  the  new  three-dimensional  color  lookup  table  (for  TX  backends  only) 

lut2d  is  the  new  two-dimensional  color  lookup  table  (for  TX  backends  only) 

sky  and  is  the  and_sky  fade  value  (for  T  backends  only) 

sl^  or  is  the  or_sky  f^e  value  (for  T  backends  only) 

laser  and  is  the  and_laser  fade  value  (for  T  backends  only) 

laser  or  is  or_laser  fade  value  (for  T  backends  only) 

dtp_th_word  is  the  DTP  thermal  switching  word 

backend_set_color  does  the  following; 

•  Calls  backend_get_object_addr  to  get  a  pointer  to  the  specified  backend. 

•  For  a  TX  backend,  calls  mpvideo_set_lut  to  set  the  lut3d  (3-D  lookup  table)  and 
lut2d  (2-D  lookup  table). 

•  Calls  esifa_set_special  to  set  the  bits  for  the  ESIFA  layouts  (sky_and,  sky_or, 
laser_and,  laser_or). 

•  Sets  the  DTP  theimal  switching  word  for  the  entire  subsystem  based  on  the  value  in 
COLOR.CFG. 

The  function  returns  0  if  successful.  It  returns  EOF  if  the  address  returned  for  the  specified 
backend  is  NULL. 


Called  By;  msg_subsys_mode 


Routines  Called:  backend_get_object_addr 

esifa_set_special 

mpvideo_set_lut 

printf 


Parameters:  UNS_4  backend 

UNS_2  channel 

UNS_2  lut3d 

UNS_2  lut2d 

UNS_2  sky_and 

UNS_2  sky_or 

UNS_2  laser_and 

UNS_2  laser_or 

UNS_4  dtp_th_word 


Returns:  0 

EOF 


2.3.4  backend  laser.c 


The  functions  in  backendjaser.c  handle  laser  range  requests.  These  functions  are: 
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•  backend_laser_request_range 

•  backend_response 

For  TX  backends, the  Simulation  Host  can  specify  a  pixel  location.  Laser  range  requests 
are  sent  to  the  MPV  via  the  MPV  Interface  routines  and  the  Force  board. 

For  T  backends,  a  hard-wired  pixel  location  is  used.  Laser  range  requests  are  sent  to  and 
processed  by  the  ESIFA. 


2 . 3 . 4 . 1  backend_laser_request_range 

The  backend_laser_rBquest_range  function  is  used  to  enable  laser  range  calculations  (pixel 
depth  data  for  a  specific  screen  position).  If  laser  range  processing  is  enabled,  each  fiame 
the  CIG  returns  the  distance  from  the  viewpoint  to  the  object  within  the  requested  pixel. 

For  T  backends,  which  cannot  select  pixel  positions,  a  hard-wired  pixel  is  used  to 
determine  range.  This  function  is  called  when  the  Simulation  Host  sends  a 
MSG_LASER_REQUEST_RANGE  message. 

The  function  call  is  backend_laser_request_range(backend,  channel,  i,  j,  id), 
where: 

backend  is  the  subsystem  id 

channel  is  the  channel  number  within  the  specified  subsystem 
i  is  the  horizontal  position  of  the  pixel  for  which  the  range  is  to  be  returned 
j  is  the  vertical  position  of  the  pixel  for  which  the  range  is  to  be  returned 
id  is  an  identifier  to  be  attached  to  the  laser  return  message 

backend_laser_request_range  does  the  following: 

•  Calls  backend_get_object_addr  to  get  a  pointer  to  the  specified  backend. 

•  For  a  TX  backend: 

-  Calls  mpvideo_laser_request_range  to  set  the  pixel  position  and  id. 

-  Sets  the  laser_request  flag  for  the  specified  channel  to  TRUE. 

•  For  a  T  backend: 

-  Sets  the  laser_request  flag  for  every  channel  in  the  backend  to  FALSE. 

Calls  esifa_laser_request_range  to  set  up  the  ESIFA  for  laser  range 
processing. 

-  Sets  the  laser_request  flag  for  the  specified  channel  to  TRUE. 

The  function  returns  0  if  successful.  It  returns  EOF  if  the  address  returned  for  the  specified 
backend  is  NULL,  or  if  the  channel  cannot  be  found. 


Called  By:  msg_laser_rcquest_range 


Routines  Called:  backend_get_object_addr 

esifa_laser_request_range 
mpvideo_laser_request_range 
printf 
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Parameters: 

UNS  4 

backend 

UNS  4 

channel 

INT  2 

i 

INT  2 

j 

INT_2 

id 

Returns: 

0 

EOF 

2. 3. 4. 2  backend_response 

The  backend_response  function  returns  a  previously  requested  laser  range  from  a  specified 
backend  channel.  This  function  is  called  at  the  end  of  every  frame. 

The  function  call  is  backend_response(backend,  lm_blk),  where: 

backend  is  the  backend  for  which  laser  range  information  was  requested 
Im  blk  is  the  number  of  load  modules  per  side  of  a  load  module  block;  this  value  is 
used  to  scale  the  range  if  load  module  blocking  is  enabled 

backend_response  does  the  following; 

•  Calls  backend_get_object_addr  to  get  a  pointer  to  the  specified  backend. 

•  For  a  TX  backend: 

-  Calls  mpvideo_response  to  get  the  laser  range  data;  mpvideo_response  then 
calls  msg_laser_retum  to  generate  the  return  message  for  the  Simulation 
Host. 

•  For  each  channel  on  a  T  backend; 

-  If  the  laser_request  flag  is  enabled  for  the  channel,  calls  esifa_laser_retum 
to  get  the  laser  range  value. 

-  CaBs  msg_laser_retum  to  generate  the  message  to  be  returned  to  the 
Simulation  Host. 

The  function  returns  0  if  successful.  It  returns  EOF  if  the  address  returned  for  the  specified 
backend  is  NULL. 


Called  By:  msg_end 


Routines  Called:  backend_get_object_addr 

esifa_laser_retum 

mpvideo_response 

msg_laser_retum 


Parameters: 

UNS  4 

backend 

INT_4 

lm_blk 

Returns: 

0 

EOF 
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2.3.5  backend_inan.c 

The  functions  in  the  backend_man.c  CSU  form  the  backend  manager  library.  These 
functions  are  the  following: 


•  backend_setup 

•  backend_reset 

•  backend_sim_init 

•  backend_send_req 

•  backend_get_object_addr 

•  backend_clear_laser_requests 


2.3. 5.1  backend_setup 

The  backend_setup  function  allocates  memory  for  an  instance  of  the  backend  object,  then 
calls  various  functions  to  configure  the  backend. 

The  function  call  is  backend_setup(backend,  aam  addr,  mpvio_boot, 
mpvio_mbx,  esifa),  where: 

backend  is  the  id  of  the  backend  to  be  iititialized 

aam  addr  is  the  starting  VMEbus  address  of  the  backend's  active  area  memory 
mpviojboot  is  the  base  VMEbus  address  of  the  MPV  I/O  board  (TX  backends  only) 
mpviojnbx  is  the  VMEbus  address  of  the  MPV  I/O  interface  mailbox  (TX  backends 
only) 

esifa  is  the  ESIFA  device  name 
backend_setup  does  the  following: 

•  Calls  active_area_init  to  initialize  active  area  memory. 

•  Allocates  memory  for  the  new  backend  object  and  sets  a  pointer  to  it. 

•  Calls  backend_clear_laser_requests  to  clear  any  laser  requests  for  the  backend. 

•  Calls  esifa_setup  to  establish  a  communications  path  with  the  ESIFA  board. 

•  Calls  ppm_seaip  to  initialize  the  PPM  object  for  each  PPM  in  the  backend. 

•  Calls  mpvideo_setup  to  initialize  the  MPV  object;  if  an  error  is  returned,  sets  the 
backend  type  to  T. 

•  Calls  load_esifa  to  download  the  textures.lst  file  to  the  ESIFA  board. 

The  function  returns  the  status  returned  from  esifa_setup  OR’d  with  the  status  returned 
from  mpvideo_setup.  It  returns  EOF  if  the  aam  addr  does  not  exist. 


Called  By:  initialize 


Routines  Called:  active_area_init 

backend_clear_laser_requests 

esifa_setup 

free 

load_esifa 

malloc 
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mpvideo_setup 

ppm_setup 

printf 


Parameters: 

UNS  4 

backend 

AAM 

*aam_addr 

UNS  4 

mpvio_boot 

UNS  4 

mpvio_mbx 

UNS_1 

*esifa 

Returns; 

EOF 

(esifa_error  1  mpv_error) 

2. 3. 5. 2  backend  reset 


The  backend_reset  function  resets  the  backend(s)  to  their  initial  states.  This  function  is 
called  when  the  Simulation  Host  sends  a  CIG  Control-Stop  message. 

The  function  call  is  backend_reset().  For  each  backend  in  the  CIG,  backend_reset  does 
the  following; 


For  a  TX  backend: 

-  Calls  mpvideo_stop  to  halt  the  MPV’s  2-D  processor  task. 

-  Calls  mpvideo_set_video  to  turn  the  video  off. 

For  a  T  backend; 

-  Calls  esifa_set_video  to  turn  each  channel’s  video  off. 

-  Calls  esifa_send_req  to  perform  any  requested  I/O  with  the  ESIFA  board. 
Calls  backend_clear_laser_requests  to  clear  any  pending  laser  range  requests  for  the 
backend. 

Calls  active_area_init  to  clear  the  backend's  active  area  memory. 


Called  By: 


insg_cig_ctl 


Routines  Called:  active_area_init 

backend_clear_laser_requests 

esifa_send_req 

esifa_set_video 

mpvideo_set_video 

mpvideo_stop 


Parameters: 

Returns: 


none 

none 
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2. 3. 5. 3  backend_sim_init 

The  backend_sim_init  function  prepares  the  backend  to  run  a  simulation.  This  function  is 
called  befOTe  beginning  a  simulation.  It  notifies  other  subsystem  objects  that  the  system  is 
about  to  enter  the  simulation  state. 

The  function  call  is  backend_sim_init().  backend_sim_init  does  the  following: 

•  Calls  mpvideo_sim_init  to  prepare  the  MPV  for  a  simulation. 

•  Calls  esifa_sim_init  to  prepare  the  ESIFA  for  a  simulation. 


Called  By:  init_simulation 


Routines  Called:  esifa_sim_init 

mpvideo_sim_init 


Parameters:  none 


Returns:  none 


2. 3. 5. 4  backend_send_req 

The  backend_send_req  function  sends  queued  messages  to  the  backend.  This  function  is 
called  at  the  end  of  each  frame.  It  initiates  the  processing  of  all  messages  that  accumulated 
during  the  previous  frame. 

The  function  call  is  backend_send_req().  backend_send_req  does  the  following: 

•  Calls  backend_update_view_paths  to  update  the  system  view  flags  in  active  area 
memory. 

•  Calls  mpvideo_send_req  to  trigger  processing  of  all  queued  MPV  requests. 

•  Calls  esifa_send_req  to  trigger  processing  of  all  queued  ESIFA  requests. 


Called  By:  msg_end 


Routines  Called:  backend_update_view_paths 

esifa_send_req 
mpvideo_send_req 


Parameters:  none 


Returns:  none 
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2. 3. 5. 5  backend_get_object_addr 

The  backend_get_object_addr  function  returns  a  pointer  to  a  specified  backend  object.  The 
function  returns  NULL  if  the  backend  is  not  in  the  be_table  array. 

The  function  call  is  backend_get_object_addr(backend),  where  backend  is  the 
backend  id.  ~ 


Called  By:  backend_laser_request_range 

backend_response 

backend_set_color 

backend_set_thermal 

backend_set_video 

backend_update_view_paths 

be_query_num_paths 

cal 


Routines  Called:  none 


Parameters:  UNS_4  backend 


Returns:  be_table[n] 

NULL 


2 . 3 . 5 .6  backend_clear_laser_requests 

The  backend_clear_laser_requests  function  clears  any  pending  laser  range  requests  for  a 
backend  by  setting  the  laser_request  flag  for  every  channel  to  FALSE.  This  function  is 
called  whenever  the  backend  is  initialize  or  reset. 

The  function  call  is  backend_clear_laser_requests(pbe),  where  pbe  is  a  pointer  to  the 
backend  object.  ~  ~ 


Called  By:  backend_reset 

backend_setup 


Routines  Called:  none 


Parameters:  BACKEND_OBJ  *pbe 


Returns:  none 
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2.3.6  backend_paths.c 

The  functions  in  backend_paths.c  are  used  to  load  changes  to  the  system  view  flags  into 
active  area  memory.  These  functions  are: 

•  backend_set_paths 

•  backend_update_view_paths 


2.3.6. 1  backend_set_paths 

The  backend_setj)aths  function  copies  new  system  view  flags  to  a  temporary  location. 

This  function  is  called  when  the  Simulation  Host  sends  a  MSG_VIEW_FLAGS  message  to 
update  the  system  view  flags  (on/off,  EO,  FLIR,  DTV,  etc.).  At  the  end  of  the  frame, 
backend_update_view_paths  uses  the  data  set  by  backend_set_paths  to  update  the  system 
view  flags  in  active  area  memory. 

The  function  call  is  backend_set_paths(flags),  where  flags  is  the  new  system  view 
flags  array. 


Called  By; 
Routines  Called: 
Parameters: 

Returns: 


msg_view_flags 

none 

UNS_4 

none 


flags 


2 . 3 . 6 . 2  backend_update_view_paths 

The  backend_update_view_paths  function  copies  the  new  system  view  flags  from  the 
temporary  location  used  by  backend_set_paths  into  active  area  memory.  This  function  is 
called  at  the  end  of  each  fnune. 

The  function  call  is  backend_update_view_paths(). 


Called  By: 
Routines  Called: 

Parameters: 


backend_send_req 

AAM2_ADDR 
backend _get_object_addr 

none 
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Returns:  none 


2.3.7  backend_therinal.c  (backend_set_thermal) 

The  backend_set_thermal  function  handles  backend  thermal  changes.  This  function  is 
called  when  the  Simulation  Host  sends  a  MSG_VIEWPORT_UPDATE  message  to  change 
viewport  modifier  information  (thermal  white  hot,  thermal  black  hot,  etc.). 

The  function  call  is  backend_set_therinal(backend,  channel,  thernial_flag, 
white_hot_fIag,  dtp),  where: 

backend  is  the  id  of  the  backend  of  the  viewport  to  be  changed 
channel  is  the  id  of  the  channel  to  be  changed 

thermal  Jlag  is  0  (alternate  mode  is  disabled)  or  1  (alternate  mode  is  enabled) 
white  Jiot  Jlag  is  0  (modifier  to  alternate  is  off)  or  1  (nxxiifier  to  alternate  is  on) 
dtp  is  the  DTP  mode  (alternate,  modifier,  or  normal) 

backend_set_thermal  does  the  following: 

•  Calls  backend_get_object_addr  to  get  a  pointer  to  the  specified  backend. 

•  For  a  TX  backend: 

-  Calls  mpvideo_num_paths  to  determine  the  number  of  graphics  paths. 

•  For  a  T  backend: 

-  Sets  the  number  of  graphics  paths  to  1 . 

•  For  each  path: 

-  Calls  esifa_set_thermal  to  put  the  changes  into  effect. 

-  Sets  the  DTP  channel  ther^  value. 

The  function  returns  0  if  successful.  It  returns  EOF  if  the  backend  object  cannot  be  found. 


Called  By:  msg_viewpon_update 


Routines  Called:  AAM2_ADDR 

backend_get_object_addr 

esifa_set_thermal 

mpvideo_num_paths 

printf 


Parameters:  UNS_4  backend 

UNS_4  channel 

UNS_4  thermaLflag 

UNS_4  white_hot_flag 

UNS_4  dtp 


Returns:  EOF 


54 


BBN  Systems  and  Technologies 


GTIOO  RTSW  CSCI 


2.3.8  backend_video.c  (backend_set_video) 

The  backend_set_video  function  turns  a  specified  channel  on  or  off.  This  function  is  called 
when  the  Simulation  Host  sends  a  MSG_VIEWPORT_UPDATE  message  to  change 
viewport  modifier  information  (thermal  white  hot,  thermal  black  hot,  etc.). 

The  function  call  is  backend_set_video(backend,  channel,  flag),  where: 

backend  is  the  backend/subsystem  id  (0  or  1) 

channel  is  the  channel  id  (for  subsystem  1,  Ais  is  the  viewport  id;  for  subsystem  0,  this 
is  the  viewport  id  minus  8) 
flag  is  0  (off)  or  1  (on) 

backend_set_video  does  the  following: 

•  Calls  backend_get_object_addr  to  get  a  pointer  to  the  specified  backend. 

•  For  a  TX  backend: 

Calls  mpvideo_set_video  to  turn  the  specified  channel  on  or  off. 

Calls  esifa_set_video  to  turn  the  specified  channel  on  or  off. 

•  For  a  T  backend: 

Calls  esifa_set_video  to  turn  the  specified  channel  on  or  off. 

The  function  returns  0  if  successful.  It  returns  EOF  if  the  backend  cannot  be  found. 


Called  By:  msg_viewport_update 


Routines  Called:  backend_get_object_addr 

esifa_set_video 
mpvideo_set_video 
printf 


Parameters: 

UNS  4 

backend 

UNS  4 

channel 

UNS_4 

flag 

Returns: 

0 

EOF 

2.3.9  dl_man.c  (dl_setup) 

The  dl_setup  function  is  re^nsible  for  iiutializing  the  static  and  dynamic  state  tables  and 
the  multiple-frame  effects  linked  list.  This  function  is  called  during  CIG  configuration. 

The  function  call  is  dl_setup().  dl_setup  does  the  following: 

•  Initializes  tanks  and  other  vehicles  in  the  dynamic  state  table. 

•  Initializes  tanks  and  other  vehicles  in  the  static  state  table. 


55 


BBN  Systems  and  Technologies 


GTIOO  RTSW  CSCI 


•  Initializes  the  multiple-frame  effects  linked  list.  (This  structure  is  used  when 
showing  effects  over  multiple  frames.) 

Called  By:  active_area_init 

Routines  Called:  INIT_MTX 

Parameters:  none 

Returns:  none 


2.3.10  ppm_obj.c 

The  functions  in  ppm_obj.c  are  used  to  download  files  to  the  PPM  (Pixel  Processor 
Memory)  board.  These  functions  are: 


•  ppm_setup 

•  ppm_init 

•  ppm_get_data 

•  ppm_load 

•  gos_ppm_query 

•  gos_ppm_query_menu 


The  data  for  each  PPM  object  is  maintained  in  the  ppm_data[]  array.  This  array  is  indexed 
by  backend  id  and  PPM  index.  Each  element  in  the  array  specifies  the  PPM’s 
configuration  file  name,  display  modes  (A  and  B),  display  offsets  (A  and  B),  pixel  location 
(i,  j),  board  address,  screen  position,  calibration  pixel  address,  and  screen  size. 


2.3.10.1  ppm_setup 

The  ppm_setup  function  initializes  the  ppm_data  array  and  creates  a  PPM  object  for  each 
PPM  in  each  backend.  This  function  is  called  when  the  backend  is  initialized.  It  is  also 
called  by  the  other  ppm_obj  functions  if  they  detect  that  a  PPM  object  has  not  yet  been 
initialize. 

The  function  call  is  ppm_setup().  For  each  PPM  in  each  backend,  the  function  does  the 
following: 

•  Initializes  the  file  name  to  "UNKNOWN”. 

•  Initializes  the  A  and  B  display  modes  to  0. 

•  Initializes  the  A  and  B  display  offsets  (i,  j)  to  16,48. 

•  Initializes  the  pixel  location  (i,  j)  to  100, 1(X). 

•  Initializes  the  board  address  bas^  on  the  PPM  index. 

•  Initializes  the  screen  position. 

•  Initializes  the  calibration  pixel  address. 

•  Initializes  the  screen  size. 

•  Sets  ppm_obj_initialized  to  TRUE. 
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Called  By: 

backend_setup 

gos_ppm_query 

ppm_get_data 

ppm_init 

ppm_load 

Routines  Called: 

none 

Parameters: 

none 

Returns: 

none 

10.2  ppm_init 

The  ppm_init  function  updates  the  PPM  object's  structure  with  the  information  it  receives 
from  esifa_load.  This  function  is  called  when  the  ESIFA  configuration  file  is  downloaded 
to  the  ESIFA. 

The  function  call  is  ppm  init(backend,  ppm_bit_mask,  ppm_fn, 
board_address,  data_PT,  where:  ” 

backend  is  the  backend  id 

ppm  bit  mask  is  BRDO  (PPM  index  0),  BRDl  (PPM  index  1),  BRD2  (PPM  index 
2),  or  BRD3  tPPM  index  3) 

ppmjn  is  the  name  of  the  PPM  configuration  file 

board  address  is  the  address  of  the  PPM 

data  P  is  a  pointer  to  additional  data  to  be  loaded  into  the  PPM  object;  this  data  is  either 
display  mode,  screen  position,  screen  size,  pixel  address,  or  pixel  state,  based  on 
the  PPM  mode 

The  function  does  the  following: 

•  If  the  PPM  object  has  not  yet  been  initialized,  calls  ppm_setup. 

•  Determines  the  PPM's  index  based  on  the  specified  ppm_bit_mask. 

•  Sets  the  PPM  object's  file  name  to  the  name  specified. 

•  Sets  the  PPM  object's  board  address  to  the  address  specified. 

•  Determines  the  PPM  mode  based  on  the  board  address  and  the 
PPM_MODE_MASK  (defined  in  ppm.h). 

•  Uses  the  data  passed  in  *data_P  to  set  the  appropriate  variable(s)  in  the  PPM  object, 
based  cm  the  PPM  mode. 


Called  By:  csifajoad 

Routines  Called:  ppm_setup 

printf 
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Parameters: 

UNS  4 

backend 

INT_4 

ppm_bit_niask 

char 

*ppm_fn 

UNS  4 

board_address 

UNS_2 

*data_P 

Returns: 

none 

2.3.10.3  ppin_get_data 

The  ppm_get_data  function  returns  a  pointer  to  a  specified  PPM  object.  This  function  is 
called  by  the  Message  Processing  functions  that  handle  PPM  messages  from  the  Simulation 
Host.  It  is  also  call^  if  the  Gossip  user  selects  the  i  ("PPM  info")  option  from  the  PPM 
Query  menu. 

The  function  call  is  ppm_get_data(backend,  ppm_index),  where: 
backend  is  the  backend  id 

ppm  index  is  the  PPM  index  (within  the  specified  backend) 

ppm_get_data  calls  ppm_setup  if  it  detects  that  the  PPM  object  has  not  been  initialized.  It 
then  returns  a  pointer  to  the  PPM  object's  structure. 


Called  By:  gos_ppm_query 

msg_ppm_pixel_state 

msg_ppm_display_mode 

msg_ppm_display_offset 

msg_ppm_pixel_location 


Routines  Called:  ppm_setup 


backend 

ppm_index 


Parameters:  UNS_4 

UNS_4 


Returns:  &ppm_data[backend]  [ppm_index] 


2.3.10.4  ppm_load 

The  ppm_load  function  is  used  to  download  data  to  the  PPM  via  the  ESIFA  board.  This 
function  is  called  if  the  Gossip  user  selects  the  p  ("ppm  load")  option  from  the  PPM  Query 
menu. 

The  function  call  is  ppm_load(backend,  ppm_address,  ppm_data),  where: 

backend  is  the  backend  id 

ppm  address  is  the  PPM  board's  address 

ppm  data  is  the  data  to  be  loaded  into  the  PPM 
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ppmjoad  does  the  following: 

•  If  the  PPM  object  has  not  been  initialized,  calls  ppm_setup. 

•  Gets  a  pointer  to  the  ESIFA  object  for  the  specified  backend. 

•  Calls  esifa_ConfigData  to  get  a  pointer  to  the  ESIFA's  configuration  data. 

•  Calls  esifa_write  to  load  the  specified  data  into  ESIFA  RAM. 

•  Calls  esifa_download  to  download  the  data  from  ESIFA  RAM  to  the  PPM  board. 

The  function  returns  EOF  if  the  ESIFA  object  cannot  be  found  or  is  not  initialized. 


Called  By: 

gos_ppm_query 

Routines  Called: 

esifa_ConfigData 

esifa_download 

esifa_get_object_addr 

esifa_write 

ppm_setup 

printf 

Parameters: 

UNS  4 

backend 

UNS  4 

ppm_address 

UNS_2 

ppm_data 

Returns: 

EOF 

2.3.10.5  gos_ppin_query 

The  gos_ppm_query  function  provides  a  user  interface  to  display  and  modify  PPM  data. 
This  function  is  called  if  the  Gossip  user  selects  the  P  ("PPM  query")  option  from  the 
Gossip  main  menu. 

The  function  call  is  gos_ppm_query().  gos_ppm_query  does  the  following: 

•  If  the  PPM  object  is  not  initialized,  calls  ppm_setup. 

•  Calls  gos_ppm_query_menu  to  display  the  PPM  Query  menu. 

•  Uses  unbf_getchar  to  get  the  keystroke  entered  by  the  user. 

•  Processes  the  user's  request  (see  table  below). 

•  Displays  the  "ppm_query>"  prompt 

The  following  table  lists  the  options  supported  by  gos_ppm_query,  and  shows  the  steps  it 
performs  in  response  to  each  user  selection. 
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PPM  Query  Menu  Option 

Processing  by  gos_ppm_query 

?  print  this  menu 

Calls  gos_ppm_query_menu. 

B  blank  display 

Clears  screen. 

b  change  backend 

Prompts  user  for  new  backend  id;  sets  internal  variable. 

c  change  ppm 

Prompts  user  for  new  ppm  index;  sets  internal  variable. 

d  Download  paiametos 

Prompts  uso'  for  ESIFA  RAM  address,  byte  count,  and 
ppm  address;  calls  esifa_download. 

e  esifa  info 

Calls  esifa.ConhgData;  displays  data  returned. 

i  PPM  info 

Calls  i^m_get_data;  displays  data  returned. 

p  ppm  load 

Prompts  user  fo'  ppm  address  and  ppm  data;  calls 
ppmjoad. 

r  read  ESIFA  ram 

Prompts  user  for  ESIFA  address  and  numb^  of  bytes; 
calls  esifa_iead;  displays  data  returned. 

w  write  ESIFA  ram 

Prompts  user  for  ESIFA  address  and  number  of  bytes; 
calls  esifa_write. 

X  exit/quit 

Exits. 

Called  By: 

gossip_tick 

Routines  Called: 

blank 

cup 

esifa_ConfigData 

esifa_download 

esifa_read 

esifa_write 

• 

gos_ppm_query_menu 

ppm_get_data 

ppm_load 

ppm_setup 

printf 

scanf 

unbf_getchar 

Parameters: 

none 

Returns: 

none 

2.3.10.6  gos_ppm_ 

_query_menu 

The  gosj)pm_query_menu  function  displays  the  PPM  Query  menu.  This  function  is 
called  by  gos_ppm_query  when  it  is  first  invoked  or  if  the  user  later  enters  ?  (help)  on  the 
command  line. 

The  function  call  is  gos_ppm_query_menu().  The  function  does  the  following: 

• 
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•  Clears  the  screen. 

•  Displays  the  PPM  Query  menu  options. 

•  Displays  the  ''ppm_query>"  prompt. 

For  a  list  of  the  options  displayed  on  the  menu,  see  gos_ppm_query. 


Called  By:  gos_ppm_query 

Routines  Called:  blank 

cup 
printf 

Parameters:  none 

Returns:  none 
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2.4  Ballistics  Processing  (/cig/libsrc/libball) 

The  Ballistics  Processing  CSC  is  the  part  of  the  GT  Host  Software  that  is  responsible  for 
the  following: 

•  Detecting  intersections  with  the  terrain  database  and  the  currently  viewable  models 
(static  and  dynamic  vehicles). 

•  Processing  round  data  and  returning  hit  or  miss  information  to  the  real-time 
software. 

•  Processing  trajectory  chord  data  and  returning  hit  or  miss  information  to  the  real¬ 
time  software. 

•  Providing  terrain  feedback  data  for  points  on  specified  vehicles  in  active  area 
memory.  The  data  returned  identifies  the  database  polygon  or  model  located  at  the 
vehicle's  current  position. 

In  order  to  compute  intersections  with  the  terrain  and  simulation  models,  the  Ballistics 
Processing  CSC  acquires  and  maintains  polygon  and  bounding  volume  information  from 
the  terrain  database,  as  well  as  static  vehicle  information  from  the  real-time  software. 

Ballistics  Processing  may  be  ran  on  a  master  board  or  a  slave  board  in  the  CIG,  as  follows: 

Master 

If  the  CIG  has  only  one  MVME147  board,  it  is  the  master  that  is  used  to  ran  all  of 
the  real-time  software,  including  Ballistics. 

Slave 

If  the  CIG  has  two  MVME147  boards,  one  board  is  the  master  that  runs  the  real¬ 
time  software.  The  other  board  is  the  slave  that  runs  Ballistics.  This  configuration 
is  used  for  high  rate-of-fire  weapons. 

The  Ballistics  software  that  runs  on  a  Master  board  is  very  similar  to  the  software  that  runs 
on  a  Slave  board.  The  differences  are  identified  in  the  source  code  by  compiler  flags.  The 
real-time  software  determines  what  type  of  Ballistics  board  is  in  the  CIG,  then  loads  the 
appropriate  version  of  the  Ballistics  task. 

The  mL.jor  data  structures  used  in  Ballistics  Processing  are  the  following: 

Trajectory  table  directory 

Contains  one  entry  for  each  trajectory  table.  A  trajectory  table,  which  describes  the 
trajectory  for  a  specific  type  of  round,  consists  of  the  trajectory  type,  frame  rate, 
effect  type,  table  size,  and  a  pointer  to  the  table’s  entries.  Each  trajectory  table  entry 
contains  the  trajectory's  boresight  x  and  y  coordinates  (with  respect  to  the  gun 
barrel). 

Trajectory  tables  are  predefined  for  certain  round  types.  The  Simulation  Host  may 
define  trajectory  tables  for  other  round  types. 
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Terrain  model  directory 

Describes  the  models  that  are  placed  on  the  terrain  (houses,  telephone  poles,  water 
towers,  etc.).  Each  entry  defines  the  model  type,  bvol  flag,  component  count,  bvol 
count,  model  directory  type,  model  radius,  and  the  primary,  secondary,  and  tertiary 
bvol  indices. 

Note:  The  terrain  model  directory  is  not  currently  used.  It  is  defined  to 
accommodate  future  enhancements  to  the  database. 

Terrain  bvol  directory 

Describes  the  bounding  volume  for  each  terrain  model.  Each  entry  defines  the 
model  directory  type,  type  id,  the  bvol's  height  above  the  poly-defining  perimeter, 
and  the  perimeter  defining  the  bvol  polygon  (its  vertices). 

Note:  The  terrain  bvol  directory  is  not  currently  used.  It  is  defined  to 
accommodate  future  enhancements  to  the  database. 

DED  model  directory 

Describes  the  models  in  the  dynamic  elements  database.  Each  entry  defines  the 
model  type,  bvol  flag,  component  count,  bvol  count,  model  directory  type,  model 
radius,  and  the  primary,  secondary,  and  tertiary  bvol  indices. 

DED  bvol  directory 

Describes  the  bounding  volume  for  each  DED  model.  Each  entry  defines  the  bvol 
index,  the  model  directory  type,  type  id,  the  bvol's  height  above  the  poly-defining 
perimeter,  and  the  perimeter  deling  the  bvol  polygon  (its  vertices). 

Load  module  directory 

Contains  one  entry  for  each  load  module  in  active  area  memory.  Each  load  module 
entry  contains  the  load  module's  cache  flag,  ft-ame  stamp,  polygon  count, 
maximum  polygon  height  above  the  poly-defining  perimeter,  bvol  count,  and 
maximum  bvol  height  above  the  poly-defining  perimeter.  Each  load  module  entry 
also  contains  pointers  to  the  polygon  and  bvol  lists  attached  to  that  load  module. 

Static  vehicle  directory 

Contains  one  entry  for  every  load  module  in  active  area  memory.  Each  entry  points 
to  a  list  of  the  static  vehicles  in  that  load  module.  Each  entry  in  the  static  vehicle  list 
contains  the  static  vehicle's  vehicle  id,  active  area  memory  partition  index, 
component  count,  unique  type,  load  module  number,  application-specific  data 
(ASID),  transformation  matrix,  rotation  angles  for  the  second  component,  and  back 
and  forward  pointers. 

Static  vehicle  entries  that  are  not  currently  assigned  to  a  load  module  are  contained 
in  the  static  vehicle  free  list.  When  the  Simulation  Host  adds  a  static  vehicle. 
Ballistics  removes  one  from  the  fiee  list  and  adds  it  to  the  proper  load  module  list 
When  the  Simulation  Host  deletes  a  static  vehicle.  Ballistics  removes  it  fix>m  the 
load  module  and  returns  it  to  the  free  list.  The  free  list  is  a  mechanism  for  ensuring 
that  the  maximum  number  of  static  vehicles  is  not  exceeded. 

Polygon  lists 

Contain  one  entry  for  each  polygon  in  a  given  load  module  in  active  area  memory. 
Each  entry  contains  the  polygon's  soil  type,  vertex  count,  priority,  shade,  minimum 
and  maximum  values.  Ballistics  flag,  local  terrain  flag,  grid  location,  and  vertex 
list.  Each  load  module  in  active  area  memory  has  its  own  polygon  list. 
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Polygon  entries  that  are  not  currently  assigned  to  a  load  module  are  contained  in  the 
free  polygon  list  When  a  new  load  module  is  added  to  active  area  memory, 
Ballistics  removes  the  required  number  of  polygons  from  the  free  list  and  ^ds  them 
to  the  new  load  module's  polygon  list  If  the  free  list  does  not  contain  enough 
polygons  for  a  new  load  module.  Ballistics  swaps  out  the  least-recendy-used  load 
mod^e.  When  a  load  module  is  removed  from  active  area  memory.  Ballistics 
returns  its  polygons  to  the  free  list. 

Bvol  lists 

Contain  CMie  entry  for  each  bounding  volume  in  a  given  load  module  in  active  area 
memory.  Each  entty  contains  the  bvol's  type  id,  ^stance  above  the  poly-defining 
perimeter,  vertex  list  and  grid  location,  ^h  load  module  in  active  area  memory 
has  its  own  bvol  list. 

bvol  entries  that  are  not  currently  assigned  to  a  load  module  are  contained  in  the  free 
bvol  list.  When  a  new  load  module  is  added  to  active  area  memory.  Ballistics 
removes  the  required  number  of  bvols  from  the  free  list  and  adds  them  to  the  new 
load  module's  bvol  list.  If  the  free  list  does  not  contain  enough  bvols  for  a  new 
load  ttKxlule,  Ballistics  swaps  out  the  least-recently-used  load  module.  When  a 
load  module  is  removed  fiom  active  area  memory.  Ballistics  returns  its  bvols  to  the 
fiee  list. 

Round  list 

Contains  one  entry  for  each  active  round.  Each  entry  contains  the  round's  active 
frame  count,  frame  count,  frame  interval,  trajectory  entry  index,  trajectory  table 
size,  offset,  trajectory  pointer,  points,  and  back  and  forward  pointers. 

Round  entries  that  are  not  currently  active  are  ctMitained  in  the  free  round  list. 

When  the  Simulation  Host  requests  a  new  round.  Ballistics  removes  one  from  the 
free  list  and  adds  it  to  the  active  list.  After  processing  die  round.  Ballistics  removes 
it  from  the  active  list  and  returns  it  to  the  free  list.  The  free  list  is  a  mechanism  for 
ensuring  that  the  maximiun  niunber  of  rounds  is  not  exceeded. 

Terrain  feedback  point  lists 

Contain  one  entry  for  each  point  in  a  vehicle  for  which  terrain  feedback  data  is  to  be 
collected  by  BalUstics.  Each  entry  contains  the  point  number,  current  position, 
polygon  data,  and  model  data.  Each  vehicle  for  which  the  Simulation  Host  has 
requested  terrain  feedback  processing  has  its  own  terrain  feedback  point  list. 

Feedback  points  that  are  not  currently  assigned  to  a  vehicle  are  contained  in  the 
terrain  feedback  points  free  list.  When  the  Simulation  Host  requests  feedback 
processing  for  a  vehicle.  Ballistics  removes  the  specified  number  of  points  from  the 
free  list  and  adds  them  to  the  vehicle's  points  list.  When  the  Simulation  Host 
disables  feedback  processing  for  a  specified  vehicle.  Ballistics  returns  the  vehicle's 
points  to  the  free  list  The  f^  list  is  a  mechanism  for  ensuring  that  the  maximum 
number  of  feedback  points  is  not  exceeded. 

The  Ballistics  task  is  created  and  started  by  the  Task  Initialization  CSC.  The  Ballistics 
configuration  file  is  processed  by  the  config_ballistics  function  in  the  Real-Time  Processing 
CSC,  and  Ballistics  is  put  into  the  run  state  (when  a  simulation  is  started)  by  the 
sim_bal_start  function. 
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The  real-time  software  and  Ballistics  communicate  by  passing  messages  via  the  Ballistics 
message  processing  queues.  This  communication  consists  primarily  of  the  following: 

Messages  sent  from  the  Simulation  Host 

A  tj^ical  message  may  tell  Ballistics  that  a  round  has  been  fired  or  that  a  static 
vehicle  has  been  added  to  the  local  terrain.  Each  Ballistics  message  is  received  by 
process_a_msg  or  db_mcc_setup,  which  pushes  the  message  onto  the  inconung 
Ballistics  message  queue.  For  some  messages,  process_a_msg  calls  a  specialized 
routine  that  performs  some  processing  on  the  message,  then  pushes  it  onto  the 
message  queue.  The  routines  that  handle  the  messages  going  to  Ballistics  are 
contained  in  the  bal_routines.c  CSU;  all  are  prefixed  with  the  name  sim_bal. 

Ballistics  processes  the  message  (which  typicaUy  involves  computing  whether  any 
model  or  terrain  in  the  database  was  hit),  then  returns  a  hit  or  miss  message  if 
applicable.  Messages  returned  from  Ballistics  are  removed  from  the  outgoing 
message  queue  by  the  real-time  software,  which  sends  them  to  the  Simulation  Host 

New  frame  messages 

Once  per  frame,  the  real-time  software  notifies  Ballistics  that  a  fiame  interrupt  has 
taken  place,  and  informs  it  (via  a  MSG_BO_NEW_FRAME  message)  of  the  current 
frame  count  and  the  new  status  of  all  dynamic  vehicles. 

Active  area  memory  messages 

At  startup  and  whenever  active  area  memory  is  ntoved,  the  real-time  software 
notifies  Ballistics  (via  a  MSG_BO_AAM_SW_CORNER  message)  of  the  location 
of  active  area  memc^.  Additionally,  whenever  the  real-time  software  loads  a  new 
load  module  from  disk  into  active  area  memory,  it  infcMms  Ballistics  using  a 
MSG_BO_LM_READ  message. 

For  the  syntax  and  description  of  each  Ballistics  message  passed  between  the  Simulation 
Host  and  the  real-time  software,  refer  to  the  "GTIOO  CIG  to  Simulation  Host  Interface 
Manual." 

The  following  table  identifies  all  messages,  in  alphabetical  order,  that  may  be  passed  from 
the  real-time  software  to  Ballistics.  The  table  also  identifies  the  fonction(s)  in  the  real-time 
software  that  push  the  message  onto  the  Ballistics  message  queue,  and  the  function  in  the 
Ballistics  Message  Processing  component  that  processes  that  message. 

The  Ballistics  functions  referenced  here  are  described  later  in  this  section.  The  real-time 
software  functions  are  described  in  other  sections  of  this  document. 
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RTSW  ->  Ballistics 
Message 

Sent  By 

(RTSW  Function) 

Processed  By 
(Ballistics  Function) 

MSG_BO_AAM_SW_CORNER 

sim_bal_start,  _TOwcol_rd 

bO_aam_sw_caner 

MSG_BO_ADD_STATIC_VEfflCLE 

siin_bal_siatic_add 

bO_add_static_vehicle 

MSG_BO_ADD_TRAJ_TABLE 

db_mcc_setup, 

process_a_msg 

bO_aiid_traj_table 

MSG_B0_BAL_CONnG 

open.dbase 

bO_bal_config 

MSG_BO_BVOL_ENTRY 

download.bvols 

bO_bvol_entry 

MSG_BO_CANCEL_ROUND 

process_a_msg 

bO_cancel_iDund 

MSG_BO_CIG_FRAME_RATE 

siin_bal_fiame_iate 

bO_cig_fiame_rate 

MSG_BO_DATABASE_INFO 

open_dbase 

bO  database  info 

MSG_BO_DELETE_STATIC_VEfflCLE 

siin_bal_static_remove 

bO_delete_static_vehicle 

MSG_BO_DELETE_TRAJ_TABLE 

(Ib_mcc_sehip, 

process_a_msg 

bO_delete_traj_table 

MSG_BO_LM_READ 

getside 

bO_lm_read 

MSG_BO_MODEL_DIRECTORY 

download.bvols 

bO_model_direcUMy 

MSG_BO_MODEL_ENTRY 

downk)ad_bvols 

bO_modeLcntry 

MSG_BO_NEW_FRAME 

sim_bal_agl_wanted 

bO_new_firamc 

MSG_BO_PROCESS_CHORD 

proccss_a_msg 

bO_piocess_chord 

MSG_BO_PROCESS_ROUND 

process_a_msg 

bO_process_iound 

MSG_B0_ROUND_FIRED 

sim_bal_round_fired, 

process_a_msg 

bO_round_fired 

MSG_B0_STATE_CONTROL 

sim_bal_siait,  sim_bal_reset 

bO_staie_control 

MSG_BO_TF_INIT_HDR 

db_mcc_sctup, 

process_a_msg 

bO_tf_inii_hdr 

MSG_BO_TF_INIT_PT 

db_mcc_setup, 

proccssja_insg 

b0_tfjnit_pt 

MSG_BO_TF_STATE 

db_mcc_setup, 

process_a_msg 

bO_tf_staie 

MSG_BO_TF_VEHICLE_POS 

sim_bal_tf_veh_update, 

ptocess_a_msg 

bO_tf_vehicle_pos 

MSG_BO_TRAJ_CHORD 

sim_bal_lraj_chord, 

sim_bal_req_pt_info, 

sim_bal_agl_wanted 

bO_traj_chOTd 

msg_bo_traj_entry 

db_mcc_setup, 

process_a_msg 

bO_traj_cntry 

The  following  table  identifies  all  messages,  in  alphabetical  order,  that  may  be  passed  from 
Ballistics  to  the  real-time  software.  The  table  also  identifies  the  Ballistics  function(s)  that 
push  the  message  onto  the  Ballistics  message  queue,  and  the  function  in  the  real-time 
software  that  processes  it. 

The  Ballistics  functions  referenced  here  are  described  later  in  this  section.  The  real-time 
software  functions  are  described  in  other  sections  of  this  document. 
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Ballistics  ->  RTSW 
Message 

Sent  By 

(Ballistics  Function) 

Processed  By 
(RTSW  Function) 

MSG_B  l_GLOBAL_ADDR 

bx_task 

none 

MSG_B  l_Hrr_RETURN 

bO_new_firame. 

bO_pnKess_ch<Md, 

bO_process_round, 

bO_traj_chord, 

bO_iound_fired 

sim_bal_piocess_insg 

MSG_B1_MISS 

bO_new_framc, 

bOjMocess.chord, 

bO_process_ixjund, 

bO_traj_ch<»d, 

bO_found_fired 

siin_bal_piDcess_msg 

MSG_B  l_ROUND_POSmON 

bO_new_frame, 

bO_process_chord, 

bO_process_round, 

bO_iound_fired 

siin_bal_piocess_msg 

MSG_B  1_STATUS_RETURN 

bx_task 

config_ballistics 

MSG_B1_TF_HDR 

bO_tf_vehicle_pos 

siin_bal_pioccss_nisg 

MSG_B1_TF_PT 

b0_tf_vchiclcj)os 

siin_bal_pTocess_msg 

Ballistics  Processing  can  be  divided  into  the  following  functional  areas: 

Ballistics  Mainline 

•  Initializes  all  Ballistics  structures  at  startup. 

•  Drives  all  Ballistics  processing. 

Ballistics  Interface  Message  Processing 

•  Processes  the  Ballistics  messages  received  fiom  the  real-time  software 
(usually  in  response  to  messages  received  from  the  Simulation  Host). 

•  Returns  hit,  miss,  and  terrain  feedback  messages  to  the  real-time  software. 

Ballistics  Database  Interaction 

•  Acquires  polygon  and  bounding  volume  information  from  the  terrain 
database  and  maintains  it  in  a  cache  using  a  least-recently  used  (LRU) 
swapping  algorithm. 

•  (I!alculates  chord  intersections  to  determine  if  anything  in  the  simulated 
environment  was  hit  by  a  round  or  trajectory. 

•  Maintains  static  vehicles  using  a  set  of  free  lists. 

Ballistics  Message  Queue  Management 

•  Maintains  the  message  queues  used  as  the  interface  between  Ballistics  and 
the  real-time  software. 

Figure  2-8  identifies  the  CSUs  in  each  functional  area  of  the  Ballistics  Processing  CSC. 

The  CSUs  in  each  area  are  described  in  this  section,  in  the  order  listed  above. 
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Mmlm 

bx_init.c 
bx_probe.c 
bx_reset.c 
bx  task.c 


bx_bvoUnt.c 

bxjchordjntersect.c 

bx_compute_round.c 

bx_find_vehicle.c 

bx_functions.c 

bx_getjm_data.c 

bx_getjmjgrid.c 

bx_modelJnt.c 

bx_polyJnt.c 

bx_tf _pack.c 

bxjrajectory.c 

8hot_report.c 


b0_aam_c8ntroid.c 

bO_aam_sw_comer.c 

bO_add_statjc_vehicle.c 

bO_add_trai_table.c 

bO_bal_config.c 

bO_bvol_enlry.c 

bO_cancel_round.c 

bO_cig_frame_rate.c 

b0_databasejnfo.c 

bO_delete_static_vehicle.c 

bO_delete_lraj_table.c 

bO_efTor_detected.c 

bOJnapp_message.c 

bOJm_read.c 

bO~model_directory.c 

bO_fnodel_entry.c 

b0_newjrame.c 

bOjprint.c 

bO_process_chord.c 

bO_process_round.c 

bO_round_fired.c 

bO_state_control.c 

bO_status_request.c 

b0jfjnit_hdr.c 

b0_tfjnit_pt.c 

bOjf_state.c 

bO_tf_vehicle_pos.c 

bO_trai_chord.c 

bO_traj_entry.c 

bO_u  ndef  ined_message.c 


Figure  2-8,  Ballistics  Processing  CSUs 


mx_error.c 

mx_open.c 

mx_peek.c 

mx_push.c 

mx_skip.c 

mx_wcopy.c 


2.4.1  Ballistics  Mainline 

This  section  describes  the  Ballistics  Mainline  component  of  Ballistics  Processing.  The 
CSUs  in  this  component  provide  the  functions  that  initialize  and  drive  Ballistics  Processing 
on  the  CIG. 


2. 4. 1.1  bx_init.c 

The  bx.jnit  function  initializes  Ballistics  variables  and  structures  at  startup. 
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The  function  call  is  bxjnit().  bx_init  does  the  following: 

•  Initializes  and  defines  the  message  arrays  (G_init_message[]  and 
G_run_messageQ)  used  by  bx_task  to  process  incoming  messages. 

•  Initializes  the  following: 

-  Active  area  memory  partition  parameters. 

-  Dynamic  elements  database  (DED)  model  directory. 

-  DED  bounding  volume  directory. 

-  Static  vehicle  UsL 

-  Bounding  volume  cache  list. 

-  Polygon  cache  list. 

-  Round  list. 

-  Trajectory  table  directory. 

•  Loads  the  default  trajectory  tables. 

•  Initializes  various  temporary  variables. 

•  Sets  the  Ballistics  state  to  BX_INTT. 

•  Calls  bx_tf_init_pt_cache  to  initialize  the  terrain  feedback  point  cache  (free  list). 

•  Initializes  the  terrain  feedback  vehicle  list. 


Called  By:  bx_task 

Routines  Called:  bx_tf_init_pt_cache 

Parameters:  none 


Returns:  none 


2.4. 1.2  bx_probe.c 

The  bx_probe  function  displays  data  from  the  Ballistics  database.  This  function  is  invoked 
when  the  user  selects  the  b  ("ballistics  query  menu")  option  from  the  Gossip  main  menu. 

The  function  call  is  bx_probe().  The  following  table  lists  the  options  supported  by 
bx_probe,  and  shows  the  major  steps  it  performs  for  each  one. 

The  PAGE_FORMAT  macro,  used  by  bx_probe  to  handle  displays  over  one  page  long,  is 
described  in  Appendix  B. 
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Ballistics  Query  Menu  Option 

Processing  by  bx_probe 

?  print  this  menu 

Displays  options. 

A  list  AAM  pan  info 

(not  currently  implemented) 

B  list  free  bvols  dir 

Displays  number  of  free  bvols  and  location  of  first. 

b  list  LM  bvols 

Prompts  user  for  x,y  position;  uses  FIND_LM  to 
get  lo^  module  number;  displays  for  each  bvol: 
bvol  number,  type,  and  next  bvol  pointer; 
minimum  and  maximum  x.  y,  and  z;  and  vertices. 

C  list  bal  config 

(not  currently  implemented) 

c  list  tmain  comas 

(not  currently  implemented) 

F  list  frame  count 

(not  currently  implemented) 

i  set  ballistics  addresses 

(not  currently  implemented) 

L  list  LM  cache  info 

Prompts  user  for  x,y  position;  uses  F1ND_LM  to 
get  lo^  module  numter,  displays  cache_flag,  frame 
stamp,  poly  and  bvol  counts,  max  poly  z,  poly 
head  and  tail,  max  bvol  z,  bvol  head  and  tail. 

1  list  Im  cache 

(not  currently  implemented) 

P  list  free  poly  dir 

Displays  number  of  free  polygons  and  location  of 
first 

p  list  Im  polys 

Prompts  user  for  x,y  position;  uses  F1ND_LM  to 
get  load  module  numto;  displays  for  each  polygon; 
polygon  number,  next  polygon  pointer,  vertex 
count,  soil  type,  priority,  local  terrain  Hag,  shade, 
grid  location,  and  vertices. 

q  quit 

Exits. 

R  list  active  rounds 

Displays  for  each  active  round:  round  id,  db,  type, 
and  mode;  tracer  type,  frame  rate,  and  shot  report  or 
proximity;  gun  position  and  velocity;  azimuth  and 
elevation;  frames  active,  counter,  and  interval; 
trajectory  entry  index,  address,  size,  and  offset;  start 
artdend. 

r  list  free  rounds  dir 

(not  currently  implemented) 

S  list  free  Stat  Veh 

Displays  number  of  free  static  vehicles  and  location 
of  first 

s  list  stat  vehs 

Prompts  user  for  x,y  position;  uses  F1ND_LM  to 
get  lo^  tiKxlule  number,  displays  load  module 
number,  number  of  static  vehicles,  location  of  first 
one;  displays  for  each  vehicle  in  load  module's  list 
vehicle  id.  component  count,  type,  ASID,  matrix, 
next  and  back  pointers. 

T  list  traj  directory 

Ptompts  user  for  table  index;  displays  irulex,  frame 
rate,  effect  type,  entry  count,  trajectory  address. 

t  list  traj  table 

Prompts  user  for  trajectory  type;  displays  bx  and  bz 
btxesight  values  for  each  entry. 

V  find  vehicle 

Prompts  user  for  vehicle  id;  calls  bx_find_vehicle; 
outputs  coordinates  of  vehicle's  centroid. 

exit  I  Exits. 
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Called  By:  gossip_tick 


Routines  Called:  bx_find_vehicle 

FIND_LM 
PAGE.FORMAT 
printf 
scanf 
strlen 

unbf_getchar 


Parameters:  none 


Returns:  none 


2.4. 1.3  bx_reset.c 

The  bx_reset  function  resets  Ballistics  to  an  initialized  state.  This  function  is  called  by 
bO_state_control  when  the  message  from  the  real-time  software  specifies  a  new  state  of 
BX_RESET. 

The  function  call  is  bx_reset().  bx_reset  does  the  following: 

•  Sets  G_ballistics_complete  to  FALSE. 

•  Frees  the  memory  allocated  for  the  load  module  lists  and  trajectory  tables. 

•  Initializes  the  following: 

-  Active  area  memory  partition  parameters. 

-  Dynamic  elements  database  (DED)  model  directory. 

-  DED  bounding  volume  directory. 

-  Static  vehicle  list. 

-  Bounding  volume  cache  list 
Polygon  cache  list. 

-  Round  list. 

-  Trajectory  table  directory. 

-  Various  temporary  variables. 

•  Sets  the  Ballistics  state  to  BX_INIT. 

•  Calls  bx_tf_init_pt_cache  to  initialize  the  terrain  feedback  point  cache  (free  list). 

•  Initializes  the  terrain  feedback  vehicle  list. 


Called  By:  bO_state_control 


Routines  Called:  bx_tf_init_pt_cache 

free 

free  133  (if  running  on  a  Slave  board) 


Parameters:  none 
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Returns: 


none 


2.4. 1.4  bx_task.c 

The  bx_task.c  CSU  contains  the  main  Ballistics  task  and  the  function  used  to  deallocate 
resources  when  the  system  is  shut  down.  These  functions  are: 

•  bx_task 

•  bx_task_cleanup 


2.4. 1.4.1  bx_task 

The  bx_task  function  is  the  main  Ballistics  task.  It  is  loaded  into  the  task  table  by  the  Task 
Initialization  CSC,  and  is  put  into  the  run  state  by  sim_bal_start  in  the  Real-Time 
Processing  CSC. 

bx_task  does  the  following: 

•  Allocates  memory  for  the  Ballistics  message  queues  (buffers)  used  to  communicate 
with  the  real-time  software. 

•  Calls  mpv_addrltg  to  convert  the  local  addresses  for  the  message  queues  to  global 
VME  addresses. 

•  Fills  the  message  queues. 

•  Calls  mpv_ncatalog  to  put  the  incoming  queue's  name  and  address  into  the  MPV 
catalog. 

•  (IMs  &c_init  to  initialize  structures  used  by  Ballistics. 

•  If  running  on  a  Master  board: 

-  Waits  for  a  message  to  be  posted  to  the  BALLISTICS_MB  mailbox. 

-  Posts  a  message  to  the  SIMULATION_MB  mailbox. 

•  Sets  pointers  to  the  three  message  queues. 

•  Opens  the  three  message  queues. 

•  Notifies  the  real-time  software  that  Ballistics  has  started  (via  a 
MSG_B1_STATUS_RETURN  message). 

•  If  running  on  a  Slave  board,  gives  the  real-time  software  the  addresses  of  Ballistics 
global  variables  (via  a  MSG_Bl_GLOBAL_ADDR  message). 

•  Calls  polLshutdown  to  see  if  a  system  shutdown  has  been  requested. 

•  Calls  mx_peek  to  preview  the  top  message  in  the  incoming  message  queue. 

•  If  the  status  returned  by  mx_4)eek  is  MX_DEVIC!E_EMPTT,  calls  sc_delay  to 
pause. 

•  If  the  status  returned  by  mx_peek  is  MX_MESSAGE_PREVIEWED: 

-  Uses  the  message  code  to  index  into  the  G_init_message[]  or 
G_run_message[]  array,  based  on  the  current  state  of  Ballistics.  This 
invokes  the  appropriate  Ballistics  Interface  Message  Processing  (b0_*) 
function  to  process  that  message. 

-  Calls  mx_slap  to  remove  the  message  from  the  queue. 

-  Previews  the  next  message. 


Called  By:  none  (task  created  and  started  at  initialization  time) 
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Routines  Called:  *G_init_inessage[] 

*G_run_message[] 

bx_init 

GLOB 

malloc 

mpv_addrltg 

mpv_ncatalog 

mx_error 

mx_open 

inx_peek 

nix_push 

mx_skip 

outhexl  (if  running  on  a  Slave  board) 

polLshutdown 

printf 

puts  (if  running  on  a  Slave  board) 

rt_pend 

rt_post 

sc_delay 


Parameters:  none 


Returns:  none 


2.4. 1.4.2  bx_task_cleanup 

The  bx_task_cleanup  function  deallocates  the  resources  owned  by  bx_task.  This  function 
is  called  if  a  system  shutdown  is  requested  by  the  Gossip  user.  It  is  called  via  the 
*task_cleanup  function  pointer,  which  points  to  the  cleanup  routine’s  name  in  the  task 
table. 

The  function  call  is  bx_task_cleanup(). 

The  function  returns  1  if  successful,  or  0  if  an  error  occurred. 

Note:  This  function  is  not  yet  implemented.  At  the  current  time,  it  simply 
returns  a  1  if  called. 


Called  By: 
Routines  Called: 

Parameters: 

Returns: 


polLshutdown 

none 

none 

0 

1 


(through  *task_cleanup) 
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2.4.2  Ballistics  Interface  Message  Processing 

This  section  describes  the  Ballistics  Interface  Message  Processing  component  of  Ballistics 
Processing.  This  component  contains  the  functions  that  process  the  Ballistics  messages 
received  by  bx_task  from  the  real-time  software. 

The  Ballistics  Interface  Message  Processing  functions  are  defined  as  elements  of  arrays  in 
bx_init  Two  arrays  are  used: 

G_init_message[] 

These  messages  are  used  to  initialize  Ballistics  (e.g.,  define  model  entries  or 
trajectory  tables). 

G_run_message[] 

These  messages  are  used  to  respond  to  runtime  messages  (e.g.,  process  rounds  or 
manage  static  vehicles). 

The  index  into  either  array  is  the  message  code  (G_m_code). 

The  complete  processing  mechanism  is  as  follows: 

1 .  The  Simulation  Host  sends  a  Ballistics  message. 

2 .  The  real-time  software  (usually  process_a_msg  or  a  sim_bal_*  routine)  calls 
mx_push  to  push  the  message  onto  the  Ballistics  message  queue.  The  calling 
function  sets  the  messagejcode  to  M_BO_<message>. 

3 .  bx_task  previews  the  message  from  the  message  queue. 

4.  bx_task  indexes  into  G_init_message[]  or  G_run_message[]  with  the  message  code 
(G_m_code).  (The  array  used  depends  on  the  current  Ballistics  state.)  bx_task 
dso  passes  a  pointer  to  the  message  (message  P). 

5.  The  function  corresponding  to  the  specified  element  in  the  specified  array  is  called 
with  the  message _P  parameter. 

This  method  of  invoking  the  Ballistics  Interface  Message  Processing  functions  provides  for 
faster  processing  than  direct  function  calls. 

Note  that  some  of  the  messages  sent  from  the  real-time  software  to  Ballistics  do  not 
originate  from  the  Simulation  Host.  For  example,  the  real-time  software  generates 
messages  to  start  and  stop  Ballistics,  and  to  tell  Ballistics  where  active  area  memory  is. 

The  processing  mechanism  for  such  messages  is  the  same  as  for  those  received  from  the 
Simulation  Host. 

Some  Ballistics  messages  cause  a  return  message.  For  example,  a  ROUND_FIRED 
message  results  in  a  HIT_RETURN  or  MISS  message.  The  Ballistics  Interface  Message 
Processing  function  generates  the  response  message  and  calls  mx_push  to  push  it  onto  the 
outgoing  message  queue  with  the  messagejcode  set  to  M_Bl_<message>.  The  real-time 
software  retrieves  the  message  from  the  queue  and  processes  it  accordingly. 
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For  more  information  on  the  Ballistics  message  queues  and  the  mx_*  functions  used  to 
manage  them,  refer  to  Section  2.4.4, 


2.4.2. 1  bO_aam_centroid.c 

The  bO_aam_centroid  function  is  a  stub  for  future  expansion;  it  is  not  currently  used. 
The  function  call  is  bO_aam_centroid().  The  function  always  returns  0. 


2. 4. 2. 2  bO_aam_sw_corner.c 

The  bO_aam_sw_comer  function  processes  the  MSG_B0_AAM_SW_CORNER  message. 
This  message  is  sent  by  sim_bal_start  when  Ballistics  is  first  put  into  the  run  state.  During 
a  simulation,  the  message  is  sent  by  _rowcol_rd  whenever  active  area  memory  is  relocated. 
The  message  gives  Ballistics  the  coordinates  of  the  new  southwest  comer  of  active  area 
memory,  and  the  function  calculates  the  coordinates  of  the  northeast  comer. 

The  function  call  is  bO  aam  sw_corner(message_P),  where  message  P  is  a  pointer 
to  the  MSG_BO_AAM3W_CORNER  message. 

bO_aam_sw_comer  does  the  following: 

•  Sets  the  global  variables  G_terrain_comers.SW_x  and  G_terrain_comers.SW_y  to 
the  values  provided  in  the  message. 

•  Sets  G_terrain_comers.NE_x  by  adding  twice  the  viewing  range  to  the  SW_x 
value. 

•  Sets  G_terrain_comers.NE^  by  adding  twice  the  viewing  range  to  the  SW_y 
value. 

The  function  always  returns  0. 


Called  By:  bx_task  (through  *G_run_message[]) 


Routines  Called:  none 


Parameters:  MSG_BO_AAM_SW_CORNER  *message_P 

Returns:  0 


2. 4. 2. 3  b0_add_static_vehicle.c 

The  bO_add_static_vehicle  function  processes  the  MSG_BO_ADD_STATIC_VEHICLE 
message.  This  message  is  sent  by  sim_bal_static_add  when  processing  a  request  by  the 
Simulation  Host  to  add  a  new  static  vehicle  to  the  local  terrain.  Ballistics  adds  the  new 
vehicle  to  the  tables  it  uses  when  determining  intersections. 
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The  function  call  is  bO_add_static_vehicle(message_P),  where  message  P  is  a 
pointer  to  the  MSG_BO_ADD_STATIC_VEHICLE  message. 

bO_add_static_vehicle  does  the  following; 

•  Verifies  that  the  vehicle's  load  module  is  within  active  area  memory. 

•  Verifies  that  the  vehicle's  component  count  is  either  1  or  3. 

•  Uses  the  NEW_STAT_VEH  macro  to  add  the  vehicle  to  the  correct  load  module's 
vehicle  table. 

•  Copies  the  vehicle's  data  from  the  message  to  the  static  vehicle  table. 

•  Sets  the  cosine  and  sine  of  the  rotation  of  the  vehicle’s  second  component,  if 
applicable. 

The  function  returns  a  0  if  successful.  It  returns  1  if  the  vehicle's  load  module  is  out  of 
range,  the  maximum  vehicle  limit  has  been  reached,  or  the  number  of  components  (values 
used  to  determine  the  vehicle's  orientation  and  position)  is  not  1  or  3. 


dialled  By:  bx_task  (through  *G_run_message[]) 


Routines  Called:  BCOPY 

NEW_STAT_VEH 


Parameters:  MSG_BO_ADD_STATIC_  VEHICLE  *message_P 


Returns:  0 

1 


2. 4. 2. 4  b0_add_traj_table.c 

The  bO_add_traj_table  function  processes  the  MSG_BO_ADD_TRAJ_TABLE  message. 
This  message  is  sent  by  process_a_msg  or  db_mcc_setup  when  processing  a 
MSG_TRAJ_TABLE_5ffER  message  (used  to  download  trajectory  tables)  from  the 
Simulation  Host. 

The  function  call  is  bO_add_traj_tabIe(message_P),  where  message  P  is  a  pointer  to 
the  MSG_BO_ADD_TRAJ_TABLE  message. 

bO_add_traj_table  does  the  following: 

•  Verifies  that  the  trajectory  type  (index)  is  less  than  240. 

•  Updates  the  trajectory  table  pointer  with  the  data  from  the  message. 

•  For  a  Master  board,  frees  the  trajectory  table's  entry  pointer  if  it  is  not  NULL. 

•  Allocates  memory  for  the  number  of  trajectories  entries  specified  in  the  message. 

The  function  returns  0  if  successful,  or  -1  if  the  trajectory  type  is  invalid. 


Called  By:  bx_task  (through  *G_run_message[]  and 

*G_init_message[]) 
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Routines  Called: 


Parameters: 

Returns: 


free  (if  running  on  a  Master  board) 

MALLOC 


MSG_BO_ADD_TRAJ_TABLE  *message_P 


0 

-1 


2. 4. 2. 5  b0_bal_config.c 

The  bO_bal_config  function  processes  the  MSG_BO_BAL_CONFIG  message.  This 
message  is  sent  by  open_dbase  to  give  Ballistics  its  initialized  configuration  parameters. 

The  function  call  is  bO_bal_config(message_P),  where  message  P  is  a  pointer  to  the 
MSG_BO_BAL_CONFIG  message.  ~ 

bO_bal_config  does  the  following: 


•  Copies  the  data  from  the  message  to  the  G_baLconfig  global  variable. 

•  Sets  the  global  variable  G_inv_frame_rate  (inverse  frame  rate)  to  1  divided  by  the 
frame  rate  provided  in  the  message. 


The  function  always  returns  0. 


Called  By:  bx_task  (through  *G_init_message[]) 


Routines  Called:  BCOPY 

Parameters:  MSG_BO_BAL_CONF1G  *message_P 

Returns:  0 


2. 4. 2. 6  bO_bvol_entry.c 

The  bO_bvol_entiy  function  processes  the  MSG_BO_BVOL_ENTRY  message.  This 
message  is  sent  by  download_bvols  to  to  add  bounding  volumes  to  the  DED  model 
directory. 

The  function  call  is  bO  bvol  entry(message  P),  where  message  P  is  a  pointer  to  the 
MSG_BO_BVOL_ENtRY  message. 


bO_bvol_entry  does  the  following: 


Determines  the  model  directory  (terrain  or  DED). 
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•  For  the  DED  model  directory,  copies  the  data  from  the  message  to  the  specified 
bvol  index  in  the  DED  bvol  directory  (G_ded_bvol_dir). 

•  For  the  terrain  model  directory,  outputs  an  error  if  debug  mode  is  enabled.  (The 
terrain  model  directory  is  not  currently  implemented.) 

The  function  always  returns  0. 


Called  By:  bx_task  (through  *G_init_message[]) 


Routines  Called:  BCOPY 

printf  (if  running  on  a  Master  board  in  debug  mode) 

puts  (if  running  on  a  Slave  board  in  debug  mode) 


Parameters: 


MSG_B0_BVOL_ENTRY  ♦message.P 


Returns:  0 


2,4. 2.7  b0_cancel_round.c 

The  bO_cancel_round  function  processes  the  MSG_BO_CANC;EL_ROUND  message.  This 
message  is  sent  by  process_a_msg  when  the  Simulation  Host  requests  that  an  active  round 
be  deleted. 

The  function  call  is  bO_cancel_round(message_P),  where  message_P  is  a  pointer  to 
the  MSG_BO_CANCEL_ROUI^  message. 

bO_cancel_round  does  the  following: 

•  Searches  the  active  round  list  for  the  specified  round  identifier  and  type. 

*  If  the  round  is  found,  uses  the  DELETC_ROUND  macro  to  delete  the  round  from 
the  active  list  and  return  it  to  the  free  list. 

The  function  returns  0  if  successful.  It  returns  -1  if  the  specified  round  was  not  found  on 
the  active  list 


Called  By:  bx_task  (through  *G_run_message[]) 

Routines  Called:  DELETE_ROlJND 

Parameters:  MSG_BO_CANCEL_ROUND  *message_P 

Returns:  0 

-1 
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2. 4. 2. 8  bO_cig_fraine_rate.c 

The  bO_cig_frame_rate  function  processes  the  MSG_BO_CIG_FRAME_RATE  message. 
This  message  is  sent  by  sim_bal_frame_rate  to  tell  Ballistics  the  current  frame  rate  (10, 15, 
30,  or  60  Hz). 

The  function  call  is  bO_cig_frame_rate(message_P),  where  message _P  is  a  pointer  to 
the  MSG_BO_CIG_FRAME_RATE’message. 

bO_cig_frame_rate  does  the  following: 

•  Sets  the  global  variable  G_bal_config.cig_frame_rate  to  the  specified  frame  rate. 

•  Sets  the  global  variable  G_inv_frame_rate  (inverse  frame  rate)  to  1  divided  by  the 
specified  frame  rate. 

The  function  always  returns  0. 


Called  By;  bx_task  (through  *G_run_message[]  and 

*G_init_message  [] ) 


Routines  Called:  none 


Parameters;  MSG_BO_CIG_FRAME_RATE  *message_P 

Returns:  0 


2. 4. 2. 9  bO_database_info.c 

The  bO_database_info  function  processes  the  MSG_B0_DATABASE_INFO  message. 
This  message  is  sent  by  open_dbase  after  it  initializes  active  area  memory  partition 
information.  The  message  specifies  the  database  id  (which  identifies  the  backend)  and 
provides  information  on  that  backend's  active  area  memory  (upper  and  lower  limits,  base 
address,  load  module  size,  number  of  load  modules  per  side,  viewing  range,  etc.). 

The  function  call  is  bO  database_info  (message_P),  where  message  P  is  a  pointer  to 
the  MSG_B0_DATABASE_INFO*message.  ~ 

bO_database_info  does  the  following: 

•  Allocates  space  for  the  load  module  tables. 

•  Outputs  the  location  of  the  load  module  cache  to  stdout. 

•  Loads  the  load  module  cache  data. 

•  Allocates  memory  for  and  sets  up  the  table  of  load  module  addresses  (G_lm_addr). 

•  Sets  the  viewing  range  (in  G_db_view_range)  for  trajectory  calculations. 

The  function  always  returns  0. 
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Called  By:  bx_task  (through  *G_init_message[]) 


Routines  Called:  MALLCXD 

printf 


Parameters:  MSG.BO_DATABASE_INFO  *message_P 


Returns:  0 


2.4.2.10  bO_delete_static_vehicle.c 

The  bO_delete_static_vehicle  function  processes  the  MSG_BO_DELETE_STATIC_- 
VEHICLE  message.  This  message  is  sent  by  sim_bal_static_rem  when  processing  a 
request  from  the  Simulation  Host  to  delete  a  static  vehicle  from  active  area  memory. 

The  function  call  is  bO_delete_static_vehicle(message_P),  where  message _P  is  a 
pointer  to  the  MSG_BO_DELETE_STATIC_VEfflCLE  message. 

bO_delete_static_vehicle  does  the  following: 

•  Verifies  that  the  vehicle's  load  module  is  in  active  area  memory,  and  that  the  AAM 
partition  number  is  valid. 

•  Searches  the  specified  load  module’s  static  vehicle  list  for  the  specified  vehicle. 

•  If  the  vehicle  is  found,  uses  the  DELETE_STAT_VEH  macro  (described  in 
Appendix  B)  to  remove  the  vehicle  from  the  load  module's  list  and  return  it  to  the 
free  list. 

If  running  on  a  Slave  board  and  code  tracing  is  enabled,  the  function  outputs  data  from  the 
message  and  the  static  vehicle  list  to  stdout. 

The  function  returns  0  if  the  static  vehicle  is  successfully  deleted.  It  returns  1  if  the 
vehicle's  load  module  is  not  in  active  area  memory,  or  if  the  AAM  partition  number  is 
invalid. 


Called  By:  bx_task  (through  *G_run_message[]) 


Routines  Called:  DELETE_STAT_VEH 

outhexl  (if  running  on  a  Slave  board  with  code_trace) 

puts  (if  running  on  a  Slave  board  with  code_trace) 


Parameters:  MSG_BO_DELETE_STATIC_VEHICLE  *message_P 


Returns:  0 

1 


80 


BBN  Systems  and  Technologies 


GTIOO  RTSW  CSCI 


2.4.2.11  bO_delete_traj_table.c 

The  bO_delete_traj_table  function  is  a  stub  routine  for  future  expansion;  it  is  not  currently 
used. 

The  function  call  is  b0_delete_traj_table().  The  function  always  returns  0. 


2.4.2.12  bO_error_detected.c 

The  bO_erTDr_detected  function  is  a  stub  routine  for  future  expansion;  it  is  not  currently 
used. 

The  function  call  is  bO_error_detected().  The  function  always  returns  0. 

2.4.2.13  bO_inapp_message.c 

The  bO_inapp_message  function  outputs  the  ”♦**  Inappropriate  Message  ***"  error  for 
Slave  boards,  and  the  "***  Inappropriate  ballistics  message  ***"  error  for  Master  boards. 

The  function  call  is  bO_inapp_inessage().  The  function  always  returns  0. 


Called  By: 
Routines  Called: 

Parameters: 

Returns: 


bx_task  (through  *G_init_message[]) 


printf  (if  running  on  a  Master  board) 

puts  (if  running  on  a  Slave  board) 


none 


0 


2.4.2.14  bO_lm_read.c 

The  b0_lm_read  function  processes  the  MSG_B0_LM_READ  message.  This  message  is 
sent  by  getside  (in  load_modules)  to  tell  Ballistics  that  it  has  added  a  new  load  module  to 
the  local  terrain. 

The  function  call  is  bO_Iin_read(message_P),  where  message  P  is  a  pointer  to  the 
MSG_B0_LM_READ  message. 

b0_lm_read  does  the  following: 

•  Sets  a  pointer  to  the  new  load  module. 

•  Uses  the  FREE_LM_CACHE  macro  (described  in  Appendix  B)  to  free  the  new 
load  module's  cache. 
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The  function  always  returns  0. 

Called  By:  bx_task  (through  *G_run_message[]  and 

*G_init_message[] ) 

Routines  Called:  FREE_LM_CACHE 

Parameters:  MSG_B0_LM_READ  *message_P 

Returns:  0 

2.4.2.15  b0_model_directory.c 

The  bO_model_directory  function  is  a  stub  for  future  expansion;  it  is  not  currently  used. 
The  function  call  is  bO_model_directory().  The  function  always  returns  0. 

2.4.2.16  b0_model_entry.c 

The  bO_model_entry  function  processes  the  MSG_BO_MODEL_ENTRY  message.  This 
message  is  sent  by  download_bvols  to  add  entries  to  the  terrain  or  DED  model  d&ctory. 

The  function  call  is  bO  model  entry(message  P),  where  messagej*  is  a  pointer  to  the 
MSG_B0_MODEL_ENrmY  message. 

bO_model_entry  does  the  following: 

•  Determines  the  model  directory  (terrain  or  DED). 

•  For  the  DED  model  directory,  copies  the  data  for  the  entry  from  the  message  to  the 
model  directory  (G_ded_model_dir). 

•  For  the  terrain  model  directory,  performs  no  processing.  (The  terrain  model 
directory  is  not  currently  implemented.) 

The  function  always  returns  0. 

Called  By:  bx_task  (through  ♦G_init_message[]) 

Routines  (Tailed:  BCOPY 

Parameters:  MSG_BO_MODEL_ENTRY  *message_P 


Returns: 


0 
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2.4.2.17  bO_new_frame.c 

The  bO_new_frame  function  processes  the  MSG_BO_NEW_FRAME  message.  This 
message  is  passed  by  sim_bal_agl_wanted  (in  the  Real-Time  Processing  CSC)  at  the  end  of 
each  frame  to  give  Ballistics  the  frame  count  and  the  new  state  of  all  dynamic  models. 
bOLnew_fi:ame  then  processes  each  active  round. 

The  function  call  is  bO_new_frame(message_P),  where  message  P  is  a  pointer  to  the 
MSG_BO_NEW_FRAME  niessage. 

For  each  active  round,  bO_new_frame  does  the  following: 

•  Clalls  bx_trajectoTy  to  see  where  the  round’s  trajectory  ends. 

•  If  the  trajectory  extends  beyond  the  viewing  space: 

-  Calls  bx_retum_miss  to  return  a  MISS  message.  (The  MISS  message  is 
not  sent  if  the  round  was  only  to  be  traced.) 

-  Uses  the  DELETE_ROUND  macro  to  delete  the  round. 

•  If  the  trajectory  ends  within  the  viewing  space: 

-  If  an  intersection  with  the  database  is  to  be  computed,  calls 
bx_find_round_hit,  then  uses  DELETE_ROUND  to  delete  the  round. 

-  If  shot  reporting  was  requested,  calls  bx_find_shot_report. 

-  If  the  round  is  to  be  traced,  calls  bx_round_tracer_position. 

The  function  always  returns  0. 


Called  By:  bx_task  (through  *G_run_message[]) 


Routines  Called:  bx_find_round_hit 

bx_find_shot_report 
bx_retum_miss 
bx_round_tracer_position 
bx_trajectory 
DELETE_ROUND 


Parameters:  MSG_BO_NEW_FRAME  *message_P 


Returns:  0 


2.4.2.18  b0_print.c 

The  b0_print  function  is  a  generalized  message  printing  routine.  The  message  is  printed  to 
stdout. 

The  function  call  is  bO_print(message_P),  where  message  P  is  a  pointer  to  the  message 
to  be  printed.  The  function  always  returns  0. 
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CMedBy: 

bx_task 

(through  *G_run_message[]  and 
*G_init_message[]) 

Routines  Called: 

printf 

(if  running  on  a  Master  board) 

puts 

(if  running  on  a  Slave  board) 

Parameters:  char 


*message_P 


Returns:  0 


2.4.2.19  bO_process_chord.c 

The  bO_process_chord  function  processes  the  MSG_BO_PRC)CESS_CHORD  message. 
This  message  is  sent  by  process_a_msg  when  the  Simulation  Host  sends  a 
MSG_PROCESS_CHORD  message.  This  message  is  used  to  process  long  chords  (e.g., 
for  a  laser  weapon  or  intervisibility).  Usually,  the  chord  tj^e  references  a  flat  trajectory 
table.  The  chord  is  fired  using  the  starting  point  and  the  direction  angles. 

The  process  chord  message  from  the  Simulation  Host  specifies  how  the  chord  is  to  be 
processed,  as  follows: 

•  The  chord's  hit  or  miss  is  to  be  computed. 

•  The  chord  is  to  be  traced,  but  not  computed  for  hits  or  misses. 

•  The  chord  has  a  finite  length  (the  default  is  infinite) . 

•  The  chord  is  to  be  processed  in  one  frame  or  over  multiple  firames.  (Multiple-frame 
processing  is  not  currently  implemented.) 

•  The  chord's  intersection  is  to  be  calculate  but  no  hit  message  is  to  be  returned. 

The  function  call  is  bO_process_chord(message_P),  where  message  P  is  a  pointer  to 
the  MSG_BO_PROCESS_CHORD  message. 

bO_process_chord  does  the  following: 

•  Gets  a  pointer  to  the  appropriate  trajectory  table  entry. 

•  Verifies  that  the  first  chord's  start  point  is  within  active  area  memory;  if  not,  returns 
a  MISS  message. 

•  Initializes  the  load  module  parameters,  default  effect  type,  trajectory  table  pointer, 
index  (count)  to  trajectory  table,  start  point  parameters,  and  accumulated  chord 
length  and  test  length. 

•  Computes  the  square  of  the  trajectory  length  (sp^ified  in  the  message). 

•  For  each  chord  in  the  trajectory,  does  the  following: 

-  Checks  to  see  if  the  trajectory  flies  beyond  the  viewing  range;  if  yes,  returns 
a  MISS  message. 

-  Checks  to  see  if  the  end  of  the  trajectory  table  has  been  reached;  if  yes, 
returns  a  MISS  message. 

-  Rotates  through  the  elevation  and  azimuth  angles. 

-  If  a  finite-length  trajectory  was  specified,  checks  to  see  if  the  chord's  length 
exceeds  the  length  specified  in  the  message;  if  yes,  returns  a  MISS 
message. 
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-  Checks  to  see  if  the  trajectory  flies  beyond  the  boundary  of  active  area 
memory;  if  yes,  returns  a  MISS  message. 

-  Uses  GET_DB_POS  to  find  the  load  rnodule  in  which  the  chord’s  end  point 
is  located. 

-  Calls  bx_chord_intersect  to  see  if  the  chord  hit  anything;  if  yes,  returns  a 
HIT_RETURN  message. 

•  If  no  hit  or  miss  has  yet  been  encountered,  sets  the  next  chord's  start  point  equal  to 
the  previous  chord's  end  point,  and  starts  over. 

•  For  rounds  that  are  to  be  traced,  calculates  the  positicm  and  returns  a 
ROUND_POSrnON  message. 

The  function  returns  0  if  successful.  It  returns  -1  if  there  is  no  trajectory  table  entry  for  the 
specified  chord  type,  the  first  chord's  start  point  is  not  within  active  area  memory,  or 
multiple-frame  processing  was  specified. 


Called  By:  bx_task  (through  *G_run_message[]) 


Routines  Called:  bx_chord_intersect 

GET_DB_POS 
GET_LB_FROM_LM 
mx_push 

printf  (if  running  on  a  Master  board  in  debug  mode) 

puts  (if  running  on  a  Slave  board  in  debug  mode) 


Parameters:  MSG_BO_PROCESS_CHORD  ♦message.P 


Returns:  0 

-1 


2.4.2.20  bO_process_round.c 

The  bO_process_round  function  processes  the  MSG_BO_PROCESS_ROUND  message. 

This  message  is  sent  by  process_a_msg  when  the  Simulation  Host  sends  a 

MSG_PR(>CESS_ROUND  message. 

The  function  call  is  bO  process_round(message_P),  where  message  P  is  a  pointer  to 

the  MSG_BO_PROCES'S_ROUND  message.  ~ 

bO_process_round  does  the  following: 

•  Validates  the  round  type. 

•  Uses  the  NEW_ROUlfe  macro  (described  in  Appendix  B)  to  get  a  round  from  the 
free  list  and  put  in  on  the  active  list. 

•  Calls  bx_^ntip_within_db  to  verify  that  the  gun  barrel  is  within  active  area 
memory;  if  not,  uses  the  DELETE_ROUND  macro  to  delete  the  round. 

•  If  the  message  specifies  shot  reporting,  sets  shot_report  to  TRUE  and 
shot_report_done  to  FALSE. 

•  Calls  bx_trajectory  to  see  if  the  round's  trajectory  exceeds  active  area  memory;  if 
yes,  returns  a  MISS  message  and  deletes  the  round. 
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•  If  the  trajectory  ends  within  active  area  memory: 

-  If  the  hit  is  to  be  computed,  calls  bx_find_round_hit;  then  deletes  the  round. 

-  If  shot  reporting  was  requested,  calls  bx_find_shot_report. 

-  If  the  round  is  to  be  traced,  calls  bx_round_tracer_position. 

The  function  returns  0  if  successful.  It  returns  -1  if  the  round  is  not  of  a  known  type,  the 
free  list  is  empty  (i.e.,  the  maximum  number  of  active  rounds  has  been  reached),  or  the  gun 
barrel  is  not  in  active  area  memory. 


Called  By:  bx_task  (through  *G_run_message[]) 


Routines  Called:  bx_fmd_round_hit 

bx_find_shot_report 

bx_guntip_within_db 

bx_round_tracer_position 

bx_trajectory 

DELETE_ROUND 

mx_push 

NEW_ROUND 


Parameters:  MSG_BO_PROCESS_ROUND  *message_P 

Returns:  0 

-1 


2.4.2.21  bO__round_fired.c 

The  bO_round_fired  function  processes  the  MSG_BO_ROUND_FIRED  message.  This 
message  is  sent  by  sim_bal_round_fired  when  it  receives  a  MSG_ROUND_FIRED 
message  from  the  Simulation  Host. 

Note:  The  MSG  ROUND  FIRED  message  has  been  superseded  by 

MSG  PROCESS _ROUND.  MSG_ROUND_FIRED  is  retained  for 
backward  compatibility. 

The  function  call  is  bO_round_fired(round_fired_P),  where  round  Jired  P  is  a 
pointer  to  the  MSG_BO_ROUND_FIRED  mwsage.” 

bO_round_fired  does  the  following: 

•  Validates  the  round  type. 

•  Calls  NEW_ROUND  to  get  a  round  from  the  free  list  and  put  it  on  the  active  list. 

•  Verifies  that  the  gun  barrel  is  within  active  area  memory;  deletes  the  round  if  it  is 
not. 

•  Calls  bx_trajectory  to  see  if  the  round’s  trajecto^  exceeds  active  area  memory; 
returns  a  MISS  message  and  deletes  the  round  if  it  does. 

•  Calls  bx_chord_intersect  to  see  what  the  round  hit;  returns  a  HIT_RETURN 
message  and  deletes  the  round. 
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•  For  rounds  that  are  to  be  traced,  calculates  the  position  and  returns  a 
ROUND_POSrnON  message. 

The  function  returns  0  if  successful.  It  returns  -1  if  the  round  fired  is  not  of  a  known  type, 
the  free  list  is  empty,  or  the  gun  barrel  is  outside  active  area  memory. 


Called  By: 
Routines  Called: 


bx_task  (through  *G_run_message[]) 


bx_chord_intersect 

bx_trajectory 

DELETE.ROUND 

GET_LB_FROM_LM 

mx_push 

NEW  ROUND 


Parameters: 

Returns: 


MSG  BO  ROUND  FIRED 


0 

-1 


♦round  fired_P 


2.4.2.22  b0_state_control.c 

The  bO_state_control  function  processes  the  MSG_B0_STATE_CONTROL  message. 
This  message  is  sent  by  sim_b^_start  to  put  Ballistics  into  the  run  state,  and  by 
sim_bal_reset  to  reinitialize  Ballistics. 

The  function  call  is  bO_state_controI(message_P),  where  message  P  is  a  pointer  to 
the  MSG_BO_STATE_CONTROL  message. 

bO_state_control  does  the  following: 

•  Sets  the  Ballistics  global  variable  G_bal_state  to  the  new  state  provided. 

•  If  the  new  state  is  BX_EXIT,  sets  the  Ballistics  global  variable 
G_ballistics_complete  to  TRUE. 

•  If  the  new  state  is  BX_RESET,  calls  bx_reset. 

•  If  running  on  a  Slave  board,  outputs  the  new  state  to  stdout. 

The  function  always  returns  0. 


C!alled  By: 

bx_task 

(through  *G_run_message[]  and 
*G_init_message[]) 

Routines  Called: 

bx_reset 

outhexl 

(if  running  on  a  Slave  board) 

puts 

(if  running  on  a  Slave  board) 
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Parameters;  MSG_BO_STATE_CONTROL  *message_P 

Returns:  0 


2.4.2.23  bO_status_request.c 

The  bO_status_request  function  is  a  stub  routine  for  future  expansion;  it  is  not  currently 
used. 

The  function  call  is  bO_status_request().  The  function  always  returns  0. 


2.4.2.24  bO_tf_init_hdr.c 

The  bO_tf_init_hdr  function  processes  the  MSG_BO_TF_INrT_HDR  message.  This 
message  is  sent  by  the  real-time  software  when  the  Simulation  Host  sends  a 
MSG_TF_INIT_HDR  message  to  initiate  terrmn  feedback  reporting  for  a  vehicle.  The 
message  specifies  the  vehicle  id,  the  number  of  points  for  which  terrain  feedback 
information  is  to  be  provided,  and  the  frequency  at  which  feedback  data  is  to  be  reported  (if 
the  message  concerns  the  simulated  vehicle).  The  message  is  followed  by  one 
MSG_TF_INIT_PT  message  for  each  point  specified  in  the  header  message. 

The  function  call  is  bO_tf_init_hdr(message_P),  where  message  P  is  a  pointer  to  the 
MSG_BO_TF_INIT_HDR~message.  ” 

bO_tf_init_hdr  does  the  following: 

•  Verifies  that  the  maximum  number  of  terrain  feedback  vehicles  has  not  been 
exceeded.  (This  limit  is  set  in  the  bx_defines.h  file.) 

•  Verifies  that  the  requested  point  count  is  not  0. 

•  Verifies  that  the  requested  point  count  is  not  greater  than  the  number  of  points  on 
the  free  list  (return^  by  bx_tf_pts). 

•  Finds  a  free  entry  in  the  vehicle  terrain  feedback  array. 

•  Adds  the  vehicle's  header  entry  to  the  vehicle  terrain  feedback  array. 

•  Calls  bx_tf_new_tf_pts  to  get  the  terrain  feedback  point  structures. 

The  function  returns  0  if  successful.  It  returns  -1  if  the  maximum  number  of  vehicles  or 
points  has  been  reached,  or  if  the  point  count  specified  in  the  message  is  0. 


Called  By:  bx_task  (through  *G_mn_message[]  and 

*G_init_message[]) 


Routines  Called:  bx_tf_new_tf_pts 

bx_tf_pts 

printf  (in  debug  mode  only) 


Parameters:  MSG_BO_TF_INIT_HDR  ’'‘message_P 
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Returns;  0 

-1 


2.4.2.25  bO_tf_init_pt.c 

The  bO_tf_init_pt  function  processes  the  MSG_B0_TF_IN1T_PT  message.  This  message 
is  sent  by  the  real-time  software  when  the  Simulation  Host  sends  a  MSG_TF_INIT_PT 
message  to  specify  the  vehicle  coordinates  for  which  terrain  feedback  information  is  to  be 
acquii^  One  MSG_TF_INIT_PT  message  is  sent  for  each  point  specified  in  the 
corresponding  MSG_TF_INIT_HDR  message. 

The  function  call  is  bO_tf_init_pt(message_P),  where  message  P  is  a  pointer  to  the 
MSG_BO_TF_INIT_PT  message. 

bO_tf_init_pt  does  the  following: 

•  Finds  the  entry  for  the  specified  vehicle  in  the  vehicle  terrain  feedback  array. 

•  Verifies  that  Ae  vehicle  is  in  use  and  has  a  non-zero  point  count. 

•  Puts  the  data  for  the  point  in  the  vehicle's  point  list. 

The  function  returns  0  if  successful.  It  returns  -1  if  the  specified  vehicle  is  not  in  the 
vehicle  terrain  feedback  list,  the  in  _use  flag  in  the  vehicle's  header  is  FALSE,  or  the 
vehicle's  header  specifies  0  points. 


Called  By:  bx_task  (through  *G_run_message[]  and 

*G_.init_message[]) 


Routines  Called:  bx_tf_copy_msg 

bx_tf_next 

printf  (in  debug  mode  only) 


Parameters:  MSG_B0_TF_IN1T_PT  *message_P 


Returns:  0 

-1 


2.4.2.26  bO_tf_state.c 

The  bOLtf_state  function  processes  the  MSG_BO_TF_STATE  message.  This  message  is 
sent  by  the  real-time  software  when  the  Simulation  Host  sends  a  MSG_TF_STATE 
message  to  change  terrain  feedback  processing  parameters  for  a  specified  vehicle. 

The  function  call  is  bO_tf_state(message_P),  where  message  P  is  a  pointer  to  the 
MSG_BO_TF_STATE  message. 

bO_tf_state  does  the  following: 

•  Finds  the  vehicle's  entry  in  the  vehicle  terrain  feedback  list. 
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•  If  the  message  specifies  BX_TF_CODE_OFF  (disable  prcx:essing)  or 
BX_TF_CODE_ON  (enable  processing),  toggles  the  processing  state  in  the 
vehicle's  terrain  feedback  he^er. 

•  If  the  message  specifies  BX_TF_CODE_RM  (delete  this  vehicle  from  the  terrain 
feedback  processing  lists): 

-  CMs  bx_tf_firee_tf_pts  to  return  the  vehicle's  tarain  feedback  points  to  the 
free  list. 

-  Sets  the  vehicle's  in_use  flag  to  false. 

-  Sets  the  vehicle's  point  count  to  0. 

•  If  the  message  specifies  BX_TF_CODE_FREQ  (change  the  frequency  at  which 
terrain  feedback  messages  are  sent),  sets  the  vehicle's  frame  period  to  the  CIG 
frame  rate  divided  by  the  frequency  specified  in  the  message. 

The  function  returns  0  if  successful.  It  returns  -1  if  the  vehicle's  entry  cannot  be  found,  its 
in_use  flag  is  false,  or  its  point  count  is  zero.  It  also  returns  -1  if  an  invalid  message  ccie 
is  passed. 


Called  By:  bx_task  (through  *G_run_message[]  and 

*G_init_message[]) 


Routines  Called:  bx_tf_free_tf_pts 


Parameters:  MSG_BO_TF_STATE  *message_P 

Returns:  0 

-1 


2.4.2.27  b0_tf_vehicle_pos.c 

The  bO_tf_vehicle_pos  function  processes  the  MSG_B0_TF_VEHICLE_POS  message. 
This  message  is  sent  by  the  real-time  software  when  the  Simulation  Host  sends  a 
MSG_TF_^HICLE_POS  message.  This  message  gives  Ballistics  the  new  position  and 
rotation  of  a  vehicle  (other  than  the  simulation  vehicle)  for  which  terrain  feedback  data  is 
being  collected. 

The  function  call  is  bO_tf_vehicle_pos(message_P),  where  message  P  is  a  pointer  to 
the  MSG_BO_TF_VEBffCLE_POS  message.  ” 

bO_tf_vehicle_pos  does  the  following: 

•  Finds  the  vehicle's  entry  in  the  vehicle  terrain  feedback  list 

•  Builds  and  returns  a  MSG_B  1_TF_HDR  message  to  the  real-time  software.  This 
message  contains  the  vehicle's  id  and  point  count,  and  a  time  stamp. 

•  For  each  terrain  feedback  point  assigned  to  this  vehicle: 

-  Builds  a  chord  starting  at  a  fo.OOO-meter  elevation. 

-  Calls  bx_tf_pt_data  to  get  the  coordinates  of  the  point. 

-  Uses  GET_DB_POS  to  find  the  load  module  in  which  the  point  resides. 

-  Calls  bx_chord_intersect  to  find  the  chord's  intersection  with  the  database. 
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-  If  a  hit  is  detected,  builds  a  MSG_B  1_TF_PT  message  with  the  intersection 
information  and  returns  it  to  the  real-time  software. 

-  If  no  hit  is  detected,  resets  the  chord's  starting  and  ending  positions  and 
tries  again,  for  a  maximum  of  five  attempts. 

-  Calls  bx_tf_next  to  get  the  next  point. 

The  function  returns  0  if  successful.  It  returns  -1  if  the  vehicle's  entry  cannot  be  found,  its 
in_use  flag  is  false,  or  its  point  count  is  zero. 


Called  By:  bx_task  (through  *G_run_message[]  and 

*G_init_message[]) 


Routines  Called:  bx_chord_intersect 

hx_tf_next 
bx_tf_pt_data 
GET_DB_POS 
mx_push 

printf  (in  debug  mode  only) 


Parameters:  MSG_BO_TF_VEHICLE_POS  *message_P 

Returns:  0 

-1 


2.4.2.28  bO_traj_chord.c 

The  bO_traj_chord  function  processes  the  MSG_BO_TRAJ_CHORD  message.  This 
message  is  sent  by  sim_bal_traj_chord  when  processing  a  MSG_TRAJ_CHORD  message, 
and  by  sim_bal_req_pt_info  when  processing  a  MSG_REQUEST_POINT_INFO 
message. 

The  function  call  is  bO_traj_chord(message_P),  where  message  P  is  a  pointer  to  the 
MSG_B0_TRAJ_CHORD  message.  ” 

bO_traj_chord  does  the  following: 

•  Uses  the  GET_DB_POS  macro  (described  in  Appendix  B)  to  locate  the  chord's 
start  and  end  points. 

•  Calls  bx_chord_intersect  to  determine  whether  the  chord  hits  anything  in  the  local 
terrain. 

•  Pushes  a  HIT_RETURN  or  a  MISS  message  (as  appropriate)  onto  the  Ballistics 
outgoing  message  queue. 

The  MSG_BO_TRAJ_CHORD  message  is  also  sent  by  the  real-time  software  when 
processing  the  simulated  vehicle's  AGL  (altitude  above  ground  level).  bO_traj_chord  calls 
bx_chord_intersect  to  determine  what  the  chord  hits,  then  returns  a  HIT_RETURN 
message.  If  the  chord  does  not  intersect,  the  function  outputs  information  on  the  AGL 
chord  to  stdout. 
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The  function  always  returns 


0. 


Called  By: 


bx_task  (through  *G_run_message[]) 


Routines  Clalled:  bx_chord_intersect 

GET_DB_POS 
mx_push 

outhexl  (if  running  on  a  Slave  board) 

printf 

puts  (if  running  on  a  Slave  board) 


Parameters: 


MSG_B0_TRAJ_CHORD 


*message_P 


Returns:  0 


2.4.2.29  bO_traj_entry.c 


The  bO_traj_entry  function  processes  the  MSG_BO_TRAJ_ENTRY  message.  This 
message  is  used  to  add  entries  to  a  trajectory  table.  The  message  is  sent  by  the  real-time 
software  when  processing  a  MSG_T^J_TABLE_XFER  message  from  the  Simulation 
Host. 


The  function  call  is  bO  traj  entry(message  P),  where  message  P  is  a  pointer  to  the 
MSG_BO_TRAJ_ENTRY  message. 


bO_traj_entry  does  the  following: 


•  Verifies  the  trajectory  type. 

•  Finds  the  specified  entry  in  the  trajectory  table. 

•  Puts  the  boresight  x  and  z  values  into  the  table  entry. 


The  function  returns  0  if  successful,  -1  if  the  trajectory  type  is  invalid,  and  1  if  the 
trajectory  table  is  already  full. 


Called  By:  bx_task  (through  *G_run_message[]  and 

*G_init_message[]) 


Routines  Called:  outhexl  (if  running  on  a  Slave  board  in  debug  mode) 

puts  (if  running  on  a  Slave  board  in  debug  mode) 


Parameters:  MSG_BO_TRAJ_ENTRY  *message_P 


Returns:  0 
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2.4.2.30  bO_undefined_message.c 

The  bO_undefined_message  function  outputs  the  "***  Undefined  Message  ***"  error  to 
stdout  for  Slave  boards. 

The  function  call  is  bO_undenned_message().  The  function  always  returns  0. 


Called  By: 

bx_task 

(through  *G_run_message[]  and 
*G_init_message[]) 

Routines  Called: 

puts 

(if  running  on  a  Slave  board) 

Parameters: 

none 

Returns: 

0 
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2.4.3  Ballistics  Database  Interaction 

The  Ballistics  Database  Interaction  component  of  Ballistics  Processing  is  responsible  for 
the  following: 

•  Calculating  chord  intersections  (hits)  for  various  purposes. 

•  Acquiring  polygon  and  bounding  volume  information  from  the  terrain  database. 

•  Maintaining  polygon  and  bounding  volume  information  in  a  cache  using  an  LRU 
Ceast-recently-used)  swapping  algorithm. 

•  Maintaining  static  vehicles  using  a  set  of  free  lists. 

The  driving  function  in  this  component  is  bx_chord_intersect.  This  function  is  called  by 
the  functions  in  the  Ballistics  Interface  Message  Processing  component  that  deal  with 
processing  rounds  or  tracing  trajectories.  bx_chord_intersect  calls  other  Ballistics  Database 
Interaction  functions  to  check  for  intersections  with  various  objects  (static  vehicles, 
dynamic  vehicles,  terrain  bounding  volumes,  and  terrain  polygons). 

The  following  points  apply  to  intersection  calculations: 

•  When  determining  whether  a  given  trajectory  intersects  with  a  model  or  the  terrain. 
Ballistics  treats  the  trajectory  as  a  series  of  consecutive  chords.  Each  chord  is  a 
maximum  of  1 15  meters  long.  All  computations  are  performed  on  the  chords. 

•  Intersections  with  models  are  calculated  using  the  bounding  volume  surrounding 
the  model  or  its  articulated  part,  not  with  the  model  itself.  A  bounding  volume,  or 
bvol,  is  the  volume  of  the  bounding  box  that  is  used  to  enclose  a  model  in  the 
simulation  environment.  The  use  of  bvols  reduces  the  number  of  surfaces  that 
Ballistics  must  deal  with.  An  intersection  with  any  surface  of  any  bvol  belonging  to 
a  model  is  considered  an  intersection  with  that  model. 

•  Intersections  with  the  terrain  are  calculated  with  polygons  that  have  the  local  terrain 
flag  and/or  the  Ballistics  flag  set  to  TRUE. 


2.4.3. 1  bx_bvol_int.c 

The  bx_bvol_int  function  intersects  a  chord  with  a  bounding  volume.  This  function  is 
called  by  bx_chord_intersect  to  check  for  intersections  with  terrain  bounding  volumes,  and 
by  bx_model_int  to  check  for  intersections  with  model  (vehicle)  bounding  volumes. 

The  function  call  is  bx_bvoI_int(start,  end,  pbvl,  ratio_to_intersect, 
vehicle_flag),  where:  ~  ~  ~  ~ 

start  is  the  chord's  starting  point 

end  is  a  pointer  to  the  return  location  for  the  chord's  ending  point  (the  intersection 
point);  the  value  is  returned  by  bx_bvoLint 
pbvl  is  a  pointer  to  the  bvol  entry 
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ratio  to  intersect  is  a  pointer  to  the  return  location  for  the  distance  from  the  chord's 
start  point  to  the  intersection  point,  divided  by  the  total  length  of  the  chord;  this 
value  is  returned  by  bx_bvol_int  and  is  useful  when  transforming  chord  points  into 
the  vehicle  coordinate  system 

vehicle  Jlag  is  TRUE  if  the  model  is  a  vehicle,  FALSE  if  not 
bx_bvol_int  does  the  following: 

•  Checks  the  bvol's  vertices  against  the  chord's  start  and  end  points  to  see  if  they 
intersect. 

•  Qips  backfaces  (the  sides  of  a  polygon  that  faces  away  from  the  viewpoint). 

•  Checks  for  start  and  end  points  on  the  same  side  of  the  bounding  volume. 

•  Checks  for  hits  on  the  top  or  bottom  of  the  bounding  volume. 

•  Clips  around  the  quadrilateral  projection  of  the  bounding  volume. 

•  Sets  the  chord's  ending  position. 

If  an  intersection  is  found,  the  function  returns  TRUE  and  places  the  intersection  point  and 
the  ratio_to_intersect  into  the  locations  specified  in  the  call.  It  returns  FALSE  if  no 
intersection  is  detected. 


Called  By: 

bx_chord_intersect 

bx_model_int 

Routines  Called: 

none 

Parameters: 

R4P3D 

R4P3D 

BVOL  ENTRY 

REAL  4 

BOOLEAN 

♦start 

♦end 

♦pbvl 

♦ratio_to_intersect 

vehicle_flag 

Returns: 

1  (TRUE) 

0  (FALSE) 

2. 4. 3. 2  bx_chord_intersect.c 

The  bx_chord_intersect  function  determines  whether  a  given  chord  intersects  with  anything 
in  active  area  memory.  It  calls  other  functions  in  the  Bostics  Database  Interaction 
component  to  check  for  intersections  with  nxxlels  or  the  terrain,  then  creates  the  hit  or  miss 
message. 

The  function  call  is  bx  chord_intersect(chord_P,  buffer_P,  aam_index, 
dv_ex_nag,  dv_veh_iid),  where:  ~ 

chord  P  is  a  pointer  to  the  chord's  data 
buffer  P  is  a  pointer  to  the  hit  return  data 
aam  jndex  is  the  active  area  memory  partition  index 
dv  ex  Jlag  is  TRUE  if  a  particular  vehicle  is  to  be  excluded  from  intersection 
processing,  or  FALSE  if  all  vehicles  are  to  be  included 
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dv  veh  id  is  the  id  of  the  vehicle  to  be  excluded,  if  dv  ex  Jlag  is  TRUE 
bx_chord_intersect  does  the  following: 

•  Checks  for  hits  on  pre-  and  post-processed  dynamic  models. 

•  Calls  bx_get_lm_grid  to  find  the  load  modules  to  be  searched,  based  on  the  chord's 
location. 

•  Calls  bx_modeLint  to  check  for  intersections  with  static  models. 

•  Calls  bx_model_int  to  check  fw  intersecdons  with  dynamic  models. 

•  Calls  bx_get_lm_data  to  get  data  for  the  load  module  (if  not  in  cache). 

•  Calls  bx_bvol_int  to  check  for  intersecdons  with  terrain  bounding  volumes. 

•  Calls  bx_poly_int  to  check  for  intersecdons  with  terrain  polygons. 

•  Builds  the  hit  return  message  (to  be  returned  to  the  SimuUdon  Host  by  the  calling 
routine). 

The  funcdon  returns  TRUE  if  an  intersecdon  is  detected.  It  returns  FALSE  if  no 
intersecdon  was  detected,  or  if  the  load  module  could  not  be  found. 


Called  By: 

bO_process_chord 

bO_round_fired 

bO_tf_vehicle_pos 

bO_traj_chord 

bx_find_round_hit 

Routines  Called: 

BCOPY 

bx_bvol_int 

bx_get_lm_data 

bx_get_lm_grid 

bx_model_int 

bx  poly  int 

GET_LB_FROM_LM 

Parameters: 

CHORD 

*chord_P 

BYTE 

*buffer_P 

HWORD 

aam_index 

BOOLEAN 

dv_ex_flag 

HWORD 

dv_veh_id 

Returns: 

1  (TRUE) 

0  (FALSE) 

2. 4. 3. 3  bx_compute_round.c 

The  funcdons  in  the  bx_compute_round  CSU  are  used  to  process  rounds  and  generate  hit 
or  miss  messages.  These  funcdons  are: 


bx_retum_miss 

bx_guntip_within_db 

bx_find_shot_report 
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•  bx_round_tracer_position 

•  bx_find_round_hit 


2. 4. 3. 3.1  bx_return_iniss 

The  bx_retum_miss  function  builds  a  MSG_B1_MISS  message  for  return  to  the 
Simulation  Host  This  function  is  called  when  Ballistics  determines  that  a  fired  round  did 
not  intersect  with  any  object  in  active  area  memory. 

The  function  call  is  bx_return_iniss(message_P,  frames_active),  where: 

message  P  is  a  pointer  to  the  MSG_BO_PROCESS_ROUND  message 
frames  active  is  the  number  of  ftames  since  the  round  was  fired 

bx_retum_miss  builds  the  MSG_B1_MISS  message,  then  pushes  it  onto  the  outgoing 
message  buffer.  The  message  is  generated  only  if  the  round  was  to  be  computed  for 
intersection  (i.e.,  no  miss  message  is  returned  for  traced  rounds). 


Called  By:  bO_new_frame 

bx_guntip_within_db 


Routines  Called:  mx_push 


Parameters: 


MSG_BO_PROCESS_ROUND  *mes5age_P 
HWORD  frames_active 


Returns:  none 


2. 4. 3. 3. 2  bx_guntip_within_db 

The  bx _guntip_within_db  function  verifies  that  the  gun  barrel  is  within  active  area 
memory.  This  function  is  called  before  the  fired  round  is  processed. 

The  function  call  is  bx_guntip  within_db(message_P),  where  message  P  is  a 
pointer  to  the  MSG_BO_PR(X^E'SS_ROUND  message. 

bx_guntip_within_db  does  the  following: 

•  Uses  the  global  variable  G_terrain_comers  to  determine  the  four  comers  of  active 
area  memory. 

•  Compares  the  gun  position's  x  and  y  coordinates  (from  the 
MSG_B0_PROCESS_ROUND  message)  to  the  current  terrain  comers. 

•  If  the  gun  tip  is  found  to  be  outside  active  area  memory,  calls  bx_retum_miss  to 
generate  a  MSG_B1_MISS  message. 

The  function  returns  TRUE  if  the  gun  tip  is  within  active  area  memory,  or  FALSE  if  it  is 
not. 
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Called  By:  bO_process_round 

Routines  Called:  bx_retum_miss 

Parameters:  MSG_BO_PROCESS_ROUND  *message_P 

Returns:  1  (TRUE) 

0  (FALSE) 


2. 4. 3. 3. 3  bx_find_shot_report 

The  bx_find_shot_report  function  invokes  the  function  that  provides  feedback  on  rounds 
designated  for  a  specific  target  This  additional  information  describes  how  far  off  the  shot 
was  from  the  intended  target's  centroid,  and  in  what  direction.  This  function  is  called  for  a 
round  if  the  MSG_PRC)CESS_ROUND  message  from  the  Simulation  Host  specifies  shot 
reporting.  The  message  also  specifies  the  target  vehicle's  id. 

The  function  call  is  bx_find_shot_report(message_P,  chord_P,  hit_registered, 
frames_active),  where? 

message_P  is  a  pointer  to  the  MSG_BO_PROCESS_ROUND  message 
chord  Pls  a  pointer  to  the  chord  data 

hitjregistered  is  TRUE  if  the  round  hit  an  object  in  the  database,  or  FALSE  if  it 
missed 

frames  active  is  the  number  of  frames  since  the  round  was  fired 
bx_find_shot_report  does  the  following: 

•  (Halls  bx_find_vehicle  to  get  the  coordinates  of  the  target  vehicle's  centroid. 

•  Calls  shot_report  to  determine  where  the  shot  intersected  the  database  in  relation  to 
the  target  vehicle's  centroid. 

•  If  shot_report  reports  an  intersection  with  the  target  plane,  or  a  hit  is  registered, 
builds  a  MSG_Bl_SHOT_REPORT  message  and  pushes  it  onto  the  outgoing 
message  buffer. 

The  functions  returns  the  return  code  returned  by  shot_report  if  an  intersection  is  detected. 
It  returns  TRUE  if  no  intersection  was  reported  or  if  bx_find_vehicle  could  not  find  the 
vehicle  in  active  area  memory. 


Called  By:  bO_new_frame 

bO_process_round 


Routines  Called:  bx_find_vehicle 

mx_push 

printf  (in  debug  mode  only) 

shot_report 
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Parameters: 

MSG  BO  PROCESS  ROUND 

*message_P 

CHORD 

*chord_P 

BOOLEAN 

hit_registered 

HWORD 

frames_active 

Returns: 

1  (TRUE) 

retum_code 

2 . 4 . 3 . 3 . 4  bx_round_tracer_posi  tion 

The  bx_round_tracer_position  function  determines  the  position  of  a  fired  round.  This 
function  is  called  if  the  Simulation  Host  requests  that  a  round  be  traced  and  not  intersected 
with  the  database.  The  reply  message  specifies  the  starting  and  ending  load  modules  of  the 
trajectory  traced  by  the  fired  round. 

The  function  call  is  bx_round_tracer_position(message_P,  chord_P,  round_P), 
where:  ~  ~ 

message  P  is  a  pointer  to  the  MSG_BO_PROCESS_ROUND  message 
chord  P  is  a  pointer  to  the  chord  data 
round  s  is  a  pointer  to  the  .d  data 

bx_round_tracer_position  d*"  :s  the  following: 

•  Checks  to  see  if  load  module  blocking  is  enabled. 

•  Sets  the  round's  starting  and  ending  position  based  on  the  chord  data;  uses  the 
GET_LB_FROM_LM  macro  if  load  module  blocking  is  enabled. 

•  ^shes  a  MSG_B  l_ROUND_POSITION  message  onto  the  tracer  message  buffer. 

The  function  always  returns  0. 


Called  By:  bO_new_frame 

bO_process_round 

Routines  Called:  GET_LB_FROM_LM 

tnx_push 


Parameters: 

MSG  BO  PROCESS  ROUND 

*message_P 

CHORD 

*chord_P 

ROUND  DATA 

*round_P 

Returns:  0 
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2. 4. 3. 3. 5  bx_find_round_hit 

The  bx_find_round_hit  function  is  called  to  see  if  a  round  intersects  with  anything  in  the 
database,  and  to  generate  a  response  message  for  return  to  the  Simulation  Host.  This 
function  is  called  at  the  end  of  each  firame  for  each  active  round.  It  is  also  called  in 
response  to  a  MSG_B0_PROCESS_ROUND  message  from  the  Simulation  Host. 

The  function  call  is  bx_find_round_hlt(inessage_P,  chord_P,  round_P, 
frames_active),  where:  -  -  _ 

message  P  is  a  pointer  to  the  MSG_BO_PROCESS_ROUND  message 
chord  P  is  a  pointer  to  the  chord  data 
round  P  is  a  pointer  to  the  round  data 

frames  active  is  the  number  of  frames  since  the  round  was  fired 
bx_find_round_hit  does  the  following; 

•  Calls  bx_chord_intersect  to  see  if  anything  in  the  local  terrain  is  intersected  by  the 
fired  round. 

•  If  bx_chord_intersect  reports  a  hit: 

-  Builds  a  MSG_B  1_HIT_RETURN  message  and  pushes  it  onto  the 
outgoing  message  buffer. 

-  If  the  request  is  for  a  shot  report  and  the  shot  report  has  not  been  done,  calls 
bx_find_shot_report. 

The  function  returns  the  returnjoode  returned  by  bx_chord_intersect. 


Called  By;  bO_new_frame 

bO_process_round 


Routines  Called:  bx_chord_intersect 

bx_find_shot_report 
mx_push 

printf  (in  debug  mode  only) 


Parameters: 


MSG_B0_PROCESS_ROUND 

CHORD 

ROUND_DATA 

HWORD 


♦message_P 

*chord_P 

*round_P 

fiames_active 


Returns; 


retum_code 


2. 4. 3. 4  bx_find_vehicle.c 

The  bx_find_vehicle  function  finds  the  coordinates  of  the  centroid  of  a  specified  vehicle  in 
active  area  memory.  The  centroid  is  used  for  shot  reporting  (determining  how  close  a  fired 
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round  came  to  a  target  vehicle).  This  function  is  also  called  if  the  user  selects  the  v  ("find 
vehicle")  option  from  the  Ballistics  Query  menu. 

The  function  call  is  bx_find_vehicle(vehicle_id,  vehicle_centroid_P),  where; 
vehicle  jd  is  the  vehicle's  identifier 

vehicle  centroid  P  is  a  pointer  to  the  location  to  store  the  vehicle’s  centroid 
bx_find_vehicle  does  the  following: 

•  Looks  for  the  specified  vehicle  id  in  the  table  of  dynamic  vehicles;  if  found,  places 
the  vehicle's  centroid  coordinates  in  the  location  specified  in  the  call. 

•  Looks  fOT  the  specified  vehicle  id  in  the  table  of  static  vehicles;  if  found,  places  the 
vehicle's  centroid  coordinates  in  the  location  specified  in  the  call. 

The  function  returns  B1_SR_DYNAMIC_VEHICLE  if  it  finds  the  vehicle  in  the  dynamic 
list,  and  B1_SR_STATIC_VEHICLE  if  it  finds  the  vehicle  in  the  static  list.  It  returns 
B  l_SR_NONEXISTENT_VEHICLE  if  it  does  not  find  the  vehicle  id  in  either  list. 


Called  By:  bx_probe 

bx_shot_report 

Routines  Called:  none 


Parameters:  HWORD 

R4P3D 


vehicle_id 

*vehicle_centroid_P 


Returns:  0  (Bl_SR_NONEXISTENT_VEfflCLE) 

2  (Bl_SR_DYNAMIC_VEfflCLE) 

3  (B1_SR_STATIC_VEHICLE) 


2. 4. 3. 5  bx  functions. c 


The  bx_functions.c  CSU  contains  utility  functions  used  for  Ballistics.  These  functions  are 
the  following: 


•  bx_new_round 

•  bx_delete_round 

•  bx_get_db_pos 

•  bx_get_chord_end 

•  bx_new_bvol 

•  bx_fTee_lm_cache 

•  bx_new_poly 

•  bx_get_lb_from_lm 

•  bx_new_stat_veh 

•  bx_delete_stat_veh 

•  bx_dist_sq_pt_line 
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Note:  Most  of  these  functions  are  not  currently  used.  Macros  (see 
AppervdixB)  are  used  instead,  to  increase  performance. 

2. 4. 3. 5.1  bx_new_round 

The  bx_new_round  function  gets  a  new  round  from  the  free  list,  and  increments  the 
number  of  active  rounds.  The  function  returns  a  pointer  (new  round _P)  to  the  new  round. 
The  pointer  is  set  to  NULL  if  no  free  rounds  are  available. 

The  function  call  is  bx_new_round(). 

This  function  is  not  currently  used.  The  NEW_ROUND  macro  is  used  instead. 

Called  By:  none 

Routines  Called:  none 

Parameters:  none 

Returns:  new_round_P 

2. 4. 3. 5. 2  bx_delete_round 

The  bx_delete_round  function  removes  a  round  from  the  active  list  and  puts  it  on  the  free 
list.  It  then  decrements  the  number  of  active  rounds  and  increments  the  number  of  free 
rounds. 

The  function  call  is  bx_deIete_round(dead_round_P),  where  dead  round  P  is  a 
pointer  to  the  round  to  be  deleted.  ~ 

This  function  is  not  currently  used.  The  DELETE_ROUND  macro  is  used  instead. 

Called  By:  none 

Routines  Called:  none 

Parameters:  ROUND_DATA  *dead_round_P 


Returns: 


none 


BBN  Systems  and  Technologies 


GTIOO  RTSW  CSCI 


2. 4. 3. 5. 3  bx_get_db_pos 

ITie  bx_get_db_pos  function  finds  the  load  module  that  corresponds  to  a  given  point  in  the 
database. 

The  function  call  is  bx_get_db_pos(point_P,  Im_width,  invjm_width, 
lm_per_side),  where:  ~  ~ 

point  P  is  a  pointer  to  the  location  in  the  database 

Im  width  is  the  width  of  a  load  module 

inv  jm  width  is  the  inverse  of  the  width  of  a  load  module 

Im _per_side  is  the  number  of  load  modules  in  a  row  or  column  of  active  area  memory 
(usually  16) 

This  function  is  not  currently  used.  The  GET_DB_POS  macro  is  used  instead. 


Called  By: 

none 

Routines  Called: 

FIND_LM 

Parameters: 

POINT  DATA 

HWORD 

REAL  4 

HWORD 

*point_P 

lm_width 

inv_lm_widih 

lm_per_side 

Returns: 

none 

2. 4. 3. 5. 4  bx_get_chord_end 

The  bx  _get  chord  end  function  finds  the  end  of  the  current  chord  (and,  therefore,  the 
beginning  of  the  next  chord  in  the  trajectory),  given  an  active  round  and  a  trajectory  table 
entry. 

The  function  call  is  bx_get_chord_end(chord_P,  round_message_P, 
traj_entry_P,  offset),  where: 

chord  P  is  a  pointer  to  the  chord 
round jnessage  P  is  a  pointer  to  the  active  round 
trajjentry  P  is  is  a  point  to  the  trajectory  table  entry 
offset  is  the  gun  barrel  velocity  offset 

This  function  is  not  cuirently  used. 


Called  By:  none 
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Routines  Called: 

none 

• 

Parameters: 

CHORD  *chord_P 

MSG  BO  PROCESS  ROUND  *round_message_P 

TRAJ  ENTRY  ♦traj  entry_P 

REAL_4  offset 

Returns: 

none 

2. 4. 3. 5. 5  bx_new_bvoI 

The  bx_new_bvol  function  gets  a  new  bounding  volume  from  the  free  list  and  adds  it  to  a 
load  module  list.  If  there  are  no  free  bvols,  bx_new_bvol  swaps  out  the  least-recently-used 
load  module.  The  function  returns  a  pointer  (bvol  P)  to  the  new  bounding  volume. 

The  function  call  is  bx_new 

bvol(Im_dir),  where  lm_dir  is  a  load  module  in  the  cache. 

Called  By: 

bx_get_lm_data 

Routines  Called: 

FREE_LM_CACHE 

Parameters: 

LM„CACHE_ENTRY  *lm_dir 

• 

Returns: 

bvoLP 

2. 4. 3. 5. 6  bx_free_lm 

cache 

The  bx_firee_lm_cache  function,  when  given  a  load  module  in  the  Ballistics  database  cache, 
puts  the  bounding  volumes  in  that  module  on  the  free  bvol  list,  and  puts  the  polygons  in 
that  module  on  the  free  polygon  list. 

The  function  call  is  bx_free_lm_cache(Im_dir),  where  Im  dir  is  a  load  module  in  the 
cache. 

This  function  is  not  currently  used.  The  FREE_LM_CACHE  macro  is  used  instead. 

Called  By: 

none 

Routines  Called: 

none 

Parameters: 

LM_CACHE_ENTRY  *lm_dir 

• 
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Returns:  none 


2. 4. 3. 5. 7  bx_new_poIy 

The  bx_new_poly  function  gets  a  new  polygon  from  the  free  list  and  puts  it  on  a  specified 
load  module  list.  If  there  are  no  free  polygons,  bx_new_poly  swaps  out  the  least-recently- 
used  load  module.  The  function  returns  a  pointer  (poly  P)  to  the  new  polygon. 

The  function  call  is  bx_new_poIy(lm_dir),  where  Im  dir  is  a  load  module  in  the  cache. 
Called  By:  bx_get_lm_data 

Routines  Called:  FREE_LM_CACHE 

Parameters:  LM_CACHE_ENTRY  *lm_dir 


Returns:  poly_P 

2. 4. 3. 5. 8  bx_get_lb_from_lm 

The  bx_get_lb_from_lm  function  takes  a  load  module  number  (0  to  1023)  and  returns  the 
number  (0  to  255)  of  the  load  block  that  module  is  in. 

The  function  call  is  bx_getJb_froin_lm  (Im),  where  Im  is  the  load  module  number. 
This  function  is  not  currently  used.  The  GET_LB_FROM_LM  macro  is  used  instead. 


Called  By:  none 

Routines  Called:  none 


Parameters:  INT_4 


Im 


Returns: 


row*  16  +  column 


2. 4. 3. 5. 9  bx_new_stat_veh 

The  bx_new_stat_veh  function  gets  a  static  vehicle  from  the  free  list  and  adds  it  to  the  list 
of  the  specified  load  module.  The  function  returns  a  pointer  (new  sv  P)  to  the  new  static 
vehicle.  It  returns  NULL  if  no  pointers  are  available  (i.e.,  the  maximum  number  of  static 
vehicles  has  been  reached). 
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The  function  call  is  bx_new_stat_veh(veh_tabIe_P)  where  veh_table_P  is  a  pointer  to 
the  vehicle  table.  ”  ~ 

This  function  is  not  currently  used.  The  NEW_STAT_VEH  macro  is  used  instead. 

Called  By:  none 

Routines  Called:  none 

Parameters:  STRUCT_P_SV  *veh_table_P 

Returns:  NULL 

new_sv_P 

2.4.3.5.10  bx_delete_stat_veh 

The  bx_delete_stat_veh  function  removes  a  static  vehicle  from  a  specified  load  module  list 
and  puts  it  in  the  free  list. 

The  function  call  is  bx_delete_stat_veh(dead_sv_P,  table_P),  where: 

dead_sv_P  is  a  pointer  to  the  static  vehicle  to  be  deleted 
tablej*  is  a  pointer  to  the  vehicle  table 

This  function  is  not  currently  used.  The  DELETE_STAT_VEH  macro  is  used  instead. 

Called  By:  none 

Routines  Called:  none 

Parameters:  STAT_VEH 

STRUCT_P_SV 

Returns:  none 

2.4.3.5.11  bx_dist_sq_pt_line 

The  bx_dist_sq_pt_line  function  finds  the  distance  squared  between  a  point  and  a  line 
segment. 

The  function  call  is  bx_dist_sq_pt_line(pt_P,  start_P,  end_P),  where: 

pt_P  is  a  pointer  to  the  point 
start _P  is  a  pointer  to  the  start  of  the  line  segment 


*dead_sv_P 
♦table  P 
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end  P  is  a  pointer  to  the  end  of  the  line  segment 

The  function  returns  the  result  of  the  calculation  as  result.  It  returns  1000000.00  if  the 
result  is  less  than  0. 


Called  By: 

bx_nK)del_int 

Routines  Called: 

none 

Parameters: 

R4P3D 

*pt_P 

R4P3D 

*start_P 

R4P3D 

*end_P 

Returns: 

1000000.00 

result 

2. 4. 3. 6  bx_get_lm_data.c 

The  bx_get_lm_data  function  finds  and  caches  all  bounding  volumes  and  polygons  in  a 
given  load  module  that  have  their  local  terrain  or  Ballistics  bit  set  to  true.  The  function  can 
dso  be  used  to  cache  all  bvols  and  polygons  in  the  load  module,  regardless  of  their  local 
terrain  and  Ballistics  bits.  This  function  is  called  by  bx_chord_intersect  to  get  load  module 
data  from  active  area  memory  if  it  is  not  already  cached. 

The  function  call  is  bx_get_lm_data(lm_addr,  Im_dir,  poly_mask),  where: 

Im  addr  is  the  address  of  the  load  module 
Im  dir  is  the  load  module  directory 

polyjnask  is  TRUE  if  all  polygons  in  the  load  module  are  to  be  cached,  or  FALSE  if 
only  polygons  with  the  local  terrain  or  Ballistics  bit  set  are  to  be  cached 

bx_get_lm_data  does  the  following: 

•  Searches  the  four  surrounding  grids  for  polygons. 

•  Calls  bx_new_poly  to  add  the  polygons  found  to  the  load  module  directory. 

•  Finds  out  if  there  are  more  polygons/stamps  to  process. 

•  Searches  the  load  module  for  bounding  volumes. 

•  Calls  bx_new_bvol  to  add  the  bvols  found  to  the  load  module  directory. 

The  function  always  returns  0. 


Called  By:  bx_chord_intersect 


Routines  Called:  bx_new_bvol 

bx_new_poly 
FXT0881 
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Parameters:  WORD 

LM_CACHE_ENTRY 

WORD 


Returns:  0 


lm_addr 

♦lm_dir 

poly_mask 


2. 4. 3. 7  bx_get_lin_grid.c 

The  bx_get_lm_grid  function  finds  the  load  modules  and  grids  in  the  database  that  are 
intersected  by  a  given  chord.  This  function  is  called  by  bx_chord_intersect  when  it  is 
looking  for  the  load  modules  to  search. 

The  function  call  is  bx_geMm_grid(pcrd,  lm_per_side,  bal_search, 
dvl_search,  lin_width~  Im_addr_table),  where: 

pcrd  is  a  pointer  to  the  chord 

Im _per_side  is  the  number  of  load  modules  in  a  row  or  column  of  active  area  memory 

bal_search  is  used  to  store  load  module  offsets  and  grid  words 

dvl  search  is  used  to  store  dynamic  module  path  information 

Im  width  is  the  width  of  a  load  module 

Im  addr  table  is  an  array  of  load  module  addresses 

The  function  returns  TRUE  if  successful.  It  returns  FALSE  if  the  chord  crosses  four  load 
modules,  but  one  of  the  grids  is  not  a  comer  grid  of  a  load  module;  this  is  an  error 
condition. 


Called  By:  bx_chord_intersect 

Routines  Called:  none 


Parameters:  CHORD 

HWORD 

LM_SEARCH_LIST 

HWORD 

HWORD 

WORD 


*pcrd 

lm_per_side 

bal_searchn 

dvl_search[] 

lm_width 

lm_addr_tablen 


Returns:  1  (TRUE) 

0  (FALSE) 


2. 4. 3. 8  bx_modeI_int.c 

The  bx_model_int  function  intersects  a  chord  with  a  model.  This  function  is  called  by 
bx_chord_intersect  to  check  for  intersections  with  static  and  dynamic  vehicles. 

The  function  call  is  bx_modeI_int(chord_P,  modeI_inst_P,  hit_data_P),  where: 
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chord  P  is  a  pointer  to  the  chord 

model  Jnst  P  is  a  pointer  to  the  model 

hit  data  P  is  a  pointer  to  the  data  for  the  hit  return  message 

bx_model_int  does  the  following: 

•  Based  on  the  model's  radius,  checks  to  see  if  the  chord  falls  completely  outside  of 
the  model.  Returns  FALSE  if  it  does. 

•  Checks  the  model's  first  component  for  a  hit. 

-  Converts  the  chord  to  vehicle  coordinates. 

-  Translates  and  rotates  the  chord. 

-  Calls  bx_bvol_int  to  check  for  a  bounding  volume  intersection. 

-  If  an  intersection  is  found: 

*  Sets  hit  Jlag  to  TRUE. 

*  Uses  the  ratio_to_intersect  to  determine  the  coordinates  of  the 
intersection  point.  For  the  x  and  y  coordinates,  subtracts  a  fixed 
percentage  (INTERSECT_OFFSET)  from  the  ratio_to_intersect 
value.  This  moves  the  intersection  point  slightly  away  from  the 
middle  of  the  object  enclosed  by  the  intersected  bvol,  causing  any 
special  effects  for  the  hit  to  appear  largely  outside  of  the  object. 

*  Places  the  hit  information  in  hit  data  P. 

•  If  no  hit  was  found,  checks  the  model's  second  component,  if  it  has  one. 

•  Rotates  the  chord  into  turret  coordinates. 

-  Calls  bx_bvol_int  to  check  for  a  bounding  volume  intersection.  If  an 
intersection  is  found,  sets  hit  Jlag  to  TRUE,  applies  the  ratio_to_intersect 
value  as  explained  alx)ve,  and  places  the  hit  information  in  hit_data_P. 

The  function  returns  TRUE  if  a  hit  is  detected,  or  FALSE  if  no  intersection  is  detected. 


Called  By:  bx_chord_intersect 


Routine'  Called:  bx_bvol_int 


Parameters:  CHORD 

STAT_VEH 

MSG_B  1_HIT_RETURN 


*chord_P 

*model_Lnst_P 

*hit_data_P 


Returns:  FALSE 

hit_fiag 


2. 4. 3. 9  bx_poly_int.c 

The  bx_poly_int  function  intersects  a  chord  and  a  polygon.  This  function  is  called  by 
bx_chord_intersect  to  check  for  intersections  with  terrain  polygons. 

The  function  call  is  bx_poly_int(start,  end,  vtx_count,  poly_P),  where; 

start  is  the  starting  point  of  the  chord 
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end  is  a  pointer  to  the  return  location  for  the  ending  point  of  the  chord  (the  point  of 
intersection) 

vtx  count  is  the  number  of  vertices  in  the  polygon 
poty  P  is  a  pointer  to  the  polygon's  cache  entry 

bx_poly_int  does  the  following: 

•  Clips  around  the  polygon  using  the  minimum  and  maximum  values  and  a  fixed 
offset. 

•  Makes  the  polygon  normals. 

•  Calculates  the  cross  product 

•  Clips  out  backface  intersections. 

•  Checks  to  see  if  the  intersection  is  in  the  interior  of  the  polygon. 

•  Finds  the  normal-to-polygon  side  by  taking  the  cross  product  of  the  polygon 
normal  and  the  polygon  side. 

The  function  returns  TRUE  if  the  chord  intersects  the  polygon,  or  FALSE  if  it  does  not  If 
an  intersection  is  detected,  the  intersection  point  is  placed  in  the  end  location  specified  in  the 
call. 


Called  By:  bx_chord_intersect 


Routines  Called:  none 


Parameters:  WORD  vtx_count 

R4P3D  *start 

R4P3D  *end 

POLY_CACHE_ENTRY  *poly_P 


Returns:  1  (TRUE) 

0  (FALSE) 


2.4.3.10  bx_tf_pack.c 

The  bx_tf_pack.c  CSU  contains  utility  functions  used  to  process  terrain  feedback  points. 
These  functions  are: 

•  bx_tf_init_pt_cache 

•  bx_tf_pts 

•  bx_tf_next 

•  bx_tf_copy_msg 

•  bx_tf_pt_data 

•  bx_tf_new_tf_pts 

•  bx_tf_free_tf_pts 
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2.4.3.10.1  bx_tf_init_pt_cache 

The  bx_tf_init_pt_cache  function  initializes  the  terrain  feedback  points  cache  (free  list). 
The  size  of  the  list  is  MAX_TF_PT,  which  is  defined  in  bx_defines.h.  This  function  is 
called  when  Ballistics  is  initialized  or  reset. 

The  function  call  is  bx_tf_init_pt_cache(). 


Called  By: 

bx_init 

bx_reset 

Routines  Called: 

none 

Parameters: 

none 

Returns: 

none 

10.2  bx_tf_pts 

The  bx_tf_pts  function  returns  the  count  of  terrain  feedback  points  in  the  free  list.  (These 
are  feedback  points  that  are  not  currently  assigned  to  a  vehicle.)  This  function  is  used  by 
bO_tf_init_hdr  to  make  sure  there  are  enough  free  points  for  a  new  terrain  feedback  vehicle. 

The  function  call  is  bx_tf_pts(). 

Called  By:  bO_tf_init_hdr 

Routines  Called:  none 

Parameters:  none 


Returns: 


free_tf_pt_P.count 


2.4.3.10.3  bx_tf_next 

The  bx_tf_next  function,  given  a  terrain  feedback  point,  returns  a  pointer  to  the  next 
feedback  point  for  the  same  vehicle. 

The  function  call  is  bx_tf_next(tf_pt_P),  where  tf  jJt  P  is  a  pointer  to  the  terrain 
feedback  point.  ~ 
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Called  By:  bO_tf_init_pt 

b0_tf_vehicle_pos 

Routines  Called:  none 

Parameters:  TF_PT  *tf_pt_P 

Returns:  tf_pt_P->next_P 

2.4.3.10.4  bx_tf_copy_msg 

The  bx_tf_copy_msg  function  places  a  pointer  to  a  terrain  feedback  message 
(MSG_BO_'IP_INIT_PT )  into  a  point's  entry  in  the  terrain  feedback  list. 

The  function  call  is  bx_tf_copy_msg(message_P,  tf_pt_P),  where: 

message _P  is  a  pointer  to  the  MSG_BO_TF_INIT_PT  message 
tf _pt_P  is  a  pointer  to  the  terrain  feedback  point 

Called  By:  bO_tf_init_pt 

Routines  Called:  none 

Parameters:  MSG_BO_TF_INrr_PT  *message_P 

TF_PT  *tf_pt_P 

Returns:  none 

2.4.3.10.5  bx_tf_pt_data 

The  bx_tf_pt_data  function  returns  the  data  (message)  associated  with  a  specified  terrain 
feedback  point. 

The  function  call  is  bx_tf_pt_data(tf_pt_P),  where  tf _pt_P  is  a  pointer  to  a  terrain 
feedback  point. 

Called  By:  b0_tf_vehicle_pos 

Routines  Called:  none 

Parameters:  TF_PT  *tf_pt_P 
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Returns:  &tf_pt_P->pt 


2.4.3.10.6  bx_tf_new_tf_pts 

The  bx_tf_new_tf_pts  function  allocates  new  terrain  feedback  points  from  the  free  list  to  a 
vehicle.  This  function  is  used  by  bO_tf_init_hdr  to  get  the  feedback  point  structures  for  a 
new  terrain  feedback  vehicle. 

The  function  call  is  bx_tf_new_tf_pts(point_totaI,  taiI_PP),  where: 

point  total  is  the  number  of  feedback  points  to  be  allocated 
tail  PP  is  a  pointer  to  the  last  entry  point  allocated 

bx_tf_new_tf_pts  verifies  that  the  free  list  has  enough  points  available  to  satisfy  the 
request,  then  deletes  the  points  from  the  free  list. 

The  function  returns  a  pointer  to  the  first  feedback  point  allocated  to  the  vehicle  if 
successful.  It  returns  NULL  if  the  free  list  does  not  contain  enough  points. 


Called  By: 

bO_tf_init_hdr 

Routines  Called: 

none 

Parameters: 

INT  2 

TF_PT 

Returns: 

tf_pt_P 

point_total 

**tail_PP 


2.4.3.10.7  bx_tf_free_tf_pts 

^e  bx_tf_free_tf_pts  function  returns  terrain  feedback  points  to  the  free  list.  This  function 
is  called  by  bO_tf_state  when  the  Simulation  Host  sends  a  message  requesting  that  feedback 
points  be  removed  from  a  specified  vehicle. 

The  function  call  is  bx_tf_free_tf_pts(head_P,  taiI_P,  point_totaI),  where: 

head  P  is  a  pointer  to  the  first  point  to  be  freed 
tail  P  is  a  jrointer  to  the  last  point  to  be  f^ed 
point  total  is  the  number  of  feedback  points  to  be  freed 

bx_tf_free_tf.pts  sets  the  next  pointer  (next_P)  for  the  last  entry  in  the  free  list  to  the  first 
point  {head  P)  specified  in  the  message.  It  also  increments  the  free  point  count  by  the 
point  total  specified  in  the  message. 


CaUed  By: 


bO  tf  state 
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Routines  Called: 

none 

Parameters: 

TF  PT 

♦head  P 

TF  PT 

*tail_P 

INT_2 

point_total 

Returns: 

none 

2.4.3.11  bx_trajectory.c 

The  bx_trajectoiy  function  returns  the  position  of  a  projectile  using  the  provided  trajectory 
tables. 

The  function  call  is  bx_trajectory(round_P),  where  round  P  is  a  point  to  the  round 
data.  bx_trajectory  doel  the  following: 

•  If  this  is  the  first  call  for  a  new  round,  finds  the  trajectory  table  for  the  round  type. 

•  Rotates  through  the  elevation  angle. 

•  Rotates  through  the  azimuth  angle. 

•  Adds  in  the  gun  position  and  velocity. 

The  function  returns  TRUE  if  it  finds  the  position  in  the  database.  It  returns  FALSE  if  the 
round  travels  beyond  the  viewing  space,  or  if  the  end  of  the  trajectory  table  was  reached. 


Called  By:  bO_new_fTame 

bO_process_round 

bO_round_fired 


Routines  Called:  GET_DB_POS 

Parameters:  ROUND_DATA  *round_P 

Returns:  1  (TRUE) 

0  (FALSE) 


2.4.3.12  shot_report.c 

The  shot_report  function  provides  feedback  to  the  Simulation  Host  on  shots  that  are 
designated  for  a  specific  target.  The  target’s  vehicle  id  is  specified  in  the 
MSG_PR(X1ESS_R0UND  message.  shot_report  determines  the  distance  between  the 
shot's  intersection  and  the  target  vehicle's  centroid,  and  the  direction  in  which  the  shot  was 
off  center. 

To  determine  where  a  shot  intersected  in  relation  to  the  target  vehicle,  the  function  intersects 
the  chord  defined  by  the  shot  with  a  target  plane.  The  target  plane  is  defined  as  a  vertical 
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plane  with  its  origin  at  the  target's  centroid  and  with  a  normal  defined  by  the  x,y  projection 
of  the  Ballistics  chord.  The  target  plane  x,z  coordinates  form  a  right-hand  system  with  a 
positive  y-axis  having  the  same  direction  as  the  projected  chord. 


The  function  call  is  shot_report(chord_start,  chord_end,  target_centroid, 
X  offset,  z_offset),  where:  ~ 


chord  start  is  the  starting  point  of  the  Ballistics  chord 
chord  end  is  the  ending  point  of  the  Ballistics  chord 
target  centroid  is  the  origin  of  the  target  plane  (the  target  vehicle's  centroid) 
x_offset  is  a  pointer  to  the  x  coordinate  of  the  intersection  offset;  this  value  is  calculated 
by  shot_report 

zjyjfset  is  a  pointer  to  the  z  coordinate  of  the  intersection  offset;  this  value  is  calculated 
by  shot_report 


shot_report  does  the  following: 


•  Gets  the  normal  and  vector  from  the  centroid  to  the  chord  end. 

•  Checks  to  see  if  the  chord  intersects  the  plane. 

•  If  the  chord  meets  the  plane,  finds  the  intersection  of  the  normal  with  the  plane. 

•  Gets  the  target  plane  coordinates  of  the  intersection  point,  and  places  them  in  the 
locations  specified  in  the  call. 

-  The  x  offset  is  the  distance  (signed)  from  the  centroid  to  the  intersection 
point  in  the  world  x,y  plane. 

-  The  zjoffset  is  the  world  z  offset  of  the  intersection  point  from  the 
centroid's  z  coordinate. 


The  function  returns  TRUE  if  the  chord  intersects  the  plane,  or  FALSE  if  no  intersection  is 
detected.  (A  FALSE  value  usually  indicates  that  the  shot  intersected  an  object  before 
reaching  the  target  vehicle.) 


Called  By:  bx_find_shot_report 


Routines  Called:  sqrt 


Parameters: 

R4P3D 

*chord_start 

R4P3D 

*chord_end 

R4P3D 

*target_centroid 

REAL  4 

*x_offset 

REAL_4 

♦z_offset 

Returns: 

1  (TRUE) 

0  (FALSE) 

115 


BBN  Systems  and  Technologies 


GTIOORTSW  CSCI 


2.4.4  Ballistics  Message  Queue  Management 

This  section  details  the  CSUs  in  the  Ballistics  Message  Queue  Management  component  of 
Ballistics  Processing.  These  functions  are  responsible  for  manipulating  and  maintaining 
the  queues  that  make  up  the  interface  between  Ballistics  and  real-time  software. 

Three  message  queues  are  used: 

G_indev  P  (incoming) 

~  Used  S)r  incoming  messages  (passed  to  Ballistics).  Various  functions  in  the  real¬ 
time  software  push  messages  onto  this  queue.  bx_task  previews  each  message  and 
calls  the  appropriate  b0_*  function  to  process  it. 

G_outdev_P  (outgoing) 

”  Used  for  outgoing  messages  (passed  from  Ballistics).  Various  Ballistics  functions 
push  messages  onto  these  queues  and  the  real-time  software  (usually  the 
sim_bal_process_msg  function  in  the  Real-Time  Processing  CSC)  retrieves  them. 

G_tracerdev_P  (tracer) 

Used  to  report  Ae  round  position  for  traced  trajectories.  Various  Ballistics 
functions  push  the  tracer  messages  onto  this  queue  and  the  real-time  software 
(sim_bal_process_tracer  in  the  Real-Time  Processing  CSC)  retrieves  them. 

The  structure  of  each  queue  is  the  same.  The  typedef  is  provided  in  the  mx_defines.h  file. 


2.4.4. 1  mx_error.c 

The  mx_error  function  returns  a  text  message  for  output  to  the  operator.  Messages  are 
provided  for  the  various  errors  generated  when  processing  messages 
(MX_DEVICE_TABLE_FULL,  MX_DEVICE_BUSY,  etc.)  as  well  as  for  normal 
processing  states  (MX_MESSAGE_PUSHED,  MX_MESSAGE_POPPED,  etc.). 

This  function  is  called  by  bx_task  to  display  a  message  if  an  error  occurs  when  it  tries  to 
preview  the  top  message  in  the  message  queue.  It  is  called  by  some  of  the  real-time 
software  functions  if  an  error  occurs  when  the  function  attempts  to  push  a  message  onto  the 
Ballistics  message  queue. 

The  function  call  is  mx  error(status),  where  status  is  the  current  MX  state. 


Called  By: 


bx_task 

download_bvols 

sim_bal_static_add 

sim_bal_static_rem 


Routines  Called:  none 


Parameters: 


WORD 


status 
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Returns:  "DEVICE  CLOSED" 

"DEVICE  TABLE  FULL" 
"DEVICE  OPENED" 
"DEVICE  BUSY" 

"DEVICE  EMPTY" 
"DEVICE  FULL" 
"MESSAGE  PUSHED" 
"MESSAGE  POPPED" 
"MESSAGE  PREVIEWED" 
"MESSAGE  SKIPPED" 
"UNDEFINED  ERROR" 
"UNDEFINED  RETURN" 


2. 4. 4. 2  mx_open.c 

The  mx_open  function  opens  an  MX  queue  device.  This  function  is  called  by  bx_task  to 
open  the  three  message  queues  at  startup. 

The  function  call  is  mx_open(dev_P,  device_size),  where: 

devj*  is  a  pointer  to  the  MX  device  (message  queue) 
device  size  is  the  size  of  the  message  queue 

The  function  always  returns  MX_DEVICE_OPENED. 


Called  By:  bx_task 

Routines  Called:  sc_lock 

sc_unlock 


Parameters:  MX_DEVICE 

INT_4 


*dev_P 

device_size 


Returns: 


MX_DEVICE_OPENED 


2. 4. 4. 3  inx_peek.c 

The  mx_peek  function  previews  the  message  at  the  head  of  a  specified  queue.  This 
function  used  by  bx_task  to  determine  what  type  of  message  is  in  the  incoming  queue,  so  it 
can  call  the  appr^riate  Interface  Message  Processing  (b0_*)  function  to  process  it.  It  is 
also  used  by  various  functions  in  the  real-time  software  to  read  the  messages  returned  from 
Ballistics  in  the  outgoing  and  tracer  queues. 

The  function  call  is  mx_peek(dev_P,  message_code,  message_size, 
message_addr),  where:” 

dev_P  is  a  pointer  to  the  message  queue 
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message  code  is  the  message  type 

message  size  is  the  size  of  the  message  in  bytes 

message  addr  is  a  pointer  to  the  message’s  address 

mx_peek  does  the  following: 


•  Locks  the  queue. 

•  Checks  to  see  if  the  specified  queue  is  empty. 

•  Sets  a  pointer  to  the  first  message  in  the  queue. 

•  Places  the  message's  type  and  size  in  message  code  and  message  size. 

•  If  the  message  code  is  MX_SKIP,  starts  over  with  the  next  message  in  the  queue. 

•  Places  a  pointer  to  the  message  in  message  cuidr. 

•  Unlocks  the  queue. 

The  function  returns  MX_MESSAGE_PREVIEWED  if  successful.  It  returns 
MX_DEVICE_EMPTY  if  the  specified  queue  contains  no  messages. 


Called  By: 


bx_task 

config_ballistics 

sim_bal_process_msg 

sim_bal_process_tracer 


Routines  Called:  sc_lock 

sc_unlock 


Parameters:  MX_DEVICE 

HWORD 
HWORD 
BYTE 


*dev_P 

♦message_code 

*message_size 

**message_addr 


Returns:  MX_DEVICE_EMPTY 

MX_MESSAGE_PREVIEWED 


2. 4. 4. 4  mx_push.c 

The  mx_push  function  pushes  a  message  onto  a  Ballistics  message  queue.  This  function  is 
used  by  various  Ballistics  functions  to  add  messages  to  the  outgoing  and  tracer  queues,  and 
by  various  real-time  software  functions  to  add  messages  to  the  incoming  queue. 

The  function  call  is  mx_push(dev_P,  sou rce_ad dress,  message_code, 
message_size),  where:  ~ 

dev  P  is  a  pointer  to  the  message  queue 
source  address  is  the  address  of  the  message 
message  code  is  the  type  of  message 
message  size  is  the  number  of  bytes  in  the  message 

mx_push  does  the  following: 
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Locks  the  queue. 

Verifies  that  there  is  room  in  the  queue  for  the  message. 
Copies  the  message  to  the  end  of  the  queue 
Unlocks  the  queue. 


The  function  returns  MX_MESSAGE_PUSHED  if  successful.  It  returns 
MX_DEVICE_FULL  if  the  specified  message  queue  is  already  full. 


Called  By: 


_rowcol_rd 

bO_new_frame 

bO_process_chord 

bO_process_round 

bO_round_fired 

bO_tf_vehicle_pos 

bO_traj_chord 

bx_find_round_hit 

bx_find_shot_report 

bx_retum_miss 

bx_round_tracer_position 

bx_task 

db_mcc_setup 

download_bvols 

getside 

open_dbase 

process_a_msg 

sim_bal_agl_wanted 

sim_bal_fi^e_rate 

sim_bal_req_pt_info 

sim_bal_reset 

sim_bal_round_fired 

sim_bal_start 

sim_bal_static_add 

sim_bal_static_rem 

sim_bal_tf_veh_update 

sim_bal_traj_chord 


Routines  Called: 


BCOPY 

sc_lock 

sc_unlock 


Parameters: 

MX  DEVICE 

*dev_P 

WORD 

source_address 

HWORD 

message_code 

HWORD 

message_size 

Returns: 

MX  DEVICE  FULL 

MX_MESSAGE_PUSHED 
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2. 4. 4. 5  mx_skip.c 

The  mx_skip  function  skips  over  a  message  in  the  queue.  The  message  at  the  head  of  the 
queue  is  flushed,  and  the  next  message  moves  u>  the  top  of  the  queue.  This  function  is 
used  to  remove  messages  from  a  queue  after  they  have  been  previewed  and  processed. 

The  function  call  is  mx_skip(dev_P),  where  dev  P  is  a  pointer  to  the  queue. 

The  function  returns  MX_MESSAGE_S KIPPED  if  successful.  It  returns 
MX_DEVICE_EMPTY  if  the  specified  message  queue  contains  no  messages. 


Called  By: 


bx_task 

config_ballistics 

sim_bal_process_msg 

sim_bal_process_tracer 


Routines  Called:  sc_lock 

sc_unlock 


Parameters:  MX_DEVICE  *dev_P 


Returns;  MX.DEVICE.EMPTY 

MX_MESSAGE_SKIPPED 


2. 4. 4. 6  mx_wcopy.c 

The  mx_wcopy  function  performs  a  block  copy.  This  function  is  used  to  copy  messages. 

The  function  call  is  mx_wcopy  (source_P,  destination_P,  byte_count),  where: 

source _P  is  a  pointer  to  the  source  data 
destination  P  is  a  pointer  to  the  destination  location 
byte  count  is  the  number  of  bytes  to  be  copied 

This  function  is  not  currently  used. 


Called  By: 

none 

Routines  Called: 

none 

Parameters: 

WORD 

*source_P 

WORD 

*destination_P 

INT  2 

byte_count 
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Returns: 


none 
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2.5  CIG  Connguration  (/cig/libsrc/libconfig) 

The  functions  in  the  CIG  Configuration  CSC  are  involved  primarily  with  preparing  the 
CIG  to  run  a  simulation.  These  functions  do  the  following: 

•  Initialize  and  allocate  active  area  memory. 

•  Initialize  the  viewport  configuration  tree. 

•  Set  up  calibration,  gunner,  and  gun  barrel  overlays  for  T  backends.  (These  are 
hard-coded  overlays  that  can  be  displayed  on  a  viewport  on  top  of  the  terrain 
display.) 

•  Maintain  the  structure  that  contains  the  simulated  vehicle's  current  position. 

Figure  2-9  identifies  the  CSUs  in  the  CIG  Configuration  CSC.  These  CSUs  are  described 
in  this  section. 


aam_manager.c  getch.c 

bbnctype.c  overlay_setup.c 

cig_config.c  process_vflags.c 

filLtree.c  process_vppos.c 

get_vehicle _position.c 


Figure  2-9.  CIG  Configuration  CSUs 


2.5.1  aam_manager.c 

The  functions  in  aam_manager.c  are  used  to  allocate  and  manage  the  system  (static)  and 
dynamic  areas  of  active  area  memory.  Dynamic  memory  is  located  in  the  double-buffer 
area;  static  memory  is  not  double-buffer^. 

The  functions  in  aam_manager.c  are: 

•  aam_malloc 
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•  retum_aam_ptr 

•  system_aam_init 

•  dynamic_aam_init 


2.5. 1.1  aain_inalloc 

The  aam_malloc  function  allocates  system  and  dynamic  active  area  memory  for  viewport 
connguration  nodes,  cloud  models,  and  gun  overlays. 

The  function  call  is  aam_malloc(static_flag,  num_of_bytes),  where: 

static  Jlag  identifies  the  area  of  memory  (SYSTEM  or  DYNAMIC) 
num  of  bytes  is  the  number  of  bytes  of  memory  requested 

aam_malloc  does  the  following: 

•  Determines  which  area  of  memory  is  being  requested. 

•  Verifies  that  sufficient  memory  is  available. 

•  Allocates  the  memory  and  returns  a  pointer  (temp _ptr)  to  it. 

If  there  is  insufficient  memory  to  process  the  request,  aam_malloc  returns  NULL  and 
displays  the  amount  of  memory  available. 


Called  By: 

cig_config 

cloudjnit 

make_m  1  _overl  ay  s 

make_m2_overlays 

vpt_cnode_set_matrix 

vpt_path_init 

vpt_root_init 

vpt_vpt_set 

Routines  Called; 

printf 

Parameters: 

BYTE 

static_flag 

WORD 

num_of_bytes 

Returns: 

temp  ptr 

NULL 

2.5. 1.2  return_aam_ptr 

The  retum_aam_ptr  function  returns  the  address  of  the  next  available  location  in  the  static 
or  dynamic  area  of  active  area  memory. 

The  function  call  is  retuni_aam  ptr(static  flag),  where  static  Jlag  identifies  the  area 
of  memory  (SYSTEM  or  DYNAl^C). 
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retum_aam_ptr  returns  systemjutmjimit  (the  next  available  address  in  static  memory)  or 
dynamic _aam  (the  next  available  address  in  dynamic  memory). 


Clalled  By:  _copy_reconfigurable_viewports_section 

_up^te_second_active_area_memory 
cig_config 


Routines  Called:  none 


Parameters:  BYTE  static_flag 

Returns:  system_aam_limit 

dynamic_aam 

2.5. 1.3  system_aam_init 

The  system_aam_init  function  initializes  the  system  (static)  section  of  active  area  memory. 

The  function  call  is  system_aam_init(systein_aam_addr,  limit),  where: 

system  aam  addr  is  the  starting  address  of  the  memory  to  be  initialized 
limit  is  the  ending  address  of  the  memory  to  be  initialized 

The  function  returns  the  starting  address  of  the  initialized  memory  (the  address  specified  by 
system_aam_addr)  as  system  aam. 


CMedBy: 

cig_config 

Routines  Called: 

printf 

(in  debug  mode  only) 

Parameters: 

WORD 

system_aam_addr 

WORD 

l^t 

Returns: 

system_aam 

2.5. 1.4  dynamic_aam_init 

The  dynamic_aam_init  function  initializes  the  dynamic  section  of  active  area  memory.  The 
function  call  is  dynamic_aam_init(dynamic_aam_addr,  limit),  where: 

dynamic  aam  addr  is  the  starting  address  of  the  memory  to  be  initialized 
limit  is  the  ending  address  of  the  memory  to  be  initialized 
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The  function  returns  the  starting  address  of  the  initialized  memory  (the  address  specified  by 
dyrumic  aam  addr)  as  dynamic _aam. 


Called  By: 

ci&_config 

Routines  Called: 

printf 

(in  debug  mode  only) 

Parameters: 

WORD 

WORD 

dynamic_aam_addr 

limit 

Returns: 

dynamic_aam 

2.5.2  bbnctype.c 

bbnctype  is  a  runtime  library  that  defines  control  characters,  punctuation,  digits,  and 
alphas. 

This  file  is  not  currently  used. 


dialled  By:  none 


Routines  Called:  none 


Parameters:  none 

Returns:  none 


2.5.3  cig_config.c 

The  cig_config  function  is  the  message  handler  for  the  Viewport  Configuration  process.  It 
is  responsible  for  processing  messages  from  the  Simulation  Host  to  build  the  configuration 
tree  before  runtime.  cig_config  is  called  by  db_mcc_setup  (in  the  Real-Time  Processing 
CSC)  when  the  CIG  Control  message  from  the  Simulation  Host  specifies 
C_CIG_CONFIG. 

The  function  call  is  cig  config(state),  where  state  is  the  current  state  of  the  CIG  system 
(C.CIG.CONHG). 

cig_config  does  the  following: 

•  Calls  vpt_init_mode_on  to  set  the  viewport  initialization  mode  variable  to  TRUE. 
This  indicates  that  viewport  configuration  is  in  progress. 

•  Calls  dynamic_aam_init  to  initialize  and  set  up  a  pointer  to  the  dynamic  area  of 
active  area  memory. 
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•  Calls  system_aam_init  to  initialize  and  set  up  a  pointer  to  the  system  (static)  area  of 
active  area  memory. 

•  Clalls  aam_malloc  to  allocate  memory  for  the  view  mode  words. 

•  Calls  aam_malloc  to  allocate  memory  for  the  daylight  TV  thermal  word 
(dtv_therm_word). 

•  Loads  the  leconfigurable  data  that  goes  into  double-buffered  active  area  memory 
into  DBO. 

•  Calls  make_cal_overlay  to  create  the  calibration  overlay. 

•  Calls  cloud_init  to  initialize  the  top  and  bottom  cloud  models. 

•  Initializes  various  configtnation  variables  (agl_wanted,  thermal_mode_wanted, 
terrain_feedback_want^,  and  clouds_want^_G)  to  FALSE. 

•  For  each  ctmfiguration  message  received  from  the  Simulation  Host: 

-  Increments  the  packet  size;  calls  syserr  to  generate  an  error  message  if  the 
packet  length  specified  in  Ae  packet  header  has  been  exceeded. 

-  Calls  cigsimio_msg_in  to  write  the  message  to  a  buffer  (if  debug  message 
printing  or  recording  has  been  enabled). 

-  Processes  the  message  (see  table  below). 

The  following  table  summarizes  the  processing  performed  by  cig_config  in  response  to 
each  valid  message  type  it  receives  from  the  Simulation  Host.  The  first  column  lists  the 
messages  in  alphabetical  order.  The  second  column  briefly  describes  the  purpose  of  the 
message  (in  italics),  then  lists  the  major  steps  performed  by  cig_config  to  process  the 
message. 

If  an  unknown  message  type  is  received,  cig_config  calls  syserr  to  generate  an  "illegal 
message  type"  error  message. 
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Message  from  SIM  Host 

Processing  by  cig_config 

MSG_AGL_SETUP 

Toggles  AGL  processing  on/qff. 

Sets  agLwant^  variable  to  new  state  requested 

MSG_AMMO_DEFINE 

Define  ammunition  maps. 

Sets  values  in  ammo_map  array. 

MSG  QG  CTL 

C  NULL 

C_STOP 

Causes  a  transition  to  another  performance  state. 

No  action. 

Calls  fill_tree;  calls  trav_tiee;  calls  retum_aam_ptr; 
calls  dtp_compila-;  calls  vpt_init_mode_off;  copies 
leconrigurable  viewport  data  from  DBO  to  DBl;  ouqtuts 
a  message  if  local  terrain  or  terrain  feedback  processing 
is  enabled;  calls  flagoff  to  turn  off  all  viewport 
configuration  debug  flags;  returns  to  db_mcc_setup. 

MSG_CREATE_C»NFIGNODE 

Creates  a  corfiguration  tree  node  entry. 

Calls  vpt_cnode_process;  outputs  oror  if  return  status  is 
not  SUCCEED. 

MSG_DEFINE_TX_MODE 

Sets  up  resolution  modes  for  TX  backends. 

Calls  mpvideo_define_mode. 

MSG.DRl  1_PKT_SIZE 

Specifies  exchange  packet  parameters. 

Sets  incoming  and  outgoing  exchange  packet  size,  local 
terrain  chunk  size,  local  terrain  message  interval,  and 

CIG  hardware  type. 

MSG.END 

Signals  end  of  packet  buffer. 

Calls  cigsimio_msg_out  to  write  message  to  buffer  (if 
message  display  or  recording  is  enabled);  calls 
start_watch;  calls  the  appropriate  data  exchange  routine 
(using  *exchange_daia)  to  send  output  and  receive  input 
buffers. 

MSG_LT_STATE 

Changes  the  local  terrain  message  interval  or  chunk 
size. 

Calls  lt_state. 

MSG_OVERLAY_SETUP 

Places  overlays  on  specified  viewports. 

Calls  overlay_setup. 

MSG_VIEW_FLAGS 

Sets  system  view  flags  (onloff,  daylight/TV,  etc.). 
Outputs  error  (this  message  type  is  no  longer  handled  by 
cig_config). 

MSG_VIEWPORT_STATE 

Defines  all  viewport  parameters. 

Calls  vpt_vpt_process;  outputs  error  if  returned  status  is 
not  SUCCEED. 

Called  By;  db_mcc_setup 


Routines  Called:  *exchange_data 

aam_malloc 
bcopy 

cigsimio_msg_in 

cigsimio_msg_out 

cloud_init 

dtp_compiler 

dynamic_aam_init 
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fill_tree 

flagoff 

GLOB 

lt_state 

make_cal_overlay 

mpvideo_define_mode 

overlay_setup 

printf 

retum_aam_ptr 

start_watch 

syserr 

system_aam_init 

trav_tree 

vpt_cnode_process 

vpt_init_mode_off 

vpt_init_mode_on 

vpt_vpt_process 

vpti_state_dtproc 

(in  debug  mode  only) 

vpti_state_edtpc 

(in  debug  mode  only) 

vpti_state_efillt 

(in  debug  mode  only) 

Parameters: 

INT_2 

state 

Returns: 

none 

2.5.4  fill_tree.c 

The  functions  in  the  fill_tree.c  CSU  are  responsible  for  setting  the  graphics  path  flags  in  the 
configuration  tree.  These  functions  are: 

•  fill_tree 

•  power 


2.5.4. 1  fill_tree 

The  filLtree  function  sets  the  graphics  path  flags  in  configuration  tree  nodes.  This  function 
is  called  after  all  configuration  nc^e  messages  have  been  processed. 

The  function  call  is  fill_tree().  fill_tiee  does  the  following: 

•  Calls  vpti_get_ptr_path  to  get  a  pointer  to  the  first  graphics  path  parameters. 

•  Uses  the  graphics  path  entry  path  id  to  set  a  bit  in  the  configuration  node  path  flag. 
For  example,  a  paA  flag  of  0x0021  means  the  node  contains  information  valid  for 
graphics  paths  0  and  5. 

•  Calls  vpti_get_ptr_path  to  get  the  next  pointer.  Traverses  up  the  configuration  tree, 
setting  the  path  flags  in  the  configuration  nodes. 


Called  By:  cig_config 
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Routines  Called:  power 

printf 

vpti_getj)tr_path 

vpti_state_dtproc  (in  debug  mode  only) 


Parameters:  none 


Returns:  none 


2. 5. 4. 2  power 

The  power  function  raises  a  base  to  a  power.  This  function  is  called  by  fill_tree  when  it 
traverses  the  configuration  tree. 

The  function  call  is  power(base,  n),  where: 

base  is  the  base  to  be  raised 
n  is  the  power 

The  calculated  value  is  returned  as  result. 


Called  By: 

fill_tree 

Routines  Called: 

none 

Parameters: 

INT  4 

base 

INT_4 

n 

Returns: 

result 

2.5.5  get_vehicle_position.c 

The  get_vehicle_position  function  is  not  used  by  the  standard  GTIOO  system. 

2.5.6  getch.c 

The  getch  function  gets  a  character  from  a  file,  and  returns  the  character  as  ch.  The 
function  call  is  getch(fdi),  where  fdi  is  a  unique  identifier  associated  with  the  file. 

This  function  is  not  currently  used. 

Called  By:  none 
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Routines  Called:  cmd 


Parameters:  int 


fdi 


Returns:  ch 


2.S.7  overlay_setup.c 

The  overlay_setup  function  sets  up  calibration.  Ml  and  M2  gunner  overlays,  and  Ml  and 
M2  gun  barrel  overlays.  It  also  generates  DTP  code  for  the  overlays.  This  function  is 
call^  when  the  message  from  the  Simulation  Host  is  MSG_OVERLAY_SETUP. 

The  function  call  is  overlay_setup(pinsg),  where  pmsg  is  a  pointer  to  the 
MSG_OVERLAY_SETUP  message. 

overlay_setup  does  the  foUowing: 

•  Calls  make_ml_overlays  or  make_m2_overlays  (based  on  the  type  specified  in  the 
message)  to  create  the  gunner  and  gun  barrel  overlays. 

•  Inserts  the  gun  barrel  data  into  the  viewport  parameter  nodes. 

Overlays  are  hard-coded  displays  of  three-dimensional  polygons  that  are  displayed  on  a 
viewport,  super-imposed  over  Ae  view  of  the  terrain.  The  overlay  shows  non-terrain 
objects  that  would  normally  be  seen  when  looking  outside  the  vehicle’s  window.  For 
example,  gun  overlays  show  those  parts  of  the  simulated  vehicle  that  would  be  visible  from 
the  window,  obscuring  the  view  of  the  terrain.  Gunner  overlays  show  cross-hairs  and 
numerical  readouts  of  simulation  parameters. 

The  branch  mask  of  the  configuration  node  to  which  viewport  parameters  are  attached 
determines  whether  the  corresponding  viewport  displays  an  overlay.  Any  node  that  has 
viewport  parameters  and  has  bit  0  of  the  node's  branch  mask  set  has  the  gunner's  overlay 
placed  on  the  viewport.  Similarly,  any  node  that  has  viewport  parameters  and  has  bit  1  of 
the  node’s  branch  mask  set  has  the  gun  barrel  added  to  its  processing. 

Gunner,  gun  barrel,  and  calibration  overlays  are  used  by  T  backends  only.  Overlays  on 
TX  backends  are  generated  through  the  2-D  overlay  compiler. 


Called  By:  cig_config 


Routines  Called:  make_ml_overlays 

make_m2_overlays 

printf 


Parameters:  MSG_OVERLAY_SETUP  *pmsg 


Returns:  none 
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2.5.8  process_vflags.c 

The  process_vflags  function  processes  system  view  flags  (values  used  to  turn  CRT 
monitors  on  and  off,  and  to  control  viewing  modes  such  as  thermal/daylight  TV). 
process_vflags  also  processes  the  branch  values  indexed  by  the  branch_index  for  all 
conditional  nodes  in  the  configuration  tree;  these  are  stored  in  the  system  view  flags  array. 
The  function  puts  the  initial  view  flags  and  branch  values  in  the  configuration  tree,  and 
updates  them  each  frame. 

Note:  The  process  yflags  function  is  no  longer  used.  The 

MSG  VIEW  FLAGS  message  is  processed  by  msg  viewJJags 
and  various  Backend  Processing  functions. 

The  function  call  is  process_vflags(vflag,  brvalues),  where: 

yflag  is  the  view  flags 
brvalues  is  the  branch  value  array 

process_vflags  the  following: 

•  Gets  a  pointer  to  the  root  configuration  node. 

•  Sets  up  the  view  modes  for  DTP. 

•  Loads  the  branch  values  into  the  view  flags  array. 

•  If  the  view  flags  have  changed  since  the  previous  message/frame: 

-  Loads  the  new  view  flags  into  the  view  flags  array. 

-  If  a  Force  board  is  present,  puts  the  video  control  commands  in  Force 
memory. 

-  If  a  second  backend  is  present,  copies  the  new  channel  status  to  the  second 
AAM. 


Called  By:  none 


Routines  Called:  AAM2_ADDR 

be_query_buffer_offset 

vpt_cnode_qroot 


vflag 

brvaluesG 


Returns:  none 


Parameters:  UNS_4 

UNS  4 


2.5.9  process_vppos.c 

The  process_vppos  function  sets  up  the  position  (the  x,  y,  and  z  coordinates  of  the 
centroid)  of  the  simulated  vehicle  in  the  world.  This  position  is  used  to  determine  whether 
new  load  modules  need  to  be  read  into  active  area  memory.  It  is  also  used  when  preparing 
local  terrain  messages  for  the  Simulation  Host.  process_vppos  is  called  when  a  world/hull 


131 


BBN  Systems  and  Technologies 


GTIOO  RTSW  CSCI 


matrix  ntxle  (a  child  of  the  root  node)  is  created  or  updated  (e.g.,  in  response  to  a  matrix 
message). 

The  function  call  is  process_vppos(config_node,  time_stamp,  pmtx),  where: 

config  node  is  a  pointer  to  the  configuration  node  (always  the  world/hull  node) 
time  stamp  is  the  time  stamped  on  the  message  from  the  Simulation  Host 
pmtx  is  the  node's  new  matrix 

The  simulated  vehicle's  position  is  stored  in  an  array.  This  structure  allows  for  multiple 
vehicles.  Currently,  only  one  simulation  vehicle  is  supported;  therefore,  there  is  only  one 
element  in  the  array.  The  viewport  positions  array  is  pointed  to  by  the  root  node's  sibling 
pointer. 

process_vppos  takes  the  matrix  provided  by  the  Simulation  Host  and  converts  it  into  world 
coordinates.  The  algorithm  used  to  do  this  depends  on  the  matrix  type,  as  follows: 

RTS4x3_TYPE 

Given"a  world-to-view  matrix  of: 


rOO 

rOl 

r02 

0 

rlO 

rll 

rl2 

0 

r20 

r21 

r22 

0 

tx 

ty 

tz 

1 

The  location  of  the  vehicle  in  the  world  is: 
vppos.x  =  -(tx,ty,tz)*(i00,r01,r02) 
vppos.y  =  -(tx,ty,tz)*(rl0,rll,rl2) 
vppos.z  =  -(tx,ty,tz)*(r204’21,r22) 

RTS3x3^TYPE 

The  location  of  the  vehicle  in  the  world  is: 

vppos.x  =  -pmtx->rts3x3.translation.x 
vppos.y  =  -pmtx->rts3x3.translation.y 
vppos.z  =  -pmtx->rts3x3.translation.z 

ROT2xl_TYPE 

No  conversion  is  required. 

process_vppos  does  the  following: 

•  Gets  a  pointer  to  the  configuration  tree's  root  node. 

•  Converts  the  node's  matrix  based  on  its  matrix  type,  as  described  above. 

•  Sets  the  global  variables  for  the  vehicle's  coordinates  (my_int_x,  my_int_y,  and 
niy_int_z). 

•  Calls  sim_bal_tf_veh_update  to  give  Ballistics  the  new  position  of  the  simulated 
vehicle,  for  the  purposes  of  terrain  feedback  reporting. 


Called  By:  vpt_cnode_process 

vpt_update_mtx 

vpt_update_rot 


Routines  Called:  be_query_buffer_offset 
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Parameters: 


Returns: 


sim_bal_tf_veh_update 

vpt_cnode_qroot 


CONHGURATION.NODE 

iisrr_2 

MTXUNION 


none 


*config_node 

time_stamp 

*pmtx 
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2.6  ESIFA  Interface  (/cig/libsrc/Iibesifa) 

The  functions  in  the  ESIFA  Interface  CSC  establish  and  maintain  a  communications  path 
between  the  real-time  software  and  the  ESIFA  (Enhanced  Subsystem  Interface  Adapter) 
board.  The  ESIFA,  in  turn,  communicates  with  the  other  boards  in  the  9U,  including  the 
Pixel  Processor  Memory  (PPM)  and  the  Pixel  Processor  Tiler  (PPT). 

Each  backend  contains  one  ESIFA  board.  The  ESIFA  is  a  high-speed,  32-bit  data  path 
interface  between  the  6U  Timing  &  Control  board  and  the  9U  backplane.  The  ESIFA 
converts  the  differential  signals  received  from  and  sent  to  the  6U  into  the  TTL-level  signals 
used  on  the  9U  backplane. 

The  ESIFA  is  responsible  for  the  following: 

•  Returning  laser  range  depth  values  to  the  real-time  software  on  a  T  backend  when 
laser  range  processing  is  requested.  A  hard-wired  pixel  location  is  used.  (On  TX 
backends,  the  MPV  Interface  functions  process  laser  range  requests  from 
Simulation  Host-specified  pixel  locations.) 

•  Downloading  texture  maps  to  the  PPTs. 

•  Processing  MSG_PPM_*  messages  sent  by  the  Simulation  Host  to  change  PPM 
display  modes,  display  offsets,  pixel  location,  or  pixel  state. 

•  Processing  MSG_SUBSYS_MODE  messages  from  the  Simulation  Host  to  change 
sky  color  (fade  values). 

•  Processing  MSG_VIEWPORT_UPDATE  messages  from  the  Simulation  Host  to 
turn  video  channels  off  or  on. 

The  stracture  used  to  maintain  information  on  each  ESIFA  object  is  the  esifa_table  array. 

Each  element  in  the  array  specifies  that  ESIFA's  fade  values,  laser  range  values,  port 
values,  and  a  flag  indicating  whether  or  not  laser  range  data  is  required  this  frame. 

All  data  to  be  downloaded  to  the  PPM  and  PPTs  is  first  moved  to  ESIFA  random  access 
memory  (RAM).  A  queue  of  RAM  addresses  waiting  to  be  downloaded  is  maintained.  At 
the  end  of  each  frame,  the  data  is  downloaded  from  ESIFA  RAM  to  the  subsystem  boards. 

Most  requests  that  are  processed  through  the  ESIFA  originate  with  a  message  from  the 
Simulation  Host  For  example,  the  MSG_PPM_*  messages  are  used  to  pass  information 
to  the  PPM  board.  In  generd,  data  that  is  to  be  downloaded  to  another  subsystem  board  is 
processed  as  follows: 

1 .  The  Message  Processing  function  calls  esifa_queue_data  to  copy  the  data  fixjm  the 
Simulation  Host's  message  into  a  queue  (the  "RAM  queue"). 

2 .  The  Message  Processing  function  also  calls  esifa_queue_download  to  put  the  RAM 
address  into  another  queue  (the  "download  queue"). 

3 .  At  the  end  of  each  frame,  backend_send_req  calls  esifa_send_req. 

4 .  esifa_send_req  calls  esifa_send_queue. 

-  I 
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5 .  esifa_send_queue  calls  esifa_write  to  move  all  data  in  the  RAM  queue  to  the 
specified  adi’esses  in  ESIFA  RAM. 

6 .  esifa_send_queue  calls  esifa_download  to  download  the  data  in  RAM  to  the 
appropriate  9U  boards.  esifa_download  uses  the  addresses  in  the  download  queue 
to  find  the  data  in  the  ESIFA  RAM. 

The  ESIFA  Interface  functions  use  Ready  Systems'  IFX  routines  to  send  commands  to  the 
ESIFA.  (IFX  provides  a  mechanism  by  which  applications  can  interface  to  devices  as  if 
they  were  files.) 

The  ESIFA  board  has  five  ports  that  are  used  to  store  values  related  to  viewport  displays. 
The  ports  are: 

0  video 

1  sky 

2  thermal 

3  laser_set 

4  laser_lsb  or  laser_msb 

Figure  2-10  identifies  the  CSUs  in  the  ESIFA  Interface  CSC.  The  functions  performed  by 
these  CSUs  are  described  in  this  section. 


1 

esifajade.c 

1 

esifa_query.c 

esifajaser.c 

esifa_special.c 

esifajoad.c 

esifajhermal.c 

esifa_man.c 

esifa_video.c 

Figure  2-10.  ESIFA  Interface  CSUs 


2.6.1  esifa_fade.c  (esifa_set_fade) 

The  esifa_set_fade  function  handles  backend  fade  table  requests.  This  function  is  called 
when  the  Simulation  Host  sends  a  MSG_SUBSYS_MODE  message  to  change  parameters 
specific  to  a  subsystem  (backend).  One  of  the  parameters  specified  in  this  message  is  the 
fade  value  to  be  displayed  by  all  viewports  in  the  subsystem. 
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The  function  call  is  esifa_set_fade(backend,  fade_and,  fade_or),  where: 

backend  is  the  backend  identifier 

fade  and  is  the  and_fade  value  from  the  fade  table 

fade  or  is  the  or_fade  value  from  the  fade  table 

esifa_set_fade  does  the  following: 

♦  Calls  esifa_get_object_addr  to  get  a  pointer  to  the  ESIFA  object. 

•  Sets  the  new  fade  values. 


Called  By:  msg_subsys_mode 

Routines  Called:  esifa_get_object_addr 


Parameters:  UNS_4 

UNS_2 

UNS_2 


backend 

fade_and 

fade_or 


Returns:  none 


2.6.2  esifa_laser.c 

The  functions  in  the  esifajaser.c  CSU  process  laser  range  requests  from  the  Simulation 
Host  for  T  backends.  These  functions  are: 

*  esifa_laser_request_range 

•  esifa_laser_retum 


2 . 6 . 2 . 1  esi  fa_laser_request_range 

The  esifa_laser_request_range  function  sets  up  the  ESIFA  to  calculate  laser  range  depth  for 
a  specified  backend/channel,  to  be  reported  to  the  Simulation  Host  every  frame.  This 
function  is  called  if  the  Simulation  Host  sends  a  MSG_LASER_REQUEST_RANGE 
message  for  a  channel  on  a  T  backend. 

The  function  call  is  esifa_laser_request_range(backend,  channel),  where: 

backend  is  the  backend  id 
channel  is  the  channel  number 

esifa_laser_request_range  does  the  following: 

•  Calls  esifa_get_object_addr  to  get  a  pointer  to  the  ESIFA  object. 

•  Sets  the  ESIFA  variables  required  to  trigger  laser  range  processing. 

The  function  returns  0  if  successful.  It  returns  EOF  if  the  ESIFA  object  cannot  be  found. 
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Called  By;  backend_laser_request_range 


Routines  Called;  esifa_get_object_addr 


Parameters;  UNS_4  backend 

UNS_4  channel 


Returns;  0 

EOF 


2. 6. 2. 2  esifa_laser_return 

The  esifa_laser_retum  function  returns  a  previously  requested  laser  range  value.  This 
function  is  called  at  the  end  of  each  frame  for  every  channel  on  a  T  backend  for  which  laser 
request  processing  has  been  enabled. 

The  function  call  is  esifa_laser_return(backend),  where  backend  is  the  backend  id  for 
which  laser  range  data  was  requested. 

esifa_laser_retum  does  the  following; 

•  Calls  esifa_get_object_addr  to  get  a  pointer  to  the  ESIFA  object. 

•  Uses  the  ifx_ioctl  function  to  read  the  ESEFA  ports. 

•  Deteimines  the  range  value. 

•  Converts  the  laser  depth  value  to  floating  point. 

The  function  returns  the  laser  depth  value  as  range/ if  successful.  It  returns  -1.0  if  the 
ESIFA  board  cannot  be  found  or  the  range  is  invalid. 


Called  By;  backend_response 


Rouunes  Called;  esifa_get_object_addr 
FXT0881 
ifx_ioctl 

printf  (in  debug  mode  only) 


Parameters;  UNS_4  backend 


Returns;  -1 

rangef 
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2.6.3  esifa_load.c 

The  esifa_load  function  downloads  texture  files  to  the  Pixel  Processor  Tilers  (PPTs).  This 
function  is  called  if  the  d  ("download  textures  maps  to  IPPTs")  argument  is  entered  on  the 
command  line  used  to  initialize  the  GIG. 

The  function  call  is  esifa_load(backend,  file,  mask),  where; 

backend  is  the  backend  id 

file  is  the  name  of  the  textures  file  to  be  downloaded 
mask  is  «TBD» 

esifa_load  does  the  following: 

•  Calls  esifa_get_object_addr  to  get  a  pointer  to  the  ESIFA  object. 

•  Opens  the  specified  file  m  read-only  mode. 

•  Reads  the  ESIFA  configuration  data  from  the  ESIFA  configuration  file. 

•  Reads  the  file  header  in  the  textures  file  to  determine  the  file  length  and  board  type. 

•  If  the  board  is  a  PPM,  gets  the  PPM  filename  and  sets  ppm_download_flag  to 
TRUE. 

•  Calls  esifa_write  to  load  the  entire  file  into  ESIFA  RAM. 

•  Calls  esifa_download  to  download  the  data  from  ESIFA  RAM  to  the  specified 
board. 

•  If  the  ppm_download_flag  is  set,  calls  ppm_mit  to  initialize  the  PPM  object  with  the 
specific  file. 

•  Closes  the  file. 

If  successful,  or  if  an  error  is  returned  from  one  of  the  file  I/O  routines,  esifa_load  returns 
the  status  returned  from  the  last  routine  as  status.  It  returns  EOF  if  the  ESIFA  cannot  be 
found.  It  returns  -1  if  it  could  not  find  the  file  length  or  board  type  in  the  file  header. 


CaUedBy: 

load_esifa 

Routines  Called: 

esifa_download 

esifa_get_object_addr 

esifa_write 

ifx_close 

ifx_ioctl 

ifx_open 

ifx_read 

ppm_init 

printf 

search 

strrchr 

strtol 

Parameters; 

UNS  4 

backend 

UNS  1 

♦file 

INT  4 

mask 
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Returns: 


status 

EOF 

-1 


2.6.4  esifa_inan.c 

The  functions  in  the  esifa_inan.c  CSU  arc  rcsponsible  for  managing  communication  with 
theESIFAs.  These  functions  arc: 


•  esifa_setup 

•  esifa_sim_init 

•  csifa_send_req 

•  esifa_get_object_addr 

•  esifa_ConfigData 

•  esifa_queue_data 

•  esifa_queue_download 

•  esifa_send_queue 


2. 6. 4.1  esifa_setup 

The  esifa_setup  function  establishes  the  ESIFA  communications  path  associated  with  a 
specified  backend.  This  function  is  called  when  a  backend  is  initialized. 

The  function  call  is  esifa_setup(backend,  device),  where: 

backend  is  the  backend  id 

device  is  the  device  name  of  the  ESIFA  board 

esifa_setup  does  the  following: 

•  Allocates  memory  for  the  ESIFA  table. 

•  Opens  the  specified  device  in  rcad-write  mode. 

•  Initializes  the  ESIFA  and  ports  values. 

•  Reads  the  configuration  data  from  the  ESIFA  into  the  ConfigData[]  array. 

The  function  returns  0  if  successful.  If  an  error  is  returned  from  an  VO  routine,  the  error  is 
returned  as  status.  The  function  returns  1  if  the  device  could  not  be  opened. 


Called  By:  backend_setup 


Routines  Called:  fiee 

ifx_ioctl 

ifx_open 

malloc 

printf 


Parameters:  UNS_4  backend 
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UNS_1 


♦device 


Returns: 


status 

0 

1 


2. 6. 4. 2  esifa_sim_init 

The  esifa_sim_init  function  prepares  the  ESIFA  to  run  a  simulation.  This  function  is  called 
when  the  backend  is  being  readied  for  a  simulation. 

The  function  call  is  esifa_sim_init().  For  each  ESIFA,  the  function  does  the  follox^ing: 

•  Finds  the  ESIFA  object's  entry  in  the  esifa_tabIeD  array. 

•  Initializes  the  ESIFA  object's  video,  sky,  and  thermal  values. 

•  Calls  mpvideo_get_object_addr  to  determine  whether  the  backend  contains  an  MPV 
board. 

-  If  the  returned  pointer  is  NULL  (indicating  a  T  backend),  sets  the  ESIFA 
object's  laser  value  to  Oxfff. 

-  If  the  returned  pointer  is  not  NULL  (indicating  a  TX  backend),  sets  the 
ESIFA  object's  laser  value  to  0x2000. 

•  Initializes  the  object's  io_req  flag  to  TRUE. 


Called  By:  backend_sim_init 


Routines  Called:  mpvideo_get_object_addr 


Parameters:  none 


Returns:  none 


2. 6. 4. 3  esifa_send_req 

The  esifa_send_req  function  performs  any  requested  I/O  with  the  ESIFA  boards.  This 
function  is  called  at  the  end  of  every  frame,  or  if  the  backend  is  reset  It  is  also  called 
during  the  configuration  state  if  the  Simulation  Host  sends  a  PPM  message. 

The  function  call  is  esifa_send_req().  The  function  does  the  following: 

•  If  the  ESIFA  object's  io_req  flag  is  TRUE: 

-  Sets  the  io_req  flag  to  FALSE. 

-  Sets  all  ESIFA  port  values. 

•  Calls  esifa_send_queue  to  write  the  all  queued  data  to  ESIFA  RAM  and  then 
download  it  to  the  appropriate  board. 


Called  By:  backend_reset 
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Routines  Called: 

Parameters: 

Returns: 


backend_send_req 

db_mcc_setup 

esifa_send_queue 

ifxjoctl 

none 

none 


2. 6. 4. 4  esifa_get_object_addr 

The  esifa_get_object_addr  function  returns  a  pointer  to  the  ESIFA  object.  The  ESIFA 
objects  are  maintained  in  an  array  (esifa_table[])  indexed  by  backend  id. 

The  function  call  is  esifa_get_object_addr(backend),  where  backend  is  the  identifier 
of  the  backend  that  contains  the  ESIFA. 

The  function  returns  NULL  if  the  ESIFA  object  cannot  be  found. 


CaUedBy: 

esifa_download 

esifa_laser_request_range 

esifa_Iaser_retum 

esifajoad 

esifj^_read 

esifa_read_ports 

esifa_set_fade 

esifa_set_special 

esifa_set_thennal 

esifa_set_video 

esifa_write 

esifa_write_ports 

ppmjoad 

Routines  Called: 

none 

Parameters: 

UNS_4 

backend 

Returns: 

esifa  table[n] 

NULL 

2. 6. 4. 5  esifa_ConfigData 

The  esifa_ConfigData  function  returns  a  pointer  to  an  ESIFA's  configuration  data. 
Configuration  data  is  maintained  in  the  ConfigData[]  array,  indexed  by  backend.  This 
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function  is  called  if  the  Gossip  user  selects  the  e  ("esifa  info")  or  p  ("ppm  load")  option 
from  the  PPM  Query  menu. 

The  function  call  is  esifa_ConflgData(backend),  where  backend  is  the  backend  id. 
The  function  returns  NULL  if  the  ESIFA  has  not  yet  been  configured  by  esifa_setup. 


dialled  By:  gos_ppm_query 

ppmjoad 


Routines  Called:  none 


Parameters:  UNS_4  backend 

Returns:  &ConfigData[backend] 

NULL 


2. 6. 4. 6  esifa_queue_data 

The  esifa_queue_data  function  copies  data  to  a  queue,  to  wait  to  be  downloaded  to  the 
ESIFA  RAM.  This  function  is  called  by  the  Message  Processing  routines  that  process  the 
PPM  messages  sent  by  the  Simulation  Host. 

The  function  call  is  esifa_queue_data(backend,  source_address,  byte_count, 
esifa_ram_address),  where:  ~  ,  ~ 

backend  is  the  backend  id 

source  address  is  the  address  of  the  data  to  be  copied  to  ESIFA  RAM 
byte  count  is  the  number  of  bytes  to  be  copied  to  ESIFA  RAM 
esifa  ram  address  is  a  pointer  to  the  address  in  ESIFA  RAM  the  data  is  put  into;  this 
address  is  set  by  esifa_queue_data 

esifa_queue_data  does  the  following: 

•  Copies  the  data  to  the  next  available  location  in  ESIFA  RAM. 

•  Puts  the  data's  RAM  address  into  the  location  specified  by  esifa  ram  address. 

•  Increments  its  RAM  pointer  by  the  size  of  the  data  just  added. 

The  function  always  returns  0. 


Called  By:  msg_ppm_display_mode 

msg  ppm  display  offset 
msg_ppm_pixel_location 
msg_ppm_pixel_state 


Routines  Called:  bcopy 

printf  (in  debug  mode  only) 
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Parameters: 

UNS  2 

backend 

UNS  4 

source_address 

INT  4 

byte_count 

UNS_4 

*esifa_ram_address 

Returns: 

0 

2. 6. 4. 7  esifa_queue_download 

The  esifa_queue_download  function  creates  an  entry  in  a  queue  that  identifies  a  RAM 
address  that  contains  data  to  be  downloaded  to  the  ESIFA.  This  function  is  c^ed  by  the 
Message  Processing  routines  that  handle  PPM  messages  sent  by  the  Simulation  Host.  The 
routines  first  call  esifa_queue_data  to  put  the  data  into  ESIFA  RAM,  then  call 
esifa_queue_download  to  put  the  data's  RAM  address  (returned  by  esifa_queue_data)  into 
the  download  queue. 

The  function  call  is  esifa  queue_download(backend,  esifa_ram_address, 
byte_count,  board_addr),  where: 

backend  is  the  backend  id 

esifa  ram  address  is  the  data's  starting  address  in  ESIFA  RAM  (set  by 
esifa_queue_data) 

byte  count  is  the  number  of  bytes  of  data  to  be  downloaded 
board  addr  is  the  address  of  the  target  PPM  board 

The  function  always  returns  0. 


Called  By:  msg_ppm_display_mode 

msg_ppm_display_offset 
msg_ppm_pixel_location 
msg_ppm_pixel_state 


Routines  Called:  none 


Parameters:  INT_2 

UNS_4 

UNS_4 

UNS_2 


backend 

esifa_ram_address 

byte_count 

board_addr 


Returns:  0 
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2. 6. 4. 8  esifa_send_queue 

The  esifa_send_queue  function  calls  the  appropriate  routines  to  write  the  data  from  the 
RAM  queue  to  ESIFA  RAM,  and  then  download  the  data  from  ESIFA  RAM  to  the 
appropriate  9U  board.  This  function  is  called  at  the  end  of  every  frame. 

The  function  call  is  esifa_send_queue().  The  function  does  the  following: 


•  For  each  backend,  calls  esifa_write  to  write  all  data  in  the  RAM  queue  to  ESIFA 
RAM. 

•  For  each  index  in  the  download  queue,  calls  esifa_download  to  download  the  data 
from  ESIFA  RAM  to  the  appropriate  board. 


The  function  returns  the  status  rettaned  from  the  last  called  routine  as  status. 


Called  By: 
Routines  Called: 

Parameters: 


esifa_send_req 

esifa_download 

esifa_write 

none 


Returns:  status 


2.6.5  esifa_query.c 

The  functions  in  the  esifa_query.c  CSU  read  data  from  and  write  data  to  the  ESIFAs. 
These  functions  are: 

•  esifa_read_ports 

•  esifa_write_ports 

•  esifa_read 

•  esifa_write 

•  esifa_download 


2.6.5. 1  esifa_read_ports 

The  esifa_read_ports  function  reads  the  current  values  set  in  the  ESIFA  ports  into  specified 
locations.  This  function  is  called  if  the  Gossip  user  selects  the  1  ("read  Esifa  io  ports") 
option  from  the  GT  Hardware  menu. 

The  function  call  is  esifa_read_ports(backend,  portO,  portl,  port2,  port3, 
port4),  where: 

backend  is  the  backend  id 

portO  is  a  pointer  to  the  location  for  the  video  port  value 
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portl  is  a  pointer  to  the  location  for  the  sky  port  value 

pon2  is  a  pointer  to  the  location  for  the  thermal  port  value 

port3  is  a  pointer  to  the  location  for  the  laser_set  port  value 

port4  is  a  pointer  to  the  location  for  the  laserjsb  or  laser_msb  port  value 

esifa_read_ports  does  the  following: 

•  Calls  esifa_get_object_addr  to  get  a  pointer  to  the  ESIFA  object 

•  Calls  ific_ioctl  to  read  the  port  values. 

•  Puts  the  port  values  into  the  locations  specified  in  the  call.  gos_system  then 
displays  the  values  to  the  Gossip  user. 

The  function  returns  the  value  returned  from  ifx_ioctl  as  status.  It  returns  EOF  if  the 
ESIFA  cannot  be  found. 


Called  By: 

gos_system 

Routines  Called: 

esifa_get_object_addr 

ifx_ioctl 

Parameters: 

UNS  4 

backend 

UNS  2 

*portO 

UNS  2 

*portl 

UNS  2 

*port2 

UNS  2 

*port3 

UNS_2 

*port4 

Returns: 

status 

EOF 

2. 6. 5. 2  esifa_write_ports 

The  esifa_write_ports  function  writes  specified  values  to  the  ESIFA  ports.  This  function 
is  called  if  the  Gossip  user  selects  the  2  ("write  Esifa  io  ports")  option  from  the  GT 
Hardware  menu.  The  user  is  prompted  for  the  new  values. 

The  function  call  is  esifa_write_ports(backend,  portO,  portl,  port2,  port3), 
where: 

backend  is  the  backend  id 
portO  is  the  new  value  for  the  video  port 
portl  is  the  new  value  for  the  sky  port 
pon2  is  the  new  value  for  the  thermal  port 
ports  is  the  new  value  for  the  laser_set  port 

esifa_write_ports  does  the  following: 

•  Calls  esifa_get_object_addr  to  get  a  pointer  to  the  ESIFA  object. 

•  Calls  ifx_ioctl  to  write  the  specified  values  to  the  ESIFA  ports. 
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The  function  returns  the  value  returned  from  ifx_ioctl  as  status.  It  returns  EOF  if  the 
ESIFA  cannot  be  found. 


Called  By:  gos_system 


Routines  Called:  esifa_get_object_addr 

ific_ioctl 


Parameters:  UNS_4  backend 

UNS_2  portO 

UNS_2  portl 

UNS_2  port2 

UNS_2  port3 


Returns:  status 

EOF 


2. 6. 5. 3  esifa_read 

The  esifa_read  function  reads  data  from  a  specified  address  in  ESIFA  RAM  into  a  specified 
location.  This  function  is  called  if  the  Gossip  user  selects  the  r  ("read  ESIFA  ram")  option 
from  the  PPM  Query  menu. 

The  function  call  is  esifa_read(backend,  esifa_ram_address,  byte_count, 
dest_addr),  where: 

backend  is  the  backend  id 

esifa  ram  address  is  the  starting  address  to  read 

bytejcount  is  the  number  of  bytes  to  read 

dest  addr  is  the  location  to  place  the  data  read  from  the  ESIFA 

esifa_read  does  the  following: 

•  Calls  esifa_get_object_addr  to  get  a  pointer  to  the  ESIFA  object. 

•  Calls  ifx_ioctl  to  read  the  specified  number  of  bytes  from  the  ESIFA  RAM  into  the 
location  specified  in  the  call. 

The  function  returns  the  value  returned  from  ifx_ioctl  as  status.  It  returns  EOF  if  the 
ESIFA  cannot  be  found. 


Called  By:  gos_ppm_query 


Routines  Called:  esifa_get_object_addr 

ifxjoctl 
printf 
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Parameters; 

UNS  4 

backend 

UNS  4 

esifa_ram_address 

UNS  4 

byte_count 

UNS_1 

*dest_addr 

Returns: 

status 

EOF 

2. 6. 5. 4  esifa_write 

The  esifa_write  function  writes  data  to  ESIFA  RAM.  This  function  is  called  at  the  end  of 
each  frame  to  write  all  data  queued  for  the  ESIFA  during  that  frame  from  the  RAM  queue  to 
RAM.  It  is  also  called  if  the  Gossip  user  selects  the  w  ("write  ESIFA  ram")  option  from 
the  PPM  Query  menu. 

The  function  call  is  esifa_write(backend,  esifa_ram_address,  byte_count, 
src_addr),  where; 

backend  is  the  backend  id 

esifa_ram_address  is  the  destination  address  in  ESIFA  RAM 

byte  count  is  the  number  of  bytes  to  be  written 

src  addr  is  the  source  location  of  the  data  to  be  written 

esifa_write  does  the  following: 

•  Calls  esifa_get_object_addr  to  get  a  pointer  to  the  ESIFA  object. 

•  Calls  ifxjoctl  to  write  the  specified  number  of  bytes  to  the  specified  location  in 
ESIFA  RAM. 

The  function  returns  the  value  returned  from  ifx_ioctl  as  status.  It  returns  EOF  if  the 
ESIFA  cannot  be  found. 


Called  By  ; 

esifa_load 

esifa_send_queue 

gos_ppm_query 

ppm_load 

Routines  Called: 

esifa_get_object_addr 

ifx_ioctl 

printf 

Parameters: 

UNS  4 

backend 

UNS  4 

esifa_ram_address 

UNS  4 

byte_count 

UNS_1 

*src_addr 

Returns; 

EOF 
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status 


2. 6. 5. 5  esifa  download 


The  esifa_download  function  downloads  data  from  ESIFA  RAM  to  the  various  boards 
(e.g.,  PPM  and  PPT)  in  the  9U.  This  function  is  called  at  the  end  of  each  frame,  to 
download  all  data  that  accumulated  during  that  frame.  (esifa_download  is  called  after 
esifa_write  is  called  to  move  the  data  into  ESIFA  RAM.)  TTiis  function  is  also  called  if  the 
Gossip  user  selects  the  d  ("Download  parameters")  option  from  the  PPM  Query  menu. 

The  function  call  is  esifa  download(backend,  esifa  ram  addr,  byte_count, 
backend_board_addr,  fi^ags),  where: 

backend  is  the  backend  id 

esifa  ram  addr  is  the  starting  location  of  the  data  in  ESIFA  RAM 
byte  count  is  the  number  of  bytes  of  data  to  be  downloaded 
backend  board  addr  is  the  address  of  the  9U  board  that  is  to  receive  the  data 
flags  is  «TBD» 

esifa_download  does  the  following: 

•  Calls  esifa_get_object_addr  to  get  a  pointer  to  the  ESIFA  object. 

•  Calls  ifi{_ioctl  to  download  the  specified  number  of  bytes  to  the  specified 
subsystem  board. 


The  function  returns  the  value  reuimed  from  ifxjoctl  as  status.  It  returns  EOF  if  the 
ESIFA  cannot  be  found. 


Called  By: 

esifajoad 

esifa_send_queue 

gos_ppm_query 

ppm_load 

Routines  Called: 

esifa_get_object_addr 

ifxjoctl 

printf 

Parameters: 

UNS  4 

backend 

UNS  4 

esifa_ram_addr 

UNS  4 

byte_count 

UNS  4 

backend_board_addr 

UNS_4 

flags 

Returns: 

EOF 

status 
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2.6.6  esifa_special.c  (esifa_set_special) 

The  esifa_set_special  function  handles  special  viewport  changes.  This  function  is  called  if 
the  Simulation  Host  sends  a  MSG_SUBSYS_MODE. 

The  function  call  is  esifa_set_special(backend,  sky_and,  sky_or,  laser_and, 
Iaser_or),  where:  ” 

backend  is  the  backend  id 
sky  and  is  the  new  sky_and  fade  value 
s^  or  is  the  new  sky_or  fade  value 
laser  and  is  the  new  laser_and  fade  value 
laser  or  is  the  new  laser_or  fade  value 

esifa_set_special  does  the  following: 

•  Calls  esifa_get_object_addr  to  get  a  pointer  to  the  ESEFA  object. 

•  Sets  the  new  values. 

•  Sets  the  ESIFA's  io_req  flag  to  TRUE. 


Called  By:  backend_set_color 

msg_subsys_mode 


Routines  Called:  esifa_get_object_addr 


Parameters:  UNS_4  backend 

UNS_2  sky_and 

UNS_2  sky_or 

UNS_2  laser_and 

UNS_2  laser_or 


Returns:  none 


2.6.7  esifa_thermal.c  (esifa_set_thermal) 

The  esifa_set_thermal  function  handles  thermal  changes.  This  function  is  called  when  the 
Simulation  Host  sends  a  MSG_VIEWPORT_UPDATE  message  to  change  viewport 
modifier  information  (thermal  white  hot,  thermal  black  hot,  etc.). 

The  function  call  is  esifa_set_therinal(backend,  channel,  thermal_flag, 
white_hot_fIag),  where: 

backend  is  the  backend  id 
channel  is  the  channel  number 

thermal  Jlag  is  0  (alternate  mode  is  disabled)  or  1  (alternate  mode  is  enabled) 
white  hot  Jlag  is  0  (modifier  to  alternate  is  off)  or  1  (modifier  to  alternate  is  on) 
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esifa_set_thennal  does  the  following: 

•  Calls  esifa_get_object_addr  to  get  a  pointer  to  the  ESIFA  object 

•  Turns  the  channel's  thermal  view  ON  or  OFF,  as  indicated  by  the  thermal  Jlag. 

•  Sets  white_hot  or  black_hot  mode. 

•  Sets  the  ESIFA’s  io_req  flag  to  TRUE. 


Called  By:  backend_set_thermal 


Routines  Called:  esifa_get_object_addr 


Parameters: 

UNS  4 

backend 

UNS  4 

channel 

UNS  4 

thermal_flag 

UNS_4 

white_hot_flag 

Returns: 

none 

2.6.8  esifa_video.c  (esifa_set_video) 

The  esifa_set_video  function  turns  the  video  monitors  off  and  on.  This  function  is  called  to 
turn  the  videos  off  at  the  end  of  a  simulation.  It  is  also  called  if  the  Simulation  Host  sends 
a  MSG_VIEWPORT_UPDATE  message  to  change  viewport  modifier  information  during  a 
simulation. 

The  function  call  is  esifa_set_video(backend,  channel,  flag),  where: 

backend  is  the  backend  id 

channel  is  the  channel  number 

flag  is  0  (turn  video  off)  or  1  (turn  video  on) 

esifa_set_video  does  the  following: 

•  Calls  esifa_get_object_addr  to  get  a  pointer  to  the  ESIFA  object. 

•  Sets  the  specified  channel's  video  off  or  on  as  specified  by  flag. 

•  Sets  the  ESIFA 's  io_req  to  TRUE. 


Called  By:  backend_reset 

backend_set_video 


Routines  Called:  esifa_get_object_addr 


backend 

channel 

flag 


Parameters:  UNS_4 

UNS_4 
UNS_4 
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Returns:  none 
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2.7  Stand-Alone  Host  Emulator  (/cig/libsrc/libflea) 

Rea  is  an  embedded,  stand-alone.  Simulation  Host  emulator  that  resides  within  the  CIG 
real-time  software.  Rea  permits  the  CIG  user  to  generate  visual  images,  execute  specific 
features,  and  test  limited  functionality  without  interacting  with  a  Simulation  Host.  Flea  is 
available  only  in  stand-alone  operation  mode  (i.e.,  when  the  system  is  not  being  driven 
through  a  simulation). 

The  basic  startup  sequence  for  Rea  is  as  follows: 

1 .  On  the  startup  command  line,  the  user  includes  the  "f '  argument  to  specify  Rea 
mode. 

2 .  The  Task  Initialization  CSC  creates  and  starts  flea  and  flea_io_task  (in  addition  to 
gossip  and  the  real-time  processing  tasks).  It  also  calls  a  Host  Interface  function  to 
initialize  the  CIG-Rea  interface. 

3 .  The  flea  task  initializes  various  parameters,  then  suspends  itself.  flea_io_task  also 
suspends  itself. 

4 .  Using  a  VTlOO-compatible  terminal  connected  to  the  CIG,  the  user  accesses  the 
Gossip  main  menu  and  selects  the  f  ("enter  Rea  menu")  option. 

5 .  The  gossip_tick  function  calls  various  Flea  functions  to  invoke  the  Flea  user 
interface,  wake  up  the  suspended  flea  task,  and  display  the  "Flea>"  user  prompt 

Once  Rea  is  running,  it  looks  for  a  configuration  file  to  build  the  viewpon  configuration 
tree  and.  set  up  the  simulation  environment.  The  configuration  file  is  an  ASCII  file  that 
contains  commands  in  a  predefined  format.  Various  Rea  routines  are  called  to  convert  the 
information  in  the  file  to  Simulation  Host-type  messages  which  are  sent  to  the  real-time 
software  for  processing. 

After  the  configuration  file  has  been  processed,  flea  generates  a  CIG  Control  message  to 
transition  the  CIG  into  the  simulation  state. 

Once  in  the  simulation  state,  the  Rea  user  enters  commands  through  the  keyboard  to  move 
the  simulated  vehicle  over  the  terrain.  The  user  can  also  enter  commands  to  change  various 
simulation  parameters  (modify  viewports,  add  or  delete  static  vehicles,  fire  rounds,  request 
terrain  feedback  data,  etc.). 

The  commands  entered  by  the  Rea  user  during  the  exercise  generate  messages  that  are  sent 
to  the  real-time  software  and  processed  as  if  they  were  sent  by  the  Simulation  Host.  For 
details  on  the  purpose  and  content  of  each  message,  refer  to  the  "GTKX)  CIG  to  Simulation 
Host  Interface  Manual."  Rea  exchanges  message  packets  with  the  real-time  software 
(using  the  Host  Interface  routines)  every  frame. 

The  structures  used  to  transfer  message  packets  are  the  following: 

flea_iinsg 

The  packet  sent  from  Flea  to  the  real-time  software  (SIM-to-CIG  messages). 
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flea_omsg 

The  packet  sent  from  the  real-time  software  to  Flea  (CIG-to-SIM  messages). 


The  work  buffers  used  to  process  messages  are  p_flea  in  (for  messages  sent  to  Flea)  and 
p_flea_out  (for  messages  to  be  sent  by  Hea).  The  p_flea_out  structure  contains  flags 
used  tcTindicate  that  a  certain  type  of  message  is  to  generated,  based  on  input  from  the 
user. 


During  a  Flea  exercise,  the  user  selects  the  desired  commands  from  a  series  of  menus.  A 
separate  function  processes  the  commands  entered  on  each  menu.  The  function  responsible 
for  a  particular  menu  is  called  using  the  *flea_menu  function  pointer.  The  command 
prompt  at  the  bottom  of  the  Flea  console  screen  identifies  the  menuy^ocess  that  is  currently 
active. 


In  addition  to  letting  the  user  drive  the  simulated  vehicle  via  the  keyboard.  Flea  supports  a 
demonstration  mode  and  a  script  playback  mode. 

Figure  2-11  identifies  the  CSUs  in  the  Rea  CSC.  These  CSUs  are  described  in  this 
section. 


autopilot,  c 

cMranslator.c 

dynamic_demo.c 

encode_routines.c 

flea.c 

flea_agLterrain_foliow.c 

flea_agptJocations.c 

flea_agpt_switches.s 

flea_atp.c 

flea_bal_opts.c 


flea_db_traverse.c 
flea_decode_data.c 
flea_demo.c 
flea_draw_2d.c 
flea_encode_data.c 
flea_graphics_test.c 
fleajnit_cig_sw.c 
flea_ppm_obj.c 
flea_script.c 
flea  simulate  vehicle.c 


flea_switches.c 

flea_update_pos.c 

flea_veh_control.c 

get_sio_data.c 

model_demo.c 

tick.c 

tick_ppm.c 

tick_script.c 

update_2d.c 

update_agpt_2d.c 


Figure  2-11.  Rea  CSUs 
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2.7.1  autopilot.c 

The  autopilot  function  demonstrates  a  simulated  vehicle  taking  off,  flying,  maneuvering, 
and  eventually  landing.  This  function  is  called  at  the  end  of  every  &ame  if  a  demonstration 
has  been  initiated  (demonstration  =1). 

The  autopilot  demonstration  takes  the  simulated  vehicle  through  a  series  of  actions.  Each 
action  is  performed  for  a  set  of  time  called  a  segment.  The  fuU  demo  is  divided  into  25 
segments  of  vaiying  lengths.  The  length  of  each  segment  is  based  on  the  frame  rate.  For 
example,  segment  0  is  four  times  the  frame  rate,  or  four  frames.  Segment  1  is  the  next  10 
frames,  segment  2  is  the  next  15,  and  so  on.  The  duration  of  each  segment  is  specified  by 
the  autopilot  function. 

During  each  segment,  the  simulated  vehicle  is  moved  and/or  rotated  in  a  particular 
direction.  In  segment  1,  for  example,  the  vehicle  turns  and  moves  down  the  runway.  In 
segment  2,  the  vehicle  accelerates  down  the  runway.  In  segment  3,  the  vehicle  rotates  up 
to  gain  altitude.  The  demo  continues  through  a  series  of  actions,  ending  with  the  vehicle 
landing  and  returning  to  the  hangar. 

The  function  call  is  autopilot(frame),  'where  frame  is  the  simulation  frame  number, 
autopilot  does  the  following: 

*  If  the  frame  number  is  0  (indicating  the  start  of  a  new  demo): 

-  Sets  up  initial  conditions  (frame  rate,  vehicle  position,  etc.). 

-  Allocates  memory  for  the  autopilot  data. 

♦  If  the  frame  number  is  from  1  through  9998  (i.e.,  during  the  demo): 

-  If  the  frame  rate  has  changed,  sets  the  rate  and  initializes  the  autopilot 
segment  data;  sets  the  deceleration  rate  and  trim  speed  based  on  the  frame 
rate;  sets  the  acceleration  rate. 

-  Processes  each  segment. 

•  If  the  frame  number  is  9999  (indicating  the  end  of  the  demo): 

-  Deallocates  the  memory  allocated  for  the  autopilot  data. 

The  function  returns  the  last  frame  number  in  segment  25  —  this  is  the  total  number  of 
frames  the  demo  will  run.  flea_demo  uses  this  value  to  determine  when  to  stop  the  demo. 
The  function  returns  -1  if  not  enough  memory  was  available  for  the  autopilot  information. 


Called  By:  fIea_demo 


Routines  Called:  calloc 

cos 
free 
GLOB 
printf 
sin 

TORAD 


Parameters:  INT_4  frame 


154 


BBN  Systems  and  Technologies 


GTIOO  RTSW  CSCI 


Returns: 


pdemo->segment[25] 

-1 


2.7.2  cf_translator.c 

The  functions  in  the  cf_translator.c  CSU  are  used  to  read  and  process  an  ASCII  file  that 

contains  CIG  configuration  messages.  A  Simulation  Host-type  message  is  generated  for 

each  entry  in  the  file.  These  messages  are  placed  into  a  temporary  message  buffer,  and  are 

then  copied  (by  flea_init_cig_sw)  to  the  current  outgoing  message  packet.  The  packet  is 

then  sent  to  tihe  real-time  software  and  processed  as  if  it  were  sent  by  the  Simulation  Host.  i 

This  process  lets  the  Flea  user  build  the  viewport  configuration  tree,  set  up  2-D  overlays, 

and  configure  simulation  parameters. 

The  configuration  messages  generated  by  the  cf_translator  functions  have  the  same  formats 
as  the  messages  sent  firom  the  Simulation  Host.  Refer  to  the  "GTIOO  CIG  to  Simulation 
Host  Interface  Manual"  for  details. 

The  functions  in  this  CSU  are: 


config_translator 

process_cig_ctl 

process_file_description 

process_configtree_node 

process_viewport_state 

process_define_tx_mode 

process_overlay_setup 

process_tf_init_hdr 

process_tf_init_pt 

process_agl_setup 

process_sio_init 

process_add_traj_table 

ptocess_traj_entry 

process_2d_setup 

process_lt_state 

process_drl  l_pkt_size 

process_sio_close 

process_tf_state 

process_ammo_define 

process_ppm_display_mode 

process_ppm_display_offset 

process_ppm_pixel_location 

process_ppm_pixel_state 

read_a_keyword 

remove_white_space 

remove_comment_lines 


The  OUTPUT_MESSAGE  macro,  described  in  Appendix  B,  is  also  defined  in  this  CSU. 
The  process_*  functions  use  OUTPUT_MESSAGE  to  place  their  messages  into  the 
message  buffer  used  by  flea_init_cig_sw. 
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2.7.2. 1  conflg_transIator 

The  config_translator  function  opens  the  Flea  configuration  file  and  calls  the  appropriate 
process_*  function  to  process  each  line  in  the  file.  The  process_*  functions  generate  the 
Simulation  Host-type  messages  used  to  configure  the  system.  config_translator  is  called 
whenever  Flea  is  invoked  by  the  user. 

The  function  call  is  config_translator  (input_fn,  msg_buffer, 
msg_buffer_size),  where"  " 

input  Jh  is  the  name  of  the  configuration  file 

msg_bi0er  is  a  pointer  to  the  buffer  to  be  used  for  outgoing  messages 
msgj)vffer_size  is  the  size  of  the  outgoing  message  buffer 

config_translator  does  the  following: 

•  Opens  the  specified  file. 

•  Zeroes  out  Ae  command  buffer. 

•  Calls  read_a_keyword  to  read  an  entry  from  the  file. 

•  Calls  the  appropriate  process_*  function  to  process  the  line. 

•  Verifies  that  the  outgoing  buffer  has  room  to  hold  the  new  outgoing  messages.  If  it 
does  not,  exits  with  a  1. 

•  Repeats  the  procedure  for  each  line  in  the  file. 

•  When  the  END  command  is  detected  in  the  file,  or  if  an  error  is  reported  by  one  of 
the  called  procedures: 

-  Closes  the  file. 

-  Outputs  "PASSED"  or  "FAILED"  to  stdout,  depending  on  whether  or  not 
an  error  occurred. 

-  Uses  the  OUTPUT_MESSAGE  macro  to  put  a  MSG_END  message  into 
the  message  buffer. 

The  function  returns  the  status  from  the  last  called  routine  as  error  Jlag.  It  returns  EOF  if 
the  specified  file  could  not  be  opened  or  contained  a  syntax  error. 


Called  By:  flea_init_cig_sw 


Routines  Called:  bzero 

exit 
fclose 
fopen 

OUTPUT.MESSAGE 

printf 

process_2d_sctup 

process_add_traj_tabIe 

process_agl_setup 

process_ammo_define 

proccss_cig_ctl 

process_configtree_node 

process_define_tx_mode 

process_drl  l_pkt_size 
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pnx:ess_file_description 

process_lt_state 

process_overlay_setup 

process_ppm_^splay_mode 

process_ppm_display_offset 

process_ppm_pixel_location 

processj)pm_pixel_state 

process_sio_close 

process_sio_init 

pixx:ess_tf_imt_h<lr 

process_tf_init_pt 

process_tf_state 

process_traj_entry 

process_viewport_state 

read_a_keyword 

strcmp 

sticpy 


Parameters: 

char 

*input_fn 

UNS  1 

*msg_buffer 

INT_4 

msg_buffer_size 

Returns: 

EOF 

error_fIag 

2. 7. 2. 2  process_cig_ctl 

The  process_cig_ctl  function  generates  the  MSG_CIG_CTL  message.  This  function  is 
called  if  the  entry  in  the  input  configuration  file  is  START_CIG_CITL. 

The  function  call  is  process_cig_ctl().  The  function  does  the  following: 

•  Initializes  the  output  message. 

•  Zeroes  out  the  command  buffer. 

•  Calls  read_a_keyword  to  read  each  parameter  firom  the  entry. 

•  For  each  parameter  in  the  entry: 

-  Determines  which  parameter  is  being  set  (control_code,  subsysjd,  or 
subsys_channel). 

-  Reads  the  data  specified  for  the  parameter. 

Sets  the  parameter's  value  in  the  output  message. 

•  Stops  reading  when  it  detects  an  END_CIG_CTL  message  or  an  invalid  parameter. 

•  Uses  the  OLnTUT_MESSAGE  macro  to  put  the  MSG_CIG_CTL  message  into  the 
message  buffer. 

The  function  returns  error  Jlag  set  to  FALSE  if  successful,  or  EOF  if  a  syntax  error  was 
detected. 


Called  By:  config_translator 
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Routines  Called: 


bzero 

fgets 

fscanf 

OUTPUT.MESSAGE 


printf 

rcad_a_keyword 

strcmp 


Parameters:  none 

Returns:  error_flag 


2.7. 2.3  process_fiIe_description 

The  process_file_description  function  generates  the  MSG_FILE_DESCR  message.  This 
function  is  called  if  the  entry  in  the  input  configuration  file  is  START_FILE_DESCR. 

The  function  call  is  process_file_description().  The  function  does  the  following: 

•  Initializes  the  output  message. 

•  Zeroes  out  the  command  buffer. 

•  Calls  read_a_keyword  to  read  each  parameter  from  the  entry. 

•  For  each  parameter  in  the  entry: 

-  Determines  which  parameter  is  being  set  (size,  number,  request,  or 
filename). 

-  Reads  the  data  specified  for  the  parameter. 

Sets  the  parameter's  value  in  the  output  message. 

•  Stops  reading  when  it  detects  an  END_FILE_DESCR  message  or  an  invalid 
parameter. 

•  Uses  the  OUTPUT_MESSAGE  macro  to  put  the  MSG_FILE_DESCR  message 
into  the  message  buffer. 

The  function  returns  error  Jlag  set  to  FALSE  if  successful,  or  EOF  if  a  syntax  error  was 
detected. 


Called  Ey:  config_translator 


Routines  Called: 


bzero 

fgets 

fscanf 

OUTFUT_MESSAGE 


printf 

read_a_keyword 

strcmp 


Parameters:  none 
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Returns:  error_flag 


2. 7. 2. 4  process_configtree_node 

The  process_configt^_node  function  generates  the  MSG_C3lEATE_CONFIGNODE 
message.  This  function  is  called  if  the  entry  in  the  input  configuration  file  is 
START_CREATE_CONnGNODE  or  START_CONHGTREE_NODE. 

The  function  call  is  process_configtree_node().  The  function  does  the  following: 

•  Initializes  the  output  message. 

•  Reads  the  node_index  from  the  input  file. 

•  Zeroes  out  the  command  buffer. 

•  Calls  read_a_keyword  to  read  each  parameter  from  the  node's  entry  . 

•  For  each  parameter  in  the  entry: 

-  Determines  which  parameter  is  being  set  (parent_index,  node_type,  matrix, 
etc.). 

-  Reads  the  data  specified  for  the  parameter. 

-  Sets  the  parameter's  value  in  the  output  message. 

•  Stops  reading  when  it  detects  an  END_CREATE_CONFIGNODE  message,  an 
END_CONFIGTREE_NODE  message,  or  an  invalid  parameter. 

•  Uses  the  OUTPUT_MESSAGE  macro  to  put  the  MSG_CREATE_CONHGNODE 
message  into  the  message  buffer. 

The  function  returns  error  Jlag  set  to  FALSE  if  successful,  or  EOF  if  a  syntax  error  was 
detected. 


Called  By:  config_translator 


Routines  CaUed: 


bzero 

fgetc 

fgets 

fsc3nf 

OUTPUT.MESSAGE 


printf 

read_a_keyword 

strcmp 


Parameters:  none 

Returns:  error_flag 


2.7, 2.5  process_viewport_state 

The  process_viewport_state  function  generates  the  MSG_VIEWPORT_STATE  message. 
This  function  is  called  if  the  entry  in  the  input  configuration  file  is 
START_VIEWPORT_STATE. 
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The  function  call  is  process_viewport_state().  The  function  does  the  following: 

•  Initializes  the  output  message. 

•  Reads  the  node_index  from  the  input  file. 

•  If  the  node_index  is  too  large,  ou^uts  an  error  and  sets  error_flag  to  TRUE. 

•  Zeroes  out  the  command  buffer. 

•  Calls  read_a_keywoid  to  read  each  parameter  from  the  entry. 

•  For  each  parameter  in  the  entry: 

-  E>etermines  which  parameter  is  being  set  (viewport_id,  resolution, 
viewing_range,  etc.). 

-  Reads  the  data  for  the  parameter. 

-  Sets  the  parameter's  vdue  in  the  output  message. 

•  Stops  reading  when  it  detects  an  END_VIEWPORT_STATE  message  or  an  invalid 
parameter. 

•  Uses  the  OUTPUT_MESSAGE  macro  to  put  the  MSG_VIEWPORT_STATE 
message  into  the  message  buffer. 

The  function  returns  error  Jlag  set  to  FALSE  if  successful,  TRUE  if  the  node_index  is 
invalid,  or  EOF  if  a  syntax  error  was  detected. 


Called  By;  config_translator 


Routines  Called: 


bzero 

fgets 

fscduf 

OUTPUT_MESSAGE 


printf 

read_a_keyword 

strcmp 


Parameters;  none 

Returns:  eiTor_flag 


2. 7. 2. 6  process_define_tx_mode 

The  process_define_tx_mode  function  generates  the  MSG_DEFINE_TX_MODE  message. 
This  function  is  called  if  the  entry  in  the  input  configuration  file  is 
START_DEFINE_TX_MODE. 

The  function  call  is  process_define_tx_mode().  The  function  does  the  following: 

•  Initializes  the  output  message. 

•  Zeroes  out  the  command  buffer. 

•  Calls  read_a_keyword  to  read  each  parameter  from  the  entry. 

•  For  each  parameter  in  the  entry  : 

Determines  which  parameter  is  being  set  (subsys_id,  mode_id,  mpv_mode, 
etc.). 

-  Reads  the  data  for  the  parameter. 
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-  Sets  the  parameter's  value  in  the  output  message. 

•  Stops  reading  when  it  detects  an  END_DEFINE_TX_MODE  message  or  an  invalid 
parameter. 

•  Uses  the  OUTPUT_MESSAGE  macro  to  put  the  MSG_DEFINE_TX_MODE 
message  into  the  message  buBier. 

The  function  returns  error  Jlag  set  to  FALSE  if  successful,  or  EOF  if  a  syntax  error  was 
detected. 


Called  By:  config_translator 


Routines  Called: 


bzero 

fgets 

fscsiif 

OUTPUT.MESSAGE 


printf 

read_a_keyword 

strcmp 


Parameters:  none 

Returns:  error_flag 


1.1. 1.1  process_overlay_setup 

The  process_overlay_setup  function  generates  the  MSG_OVERLAY_SETUP  message. 
This  function  is  called  if  the  entry  in  die  input  configuration  file  is 
START_OVERLAY_SETUP. 

The  function  call  is  process_overlay_setup().  The  function  does  the  following: 

•  Initializes  the  output  message. 

•  Zeroes  out  the  command  buffer. 

•  Calls  read_a_keyword  to  read  each  parameter  from  the  entry. 

•  For  each  parameter  in  the  entry: 

-  Determines  which  parameter  is  being  set  (type,  barreLoffset,  etc.). 

-  Reads  the  data  for  the  parameter. 

-  Sets  the  parameter's  value  in  the  output  message. 

•  Stops  reading  when  it  detects  an  END_OVERLAY_SETUP  message  or  an  invalid 
parameter. 

•  Uses  the  OUTPUT_MESSAGE  macro  to  put  the  MSG_OVERLAY_SETUP 
message  into  the  message  buffer. 

The  function  returns  error  Jlag  set  to  FALSE  if  successful,  or  EOF  if  a  syntax  error  was 
detected. 


Called  By:  config_translator 
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Routines  Called: 


bzero 

fgets 

fscdnf 

OUTPUT.MESSAGE 


printf 

read_a_keyword 

sticmp 


Parameters:  none 

Returns:  enor_flag 


2. 7. 2. 8  process_tf_init_hdr 

The  process_tf_init_hdr  function  generates  the  MSG_TF_INIT_HDR  message.  This 
function  is  called  if  the  entry  in  the  input  configuration  file  is  START_TF_IMT_HDR. 

The  function  call  is  process_tf_init_hdr().  The  function  does  the  following: 

•  Initializes  the  output  message. 

•  Reads  the  vehicle  id  from  the  file. 

•  Calls  read_a_keyword  to  read  each  parameter  from  the  entry. 

•  For  each  parameter  in  the  entry: 

-  Determines  which  parameter  is  being  set  (own_vehicle_flag,  point_count, 
etc.). 

-  Reads  the  data  for  the  parameter. 

-  Sets  the  parameter's  vine  in  the  output  message. 

•  Stops  reading  when  it  detects  an  END_TF_INIT_HDR  message  or  an  invalid 
parameter. 

•  Uses  the  OUTPUT_MESSAGE  macro  to  put  the  MSG_TF_INrr_HDR  message 
into  the  message  buffer. 

The  function  returns  error  Jlag  set  to  FALSE  if  successful,  or  EOF  if  a  syntax  error  was 
detected. 


Called  By:  config_translator 


Routines  Called: 


bzero 

fgets 

fscHnf 

OUTPUT  MESSAGE 


printf 

read_a_keyword 

strcmp 


Parameters:  none 
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Returns:  cnor_flag 


2. 7. 2. 9  process_tf_init_pt 

The  process_tf_init_pt  function  generates  the  MSG_TF_INn’_PT  message.  This  function 
is  called  if  the  entry  in  the  input  configuration  file  is  START_TF_IN1T_^. 

The  function  call  is  process_tf_init_pt().  The  function  does  the  following: 

•  Initializes  the  output  message. 

•  Zeroes  out  the  command  buffer. 

•  Reads  the  vehicle  id  from  the  file. 

•  Calls  read_a_keyword  to  read  each  parameter  fiom  the  entry. 

•  For  each  parameter  in  the  entry: 

-  Determines  which  parameter  is  being  set  (point  or  position). 

-  Reads  the  data  for  Ae  parameter. 

-  Sets  the  parameter's  value  in  the  output  message. 

•  Stops  reading  when  it  detects  an  END_TF_INIT_PT  message  or  an  invalid 
parameter. 

•  Uses  the  OUTPUT_MESSAGE  macro  to  put  the  MSG_TF_INIT_PT  message  into 
the  message  buffer. 

The  function  returns  error  Jlag  set  to  FALSE  if  successful,  or  EOF  if  a  syntax  error  was 
detected. 


Called  By:  config_translator 


Routines  Called: 


bzero 

fgets 

fscanf 

OUTPUT  MESSAGE 


printf 

read_a_keyword 

strcmp 


Parameters:  none 

Returns:  error_flag 


2.7.2.10  process_agl_setup 

The  process_agl_setup  function  generates  the  MSG_AGL_SETUP  message.  This  function 
is  called  if  the  message  in  the  input  configuration  file  is  START_AGL_SETUP. 

The  function  call  is  process_agl_setup().  The  function  does  the  following: 

•  Initializes  the  output  message. 
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•  Zeroes  out  the  command  buffer. 

•  Calls  read_a_keyword  to  read  each  parameter  firom  the  entry, 

•  For  each  parameter  in  the  entry: 

-  Determines  which  parameter  is  being  set  (for  this  message,  the  only  valid 
parameter  is  state). 

-  Reads  the  data  for  the  parameter. 

-  Sets  the  parameter's  v^ue  in  the  output  message. 

•  Stops  reading  when  it  detects  an  END_AGL_SETUP  message  or  an  invalid 
parameter. 

•  Uses  the  OUTPUT_MESSAGE  macro  to  put  the  MSG_AGL_SETUP  message 
into  the  message  buffer. 

The  function  returns  error  Jlag  set  to  FALSE  if  successful,  or  EOF  if  a  syntax  error  was 
detected. 


Called  By:  config_translator 


Routines  Called: 


bzero 

fgets 

fsCHtlf 

OUTPUT_MESSAGE 


printf 

read_a_keyword 

strcmp 


Parameters:  none 

Returns:  enor_flag 


2.7.2.11  process_sio_init 

The  process_sio_init  function  generates  the  MSG_SIO_INIT  message.  This  function  is 
called  if  the  entry  in  the  input  conEguration  file  is  START_SIO_INrr. 

The  function  call  is  process_sio_init  ().  The  function  does  the  following: 

•  Initializes  the  output  message. 

•  Zeroes  out  the  command  buffer. 

•  Calls  read_a_keyword  to  read  each  parameter  from  the  entry. 

•  For  each  parameter  in  the  entry: 

-  Determines  which  parameter  is  being  set  (device_name,  device_id,  etc.). 

-  Reads  the  data  for  Ae  parameter. 

-  Sets  the  parameter's  value  in  the  output  message. 

•  Stops  reading  when  it  detects  an  END_SIO_INlT  message  or  an  invalid  parameter. 

•  Uses  the  0U1PUT_MESSAGE  macro  to  put  the  MSG_SIO_INIT  message  into  the 
message  buffer. 

The  function  returns  error  Jlag  set  to  FALSE  if  successful,  or  EOF  if  a  syntax  error  was 
detected. 
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Called  By:  cwifig_translator 


Routines  Called:  bzero 

fscduf 

OUTPUT.MESSAGE 

printf 

read_a_keyword 

strcmp 


Panuneters:  n<Hie 

Returns:  error_flag 


2.7.2.12  process_add_traj_table 

The  process_add_traj_table  function  generates  the  MSG_ADD_TRAJ_TABLE  message. 
This  function  is  call^  if  the  message  in  the  input  conBguration  file  is 
START_ADD_TRAJ_TABLE. 

The  function  call  is  process_add__traj__table().  The  function  does  the  following: 

•  Initializes  the  output  message. 

•  Zeroes  out  the  command  buffer. 

•  Calls  rcad_a_keyword  to  read  each  parameter  from  the  entry. 

•  For  each  parameter  in  the  entry: 

-  Ctetermines  which  parameter  is  being  set  (traj_type,  sample_rate,  etc.). 

-  Reads  the  data  for  Ae  parameter. 

-  Sets  Ae  parameter's  vdue  m  Ae  output  message. 

•  Stops  reading  when  it  detects  an  END_ADD_TRAJ_TABLE  message  or  an  mvalid 
parameter. 

•  Uses  Ae  OUTPUT_MESSAGE  macro  to  put  Ae  MSG_ADD_TRAJ_TABLE 
message  mto  Ae  message  buffer. 

The  function  returns  error  Jlag  set  to  FALSE  if  successful,  or  EOF  if  a  syntax  error  was 
detected. 


Called  By:  config_translator 


Routmes  Called:  bzero 

fscanf 

OUTPUT.MESSAGE 

printf 

read_a_keyword 

strcmp 
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Parameters:  none 


Returns:  error_flag 


2.7.2.13  process_traj_entry 

The  process_traj_entry  function  generates  the  MSG_TRAJ_ENTRY  message.  This 
function  is  call^  if  the  entry  in  the  input  ccwifiguration  file  is  START_TRAJ_ENTRY. 

The  function  call  is  process_traj_entry().  The  function  does  the  following: 

•  Initializes  the  output  message. 

•  Zeroes  out  the  command  buffer. 

•  Calls  read_a_keyword  to  read  each  parameter  from  the  entry. 

•  For  each  parameter  in  the  entry: 

-  Dietermines  which  parameter  is  being  set  (traj_type,  entry_index,  etc.). 

-  Reads  the  data  for  Ae  parameter. 

-  Sets  the  parameter's  vine  in  the  output  message. 

•  Stops  reading  when  it  detects  an  END_TRAJ_ENTRY  message  or  an  invalid 
parameter. 

•  Uses  the  OUTPUT_MESSAGE  macro  to  put  the  MSG_TRAJ_ENTRY  message 
into  the  message  buffer. 

The  function  returns  error  Jlag  set  to  FALSE  if  successful,  or  EOF  if  a  syntax  error  was 
detected. 


Called  By:  config_translator 


Routines  Called:  bzero 

fscanf 

OUTPUT_MESSAGE 

printf 

read_a_keyword 

strcmp 


Parameters:  none 

Returns:  cnor_flag 


2.7.2.14  process_2d_setup 

The  process_2d_setup  function  generates  the  MSG_2D_SETUP  message.  This  function  is 
called  if  the  entry  in  the  input  contiguration  file  is  START_2D_SETUP. 

The  function  call  is  process_2d_setup().  The  function  does  the  following: 

•  Initializes  the  output  message. 
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•  Zeroes  out  the  ctMnmand  buffer. 

•  Calls  read_a_keyword  to  read  each  parameter  from  the  entry. 

•  For  each  parameter  in  the  entry: 

-  Determines  which  parameter  is  being  set  (for  this  message,  the  only  valid 
parameter  is  string). 

-  Reads  the  data  for  the  parameter. 

-  Sets  the  parameter's  v^ue  in  the  output  message. 

•  Stops  reading  the  entry  when  it  detects  the  END_2D_SETUP  message. 

•  Stops  reading  when  it  detects  an  END_2D_SETUP  message  or  an  invalid 
parameter. 

•  Uses  the  OUTPUT_MESSAGE  macro  to  put  the  MSG_2D_SETUP  message  into 
the  message  buffer. 

The  function  returns  error  Jlag  set  to  FALSE  if  successful,  or  EOF  if  a  syntax  error  was 
detected. 


Called  By:  config_iranslator 


Routines  Called:  bzero 

fgetc 

OUTPUT_MESSAGE 

printf 

read_a_keyword 

strcmp 


Parameters:  none 

Returns:  error_flag 


2.7.2.15  process_lt_state 

The  process_lt_state  function  generates  the  MSG_LT_STATE  message.  This  function  is 
called  if  the  entry  in  the  input  configuration  file  is  START_LT_STATE. 

The  function  call  is  process_lt_state().  The  function  docs  the  following: 

•  Initializes  the  output  message. 

•  Zeroes  out  the  command  buffer. 

•  (Tails  read_a_keyword  to  read  each  parameter  from  the  entry. 

•  For  each  parameter  in  the  entry: 

-  Determines  which  parameter  is  being  set  (code,  size,  or  interval). 

-  Reads  the  data  for  Ae  parameter. 

-  Sets  the  parameter's  vdue  in  the  output  message. 

•  Stqis  reading  when  it  detects  an  END_LT_STATE  message  or  an  invalid 
parameter. 

•  Uses  the  OUTPUT_MESSAGE  macro  to  put  the  MSG_LT_STATE  message  into 
the  message  buffer. 
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The  function  returns  error  Jlag  set  to  FALSE  if  successful,  or  EOF  if  a  syntax  error  was 
detected. 


Called  By:  config_translator 


Routines  Called:  bzero 

fscsuif 

OUTPUT.MESSAGE 

printf 

read_a_keyword 

strcn^ 


Parameters:  none 

Returns:  error_flag 


2.7.2.16  process_drll_pkt_size 

The  process_drl  l_pkt_size  function  generates  the  MSG_DR1 1_PKT_SIZE  message. 
This  function  is  called  if  the  entry  in  the  input  configuration  file  is 
START.DRl  1_PKT_SIZE. 

The  function  call  is  process_drll_pkt_size().  The  function  does  the  following: 

•  Initializes  the  output  message. 

•  Zeroes  out  the  command  buffer. 

•  Calls  read_a_keyword  to  read  each  parameter  from  the  entry. 

•  For  each  parameter  in  the  entry: 

-  Determines  which  parameter  is  being  set  (sim_to_cig_pkt_size, 
cig_to_sim_pkt_size,  etc.). 

-  Reads  the  data  for  the  parameter. 

-  Sets  the  parameter's  vine  in  the  output  message. 

•  Stops  reading  when  it  detects  an  END_DR1 1_PKT_S12E  message  or  an  invalid 
parameter. 

•  Uses  the  OUTPUT_MESS  AGE  macro  to  put  the  MSG_DR  1 1_PKT_SIZE 
message  into  the  message  buffer. 

The  function  returns  error  Jlag  set  to  FALSE  if  successful,  or  EOF  if  a  syntax  error  was 
detected. 


Called  By:  config_translator 


Routines  Called:  bzero 

fscRnf 

OUTPUT_MESSAGE 

printf 

read_a_keyword 
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strcmp 


Parameters:  none 


Returns:  error_flag 


2.7.2.17  process_sio_close 

The  process_sio_close  function  generates  the  MSG_SIO_CLOSE  message.  This  function 
is  called  if  the  entry  in  the  input  configuration  file  is  START_SIO_CLOSE. 

The  function  call  is  process_sio_cIose().  The  function  does  the  following: 

•  Initializes  the  output  message. 

•  Zeroes  out  the  command  buffer. 

•  Calls  read_a_keyword  to  read  each  parameter  from  the  entry. 

•  For  each  parameter  in  the  entry: 

Determines  which  parameter  is  being  set;  for  this  message  type,  the  only 
valid  parameter  is  device_name. 

-  Reads  the  data  for  the  parameter. 

Sets  the  parameter's  vdue  in  the  output  message. 

•  Stops  reading  when  it  detects  an  END_SlO_CLOSE  message  or  an  invalid 
parameter. 

•  Uses  the  OUTPUT_MESSAGE  macro  to  put  the  MSG_SIO_CLOSE  message  into 
the  message  buffer. 

The  function  returns  error  Jlag  set  to  FALSE  if  successful,  or  EOF  if  a  syntax  error  was 
detected. 


Called  By:  config_translator 


Routines  Called:  bzero 

fsc£Lnf 

OUTPUT.MESSAGE 

printf 

read_a_keyword 

strcmp 


Parameters:  none 

Returns:  error_flag 


2.7.2.18  process_tf_state 

The  process_tf_state  function  generates  the  MSG_TF_STATE  message  This  function  is 
called  if  the  entry  in  the  input  configuration  file  is  START_TF_STATC. 
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The  function  call  is  process_tf_state().  The  function  does  the  following: 

•  Initializes  the  output  message. 

•  Zeroes  out  the  command  buffer. 

•  Calls  read_a_keyword  to  read  each  parameter  from  the  entry. 

•  For  each  parameter  in  the  entry: 

-  Determines  which  parameter  is  being  set  (vehiclejd,  code,  or  frequency). 

-  Reads  the  data  for  ±e  parameter. 

-  Sets  the  parameter's  vine  in  the  output  message. 

•  Stops  reading  when  it  detects  an  END_TF_STATE  message  or  an  invalid 
parameter. 

•  Uses  the  OUTPUT_MESSAGE  macro  to  put  the  MSG_TF_STATE  message  into 
the  message  buffer. 

The  function  returns  error  Jlag  set  to  FALSE  if  successful,  or  EOF  if  a  syntax  t.ror  was 
detected. 


Called  By:  config_translator 


Routines  Called:  bzero 

fsc3rif 

OUTPUT.MESSAGE 

printf 

read_a_keyword 

sticmp 


Parameters:  none 

Returns:  error_flag 


2.7.2.19  process_ammo_define 

The  process_ammo_define  function  generates  the  MSG_AMMO_DEFINE  message.  This 
function  is  called  if  the  message  in  the  input  configuration  file  is 
START_AMMO_DEFINE. 

The  function  call  is  process_ammo_define().  The  function  does  the  following: 

•  Initializes  the  output  message. 

•  Zeroes  out  the  command  buffer. 

•  Calls  read_a_keyword  to  read  each  parameter  from  the  entry. 

•  For  each  parameter  in  the  entry: 

-  Determines  which  parameter  is  being  set;  for  this  message  type,  the  only 
valid  parameter  is  ammo_type_map. 

Reads  the  data  for  the  parameter. 

-  Sets  the  parameter's  value  in  the  output  message. 

•  Stops  reading  when  it  detects  an  END_AMMO_DEFlf^  message  or  an  invalid 
parameter. 
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•  Uses  the  OUTPUT_MESSAGE  macro  to  put  the  MSG_AMMO_DEFINE  message 
into  the  message  buffer. 

The  function  returns  error  Jlag  set  to  FALSE  if  successful,  or  EOF  if  a  syntax  error  was 
detected. 


Called  By:  config_translator 


Routines  Called:  bzero 

fscsjif 

OUTPUT_MESSAGE 

printf 

read_a_keyword 

strcmp 


Parameters:  none 


Returns:  eiTor_flag 


2.7.2.20  process_ppm_dispIay_mode 

The  process_ppm_display_mode  function  generates  the  MSG_PPM_DISPLAY_MODE 
message.  This  function  is  called  if  the  entry  in  the  input  configuration  file  is 
START_PPM_DISPLAY_MODE. 

The  function  call  is  process_ppm_dispIay_mode().  The  function  does  the  following: 

•  Initializes  the  output  message. 

•  Zeroes  out  the  command  buffer. 

•  Calls  read_a_keyword  to  read  each  parameter  from  the  entry. 

•  For  each  parameter  in  the  entry: 

-  Determines  which  parameter  is  being  set  (subsystem,  channel,  or 
display_mode). 

-  Reads  the  data  for  the  parameter. 

-  Sets  the  parameter's  value  in  the  output  message. 

•  Stops  reading  when  it  detects  an  END_PPM_DISPLAY_MODE  message  or  an 
invalid  parameter. 

•  Uses  the  OUTPUT_MESSAGE  maao  to  put  the  MSG_PPM_DISPLAY_MODE 
message  into  the  message  buffer. 

The  function  returns  error  Jlag  set  to  FALSE  if  successful,  or  EOF  if  a  syntax  error  was 
detected. 


Called  By:  config_translator 

Routines  Called:  bzero 

fscanf 
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OUTPUT_MESSAGE 

printf 

read_a_keyword 

strcmp 


Parameters:  none 

Returns:  ent)r_flag 


2.7.2.21  process_ppm_display_offset 

The  process_ppm_display_offset  function  generates  the  MSG_PPM_DISPLAY_OFFSET 
message.  This  function  is  called  if  the  entry  in  the  input  configuration  file  is 
START_PPM_DISPLAY_OFFSET. 

The  function  call  is  process_ppm_display_offset().  The  function  does  the  following: 

•  Initializes  the  output  message. 

•  Zeroes  out  the  command  buffer. 

•  Calls  read_a_keyword  to  read  each  parameter  from  the  entry. 

•  For  each  parameter  in  the  entry: 

-  Etetermines  which  parameter  is  being  set  (subsystem,  channel,  offset_i,  or 
offsetj). 

-  Reads  the  data  for  the  parameter. 

-  Sets  the  parameter's  value  in  the  output  message. 

•  Stops  reading  when  it  detects  an  END_PPM_DISPLAY_OFFSET  message  or  an 
invalid  parameter. 

•  Uses  the  OUTPUT_MESSAGE  macro  to  put  the  MSG_PPM_DISPLAY_OFFSET 
message  into  the  message  buffer. 

The  function  returns  error  Jlag  set  to  FALSE  if  successful,  or  EOF  if  a  syntax  error  was 
detected. 


Called  By:  config_translator 


Routines  Called:  bzero 

fscanf 

OUTPUT.MESSAGE 

printf 

read_a_keyword 

strcmp 


Parameters:  none 

Returns:  error_flag 
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1.1 .1.21  process_ppm_pixel_location 

The  process_ppm_pixel_location  function  generates  the  MSG_PPM_PIXEL_LOCATION 
message.  This  function  is  called  if  the  entry  in  the  input  configuration  file  is 
START_PPM_PIXEL_LOCATION. 

The  function  call  is  process_ppni_pixel_location().  The  function  does  the  following: 

•  Initializes  the  output  message. 

•  Zeroes  out  the  command  buffer. 

•  Calls  read_a_keyword  to  read  each  parameter  from  the  entry. 

•  For  each  parameter  in  the  entry: 

-  Etetermines  which  parameter  is  being  set  (subsystem,  channel,  locationj,  or 
location_j). 

-  Reads  the  data  for  the  parameter. 

-  Sets  the  parameter's  v^ue  in  the  output  message. 

•  Stops  reading  when  it  detects  an  END_PPM_PIXEL_LOCATION  message  or  an 
invalid  parameter. 

•  Uses  the  OUTPUT_MESSAGE  macro  to  put  the  MSG_PPM_PIXEL_LOCATION 
message  into  the  message  buffer. 

The  function  returns  error  Jlag  set  to  FALSE  if  successful,  or  EOF  if  a  syntax  error  was 
detected. 


Called  By:  config_translator 


Routines  Called:  bzero 

fsc^nf 

OUTPUT_MESSAGE 

printf 

read_a_keyword 

strcmp 


Parameters:  none 


Returns: 


error_flag 


2.7.2.23  process_ppm_pixeI_state 

The  process_ppm_pixel_state  function  generates  the  MSG_PPM_PIXEL_STATE 
message.  This  function  is  called  if  the  entry  in  the  input  configuration  file  is 
START_PPM_PIXEL_STATE. 

The  function  call  is  process_ppm_pixel_state().  The  function  does  the  following: 

•  Initializes  the  output  message. 

•  Zeroes  out  the  command  buffer. 
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•  Calls  read_a_keyword  to  read  each  parameter  from  the  entry. 

•  For  each  parameter  in  the  entry: 

-  Determines  which  parameter  is  being  set  (subsystem,  channel,  or  state). 

-  Reads  the  data  for  tihe  parameter. 

Sets  the  parameter's  v^ue  in  the  output  message. 

•  Stops  reading  when  it  detects  an  END_PPM_P1XEL_STATE  message  or  an  invalid 
parameter. 

•  Uses  the  OUTPUT_MESSAGE  macro  to  put  the  MSG_PPM_PIXEL_STATE 
message  into  the  message  buffer. 

The  function  returns  error  Jlag  set  to  FALSE  if  successful,  or  EOF  if  a  syntax  error  was 
detected. 


Called  By:  config_translator 


Routines  Called:  bzero 

fscdnf 

OUTPUT_MESSAGE 

printf 

read_a_keyword 

strcmp 


Parameters:  none 

Returns:  error_flag 


2.7.2.24  read_a_keyword 

The  read_a_keyword  function  puts  the  next  entry  in  the  configuration  file  into  the  command 
buffer.  config_translator  then  parses  the  entry  in  the  command  buffer  and  calls  the 
appropriate  process_*  function  to  handle  it. 

The  function  call  is  read_a_keyword(). 

The  function  first  calls  remove_comment_lines  and  remove_white_space  to  eliminate 
extraneous  data.  It  then  reads  each  character  into  the  command  buffer  until  it  encounters  a 
pound  sign  (#)  or  a  space. 


Called  By:  config_translator 

process_2d_setup 

process_add_traj_table 

process_agLsetup 

process_ammo_define 

process_cig_ctl 

process_configtree_node 

process_define_tx_mode 

process_drl  l_pkt_size 

process_file_description 
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process_lt_state 

process_overlay_setup 

process_ppm_dispIay_m(xie 

process_ppni_display_offset 

process_ppm_pixel_location 

process_ppm_pixel_state 

process_sio_close 

process_sio_init 

process_tf_init_hdr 

process_tf_init_pt 

pnx;ess_tf_state 

process_traj_entry 

prtx;ess_viewport_state 


Routines  Called;  fgetc 

fscanf 

isspace 

remove_coniment_lines 

remove_white_space 

ungetc 


Parameters:  none 


Returns:  none 


2.7.2.25  remove_white_space 

The  remove_white_space  function  checks  for  and  skips  over  blank  lines  in  the 
configuration  file. 

The  function  call  is  remove_white_space(). 


Called  By: 
Routines  Called: 

Parameters: 


read_a_keyword 


fgetc 

isspace 

ungetc 


none 


Returns: 


none 
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2.7.2.26  reinove_coinment_lines 

The  remove_comment_lines  function  checks  for  and  skips  over  comment  lines  (identified 
by  #)  in  the  configuration  file. 

The  function  call  is  remove  comment  lines(). 


Called  By:  read_a_keyword 


Routines  Called:  fgetc 

fgets 

ungetc 


Parameters:  none 


Returns:  none 


2.7.3  dynamic_demo.c 

The  dynamic_demo  function  provides  a  real-time  demonstration  of  up  to  32  dynamic 
models.  This  demonstration  is  controlled  as  follows: 

•  The  demo  is  started  if  the  user  selects  the  d  ("moving  model  demo")  option  on  the 
Flea  Switches  menu.  (The  demo  can  also  be  invoked  through  the  Flea  AGPT 
Locations  and  Flea  AGPT  Switches  menus.) 

•  If  a  demo  has  been  started,  flea_encode_data  calls  dynamic_demo  each  frame  to 
continue  the  demo. 

•  The  number  of  vehicles  in  the  demo,  and  other  demo  parameters,  can  be  set  on  the 
Moving  Models  E)emonstration  menu,  reached  by  selecting  the  d  ("moving  model 
demo")  option  on  the  Flea  Switches  menu  after  a  demo  has  been  started. 

•  The  demo  can  be  stopped  by  selecting  option  9  ("stop  demonstration")  on  the 
Moving  Models  Demonstration  menu. 

The  function  call  is  dynamic_demo(frame),  where  frame  is  the  simulation  frame 
number.  dynamic_demo  does”the  following: 

•  If  the  frame  number  is  0  (indicating  the  start  of  a  new  demo): 

-  Allocates  memory  for  the  demo. 

-  Initializes  parameters  that  can  be  changed  by  the  tqjerator. 

-  Sets  the  demonstration  variable  to  2. 

•  If  the  frame  number  is  from  1  through  9998  (i.e.,  during  a  demo): 

-  Updates  the  position  and  orientation  of  each  model. 

Builds  a  MSG_OTHERVEH_STATE  for  each  model  and  puts  it  in  the  Flea- 
to-CIG  message  buffer. 

•  If  the  frame  number  is  greater  than  or  equal  to  9999  (indicating  the  end  of  the 
demo): 

-  Frees  the  allocated  memory. 
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The  function  returns  1  if  frame  is  0,  and  returns  9  for  any  other  frame  value. 


Called  By: 

flea_agpt_locations 

flea_agpt_switches 

flea_encode_data 

flea_switches 

model_demo 

Routines  Called: 

calloc 

cos 

free 

printf 

sin 

TORAD 

Parameters: 

INT_4 

Returns: 

1 

9 


2.7.4  encode_routines.c 

The  functions  in  the  encode_routines.c  CSU  build  the  Simulation  Host-type  message 
packets  sent  to  the  simulation  software  during  a  Flea  exercise.  The  messages  are  then 
processed  by  the  real-time  software  as  if  they  had  been  sent  by  the  Simulation  Host  during 
an  actual  simulation. 

Most  of  the  routines  in  this  CSU  are  called  every  frame  during  a  Flea  exercise.  The  basic 
processing  cycle  is  as  follows: 

•  During  the  Flea  exercise,  the  user  enters  commands  through  various  Flea  menus  to 
move  the  simulation  vehicle,  add  static  vehicles,  fire  rounds,  and  otherwise  interact 
with  the  simulation  environment. 

•  The  flea  functions  that  manage  the  user  interface  put  the  new  data  into  the 
p_flea_out  data  structure.  In  most  cases,  the  functions  also  set  a  flag  in  p_flea_out 
that  indicates  that  new  data  has  been  added.  Each  type  of  data  has  its  own  flag. 

•  At  the  end  of  each  frame,  flea_encode_data  calls  all  of  the  encode  (upd_*)  routines. 

•  Each  upd_*  function  checks  to  see  if  its  flag  is  on,  indicating  that  p_flea_out 
contains  new  data  for  it  to  process. 

•  If  its  flag  is  set,  the  upd_*  function  gets  its  new  data  from  p_flea_out  and  puts  it 
into  a  Simulation  Host-type  message  in  the  current  frame's  outgoing  message 
packet 

•  The  upd_*  function  resets  its  flag  in  p_flea_out,  for  use  the  next  frame. 
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The  runtime  messages  generated  by  the  upd_*  functions  have  the  same  formats  as 
messages  sent  from  the  Simulation  Host.  Refer  to  the  "GTIOO  CIG  to  Simulation  Host 
Interface  Manual"  for  details. 

The  functions  in  this  CSU  are: 

•  upd_matrix_values 

•  upd_rotation_values 

•  upd_dynamic_matrix 

•  upd_view_flags 

•  upd_round_fir^ 

•  upd_chord_fired 

•  upd_auto_fire 

•  upd_rem_static_veh 

•  upd_add_static_veh 

•  upd_send_dynamic 

•  upd_count_hits_per_min 

•  upd_view_mode 

•  upd_show_eff 

•  updjclouds 

•  upd_req_agl 

•  upd_req_point 

•  upd_req_lrange 

•  upd_view_mag 

•  upd_subsys_mode 

•  upd_viewport_up 

•  upd_send_stop 

•  flea_error_print 

•  put_in_hdr 

•  upd_flea_vehicles 

•  fire_round 

•  process_chord 

•  process_round 

•  canceLround 

•  upd_sio_\vrite 

•  upd_lt_state 

•  send_gun_overlay 

•  send_ammo_define 


2.7.4. 1  upd_matrix_values 

The  upd_matrix_values  function  generates  a  MSG_HPRXYZS_MATRIX  or 
MSG_RTS4x3_MATRIX  message  to  update  the  simulated  vehicle’s  main  transformation 
matrix.  This  is  the  first  function  called  at  the  end  of  every  frame  during  a  Rea  exercise. 

The  function  call  is  upd_matrix_values().  The  function  does  the  following: 

•  Resets  the  packet  count  to  0. 

•  Increments  the  packet  count  (size). 

•  Builds  the  message  header  and  puts  it  in  the  packet. 

•  Builds  the  MSG_HPRXYZS_MATRIX  or  MSG_RTS4x3_MATRIX  message 
(depending  on  the  defined  matrix  type)  and  puts  it  in  the  packet. 
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The  function  calls  flea_error_print  if  the  message  packet  does  not  contain  enough  room  for 
the  new  message. 

Matrix  types  are  initialized  to  an  invalid  type  until  the  operator  enters  the  main  Flea  menu. 
CMed  By:  flea_encode_data 

Routines  Called:  flea_error_print 


Parameters:  none 

Returns:  none 


2. 7. 4. 2  upd_rotation_values 

The  upd_rotation_values  function  generates  MSG_ROT2xl_MATRIX, 

MSG_1  ROTATION,  and  MSG_3ROTATIONS  messages  to  update  the  transformation 
matrices  in  the  viewport  configuration  tree  (to  simulate  moving  components).  This 
function  is  used  if  the  user  selects  the  e  ("transform  update")  option  on  the  Flea  Switches 
menu  to  initiate  continual  movement  of  a  node.  The  user  enters  the  node  index,  rotation 
type,  rotation  axis,  and  the  number  of  degrees  to  rotate  each  frame. 

The  function  call  is  upd_rotatlon_vaIues().  For  each  node  selected  by  the  user,  the 
function  does  the  following: 

•  Validates  the  rotation  value  (number  of  degrees  of  rotation);  changes  it  if  it  is 
invalid. 

•  Determines  the  rotation  type  (ROT2x  1 , 1  ROTATION,  or  3ROTATIONS). 

•  Increments  the  packet  count  (size). 

•  Builds  the  message  header  and  puts  it  in  the  packet. 

•  BuUds  the  MSG_ROT2xl_MATRDC,  MSG_1  ROTATION,  or 
MSG_3ROTATIONS  message  and  puts  it  in  the  packet. 

The  function  calls  flea_ciTor_print  if  the  message  packet  does  not  contain  enough  room  for 
the  new  message. 


Called  By:  flea_encode_data 


Routines  Called: 


cos 

flea_error_print 

sin 


Parameters:  none 
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Returns:  none 


2. 7. 4. 3  upd_dynainic_matrix 

The  upd_dynamic_matrix  function  generates  a  MSG_HPRXYZS_MATRIX  message  to 
update  the  transfcmnation  matrices  of  the  simulated  vehicle. 

The  function  call  is  upd_dynamic_inatrix().  The  function  does  the  following: 

•  Validates  the  matrix  type. 

•  Checks  to  see  if  the  node's  p_flea_out->xfnn_update  flag  is  set.  This  flag  indicates 
that  the  transformation  matrix  is  to  be  changed.  It  is  set  by  tickjnit  after  the 
simulation  vehicle's  position  and  orientation  are  entered  by  the  user  at  startup. 

•  Validates  the  rotation  value  (number  of  degrees  of  rotation);  changes  it  if  it  is 
invalid. 

•  Increments  the  packet  count  (size). 

•  Builds  the  message  header  and  puts  it  in  the  packet. 

•  Builds  the  MSG_HPRXYZS_MATRIX  message  and  puts  it  in  the  packet. 

The  function  calls  flea_error_print  if  the  message  packet  does  not  contain  enough  room  for 
the  new  message. 


Called  By:  flea_encode_data 


Routines  Called:  flea_error_print 


Parameters:  none 

Returns:  none 


2. 7. 4. 4  upd_  view_flags 

The  upd_view_flags  function  generates  a  MSG_VIEW_FLAGS  message  to  update  the 
system  view  flags  and  configuration  tree  branch  values  during  the  Flea  exercise.  This 
message  is  sent  every  frame  unless  the  exercise  is  being  stopped.  The  user  can  update 
view  flags  using  the  v  ("change  view  flags")  option  on  the  Rea  Switches  menu. 

The  function  call  is  upd_view_flags().  The  function  does  the  following: 

•  Checks  for  the  stop  flag  in  p_flea_out,  to  see  if  a  CIG  Control-Stop  message  has 
been  generated. 

•  Increments  the  packet  count  (size). 

•  Builds  the  message  header  and  puts  it  in  the  packet. 

•  Builds  the  MSG_VIEW_FLAGS  message  (using  the  data  in  p_flea_out-> 
view_flag)  and  puts  it  in  the  packet. 

The  function  calls  flca_error_print  if  the  message  packet  does  not  contain  enough  room  for 
the  new  message. 
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Called  By:  flea_encode_data 

Routines  Called:  flea_eiTor_print 

Parameters:  none 


Returns:  none 


2. 7. 4. 5  upd_round_fired 

The  upd_round_fired  function  is  used  to  generate  MSG_CANCEL_ROUND, 
MSG_ROUND_FlRED,  and  MSG_PROCESS_ROUND  messages  to  send  to  Ballistics. 

The  function  call  is  upd_round_fired().  The  function  does  the  following: 

•  Makes  sure  shoot_flag  in  p_flea_out  is  non-zero.  This  flag  is  set  to  1  if  the  user 
selects  the  !  ("fire  round,"  "shoot  gun,"  or  "fire  a  round")  option  on  the  Flea 
Ballistics,  Flea  Switches,  Vehicle  Control,  or  Rea  main  menu.  It  is  set  to  -1  if  the 
user  selects  the  *  ("cancel  last  round")  option  on  the  Flea  Ballistics  menu. 

•  If  the  round's  shoot_flag  is  -1  (cancel  round): 

-  Increments  the  packet  count  (size). 

-  Decrements  the  round  count. 

-  Calls  canceLround  to  generate  a  MSG_CANCEL_ROUND  message. 

-  Puts  the  message  in  the  outgoing  message  packet. 

•  If  the  round  fired  is  a  new  round  type: 

-  Increments  the  packet  count  (size). 

-  Calls  process_round  to  generate  a  MSG_PROCESS_ROUND  message. 

-  Puts  the  message  in  the  outgoing  message  packet. 

-  Increments  the  round  count. 

•  If  the  round  fired  is  not  a  new  round  type: 

-  Increments  the  packet  count  (size). 

-  Calls  fire_round  to  generate  a  MSG_ROUND_FIRED  message. 

-  Puts  the  message  in  the  outgoing  message  packet. 

-  Increments  the  round  count. 

The  function  calls  flea_error_print  if  the  message  packet  does  not  contain  enough  room  for 
the  new  message.  It  also  sets  the  round's  shoot_flag  to  FALSE. 


Called  By:  flea_encode_data 


Routines  Called:  cancel_round 

fire_round 

flea_error_print 

process_round 
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Parameters:  none 

Returns:  none 


2. 7. 4. 6  upd_chord_fired 

The  upd_chord_fired  function  is  used  to  generate  a  MSG_PRC)CESS_CHORD  message  to 
send  to  Ballistics. 

The  function  call  is  upd_chord_fired().  The  function  does  the  following: 

•  Makes  sure  the  proc_chord_flag  in  p_flea_out  is  TRUE.  This  flag  is  set  to  TRUE 
if  the  user  selects  the  I  ("fire  laser  weapon")  or  L  ("toggle  laser  weapon")  option  on 
the  Flea  Ballistics  menu. 

•  Increments  the  packet  count  (size). 

•  Calls  process_chord  to  generate  the  MSG_PROCESS_CHORD  message. 

•  Puts  the  message  in  the  outgoing  packet. 

•  Resets  proc_chord_flag  to  FALSE. 

The  function  calls  flea_error_print  if  the  message  packet  does  not  contain  enough  room  for 
the  new  message. 


Called  By: 
Routines  Called: 

Parameters: 


flea_encode_data 

flea_error_print 

process_chord 

none 


Returns:  none 


2. 7. 4. 7  upd_auto_fire 

The  upd_auto_fire  function  is  used  to  send  continuous  MSG_ROUND_FIRED  and 
MSG_PROCESS_ROUND  messages  to  Ballistics.  Up  to  eight  rounds  can  be  processed 
per  frame. 

The  function  call  is  upd_auto_fire().  The  function  does  the  following: 

•  Makes  sure  auto_fire_flag  in  p_flea_out  is  TRUE.  This  flag  is  controlled  using  the 
@  ("toggle  auto  fire")  option  on  the  Flea  Ballistics  menu. 

•  Computes  the  rounds  per  minute  and  the  number  of  rounds  left  to  do. 

•  If  the  round  fired  is  a  new  round  type: 

-  Increments  the  packet  count  (size). 

-  Calls  process_round  to  generate  a  MSG_PROCESS_ROUND  message. 

-  Puts  the  message  in  the  packet. 

-  Increments  the  round  count. 
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•  If  the  round  fired  is  not  a  new  round  type: 

-  Increments  the  packet  count  (size). 

-  Clalls  fire_round  to  generate  a  MSG_ROUND_FIRED  message. 

-  Puts  the  message  in  the  packet. 

-  Increments  the  round  count. 


(Tailed  By:  flea_encode_data 


Routines  Called:  fire_round 

process_round 


Parameters:  none 


Returns:  none 


2. 7. 4. 8  upd_rem_static_veh 

The  upd_rem_static_veh  function  generates  a  MSG_STATI(TVEH_REM  message  to  delete 
a  static  vehicle  from  the  simulation  environment. 

The  function  call  is  i!pd_rem_static_veh().  The  function  does  the  following: 

•  Makes  sure  rem_staticveh_flag  in  p_flea_out  is  TRUE.  This  flag  is  set  to  TRUE  if 
the  user  selects  the  d  ("remove  static  veh")  option  from  the  Flea  Ballistics  menu. 

•  Increments  the  packet  count  (size). 

•  Builds  the  message  header  and  puts  it  in  the  packet. 

•  Copies  the  data  from  p_flea_out  to  the  outgoing  message  packet. 

•  Resets  rem_staticveh_flag  to  FALSE. 

The  function  calls  flea_error_print  if  the  message  packet  does  not  contain  enough  room  for 
the  new  message. 


Called  By:  flea_encode_data 


Routines  (Tailed:  bcopy 

flea_errorj)rint 


Parameters:  none 


Returns:  none 
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2. 7. 4. 9  upd_add_static_veh 

The  upd_add_static_veh  function  generates  a  MSG_STA'nCVEH_STATE  message  to  add 
a  new  static  vehicle  to  the  simulation  environment. 

The  function  call  is  upd_add_static_veh().  The  function  does  the  following: 

•  Makes  sure  add_staticveh_flag  in  p_fIea_out  is  TRUE.  This  flag  is  set  to  TRUE  if 
the  user  selects  the  s  ("drop  static  veh")  option  from  the  Flea  Ballistics  menu. 

•  Increments  the  packet  count  (size). 

•  Builds  the  message  header  and  puts  it  in  the  packet. 

•  Copies  the  data  from  p_flea_out  to  the  outgoing  message  packet. 

•  Resets  add_staticveh_flag  to  FALSE. 

The  function  calls  flea_error_print  if  the  message  packet  does  not  contain  enough  room  for 
the  new  message. 


Called  By: 
Routines  Called: 

Parameters; 


flea_encode_data 

bcopy 

flea_error_print 

none 


Returns:  none 


2.7.4.10  upd_send_dynamic 

The  upd_send_dynamic  function  generates  a  MSG_OTHERVEH_STATE  message  to 
update  the  position  of  a  dynamic  vehicle  in  the  simulation  environment. 

The  function  call  is  upd_send_dynaitiic().  For  each  otherveh_state  entry  in  p_flea_out, 
the  function  does  the  following: 

•  Increments  the  packet  count  (size). 

•  Builds  the  message  header  and  puts  it  in  the  packet. 

•  Copies  the  data  from  p_flea_out  to  the  outgoing  message  packet. 

otherveh_state  entries  in  p_flea_out  are  generated  when  the  user  selects  the  +  ("add 
vehicles")  or  V  ("add  vehicleS")  option  from  the  Flea  Ballistics  menu. 

The  function  calls  flea_error_print  if  the  message  packet  does  not  contain  enough  room  for 
the  new  message. 


Called  By:  flea_encode_data 
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Routines  Called:  bcopy 

flea_error_print 


Parameters:  none 


Returns:  none 


2.7.4.11  upd_count_hits_per_niin 

The  upd_count_hits_per_min  function  keeps  track  of  the  number  of  hits  (Ballistics 
intersections)  per  minute.  This  value  is  used  for  auto-firing. 

The  function  call  is  upd_count_hits_per_min().  The  function  does  the  following: 

•  Makes  sure  hit_count_flag  in  p_flea_out  is  TRUE.  This  flag  is  controlled  using  the 
@  ("toggle  auto  fire")  option  on  the  Flea  Ballistics  menu. 

•  Increments  the  frame_count  in  p_flea_in. 

•  If  the  frame  count  is  greater  than  or  equal  to  5  times  the  frame  rate: 

-  Sets  the  hits_per_minute  in  p_flea_in  to  the  hit_count  times  12. 

-  Resets  the  hit_count  in  p_flea_in  to  0. 

-  Resets  the  frame_count  in  p_flea_in  to  0. 


Called  By: 

flea_encode_data 

Routines  Called: 

none 

Parameters: 

none 

Returns: 

none 

12  upd_view_ 

mode 

The  upd_view_mode  function  is  not  currently  implemented. 


2.7.4.13  upd_show_eff 

The  upd_show_eff  function  generates  a  MSG_SHOW_EFFECT  message  to  display 
specid  effects  at  the  point  of  a  round's  intersection  with  the  simulation  environment. 

The  function  call  is  upd_show_eff().  The  function  does  the  following: 

•  Makes  sure  the  hit's  show_eff_flag  in  p_flea_out  is  TRUE. 

•  Resets  the  hit's  show_eff_flag  to  FALSE. 

•  Increments  the  packet  count  (size). 
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•  Builds  the  message  header  and  puts  it  in  the  packet. 

•  Builds  the  MSG_SHOW_EFFECT  message  and  puts  it  in  the  packet. 

The  function  calls  flea_error_print  if  the  message  packet  does  not  contain  enough  room  for 
the  new  message. 


Called  By:  flea_encode_data 


Routines  Called:  flea_enor_print 


Parameters:  none 


Returns:  none 


2.7.4.14  upd_clouds 

The  upd_clouds  function  generates  a  MSG_CLOUD_STATE  message  to  change  the 
models  used  for  the  clou(£  around  the  simulated  vehicle. 

The  function  call  is  upd_cIouds().  The  function  does  the  following: 

•  Makes  sure  cloud_flag  in  p_flea_out  is  TRUE.  This  flag  is  set  to  TRUE  if  the  user 
selects  the  C  ("clouds  message")  option  on  the  Flea  Switches  menu. 

•  Resets  cloud_flag  to  FALSE. 

•  Increments  the  packet  count  (size). 

•  Builds  the  message  header  and  puts  it  in  the  packet. 

•  Builds  the  MSG_CLOUD_STATE  message  and  puts  it  in  the  packet. 

The  function  calls  flea_eiTor_print  if  the  message  packet  does  not  contain  enough  room  for 
the  new  message. 


Called  By:  flea_encode_data 


Routines  Called:  flea_error_print 


Parameters:  none 


Returns:  none 


2.7.4.15  upd_req_agl 

The  upd_req_agl  function  generates  a  MSG_AGL_SETUP  message  to  enable  or  disable 
AGL  (above  ground  level)  processing.  If  AGL  processing  is  enabled,  the  real-time 
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software  calculates  the  simulated  vehicle's  altitude  each  frame  and  returns  it  to  the 
Simulation  Host  (or,  in  this  case.  Flea). 

The  function  call  is  upd_req_agl().  The  function  does  the  following: 

•  Makes  sure  the  req_agl  flag  in  p_flea_out  is  TRUE.  This  flag  can  be  set  TRUE 
using  the  a  ("request  agl")  or  g  ("toggle  agl  ground  follow")  option  on  the  Flea 
Ballistics  menu,  or  the  a  ("request  agl")  option  on  the  Flea  Switches  menu.  It  can 
be  set  FALSE  using  the  A  ("disable  agl")  option  on  the  Flea  Ballistics  menu. 

•  Resets  the  Teq_agl  flag  to  FALSE. 

•  Increments  the  packet  count  (size). 

•  Builds  the  message  header  and  puts  it  in  the  packet 

•  Builds  the  MSG_AGL_SETUP  message  and  puts  it  in  the  packet. 

The  function  calls  flea_error_print  if  the  message  packet  does  not  contain  enough  room  for 
the  new  message. 


Called  By:  flea_encode_data 


Routines  Called:  flea_error_print 


Parameters:  none 

Returns:  none 


2.7.4.16  upd_req_point 

The  upd_req_point  function  generates  a  MSG_REQUEST_POINT_INFO  message  to 
request  terrain  characteristics  for  a  specified  point  in  the  viewing  range. 

The  function  call  is  upd_req_point().  The  function  does  the  following: 

•  Makes  sure  the  req_point  flag  in  p_flea_out  is  TRUE.  This  flag  is  set  to  TRUE  if 
the  user  selects  the  R  ("request  point  info")  option  on  the  Flea  Switches  menu. 

•  Resets  the  Teq_point  flag  to  FALSE. 

•  Increments  the  packet  count  (size). 

•  Builds  the  message  header  and  puts  it  in  the  packet 

•  Builds  the  MSG_REQUEST_FC)INT_INFO  message  and  puts  it  in  the  packet. 

The  function  calls  flea_eiTor_print  if  the  message  packet  does  not  contain  enough  room  for 
the  new  message. 


Called  By:  flea_encode_data 


Routines  Called:  flea_error_print 
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Parameters:  none 


Returns:  none 


2.7.4.17  upd_req_i  range 

The  upd_req^lrange  function  generates  a  MSG_REQUEST_LASER_RANGE  message  to 
request  laser  range  depth  data  for  a  specified  position  on  the  screen. 

The  function  call  is  upd_req_lrange().  The  function  does  the  following: 

•  Makes  sure  the  req_lrange  flag  in  p_flea_out  is  TRUE.  This  flag  is  set  to  TRUE  if 
the  user  selects  the  1  ("request  laser  range")  option  on  the  Flea  Switches  menu. 

•  Resets  the  req_lrange  flag  to  FALSE. 

•  Increments  the  packet  count  (size). 

•  Builds  the  message  header  and  puts  it  in  the  packet. 

•  Builds  the  MSG_REQUEST_LASER_RANGE  message  and  puts  it  in  the  packet. 

The  function  calls  flea_error_print  if  the  message  packet  does  not  contain  enough  room  for 
the  new  message. 


Called  By:  flea_encode_data 


Routines  Called:  flea_error_print 


Parameters:  none 


Returns:  none 


2.7.4.18  upd_view_mag 

The  upd_view_mag  function  generates  a  MSG_VIEW_MAGN1FICAT10N  message  to 
change  the  field-of-view  parameters  for  a  specified  viewport. 

The  function  call  is  upd_view_mag().  The  function  does  the  following: 

•  Makes  sure  view_mag_flag  in  p_flea_out  is  TRUE.  This  flag  is  set  to  TRUE  if  the 
user  selects  the  5  ("magnification")  option  on  the  Flea  Switches  menu,  or  any  of  the 
magniflcation  options  on  the  Flea  AGPT  Switches  menu. 

•  Resets  view_mag_flag  to  FALSE. 

•  Increments  the  packet  count  (size). 

•  Builds  the  message  header  and  puts  it  in  the  packet. 

•  Copies  the  data  to  the  MSG_VIEW_MAGNIF1CATI0N  message  and  puts  it  in  the 
packet 

The  function  calls  flea_error_print  if  the  message  packet  does  not  contain  enough  room  for 
the  new  message. 
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Called  By:  flea_encode_data 

Routines  Called:  bcopy 

flea_error_print 

Parameters:  none 


Returns:  none 


2.7.4.19  upd_subsys_mode 

The  upd_subsys_mode  function  generates  a  MSG_SUBSYS_MODE  message  to  change 
subsystem-specific  parameters  such  as  color  table  and  fade  value. 

The  function  call  is  upd_subsys_mode().  The  function  does  the  following: 

•  Makes  sure  subsys_mode_flag  in  p_flea_out  is  TRUE.  This  flag  is  set  to  TRUE  if 
the  user  selects  the  6  ("subsys  mode")  option  from  the  Flea  Switches  menu.  It  can 
also  be  set  by  selecting  H  ("Increase  Visibility"),  I  ("Decrease  Visibility"),  V 
("Sbgle/Dual  Vpt  Toggle"),  or  any  of  the  sky  color  options  from  the  Flea  AGPT 
Switches  menu. 

•  Resets  subsys_mode_flag  to  FALSE. 

•  Increments  the  packet  count  (size). 

•  Builds  the  message  header  and  puts  it  in  the  packet. 

•  Copies  the  data  to  the  MSG_SUBSYS_MODE  message  and  puts  it  in  the  packet. 

The  function  calls  flea_error_print  if  the  message  packet  does  not  contain  enough  room  for 
the  new  message. 


Called  By:  flea_encode_data 


Routines  Called:  bcopy 

flea_error_print 


Parameters:  none 


Returns:  none 

2.7.4.20  upd_viewport_up 

The  upd_viewport_up  function  generates  a  MSG_VIEWPORT_UPDATE  message  to  turn 
a  viewport  on  or  off,  or  to  change  the  viewpon’s  alternate  mode  (e.g.,  thermal  white  hot). 
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The  function  call  is  upd_viewport_up().  The  function  does  the  following: 

•  Makes  sure  vpt_update_flag  in  p_flea_out  is  TRUE.  This  flag  is  set  to  TRUE  if  the 
user  selects  the  7  ("viewport  upd")  option  from  the  Flea  Switches  menu.  It  is  also 
set  by  selecting  F  ("Increase  Brightness"),  G  ("Decrease  Brightness")  or  any  sky 
color  option  fiom  Ae  Flea  AGPT  Switches  menu. 

•  Resets  vpt_update_flag  to  FALSE. 

•  Increments  the  packet  count  (size). 

•  Builds  the  message  header  and  puts  it  in  the  packet. 

•  Ctopies  the  data  to  the  MSG_VIEWPORT_UPDATE  message  and  puts  it  in  the 
packet 

The  function  calls  flea_error_print  if  the  message  packet  does  not  contain  enough  room  for 
the  new  message. 


Called  By: 
Routines  Called: 


Parameters: 


flea_encode_data 

bcopy 

flea_enorj)rint 

none 


Returns:  none 


2.7.4.21  upd_send_stop 

The  upd_send_stop  function  generates  a  MSG_CIG_CTL  message  with  the  control  code 
set  to  C_STOP.  TTiis  stops  the  Flea  exercise. 

The  function  call  is  upd_send_stop().  The  function  does  the  following: 

•  Makes  sure  the  stop  flag  in  p_flea_out  is  TRUE.  This  flag  is  set  to  TRUE  if  the 
user  selects  the  z  ("stop  Flea")  option  on  the  Flea  main  menu. 

•  Resets  the  stop  flag  to  FALSE. 

•  Increments  the  packet  count  (size). 

•  Builds  the  message  header  and  puts  it  in  the  packet. 

•  Builds  the  MSG_CIG_CTL  message  and  puts  it  in  the  packet. 

•  Sets  go_fly_flag  to  FALSE. 

•  Sets  the  start_flea  flag  in  p_flea_out  to  FALSE. 

•  Resets  the  frame_count  to  0. 

The  function  calls  flea_error_print  if  the  message  packet  does  not  contain  enough  room  for 
the  new  message. 


Called  By:  flea_encode_data 


Routines  Called:  flea_error_print 
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Parameters:  none 


Returns:  none 


2.7.4.22  flea_error_print 

The  flea_error_print  function  outputs  a  "No  room  in  packet"  error  message  to  stdout.  This 
function  is  called  whenever  one  of  the  upd_*  functions  determines  that  the  message  it  needs 
to  send  cannot  Ht  in  the  current  frame's  message  packet. 

The  function  call  is  flea_error  print(err_str),  where  err  str  is  additional  text  to  be 
output  Avith  the  error  message.  Tiiis  character  string  usually  identifies  the  message 
currently  being  processed. 


Called  By:  upd_add_static_veh 

upd_chord_fired 

upd_clouds 

upd_dynamic_matrix 

upd_lt_state 

upd_matrix_values 

upd_ppm 

upd_rem_static_veh 

upd_req_agl 

upd_req_li^ge 

upd_req_point 

upd_rotation_values 

upd_round_fired 

upd_send_dynamic 

upd_send_stop 

upd_show_eff 

upd_subsys_mode 

upd_view_flags 

upd_view_mag 

upd_viewport_up 


Routines  Called:  printf 


Parameters:  char  err_str[] 


Returns:  none 


2.7.4.23  put_m_hdr 

The  put_in_hdr  function  puts  a  message's  type  and  size  into  a  data  message  header,  in  the 
format  required  for  the  Simulation  Host  message  packet. 
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The  function  call  is  put_in_hdr(ptr,  type,  code),  where: 

ptr  is  a  pointer  to  the  message 
type  is  ^e  message  type 
code  is  the  nKssage  code 


put_in_hdr  does  the  following: 

•  Sets  the  message  type  in  the  header  to  the  type  specified. 

•  Sets  the  message  length  in  the  message  header  to  the  size  (in  bytes)  of  the  specified 
code. 

•  Increments  the  pointer  to  point  to  the  next  message. 

The  function  returns  the  ptr  specified  in  the  call. 

The  put_in_hdr  function  is  not  currently  used;  each  upd_*  function  generates  its  own  data 
message  header. 


Called  By: 

none 

Routines  Called: 

none 

Parameters: 

INT  4 

*ptr 

INT  2 

type 

INT_2 

code 

Returns: 

ptr 

2.7.4.24  upd_flea_vehicles 

The  upd_flea_vehicles  function  generates  MSG_TF_VEHICLE_POS  and 
MSG_OTHERVEH_STATE  messages  for  vehicles  in  the  Flea  exercise.  This  function  also 
generates  MSG_TF_IN1T_HDR  and  MSG_TF_INIT_PT  messages  for  vehicles  if  their 
terrain  feedback  processing  has  not  been  enabled. 

The  function  call  is  upd_flea_vehicles().  The  function  does  the  following  for  each  Flea 
vehicle:  ”  ~ 

•  If  the  vehicle's  in_use_flag  and  tf_init_ready_flag  are  TRUE  (set  using  the  i  ("init 
veh")  option  on  the  Vehicle  Control  menu),  but  its  tf_init_sent_flag  is  FALSE: 

-  Builds  a  message  header  and  puts  it  in  the  outgoing  message  packet. 

-  Builds  a  MSG_TF_INIT_HDR  message  and  puts  it  in  the  message  packet. 

-  For  each  terrain  feedback  point  on  the  vehicle,  builds  a  MSG_TF_INIT_PT 
message  and  puts  it  in  the  message  packet 

-  Sets  the  vehicle's  tf_init_sent_flag  to  TRUE. 

•  If  the  vehicle's  in_use_flag  is  TRUE  and  the  vehicle  index  is  1 : 

-  Builds  a  MSG_TF_VEHICLE_POS  message  and  header  and  puts  them  in 
the  message  packet. 
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-  Builds  a  MSG_OTHERVEH_STATE  message  and  header  and  puts  them  in 
the  message  packet. 

The  function  always  returns  0. 

Called  By:  flea_encode_data 

Routines  Called:  bcopy 

printf  (in  debug  mode  only) 

Parameters:  none 

Returns:  0 


2.7.4.25  fire_round 

The  fire_round  function  generates  a  MSG_ROUND_FIRED  message  to  tell  Ballistics  that  a 
round  has  been  fired  in  the  Flea  exercise. 

The  function  call  is  fire_round(p_insg),  where  pjnsg  is  a  pointer  to  the 
MSG_ROUND_FIRED  message.  ” 

fire_round  does  the  following: 

•  Builds  the  message  header. 

•  Puts  the  round  data  (primarily  taken  from  p_flea_out )  into  the 
MSG_ROUND_FIRED  message.  The  calling  function  puts  the  message  into  the 
message  packet. 

The  function  returns  the  message  pointer  as  pjnsg. 


Called  By:  upd_auto_fire 

upd_round_fued 


Routines  Called:  none 


Parameters:  MSG_ROUND_FIRED  *p_msg 

Returns:  p_msg 


2.7.4.26  process_chord 

The  process_chord  function  generates  a  MSG_PR(X!ESS_CHORD  message  to  tell 
Ballistics  to  process  a  chord’s  intersection  with  the  database. 
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The  function  call  is  process_chord(p_insg),  where  pjnsg  is  a  pointer  to  the 
MSG_PROCESS_CHORD  message. 

process_chord  does  the  following; 

•  Builds  the  message  header. 

•  Puts  the  chord  data  (primarily  taken  from  p_flea_out)  into  the 
MSG_PRC)CESS_CHORD  message.  The  calling  function  puts  the  message  into 
the  message  packet. 

The  function  returns  the  message  pointer  as  pjnsg. 


Called  By:  upd_chord_fired 


Routines  Called:  none 


Parameters:  MSG_PROCESS_CHORD  *p_msg 

Returns:  p_msg 


l.lA.ll  process_round 

The  process_round  function  generates  a  MSG_PRC)CESS_ROUND  message  to  tell 
Ballistics  that  a  round  has  been  fired  in  the  Flea  exercise. 

The  function  call  is  process_round(p_insg),  where  pjnsg  is  a  pointer  to  the 
MSG_PROCESS_ROUND  message. 

process_round  does  the  following; 

•  Builds  the  message  header. 

•  Puts  the  round  data  into  the  MSG_PROCESS_ROUND  message.  The  calling 
function  puts  the  message  in  the  message  packet. 

The  function  returns  the  message  pointer  as  pjnsg. 


Called  By:  upd_auto_fire 

upd_round_fired 


Routines  Called:  none 


Parameters:  MSG_,PROCESS_ROUND  *p_msg 

Returns:  P_msg 
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2.7.4.28  cancel_round 

The  canceLround  function  generates  a  MSG_CANCEL_ROUND  message  to  tell  Ballistics 
to  delete  a  fired  round. 

The  function  call  is  cancel_round(p_insg),  where  pjnsg  is  a  pointer  to  the 
MSG_CANCEL_ROUND  message. 

canceLround  does  the  following: 

*  Builds  the  message  header. 

•  Puts  the  round  data  into  the  MSG_CANCEL_ROUND  message.  The  calling 
function  puts  the  message  into  the  message  packet. 

The  function  returns  the  message  pointer  as  pjnsg. 


Called  By:  upd_round_fired 

Routines  Called:  none 

Parameters:  MSG_CANCEL_ROUND  *p_msg 

Returns:  p_nisg 


2.7.4.29  upd_sio_write 

The  upd_sio_write  function  generates  a  MSG_SI0_WRITE  message  to  write  to  a  serial 
input/output  device. 

The  function  call  is  upd_sio_write().  The  function  does  the  following: 

•  Makes  sure  sio_flag  is  TRUE.  This  flag  is  set  to  TRUE  by  get_sio_data  if  the  user 
selects  the  Z  ("Write  to  Video  Mux")  option  from  the  Flea  AGPT  Switches  menu. 

•  Sets  sio_flag  to  FALSE. 

•  Puts  the  message  header  in  the  packet. 

•  Copies  the  data  to  the  MSG_SIO_WRITE  message  and  puts  it  in  the  packet. 


CMed  By:  flea_encode_data 


Routines  Called:  bcopy 


Parameters:  none 
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Returns:  none 


2.7.4.30  upd_lt_state 

The  upd_lt_state  function  generates  a  MSG_LT_STATE  message  to  change  the  parameters 
used  to  generate  local  terrain  messages. 

The  function  call  is  upd_It_state().  The  function  does  the  following: 

•  Makes  sure  lt_state_flag  is  TRUE.  This  flag  is  set  to  TRUE  if  the  user  selects 
option  4  ("change  It  state")  on  the  Flea  Switches  menu. 

•  Sets  lt_state_flag  to  FALSE. 

•  Increments  the  packet  count  (size). 

•  Puts  the  message  header  in  the  packet. 

•  Builds  the  MSG_LT_STATE  message  and  puts  it  in  the  packet. 

The  function  calls  flea_error_print  if  the  message  packet  does  not  contain  enough  room  for 
the  new  message. 


Called  By: 
Routines  Called: 

Parameters: 


flea_encode_data 

flea_error_print 

none 


Returns:  none 


2.7.4.31  send_gun_overlay 

The  send_gun_overlay  function  generates  a  MSG_GUN_OVERLAY  message  to  change 
the  components  of  the  Ml  or  M2  gunner's  overlay. 

The  function  call  is  send_gun_overlay().  The  function  does  the  following: 

•  Makes  sure  send_gun_stat  is  TRUE.  This  flag  is  set  to  TRUE  if  the  user  selects  the 
g  option  ("gun  barrel  update")  on  the  Flea  Switches  menu. 

•  Puts  the  message  header  in  the  packet. 

•  Builds  the  MSG_GUN_OVERLAY  message  and  puts  it  in  the  packet. 


Called  By:  flea_encode_data 


Routines  Called: 


cos 

sin 

TORAD 
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Parameters:  none 


Returns:  none 


2.7.4.32  send_ammo_define 

The  send_ammo_define  function  generates  a  MSG_AMMO_DEFINE  message  to  define 
ammunition  maps. 

The  function  call  is  send_ammo_define().  The  function  does  the  following: 

•  Makes  sure  flea_ammo_define_flag  is  TRUE.  This  flag  is  set  to  TRUE  if  the  user 
selects  the  9  option  ("ammo  define  msg")  on  the  Flea  Switches  menu. 

•  Sets  flea_ammo_define_flag  to  FALSE. 

•  Increments  the  packet  count  (size). 

•  Puts  the  message  header  in  the  packet. 

•  Copies  the  data  to  the  MSG_AMMO_DEFINE  message  and  puts  it  in  the  packet. 


Called  By: 
Routines  Called: 

Parameters: 

Returns: 


flea_encode_data 

none 

none 

none 


2.7.5  flea.c 

The  functions  in  the  flea.c  CSU  form  the  main  driver  for  the  Flea  exercise.  These 
functions  are: 

•  flea 

•  flea_io_task 

•  flea_getchar 

•  flea_dummy_getchar 

•  flea_IO_mode 

•  flea_IO_on 

•  flea_IO_off 

•  flea_initialized 

•  scratch_flea 

•  flea_printf 

•  flea_cleanup 

•  flea_io_task_cleanup 
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2.7.5. 1  flea 

The  flea  function  is  the  main  driver  for  the  Flea  emulation.  The  flea  task  is  created  and 
started  by  Task  Initialization  CSC.  flea  then  suspends  itself  until  a  message  is  posted  to  the 
FLEA_MB  mailbox.  This  message  is  posted  by  scratch_flea,  which  is  called  by 
gossip_tick  if  the  system  user  selects  the  f  ("enter  Flea  menu")  option  from  the  Gossip 
main  menu. 

The  function  call  is  flea().  flea  does  the  following: 

•  Calls  poll_shutdown  to  see  if  a  system  shutdown  has  been  initiated. 

•  Waits  for  a  message  to  be  posted  to  the  FLEA_MB  mailbox. 

•  Allocates  memory  for  the  p_flea_in  and  p_flea_out  structures. 

•  Opens  the  Flea  console  port.  (This  is  the  station  through  which  the  user  interacts 
with  the  system.  It  can  be  specified  through  an  option  on  the  Gossip  main  menu.) 

•  Prompts  the  user  for  the  initial  viewpoint  position;  uses  the  entered  coordinates  to 
set  flea_vppos.x,  y,  and  z. 

•  Prompts  the  user  for  the  initial  viewpoint  orientation;  uses  the  entered  values  to  set 
heading,  pitch,  and  roll. 

•  If  the  frame  count  is  0,  initializes  various  variables  and  structures. 

•  If  the  start_flea  flag  in  p_flea_out  is  TRUE  (indicating  that  the  user  has  not 
requested  to  stop  Rea): 

-  Calls  poll_shutdown  to  see  if  a  system  shutdown  has  been  initiated. 

-  Initializes  the  p_flea_out  flags  used  to  indicate  what  changes  have  been 
requested  by  the  user. 

-  Initializes  other  variables  in  pjflea_out,  including  transformation,  rotation, 
branch,  database  traversal,  and  process  chord  values. 

-  Allocates  memory  for  other  vehicle  state  messages. 

-  Allocates  memory  for  the  Rea  simulated  vehicles  data. 

If  flea  has  just  started,  calls  OPEN_FLEA_DATA  to  establish  the  CIG-Rea 
communications  path. 

-  If  the  flea  mode  is  set  to  FLEA_ENET  (use  Ethernet): 

*  Opens  the  fleanet.cfg  file. 

*  Gets  the  configuration  file  name. 

*  Gets  the  host's  Ethernet  address. 

*  Sets  flea_init_slave_cig_G  to  TRUE. 

*  Calls  EXCHANGE_FLEA_DATA  to  synchronize  with  a  Slave 
CIG. 

-  If  the  flea  mode  is  anything  other  than  FLEA_ENET,  calls  flea_init_cig_sw 
to  configure  Rea. 

-  Initializes  flea_esifa_load_wanted_G  and  flea_color_cfg_wanted_G  to 
FALSE. 

-  Generates  a  MSG_CIG_CTL  message  to  put  the  CIG  into  the  simulation 
state. 

-  Calls  EXCHANGE_FLEA_DATA  to  exchange  packets  with  the  CIG. 

-  Sets  the  running  flag  to  TRUE. 

-  Calls  tick_init  to  get  the  user's  command. 

Sets  the  *flea_menu  function  pointer  to  tick. 

-  Calls  sc_tresume  to  wake  up  flea_io_task.  (flea_io_task  uses  the 
*flea_menu  function  pointer  to  call  the  appropriate  menu  function  during  the 
Rea  exercise.) 
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Once  the  Flea  simulation  is  mnning,  flea  performs  the  following  loop: 

•  Calls  poll_shutdown  to  see  if  a  system  shutdown  has  been  initiated. 

•  If  mnning  in  absolute  playback  mode,  calls  flea_abs_playback.  This  mode  is  set  if 
the  user  selects  the  b  ("begin  absolute  playback")  option  from  the  Flea  Script  menu. 

•  If  the  user  is  driving  the  exercise: 

-  Calls  flea_update_pos  to  update  the  position  of  the  simulated  vehicle. 

-  CMs  flea_decode_data  to  process  all  CIG-to-Flea  messages. 

-  Calls  flea_encode_data  to  process  all  Flea-to-CIG  messages. 

•  Uses  the  EXCHANGE_FLEA_DATA  macro  to  exchange  message  packets  with 
the  CIG  each  frame. 

When  the  user  requests  that  the  exercise  be  stopped,  flea  does  the  following: 

•  Frees  all  allocated  memory. 

•  Closes  the  console  port. 

•  Sets  the  mnning  flag  to  FALSE. 

flea  returns  -1  if  it  cannot  allocate  memory  for  p_flea_in  or  p_flea_ouL  It  exits  with  a  1  if  it 
cannot  open  the  Flea  console  port  or  the  Ethernet  configuration  file. 


Called  By:  none  (task  is  created  and  started  at  initialization  time) 


Routines  Called:  calloc 

close 

EXCHANGE_FLEA_DATA 

exit 

fgets 

flea_abs_playback 

flea_decode_data 

flea_encode_data 

flea_init_cig_sw 

flea_update_pos 

fopen 

fprintf 

free 

malloc 

open 

OPEN_FLEA_DATA 

polLshutdown 

printf 

read_tty 

rewind 

rt_pend 

sc_tresume 

scanf 

sscanf 

strcmp 

strcpy 

tick_init 
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Parameters: 

none 

Returns: 

-1 

2. 7. 5. 2  fIea_io_task 

The  flea_io_task  function  drives  Rea  input/output  during  a  Rea  exercise,  by  calling  the 
function  responsible  for  the  menu  currently  displayed.  The  menu  function  then  gets  and 
processes  the  keystroke  entered  by  the  user.  flea_io_task  is  created  and  started  by  the  Task 
Initialization  CSC,  then  suspends  itself  until  woken  up  by  flea. 

The  function  call  is  flea_io_task().  flea_io_task  does  the  following: 

•  Suspends  itself  until  woken  up  by  flea  after  Rea  mode  has  been  selected  and 
configuration  is  complete. 

•  Calls  poll_shutdown  to  see  if  a  system  shutdown  has  been  initialed. 

•  Uses  the  *flea_menu  function  pointer  to  call  the  active  menu  function  to  get  the 
user's  entry.  The  function  called  by  *flea_menu  is  the  function  that  handles  the 
menu  currently  displayed.  When  Rea  first  starts,  this  is  the  tick  function,  which 
processes  the  Rea  main  menu.  The  *flea_menu  pointer  is  reset  as  the  user 
traverses  the  Rea  menus. 

•  Pauses  for  ten  milliseconds,  then  calls  *flea_menu  again.  Repeats  this  loop  until  a 
shutdown  is  detected. 


Called  By:  none  (task  is  created  and  started  at  initialization  time) 


Routines  Called: 


*flea_menu 

polLshutdown 

sc_delay 

sc_tinquiry 

sc_tsuspend 


Parameters:  none 

Returns:  none 


2. 7. 5. 3  flea_getchar 

The  flea_getchar  function  returns  the  key  pressed  by  the  Rea  operator.  It  returns  0  if  no 
key  was  pressed.  All  Rea  functions  that  process  user  input  use  flea _getchar  to  determine 
the  key  pressed  by  the  user. 

The  function  call  is  flea_getchar(). 

This  function  is  called  indirectly  through  the  *flea_getc  function  pointer.  The  flea_IO_on 
function  sets  ’''flea_getc  to  flea_getchar  when  Rea  is  invoked.  >^en  Rea  mode  is  stopped. 
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flea_IO_off  sets  *flea_getc  to  flea_duiiimy_getchar,  this  effectively  disables  the  Flea  user 
interface  and  returns  keyboard  control  to  Gossip. 


Called  By: 

flea_agpt_locations 

flea_agpt_switches 

flea_atp 

flea_bal_opts 

flea_graphics_test 

flea_IO_on 

flea_switches 

flea_veh_conirol 

tick 

tick_ppm 

tick_script 

(through  *flea_getc) 
(through  *flea_getc) 
(through  *flea_getc) 
(through  *flea_getc) 
(through  *flea_getc) 
(through  ♦flea_getc) 
(through  ♦flea_getc) 
(through  *flea_getc) 
(through  *flea_getc) 
(through  *flea_getc) 
(through  *flea_getc) 

Routines  Called: 

read_tty 

, 

Parameters: 

none 

Returns: 

key 

0 


2. 7. 5. 4  flea_dummy_getchar 

The  flea_dunimy_getchar  function  always  returns  0.  This  function  is  used  in  place  of 
flea_getchar  when  the  user  exits  Flea  mode;  this  effectively  disables  the  Flea  user  interface 
and  returns  keyboard  control  to  Gossip.  O^en  a  Flea  user  interface  function  receives  a  0 
return  value,  it  assumes  no  key  was  pressed  and  therefore  does  not  process  it) 

The  function  call  is  nea_dummy_getchar(). 

This  function  is  called  indirectly  through  the  *flea_getc  function  pointer.  The  flea_IO_on 
function  sets  *flea_getc  to  flea_getchar  when  Flea  is  invoked.  >^en  Flea  mode  is  stopped, 
flea_IO_off  sets  *flea_getc  to  flea_dummy_getchar. 


Called  By: 


flea_agpt_locations 

flea_agpt_switches 

flea_atp 

flea_bd_opts 

flea_graphics_test 

flea_IO_off 

flea_switches 

flea_veh_control 

tick 

tick_ppm 

tick_script 


(through  *flea_gctc) 
(through  ♦flea_getc) 
(through  *flea_getc) 
(through  *flea_getc) 
(through  ♦flea_getc) 
(through  *flea_getc) 
(through  *flea_getc) 
(through  ♦flea_getc) 
(through  *flea_getc) 
through  *flea_getc) 
(through  *flea_getc) 
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Routines  Called:  none 


Parameters:  none 

Returns:  0 


2. 7. 5. 5  fIea_IO_mode 

The  flea_IO_mode  function  returns  TRUE  if  Flea  input/ouq)ut  mode  is  enabled,  and 
FALSE  if  it  is  not.  This  response  is  used  by  tick  to  determine  whether  it  should  call 
update_menu_header  to  update  the  simulate  vehicle  statistics  at  the  top  of  the  Rea  console 
screen. 

Rea  input/output  mode  is  enabled  (by  flea_IO_on)  when  the  user  selects  the  f  ("enter  Flea 
menu")  option  from  the  Gossip  main  menu.  It  is  ^sabled  (by  flea_IO_off)  when  the  user 
exits  from  Rea.  The  boolean  variable  used  to  maintain  the  status  is  io_enabled. 

The  function  call  is  fIea_IO_mode(). 


Called  By: 

tick 

Routines  Called: 

none 

Parameters: 

none 

Returns: 

1  (TRUE) 

0  (FALSE) 

6  fIea_IO_on 

The  flea_IO_on  function  enables  Rea  input/output  mode.  This  function  is  called  when  the 
user  selects  the  f  ("enter  Rea  menu")  option  from  the  Gossip  main  menu. 

The  function  call  is  flea_IO_on().  The  function  does  the  following: 

•  Sets  the  *flea_jgetc  function  pointer  to  flea_getchar.  This  allows  the  Rea  user 
interface  functions  to  get  the  keystroke  entered  by  the  user. 

•  Sets  the  io_enabled  variable  to  TRUE.  This  variable  is  used  by  flea_IO_mode. 


Called  By:  gossip_tick 


Routines  Called:  printf  (in  debug  mode  only) 
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Parameters:  none 

Returns:  none 


2, 7. 5. 7  flea_IO_off 

The  flea_IO_off  function  disables  Flea  input/output  mode.  This  function  is  called  when  the 
user  stops  the  Flea  exercise  (or  returns  to  Gossip  but  leaves  the  Flea  simulation  running). 

The  function  call  is  flea_IO_off().  The  function  does  the  following: 

•  Sets  the  *flea_getc  function  pointer  to  flea_dummy_getchar.  This  effectively 
disables  the  Flea  user  interface  and  returns  keyboard  control  to  Gossip. 

•  Sets  the  io_enabled  variable  to  FALSE.  This  variable  is  used  by  flea_IO_mode. 


Called  By:  gossip 

tick 


Routines  Called:  printf  (in  debug  mode  only) 


Parameters:  none 


Returns:  none 


2. 7. 5. 8  flea_initialized 

The  fleajnitialized  function  returns  TRUE  if  a  Flea  simulation  is  active,  and  FALSE  if  it  is 
not.  It  examines  the  running  flag,  which  is  set  to  TRUE  by  flea  after  the  Flea  configuration 
file  has  been  processed  and  the  simulation  state  has  been  entered.  gossip_tick  calls  the 
flea_initiali2;^  function  to  verify  that  the  Flea  simulation  started  successfully. 

The  function  call  is  flea_initianzed(). 


Called  By: 

gossip_tick 

Routines  Called: 

none 

Parameters: 

none 

Returns: 

1  (TRUE) 

0  (FALSE) 
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2. 7. 5. 9  scratch_flea 

The  scratch_flea  function  posts  a  message  to  the  FLEA_MB  mailbox  to  wake  up  the  flea 
function.  scratch_flea  is  called  when  the  user  selects  the  f  ("enter  Flea  menu")  option  from 
the  Gossip  main  menu.  If  a  Flea  simulation  is  already  running  (because  the  user  exited  to 
Gossip  during  the  exercise  and  is  now  returning),  scratch_flea  does  nothing. 

The  function  call  is  scratch  flea(). 


Called  By: 

gossip_tick 

Routines  Called: 

rt_post 

Parameters: 

none 

Returns; 

none 

2.7.5.10  flea_printf 

The  flea_printf  function  is  not  currently  used. 

2.7.5.11  flea_cleanup 

The  flea_cleanup  function  deallocates  the  resources  owned  by  the  flea  task.  This  function 
is  called  if  a  system  shutdown  is  requested  by  the  Gossip  user.  The  function  is  called  via 
the  *task_cleanup  function  pointer,  which  points  to  the  cleanup  routine’s  name  in  the  task 
table. 

The  function  call  is  nea_cleanup(). 

The  function  returns  1  if  successful,  or  0  if  an  error  occurred. 

Note:  This  Junction  is  not  yet  implemented.  At  the  current  time,  it  simply 
returns  a  1  if  called. 

dialled  By;  poll_shutdown  (through  *task_cleanup) 

Routines  Called:  none 

Parameters:  none 

Returns:  0 
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1 


2.7.5.12  flea_io_task_cleanup 

The  flea_io_task_cleanup  function  deallocates  the  resources  owned  by  flea_io_task.  This 
function  is  called  if  a  system  shutdown  is  requested  by  the  Gossip  user.  The  function  is 
called  via  the  *task_cleanup  function  pointer,  which  points  to  the  cleanup  routine's  name  in 
the  task  table. 

The  function  call  is  flea_io_task_cIeanup(). 

The  function  returns  1  if  successful,  or  0  if  an  error  occurred. 

Note:  This  function  is  not  yet  mplemented.  At  the  current  time,  it  simply 
returns  a  I  if  called. 


Called  By:  poll_shutdown  (through  *task_cleanup) 

Routines  Called:  none 


Parameters:  none 


Returns:  0 

1 


2.7.6  flv'^a  ? gI_terrain_foIIow.c 

The  flea_agl_terTain_follow  function  adjusts  the  Flea  vehicle's  altitude  (flea_vppos.z)  each 
frame  using  a  desired  altitude  entered  by  the  user.  The  AGL  terrain  follow  option  is  set  by 
selecting  the  g  ("toggle  agl  ground  follow")  option  from  the  Flea  Ballistics  menu.  The  user 
is  prompted  for  the  desir^  height  above  ground  level. 

The  function  call  is  flea_agl_terrain_follow().  The  function  does  the  following: 

•  Makes  sure  the  agl_tetTain_follow  flag  is  set. 

•  If  the  AGL  value  returned  by  the  real-time  software  (via  the  MSG_AGL  message) 
is  less  than  0,  sets  flea_vppos.z  to  its  old  value  plus  the  desired  AGL  entered  by  the 
user  on  the  Flea  Ballistics  menu. 

•  If  the  returned  AGL  value  is  0  or  greater,  sets  flea_vppos.z  to  its  old  value  plus  the 
average  of  the  desired  and  returned  values  (desired  AGL  minus  returned  AGL, 
divid^  by  2). 

The  function  always  returns  0. 


Called  By:  flea_update_pos 
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Routines  Called:  none 


Parameters:  none 

Returns:  0 


2.7.7  flea_agpt_locations.c 

The  functions  in  the  flea_agpt_locations.c  CSU  let  the  user  run  special  acceptance  tests  and 
invoke  moving  model  demonstrations.  These  functions  are: 

•  flea_agpt_locations 

•  flea_agpt_locations_main_menu 

•  new_pos_orient 

•  update_dyn_demo 


2. 7. 7.1  flea_agpt_locations 

The  flea_agpt_locations  function  processes  the  user's  sections  from  the  Flea  AGPT 
Locations  menu.  This  function  is  called  (via  the  *flea_menu  function  pointer)  when  the 
user  selects  the  ( ("AGPT  locations")  option  from  the  Flea  main  menu. 

The  function  call  is  fIea_agpt_locations().  The  function  uses  the  *flea_getc  function 
pointer  to  get  the  keystroke  inpTit  by  the  user,  then  processes  it. 

The  following  table  identifies  the  options  supported  by  flea_agpt_locations,  and  shows  the 
steps  it  performs  to  process  each  one.  For  each  acceptance  test  selected  by  the  user, 
flea_agpt_locations  calls  new_pos_orient  with  the  vehicle  coordinates  used  to  access  the 
portion  of  the  database  that  contains  the  selected  test. 

The  Acceptance  Test  Scenes  menu  is  displayed  by  flea_agpt_locations_main_menu. 
Options  flagged  with  an  asterisk  are  supported  by  flea_agpt_locations  but  do  not  appear  on 
the  menu. 
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Acceptance  Test  Scenes  Menu 
Option 

Processing  by  nea_agpt_locations 

?•  Display  this  menu 

Calls  flea_agpt_locations_inain_mcnu. 

A  Triangle 

Calls  new_pos_orienL 

B  Qiessboaids 

Calls  new_pos_oricnL 

C  Colors 

Calls  new_pos_orienL 

D  House 

Calls  new_pos_orienL 

E  Textures 

Calls  new_pos_orienL 

F  Texture  color 

Calk  new_pos_orienL 

G  Pyramids 

Calk  new_pos_orient 

H  Impact/Tank 

Calk  new_pos_orienL 

I  Forest/Tank 

Calk  new_pos_otienL 

J  Tree/Tank 

Calk  newjx)s_orienL 

L  50  Cubes 

Calk  new_pos_orienL 

M  1  Polyhedron 

If  demonstration  =  0:  calls  new_pos_orient;  sets  skidx, 
skidy,  skidz,  htrate,  and  speed  to  0;  calk  dynamic_demo 
with  frame  number  set  to  0  (to  stan  demoV,  sets 
dyn_modek  to  TRUE. 

Calk  updaie_dyn_demo:  calk  new_pos_OTient. 

N  10  Polyhedrons 

If  demonstration  =  0:  calls  new_pos_orient;  sets  skidx, 
slddy,  skidz.  htrate,  and  speed  to  0;  calk  dynamic_demo 
with  frame  number  set  to  0  (to  start  demo);  sets 
d>’n_modek  to  TRUE. 

Calk  update_dyn_demo;  calk  newjpos_orieni. 

O  20  Polyhedrons 

If  demonstration  =  0:  calls  new_pos_orient;  sets  skidx, 
skidy,  skidz,  htrate,  and  speed  to  0;  calk  dynamic.demo 
with  frame  number  set  to  0  (to  start  demo);  sets 
dyn_nK)dels  to  TRUE. 

Calk  update_dyn_demo;  calk  new_pos_orient. 

P  30  Polyhedrons 

If  demonstrtoion  =  0:  calls  new_pos_orient;  sets  skidx, 
slddy,  skidz,  huate,  and  speed  to  0;  calk  dynamic.demo 
with  frame  number  set  to  0  (to  start  demo);  sets 
dyn_modek  to  TRUE 

Calk  update_dyn_demo;  calk  new_pos_orient. 

Q  1  pixel  line 

Calk  newjx)s_orienL 

R  4  Tanks-TexL  Area 

Calk  new_pos_oricnt 

S  4  Tanks-Untext.  Area 

Calk  ncw_pos_oricnL 

X  Quit  Polyheds 

If  dyn_modeIs  k  TRUE:  sets  demonstration  to  0;  calls 
dynamic_demo  with  firame  set  to  S1999  (to  end  demo); 
sets  dyn_modek  to  FALSE. 

X*  Exit 

Sets  *flea_menu  function  pointer  to  tick;  sets  prompt  to 
"Flea>";  calk  tick_main_mcnu. 

Called  By:  flea_io_task  (through  *flea_menu) 
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Routines  Called:  *flea_getc 

cup 

dynamic_demo 

flea_agpt_locations_main_menu 

isprint 

isspace 

new_pos_orient 

printf 

strcpy 

tick_main_tnenu 

update_dyn_demo 


Parameters:  none 


Returns:  none 


2 . 7 . 7 . 2  flea_agpt_locations_main_men  u 

The  flea_agpt_locations_main_menu  function  displays  the  Acceptance  Test  Scenes  menu, 
which  is  processed  by  the  flea_agpt_locations  function.  This  function  is  called  if  the  user 
selects  the  ( ("AGPT  locations")  option  from  the  Rea  main  menu.  It  is  also  called  if  the 
user  enters  ?  at  the  "Rea  AGPT  Locations>"  prompt. 

The  function  call  is  flea_agpt_locations_main_menu().  The  function  does  the 
following:  ~  ~  ~ 

•  Clears  the  screen. 

•  Calls  menu_header  to  display  the  labels  for  the  Flea  simulation  statistics. 

•  Displays  the  Acceptance  Test  Scenes  menu. 

•  Calls  update_menu_header  to  display  the  current  Flea  simulation  statistics. 

•  Displays  the  "Flea  AGPT  Locations>"  prompt. 

For  a  list  of  the  options  displayed  on  the  Acceptance  Test  Scenes  menu,  see 
flea_agpt_locations. 


Called  By:  flea_agpt_locations 

tick 


Routines  Called:  blank 

cup 

menu_header 

printf 

strcpy 

update_menu_header 


Parameters:  none 
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Returns:  none 


U  .1 .3  new_pos_orient 

The  new_pos_orient  function  changes  the  simulated  vehicle's  coordinates  (flea_vppos.x, 
y,  and  z)  and  rotation  values  (flea_vproLx,  y,  and  z).  This  function  is  call^  whenever  the 
user  requests  a  test  via  the  Acceptance  Tests  Scenes  menu.  It  positions  the  vehicle  at  a 
special  database  location  that  contains  the  acceptance  test  scene. 

The  function  call  is  new_pos_orient(x,  y,  2,  rz,  rx,  ry),  where: 

X  is  the  vehicle's  x  coordinate 
y  is  vehicle's  y  coordinate 
z  is  vehicle's  z  coordinate 
rz  is  the  vehicle's  x  rotation  value 
rx  is  the  vehicle's  y  rotation  value 
ry  is  vehicle's  z  rotation  value 


Called  By: 

flea_agpt_locations 

Routines  Called: 

none 

Parameters: 

REAL  4 

X 

REAL  4 

y 

REAL  4 

z 

REAL  4 

rz 

REAL  4 

rx 

REAL_4 

ry 

Returns: 

none 

2.1,1  A  update_dyn_demo 

The  update_dyn_demo  function  sets  up  the  system  to  run  any  of  the  moving  model  tests 
listed  on  the  Acceptance  Test  Scenes  menu.  This  function  is  called  if  the  user  selects  any  of 
the  "Polyhedron"  options. 

The  function  call  is  update_dyn_demo(nuin_modeIs,  model  id,  numx,  numy, 
numz,  spx,  spy,  spz),  where: 

num  jnodels  is  the  number  of  models  in  the  demo 
model  id  is  the  model  id  to  be  used 
numx  is  the  number  of  models  in  the  x  direction 
numy  is  the  number  of  models  in  the  x  direction 
numz  is  the  number  of  models  in  the  x  direction 
spx  is  the  spacing  between  models  in  the  x  direction 
spy  is  the  spacing  between  models  in  the  y  direction 
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spz  is  the  spacing  between  models  in  the  z  direction 

update_dyn_demo  sets  the  given  parameters  in  the  demo_ptr  structure  in  p_flea_out. 
demo_ptr  is  used  by  dynamic_demo,  which  actually  runs  the  demonstration. 


Called  By: 

flea_agpt_locations 

Routines  Called: 

none 

Parameters: 

INT  4 

num_models 

INT  4 

model_id 

INT  4 

numx 

INT  4 

numy 

INT  4 

numz 

REAL  4 

spx 

REAL  4 

spy 

REAL_4 

spz 

Returns: 

none 

2.7.8  flea_agpt_switches.c 

The  functions  in  the  flea_agpt_switches.c  CSV  adjust  sky  color,  light  intensity,  and 
magnification.  These  functions  are: 

•  flea_agpt_switches 

•  set_command_2d 

•  update_mag 

•  update_subsys_mode 

•  update_vpt 

•  flea_agpt_switches_main_menu 

•  deiTor 


2. 7. 8.1  flea_agpt_switches 

The  flea_agpt_switches  function  processes  the  user’s  selections  on  the  Flea  AGPT 
Switches  menu.  This  menu  is  us^  to  adjust  sky  color,  light  intensity,  and  magnification. 
This  function  is  called  (via  the  *flea_menu  function  pointer)  when  the  user  selects  the ) 
("AGPT  switches")  option  from  the  Flea  main  menu. 

The  function  call  is  flea  agpt_switches().  The  function  uses  the  *flea_getc  function 
pointer  to  get  the  keystroke  entered  by  the  user,  then  processes  it 

The  following  table  lists  the  options  supported  by  flea_agpt_switches,  and  shows  the  steps 
it  uses  to  process  each  one.  This  menu  is  displayed  by  flea_agpt_switches_main_menu. 
Options  flagged  with  an  asterisk  are  supported  by  flea_agpt_switches  but  do  not  appear  on 
the  menu. 
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AGPT  Switches  Menu  Option 

Processing  by  flea_agpt_switches 

?*  Display  this  menu 

Calls  flea_agpt_switches_main_menu. 

(  Thermal  Toggle 

Changes  sky_color_value  from  3  (white  hot)  to  4  (black 
hot)  or  vice  versa;  calls  update_suteys_mode. 

A  Blue  Sky 

Sets  sky_color_value  (0),  light_intensity,  p_flea_out-> 
lKanch_value[0],  and  vis_range;  calls 
update_subsys_mode;  calls  update_vpL 

B  Light  Grey  Sky 

Sets  sky_color_value  (1),  light_intensity,  p_flea_out-> 
branch_value[0],  and  vis_range;  calls 
update_subsys_mode;  calls  update_vpL 

C  Dark  Grey  Sky 

Sets  sky_color_value  (2),  light_intensity,  p_flea_out-> 
branch_value[0],  and  vis_range:  calls 
update_subsys_mode;  calls  update_vpt. 

D  White  Hot  Sky 

Sets  sky_color_value  (3),  lightjntensity,  and 
vis_range;  calls  update_subsys_mode:  sets  p_flea_out-> 
branch_value[0];  calls  updatc_vpL 

E  Black  Hot  Sky 

Sets  sky_color_value  (4),  lightjntensity,  and 
vis_range:  calls  update_subsys_mode;  sets  p_flea_out-> 
lM-anch_value[0];  calls  update_vpL 

F  Inaease  Brightness 

If  maximum  Iight_intensity  already  reached:  calls  deiror. 

Else:  changes  light  intensity;  sets  viewport  on;  sets 
alternate  mode  on  if  sky  color  is  therm^;,  sets 
vpt_update_flag  to  TRUE;  changes  intensity  in  color 
table;  sets  subsys_mode_flag  to  TRUE. 

G  Decrease  Brightness 

If  minimum  light. intensity  already  reached:  calls  derror. 
Changes  light  intensity. 

If  minimum  light  intensity  now  reached  and  sky  color  is 
blue  or  grey:  sets  viewport  to  off;  sets  vpt_update_flag 
to  TRUE. 

Else:  sets  viewport  on;  sets  alternate  mode  on  if  sky 
color  is  thermal;  sets  vpt_update_flag  to  TRUE; 
changes  intensity  in  color  t^le;  sets  subsys.mode.flag 
to  TRUE. 

H  Increase  Visibility 

If  maximum  visibility  already  reached,  calls  derror. 

Else:  changes  visibility  range;  puts  new  fade  value  in 
p_flea_out;  sets  subsys_mode_flag  to  TRUE. 

I  Decrease  Visibility 

If  minimum  visibility  already  reached,  calls  derror. 

Else:  changes  visibility  range;  puts  new  fade  value  in 
p_flea_out;  sets  subsys_mode_flag  to  TRUE. 

J  WBG  4x  Reticle 

Calls  set  command  2d  (command=l);  sets  reticle  on  to 
TRUE. 

K  WBG  12x  ReUcle 

Calls  set_command_2d  (command=2);  sets  reticle.on  to 
TRUE. 

L  EMES  12x  Reticle 

Calls  sct_command_2d  (conunand=3);  sets  reticle.on  to 
TRUE. 

M  PERI  2x  Reticle 

Calls  set_command_2d  (command=4);  sets  reticle.on  to 
TRUE. 
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N  PERI  8x  Reticle 

Calls  set_cc«nmand_2d  (command=5);  sets  reticle_on  to 
TRUE. 

0  2D  Brighter 

If  maximum  2-D  intensity  already  reached:  calls  derror. 

Else:  increments  bright_2d:  sets  new_2d_color:  calls 
set_command_2d  {command=12). 

P  2D  Dimmer 

If  minimum  2-D  intensity  already  reached:  calls  derror. 

Else:  decrements  bright_2d;  sets  new_2d_color;  calls 
set_command_2d  (command=12). 

Q  2x  Magnification 

Calls  update_mag;  sets  magnification_on  to  TRUE. 

R  4x  Magnification 

Calls  update_mag;  sets  magnification_on  to  TRUE. 

S  8x  Magnification 

Calls  update.mag;  sets  magnification_on  to  TRUE. 

T  12x  Magnification 

Calls  update_mag;  sets  magnification_on  to  TRUE. 

U  Moving  Model  Menu 

If  demonstration  =  0  (new  demo):  initializes 
flea_vproLx,  flea_vprot.y,  flea_vprot.z,  skidx,  skidy, 
skidz,  htrate,  and  sp^  to  0;  calls  dynamic_demo  with 
fiame  number  set  to  0;  calls  derror  to  tell  user  to  select 

U  again  to  change  options  (via  model_demo). 

If  demonstration  =  2  (demo  in  progress):  calls 
model_demo. 

V  Single/Dual  Vpt  Toggle 

If  dual_mode_on  is  TRUE:  sets  dual_mode_on  to 

FALSE;  sets  p_flea_out->subsys_mode.special_use  to 

0;  sets  p_flea_out->subsys_mode_flag  to  TRUE;  sets 
p_flea_out->branch_value[0]  to  0. 

If  dual_mode_on  is  FALSE:  sets  dual_mode_on  to 

TRUE;  sets  p_flea_out->subsys_mode.special_use  to 
0x200;  sets  p_flea_out->subsys_mode_^g  to  TRUE; 
sets  p_flea_out->branch_value[0]  to  2. 

W  Remove  2d  Reticle 

If  relicle_on  is  TRUE,  sets  reticle_on  to  FALSE;  calls 
set_command_2d  (command=15). 

X  No  Magnification 

If  magnification.on  is  TRUE,  sets  magnification_on  to 
FALSE;  calls  update_mag  to  reset  lod  and  fov. 

X*  Exit 

Sets  *flea_menu  function  pointer  to  tick;  sets  prompt  to 
"Rea>";  calls  tick_main_menu. 

Y  Aliasing  Model  (2D) 

Calls  set_command_2d  (command=6);  sets  reticle_on  to 
TRUE. 

Z  Write  to  Video  Mux 

Calls  get_sio_write_data. 

CaUedBy: 

flea_io_task  (through  *flea_menu) 

Routines  Called: 

*flea_getc 

cup 

derror 

dynamic_demo 

flea_agpt_switches_main_menu 

get_sio_write_data 

isprint 

isspace 

• 
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modeLdemo 

printf 

set_command_2d 

strcpy 

tick_inain_inenu 

update_niag 

update_subsys_mode 

update_vpt 


Parameters:  none 


Returns:  none 


2. 7. 8. 2  set_command_2d 

The  set_command_2d  function  sets  up  data  to  be  sent  to  the  2-D  overlay  task  via  a 
MSG_PASS_ON  message.  This  function  is  called  if  the  user  selects  "Aliasing  Model 
(2D),"  "2D  Dimmer,"  "2D  Brighter,"  or  any  of  the  "Reticle"  options  from  the  Flea  AGPT 
Switches  menu. 

The  function  call  is  set_cominand_2d(subsys,  cmd),  where: 

subsys  is  the  subsystem  to  which  the  message  is  to  be  sent  (currently  always  0  for  the 
2-D  overlay  processor) 

cmd  is  the  command  to  be  sent 

set_command_2d  does  the  following: 

•  Checks  to  make  sure  the  subsystem  has  a  Force  board. 

•  Puts  the  command  into  the  subsystem's  element  in  the  command_2d[]  array,  for 
processing  by  update_agpt_2d. 

•  Sets  p_flea_out->sub_2d_io[subsystem]  to  TRUE.  When  this  flag  is  set, 
flea_encode_data  calls  update_agpt_2d  to  generate  the  MSG_PASS_ON  message. 
(flea_encode_data  uses  the  type_update_2d  variable  to  determine  whether  to  call 
update_agpt_2d  or  update_2d.  flea_agpt_switches  sets  type_update_2d  to  1,  which 
causes  flea_encode_data  to  select  the  AGPT  version.) 

•  Sets  the  subsystem's  flag  in  the  gsp_io_flagn  array  to  TRUE.  This  tells  the 
mpvideo_send_req  function  (in  the  MPV  Interface  CSC)  that  there  is  a  command  to 
be  sent  to  the  GSP  in  this  subsystem. 


Called  By:  flea_agpt_switches 

Routines  Called;  none 

subsys 
cmd 


Parameters:  INT_4 

INT_4 
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Returns:  none 


2. 7. 8. 3  update_inag 

The  update_mag  function  puts  new  viewport  ma^ification  values  into  the  p_flea_out 
buffer  for  processing  by  the  encode  routines.  This  function  is  called  if  the  user  selects  any 
of  the  magnification  options  on  the  Rea  AGPT  Switches  menu. 

The  function  call  is  update_mag(node,  lod,  fovi,  fovj),  where: 

node  is  the  configuration  node  with  the  viewport  parameters  to  be  modified 

lod  is  the  new  level  of  detail 

fovi  is  is  the  new  horizontal  field-of-view  angle 

fovj  is  the  new  vertical  field-of-view  angle 

update_mag  puts  the  new  parameters  into  p_flea_out  and  sets  view_mag_flag  to  TRUE. 
TTie  message  to  make  the  change  is  generated  by  upd_view_mag. 


Called  By:  flea_agpt_switches 


Routines  Called:  none 


Parameters: 

INT  4 

node 

REAL  4 

lod 

REAL  4 

fovi 

REAL_4 

fovj 

Returns: 

none 

2. 7. 8. 4  update_subsys_mode 

The  update_subsys_mode  function  puts  new  color  table  and  fade  value  data  into  the 
p_flea_out  buffer  for  processing  by  the  encode  routines.  This  function  is  called  when  the 
user  selects  a  new  sky  color  via  the  Rea  AGPT  Switches  menu. 

The  function  call  is  update_subsys_mode(subsys,  color,  fade,  special),  where: 

subsys  is  the  subsystem  (backend)  id 
color  is  the  color  table  number 
fade  is  the  fade  value 
special  is  the  new  TX  mode 

update_subsys_mode  puts  the  new  parameters  into  p_flea_out  and  sets  subsys_mode_flag 
to  TRUE.  The  message  to  make  the  change  is  generated  by  upd_subsys_mode. 


Called  By:  flea_agpt_switches 
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Routines  Called: 

none 

Parameters: 

HWORD 

subsys 

BYTE 

color 

BYTE 

fade 

WORD 

special 

Returns: 

none 

2. 7. 8. 5  update_vpt 

The  update_vpt  function  puts  new  viewport  parameters  into  the  p_flea_out  buffer  for 
processing  by  the  encode  routines.  This  function  is  called  if  the  user  selects  a  new  sky 
color  from  the  Flea  AGPT  Switches  menu. 

The  function  call  is  update_vpt(id,  on,  alt,  mod),  where: 

id  is  the  viewport  id 

on  is  0  to  turn  the  viewport  on,  or  1  to  turn  it  off 
alt  is  0  to  disable  alternate  mode,  or  1  to  enable  it 
mod  is  0  to  disable  the  alternate  mode  modifier,  or  1  to  enable  it 

update_vpt  puts  the  new  parameters  into  p_flea_out  and  sets  vpt_update_flag  to  TRUE. 
TTie  message  to  change  the  viewport  is  generated  by  upd_viewport_up. 


CaUedBy: 


flea_agpt_switches 


Routines  Called:  none 


Parameters:  INT_2  id 

BYTE  on 

BYTE  alt 

BYTE  mod 


Returns:  none 


2 . 7 . 8 . 6  flea_agpt_switches_main_menu 

The  flea_agpt_switches_main_menu  function  displays  the  Flea  AGPT  Switches  menu. 
This  function  is  called  if  the  user  selects  the )  ("AGIT'  switches")  option  from  the  Flea 
main  menu.  It  is  also  called  if  the  user  enters  ?  at  the  "Flea  AGFT  Switches>"  prompt. 

The  function  call  is  flea_agpt_switches_main_menu().  The  function  does  the 
following: 
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•  Clears  the  screen. 

•  Calls  tnenu_header  to  display  the  labels  for  the  Flea  simulation  statistics. 

•  Displays  the  current  sky  color  and  fade  values. 

•  Displays  the  menu. 

•  Calls  update_menu_header  to  display  the  current  Flea  simulation  statistics. 

•  Displays  the  "Flea  AGPT  Switches>"  prompt. 

For  a  list  of  the  options  on  the  Flea  AGPT  Switches  menu,  see  flea_agpt_switches. 


Called  By: 


flea_agpt_switches 

tick 


Routines  Called:  blank 

cup 

menu_header 

printf 

strcpy 

update_menu_header 


Parameters:  none 


Returns:  none 

2. 7. 8. 7  derror 

The  derror  function  displays  error  messages  and  prompts  for  flea_agpt_switches. 

The  function  call  is  derror(s),  where  s  is  the  text  to  be  displayed,  derror  also  sets 
user_error  to  TRUE;  this  variable  is  not  used  elsewhere. 


Called  By:  flea_agpt_switches 

Routines  Called:  cup 

printf 

Parameters:  char  s[] 

Returns:  none 


2.7.9  flea_atp.c 

The  functions  in  the  flea_atp.c  CSU  are  used  to  run  calibration  acceptance  tests  under  Flea. 
These  functions  are: 
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•  flea_atp 

•  flea_atp_iiiain_menu 


2.7.9. 1  flea_atp 

The  flea_atp  function  lets  the  Flea  user  run  the  acceptance  tests  that  use  the  calibration 
database.  This  function  is  called  via  the  *fleajmenu  function  pointer  when  the  user  selects 
the  $  ("DBCALEB  locations"  -  database  calibration  locations)  option  from  the  Flea  main 
menu. 

The  function  call  is  flea_atp().  flea_atp  prompts  the  user  for  a  selection  and  uses  the 
*flea_getc  function  pointer  to  get  the  entered  keystroke. 

For  each  test  selected  by  the  user,  flea_atp  sets  the  simulated  vehicle's  coordinates 
(flea_vppos.x,  y,  and  z)  to  the  database  location  used  for  that  test.  The  vehicle's  rotation 
values  (flea_vprot.x,  y,  and  z),  skidx,  skidy,  skidz,  htrate,  and  speed  are  all  set  to  0. 

The  following  table  lists  the  options  supported  by  flea_atp,  and  shows  the  steps  it  performs 
to  process  each  one.  This  menu  is  displayed  by  flea_atp_main_menu. 


Acceptance  Test  Menu  Option 

Processing  by  flea_atp 

?  help 

Calls  flea_alp_main_menu. 

0  Pcpilated.Area 

Sets  the  simulated  vehicle's  current  position. 

1  Depth  Complexity 

Sets  the  simulated  vehicle's  current  position. 

2  Color  Resolution 

Sets  the  simulated  vehicle's  current  position. 

3  Full  Perspective  Texture 

Sets  the  simulated  vehicle's  current  position. 

4  Level  of  Detail 

Sets  the  simulated  vehicle's  current  position. 

6  Occulting  Levels 

Sets  the  simulated  vehicle's  current  position. 

7  Polygon  Throughput 

Sets  the  simulated  vehicle's  current  position. 

8  Texture  with  Transparency 

Sets  the  simulated  vehicle's  current  position. 

9  Polygon  Test  Pattern 

Sets  the  simulated  vehicle's  current  position. 

X  Exit 

Sets  '^flea_menu  function  pointer  to  tick;  calls  strcpy  to 
display  ''Flea>"  prompt;  cils  tick_main_menu. 

Called  By:  flea_io_task  (through  *flea_menu) 


Routines  Called:  *flea_getc 

cup 

flea_atp_main_menu 

isprint 

isspace 

printf 

strcpy 

tick_main_menu 
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Parameters:  none 

Returns:  none 


2. 7. 9. 2  nea_atp_main_inenu 

The  flea_atp_main_menu  function  displays  the  Acceptance  Test  Menu  supported  by 
flea_atp,  and  prompts  the  user  for  input.  This  function  is  called  when  the  user  selects  the  $ 
("DBCALIB  locations")  option  from  the  Rea  main  menu.  It  is  also  called  if  the  user  enters 
?  at  the  "Rea  ATP>"  prompt. 

The  function  call  is  flea_atp_main_menu().  The  function  does  the  following: 

•  Clears  the  screen. 

•  Displays  the  menu. 

•  Sets  the  current  prompt  to  "Rea  ATP>". 

•  Displays  the  "Rea  ATP>"  prompt. 

For  a  list  of  the  options  displayed  on  the  Acceptance  Test  Menu,  see  flea_atp. 


Called  By:  flea_atp 

tick 


Routines  Called:  blank 

cup 

printf 

strcpy 


Parameters:  none 

Returns:  none 


2.7.10  flea_bal_opts.c 

The  functions  in  the  flea_bal_opts.c  CSU  let  the  Rea  user  interact  with  Ballistics.  These 
functions  are: 

•  flea_bal_opts 

•  flea_bal_opts_main_menu 


2.7.10.1  flea_bal_opts 

The  flea_bal_opts  function  processes  Ballistics  r^uests  input  by  the  Rea  user.  This 
function  is  call^  via  the  *flea_menu  function  pointer  when  the  user  selects  the  # 
("ballistics")  option  firom  the  Rea  main  menu. 
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The  function  call  is  flea  bal_opts().  flea_bal_opts  prompts  the  user  for  a  selection,  then 
uses  the  *flea_getc  funcdbn  pointer  to  get  the  keystroke  entered. 

The  following  table  lists  the  options  suppoiied  by  flea_bal_opts,  and  shows  the  steps  it 
performs  to  process  each  one.  This  menu  is  displayed  by  flea_bal_opts_main_menu. 
Options  flagged  with  an  asterisk  are  supported  by  flea_bd_opts  but  do  not  appear  on  the 
menu. 


Flea  Ballistics  Menu  Option 

Processing  by  nea_bal_opts 

1*  display  menu 

Calls  flea_bal_opts_main_menu. 

!  fire  round 

Sets  p_flea_out->shoot_flag  to  TRUE. 

*  cancel  last  round 

Sets  p_flea_oul->shoot_flag  to  Oxff. 

+  add  vehicle 

Makes  sure  other  vehicle  limit  (70)  has  not  been 
reached;  prompts  user  for  vehicle  type,  ASID,  distance, 

X  offset,  and  z  offset;  generates  transformation  matrix; 
places  all  data  in  p_otherveh_state;  increments 
otherveh_counL 

delete  vehicle 

Decrements  otherveh_counL 

@  toggle  auto  Hre 

If  auto_fire_flag  is  FALSE:  prompts  user  for  rounds  per 
minute;  initializes  hits_per_minute,  hit_count,  and 
frame_count  to  0;  sets  hit_count_flag  and  auto_fire_flag 
to  TRUE. 

If  auto_fire_flag  is  TRUE:  sets  hit_count_flag  and 
auto_fire_flag  to  FALSE. 

1*  +zrot 

Increases  htrate  by  .1. 

2*  Ozrot 

Sets  htrate  to  0.00. 

3*  -z  rot 

Decreases  htrate  by  .1. 

4*  +x  rot 

Increases  flea_x_rot  by  .1. 

5*  Ox  rot 

Sets  flea_x_rot  to  0.0. 

6*  -X  rot 

Decreases  flea_x_rot  by .  1 . 

7*  +y  rot 

Increases  flea_y_rot  by  .1. 

8*  Oy  rot 

Sets  flea_y_rot  to  0.0. 

9*  -yrot 

Decreases  flea_x_rot  by  .1. 

A  disable  agl 

Sets  p_flea_out->req_agl  to  FALSE. 

a  requestagl 

Sets  p_flea_out->req_agI  to  TRUE. 
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C  chord  control 

Displays  current  chord  type  and  prompts  for  new  value; 
sets  p_flea_out->proc_chord_type;  displays  current  tracer 
type  and  prompts  few  new  value;  sets  p_flea_out-> 
proc_choid_tracer_type;  displays  current  chord  mode  and 
prompts  for  new  value;  sets  p_flea_out-> 
pfoc_chord_mode. 

If  chord  mode  is  CHORD_MODE_FINITE:  displays 
current  chewd  length  and  prompts  for  new  value;  sets 
p_flea_out->proc_ch(wd_length. 

If  chord  mode  is  CHORD_MODE_INTERV,  displays 
current  chord  end  point  and  prompts  for  new  values;  sets 
p_flea_out->prDC_chord_end.x,  y,  and  z. 

Displays  current  explosion  type  and  prompts  for  new 
value;  sets  p_flea_out->explosion_type. 

D  toggle  int  comp 

Sets  p_flea_out->round_nK)de. 

d  rmove  static  veh 

Prompts  user  for  vehicle  type  and  id;  puts  dau  in 
p_flea_out;  sets  p_flea_out->rem_staticveh_flag  to 
TRUE. 

e  burst  effect 

Prompts  user  for  explosion  type;  sets  p_flea_out-> 
explosion_typc. 

F  toggle  shot  report 

If  p_fiea_out->round_mode  indicates  shot  reptwting  is 
on:  changes  p_flea_out->round_mode  to  disable  shot 
repoting. 

If  p_flea_out->round_mode  indicates  shot  reporting  is 
off:  changes  p_flea_out->round_mode  to  enable  shot 
reporting;  prompts  user  for  target  id,  sets  p_flea_out-> 
targetjd. 

g  toggle  agl  ground  follow 

If  p_flea_out->agLterrain_follow  is  FALSE:  sets 
p_flea_out->req_agI  to  TRUE;  prompts  user  for  height 
above  ground;  sets  p_flea_out->desir^_agl;  sets 
p_flea_out->agLterrain_follow  to  TRUE. 

If  p  flea  out->agl  terrain  follow  is  TRUE;  sets  it  to 
FALSE. 

h*  zero  velocity 

Sets  speed  to  0.0. 

J  delete  traj.  table 

(not  currently  implemented) 

j  add  new  traj.  table 

(not  currently  implemented) 

L  toggle  laser  weapon 

If  p_flea_out->proc_chotd_flag  is  non-zero,  sets  to 
FALSE;  if  0,  sets  to  9;  displays  new  status. 

1  fire  beer  weapon 

Sets  p_flea_out->proc_choid_flag  to  TRUE. 

n*  decrease  vdocity 

Decreases  speed  by  .2. 

p  buffer  pointers 

Displays  {roiniers  to  p_flea_in,  p_flea_out,  and 
denio_ptr. 
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R  round  control 

Displays  current  round  type,  tracer  flag,  and  round  mode; 
prompts  for  new  values;  sets  p_flea_out-> 
new_round_type,  tracer_flag,  and  round_mode. 

If  round  mode  is  ROUND_MODE_SHOT_REPORT: 
prompts  user  fw  target;  sets  p_flea_out->target_id. 

Displays  current  tracer,  round,  and  explosion  types; 
prompts  for  new  values;  sets  p_flea_out->tracer_type, 
round_type,  and  explo8ion_type. 

r  change  round  type 

Prompts  user  for  round  type;  sets  p_flea_out-> 
round_type. 

S  toggle  tracer  di^lay 

Sets  p_ftea_out->round_mode. 

s  drop  static  veh 

Prompts  user  for  vehicle  type,  id,  and  ASID;  generates 
transformation  matrix;  puts  all  data  in  p_flea_out;  sets 
p_flea_out->add_staticveh_flag  to  TRUE. 

T  tracertype 

Prompts  user  fw  tracer  type;  sets  p_flea_out-> 
tiacer_type. 

t  trajchcHd 

Prompts  user  for  chord  id  type,  traco'  flag,  starting  and 
ending  points;  sets  values  in  p_flea_out->p_traj_chOTd; 
sets  p_flea_out->traj_chord_flag  to  TRUE. 

V  add  vehicles 

Resets  otherveh.count  to  0;  prompts  user  for  type, 
number  of  vehicles,  maximum  distance,  and  ASID  flag. 

For  each  vehicle:  sets  x,y,z  offsets:  genoates 
transftxmation  matrix;  puts  data  in  p_otherveh_state; 
increments  otherveh_count. 

V  delete  vehicles 

Sets  oth»veh_count  to  0. 

X*  exit 

Sets  *'flea_menu  function  pointer  to  tick;  calls 
tick_main_menu. 

y*  increase  velocity 

Increases  speed  by  .2. 

Called  By:  flea_io_task  (through  *flea_menu) 


Routines  Called:  *flea_getc 

bcopy 

blank 

cup 

flea_bal_opts_main_menu 

gets 

GLOB 

isprint 

isspace 

printf 

sscanf 

tick_main_menu 


Parameters:  none 
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Returns:  none 


2.7.10.2  flea_baI_opts_main_menu 

The  flea_bal_opts_niain_tnenu  function  displays  the  Rea  Ballistics  menu,  which  lets  the 
user  interface  to  Ballistics  during  a  Rea  exercise.  This  function  is  called  tf  the  user  selects 
the  #  ("ballistics")  option  from  the  Rea  main  menu.  It  is  also  called  if  the  user  enters  ?  at 
the  "Rea  Ballistics>"  prompt. 

The  function  call  is  flea_baI_opts_inain_nienu().  The  function  does  the  following: 

•  Clears  the  screen. 

•  C^s  menu.header  to  display  the  labels  for  the  Rea  simulation  statistics. 

•  Displays  the  menu. 

•  Calls  update_menu_header  to  display  the  current  Rea  simulation  statistics. 

•  If  an  AGL  value  has  been  return^,  displays  it. 

•  If  the  auto_fire_flag  is  enabled,  displays  the  number  of  rounds  per  minute. 

•  If  the  proc_chord_flag  is  enabled,  ^splays  "Laser  weapon  is  ON." 

•  If  the  shot_report_flag  is  enabled,  displays  the  round  and  target  ids,  and  the  status 
of  the  last  shot  ("NONEXISTENT  TARGET,"  "FELL  SHORT,"  "DYNAMIC 
VEHICLE,"  or  "STATIC  VEHICLE.") 

•  Displays  the  "FLEA_BAL_OPTS>"  prompt. 

The  options  on  this  menu  are  processed  by  flea_bal_opts.  For  a  list  of  the  options,  refer  to 
flea_bal_opts. 


Called  By:  flea_bal_opts 

tick 


Routines  Called:  blank 

cup 

menu_header 

printf 

update_menu_header 


Parameters:  none 


Returns:  none 


2.7.11  flea_db_traverse.c 

The  flea_db_traverse  function  lets  the  Flea  user  traverse  the  database  in  a  set  direction  and 
at  a  set  speed.  This  feature  is  invoked  by  selecting  the  T  ("start/restart  db  trv")  option  from 
the  Rea  main  menu.  The  user  is  prompted  for  the  direction  in  which  to  travel,  the  vehicle 
speed  in  meters  per  frame,  the  traversal  interval  in  meters,  and  the  boundaries  in  which  to 
travel  (minimum  and  maximum  x,y  coordinates).  flea_db_traverse  is  called  every  frame  by 
flea_update_pos,  whether  or  not  cktabase  traversal  has  been  initiated. 
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The  function  call  is  flea_db_traverse(). 

The  function  examines  the  value  of  p_flea_out->db_trv_state  to  determine  whether  database 
traversal  is  off,  in  progress,  or  to  be  stopped.  It  then  proceeds  as  follows: 

•  If  db_trv_state  =  0  (traversal  is  off  -  initial  condition): 

-  No  processing. 

•  If  db_trv_state  =  1  (traversal  is  on  -  set  by  flea_db_traverse  after  traversal  is 
initiated  by  user): 

-  Checks  to  see  if  the  current  position  is  beyond  the  set  limits;  if  so,  sets 
db_trv_state  to  5  (no  traver^  running)  and  initializes  skidx,  skidy,  skidz, 
htrate,  flea_x_rot,  flea_y_rot  and  speed  to  0. 

-  If  the  location  is  within  limits  and  db_trv_direction  =  0  (y): 

*  Increases  flea_vppos.y  by  db_trv_speed. 

*  If  the  new  flea_vppos.y  is  out  of  bounds,  increases  flea_vppos.x  by 
db_trv_interval;  increases  flea_vprot.z  by  180.0;  changes  sign  of 
db_trv_speed;  if  agl_terrain_follow  is  enabled,  increases 
flea_vppos.z  by  2000.0. 

-  If  the  location  is  within  limits  and  db_trv_direction  =  1  (x): 

*  Increases  flea_vppos.x  by  db_trv_speed. 

*  If  the  new  flea_vppos.x  is  out  of  bounds,  increases  flea_vppos.y  by 
db_trv_interval;  increases  flea_vprot.z  by  180.0;  changes  sign  of 
db_trv_speed;  if  agl_terTain_follow  is  enabled,  increases 
flea_vppos.x  by  2000.0. 

•  If  db_trv_state  =  2  (halt  traversal  -  set  by  tick  if  user  selects  "stop  db  trv"): 

-  Stores  vehicle's  current  position  and  orientation  in  db_trv_pos.x,  y,  and  z 
and  db_trv_orient.x,  y,  and  z. 

-  Initializes  skidx,  skidy,  skidz,  htrate,  flea_x_rot,  and  flea_y_rot  to  0. 

-  Sets  db_trv_state  to  0  (traversal  off). 

•  If  db_trv_state  is  3  (turn  traversal  on  -  set  by  tick  if  user  selects  "start/restart  db 
trv")  or  4  (resume  traversal  -  set  by  tick  if  user  selects  "resume  db  trv"): 

-  Restores  vehicle's  position  and  orientation. 

-  Initializes  skidx,  slady,  skidz,  htrate,  flea_x_rot,  flea_y_rot,  and  speed  to 

0. 

-  Sets  db_trv_state  to  1  (traversal  on). 


Called  By: 
Routines  Called: 

Parameters: 

Returns: 


flea_update_pos 

none 

none 

none 


2.7.12  flea_decode_data.c 

The  flea_decode_data  function  returns  decodes  the  messages  returned  from  the  CIG  real¬ 
time  software.  These  messages  are  the  same  as  those  that  would  be  returned  to  the 
Simulation  Host  during  a  simulation  exercise.  They  include  Ballistics  responses,  local 
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terrain  messages,  and  error  messages.  If  a  message  requires  processing,  flea_decode_data 
puts  the  message  or  other  required  data  in  p_flea_in. 

The  function  call  is  flea_decode_data().  The  function  does  the  following: 

•  Initializes  the  variables  in  p_flea_in  that  indicate  whether  certain  types  of  data  have 
been  returned  from  the  CIG  (terrain_retumed,  agLretumed,  range_retumed[i],  and 
hit_retumed[i]). 

•  Processes  each  message  in  the  flea_omsg  packet  (see  table  below). 

•  Keeps  track  of  the  packet  size  by  incrementing  a  counter  by  the  size  of  each 
message  as  it  is  processed. 

•  Stops  processing  if  a  MSG_END  or  invalid  message  is  detected,  or  if  the  calculated 
packet  size  exce^  the  length  specified  in  the  packet  header. 

The  following  table  identifies  the  messages  processed  by  flea_decode_data  and  shows  the 
major  steps  it  performs  to  process  each  one.  Note  that  several  messages  cause  no 
processing  other  than  incrementing  the  packet  size. 
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Message 

Processing  by  nea_decode_data 

MSG.AGL 

Sets  p_flea_in->rtn_agl  to  altitude  specified  in  message; 
sets  p_flea_in->agl_retunied  to  TRUE;  increments 
packet  size. 

MSG_END 

Sets  packet_end_flag  to  TRUE,  which  causes  the 
function  to  exit  the  loop. 

MSG_HIT_RETURN 

If  flea_hit_count_flag  is  TRUE,  increments 
flea_hit_count;  generates  a  MSG_SHOW_EFFECT 
message  to  display  effect  (p_flea_out*>explosion_type) 
at  intersection  point  specified  in  MSG_HIT_RETURN 
message;  increments  packet  size. 

MSG_LASER_RETURN 

Sets  p_flea_in->range_retumed[n]  to  TRUE;  copies 
message  data  to  p_flea_in->laser_retum[n]:  increments 
packet  size. 

MSG_LOCAL_TERRAIN 

Increments  packet  size. 

MSG_LT_PIECE 

Puts  each  chunk  of  data  into  local.ter  array;  truncates 
data  if  too  large;  increments  packet  size. 

MSG_MISS 

Increments  miss_count;  increments  packet  size. 

MSG_PASS_BACK 

Increments  packet  size. 

MSG_RETURN_POINT_INFO 

Increments  packet  size. 

MSG_SHOT_REPORT 

Sets  p_flea_in->shot_report_flag  to  TRUE;  copies  data 
from  message  to  p_flea_in->shot_report;  increments 
packet  size. 

MSG_SYS_ERROR 

Inaements  packet  size. 

MSG_TF_HDR 

If  vehicle  id  is  valid,  puts  data  from  message  into 
p_flea_veh[]  array  for  specified  vehicle  id;  increments 
packet  size. 

MSG_TF_PT 

If  vehicle  id  and  point  number  are  valid,  puts  data  from 
message  into  p_flea_vehO  array  for  specified  vehicle 
id/feedback  point;  increments  count  of  feedback  points 
received;  increments  packet  size. 

CaUedBy: 

flea 

Routines  Called: 

asm 

bcopy 

printf 

Parameters: 

none 

Returns: 

none 
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2.7.13  flea_demo.c 

The  flea_demo  function  calls  autopilot  to  run  the  autopilot  demo.  This  function  is  called 
every  frame  if  a  demonstration  has  been  initiated  (i.e.,  demonstration  is  not  equal  to  0) 

The  function  call  is  flea_deino().  The  function  does  the  following: 

•  If  demonstration  =  1 : 

-  Calls  autopilot  to  run  the  demo. 

-  Increments  the  frame  number  sent  to  autopilot. 

-  If  the  new  frame  number  exceeds  the  total  number  of  frames  in  the  demo 
(this  value  is  returned  by  autopilot): 

*  Calls  autopilot  with  frame  number  9999  (stop  demo). 

*  Sets  demonstration  =  0  (no  demo  in  progress). 

*  Resets  the  frame  number  to  0. 

•  If  demonstration  =  99, 98, 96:  not  currently  implemented. 

•  Stores  the  vehicle's  vppos.z  as  last_z. 


Called  By: 


flea_update_pos 


Routines  Called:  autopilot 


Parameters:  none 


Returns:  none 


2.7.14  flea_draw_2d.c 

The  flea_draw_2d  function  reads  2-D  overlay  data  from  a  file  specified  by  the  user.  It  puts 
the  data  into  a  structure  that  is  used  by  update_2d  to  pass  the  new  overlay  data  to  the  GSP. 
This  function  is  called  if  the  Flea  user  selects  the  f  ("draw  2d  via  file")  option  from  the  Flea 
Switches  menu. 

The  function  call  is  nea_draw_2d().  The  function  does  the  following: 

•  Prompts  the  user  for  the  subsystem  (backend)  id:  0, 1,  or  3  for  both. 

•  Prompts  the  user  for  the  name  of  the  pass_on  message  file  that  contains  the  2-D 
commands. 

•  Opens  the  specified  file. 

•  Reads  each  line  of  the  file  into  the  draw_2d_buffer  array. 

•  Closes  the  2-D  file. 

•  Sets  draw_2d_buffer[draw_index][0]  to  8888.  This  signals  the  end  of  the  data  for 
update_2d. 

•  Sets  command_2d[]  for  the  specified  subsystem(s)  to  10.  This  tells  update_2d  that 
the  command  to  be  processed  is  DRAW_2D. 
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Called  By:  flea_switches 


Routines  Called:  cup 

fclose 

fgets 

fopen 

is^git 

isspace 

printf 

scanf 

sscanf 

strcmp 


Parameters:  none 

Returns:  none 


2.7.15  flea_encode_data.c 

The  flea_encode_data  function  is  responsible  for  calling  all  of  the  upd_*  functions  that 
generate  the  outgoing  (Simulation  Host-type)  messages  to  be  returned  to  the  simulation 
software.  This  function  is  called  every  frame  during  a  Flea  exercise. 

The  function  call  is  flea_encode_data().  The  function  calls  all  of  the  functions  listed 
below  under  Routines  Called,  witii  the  following  exceptions: 

•  The  function  calls  d^amic_demo  only  if  demonstration  is  set  to  2.  This  indicates 
that  the  user  has  initiated  a  moving  mc^el  demo  from  the  Flea  Switches,  Flea 
AGPT  Locations,  or  Flea  AGPT  Switches  menu. 

•  The  function  calls  update_agpt_2d  or  update_2d  only  if  a  change  affecting  2-D 
overlays  has  been  specified  for  a  given  subsystem. 

-  update_agpt_2d  is  called  if  type_update_2d  is  1.  This  value  is  set  by 
set_command_2d  if  the  option  was  selected  from  the  Flea  AGPT  Switches 
menu. 

-  update_2d  is  called  if  type_update_2d  is  not  1 ,  indicating  that  the  option 
was  selected  from  the  regular  Flea  Switches  menu. 

Each  upd_*  function  looks  in  p_flea_out  to  determine  whether  it  has  any  data  to  process 
this  frame. 


Called  By:  flea 


Routines  Called:  dynamic_demo 

send_ammo_define 

send_gun_over]ay 

upd_add_static_veh 

upd_auto_fire 

upd_chord_fired 
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upd_clouds 

upd_count_hitS4)er_min 

upd_dynamic_matrix 

upd_flea_vehicles 

upd_lt_state 

upd_matrix_values 

upd_ppm 

upd_rem_static_veh 

upd_req_agl 

upd_req_li^ge 

upd_rcq^point 

upd_rotation_values 

upd_round_fired 

upd_send_dynamic 

upd_send_stop 

upd_show_eff 

upd_sio_write 

upd_subsys_mode 

upd_view_flags 

upd_view_inag 

upd_view_mode 

upd_viewport_up 

update_2d 

update_agpt_2d 


Parameters:  none 


Returns:  none 

2.7.16  flea_graphics_test.c 

The  functions  in  the  flea_graphics_test.c  CSV  are  used  to  run  acceptance  tests.  These 
functions  are: 

•  flea_graphics_test 

•  flea_graphics_test_main_menu 


2.7.16.1  flea_graphics_test 

The  flea_graphics_test  function  processes  the  user's  selection  on  the  Flea  Graphics  Test 
Menu.  The  options  on  this  menu  are  used  to  run  acceptance  tests.  This  menu  becomes 
active  (via  the  *flea_menu  function  pointer)  if  the  user  selects  the  &  ("DBTEST  locations") 
option  from  the  Rea  main  menu. 

The  function  call  is  flea_graphics_test().  The  function  uses  the  *flea_getc  function 
pointer  to  get  the  keystroke  input  by  the  user,  then  processes  it. 

The  following  table  identifies  the  options  supported  by  flea_graphics_test ,  and  shows  the 
steps  it  performs  to  process  each  one.  For  each  test,  the  function  sets  the  simulated 
vehicle's  position  to  the  location  in  that  database  that  contains  the  selected  test  pattern. 
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The  Graphics  Test  menu  is  displayed  by  flea_graphics_test_main_menu.  Options 
supported  but  not  shown  on  the  menu  are  flagged  below  with  an  asterisk. 


Graphics  Test  Menu  Option 

Processing  by  flea_graphics_test 

?  help 

No  action. 

0  string  of  vehicles 

Sets  flea_vppos  and  flea_vproL 

1  striped  right  triangle 

Sets  flea_vppos  and  flea_vproL 

2  44x44  chessboard 

Sets  flea_vppos  and  flea_vproL 

3  32x32  chessboard 

Sets  flea_vppos  and  flea_vproL 

4  house 

Sets  flea_vppos  and  flea_vproL 

S  4x4  chessboard  (textures) 

Sets  flea_vppos  and  flea_vproL 

6  shaded  textures 

Sets  flea_vppos  and  flea_vprot. 

7  66  sided  pyramid 

Sets  flea_vppos  and  flea_vproL 

8  4  tanks  (no  textures) 

Sets  flea_vppos  and  flea_vprot. 

9  tank  behind  explosion 

Sets  flea_vppos  and  flea_vproL 

a  tank  behind  treeline 

Sets  flea_vppos  and  flea_vi»oL 

b  tank  behind  tree 

Sets  flea_vppos  and  flea_vproL 

c  2  pixel  vertical  line 

Sets  flea_vppos  and  flea_vproL 

d  50  cubes 

Sets  flea_vppos  and  flea_vi»-oL 

q*  quit 

Sets  •flea_menu  function  pointer  to  tick;  sets  prompt  to 
"Flea>";  calls  tick_main_menu. 

Sets  *flea_menu  function  pointer  to  tick;  sets  prompt  to 
"Flea>";  calls  tick_main_menu. 

After  each  selection  is  processed,  flea_graphics_test  initializes  skidx,  skidy,  skidz,  htrate, 
and  speed  to  0. 


Called  By:  flea_io_task  (through  *flea_menu) 


Routines  Called:  *flea_getc 

cup 

GLOB 

isprint 

isspace 

printf 

tick_main_menu 

strcpy 


Parameters: 


none 
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Returns:  none 


2.7.16.2  flea_graphics_test_main_inenu 

The  flea _graphics_test_main_menu  function  displays  the  Flea  Graphics  Test  menu.  This 
function  is  c^ed  if  the  user  selects  the  &  ("DBTEST  locations")  finom  the  Flea  main  menu. 

The  function  call  is  flea_graphics_test_inain_menu().  The  function  does  the 
following:  ~  ~  ~ 

•  Clears  the  screen. 

•  Displays  the  menu. 

•  Displays  the  "Flea  Graphics>"  prompt 

The  option  selected  by  the  user  is  processed  by  flea _graphics_test.  For  a  list  of  the  options 
displayed  on  the  menu,  refer  to  flea_graphics_test. 


Called  By  :  tick 


Routines  Called:  blank 

cup 
printf 
strcpy 


Parameters:  none 

Returns:  none 


2.7.17  flea_init_cig_sw.c 

The  flea_init_cig_sw  function  opens  the  Flea  configuration  file,  calls  config_translator  to 
process  its  entries,  then  builds  a  message  packet  to  return  to  the  CIG.  This  function  is 
called  when  flea  is  initialized. 

The  Flea  configuration  file  can  be  specified  using  the  c  ("change  configfile  name")  option 
on  the  Gossip  main  menu.  If  no  file  was  specified,  flea_init_cig_sw  looks  for  a  default 
file. 

The  function  call  is  flea_init_cig_sw().  The  function  does  the  following: 

•  Initializes  various  variables  that  pertain  to  the  message  packet. 

•  If  a  configuration  file  name  was  entered  through  Gossip,  calls  find_fn  to  open  the 
specified  file;  tries  first  for  an  exact  match,  then  for  a  partial  match. 

•  If  no  file  was  specified  through  Gossip,  calls  find_fn  to  open  the  highest-numbered 
cfg*  file. 

•  AUocates  memory  for  the  structure  used  to  build  the  CIG  configuration  messages. 

•  Calls  config_translator  to  read  the  file  and  generate  the  CIG  cotfiguration 
messages. 
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•  Processes  each  message  built  by  the  config_translator  functions  (see  table  below). 

•  Stops  processing  messages  when  a  MSG_CIG_CTL  or  MSG_END  message  is 
detect^  or  if  the  packet  count  exceeds  the  maximum  packet  size. 

•  Uses  the  EXCHANGE_FLEA_DATA  macro  (describe  in  Appendix  B)  to 
exchange  message  packets  with  the  real-time  software. 

•  Resets  die  packet_count  to  0  and  the  packet_complete_flag  to  FALSE. 

•  Frees  the  memory  allocated  to  process  the  messages. 

•  Uses  the  EXCHANGE_FLEA_DATA  macro  16  more  times,  to  ensure  that  the  CIG 
has  fully  completed  the  contiguration  stage. 

The  following  table  lists  the  message  types  that  may  be  generated  by  the  config_translator 
functions,  and  identifies  the  major  steps  flea_init_cig_sw  uses  to  process  them.  In  most 
cases,  flea_init_cig_sw  simply  uses  the  OUTPUT_MESSAGE  macro  (described  in 
Appendix  B)  to  add  the  message  to  the  outgoing  message  packet  (flea_imsg).  The  function 
also  keeps  track  of  the  size  of  the  packet  and,  if  FLEA_DEBUG  is  enabled,  outputs  the 
contents  of  many  of  the  messages  to  stdout. 
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Message  Type 

Processing  by  nea_init_cig_sw 

MSG_2D_SETUP 

Uses  OUTPUT_MESSAGE  to  add  message  to  packet. 

MSG_ADD_TRAJ_TABLE 

Uses  OUTPUT_MESSAGE  to  add  message  to  packet. 

MSG_AMMO_DEFINE 

Uses  OUTPUT_MESSAGE  to  add  message  to  packet. 

MSG_aG_CTL 

Q)pies  message  to  packet;  sets  packet_complete_flag  to 
TRUE  (which  causes  flea_init_cig_sw  to  exit  loop). 

MSG_CREATE_CONnGNODE 

Copies  message  to  packet;  if  node_index  =  1  (initial 
world-to-hull  matrix),  calls  id_4x3mtx,  rotate_x_nt, 
iotate_y_nt.  rotate_z_nt,  and  translate  to  generate 
transformation  matrix,  and  adds  matrix  to  message. 

MSG_DEFINE_TX_MODE 

Uses  OUTPUT_MESSAGE  to  add  message  to  packet. 

MSG_DR1 1_PKT_SIZE 

Uses  OUTPUT_MESSAGE  to  add  message  to  packet. 

MSG.END 

Sets  completion_flag  to  TRUE;  sets 
packet_complete_flag  to  TRUE  (which  causes 
flea_init_cig_sw  to  exit  loop). 

MSG_Fn-E_DESCR 

Copies  message  to  packet. 

If  flea_color_cfg_wanted_G  is  enabled:  sets  db_req  to 
DB_COLOR_CFG_0  and  db_name  to 
color_cfg_fn_to_use. 

If  flea_esifaJoad_wanted_G  is  enabled:  sets  db_req  to 
DB_ESIFA_LOAD_0  and  db_name  to  esifa_fn_to_use. 

MSG_LT_STATE 

Uses  OUTPUT_MESSAGE  to  add  message  to  packet. 

MSG_OVERLAY_SETUP 

Uses  OUTPUT_MESSAGE  to  add  message  to  packet. 

MSG_PPM_DISPLAY_MODE 

Uses  OUTPUT_MESSAGE  to  add  message  to  packet. 

MSG_PPM_DISPLAY_OFFSET 

Uses  OUTPUT_MESSAGE  to  add  message  to  packet. 

MSG_PPM_PIXEL_LOCATION 

Uses  OUTPUT_MESSAGE  to  add  message  to  packet. 

MSG_PPM_PIXEL_STATE 

Uses  OUTPUT_MESSAGE  to  add  message  to  packet. 

MSG_SIO_CLOSE 

Uses  OUTPUT_MESSAGE  to 

add  message  to  packet.  | 

MSG_SIO_INIT 

Uses  OUTPUT_MESSAGE  to  add  message  to  packet. 

MSG_TF_INIT_HDR 

Uses  OUTPUT_MESSAGE  to  add  message  to  packet. 

MSG_TF_INIT_PT 

Uses  OUTPUT_MESSAGE  to  add  message  to  packet. 

MSG_TF_STATE 

Uses  OUTPUT_MESSAGE  to 

add  message  to  packet.  | 

MSG_TRAJ_ENTRY 

Uses  OUTPUT_MESSAGE  to  add  message  to  packet. 

MSG_VIEWPORT_STATE 

Uses  OUTPUT_MESSAGE  to  add  message  to  packet. 

If  an  invalid  message  type  is  detected,  flea_init_cig_sw  displays  an  error  message  and  exits 
with  a  1. 

The  function  returns  1  if  successful.  It  returns  EOF  if  it  could  not  find  the  file  specified 
through  Gossip,  or  if  no  cfg*  file  was  found  on  disk.  The  function  exits  with  a  1  if  it 
could  not  allocate  enough  memory  to  build  messages,  or  if  config_translator  returns  an 
error. 


Called  By  ; 
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Routines  Called:  bcopy 

config_translator 

cos 

EXCHANGE_FLEA_DATA 

exit 

find_fn 

free 

GLOB 

id_4x3mtx 

tnalloc 

OUTPUT.MESSAGE 

printf 

rotate_x_nt 

rotate_y_nt 

rotate_z_nt 

sin 

strcpy 

strlen 

TORAD 

translate 


Parameters:  none 


Returns:  EOF 

1 


2.7.18  fIea_ppm_obj.c 

The  functions  in  the  flea_ppm_obj.c  CSU  control  PPM  parameter  downloads  to  the  CIG. 
These  functions  are: 

•  upd_ppm 

•  flea_calibration_image 
flea_ppm_display_mode 

•  flea_ppm_display_offset 

•  flea_j)pmj)ixel_location 

•  flea_ppm_pixel_statc 


2.7.18.1  upd_ppm 

The  upd_ppm  function  checks  p_flea_out  fw  any  PPM  requests.  If  it  finds  any,  it  calls  the 
appropriate  routine  to  add  the  message  to  the  outgoing  message  packet  This  function  is 
called  at  the  end  of  every  frame  during  a  Flea  exercise. 

upd_ppm  determines  whether  it  has  any  data  to  process  by  examining  various  flags  in 
p_flea_out.  These  flags  are  set  if  the  user  selects  various  options  from  the  Flea  PPM 
menu,  which  is  reach^  by  selecting  P  ("Calibrate  PPMs")  from  the  Flea  main  menu. 

These  flags  and  the  options  used  to  set  them  are  as  follows: 
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p_flea_out  Flag 

Flea  PPM  Menu  Option 

calibration_iinage_flag 

i  ("cal  image") 

ppm_clisplay_mode_flag 

m  ("change  mode") 

ppm_display_offset_flag 

1  ("display  left"),  2  ("display  down"),  3  ("display  right"), 

5  ("display  up") 

ppin_pixel_locauon_flag 

h  ("pixel  left"),  1  ("pixel  right"),  j  ("pixel  down"), 
k  ("pixel  up") 

ppm_pixcl_state_flag 

o  ("pixel  ofr),  O  ("pixel  on") 

auto_ppm_flag 

a  ("auto  test") 

The  function  call  is  upd_ppin().  The  function  does  the  following: 

•  If  calibration_image_flag  in  p_flea_out  is  set: 

Makes  sure  the  packet  has  enough  room  for  the  new  message. 

-  Increments  the  packet  size. 

-  Calls  flea_calilTOtion_image  to  build  the  MSG_CALIBRATION_IMAGE 
message  and  put  it  in  the  outgoing  packet. 

-  Sets  c^bration_image_flag  to  FiMlSE. 

•  If  ppm_display_mode_flag  in  p_fIea_out  is  set: 

-  Makes  sure  the  packet  has  enough  room  fw  the  new  message. 

-  Increments  the  packet  size. 

-  Calls  flea_ppm_display_mode  to  build  the  MSG_PPM_DISPLAY_MODE 
message  and  put  it  in  the  outgoing  packet. 

-  Sets  ppm_display_mode_flag  to  FALSE. 

•  If  ppm_display_offset_flag  in  p_flea_out  is  set: 

-  Makes  sure  the  packet  has  enough  room  for  the  new  message. 

-  Increments  the  packet  size. 

-  Calls  flea_ppm_display_offset  to  build  the  MSG_PPM_DISPLAY_- 
OFFSET  message  and  put  it  in  the  outgoing  packet 

-  Sets  ppm_display_offset_flag  to  FALSE. 

•  If  ppm_pixel_location_flag  in  p_fIea_out  is  set: 

-  Makes  sure  the  packet  has  enough  room  for  the  new  message. 

-  Increments  the  packet  size. 

-  Calls  flea^pm_pixel_location  to  build  the  MSG_PPM_PIXEL_- 
LOCATION  message  and  put  it  in  the  outgoing  packet 

-  Sets  ppm_pixel_location_flag  to  FALSE. 

•  If  ppm_pixel_state_flag  in  p_flea_out  is  set: 

-  Makes  sure  the  packet  has  enough  room  for  the  new  message. 

-  Increments  the  packet  size. 

-  Calls  flea_ppm_pixel_state  to  build  the  MSG_PPM_PIXEL_STATE 
message  and  put  it  in  the  outgoing  packet. 

-  Sets  ppm_pixeLstate_flag  to  FALSE. 

•  If  auto_ppm_flag  in  p_flea_out  is  set: 

-  Increments  ppm_frame_count. 

-  Determines  which  period  (if  any)  is  up  this  frame.  (The  user  specifies  the 
periods  for  each  PPM  operation  when  choosing  the  "auto  test"  function.) 

*  If  display_mode_period:  sets  display_mode_chan  to  0  and 
display_mode_flag  to  TRUE. 
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*  If  (iisplay_offset_period:  sets  display_offset_chan  to  0  and 
display_offset_flag  to  TRUE. 

*  If  cal_pixel_period:  sets  cal_pixel_chan  to  0  and  cal  j)ixel_flag  to 
TRUE. 

*  If  pixel_loc_period:  sets  pixel_loc_chan  to  0  and  pixel_loc_flag  to 
TRUE. 

-  Processes  the  change  based  on  which  flag  is  now  set: 

*  If  display_n^e_flag:  sets  all  data  in  msg_ppm_display_mode; 
makes  sure  packet  has  enough  room;  calls  flea_ppm_display_mode 
to  put  MSG_PPM_DISPLAY_MODE  message  in  packet; 
increments  display_mode_chan;  if  channel  is  8  or  naore,  resets 
display_mode,  display_mode_chan,  and  display_mode_flag. 

*  If  display_offset_flag:  sets  all  data  in  msg4)pm_display_offset; 
makes  sure  packet  has  enough  room;  calls  flea_ppm_display_offset 
to  put  MSG_PPM_DISPLAY_OFFSET  message  in  packet; 
increments  display_offset_chan;  if  channel  is  8  or  more,  resets 
display_offset_i  and  j,  display_offset_chan,  and 
display_offset_flag. 

*  If  cal_pixel_flag:  sets  all  data  in  msg_ppm  jixeLstate;  makes  sure 
packet  has  enough  room;  calls  flea_ppm_pixel_state  to  put 
MSG_PPM_PIXEL_STATE  message  in  packet;  increments 
cal_pixel_chan;  if  channel  is  4  or  more,  resets  pixel_on_off, 
cal_pixel_chan,  and  cal_pixel_flag. 

*  If  pixel_loc_flag:  sets  all  data  in  msg_ppm_pixel_location;  makes 
sure  packet  has  enough  room;  calls  flea_ppm_pixeLlocation  to  put 
MSG_PPM_PIXEL_STATE  message  in  packet;  increments 
pixel_loc_chan;  if  channel  is  4  or  more,  resets  pixeljocj  and  j, 
pixel_loc_chan,  and  pixel_loc_flag. 

The  function  calls  flea_error_printf  to  output  an  error  if  the  packet  does  not  have  enough 
room  for  the  new  message. 


Called  By:  flea_encode_data 


Routines  Called:  flea_calibration_image 

flea_erTor_print 

flea_ppm_^splay_mode 

flea_ppm_display_offset 

fleaj)pm_pixel_Iocation 

flea_ppm_pixel_state 


Parameters:  none 


Returns:  none 


2.7.18.2  flea_calibratioii_image 

The  flea_ppm_pixel_state  function  puts  the  MSG_CALIBRATION_IMAGE  message  into 
the  outgoing  message  packet  This  function  is  called  if  the  calibration_image_flag  in 
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p_flea_out  is  set  to  TRUE  because  the  user  selected  the  i  ("cal  image")  option  from  the  Flea 
PPM  menu. 

The  function  call  is  flea_caIibration_iinage(p_msg,  p_new_msg),  where: 

pjnsg  is  a  pointer  to  the  outgoing  message  packet  (flea_imsg) 
p  newjnsg  is  a  pointer  to  the  message  in  p_flea_out 

After  adding  the  message  and  its  header,  the  function  increments  the  pointer  to  the  outgoing 
packet  and  returns  it  as  pjnsg. 


dialled  By:  upd_ppm 

Routines  Called:  none 


Parameters: 


MSG_CALffiRATION_IMAGE  *p_msg 
MSG_CALIBRATION_IMAGE  ♦p_new_msg 


Returns:  p_msg 


2.7.18.3  fIea_ppm_dispIay_mode 

The  flea_ppm_display_mode  function  puts  the  MSG_PPM_DISPLAY_MODE  message 
into  the  outgoing  message  packet.  This  function  is  called  if  the  ppm_display_niode_flag  in 
p_flea_out  is  set  to  TRUE  because  the  user  selected  the  m  ("change  mode")  option  ftom  the 
Flea  PPM  menu.  It  is  also  called  if  the  a  ("auto  test")  option  was  selected  and  the 
display_modej)eriod  expires  this  frame. 

The  function  call  is  nea_ppm_dispIay_mode(p_msg,  p  new  msg),  where: 

pjnsg  is  a  pointer  to  the  outgoing  message  packet  (flea_imsg) 
p  newjnsg  is  a  pointer  to  the  message  in  p_flea_out 

After  adding  the  message  and  its  header,  the  ftuiction  increments  the  pointer  to  the  outgoing 
packet  and  returns  it  as  pjnsg. 


Called  By:  upd_ppm 

Routines  Called:  ncme 


Parameters: 


MSG_PPM_DISPLAY_MODE  *p_msg 

MSG_PPM_DISPLAY_MODE  *p_new_msg 


Returns:  p_msg 
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2.7.18.4  flea_ppm_display_offset 

The  flea_ppni_display_offset  function  puts  the  MSG_PPM_DISPLAY_OFFSET  message 
into  the  outgoing  message  packet  This  function  is  called  if  the  ppm_display_offset_flag  in 
p_flea_out  is  set  to  TRUE  because  the  user  selected  any  of  the  "display  <direction>" 
options  from  the  Flea  PPM  menu.  It  is  also  called  if  the  a  ("auto  test")  option  was  selected 
and  the  display_offset_period  expires  this  frame. 

The  function  call  is  flea_ppm_dispIay_offset(p_msg,  p_new_msg),  where: 

pjnsg  is  a  pointer  to  the  outgoing  message  packet  (flea_imsg) 
p  new  msg  is  a  pointer  to  the  message  in  p_flea_out 

After  adding  the  message  and  its  header,  the  function  increments  the  pointer  to  the  outgoing 
packet  and  returns  it  as  pjnsg. 


Called  By:  upd_ppm 

Routines  Called:  none 


Parameters: 


MSG_PPM_DISPLAY_OFFSET  *p_msg 
MSG_PPM_DISPLAY_OFFSET  *p_new_msg 


Returns:  p_msg 


2.7.18.5  fIea_ppm_pixeMocation 

The  flea_ppm_pixel_location  function  puts  the  MSG_PPM_PIXEL_L0CAT10N  message 
into  the  outgoing  message  packet.  This  function  is  called  if  the  ppm_pixel_location_flag  in 
p_flea_out  is  set  to  TRUE  because  the  user  selected  any  of  the  "pixel  <direction>"  options 
from  the  Flea  PPM  menu.  It  is  also  called  if  the  a  ("auto  test")  option  was  selected  and  the 
pixel_loc_period  expires  this  frame. 

The  function  call  is  flea_ppm_pixeIJocation(p_msg,  p_new_msg),  where: 

pjnsg  is  a  pointer  to  the  outgoing  message  packet  (flea_imsg) 
p  newjnsg  is  a  pointer  to  the  message  in  p_flea_out 

After  adding  the  message  and  its  header,  the  function  increments  the  pointer  to  the  outgoing 
packet  and  returns  it  as  pjnsg. 


Called  By:  upd_ppm 

Routines  Called:  none 


237 


BBN  Systems  and  Technologies 


GTIOO  RTSW  CSCI 


Parameters: 


MSG_PPM_PIXEL_LOCATION 

MSG_PPM_PIXEL_LOCATION 


'‘p_msg 

'‘p_new_msg 


Returns:  p_msg 


2.7.18.6  flea_ppm_pixel_state 

The  flea_ppm_pixel_state  function  puts  the  MSG_PPM_PIXEL_STATE  message  into  the 
outgoing  message  packet.  This  function  is  caUed  if  the  ppm_pixel_state_flag  in  p_flea_out 
is  set  to  TRUE  because  the  user  selected  o  ("pixel  off)  or  O  ("pixel  on")  from  the  Flea 
PPM  menu.  It  is  also  called  if  the  a  ("auto  test")  option  was  selected  and  the 
cal_pixel_period  expires  this  frame. 

The  function  call  is  flea_ppm_pixel_state(p_msg,  p_new_msg),  where: 

pjnsg  is  a  pointer  to  the  outgoing  message  packet  (flea_imsg) 
p  newjnsg  is  a  pointer  to  the  message  in  p_flea_out 

After  adding  the  message  and  its  header,  the  function  increments  the  pointer  to  the  outgoing 
packet  and  returns  it  as  pjnsg. 


Called  By: 


upd_ppm 


Routines  CaUed: 


none 


Parameters:  MSG_PPM_PIXEL_STATE  *p_msg 

MSG_PPM_PIXEL_STATE  *p_new_msg 

Returns:  p_msg 


2.7.19  flea_script.c 

The  functions  in  the  flea_script.c  CSU  provide  the  ability  to  play  back  a  recorded  script 
file.  These  functions  are: 


•  flea_abs_playback 

•  get_nextj)acket 

•  get_next_message 


A  script  file  can  be  built  by  selecting  the  r  ("record  i/f  messages  menu")  option  from  the 
Gossip  main  menu.  If  this  feature  is  enabl^  the  cigsimio  functions  in  the  Real-Time 
Processing  CSC  save  all  incoming  and  outgoing  messages  to  a  binary  file.  Recording 
continues  for  a  specified  number  of  frames. 
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2.7.19.1  flea_abs_playback 

The  flea_abs_playback  function  plays  back  the  script  recorded  in  a  file.  This  function  is 
called  every  frame  by  flea  (instetd  of  the  functions  called  when  a  user  is  driving  the 
exercise)  if  the  fleaG_abs_playback  variable  is  TRUE.  This  variable  is  enabled  if  the  user 
selects  the  b  ("begin  absolute  playback")  option  from  the  Flea  Script  menu.  The  user  must 
also  enter  the  name  of  the  frle  that  contains  the  script  to  be  played  back. 

When  the  recorded  file  is  played  back,  flea_abs_playback  extracts  all  of  the  incoming 
(SIM-to-CIG)  messages  from  the  file  and  places  them  in  the  flea_imsg  packet  Packets  are 
Aen  exchanged  as  usual  by  the  flea  fupction. 

The  function  call  is  flea_abs_playback().  The  function  does  the  following; 

•  If  a  playback  file  is  not  yet  open,  opens  it  in  read-only  mode. 

-  If  the  file  cannot  be  opened,  displays  an  error  and  sets  fleaG_abs_playback 
to  FALSE. 

-  If  the  file  is  opened  successfully,  sets  playback_file_open  to  TRUE. 

•  If  fleaG_stop_playback  is  TRUE  (because  the  user  selected  the  "stop  playback" 
option  from  the  Flea  Script  menu): 

-  Sets  playback_file_open  to  FALSE. 

-  Closes  the  playback  file. 

-  Sets  fieaG_abs_playback  to  FALSE. 

-  Sets  fleaG_stop_playback  to  FALSE. 

-  Exits. 

•  Sets  end_of_frame  to  FALSE. 

•  Calls  get_next_packet  to  get  the  next  message  packet. 

-  If  get_next_packet  reports  an  end-of-file,  outputs  a  message  and  rewinds 
the  file. 

-  If  the  packet  is  tagged  TAG_MSG_FROM_CIG  or 
TAG_PKT_FROM_CIG:  sets  end_of_frame  to  TRUE. 

-  If  the  packet  is  tagged  TAG_PKT_TO_CIG;  copies  the  packet  to  flea_imsg 
and  sets  end_of_frame  to  TRUE. 

-  If  the  packet  is  tagged  TAG_MSG_TO_CIG:  calls  get_next_message  to  get 
the  message,  then  copies  the  message  to  flea_imsg. 

•  When  the  end  of  frame  is  reached,  adds  a  MSG_END  message  to  the  flea_imsg 
packet. 


Called  By:  flea 


Routines  Called:  bcopy 

get_next_message 

get_next_packet 

tfx_close 

ifx_open 

ifx_sposn 

printf 


Parameters:  none 
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Returns:  none 


2.7.19.2  get_next_packet 

The  get_next_packet  function  gets  the  next  message  packet  from  the  script  file. 

The  function  call  is  get_next_packet(fd,  pkt_code,  pkt_addr,  pkt_si2e),  where: 
fd  is  the  file  descriptor  of  the  record  (script)  file 

pkt  code  is  a  pointer  to  the  packet's  tag  (TAG_STRING,  TAG_PKT_TO_CIG, 
TAG_MSG_TO_CIG,  TAG_PKT_FROM_ClG,  or  TAG_MSG_FROM_CIG.) 
pkt  addr  is  a  pointer  to  the  packet  found  by  get_next_packet 
pkt  size  is  is  a  pointer  to  the  size  of  the  packet  found  by  get_next_packet 

The  function  does  the  following: 

•  Reads  the  packet  tag. 

•  Sets  *pkt_code,  *pkt_addr,  and  *pkt_size. 

•  Reads  the  packet  buffer. 

•  Verifies  that  the  number  of  bytes  read  equals  the  block  size  specified  in  the  packet 
tag. 

The  function  returns  the  status  returned  by  ifx_read  if  successful.  It  returns  EOF  if  it 
encounters  an  error  reading  the  script  file. 


Called  By. 

flea_abs_playback 

Routines  Called: 

ifx_read 

printf 

Parameters: 

INT  4 

fd 

UNS  1 

*pkt_code 

UNS  1 

**pkt_addr 

UNS_2 

*pkt_size 

Returns: 

EOF 

status 

2.7.19.3  get_next_message 

The  get_next_message  function  gets  the  next  message  from  the  script  file.  This  function  is 
called  if  the  entry  in  the  script  file  is  tagged  TAG_MSG_TO_CIG. 

The  function  call  is  get_next_message(msg_hdr_P,  msg_code_P,  data_size_P), 
where: 


240 


BBN  Systems  and  Technologies 


GTIOO  RTSW  CSCI 


msg  Jidr  P  is  a  pointer  to  the  message  header 
msg  code  P  is  a  pointer  to  the  message  code 
data  size  P  is  a  pointer  to  the  message  size 

The  function  does  the  following: 

•  Sets  *msg_code_P  to  the  message  type  specified  in  the  message  header. 

•  Sets  *data_size_P  to  the  size  of  the  message  header  plus  the  message  length 
specified  in  the  header. 

•  Validates  the  message  code. 

The  function  returns  0  if  successful.  It  returns  EOF  if  the  message  code  is  invalid. 


Called  By:  flea_abs_playback 


Routines  Called:  printf 


Parameters: 


MSG_HDR 

INT_2 

INT_2 


*msg_hdr_P 

*msg_code_P 

*data_size_P 


Returns:  EOF 

0 


2.7.20  flea_simulate_vehicles.c 

The  functions  in  the  flea_simulate_vehicles.c  CSU  are  used  to  update  the  position  and 
orientation  values  of  each  Flea  vehicle  based  on  terrain  feedback.  These  functions  are: 

•  flea_simulate_vehicles 

♦  fmd_pitch_and_roll 


2.7.20.1  flea_simulate_vehicles 

The  flea_simulate_vehicles  function  adjusts  each  Flea  vehicle's  position  and  orientation 
based  on  the  terrain  feedback  points  received.  This  function  is  called  every  frame  during  a 
Flea  exercise. 

The  p_flea_veh[]  array  (data  type  SIM_VEH_STRUCT)  is  used  to  maintain  data  for  all 
Flea  vehicles.  ;^ch  vehicle's  entty  specifies  its  type,  vehicle  id,  ASID  value, 
transformation  matrix,  desired  altitude,  terrain  fe^back  points,  etc.  The  first  vehicle  in  the 
array  (index  0)  is  the  simulated  vehicle.  The  maximum  number  of  Flea  vehicles  is  specified 
by  MAX_FLEA_VEHICLES,  which  is  set  in  the  demo_stmct.h  file. 

The  function  call  is  flea_simulate_vehicles().  The  function  does  the  following: 

•  For  the  simulated  vehicle: 
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-  Sets  a  pointer  to  the  vehicle's  data  in  p_flea_veh.  The  simulated  vehicle  is 
the  first  element  in  the  array. 

Makes  sure  the  vehicle’s  in-use  flag  is  TRUE  and  that  all  of  its  terrain 
feedback  points  have  been  received. 

-  Resets  the  received  point  count  to  0. 

-  Sets  the  vehicle's  pos.x  to  flea_vppos.x. 

-  Sets  the  vehicle's  pos.y  to  flea_vppos.y. 

-  Sets  the  vehicle’s  pos.z  and  flea_^pos.z  to  the  sum  of  (1)  the  average 
height  of  the  vehicle's  first  three  terrain  feedback  points,  and  (2)  the 
vehicle's  desired  altitude. 

-  Adds  the  z  values  of  all  of  the  vehicle's  terrain  feedback  points. 

-  Sets  flea_vppos.z  to  the  vehicle’s  desired  altitude  plus  the  average  height  of 
the  feedback  points. 

-  Sets  speed  to  the  vehicle’s  dpos.y. 

-  Increments  the  vehicle's  rot.z  by  droLz. 

-  Uses  the  CHECKROT  macro  to  validate  the  value  of  rot.z. 

Sets  flea_vprot.z  to  the  vehicle's  roLz. 

-  Calls  find_pitch_and_roll  to  calculate  the  vehicle's  rot.x  (pitch)  and  rot.y 
(roll)  values. 

-  Sets  flea_vprot.x  to  the  vehicle’s  rot.x. 

-  Sets  flea_vprot.y  to  the  vehicle's  rot.y. 

•  For  all  other  vehicles,  to  the  maximum  specified  by  MAX_FLEA_VEHICLES : 

-  Sets  a  pointer  to  the  vehicle’s  data  in  p_flea_veh. 

Makes  sure  the  vehicle's  in-use  flag  is  TRUE  and  that  all  of  its  terrain 
feedback  points  have  been  received. 

-  Resets  the  received  point  count  to  0. 

-  Increments  the  vehicle's  pos.x  by  dpos.y  times  mtx[l][0]. 

-  Increments  the  vehicle's  pos.y  by  dpos.y  times  mtx[l][l]- 

-  Increments  the  vehicle's  desired_alt  by  dpos.z. 

Adds  the  position. z  values  for  all  of  the  vehicle's  feedback  points. 

-  Sets  the  vehicle's  pos.z  to  the  desired  altitude  plus  the  average  height  of  the 
terrain  feedback  points. 

-  Increments  rot.z  by  drot.z. 

-  Uses  the  CHECKROT  macro  to  validate  the  roLz  value. 

-  Calculates  the  cosine  and  sine  of  the  vehicle's  x,  y,  and  z  rotation  values. 

-  Calls  id_4x3mtx  to  create  an  identity  matrix. 

-  Calls  rotate_z_nt  to  rotate  the  identity  matrix  using  the  vehicle's  z  rotation 
value. 

-  Calls  find_pitch_and_roll  to  calculate  the  vehicle's  rot.x  (pitch)  and  rot.y 
(roll)  values. 

-  Calls  make4x3  to  generate  the  vehicle's  new  transformation  matrix. 

-  Puts  the  new  matrix  and  vectors  into  the  vehicle's  structure. 

-  If  the  vehicle's  shoot_flag  is  TRUE: 

*  Sets  the  shoot_flag  to  FALSE. 

*  Generates  a  MSG_PROCESS_ROUND  message  and  puts  it  into  the 
flea_imsg  packet. 

-  If  the  vehicle's  round_limit  flag  is  TRUE  (auto-firing)  and  the 
round_counter  exceeds  the  round_limit: 

*  Resets  the  round_counter  to  0. 

*  Generates  a  MSG_PROCESS_ROUND  message  and  puts  it  into  the 
flea_imsg  packet. 


Called  By:  flea_update_pos 


242 


GTIOO  RTSW  CSCI 


BBN  Systems  and  Technologies 


Routines  Called:  CHECKROT 

cos 

find_pitch_and_roll 

id_4x3mtx 

make4x3 

rotate_z_nt 

sin 

TORAD 


Parameters;  none 

Returns:  none 


2.7.20.2  find_pitch_and_roII 

The  find_pitch_and_roll  function  calculates  a  Flea  vehicle's  pitch  (rot.x)  and  roll  (rot.y), 
based  on  Ae  vehicle's  three  terrain  feedback  points.  This  function  is  called  when 
flea_simulate_vehicles  is  updating  the  orientation  of  each  Rea  vehicle. 

The  function  call  is  find_pitch_and_roU(veh_P),  where  veh  P  is  a  pointer  to  the 
vehicle's  data  in  the  p_flea_veh[raTray.  The  function  does  the  following: 

•  Computes  the  vector  connecting  the  first  and  second  terrain  feedback  points. 

•  Computes  the  vector  connecting  the  second  and  third  terrain  feedback  points. 

•  Computes  the  normal  vector  using  the  first  two  vectors. 

•  Calls  vec_mat_mul  to  multiply  the  normal  vector  by  the  vehicle's  matrix. 

•  Computes  the  magnitude  of  the  normal  vector  (mag_normal)  by  taking  the  square 
root  of  (vec.x^  +vec.y2  +vec.z2). 

•  Calculates  the  vehicle's  pitch  in  radians  as  [ji  /  2  -  acos((vec.y  /  mag_normal))]. 

•  Calculates  the  vehicle's  roll  in  radians  as  [acos((vec.x  /  mag_normal))  -  n  /  2]. 

•  Sets  the  vehicle's  rot.x  value  to  the  value  of  pitch  converted  to  degrees  (using  the 
TODEG  macro). 

•  Sets  the  vehicle's  rot.y  value  to  the  value  of  roll  converted  to  degrees  (using 
TODEG). 


Called  By:  flea_simulate_vehicles 


Routines  Called:  acos 

sqrt 

TODEG 

vec_mat_mul 


Parameters: 


SIM_VEH_STRUCT 


*veh  P 
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Returns:  none 


2.7.21  flea_switches.c 

The  functions  in  flea_switches.c  CSU  let  the  user  modify  various  simulation  parameters. 
These  functions  are: 

•  £lea_switches 

•  flea_switches_main_menu 


2.7.21.1  flea_switches 

The  flea_switches  function  process  the  user's  selection  on  the  Rea  Switches  menu.  This 
function  is  called  (through  the  *flea_menu  function  pointer)  if  the  user  selects  the  * 
("switches")  option  from  the  Rea  main  menu.  The  Flea  Switches  menu  is  used  to: 

•  Modify  simulation  variables  such  as  viewport  parameters,  system  view  flags, 
branch  values,  cloud  models,  and  gun  overlays. 

•  Initiate  requests  for  AGL,  laser  range,  local  terrain,  and  terrain  feedback 
processing. 

•  Start  a  moving  model  demo,  or  access  the  menu  used  to  change  demonstration 
parameters. 

The  function  call  is  flea_switches().  flea.switches  uses  the  *flea_getc  function  pointer 
to  get  the  keystroke  enter^  by  the  user,  then  processes  the  selection.  In  most  instances, 
flea_switches  places  the  values  entered  by  the  user  into  p_flea_out  and  sets  the  applicable 
flag  in  p_flea_out  to  trigger  processing  by  the  upd_*  functions  in  encode_routines.c. 

The  following  table  lists  the  options  supported  by  flea_switches,  and  shows  the  steps  it 
takes  to  process  each  one.  The  menu  is  displayed  by  flea_switches_main_menu.  Options 
flagged  with  an  asterisk  are  supported  by  flea_switches  but  do  not  appear  on  the  menu. 
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Flea  Switches  Menu  Option 

Processing  by  flea_switches 

7*  display  menu 

Calls  flea_switches_main_menu. 

!  shoot  gun 

Sets  p_fIea_out->shoot_flag  to  TRUE. 

1  1st  text  line 

Gears  screen;  prompts  user  for  text  string  (maximum 

31  characters):  puts  data  in  textl_2dn. 

2  2dmode 

Gears  screen;  displays  valid  commands;  prompts  user 
for  subsystem  id  and  command  to  send;  validates 
subsystem  id. 

If  specified  subsystem  contains  a  Force  board;  sets 
subsystem’s  element  in  p_flea_out->sub_2d_io[]  to 
TRUE;  puts  command  in  subsystem's  element  in 
command_2d[]:  sets  subsystem's  element  in 
gsp_io_flagQ  to  TRUE. 

3  2nd  text  line 

Gears  screen;  prompts  user  for  text  string  (maximum 

31  charactos):  puts  data  in  text2_2dD. 

4  change  It  state 

Prompts  user  for  new  state  (0  or  1),  size,  and  frame 
interval:  sets  lt_state_code,  lt_state_size, 
lt_state_interval;  sets  lt_state_flag  to  TRUE. 

S  magniilcation 

Prompts  user  for  node  index,  lod  multiplier,  fov  (ij); 
puts  values  in  p_flea_out->view_magnification;  sets 
p_flea_out->view_mag_flag  to  TRUE. 

6  subsys  mode 

Gears  screen;  displays  color  selection  table;  prompts 
user  for  subsystem  id,  color  table,  fade  value,  and 
special  use  mask;  puts  new  values  in  p_flea_out;  sets 
p_flea_out->subsys_mode_flag  to  TRUE. 

7  viewpwtupd 

Prompts  user  for  viewport  id,  on/off,  alternate  on/off, 
modifier  on/off;  puts  values  in  p_flea_out->vpt_update; 
sets  p_flea_out->vpt_update_flag  to  TRUE. 

8  view  local  torain 

Gears  screen. 

If  single-step  mode  is  off:  prompts  user  to  set  it. 

If  local_terrain_wanted  is  TRUE:  displays  frame  number 
and  all  data  from  local  terrain  message  (number  of 
polygons  and  bvols,  all  polygon  entries,  all  bvol 
entries). 

If  local_tcrrain_wanted  is  FALSE:  displays  error. 

9  ammo  define  msg 

Prompts  user  for  ammo  define  map;  puts  values  in 
flea_ammo_define.ammo_type_map;  sets 
flea_amnK)_define_flag  to  TRUE. 

a  request  agl 

Sets  p_flea_out->req_agl  to  TRUE. 

b  branch  value 

Gears  screen;  displays  current  branch  values;  asks  if 
user  wants  to  change;  if  yes,  prompts  for  index  and  new 
value;  sets  p_flea_out->branch_value[index]. 

C  clouds  message 

Gears  screen;  prompts  user  for  cloud  state,  cloud  top 
altitude  and  model  id,  cloud  bottom  altitude  and  model 
id;  puts  values  in  p_flea_out;  sets  p_flea_out-> 
cloud_flag  to  TRUE;  displays  ''Command>'’  prompt. 

c  change  cal  modifier 

Prompts  user  for  new  value;  sets  cal_modifier  in  global 
memory. 
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d  moving  model  demo 

If  demonstration  is  0  (model  demo  not  running): 
initializes  flea_vprot.x,  flea_vproLy,  flea_vprot^, 
skidx,  skidy,  ski^,  htrate,  and  spe^  to  0;  c^s 
dynamic_demo  with  frame  number  set  to  0;  prompts 
user  to  select 'd'  option  again  to  adjust  options. 

If  demonstration  is  2  (model  dmo  already  in  progress): 
rails  modeLdemo. 

e  tiansfonn  iqxlate 

Qears  soeen;  prompts  user  for  node  index  and  type  of 
rotation  (ROT2xl.  IROTATION,  or  3ROTATIONS); 
sets  rotation_type[node_index];  prompts  uso'  for 
rotation  axis;  sets  rotation_axis[node_index];  prompts 
user  to  rotation  in  degrees  per  frame;  sets 
rotation_incr[node_index]. 

f  draw2dviafile 

Calls  flea_draw_2d. 

g  gun  barrel  update 

Qears  screen;  prompts  user  for  vehicle  type,  ready, 
malfunction  indicator,  multiple  return  indicator,  ammo 
type,  rangedg4  digits,  azimuth  digits,  range2  digits, 
rotation  of  gun  barrel;  sets  new  gn_*  values;  sets 
send_gun_stat  to  TRUE. 

1  request  laser  range 

Qears  screen;  prompts  user  for  subsystem  id,  request  id, 
channel  number,  pixel  location  (i  J);  puts  values  in 
p_flea_out;  sets  p_flea_out->req_lrainge  to  TRUE. 

R  request  point  info 

Qears  screen;  prompts  user  for  x  and  y  coordinates  of 
pdnt;  sets  p_flea_out->request_poinLx,  y;  sets 
p_flea_out->reqjx)int  to  TRUE. 

t  transform  values 

(not  currently  implemented) 

V  change  view  flags 

Prompts  user  for  new  view  flags;  sets  p_flea_out-> 
view_flag;  displays  "Command>"  prompt. 

Sets  ^flea.menu  function  pointer  to  tick;  sets  current 
prompt  to  "Flea>";  calls  tick_main_menu. 

Called  By; 


flea_io_task  (through  *flea_menu) 


Routines  Called:  *flea_getc 

blank 

cup 

dynainic_denK) 

flea_draw_2d 

flea_switches_niain_menu 

GLOB 

isprint 

isspace 

modeLdemo 

printf 

scanf 

strcpy 

tick_main_menu 


Parameters: 


none 
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Returns:  none 


2.7.21.2  flea_switches_inain_menu 

The  flea_switches_main_menu  function  displays  the  Flea  Switches  menu.  It  also  displays 
the  latest  data  returned  from  the  real-time  software  for  AGL  processing  and  laser  range 
requests.  flea_switches_main_menu  is  called  if  the  user  selects  the  *  ("switches")  option 
from  the  Flea  main  menu. 

The  function  call  is  flea_switches_main_menu().  The  function  does  the  following: 

•  Clears  the  screen. 

•  Calls  menu_header  to  display  the  field  labels  for  the  Flea  simulation  vehicle 
statistics  displayed  at  the  top  of  the  screen. 

•  Displays  the  color  description  and  fade  value  for  each  backend. 

•  Displays  the  Flea  Switches  menu. 

•  CMs  update_menu_header  to  display  current  statistics  on  the  Flea  simulation 
vehicle. 

•  If  an  AGL  value  has  been  returned  from  the  CIG  (i.e.,  p_flea_in->agl_retumed  is 
TRUE),  displays  the  value. 

•  If  a  laser  range  value  has  been  returned  from  the  CIG  for  subsystem  0  (i.e, 
p_flea_in->range_retumed[0]  is  TRUE),  displays  the  backend  id,  channel  number, 
and  range  value. 

•  If  a  laser  range  value  has  been  returned  from  the  CIG  for  subsystem  1  (i.e, 
p_flea_in->range_rettimed[l]  is  TRUE),  displays  the  backend  id,  channel  number, 
and  range  value. 

•  Copies  "Flea  Switches>"  to  the  current  prompt. 

•  Displays  the  current  prompt. 

The  menu  option  selected  by  the  user  is  processed  by  flea_switches.  For  a  list  of  the 
options  displayed  on  this  menu,  see  flea_switches. 


Called  By:  flea_switches 

tick 


Routines  CMed:  blank 

cup 

menu_header 

printf 

strcpy 

update_menu_header 


Parameters:  none 


Returns:  none 
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2.7.22  flea_update_pos.c 

The  flea_update_pos  function  is  responsible  for  moving  and  rotating  the  simulated  vehicle 
each  frame.  The  functimi  first  calls  various  functions  to  move  the  vehicle  if  any  type  of 
automated  movement  has  been  requested  (e.g.,  database  traversal,  AGL  terrain  follow,  or  a 
moving  demonstration).  It  then  generates  the  vehicle’s  new  transformation  matrix  based  on 
the  position  and  rotation  values  calculated  by  the  automatic  naovement  functions  or  by  the 
user's  entries  on  various  menus. 

The  function  call  is  flea_update_pos().  The  function  does  the  following: 

•  Calls  flea_db_traverse  to  move  the  vehicle  if  the  user  has  activated  the  database 
traversal  feature. 

•  Calls  flea_agl_terrain_follow  to  adjust  the  vehicle’s  altitude  if  the  user  has  activated 
the  AGL  terrain  follow  feature. 

•  Increments  flea_vppos.x,  flea_vppos.y,  and  flea_vppos.z  by  skidx,  skidy,  and 
skidz,  respectively. 

•  Calls  flea_simulate_vehicles  to  update  the  position  and  orientation  of  each  Flea 
vehicle  based  on  the  terrain  feedback  points  received. 

•  Increments  flea_vppos.x,  flea_vppos.y,  and  flea_vppos.z  by  speed  times  the 
applicable  value  in  the  flea_htw_transform.mtx  array. 

•  If  demonstration  is  not  0  (indicating  that  a  demo  is  in  progress),  calls  flea_demo  to 
run  the  next  frame  of  the  autopilot  demo. 

•  Checks  all  rotation  values  (flea_vprot.x,  y,  and  z).  If  any  is  less  than  0,  adds  360. 
If  any  is  greater  than  360,  subtracts  360. 

•  Uses  the  CHECKROT  macro  (described  in  Appendix  B)  to  verify  that  all  rotation 
values  are  now  valid. 

•  Calculates  the  sine  and  cosine  of  each  rotation  value  and  places  the  values  in 
p_flea_out. 

•  Calls  make4x3  to  generate  the  simulated  vehicle's  new  transformation  matrix. 

•  Updates  the  values  in  the  flea_htw_transform.mtx  and  flea_htw_transform.vec 
arrays. 


Called  By:  flea 


Routines  Called:  CHECKROT 

cos 

flea_agl_terrain_follow 

flea_db_traverse 

flea_demo 

flea_simulate_vehicles 

make4x3 

printf 

sin 

TORAD 


Parameters:  none 
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Returns:  none 


2.1.1^  flea_veh_control.c 

The  functions  in  flea_veh_control.c  let  the  user  move  the  vehicles  in  the  simulation.  This 
CSU  contains  the  following  functions: 

•  flea_veh_control 

•  flea_veh_control_inain_menu 


2.7.23.1  flea_veh_control 

The  flea_veh_control  function  processes  commands  entered  by  the  user  to  move  vehicles 
(the  simulated  vehicle  or  other  dynamic  vehicles  in  the  exercise)  through  the  terrain.  This 
function  is  called  via  the  *flea_menu  function  pointer  when  the  user  selects  the  *  ("vehicle 
control")  option  from  the  Flea  main  menu. 

flea_veh_control  maintains  an  array  (p_flea_veh[]  —  data  type  SIM_VEH_STRUCrr)  for 
the  vehicles  being  manipulated.  Each  vehicle's  entry  specifies  its  type,  vehicle  id,  ASID 
value,  transformation  matrix,  desired  altitude,  terrain  feedback  points,  etc.  The  first  vehicle 
in  the  array  (index  0)  is  the  simulated  vehicle.  The  maximum  number  of  vehicles  that  can 
be  controlled  is  specified  by  MAX_FLEA_VEHICLES,  which  is  set  in  the  demo_struct.h 
file. 

The  function  call  is  nea_veh_control().  The  function  uses  ♦flea_getc  to  get  the 
character  entered  by  the  user,  then  processes  the  command. 

The  following  table  lists  the  options  supported  by  flea_veh_control,  and  shows  the  major 
steps  it  performs  to  process  each  one.  TTiese  options  are  displayed  by 
flea_veh_control_main_menu.  Options  flagged  with  an  asterisk  are  supported  by 
flea_veh_control  but  do  not  appear  on  the  menu. 
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Vehicle  Control  Menu  Option 

Processing  by  flea_veh_control 

?*  display  menu 

Calls  flea_veh_control_main_menu. 

!  fiiearound 

If  vehicle  has  no  round  type  defmed:  prompts  user  for 
round  and  tracer  types;  sets  vehicle's  round_type  and 
tracer_type. 

Sets  vehicle's  shoot_flag  to  TRUE. 

,  Ozskid 

Sets  vehicle's  dpos.z  to  0.0. 

+  z  skid 

Increments  vehicle's  dpos.z  by  0.1. 

new  orientation 

(not  currently  implemented) 

@  toggle  autofire 

If  vehicle's  round.limit  is  non-zero  (autofue  is  on),  sets 
roundjimit  to  0. 

If  vehicle's  round_limit  is  0  (autofire  is  oft): 

If  vehicle  has  no  round  type  specified,  prompts  user 
for  round  and  trac^  types;  sets  vehicle's  round_type 
and  tracer_type. 

Prompts  user  for  rounds  per  minute;  sets  vehicle's 
round_limit  =  60  *  frame_rate  /  rounds_per_minute. 

1  +  z  rot 

Increments  vehicle's  drot.z  by  0.1. 

2  Ozrot 

Sets  vehicle's  drot.z  to  0.0. 

3  -  zrot 

Decrements  vehicle's  drot.z  by  0.1. 

A  new  veh  asid 

Prompts  user  for  new  vehicle  ASID  value;  sets  current 
vehicle's  asid. 

c  change  veh  type 

Prompts  user  for  new  vehicle  type  (in  decimal);  sets 
vehicle's  vehicle_type. 

d  delete  veh 

Sets  vehicle's  clear_flag  to  TRUE. 

h  stop 

Sets  vehicle's  dpos.y  to  0.0. 

i  init  veh 

Clears  screen.  If  vehicle's  in_use_flag  is  TRUE, 
displays  error  message  and  exits. 

Prompts  user  for  vehicle  type,  asid,  x  and  y  positions, 
desir^  altitude;  sets  values  in  vehicle's  entry  in 
p_flea_veh[]. 

If  vehicle  is  the  simulated  vehicle:  sets  vehicle's  z 
position  to  flea_vprot.z;  sets  vehicle's  dpos.y  to  speed. 

Prompts  user  for  x,y  locations  of  three  terrain  feedback 
points;  puts  data  in  tf_init_ptsD;  sets  vehiclejd  and 
tf_init_hdr.vchiclc_id  to  index  number  from 
p_Clea_veh[];  sets  all  terrain  feedback  parameters;  sets 
vehicle's  in_use_flag  to  TRUE. 

M  new  veh  type 

Prompts  usCT  for  new  vehicle  type  (in  hex);  sets 
vehicle's  vehicle_typc. 

m  -zskid 

Decrements  vehicle's  dpos.z  by  0.1. 

n  gobackward 

Decrements  vehicle's  dpos.y  by  0.1. 

p  new  position 

(not  cunently  implemented) 

<f  quit 

Sets  '*flea_menu  function  pointer  to  tick;  sets  current 
prompt  to  ''Flea>'';  calls  tick_main_menu. 
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V  change  veh 

Prompts  user  for  vehicle  number,  verifies  that  number 
is  less  than  MAX_FLEA_VEHICLES  -  if  not,  sets 
index  to  0;  sets  pointer  to  vehicle;  displays  vehicle's 
address  in  p_flea_vehD  array. 

X*  exit 

Sets  *flea_menu  function  pointer  to  tick;  sets  cuirent 
prompt  to  "Flea>";  calls  tick_main_menu. 

y  goforwaixl 

Increments  vehicle's  dpos.y  by  0.1. 

Called  By:  flea_io_task  (through  *flea_menu) 


Routines  Called:  *flea_getc 

blank 

cup 

flea_veh_control_main_menu 

GLOB 

isprint 

isspace 

printf 

scanf 

strcpy 

tick_mam_menu 


Parameters:  none 

Returns:  none 


2.7.23.2  fIea_veh_controI_main_inenu 

The  flea_veh_control_main_menu  function  displays  the  Flea  Vehicles  menu  processed  by 
flea_veh_control.  This  function  is  called  if  the  user  selects  the  ("vehicle  control")  option 
from  the  Flea  main  menu,  or  enters  ?  on  the  Flea  Vehicles  menu. 

The  function  call  is  fIea_veh_controI_main_menu().  The  function  does  the  following: 

•  Clears  the  screen. 

•  Displays  the  following  information  on  the  simulated  vehicle: 

-  Vehicle  id. 

-  Vehicle  type. 

-  Current  speed. 

Current  x,  y,  and  z  coordinates. 

-  Current  x,  y,  and  z  rotation  values. 

-  Terrain  feedback  "own  vehicle"  flag  (TRUE  or  FALSE). 

-  Desired  altitude  above  ground. 

-  Coordinates  of  the  first  three  terrain  feedback  points. 

•  Displays  the  menu  of  available  options. 

•  Copies  "Rea  Vehicles>"  to  the  current  prompt. 

•  Displays  the  current  prompt. 
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For  a  list  of  the  options  displayed  by  flea_veh_control_raain_menu,  see  flea_veh_control. 


Called  By: 

flea_veh_control 

tick 

Routines  Called: 

blank 

cup 

printf 

strcpy 

Parameters; 

none 

Returns: 

none 

2.7.24  get_sio_data.c  (get_sio_write_data) 

The  get_sio_write_data  function  lets  the  Flea  user  send  data  to  a  serial  input/output  device 
attached  to  the  system.  This  function  is  called  if  the  user  selects  the  Z  ("Write  to  Video 
Mux")  option  from  the  Flea  AGPT  Switches  menu.  get_sio_write_data  prompts  the  user 
for  the  required  parameters,  stores  the  data,  then  sets  a  flag  for  upd_sio_write. 
upd_sio_write  then  generates  the  applicable  MSG_SI0_WR1TE  message. 

The  function  call  is  get_sio_data().  The  function  does  the  following; 

•  Prompts  the  user  for  the  serial  device  id. 

•  Prompts  the  user  for  the  string  to  be  written  to  the  device. 

•  Prompts  the  user  for  the  ftame  delay  (the  number  of  frames  to  wait  before  sending 
the  data). 

•  Puts  the  user's  entries  in  sio_write_message. 

•  Sets  sio_flag  to  TRUE. 


Called  By:  flea_agpt_switches 


Routines  Called;  gets 

printf 

sscanf 

strcat 

strlen 


Parameters:  none 


Returns: 
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1.1. IS  model_demo.c 

The  modeLdemo  function  provides  options  to  the  user  to  control  the  moving  model 
demonstration.  The  user  can  specify  the  model  id  to  use,  the  number  of  models  to  display, 
and  how  far  apart  the  models  should  be.  The  user  can  also  stop  the  demo. 

This  function  is  called  if  the  user  selects  the  d  ("moving  model  demo")  option  from  the  Flea 
Switches  menu,  or  the  U  ("Moving  Model  Menu")  option  from  the  Flea  AGPT  Switches 
menu.  It  is  called  only  if  a  nxxlel  demo  has  already  teen  initiated.  If  no  demo  is  yet  in 
progress,  selecting  these  options  starts  a  demo. 

The  function  cdll  is  inodeI_demo().  The  function  does  the  following: 

•  Clears  the  screen. 

•  Prompts  the  user  to  enter  a  command. 

•  Processes  the  user's  request  (see  table  below). 

The  model  demonstration  variables  that  can  be  configured  by  the  user  are  maintained  in 
p_flea_out->demo_ptr.  demo_ptr  is  used  by  dynamic_demo,  which  actually  mns  the 
demonstration.  The  maximum  number  of  models  that  can  appear  in  one  demo  is  controlled 
by  MAX_DEMO_MODELS,  which  is  defined  in  the  demo_strucLh  file. 

The  options  listed  on  the  Moving  Models  Demonstration  menu  are  listed  below.  The 
second  column  shows  the  steps  model_demo  performs  to  process  each  selection. 
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Moving  Models  Demonstration 
Menu  Option 

Processing  by  model_demo 

?  view  options 

Displays  menu. 

1  number  of  models 

Prompts  user  for  number  of  models  to  display;  sets 
num_models;  if  number  exceeds 
MAX_DEMO_MODELS,  asks  for  another  value 
and  sets  again. 

2  model  type 

Prompts  user  for  model  type  to  display;  sets 
modeljd. 

3  models  in  x  directicxi 

Prompts  user  for  number  of  models  to  display  in  x 
direction;  sets  num_m_x. 

4  models  in  y  direction 

Prompts  user  for  number  of  models  to  display  in  y 
direction;  sets  num_m_y. 

S  models  in  z  direction 

Prompts  user  for  number  of  models  to  display  in  z 
direction;  sets  num_m_z. 

6  space  between  models  in  x  direction 

Prompts  user  for  space  (in  meters)  between  models 
in  X  direction;  sets  spacing_x. 

7  space  between  models  in  y  direction 

Prompts  user  for  space  (in  meters)  between  models 
in  y  direction;  sets  spacing  v. 

8  space  between  models  in  z  direction 

Prompts  user  for  space  (in  meters)  between  models 
in  z  direction;  sets  spacing_z. 

9  stq)  demonstration 

Sets  demonstration  to  0;  calls  dynamic.demo  with 
frame  number  set  to  9999. 

q  exit 

Exits. 

X  exit 

Exits. 

Called  By: 

flea_agpt_switches 

flea_switches 

Routines  Called: 

blank 

cup 

dynamic_demo 

printf 

scanf 

Parameters: 

none 

Returns: 

none 

2.7.26  tick.c 

The  functions  in  the  tick.c  CSU  handle  the  Flea  main  menu  and  general  operations  related 
to  the  Flea  user  interface.  These  functions  are: 
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•  tick_init 

•  tick 

•  flea_prompt 

•  tick_main_nienu 

•  inenu_header 

•  update_menu_header 


2.7.26.1  tickjnit 

The  tickjnit  function  initializes  the  matrix  type  and  transformation  matrix  for  the  simulated 
vehicle.  This  function  is  called  when  a  Flea  exercise  is  initiated,  when  Flea  configuration  is 
complete. 

The  function  call  is  tick_init().  tickjnit  does  the  following: 

•  Calls  flea_prompt  to  display  the  "Flea>"  prompt. 

•  Initializes  the  information  in  the  first  dynamic  node  in  p_flea_out  using  the 
viewpoint  position  and  orientation  entered  by  the  user. 

•  Sets  tile  p_flea_out->xfrm_update  flag  for  index  0  to  TRUE.  This  flag  alerts 
upd_dynamic_matrix  that  a  MSG_HPRXYZS_MATRIX  message  is  required. 

•  Sets  the  p_flea_out->mtx_type  for  index  0  to  RTS4x3_TYPE. 


CaUed  By:  flea 


Routines  Called:  flea_prompt 


Parameters:  none 

Returns:  none 


2.7.26.2  tick 

The  tick  function  processes  the  options  listed  on  the  Flea  main  menu.  This  menu  lets  the 
user  do  the  following: 

•  Access  the  other  Flea  menus. 

•  Move  the  simulated  vehicle  over  the  terrain. 

•  Invoke  or  stop  database  traversal. 

•  Control  automatic  updating  of  the  data  displayed  at  the  top  of  the  console  screen. 

•  Return  to  Gossip. 

•  Stop  the  Flea  exercise. 

This  function  is  called  (via  the  ♦flea_menu  function  pointer)  when  the  user  starts  Flea  and 
after  the  user  exits  out  of  a  lower-level  Flea  menu. 

The  function  call  is  tick().  tick  does  the  following: 

•  Uses  the  *flea_getc  function  pointer  to  get  the  keystroke  entered  by  the  user. 
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•  Sets  the  heading  of  the  simulation  vehicle. 

•  Processes  the  user's  keystroke  (see  table  below). 

•  Displays  the  "Flea>"  prompt. 

•  If  the  system  is  set  for  constant  menu  updating.  Flea  I/O  noode  is  enabled,  and  the 
update_ticks  interval  has  passed  since  the  last  update,  calls  update_menu_header  to 
display  updated  statistics  for  the  simulated  vehicle.  (Constant  updating  and  the 
up^te_ticks  interval  are  set  using  the  "toggle  menu  update"  option  on  the  Flea  main 
menu.) 

The  foUowing  table  lists  the  options  supported  by  tick,  and  identiBes  the  major  steps  it 
performs  to  process  each  one.  The  menu  itself  is  displayed  by  tick_main_menu.  Options 
flagged  with  an  asterisk  are  supported  by  tick  but  do  not  appear  on  the  menu. 


Flea  Main  Menu  Option 

Processing  by  tick 

?■*  display  menu 

Calls  tick_main_menu. 

^  vehicle  control 

Sets  *flea_menu  function  pointer  to  flea_veh_control; 
calls  flea_prompt  to  display  "Flea  Vehicles>"  prompt; 
calls  flea_veh_controLmain_menu. 

!  fire  a  round 

Sets  p_flea_out->shoot_flag  to  TRUE. 

#  ballistics 

Sets  ♦flea_menu  function  pointer  to  flea_bal_opts;  calls 
flea_prompt  to  display  "Flea  Ballistics>"  prompt;  calls 
flea_bal_qpts_main_menu. 

$  DBCALIB  locations 

Sets  *flea_menu  function  pointer  to  flea_atp;  calls 
flea_prompt  to  display  "Flea  ATP>"  prompt;  calls 
flea_atp_main_menu. 

&  DBTEST  locations 

Sets  *flea_menu  function  pointer  to  flea_graphics_test; 
calls  flea_prompt  to  display  "Flea  Graphics>"  prompt; 
calls  flea _graphics_test_main_menu. 

(  AGPT  locations 

Sets  *flea_menu  function  pointer  to 
flea_agpUocations:  calls  flea_prompl  to  display  "Flea 
AGPT  Locations>"  prompt;  calls 
flca_agpt_locations_main_menu. 

)  AGPT  switches 

Sets  *flea_menu  function  pointer  to  flea_agpt_switches; 
calls  flea_prompt  to  display  "Flea  AGPT  Switches>" 
prompt;  calls  flea_agpt_switches_main_menu. 

*  switches 

Sets  *flea_menu  function  pointer  to  flea_switches;  calls 
fleajjTompt  to  display  "Flea  Switches>"  prompt;  calls 
flea_switches_main_menu. 

.  (teskid 

Sets  skidz  to  0. 

+z  skid 

Increases  skidz  by  .03. 

new  orientation 

Initializes  htrate  and  speed  to  0;  prompts  user  for  new 
viewpoint  orientation;  sets  flea_vproLx,  y,  and  z. 

Validates  rotation  values:  if  any  value  is  less  than  0, 
adds  360;  if  any  value  is  greater  than  360,  subtracts  360. 

Puts  data  in  p_flea_out-XHien[0];  sets  vehicle's  speed, 
skid,  and  rotation  values  in  p_flea_out  to  0. 

1  +z  rot 

Increases  htrate  by  0. 1 . 

2  Ozrot 

Sets  htrate  to  0.00. 
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3  -zrot 

Decreases  htrate  by  0. 1 . 

4  +x  rot 

Increases  flea_x_rot  by  0. 1 . 

5  Ox  rot 

Sets  flea_x_rot  to  0.0. 

6  -xrot 

Decreases  flea_x_rot  by  0. 1. 

7  +y  rot 

Increases  flea_y_rot  by  0.1. 

8  Oy  rot 

Sets  flea_y_rot  to  0.0. 

9  -y  rot 

Decreases  flea_y_rot  by  0.1. 

H  stop  db  trv 

Sets  p_£lea_out->db_trv_state  to  2  (halt  traversal). 

h  stop 

Sets  speed  to  0. 

i  Ox  skid 

Sets  skidx  to  0. 

j  -y  skid 

Decreases  skidy  by  .03. 

k  Oy  skid 

Sets  skidy  to  0. 

1  +y  skid 

Increases  skidy  by  .03. 

m  -zskid 

Decreases  skidz  by  .03. 

n  reverse 

Decreases  ^)eed  by  0.2. 

o  -i-x  skid 

Increases  skidx  by  .03. 

P  Calibrate  PPMs 

Sets  '^flea.menu  function  pointer  to  tick_ppm;  calls 
flea_prompt  to  display  "Flea  PPM>"  prompt;  calls 
tick_R>m_menu. 

p  new  position 

Initializes  htrate  and  speed  to  0;  prompts  user  for  new 
viewpoint  position;  sets  flca_vppos.x,  y,  and  z; 
prompts  user  for  new  viewpoint  orientation;  sets 
flea_vproLx,  y,  and  z;  puts  data  in  p_flea_out->xlate[0] 
and  p_flea_out->orien[0];  sets  vehicle's  ^xed,  skid,  and 
rotation  values  in  p_nea_out  to  0. 

q  quit  (w/o  stopping) 

Calls  flea_IO_off  to  disable  Flea  I/O;  calls  gos_IO_on 
to  enable  Gossip  I/O;  calls  gos_prompt  to  display 
"Gossip>"  prompt;  calls  flea_prompt  to  display 
"Gossip>"  prompt. 

R  resume  db  trv 

Sets  p_flea_out->db_tTv_state  to  4  (resume  traversal). 

r  set  round  type 

Prompts  user  for  type;  sets  p_nea_out->round_type. 

S  display  db  trv  parameters 

Clears  screen;  di^lays  current  database  traversal  state, 
direction,  speed,  interval,  minimum  x,y,  and  maximum 

x.y. 
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T  staitAestart  db  trv 

Clears  screen;  sets  p_flea_out->db_trv_pos.x,  y,  and  z 
to  vehicle’s  current  position;  sets  p_flea_out-> 
db_trv_orienLx.  y.  and  z  to  vehicle's  current  mientation. 

Prompts  user  for  traverse  direction;  sets  p_flea_out-> 
db_trv_direction. 

Prompts  user  for  traversal  speed  in  meters  per  frame; 
sets  p_flea_out->db_trv_q)^. 

Prompts  usa  for  traversal  interval  in  meters;  sets 
p_flea_out->db_trv_interval. 

Prompts  user  for  traversal  minimum  and  maximum  x 
and  y  coordinates;  sets  p_flea_out->db_trv_min_x. 
db_trv_max_x,  db_trv_min_y,  and  db_trv_max_y. 

Sets  p_flea_out->db_trv_state  to  3  (turn  traversal  on). 

t  toggle  menu  update 

If  constant.update  is  FALSE  (updating  is  disabled): 
prompts  user  for  number  of  ticlu  between  updates;  sets 
update_ticks;  sets  constant_update  to  TRUE. 

If  constant_ig)date  is  TRUE  (updating  is  enabled):  sets 
constant_update  to  FALSE. 

u  -xskid 

Decreases  skidx  by  .03. 

X  exit  (stopping) 

Sets  skidx.  skidy.  skidz,  htrate,  and  speed  to  0;  sets 
flea_x_rot  and  flea_y_rot  to  0.0;  sets  all  indices  in 
p_flea_out->xfirm_updateQ  to  FALSE. 

y  forwaid 

Increases  speed  by  0.2. 

Z  scripting 

Sets  '*'flea_menu  function  pointer  to  tick.script;  calls 
fleajnompt  to  display  "F^  Script>”  prompt;  calls 
tick_script_main_menu. 

2  stop  Flea  (C_STOP) 

Sets  constant_iqxlate  to  FALSE;  sets  p_flea_out->stop 
to  TRUE;  calls  flea_IO_off  to  display  Flea  I/O;  calls 
gos_IO_on  to  enable  Gossip  I/O;  calls  gos_prompi  to 
display  ''Gossip>'’  prompt;  calls  flea_prompt  to  display 
"Gossip>"  prompt. 

Called  By;  flea_io_task  (through  *flea_menu) 


Routines  Called: 


♦flea_getc 

blank 

cup 

flea_agpt_locations_main_mcnu 

flea_agpt_switches_niain_menu 

flea_atp_inain_menu 

flea_bd_opts_main_menu 

flea_graphics_test_main_menu 

flea_IO_nx)de 

flea_IO_off 

flea_prompt 

flea_switches_main_menu 

flea_veh_control_main_menu 

GLOB 
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gos_prompt 

isprint 

isspace 

printf 

scanf 

tick_main_menu 

tick_ppm_menu 

tick_script_main_menu 

update_menu_header 


Parameters:  ncxie 


Returns:  none 


2.7.26.3  flea_prompt 

The  flea_prompt  function  displays  the  Flea  command  prompt  at  the  bottom  of  the  user's 
screen.  TTie  prompt  contains  a  text  string  that  identifies  the  Flea  menu  that  is  currently 
active  (e.g.,  "Flea>"  for  the  main  menu  and  "Flea  Ballistics>"  for  the  flea_bal_opts  menu). 
The  user  enters  the  desired  command  next  to  the  prompt. 

The  function  call  is  fIea_prompt  (newprompt),  where  newprompt  is  the  character 
string  to  be  displayed. 


Called  By: 

gossip_tick 

tick 

tick_init 

tick_main_menu 

Routines  Called: 

cup 

printf 

Parameters: 

char 

♦newprompt 

Returns: 

none 

2.7.26.4  tick_main_menu 

The  tick_main_menu  function  displays  the  Flea  main  menu.  The  options  on  this  menu  are 
used  to  move  the  simulated  vehicle  over  the  terrain,  and  to  access  the  lower-level  Flea 
menus.  This  function  is  called  when  the  user  first  starts  Flea,  enters  ?  at  the  "Flea>" 
prompt,  or  exits  out  of  a  lower-level  Rea  menu. 

The  function  call  is  tick_inain_menu().  The  function  does  the  following: 

•  Clears  the  screen. 
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•  Calls  menu_header  to  display  the  labels  for  the  Flea  simulation  statistics  shown  at 
the  top  of  the  screen. 

•  Displays  the  main  menu. 

•  Calls  flea_prompt  to  display  the  "Flea>"  prompt. 

•  Calls  update_menu_header  to  update  the  statistics  at  the  top  of  the  screen. 

The  option  selected  by  the  user  is  processed  by  the  tick  function.  Refer  to  tick  for  a  list  of 
the  options  displayed  by  tick_main_menu. 


Called  By: 

flea_agpt_locations 

flea_agpt_switches 

flea_atp 

flea_bal_c^ts 

flea_graphics_test 

flea_switches 

flea_veh_control 

tick 

tick_ppm 

tick_script 

Routines  Called: 

blank 

cup 

flea_prompt 

menu_header 

printf 

update_menu_header 

Parameters: 

none 

Returns: 

none 

2.7.26.5  menu_header 

The  menu_header  function  displays  the  labels  for  the  current  position,  speed,  and 
orientation  of  the  simulation  vehicle.  The  value  for  each  parameter  is  displayed  by  the 
update_menu_header  function.  Lines  1  and  2  of  the  Flea  console  screen  are  used  for  this 
purpose. 

The  function  call  is  menu  header (). 


Called  By:  £lea_agpt_locations_main_menu 

flea_agpt_switches_main_menu 

flea_l^_opts_main_menu 

flea_switches_main_menu 

tick_main_menu 

tick_scTipt_main_menu 
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Routines  Called: 

cup 

printf 

Parameters: 

n(Hie 

Returns: 

none 

2.7.26.6  update_menu_header 

The  update_menu_header  function  displays  the  current  position,  speed,  and  orientation 
(heading,  pitch,  and  roll)  of  the  simulation  vehicle.  The  values  are  displayed  on  lines  1  and 
2  of  the  Rea  console,  next  to  the  labels  displayed  by  menu_header.  update_menu_header 
is  called  to  update  the  values  during  the  Rea  exercise  if  constant  updating  is  enabled. 
(Constant  updating  and  the  interval  between  updates  are  set  using  the  "toggle  menu  update" 
option  on  the  Rea  main  menu.) 

The  function  call  is  update_menu_header().  The  function  does  the  following: 

•  Converts  the  simulation  vehicle's  current  speed  to  knots. 

•  Displays  the  current  values  of  flea_vppos.x,  flea_vppos.y,  flea_vppos.z  next  to  the 
"Position"  label. 

•  Displays  the  current  speed  next  to  the  "Knots"  label. 

•  Adjusts  the  vehicle's  orientation  values  if  outside  the  valid  range  (0-360). 

•  Displays  the  current/adjusted  values  of  flea_vprot.z,  flea_vprot.x,  and  flea_vprot.y 
next  to  the  "Heading, "Rtch,"  and  "Roll"  labels. 


Called  By:  flea_agpt_locations_main_menu 

flea_agpt_switches_main_menu 

flea_bd_opts_main_menu 

flea_switches_main_menu 

tick 

tick_main_menu 


Routines  Called:  cup 

printf 


Parameters:  none 


Returns:  none 


2.7.27  tick_ppm.c 

The  functions  in  the  tick_ppm.c  CSU  are  used  to  calibrate  the  PPM  (Rxel  Processor 
Memory)  boards  in  the  CIG.  These  functions  are: 

•  tick_ppm 
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•  tick_ppm_menu 

•  tick_ppm_menu_header 

•  tick_ppm_update_info 


This  CSU  also  defines  and  uses  the  SET_PPM_DISPLAY_OFFSET  and 
SET_PPM_PIXEL_LOCATION  macros,  described  in  Appendix  B. 


2.7.27.1  tick_ppm 

The  tick_ppm  function  processes  the  commands  entered  by  the  user  on  the  Flea  PPM 
menu.  This  function  is  called  via  the  ♦flea_menu  function  pointer  if  the  user  selects  the  P 
("Calibrate  PPMs")  option  from  Rea  main  menu.  tick_ppm  obtains  the  user's  entries,  puts 
the  data  in  p_flea_out,  and  sets  various  flags.  The  messages  required  to  make  the  changes 
are  generated  at  the  end  of  the  frame  by  functions  in  the  flea_ppm_obj.c  CSU. 

The  function  call  is  tick_ppm().  The  function  does  the  following: 

•  Uses  the  *flea_getc  function  pointer  to  get  the  keystroke  entered  by  the  user. 

•  Processes  the  user's  request  (see  table  below). 

•  Displays  the  "Rea  PPM>"  prompt. 

•  Every  150  frames,  calls  tick_ppm_menu  to  display  the  Flea  PPM  menu. 

•  Every  15  frames  (unless  also  a  multiple  of  150),  calls  tick_ppm_update_info  to 
refresh  the  display  of  PPM  parameter  data. 

The  following  table  lists  the  commands  supported  by  tick_ppm,  and  identifies  the  steps  it 
uses  to  process  each  one.  The  menu  that  lists  these  commands  is  displayed  by 
tick_ppm_main_menu.  Options  flagged  with  an  asterisk  (*)  are  supported  by  tick_ppm  but 
do  not  appear  on  the  menu. 


Flea  PPM  Menu  Option 

Processing  by  tick_ppm 

display  this  menu 

Calls  tick_ppm_menu. 

1  display  left 

Decrements  i  value  in  diqjlay_offsets  array  for  current 
backend/channel;  calls  SET_PPM_DISPLAY_OFFSET 
macro  to  put  data  in  p_flca_out. 

2  display  down 

Increments  j  value  in  display_offsets  array  for  current 
backend/channel;  calls  SET_PPM_DISPLAY_OFFSET 
macro  to  put  data  in  p_flea_out. 

3  display  right 

Increments  i  value  in  display_offsets  array  for  current 
backend/channel;  calls  SET_PPM_DISPLAY_OFFSET 
macro  to  put  data  in  p_flea_out. 

S  display  up 

Decrements  j  value  in  di^lay.offsets  array  for  current 
backend/chatuiel;  calls  SET_PPM_DISPLAY_OFFSET 
macro  to  put  data  in  p_flea_out. 

A*  stop  auto  test 

Sets  p_flea_out->auto _ppm_flag  to  FALSE. 
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a  auto  test 

Clears  saecn;  sets  p_flea_out->auto_i;^m_backend  to 
current  backend  id;  prompts  user  for  di^lay  mode, 
display  offset,  calibration  pixel,  and  calibration  pixel 
location  periods;  sets  p_flca_out->display_mode_period, 
display_o£fset_period,  cal_pixel_p»iod,  and 
pixel_loc_period;  sets  p_flea_out->auto_ppm_flag  to 
TRUE;  calls  tick_ppm_mcnu. 

b  changebackend 

Prompts  user  for  backend  id;  sets  backend;  calls 
tick_ppm_menu. 

c  change  channel 

Prompts  user  for  channel  number;  sets  channel;  calls 
tick_ppm_menu. 

h  puel  left 

Outputs  error  if  channel  >=  4;  decrements  i  value  in 
pixeljocation  array  for  current  backend/channel;  calls 
SET_PPM_PIXEL_LOCAnON  macro  to  put  data  in 
p_flea_out. 

i  cal  image 

Sets  p_flea_out->calibration_image.subsystem;  prompts 
user  for  image  number,  sets  p_flea_out-> 
calibration_image.image;  sets  p_flea_out-> 
calibrationJmage_flag  to  TRUE;  calls  tick_ppm_menu. 

j  pixel  down 

Ouq)uts  error  if  channel  >=  4;  increments  j  value  in 
pixel_location  array  for  current  backend/ch^el;  calls 
SET_PPM_PIXEL_LOCATION  macro  to  put  data  in 
p_flea_out. 

k  pixel  up 

Outputs  error  if  channel  >=  4;  decrements  j  value  in 
pixel_location  array  fra  current  backend/channel;  calls 
SET_PPM_PIXEL_LOCATION  macro  to  put  data  in 
p_flea_out. 

I  pixel  right 

Ouqjuts  error  if  channel  >=  4;  increments  i  value  in 
pixel_location  array  for  current  backend/channel;  calls 
SET_PPM_PIXEL_LOCATION  macro  to  put  data  in 
p_flea_out 

m  change  mode 

Prompts  user  for  new  mode;  sets  p_flea_oui-> 
ppm_dispiay_mode.subsystem,  channel,  and 
display.mode;  displays  values;  sets  p_flea_out-> 
ppm_display_mode_flag  to  TRUE;  calls 
tick_ppm_menu. 

O  pixel  on 

Ouqtuts  error  if  channel  >=  4;  sets  p_flea_out-> 
ppm_pixel_staie.subsystem  and  channel;  sets 
p_flea_out->ppm_pixcl_state.state  to  TRUE;  sets 
p_flea_out->ppm_pixel_state_flag  to  TRUE. 

0  pixel  off 

Outputs  error  if  channel  >=  4;  sets  p_flea_out-> 
ppm_pixel_state.subsystem  and  channel;  sets 
p_flea_out->ppm_pixel_state.state  to  FALSE;  sets 
p_flca_out->ppm_pixel_state_flag  to  TRUE. 

(f  quit 

Sets  *flea_menu  function  pointer  to  tick;  calls 
tick_main_menu. 

Sets  *flea_menu  function  pointer  to  tick;  calls 
tick_main_menu. 

Called  By:  flea_io_task  (through  *flea_menu) 
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Routines  Called:  *flea_getc 

blank 

cup 

isprint 

isspace 

printf 

scanf 

SET_PPM_DlSPLAY_OFFSET 

SET_PPM_PIXEL_LOCATION 

tick_main_menu 

tick_ppm_menu 

tick_ppm_update_info 


Parameters:  none 


Returns:  none 


2.7.27.2  tick_ppm_menu 

The  tick_ppm_menu  function  displays  the  Flea  PPM  menu.  This  function  is  called  by  tick 
if  the  user  selects  the  P  ("Calita-ate  PPMs")  option  from  the  Flea  main  menu.  It  is  called  by 
tick_ppm  after  certain  options  are  process^,  if  the  user  enters  ?  at  the  "Flea  PPM>" 
prompt,  and  every  150  frames. 

The  function  call  is  tick_ppm_menu().  The  function  does  the  following: 

•  Clears  the  Flea  console  screen. 

•  Calls  tick_ppm_menu_header  to  display  the  labels  for  the  PPM  parameters. 

•  Calls  tick_ppm_update_info  to  display  the  current  value  of  each  PPM  parameter. 

•  Displays  the  Flea  PPM  menu. 

•  Displays  the  "Flea  PPM>"  prompt. 

The  options  listed  on  this  menu  are  processed  by  the  tick_ppm  function.  For  a  list  and 
description  of  the  options,  see  tick_ppm. 


Called  By:  tick 

tick_ppm 


Routines  Called:  blank 

cup 

printf 

tick_ppm_menu_header 

tick_ppm_update_info 


Parameters:  none 
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Returns:  none 


2.7.27.3  tick_ppin_inenu_header 

The  tick_ppin_menu_header  function  displays  the  labels  for  the  current  PPM  calibration 
settings  shown  at  the  top  of  the  Flea  console  screen  when  the  Flea  PPM  menu  is  active. 
The  current  value  for  each  parameter  (backend  id,  channel  number,  PPM  mode,  display 
offset,  and  pixel  location)  is  displayed  by  tick_ppm_update_info. 

tick_ppm_menu_header  also  displays  the  menu  title  ("FLEA  PPM  MENU"). 

The  function  call  is  tick_ppm_inenu_header(). 


Called  By: 
Routines  Called: 

Parameters: 

Returns: 


tick_ppm_menu 

cup 

printf 

none 

none 


2.7.27.4  tick_ppm_updateJnfo 

The  tick_ppm_update_info  function  displays  the  current  value  of  each  PPM  calibration 
pmameter  (backend  id,  channel  number,  PPM  mode,  x  and  y  display  offsets,  and  x  and  y 
pixel  locations)  at  the  top  of  the  Flea  console  screen  when  the  Flea  PPM  menu  is  active. 
This  function  is  called  when  the  menu  is  first  displayed.  It  is  also  called  to  update  the  data 
every  15  frames,  as  long  as  the  menu  is  still  active. 

The  label  for  each  PPM  calibration  parameter  is  displayed  by  tick_ppm_menu_header. 

The  function  call  is  tick_ppm_update_info(). 


CaUed  By: 

Routines  Called: 

Parameters: 

Returns: 


tick_ppm 

tick_ppm_menu 

cup 

printf 

none 

none 
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2.1.2%  tick_script.c 

The  functions  in  the  tick_script.c  CSU  provide  options  that  let  the  Flea  user  run  pre-built 
scripts  to  drive  the  simulation.  These  scripts,  called  playback  scripts,  are  created  using  the 
r  ("record  i/f  messages  menu")  option  on  the  Gossip  main  menu.  If  a  script  is  selected  for 
playback,  it  is  processed  by  flea_abs_playback. 

The  functions  in  this  CSU  are: 

•  tick_script 

•  tick_script_menu 


2.7.28.1  tick_script 

The  tick_script  function  processes  the  options  displayed  on  the  Flea  Script  menu.  These 
options  let  the  Rea  user  run  playback  scripts  (recorded  by  the  cigsimio  functions  in  the 
Real-Time  Processing  CSC).  tick_script  is  called  via  the  *flea_menu  function  pointer  if  the 
user  selects  the  Z  ("scripting")  option  from  the  Rea  main  menu. 

The  function  call  is  tick_script(;.  The  function  does  the  following: 

•  Uses  the  *flea_getc  function  pointer  to  get  the  keystroke  entered  by  the  user. 

•  Processes  the  user's  request  (see  table  below). 

•  Displays  the  current  prompt  ("Rea  Script>"). 

The  following  table  lists  the  options  supported  by  tick_script,  and  shows  the  steps  it  uses 
to  process  each  one.  The  menu  that  lists  these  options  is  displayed  by 
tick_script_main_menu.  Options  flagged  with  an  asterisk  (*)  are  supported  by  tick_script 
but  do  not  appear  on  the  menu. 


Flea  Script  Menu  Option 

Processing  by  tick_script 

?  menu 

Calls  tick_script_main_menu. 

B  blank  screen 

Calls  blank  to  clear  screen. 

b  begin  absolute  playback 

If  playback  file  has  been  set  (i.e,  playback_file_set  is 
TRUE),  sets  fleaG_abs_playback  to  TRUE. 

If  playback  file  has  not  been  set,  outputs  error. 

e  stop  playback 

Sets  fleaG_stop_playback  to  TRUE. 

f  specify  playback  file 

Prompts  user  fw  name  of  playback  file;  sets 
flcaG_playback_fn:  q)ens  the  file;  sets 
playback_file_set  to  TRUE. 

(f  quit 

Sets  •flea_menu  function  pointer  to  tick;  sets  current 
prompt  to  "Flea>";  calls  tick_main_menu. 

X  exit 

Sets  •flea_menu  function  pointer  to  tick;  sets  current 
prompt  to  '’Flea>’';  calls  tick_main_menu. 

Called  By:  flea_io_task  (through  *flea_menu) 
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Routines  Called:  *flea_getc 

blank 

cup 

ifx_close 

ifx_open 

isprint 

isspace 

printf 

scanf 

strcpy 

tick_main_menu 

tick_script_main_menu 


Parameters:  none 


Returns:  none 


2.7.28.2  tick_script_main_menu 

The  tick_script_main_menu  function  displays  the  menu  supported  by  tick_script.  This 
function  is  called  by  tick  if  the  user  selects  the  Z  ("scripting")  option  from  the  Hea  main 
menu.  It  is  called  by  tick_script  if  the  user  enters  ?  at  the  "Flea  Script>"  prompt. 

The  function  call  is  tick_script_main_menu().  The  function  does  the  following: 

•  Clears  the  Flea  console  screen. 

•  Calls  menu_header  to  display  the  standard  Flea  status  fields. 

•  Displays  the  Flea  Script  options. 

•  Sets  the  current  prompt  to  "Flea  Script>", 

•  Displays  the  "Flea  Script>"  prompt. 

Refer  to  tick_script  for  a  list  and  descriptions  of  the  options  displayed  on  the  Flea  Script 
menu. 


Called  By: 

tick 

tick_script 

Routines  Called: 

blank 

cup 

menu_header 

printf 

strcpy 

Parameters: 

none 
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Returns:  none 


2.7.29  update_2d.c 

The  update_2d  function  generates  a  MSG_PASS_ON  message  to  send  a  request  to  the  2-D 
processor  task  in  a  specified  subsystem.  This  function  is  called  every  frame  by 
flea_encode_data  if  the  (1)  subsystem’s  element  in  the  sub_2d_ioD  array  is  set  to  TRUE, 
and  (2)  type_up^te_2d  is  not  1. 

The  subsystem's  flag  in  sub_2d_ioQ  is  set  by  flea_switches  if  the  user  selects  the  2  ("2d 
mode")  option  from  the  Flea  Switches  menu.  flea_switches  also  places  the  command 
selected  by  the  user  into  the  subsystem's  element  in  the  conQmand_2dD  array,  and  sets  the 
subsystem's  flag  in  the  gsp_io_flagn  airay  to  TRUE.  The  entry  in  gsp_io_flag[]  tells  the 
mpvideo_send_req  function  (in  the  MPV  Interface  CSC)  that  there  is  a  command  to  be  sent 
to  the  GSP  in  this  subsystem. 

The  type_update_2d  flag  is  set  to  1  only  if  the  user  selects  a  2-D  option  from  the  Flea 
AGPT  Switches  menu.  If  the  variable  is  not  1,  flea_encode_data  assumes  the  option  was 
selected  from  the  regular  Flea  Switches  menu,  and  calls  update_2d. 

The  function  call  is  update_2d(subsystem),  where  subsystem  is  the  backend  id.  The 
function  does  the  following: 

•  Determines  the  command  in  command_2d[subsystem]. 

•  Builds  a  message  header  for  the  MSG_PASS_ON  message,  with  the  message 
length  determined  by  the  command. 

•  Builds  the  MSG_PASS_ON  message,  based  on  the  command. 


Called  By:  flea_encode_data 


Routines  Called:  GLOB 

Parameters:  INT_4  subsystem 


Returns:  none 


2.7.30  update_agpt_2d.c 

The  update_agpt_2d  function  generates  a  MSG_PASS_ON  message  to  send  a  request  to 
the  2-D  processor  task  in  a  specified  subsystem.  This  function  is  called  every  frame  by 
flea_encode_data  if  (1)  the  subsystem's  element  in  the  sub_2d_ion  array  is  set  to  TRUE, 
and  (2)  the  type_update_2d  flag  is  1. 

The  subsystem's  flag  in  sub_2d_io[]  is  set  by  set_command_2d  if  the  user  selects 
"Aliasing  Model  (2D),"  "2D  Dimmer,"  "2D  Brighter,"  or  any  of  the  "Reticle"  options  from 
the  Flea  AGPT  Switches  menu.  set_command_2d  also  places  the  command  to  be  executed 
into  the  subsystem's  element  in  the  command_2d[]  array,  and  sets  type_update_  2d  to  1 . 
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The  function  call  is  update^agpt_2d(subsystem),  where  subsystem  is  the  backend  id. 
The  function  does  the  following: 

•  Determines  the  command  in  the  command_2d[]  array. 

•  Builds  a  message  header  for  the  MSG_PASS_ON  message,  with  the  message 
length  determined  by  the  command. 

•  Builds  the  MSG_PASS_ON  message,  based  on  the  command. 


Called  By:  flea_encode_data 


Routines  Called:  none 


Parameters:  INT_4 


subsystem 


Returns: 


none 
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2.8  DTP  Command  Generator  (/cig/libsrc/libgendtp) 

The  DTP  (Data  Traversal  Processor)  Command  Generator  translates  the  viewport 
configuration  tree  generated  by  the  Viewport  Configuration  CSC  into  the  commands 
requir^  to  drive  the  graphics  hardware.  It  generates  DTP  hardware  commands  (processor 
and  channel  initialization  code)  from  the  viewport  configuration  tree,  then  downloads  these 
commands  to  the  DTP  CPU.  The  DTP  then  determines  what  data  is  to  be  sent  to  the  9U 
graphics  channel. 

The  DTP  is  a  micro-coded  processor  board  that  does  the  following: 

•  Looks  through  active  area  memory  for  DTP  commands. 

•  Computes  viewpoint  positions  for  vectors. 

•  Computes  world-to-viewpoint  matrices  for  each  viewport. 

•  Performs  field-of-view  and  level-of-detail  tests  on  models  and  special  effects. 

•  Sends  data  to  the  Polygon  Processor. 

The  Polygon  (Poly)  Processor  is  a  special-purpose  floating  point  processor  that  does  the 
following: 

•  Transforms  polygons  from  world  coordinates  to  viewspace  coordinates. 

•  Eliminates  back-facing  polygons. 

•  Clips  polygons  that  fall  partially  outside  of  the  viewing  pyramid. 

•  Fills  polygons  with  colored  or  textured  pixels. 

•  Perspectively  projects  polygons  onto  the  screen. 

The  DTP  is  controlled  through  the  DTP  commands  it  finds  in  active  area  memory.  These 
commands  are  placed  in  active  area  memory  by  the  DTP  Conunand  Generator.  The  DTP 
reads  one  buffer  in  double-buffer  memory  while  the  real-time  software  updates  the  other. 
Each  frame,  the  two  processes  switch  buffers. 

The  DTP  Command  Generator  uses  the  Runtime  Command  Library  (RCL)  to  generate  DTP 
commands.  The  RCL  is  a  set  of  software  functions  that  support  the  configuration  of  lists 
of  runtime  commands  for  both  the  DTP  and  the  Poly  Processor.  The  RCL  is  responsible 
for  working  with  the  complex  data  structures  in  the  DTP  —  the  DTP  Command  Generator 
simply  specifies  the  command  and  provides  the  data  required  for  the  command.  The  RCL 
also  maintains  addressing  and  data  sizing  information. 

The  interface  between  the  DTP  Command  Generator  functions  and  the  RCL  is  implemented 
via  command-specific  macros.  Each  DTP  command  is  supported  by  one  or  more  macros. 
These  macros  are  named  in  the  form  dtp  xyz,  where  xyz  identifies  Ae  DTP  command  or  a 
version  of  a  command.  Similarly,  macros  that  support  Poly  Processor  commands  are 
named  in  the  form  poly  xyz.  The  DTP  Command  Generator  function  calls  the  appropriate 
macro  and  passes  it  the  data  required  for  the  selected  command.  The  macro  in  turn  cils  the 
appropriate  RCL  routine  and  passes  it  the  command  parameters.  The  RCL  routine  then 
generates  the  actual  DTP  command  and  places  it  in  active  area  memory. 

The  DTP-RCL  macros  are  defined  in  the  rcinclude.h  file.  Refer  to  Appendix  B  for  a  list  of 
these  macros. 

Figure  2-12  identifies  the  CSUs  in  the  DTP  Command  Generator  CSC.  These  CSUs  are 
described  in  this  section. 
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dtpjuncs.c 
dtpjravl  .c 
dtp_trav2.c 
rcfuncs.c 


Figure  2-12.  DTP  Command  Generator  CSUs 


2.8.1  dtp_compiler.c 

The  dtp_compiler  function  is  the  driving  function  for  generating  DTP  hardware  commands 
from  the  viewpon  configuration  tree. 

The  function  call  is  dtp_compUer(offset),  where  offset  is  the  number  of  bytes  of  DTP 
code.  dtp_compiler  doe^the  following: 

•  Initializes  the  runtime  command  library  (RCL),  as  follows: 

-  Calls  malloc  to  allocate  memory  for  the  RCL  stack. 

-  Calls  rcl_set_errptr  to  set  the  error  pointer  to  "dtp_compiler." 

-  Calls  rcl_init_adrs  to  initialize  shared  addressing  variables. 

-  Calls  rcl_init_stack  to  initialize  the  RCL  stack. 

•  Allocates  data  pointers  for  model  processing. 

•  Starts  the  processor  initialization  phase,  as  follows: 

-  C^s  rcl_set_errptr  to  set  the  error  pointer  to  "dtp_trav  1 . " 

-  Calls  init_dtp_stacks  to  initialize  the  DTP  stack. 

-  Calls  vpt_cnode_qroot  to  get  a  pointer  to  the  configuration  tree's  root  node 
for  dtp_travl. 

-  Calls  dtp_travl  to  traverse  the  configuration  tree  for  processor  initialization. 

-  Calls  rcl_patch_adrs  to  run  the  RCL  patch  utility  to  patch  any  missing 
addresses  and  word  counts. 

-  Calls  rcl_init_stack  to  reinitialize  the  RCL  stack. 

•  Starts  the  channel  initialization  phase,  as  follows: 

-  Calls  rcl_set_enptr  to  set  the  error  pointer  to  "dtp_trav2." 

-  Calls  init_dtp_stacks  to  intialize  the  DTP  stack. 

-  Calls  dtp_trav2  to  traverse  the  configuration  tree  for  channel  initialization. 

-  Calls  rcl_patch_adrs  to  run  the  RCL  patch  utility  again. 

•  Calls  rcl_rtn_adrs  to  get  the  current  RCL  addressing  values. 

•  Prints  DTP  memory  use  data. 
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•  Frees  the  RCL  stack. 

The  function  returns  SUCCEED  if  the  commands  are  generated  successfully.  It  returns 
FAIL  if  stack  memory  could  not  be  allocated,  the  root  node  could  not  be  found,  or  either 
dtp_travl  or  dtp_trav2  failed. 


Called  By:  cig_config 


Routines  Called:  dtp_travl 

dtp_trav2 

fitw 

init_dtp_stacks 

malloc 

printf 

rcl_init_adrs 

rcl_init_stack 

rcl_patch_adrs 

rcl_rm_adrs 

rcl_set_errptr 

vpt_cnode_qroot 


Parameters:  WORD  offset 


Returns;  1  (SUCCEED) 

0(FAIL) 


2.8.2  dtp_funcs.c 

The  functions  in  the  dtp_funcs.c  CSU  are  used  to  manage  the  node  stack  used  when 
traversing  the  configuration  tree,  and  to  allocate  DTP  user  memory.  These  functions  are: 

•  push_node 

•  pop_node 

•  what_node_on_stack 

•  init_dtp_stacks 

•  dtp_m^oc 

•  d^_malloc_init 


2. 8. 2.1  push_node 

The  push_node  function  takes  a  configuration  node  pointer  as  input  and  places  it  on  the 
node  stack.  It  also  checks  for  and  reports  stack  overflows. 

The  function  call  is  push_node(node_ptr),  where  node _ptr  is  a  pointer  to  the 
configuration  node  to  be  ^shed  on  thMop  of  the  stack. 


Called  By:  dtp_travl 
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Routines  Called:  printf 

Parameters:  CFG_NODE 


Returns:  none 


*node_ptr 


2.8. 2.2  pop_node 

The  pop_node  function  returns  the  configuration  node  pointer  fiom  the  top  of  the  node 
stack.  If  the  stack  is  empty,  pop_node  returns  0;  this  tells  dtp_travl  that  the  stack  has  been 
processed  completely. 

The  function  call  is  pop_nod€(). 


Called  By: 
Routines  Called: 
Parameters: 

Returns: 


dtp_travl 

none 

none 

node_stack[-top_node_stack] 

0 


2. 8. 2. 3  what_node_on_stack 

The  what_node_on_stack  function  returns  the  index  of  the  node  on  top  of  the  node  stack. 
If  the  stack  is  empty,  the  function  returns  a  value  specified  by  the  calling  procedure. 

The  function  call  is  what_node_on_stack(empty),  where  empty  is  the  value  to  be 
returned  if  the  stack  is  em^.  ~ 


Called  By: 
Routines  Called: 
Parameters: 
Returns: 


dtp_travl 

none 

UNS_4  empty 

node_stack[top_node_stack  -  l]->node_index 
empty 
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2. 8. 2. 4  init_dtp_stacks 

The  init_dtp_stacks  function  initializes  the  node  stack  by  setting  the  top  stack  pointer  to  0. 
This  function  is  called  by  dtp_compiler  before  it  calls  d^_travl  to  traverse  the 
configuration  tree. 

The  function  call  is  init_dtp_stacks(). 


Called  By: 
Routines  Called: 
Parameters: 

Returns: 


dtp_compiler 

none 

none 

none 


2. 8. 2. 5  dtp_inalloc 

The  dtp_inalloc  function  allocates  a  specified  amount  of  DTP  memory.  This  function  is 
called  by  dtp_travl  to  allocate  memory  for  configuration  node  matrices. 

The  function  call  is  dtp_inaIloc(count),  where  count  is  the  amount  of  memory  to  be 
allocated. 

The  function  returns  0  if  successful.  It  returns  the  current  DTP  user  pointer  (as  give  away) 
if  insufficient  memory  is  available. 


Called  By: 

dtp_travl 

Routines  Called: 

none 

Parameters: 

INT_2 

Returns: 

0 

give_away 

count 


2.8. 2.6  dtp_inalIoc_init 

The  dtp_malloc_init  function  initializes  the  portion  of  DTP  allocated  as  user  space.  It  sets 
the  DTP  user  pointer  to  the  first  available  memory  location,  which  is  defined  in 
ecompilerl.h.  dtp_travl  calls  this  function  before  it  starts  traversing  the  configuration  tree. 
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The  function  call  is  dtp_malloc_init(). 
Called  By:  dtp_travl 

Routines  Called:  none 


Parameters:  none 

Returns:  none 


2.8.3  dtp_travl.c 

The  dtp_travl  function  function  traverses  the  configuration  tree  to  generate  processor 
initialization  codes.  dtp_travl  traverses  each  node  in  the  configuration  tree  by  placing  the 
root  node  on  the  stack  and  then  processing  the  stack  until  it  is  empty.  When  a  node  is 
popped  from  the  stack,  any  matrix  concatenation  commands  or  bit  tests  are  performed  for 
that  node,  based  on  the  node's  type.  The  node's  children  and  siblings  are  then  placed  on 
the  stack  such  that  the  order  of  processing  is  the  node,  the  node's  children,  and  the  node's 
siblings. 

dtp_travl  uses  the  routines  in  dtp_funcs.c  to  access  and  manage  the  node  stack.  It  uses  the 
dtp_*  macros  (defined  in  Appendix  B)  to  communicate  with  the  RCL  to  generate  the  actual 
commands  for  the  hardware. 

The  function  call  is  dtp_travl(node),  where  node  is  a  pointer  to  the  configuration  tree's 
root  node.  ~ 

dtp_travl  does  the  following: 

•  Calls  dtp_malloc_init  to  initialize  the  DTP  user  space. 

•  Uses  various  dtp_*  macros  to  load  the  following: 

-  Channel  status  and  channel  pointers  at  DTP  location  0. 

List  of  final  processing. 

-  Flush  and  dynamic  pointer  tables. 

-  Clalibration  branch  mask. 

-  Cloud  bottom  and  top  branch  masks  (if  enabled). 

-  Daylight  TV  thermal  word. 

-  View  mode  word  for  each  channel. 

-  System  view  flags  and  branch  values. 

-  Current  time  set  in  simulation. 

•  Processes  each  node  in  the  tree  to  generate  the  matrix  concatenations  and  bit  tests 
for  each  path,  as  follows: 

-  Calls  push_node  to  push  the  root  child  0  on  the  stack. 

-  Calls  pop_node  to  pop  each  node  from  the  stack  in  turn. 

-  Calls  rcl_set_label  to  set  a  label  for  the  node. 

-  Validates  the  node's  parent  pointer. 

For  a  matrix  node: 

*  Allocates  DTP  memory  for  the  node's  matrix. 

*  Concatenates  the  matrix  with  the  parent's  matrix. 
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-  For  a  branch/matrix  node: 

*  Test  the  node's  branch  value. 

*  Allocate  DTP  memory  for  the  node's  matrix. 

*  If  the  branch  value  is  true,  load  the  node's  matrix  or  concatenate  it 
with  the  parent's  matrix. 

*  If  the  branch  value  is  false,  load  the  parent's  matrix. 

-  For  a  branch  (conditional)  node: 

*  Test  the  node's  branch  value. 

*  Load  the  parent's  matrix. 

-  Push  the  node's  siblings  and  children  onto  the  stack. 

•  Performs  initial  data  traversal. 

•  Prepares  system  post-processing  pointers  and  displays  the  post-processing 
addresses  for  static  vehicles,  dynamic  vehicles,  and  effects. 

•  Allocates  space  for  the  current  time  to  support  time-base  commands. 

•  Calls  rcl_data  to  generate  a  command  to  indicate  a  separation  of  initialization  and 
channel  processing. 

The  function  returns  1  if  successful.  It  returns  0  if  it  detects  an  illegal  parent  pointer  or  an 
invalid  node  type. 


Called  By:  dtp_compiler 


Routines  Called:  be_query_dbO 

dtp_bnz 

d^_bru 

dtp_brus 

dtp_end 

d^_lwd 

dtpjwds 

dtp_malloc 

d^_malloc_init 

dtp_mmpst 

d^_mwd 

poly_flu 

pop_node 

printf 

push_node 

rcLdata 

rcl_rtn_adrs 

rcl_set_errptr 

rcl_set_label 

what_node_on_stack 


Parameters:  CFG_NODE 


♦node 


Returns: 


0 

1 
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2.8.4  dtp_trav2.c 

The  dtp_trav2  function  traverses  the  configuration  tree  to  generate  channel  initialization 
codes. 

The  function  call  is  dtp_trav2(node),  where  node  is  a  pointer  to  the  root  configuration 
node. 

d^_trav2  does  the  following: 

•  Saves  the  beginning  path  location. 

•  For  a  branch  (conditional)  node: 

-  Tests  the  condition. 

-  Traverses  the  true  path. 

•  For  a  matrix  node  that  is  the  terminal  node  in  a  traversal  path  (i.e.,  a  node  that  has 
viewport  parameters): 

-  Calculates  the  channel  base  address. 

-  Loads  the  channel  parameters,  field-of-view  vectors,  viewpoint  position, 
level-of-detail  multiplier,  and  far  plane. 

-  Multiplies  the  hull-to-view  matrix  for  DTP  use. 

-  Calculates  bounding  plane  normals. 

-  Calculates  the  base  load  module. 

-  Outputs  the  channel  toggle  command  if  the  channel  is  secondary. 

-  Ou^Juts  the  perspective  matrix. 

-  Outputs  the  screen  constants. 

-  Tests  for  calibration  output  for  all  screens. 

-  Outputs  the  gun  overlay  if  bit  0  of  the  node's  branch  mask  is  set. 

•  For  the  root  node: 

Saves  the  matrix  and  forms  the  stamp  word. 

-  Calls  the  cloud  top  and  bottom  models,  if  enabled. 

•  Pre-processes  models: 

-  Creates  output_direct  for  the  node's  matrix. 

-  Outputs  the  gun  barrel  overlay  if  bit  1  of  the  node's  branch  mask  is  set. 

-  For  a  branch  node,  sets  the  branch  mask. 

•  Prepares  the  system  pre-processing  pointers  and  displays  the  pre-processing 
addresses  for  dynamic  vehicles,  static  vehicles,  and  effects. 

•  Saves  common  poly  command  data. 

The  function  always  returns  1. 


Called  By:  dtp_compiler 


Routines  Called:  be_qulm 

dtp_blni 
d^_bnz 
dtp_bpc 
dtp_bru 
dtp_bnis 
dtp_brz 
d^_end 
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dtpjwds 

dtp_mmpst 

d^_osd 

dtp_owd 

dtp_owds 

dtp_subs 

poly_fsw 

poly_rml 

poly_sml 

poly_tog 

jjrintf 

rcl_rtn_adrs 

rcLset_errptr 

rcLsetJabel 

rcl_stuff_data 


Parameters:  CFG_NODE  *node 


Returns:  1 


2.8.5  rcfuncs.c 

The  functions  in  the  rcfuncs.c  CSU  are  used  to  work  with  the  Runtime  Command  Library 
(RCL).  These  functions  are: 

•  rcl_init_stack 

•  rcLpush 

•  rcLpop 

•  rcl_patch_adrs 

•  rcl_set_errptr 

•  rcl_init_adrs 

•  rcl_rm_adrs 

•  rcl_set_label 

•  rcl_set_cntlbl 

•  rcHblcmd 

•  rcLcommand 

•  rcl_component 

•  rcLdata 

•  rcl_stuff_data 

This  CSU  also  defines  the  following  macros  used  by  the  RCL  functions.  These  macros  are 
described  in  Appendix  B. 

•  ERRMSG 

•  ROOM4LABEL 

•  ROOMCHECK 

•  INCR_COMPONENT 

The  RCL  labeling  utility  removes  the  need  for  the  programmer  to  maintain  addressing  and 
data  size  information  as  a  command  sequence  is  constructed.  The  programmer  can  write 
runtime  code  and  label  only  data  that  is  unknown.  All  labels  (defined  as  single-integer 
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values)  must  uniquely  identify  one  location  in  the  code.  As  the  library  generates  the 
runtime  commands,  it  places  any  unknown  information  onto  a  patch  stack.  When  the 
library  encounters  a  label,  it  stores  the  location  of  the  label  for  use  in  patching  the  stack. 

The  rcl_patch_adrs  function  scans  the  list  of  unknown  data  and  patches  the  missing 
addresses  and  word  counts. 

Use  of  the  patching  utility  requires  a  stack  area  for  maintaining  the  unresolved  addresses, 
counts,  and  labels.  The  rcl_init_stack  function  is  used  to  initidize  this  stack. 

Most  labels  are  used  to  identify  a  location  in  active  area  memory.  Some  labels  are  branch 
labels  where  DTP  branch  commands  change  the  direction  in  which  the  DTP  is  processing 
messages.  DTP  output  commands  reference  a  location  where  the  data  begins.  For  these 
commands,  the  calling  function  specifies  a  unique  label  to  identify  the  branch  of  output 
data,  and  uses  the  rcl_set_label  function  to  identify  the  location.  These  locations  are 
patched  with  the  supplied  addresses  when  the  rcl_patch_adrs  function  is  executed. 

Set  count  labels  are  labels  that  are  used  to  identify  the  size  of  a  data  segment  rather  than  the 
location  of  command  data. 

The  DTP  has  several  output  commands  that  require  a  word  count  value  in  order  for  the 
DTP  to  pass  the  correct  amount  of  data  to  the  Poly  Processor.  Usually,  there  are  two  ways 
to  accomplish  this: 

•  If  the  exact  amount  of  data  that  can  be  sent  is  known,  the  DTP  output  command 
using  the  function  that  has  data  start  label  and  word  count  parameters  can  be  used. 

•  If  the  data  size  is  not  known,  the  command  can  be  implemented  using  the  set  count 
function.  Rather  than  specifying  a  word  count  for  the  command,  a  set  count  label  is 
defined.  When  generating  the  data,  rcl_set_label  is  executed  to  identify  the 
beginning  of  the  data.  After  generating  the  data,  rcl_set_cntlbl  is  executed  to 
specify  the  start  and  end  labels,  and  the  set  count  label  is  loaded  with  the  word 
count  of  the  data  segment.  When  rcLpatch_adrs  is  executed,  the  output  count  is 
patched  with  the  data  segment  size. 

The  DTP  supports  two  addressing  modes:  absolute  and  relative.  In  absolute  mode,  the 
address  is  the  actual  AAM  address  for  the  branch  or  data.  In  relative  mode,  the  address  is 
an  offset  that  is  added  to  the  current  location  to  locate  the  branch  or  data. 


2.8.5. 1  rcl_init_stack 

The  rcl_init_stack  function  initializes  the  unresolved  address,  count,  and  label  stack. 

The  function  call  is  rcl_init_stack(mln_stack,  max_stack),  where: 

min  stack  is  the  minimum  stack  address  (top  of  stack) 
max  stack  is  the  maximum  stack  address  (bottom  of  stack) 

Called  By:  dtp_compiler 

gos_model 

Routines  Called:  none 
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Parameters:  UNS_4 

UNS_4 


*min_stack 
*max  stack 


Returns:  none 


2. 8. 5. 2  rcl_push 

The  rcLpush  function  adds  a  patch  location  to  the  patch  stack,  after  verifying  that  the  stack 
has  space  available. 

The  function  call  is  rcl_push(adr,  Ibladr,  name),  where: 

adr  is  the  physical  memory  address  the  patch  is  to  be  made  in 
Ibladr  is  the  physical  memory  address  the  label  for  the  patch  is  in 
name  is  the  name  of  the  calling  routine 

The  function  returns  0  if  successful,  or  1  if  the  stack  is  full. 


Called  By: 

rcMblcmd 

Routines  Called: 

ERRMSG 

Parameters: 

UNS  4 

*adr 

UNS_4 

*lbladr 

char 

*name 

Returns: 

0 

1 


2. 8. 5. 3  rcl_pop 

The  rcl_pop  function  removes  the  top  patch  location  from  the  patch  stack,  after  verifying 
that  the  stack  is  not  empty. 

The  function  call  is  rcl_pop(adr,  Ibladr,  name),  where: 

adr  is  a  pointer  to  the  physical  memory  address  the  patch  is  to  be  made  in 
Ibladr  is  a  pointer  to  the  physical  memory  address  the  label  for  the  patch  is  in 
name  is  the  name  of  the  calling  routine 

The  function  returns  0  if  successful,  or  1  if  the  stack  is  empty. 


Called  By:  rcl_patch_,adrs 
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Routines  Called;  ERRMSG 


Parameters: 


UNS_4 

UNS_4 

char 


*adr 

♦Ibladr 

♦name 


Returns;  0 

1 


2. 8. 5. 4  rcl_patch_adrs 

The  rcl_patch_adrs  function  removes  all  entries  from  the  patch  stack,  one  at  a  time.  It 
patches  die  stored  location  with  the  associated  label  location  and  processes  the  stack  until  it 
is  empty.  This  function  patches  both  absolute  and  relative  addresses. 

The  function  call  is  rcl_patch_adrs(). 


Called  By:  dtp_compiler 

gos_model 
replace_mod 
test  commands 


Routines  Called:  ERRMSG 

printf 

rcLpop 


Parameters:  none 


Returns:  none 


2. 8. 5. 5  rcl_set_errptr 

The  rcl_set_errptr  function  can  be  used  to  specify  a  character  string  to  be  output  with  every 
RCL  error  message.  This  string  can  help  localize  the  source  of  the  error. 

The  function  call  is  rcl_set_errptr(adr),  where  adr  is  the  error  string. 


Called  By:  dtp_compiler 

dtp_travi 

dtp_trav2 

replace_mod 


Routines  Called:  none 
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Parameters: 

char 

*adr 

Returns: 

none 

2. 8. 5. 6  rcl_init_adrs 

The  rcl_init_adrs  function  initializes  values  for  shared  addressing  variables. 

The  function  call  is  rcl_init_adrs(pl,  p2,  p3),  where: 

pi  is  the  memory  location  to  store  the  RCL  commands 
p2  is  the  AAM  location  corresponding  to  the  pi  address 

p3  is  the  number  of  bytes  available  for  RCL  commands,  starting  at  the  pi  address 


Called  By: 

dtp_compiler 

gos_model 

Routines  Called: 

none 

Parameters: 

UNS  4 

*pl 

UNS  4 

P2 

UNS_4 

p3 

Returns: 

none 

2. 8. 5. 7  rcl_rtn_adrs 

The  rcl_rtn_adrs  function  returns  the  current  values  of  RCL  addressing  values,  as  defined 
in  init_addressing. 

The  function  call  is  rcl_rtn_adrs(pl,  p2,  p3),  where: 

pi  is  the  address  to  return  the  memory  location  to  store  the  RCL  commands 
p2  is  the  address  to  return  the  AAM  location  corresponding  to  the  pi  address 
p3  is  the  address  to  return  the  number  of  bytes  available  for  RCL  commands 


Called  By:  dtp_compiler 

dtp_travl 

dtp_trav2 


Routines  Called: 


none 
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Parameters:  UNS_4 

UNS_4 

UNS_4 


**pl 

*p2 

*p3 


Returns:  none 


2. 8. 5. 8  rcl_set_label 

The  rcl_set_label  function  is  used  to  specify  that  a  given  label  refers  to  the  current  location 
in  active  area  memory  (the  location  in  rcl_aam_adr). 

The  function  call  is  rcl_set_label(m),  where  m  is  the  label  to  set  with  the  AAM  location. 


Called  By:  double_lite 

dtp_travl 

dtp_trav2 

replace_mod 

single_lite 

test_commands 

triple_lite 

vasLlite 


Routines  Called:  ERRMSG 

printf 

ROOM4LABEL 


Parameters:  UNS_4  m 


Returns:  none 


2. 8. 5. 9  rcl_set_cntlbl 

The  rcl_set_cntlbl  function  identifies  a  section  of  data  for  output. 

The  function  call  is  rcl_set_cntlbl(m,  em),  where: 

m  is  a  previously  set  label  that  identifies  the  beginning  of  the  data 
em  is  the  label  associated  with  an  output  count 

rcl_set_cntlbl  stores  in  em  the  number  of  words  from  the  address  stored  in  m  to  the  cunent 
AAM  address.  Output  commands  that  refer  to  the  set  count  label  em  are  later  patched  with 
this  data. 


Called  By: 


doublejite 

single_lite 

test_commands 
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triple_lite 

vasLlite 


Routines  Called:  ERRMSG 

printf 

ROOM4LABEL 


m 

em 


Returns:  none 


Parameters:  UNS_4 

UNS_4 


2.8.5.10  rcMblcmd 

The  rcLlblcmd  function  generates  a  DTP  label  command. 

The  function  call  is  rcl_lblcmd(name,  wd_cnt,  id,  rel,  Ibl),  where: 
name  is  a  pointer  to  the  name  of  the  calling  routine 

wd  cnt  is  the  total  number  of  words  the  function  will  generate  for  the  command 

id  is  the  command  id  value 

rel  is  the  relative  addressing  flag 

Ibl  is  the  label  the  command  branch  value  is  associated  with 
rcLlblcmd  does  the  foUowing: 

•  Uses  the  ROOMCHECK  macro  to  make  sure  there  is  room  for  the  command. 

•  Uses  the  ROOM4LABEL  macro  to  make  sure  there  is  room  for  the  label. 

•  Pushes  the  address  and  label  address  on  the  stack  to  patch. 

•  Saves  the  correct  addressing. 

•  Copies  the  additional  data. 

•  Updates  memory  data. 

When  rcLlblcmd  places  the  command  location  on  the  stack,  rel  is  stored  as  the  branch  data. 
rel  is  set  to  90  for  absolute  addressing,  and  is  set  to  rcLaam_adr  for  relative  addressing. 
When  patching  occurs,  this  value  is  subtracted  from  the  patch  label  to  generate  the  relative 
or  absolute  value. 

If  wd  cnt  is  greater  than  1 ,  the  data  following  Ibl  on  the  function  stack  is  appended  to  the 
command. 


Called  By:  dtp_bcn 

d^_bcnr 

dtp_bcz 

dtp_bczr 

d4)_bdgr 

dtp_bdlr 

dt|3_bgn 

dtp_bgz 


284 


BBN  Systems  and  Technologies 


GTIOORTSW  CSCI 


dtp_bnz 

d^_bnzr 

d^_bni 

d^_brur 

dtp_brz 

dip_brzr 

d^_fov 

dtp_fovr 

dtp_gdc 

dtp_gdci 

dtp_gdcir 

dtp_gdcn 

dtp_gdcnr 

d^_gdcr 

dtp_lnii 

dtp_lmir 

d^_lod 

dq)_lodr 

dtp_lwd 

dtpjwdr 

dtp_osd 

dtp_owd 

dtp_owdsc 

dtp_owr 

dtp_owrsc 

dtp_sub 

dtp_subr 

dtp_tbdr 

d^.tbrr 

poly_efs 

poly_efsr 


Routines  Called: 


rcLpush 

ROOM4LABEL 

ROOMCHECK 


Parameters: 

char 

*name 

UNS  4 

wd_cnt 

UNS  1 

id 

UNS  4 

lel 

UNS_4 

Ibl 

Returns; 

none 

2.8.5.11  rcl_cominand 

The  rcl_command  function  generates  a  DTP  command  with  no  label. 

The  function  call  is  rcl  coininand(nanie,  wd  cnt,  id,  data),  where: 


285 


BBN  Systems  and  Technologies 


GTIOO  RTSW  CSCI 


name  is  a  pointer  to  the  routine  name 
wd  cnt  is  the  total  number  of  command  WORDs 
id  is  the  command  id  value 
data  is  the  data  for  the  command 

rcLcommand  does  the  following: 

•  Uses  the  ROOMCHECK  macro  to  make  sure  there  is  room  for  the  command. 

•  Copies  the  data. 

•  Puts  the  command  id  in  memory. 

•  Updates  memory  data. 


Called  By:  dtp_bcnrs 

d^_bcns 
d^_bczrs 
d^_bczs 
dtp_bdgrs 
d^_bdlrs 
d^_bgns 
dtp_bgzs 
dtp_blm 
dtp_bnzrs 
dtp_bnzs 
d4)_bpc 
d^_bpcx 
d^_brurs 
dtp_brus 
d^_brzrs 
dtp_brzs 
dtp_dot 
dtp_elm 
d^_end 
dtp_fovrs 
dtp_fovs 
dtp_gdcirs 
d^_gdcis 
dtp_gdcnrs 
dtp_gdcns 
dtp_gdcrs 
dtp_gdcs 
dtp_gr 
dtp_lmirs 
dtp_lmis 
dtpjodrs 
dtpjods 
dtpjwdrs 
dtp_lwds 
dtp_mml 
dtp_mmpre 
dtp_mmpst 
dtp_mwd 
dtp_ngc 
dtp_oio 
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dtp_oos 

dtp_osds 

d^_owds 

dtp_owo 

dtp_owrs 

dtp_rc 

dtp_subrs 

dtp_subs 

dtp_tbc 

dtp_tbdrs 

dtp_tbrrs 

poly_flu 

poly_fsw 

poly_lmf 

poly_lsc 

poly_mmf 

poly_rml 

poly_rm2 

poly_rm3 

poly_rm4 

poly_snil 

poly_sm2 

poly_sm3 

poly_sm4 

poly_tog 


Routines  Called:  ROOMCHECK 


Parameters:  char  *name 

UNS_4  wd_cnt 

UNS_1  id 

UNS_4  data 


Returns:  none 


2.8.5.12  rcl_component 

The  rcLcomponent  function  generates  a  Poly  Processor  component  command. 

The  function  call  is  rcI_component(naine,  wd_cnt,  incr,  id,  bal,  It,  data),  where: 
name  is  a  pointer  to  the  name  of  the  calling  routine 

wd  cnt  is  the  total  number  of  words  the  function  will  generate  for  the  command 

incr  is  the  count  increment  used  to  initialize  component  data 

id  is  the  command  id  value 

bal  is  the  Ballistics  bit 

It  is  the  local  terrain  bit 

data  is  the  first  piece  of  additional  data 

rcLcomponent  does  the  following: 
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•  Uses  the  ROOMCHECK  macro  to  make  sure  there  is  room  for  the  command. 

•  Saves  the  component  pointers  for  count  updates. 

•  Sets  the  component  id. 

•  Sets  the  Ballistics  bit  if  any  polygons  in  the  component  need  to  be  checked  for 
Ballistics  intersections. 

•  Sets  the  local  terrain  bit  if  any  polygons  in  the  component  need  to  be  included  in  the 
local  terrain  message  sent  to  the  Simulation  Host. 

•  If  wd  cnt  is  greater  than  1,  zeroes  the  second  word  of  the  component. 

•  Copies  the  additional  data. 

•  Uses  the  INCR_COMPONENT  macro  to  update  the  component's  word  count, 
polygon  count,  and  vertex  count  in  the  Poly  component. 

•  Updates  memory  data. 


Called  By: 

poly_bvc 

poly_gc 

poly_pc 

poly_sc 

poly_sci 

poly_sec 

Routines  Called: 

INCR  COMPONENT 
ROOMCHECK 

Parameters; 

char 

♦name 

UNS  4 

wd_cnt 

UNS  4 

incr 

UNS  1 

id 

UNS  1 

bal 

UNS  1 

It 

UNS_4 

data 

Returns: 

none 

2.8.5.13  .  rcl_data 

The  rcLdata  function  provides  additional  data  for  a  poly  component  command. 

The  function  call  is  rcl_data(name,  wd_cnt,  incr,  data),  where: 
name  is  the  name  of  the  calling  routine 

wd  cnt  is  the  total  number  of  words  the  function  will  generate  for  the  command 
incr  is  the  count  increment  used  to  initialize  component  data 
data  is  the  first  piece  of  additional  data 

rcLdata  does  the  following: 

•  Uses  the  ROOMCHECK  macro  to  make  sure  there  is  room  for  the  command. 

•  Copies  the  data. 
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•  Updates  memory  data. 

•  Uses  the  INCR_COMPONENT  macro  to  update  the  component's  word  count, 
polygon  count,  and  vertex  count  in  the  Poly  component. 


Called  By: 

dtp_travl 

poly_ab 

poly_inf 

polyjioly 

poly_sci 

poly_stamp 

poly_vtxe 

poly_vtxl 

Routines  Called: 

INCR  COMPONENT 
ROOMCHECK 

Parameters: 

char 

*name 

UNS  4 

wd_cnt 

UNS  4 

incr 

UNS_4 

data 

Returns: 

none 

2.8.5.14  rcl_stuff_data 

The  rcl_stuff_data  function  places  a  specified  number  of  data  words  found  in  a  specified 
location  of  user  memory  into  successive  memory  locations.  This  function  is  used  to  add 
data  to  the  processing  path  when  no  function  is  available  to  produce  the  desired  effect. 

The  function  call  is  rcl_stuff_data(cpf,  wd^cnt),  where: 

cpf  is  a  pointer  to  the  data  to  be  added 
wd  cnt  is  the  amount  of  data  to  copy 

rcl_stuff_data  does  the  following: 

•  Uses  the  ROOMCHECK  macro  to  make  sure  there  is  room  for  the  data. 

•  Copies  the  data. 

•  Updates  merrwry  data. 


Called  By: 


dtp_trav2 

poly_lmf 

poly_mmf 


Routines  Called: 


ROOMCHECK 
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2.9 


User  Interface  Mode  (/cig/libsrc/libgossip) 


This  section  describes  the  functions  that  make  up  the  User  Interface  Mode  (Gossip)  CSC. 
This  CSC  provides  a  user  interface  that  allows  various  debugging  and  query  features 
during  runtime  operation.  Gossip  provides  the  ability  to  interrogate  system  performance, 
view  and  modify  system  memory,  and  debug  real-time  problems. 


The  functions  available  to  the  Gossip  user  include  the  following: 


•  Display  data  from  the  Ballistics  database. 

•  Display  data  from  the  terrain  and  DED  databases. 

•  Initiate  Flea  (the  Simulation  Host  emulator). 

•  Display  or  modify  simulation  memory. 

•  Display  static  and  dynamic  models. 

•  Invoke  a  DTP  emulator. 

•  Interface  to  the  2-D  overlay  processor  (TX  backends  only). 

•  Display  and  change  various  system  variables. 

•  Display  the  contents  of  message  packets. 

•  Enable  debug  rrxxie. 

•  Display  and  modify  the  viewport  configuration  tree. 

•  Enable  and  disable  frame  interrupts. 

•  Place  a  calibration  pattern  on  a”  channels. 

•  Change  the  default  database  or  configuration  file. 

•  Reset  timers. 


The  Gossip  task  runs  at  the  lowest  priority,  to  prevent  interference  with  the  simulation. 


Most  Gossip  actions  are  selected  from  menus.  Not  all  Gossip  menus  are  displayed  by 
functions  in  the  User  Interface  Mode  CSC.  Selection  of  an  option  from  a  Gossip  menu 
may  invoke  a  menu  function  in  another  CSC.  Such  menus  are  described  in  this  document 
in  ^e  CSC  to  which  they  belong. 


The  CSUs  contained  in  this  CSC  are  identified  in  Figure  2-13  and  described  in  this  section. 
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buffer_errors.c 
ded_object.c 
dtp_emu.c 
gos_1 20tx.c 
gos_bal_query.c 
gos_db_query.c 
gosjocate.c 
gos_memory.c 
gos_model.c 


gos_mpvio.c 

gos_polys.c 

gos_system.c 

gossip.c 

make_bbnJogo.c 
mx3_hword.c 
replace_mod.c 
test  commands.c 


Figure  2-13.  Gossip  CSUs 


2.9.1  agpt_statistics.c 

The  agpt_statistics  function  is  not  used  by  the  standard  GTIOO  system. 


2.9.2  buffer_errors.c 

The  functions  in  the  buffer_errors.c  CSU  are  not  used  by  the  standard  GTIOO  system. 


2.9.3  ded_object.c 

The  functions  in  the  ded_object.c  CSU  are  used  to  work  with  the  DED  model  list.  These 
functions  are: 


ded_setup 


ded_init_mdl_addr 

ded_add_model 

ded_add_effect 

ded_model_end_addr 

ded_adjust_addr_tables 

ded_uninit 

ded_sub_end 


ded_cross_border 
dedrelocate  model 
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•  ded_process_directory 

•  ded_dtp_trace 

•  ded_load_dtp_code 

•  ded_model_offset 

•  ded_print_tables 

•  ded_object_debug 

No  te :  These  functions  are  not  currently  used. 


2. 9. 3.1  ded_setup 

The  ded_setup  function  sets  up  the  data  required  to  work  with  the  DED  (dynamic  elements 
database)  model  list. 

The  function  call  is  ded_setup(ded_start_addr,  ded_size,  avail_gm, 
mod_ad_table_P,  mod_cat_tabIe_P,  spef_ad_table_P,  spef~cat  table_P, 
total_models,  lotal_effects,~gm_end_addr,  max_entries,  vine_ofi‘set),  where: 

ded  start  address  is  the  starting  location  for  loading  dynamic  models 

ded_size  is  the  amount  of  memory  available  for  all  dynamic  models 

avail_gm  is  the  amount  of  space  in  generic  memory  for  model  information 

mod  ad  table  P  is  a  pointer  to  the  model  address  table 

mod  cat  table  P  is  a  pointer  to  the  model  catalog  table 

spef  ad  table  P  is  a  Winter  to  the  special  effects  address  table 

sp^  cat  table _P  is  a  pointer  to  the  special  effects  catalog  table 

totaTjnodels  is  the  total  number  of  models 

total j^ects  is  the  total  number  of  special  effects 

gm_end_addr  is  the  highest  address  in  generic  memory 

maxjentries  is  the  maximum  number  of  DED  entries 

\me  offset  is  the  VME  offset  to  active  area  memory 

ded_setup  does  the  following: 

•  Allocates  space  for  the  model  and  special  effects  address  and  catalog  tables. 

•  Clears  the  model  and  special  effects  address  tables. 

•  Allocates  space  for  the  scratch  memory  address  table  used  for  models  and  effects. 

•  Calls  ded_init_mdl_addr  to  initialize  the  model  address  array. 

The  function  returns  TRUE  if  successful.  It  returns  FALSE  if  memory  could  not  be 
allocated  for  one  or  more  tables. 


Called  By:  none 


Routines  Called:  ded_init_mdl_addr 

malloc 

printf 


Parameters:  WORD 

WORD 
WORD 
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MODEL_TABLE_STRUCT 

CATALOG_TABLE_STRUCT 

MODEL_TABLE_STRUCT 

CATALOG_TABLE_STRUCT 

HWORD 

HWORD 

WORD 

HWORD 

INT_4 


*  *mod_ad_table_P 
**mcxl_cat_table_P 

*  *spef_ad_table_P 

*  *spef_cat_table_P 
total_models 
total_effects 
gm_end_addr 
max_entries 
vme_offset 


Returns:  1  (TRUE) 

0  (FALSE) 


2. 9. 3. 2  ded_init_mdl_addr 

The  ded_init_mdl_addr  function  initializes  the  model  address  array  (Vmdl_addr[]).  This 
function  is  called  when  the  DED  object  is  set  up.  This  array  is  used  as  a  working  area  to 
build  the  model  and  effect  tables.  The  array  contains  one  element  for  each  model  and  each 
effect. 

The  function  call  is  ded_init_mdl_addr().  The  function  always  returns  TRUE. 


CaUed  By: 

ded_setup 

Routines  Called: 

none 

Parameters: 

none 

Returns: 

1  (TRUE) 

2. 9. 3. 3  ded_add_model 

The  ded_add_model  function  adds  a  model  to  the  model  address  array,  and  increments  the 
model  and  entry  counts.  The  element's  model_flag  is  set  to  TRUE. 

The  function  call  is  ded_add_modeI(inodel_index,  model_addr),  where: 

model  index  is  the  catalog  index 
model  addr  is  the  model's  starting  address 

The  function  always  returns  TRUE. 


Called  By:  none 

Routines  Called:  none 
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Parameters:  HWORD 

WORD 


model_index 

model_addr 


Returns:  1  (TRUE) 


2. 9. 3. 4  de(I_add_effect 

The  ded_add_effect  function  adds  a  special  effect  to  the  model  address  array,  and 
increments  the  effect  and  entry  counters.  The  element's  model_flag  is  set  to  FALSE. 

The  function  call  is  ded_add_effect(effect_index,  effect_addr),  where: 

^ect  index  is  the  catalog  index 
effect  addr  is  the  effect's  starting  address 

The  function  always  returns  TRUE. 


Called  By: 

none 

Routines  Called: 

none 

Parameters: 

HWORD 

effect_index 

WORD 

effect_addr 

Returns: 

1  (TRUE) 

2. 9. 3. 5  ded_model_end_addr 

The  ded_model_end_addr  function  finds  the  ending  address  of  each  model  and  effect  in  the 
model  address  array.  It  then  sets  the  zero_end_addr  (ending  address)  variable  in  each 
element  in  the  array. 

The  function  call  is  ded_model_end_addr().  The  function  always  returns  TRUE. 


Called  By: 
Routines  Called: 
Parameters: 

Returns: 


ded_process_directory 

printf  (in  debug  mode  only) 

none 

1  (TRUE) 
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2. 9. 3. 6  ded_adjust_addr_tables 

The  ded_adjust_addr_tables  function  determines  the  AAM  starting  and  ending  address  of 
each  model  and  effect  by  offsetting  them  from  the  DED's  AAM  starting  address.  It  then 
sets  each  element's  aam_start_addr,  aam_end_addr,  and  offset  in  the  model  address  array. 
It  also  sets  the  hw_address  for  each  entry  in  the  model  table  and  the  effect  table. 

The  function  call  is  ded_adjust_addr_tables(aam_offset,  mdl_tabIe_P, 
spef_tabIe_P),  where:  ~  ” 

aam  offset  is  the  DED's  AAM  start  address 

mdljMe  P  is  a  pointer  to  the  model  address  table 

spef  table  P  is  a  pointer  to  the  special  effects  address  table 

The  function  always  returns  TRUE. 


Called  By:  ded_process_directory 


Routines  Called:  printf  (in  debug  mode  only) 


Parameters: 


WORD 

MODEL_TABLE_STRUCT 

MODEL_TABLE_STRUCT 


aam_offset 

♦mdl_table_P 

*spef_table_P 


Returns:  1  (TRUE) 


2. 9. 3. 7  ded_uninit 

The  ded_uninit  function  frees  the  memory  allocated  for  the  model  address  array.  This 
function  is  called  when  ded_process_directory  finishes  processing  all  models  and  effects. 

The  function  call  is  ded_uninit(). 

Called  By:  ded_process_directory 

Routines  Called:  free 


Parameters:  none 

Returns:  none 
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2. 9. 3. 8  ded_sub_end 

The  ded_sub_end  function  returns  the  ending  address  of  the  DTP  subroutines  as  sub  end. 
The  function  call  is  ded_sub_end(). 

Called  By:  ded_process_directory 

Routines  Called:  none 

Parameters:  none 

Returns:  sub_end 

2. 9. 3. 9  ded_cross_border 

The  ded_cross_border  function  determines  whether  m  o  given  addresses  cross  a  quarter- 
megabyte  boundary. 

The  function  call  is  ded_cross_border(start_addr,  end_addr),  where: 

start _addr  is  the  first  address  to  check 
end  addr  is  the  second  address  to  check 

The  function  returns  TRUE  if  the  two  addresses  cross  a  quarter-meg  boundary.  It  returns 
FALSE  if  the  end  address  is  before  the  start  address,  or  if  the  two  addresses  do  not  cross  a 
boundary. 

Called  By:  ded_process_directory 

ded_relocate_model 

Routines  Called:  none 

Parameters:  WORD  start_addr 

WORD  end_addr 

Returns:  1  (TRUE) 

0  (FALSE) 
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2.9.3.10  ded_reIocate_modeI 

The  ded_relocate_model  function  moves  a  model  from  a  boundary  crossing  area  to  the  end 
of  available  generic  memory. 

The  function  call  is  ded_relocate_model{model_index,  descriptor),  where: 
model  index  is  the  index  of  the  model  to  be  moved 

descriptor  is  a  description  to  identify  the  model  (displayed  in  the  output  message) 
ded_relocate_model  does  the  following: 

•  Makes  sure  there  is  enough  generic  memory  available  for  the  model. 

•  Makes  sure  the  new  address  range  does  not  cross  a  quarter-meg  boundary.  If  it 
does,  calls  itself  to  try  again. 

•  Subtracts  the  model  size  from  the  amount  of  available  generic  memory. 

•  Outputs  the  model's  new  location  to  stdout. 

T^e  function  returns  the  model's  new  stan  address  if  successful.  It  returns  0  if  the  model 
size  exceeds  the  amount  of  available  generic  memory. 


Called  By;  ded_process_directory 

ded_relocate_model  (recursive) 


Routines  Called:  ded_cross_border 

ded_relocate_model 

printf 


Parameters:  INT_2  modeljndex 

char  descriptor[] 


Returns:  0 

dest_start 


2.9.3.11  ded_process_directory 

The  ded_process_directory  function  processes  the  entries  in  the  model  address  array  to 
build  the  ttKxlel  and  effect  tables. 

The  function  call  is  ded_process_directory(mdl  table  P,  spef_table  P,  ded  fd, 
f_addr),  where:  ~  ~  ~ 

mdljable  P  is  a  pointer  to  the  model  address  table 
spef  jable  P  is  a  pointer  to  the  special  effects  address  table 
ded  Jd  is  the  DED  file’s  file  descriptor 
f  addr  is  the  starting  address  of  the  model  list  in  the  DED  file 
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ded_process_directory  does  the  following: 

•  Initializes  the  subroutine  data  start  address  and  offset  to  0. 

•  Calls  ded_sub_end  to  get  the  subroutine  data  end  address. 

•  Calculates  and  sets  the  subroutine  size,  AAM  start  and  end  address,  and  offset. 

•  ff  subroutine  data. was  detected,  calls  ded_cross_border  to  see  if  the  data  crosses  a 
quarter-meg  boundary.  If  so,  relocates  the  subroutine  data. 

•  Calls  ded_model_end_addr  to  determine  each  model's  end  address. 

•  Calls  ded_adjust_addr_tables  to  determine  each  model's  start  and  end  AAM 
addresses. 

•  Calls  ded_load_dtp_code  to  load  the  model  list  into  AAM. 

•  Adjusts  the  first  gm  address  and  the  amount  of  available  gm  by  the  number  of 
bytes  loaded  by  ded_load_dtp_code. 

•  l4ocesses  each  entry  in  the  model  address  array: 

-  If  the  entry  is  a  model,  adds  it  to  the  model  table  and  sets  its  description  to 
MDL. 

-  If  the  entry  is  an  effect,  adds  it  to  the  effect  table  and  sets  its  description  to 
SPEF. 

-  Calls  ded_cross_border  to  see  if  the  model/effect  crosses  a  quarter-meg 
boundary  in  AAM;  if  yes,  calls  ded_relocate_model  to  move  the  model. 

-  Calls  ded_dtp_trace  to  traces  the  DTP  commands  for  the  model. 

-  Verifies  that  the  model  is  within  the  area  of  memory  allocated  to  the  DED. 

•  Adjusts  all  the  model  and  effect  table  address  to  VME  addresses.  If  the  model  or 
effect  is  not  present,  fills  in  with  default. 

•  If  ded_debug  mode  is  enabled,  calls  ded_print_tables  to  display  the  entries  in  the 
model  and  e^ect  tables. 

•  Calls  ded„uninit  to  free  the  memory  allocated  to  the  model  address  array. 

The  function  returns  the  DED  end  address  (Vfree_gm_addr  +  Vvme_offset). 


Called  By:  none 


Routines  Called:  ded_adjust_addr_tables 

ded_cross_border 

ded_dtp_trace 

ded_load_dtp_code 

ded_model_end_addr 

ded_print_tables 

ded_relocate_model 

ded_sub_end 

ded_uninit 

printf 


Parameters: 


MODEL_TABLE_STRUCT 

MODEL_TABLE_STRUCT 

int 

INT_4 


*mdl_table_P 
*spef_table_P 
ded_fd 
f  addr 


Returns: 


Vfree_gm_addr  +  Vvme_offset 
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2.9.3.12  ded_dtp_trace 

The  ded_dtp_trace  function  traces  the  DTP  commands  for  a  particular  model  and  adjusts  the 
referenced  addresses  from  generic  to  specific  AAM  addresses. 

The  function  call  is  ded_dtp_trace(modeMndex,  descriptor,  caMndex, 
relocate_flag),  where:  ” 

model Jndex  is  the  model's  index  in  the  model  address  array 
descriptor  is  a  description  of  the  model,  for  display  purposes 
cat  index  is  the  model's  index  in  the  catalog  table 

relocate  Jlag  is  TRUE  if  the  model  had  to  be  relocated  because  it  crossed  a  quarter- 
meg  boundary,  or  FALSE  if  it  did  not 

ded_dtp_trace  does  the  following: 

•  Verifies  that  the  model  is  in  AAM. 

•  Traces  the  DTP  command  required  to  process  the  noodel. 

•  Makes  sure  the  final  command  address  is  valid. 

The  function  returns  0  if  successful.  It  returns  1  (TRUE)  if  the  model  is  detected  to  be 
outside  the  bounds  of  active  area  memory.  It  returns  -1  if  the  final  command  address  is  out 
of  range. 

Called  By:  ded_process_dircctory 


Routines  Called:  ded_model_offset 

printf 


Parameters:  INT_2 

char 

HWORD 

BOOLEAN 


Returns:  0 

1  (TRUE) 
-1 


2.9.3.13  ded_load_dtp_code 

The  ded_load_dtp_code  function  loads  the  model  list  into  generic  AAM,  and  returns  the 
number  of  bytes  loaded. 

The  function  call  is  ded_load_dtp_code(file_desc,  file_addr,  aam_addr, 
block_size,  free_aam_si*e).  where:  ~ 

file  desc  is  the  file  descriptor  of  the  DED  file 


nrKxiel_index 

descriptor!] 

cat_index 

relocate_flag 
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file  addr  is  address  in  the  file  from  which  to  start  loading  data 

aam  addr  is  the  address  in  AAM  at  which  to  start  loading  data 

block  size  is  the  number  of  bytes  of  data  to  be  loaded 

free  aam  size  is  the  amount  of  generic  memory  available  for  the  models 

ded_load_dtp_code  does  the  following: 

•  Adjusts  the  starting  AAM  address  by  the  VME  offset. 

•  Finds  the  beginning  of  the  specified  file. 

•  If  blocksize  is  greater  than  freeaamsize  (indicating  there  is  not  enough  generic 
memory  for  all  DED  models): 

-  (Dutputs  a  message  showing  the  needed  and  available  sizes. 

-  Reads  in  as  many  models  as  will  fit. 

•  If  there  is  enough  memory,  reads  in  the  specified  block  size. 

The  function  returns  the  number  of  bj^es  loaded.  This  is  free  aam  size  if  not  enough 
memory  was  available,  or  block  size  if  there  was  enough  memory  for  all  models. 


C!alled  By:  ded_process_directory 


Routines  Called: 


printf 

XLSEEK 

XREAD 


Parameters: 


Retuiiis: 


int 

INT_4 

WORD 

WORD 

WORD 


free_aam_size 

block_size 


fiJe.desc 

file_addr 

aam_addr 

block_size 

fiee_aam_size 


2.9.3.14  ded_model_offset 

The  ded_model_offset  function  finds  the  AAM  offset  of  a  model  given  a  zero-based 
address. 

The  function  call  is  ded  model  offset(2ero__addr),  where  zero  addr  is  the  address  to 
find.  ded_model_pffset  does  theTollowing:  " 

•  Checks  to  see  if  the  specified  address  is  in  the  initial  subroutine  area.  If  so,  returns 
the  offset  to  the  subroutine  area. 

•  Compares  the  specified  address  to  the  starting  and  ending  addresses  of  each  model 
in  the  model  address  array. 

•  If  the  address  is  found  to  be  between  a  model’s  starting  and  ending  addresses, 
returns  the  offset  to  that  model. 


301 


BBN  Systems  and  Technologies 


GTIOO  RTSW  CSCI 


The  function  returns  the  offset  to  the  subroutine  data  if  it  finds  the  specified  address  in  the 
initial  subroutine  area.  It  returns  the  model's  offset  if  it  finds  the  specified  address  in  the 
model  area.  It  returns  -1  if  the  specified  address  is  not  in  either  area. 


Called  By:  ded_dtp_trace 


Routines  Called:  none 


Parameters:  INT_4  zero_addr 


Returns:  Vsub_data.offset 

mdl_P->offset 

-1 


2.9.3.15  ded_print_tables 

The  ded_print_tables  function  displays  all  data  for  all  model  and  effect  entries  in  the  model 
address  array.  It  also  displays  the  entry's  hardware  address  from  the  model  or  special 
effect  table.  This  function  is  called  after  the  model  list  is  processed,  but  only  if  the 
ded_debug_flag  has  been  enabled  through  Gossip. 

The  function  call  is  ded_print_tables(mdMabIe_P,  spef_table_P),  where: 

mdl  table _P  is  a  pointer  to  the  model  table 
spefjable  P  is  a  pointer  to  the  special  effect  table 


Called  By:  ded_process_directory 


Routines  Called:  printf 


Parameters:  MODEL_TABLE_STRUCT  *mdl_table_P 

MODEL_TABLE_STRUCT  *spef_table_P 


Returns:  none 


2.9.3.16  ded_object_debug 

The  ded_object_debug  function  toggles  the  ded_object  debug  flag.  If  this  flag  is  enabled, 
descriptive  information  is  output  to  stdout  while  the  model  list  is  processed.  "This  function 
is  called  to  enable  the  flag  if  the  Gossip  user  selects  the  L  ("debug  DED  load")  option  from 
the  Database  Query  menu.  It  is  called  to  disable  the  flag  if  the  user  selects  the  I  ("don’t 
debug  DED  load")  option  from  the  same  menu. 
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The  function  call  is  ded_object_debug(flag),  where  flag  is  TRUE  to  turn  debug  mode 
on,  or  FALSE  to  turn  it  off.  The  function  sets  the  flag  and  returns  its  new  state. 

Called  By:  gos_db_query 

Routines  Called:  none 


Parameters:  BOOLEAN  flag 

Returns:  Vded_debug_flag 


2.9.4  dtp_emu.c 

The  functions  in  the  dtp_emu.c  CSU  are  used  to  emulate  the  Data  Traversal  Processor 
(DTP)  for  testing  and  debugging.  These  functions  are: 


•  dtp_emu 

•  display 

•  outdisplay 

•  hxflt 

•  hexdisplay 

•  ftoh 

•  htof 

•  mat_mult 

•  get_lm 


2.9.4. 1  dtp_emu 

The  dtp_emu  function  is  a  DTP  emulator  used  in  debugging.  This  function  is  invoked 
when  Ae  user  selects  Ae  6  ("dtp  emulator")  option  from  Ae  Gossip  main  menu. 

The  DTP  is  a  micro-coded  processor  board  that  sends  data  to  the  Polygon  Graphics 
Processor,  based  on  commands  placed  in  active  area  memory  by  Ae  DTP  Command 
Generator.  dtp_emu  emulates  the  functions  performed  by  Ae  DTP. 

The  function  call  is  dtp_emu().  Once  dtp_emu  is  invoked,  Ae  Gossip  user  can  request 
Ae  followmg: 

•  Set  poly  data  Asplay  mode  on  or  off. 

•  Set  Ae  display  mode  to  float  or  hex. 

•  Set  tracing  on  or  off. 

•  Set  system  interrupts  on  or  off. 

•  Display  the  current  emulator  modes  (Asplay,  poly  data,  system  mterrupt,  and  trace) 
and  the  DTP  stack  pomter. 

•  Display  Ae  DTP  stack 

•  Start  Ae  DTP  emulator. 

•  Step  through  Ae  various  DTP  commands. 

•  Restart  the  emulator. 
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•  Set  the  memory  address  for  the  emulator  program  counter. 

•  Set  the  address  of  the  A  AM  peek  (view)  register. 

•  Set  the  address  of  the  emulator  peek  (view)  register. 

•  Write  the  contents  of  AAM. 

•  Set  break  points  (currently  not  implemented). 


Called  By: 

gossip_tick 

Routines  (Tailed: 

display 

ftoh 

get_lm 

hexdisplay 

htof 

hxflt 

mat_mult 

printf 

scanf 

sqrt 

sysrup_off 

sysrup_on 

unbf_getchar 

Parameters: 

none 

Returns: 

none 

2  display 

The  display  function  is  used  to  convert  hexadecimal  digits  or  floating  point  numbers  for 
display  purposes. 

The  function  call  is  display(ptr,  num,  poly),  where: 

ptr  is  a  pointer  to  the  data  in  AAM 
num  is  the  number  of  characters  to  convert 

poly  is  LOAD  if  a  load  module  is  being  processed,  or  POLY  if  a  polygon  is  being 
processed 

The  function  always  returns  1. 


Called  By:  dtp_emu 


Routines  Called:  hxflt 

printf 


Parameters:  INT_4 


**ptr 
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num 
poly 

Returns:  1 


INT_2 

INT_2 


2.9. 4.3  outdisplay 

The  outdisplay  function  is  used  to  display  formatted  data  depicting  polygon  commands  in 
the  DTP  processing  path. 

The  function  call  is  outdisplayfptr,  wd_count),  where: 

ptr  is  the  AAM  pointer  to  the  start  of  the  Poly  Processor  command 
wd  count  is  the  number  of  bytes  in  the  command 

The  function  returns  0  if  successful,  or  1  if  the  command  could  not  be  displayed. 

This  function  is  not  currently  used. 


Called  By:  none 


Routines  Called:  hxflt 

printf 


Parameters:  INT_4  **ptr 

WORD  wd_count 


Returns:  0 

1 


2. 9. 4. 4  hxflt 

The  hxflt  function  is  used  to  convert  hexadecimal  characters  for  output  to  the  display. 
The  function  call  is  hxflt(h),  where  h  is  the  character  to  be  converted. 


Called  By:  display 

dtp_emu 
outdisplay 


Routines  Called:  htof 

printf 


Parameters:  WORD  h 
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Returns:  none 

2. 9. 4. 5  hexdisplay 

The  hexdisplay  function  is  used  to  display  hexadecimal  numbers. 

The  function  call  is  hexdisplay(pntr,  args),  where; 

pntr  is  the  AAM  address  of  the  data  to  be  displayed 
args  is  the  number  of  digits  to  display 


Called  By: 

dtp_emu 

Routines  Called: 

printf 

Parameters: 

INT  4 

**pntr 

INT_2 

args 

Returns: 

none 

2. 9. 4. 6  ftoh 

The  ftoh  function  is  used  to  convert  an  IEEE  floating  point  value  to  internal  hexadecimal 
representation  for  display.  It  returns  a  pointer  to  the  hex  value. 

The  function  call  is  ftoh(f,  h),  where: 

/is  the  floating  point  value 
h  is  the  hexadecimal  equivalent 


Called  By: 

dtp_emu 

mat_mult 

Routines  Called: 

none 

Parameters; 

REAL  4 

WORD 

Returns: 

*h 
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2. 9. 4. 7  htof 

The  htof  function  is  used  to  convert  a  hexadecimal  number  to  IEEE  floating  point  for 
display.  It  returns  a  pointer  to  the  floating  point  value. 

The  function  call  is  htof(h,  f).  where: 

h  is  the  hexadecimal  value 
/is  the  floating  point  equivalent 


Called  By: 

dtp_emu 

get_lm 

hxflt 

mat_mult 

Routines  Called: 

none 

Parameters: 

WORD 

*h 

REAL_4 

*f 

Returns: 

*f 

2. 9. 4. 8  mat_mult 

The  mat_mult  function  is  used  to  multiply  (concatenate)  two  matrices  to  generate  a  third 
matrix. 

The  function  call  is  niat_niult(a,  b,  c),  where: 

a  is  the  address  of  the  first  matrix 
b  is  the  address  of  the  second  matrix 
c  is  the  address  of  the  result  matrix 


Called  By: 

dtp_emu 

Routines  Called: 

ftoh 

htof 

printf 

Parameters: 

WORD 

WORD 

WORD 
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Returns:  none 


2. 9. 4. 9  get_lm 

The  get_lm  function  is  used  to  simulate  the  DTP  function  of  getting  the  next  load  module 
pointer  for  processing. 

The  function  call  is  get  Im(flag),  where //ag  is  0  (open  ->  hdglut  ->  Imlut).  1  (lailut),  2 
(close),  or  3  (hdglut  ->  Imlut). 

The  function  returns  1  if  successful,  or  0  if  an  error  occurred. 


Called  By: 

dtp_emu 

Routines  Called: 

htof 

printf 

XCLOSE 

XLSEEK 

XOPEN 

XREAD 

Parameters: 

INT_2 

Returns: 

0 

1 


2.9.5  gos_120tx.c 

The  gos_12()tx  function  provides  options  to  the  Gossip  user  that  apply  to  TX  backends 
only.  These  options  all  deal  with  2-D  overlays,  the  MPV,  the  GSP,  and  the  Force  board. 
This  function  is  invoked  when  the  user  selects  the  4  ("120tx  menu")  option  from  the 
Gossip  main  menu. 

The  function  call  is  gos_120tx().  The  function  does  the  following: 

•  Sets  a  pointer  to  the  Force  board  intertask  mailbox. 

•  Calls  bus_error  to  verify  that  backend  0  contains  a  Force  board;  if  no  board  is 
found,  outputs  a  message  telling  the  user  to  select  another  Force  board. 

•  Processes  the  keystroke  entered  by  the  user. 

The  following  table  identifies  the  major  steps  performed  by  gos_120tx  for  each  option  on 
its  menu.  Options  flagged  with  an  asterisk  (*)  are  supported  by  gos_120tx  but  do  not 
appear  on  the  menu. 
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120TX  Menu  Option 

Processing  by  gos_120tx 

?  Display  this  menu 

Displays  valid  options. 

\*  Enable  debug  mode 

Set  debug_enable  to  TRUE. 

1  Start/Stop  2D  updates 

Toggles  gspJo_flag. 

2  Enable/Disable  Force  Timers 

(not  currently  implemented) 

(f  Display  DR  l  1  packet  buffers 

Calls  host_if_debug. 

f  Select  Face  Board 

Prompts  user  for  Force  board  id  (0  or  1);  sets  pointer  to 
board's  mailbox;  calls  bus_error  to  find  board. 

g  Talk  to  2D  processAnem 

Calls  gos_mpv. 

H  MPV/Force  message  interface 

Calls  gos_mpvio. 

m*  Memory  examine/modify 

Calls  gos_memory. 

(f  Quit 

Exits. 

R  Reload  MPV  files  &  task 

Calls  mpvideo_stop  to  halt  MPV;  calls  find_fn  to  get 
names  of  lul,  data2d,  and  task2d  files;  calls 
mpvideo_load  to  load  files;  calls  mpvideo_sim_init  to 
restart  MPV. 

s*  single-step  mode 

Calls  s_step. 

X  exit 

Exits. 

If  the  user  presses  RETURN  without  making  an  entry,  gos_120tx  displays  the  following 
Force  status  variables  from  the  Force  mailbox: 

•  Front  end  control  register. 

•  Force  control  register. 

•  Force  status  register. 

•  Force  errors  register. 

•  Force  LUT  wanted. 

•  Force  LUT  loaded. 

•  Pixel  i  requested. 

•  Pixel  j  requested. 

•  Pixel  i  returned. 

•  Pixel  j  returned. 

•  Pixel  depth. 

•  Force  timer  flag. 


Called  By:  gossip_tick 


Routines  Called:  bus_error 

find_fn 

GLOB 

gos_memory 

gos_mpv 

gos_mpvio 

host_if_debug 

mpvideo_load 

mpvideo_sim_init 


309 


BBN  Systems  and  Technologies 


GTIOO  RTSW  CSCI 


mpvideo_stop 

printf 

s_step 

scanf 

unbf_getchar 

Parameters: 

none 

Returns: 

none 

2.9.6  gos_baI_query.c 

The  gos_bal_query  function  is  no  longer  used.  Previously,  this  function  was  used  to 
display  data  from  the  Ballistics  database.  This  process  is  now  handled  by  the  bx_probe 
function,  which  is  part  of  the  Ballistics  Processing  CSC. 


2.9.7  gos_db_query.c 

The  functions  in  the  gos_db_query.c  CSU  are  used  to  examine  database  information. 
These  functions  are: 

•  gos_db_query 

•  gos_display_db_info 

•  gos_db_query_menu 


2.9.7. 1  gos_db_query 

The  gos_db_query  function  lets  the  Gossip  user  examine  terrain  and  DED  database 
information.  This  function  is  invoked  when  the  user  selects  the  5  ("db  query)"  option  from 
the  Gossip  main  menu. 

The  function  call  is  gos_db_query().  The  function  does  the  following: 

•  Sets  pointers  to  the  terrain  and  DED  tables  in  subsystem  0. 

•  Calls  gos_db_query_menu  to  display  a  menu  of  available  options  and  prompt  the 
user  for  a  selection. 

•  Processes  the  user's  entries. 

The  following  table  lists  the  options  presented  on  the  Database  Query  menu  and  shows  the 
major  steps  performed  by  gos_db_query  to  process  each  user  selection. 
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Database  Query  Menu  Option 

Processing  by  gos_db_query 

?  print  this  menu 

Calls  gos_db_query_menu. 

D  DEDdata 

Outputs  DED  file's  name,  vosion  number,  and  size; 
calls  gos_display_db_info. 

E  modify  Effect 

Prompts  us»  for  effect  index;  displays  current  catalog 
number,  component  count,  process  c^e,  and  hardware 
address;  prompts  for  and  sets  new  values. 

e  list  effects 

Displays  for  each  effect:  catalog  number,  component 
count,  process  code,  and  hardware  address. 

i  Change  DB  id 

Prompts  user  for  database  id  (0  or  1);  resets  primary 
datatose  control  block  pointer  (pdbase)  and  ^  DED 
table  pointers. 

L  debug  DED  load 

Calls  ded_object_debug  with  debug  parameter  set  to 
TRUE.  This  causes  the  ded.object  functions  to  display 
status  messages. 

1  don't  debug  DED  load 

Calls  ded_object_debug  with  debug  parameter  set  to 
FALSE.  This  suppresses  the  ded_object  functions  from 
displaying  status  messages. 

M  modify  model 

Prompts  user  for  model  index;  displays  current  catalog 
number,  component  count,  process  code,  and  hardware 
address;  prompts  for  and  sets  new  values. 

m  list  models 

Displays  for  each  model:  catalog  number,  component 
count,  process  code,  and  hardware  address. 

q  quit 

Exits. 

T  Tenain  DB  data 

Outputs  database  name,  version  number,  and  size;  calls 
gos_display_db_info. 

X  exit 

Exits. 

Called  By: 

gossip_tick 

Routines  Called: 

blank 

cup 

ded_object_debug 

gos_db_query_menu 

gos_display_db_info 

printf 

scanf 

unbf_getchar 

Parameters: 

none 

Returns: 

none 
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2. 9. 7. 2  gos_display_db_info 

The  gos_display_db_info  function  is  used  by  gos_db_query  to  display  terrain  and  Dynamic 
Elements  Database  (DED)  information  to  the  Gossip  user. 

The  function  call  is  gos_display_db_info(data_P),  where  data  P  is  a  pointer  to  the 
database  header  to  be  displayed. 


Called  By:  gos_db_query 


Routines  Called:  printf 

Parameters:  DB_HDR_DBASE_DATA  *data_P 


Returns:  none 


2. 9. 7. 3  gos_db_query_menu 

The  gos_db_query_menu  function  displays  the  Database  Query  menu  processed  by 
gos_db_query.  TTiis  function  is  called  whenever  gos_db_query  is  invoked,  and  is  called 
again  if  the  user  enters  ?  at  the  "Gossip  DB  Query>"  prompt. 

The  function  call  is  gos_db_query_menu().  The  function  does  the  following: 

•  Clears  the  screen. 

•  Displays  the  Database  Query  menu. 

•  Sets  the  current  prompt  to  "Gossip  DB  Query>." 

•  Displays  the  "Gossip  DB  Query>"  prompt. 

The  user's  keystroke  is  processed  by  gos_db_query.  For  a  description  of  the  options  listed 
on  the  menu,  see  gos_db_query. 


Called  By:  gos_db_query 


Routines  Called:  blank 

cup 

printf 

strcpy 


Parameters:  none 


Returns: 


none 
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2.9.8  gos_locate.c 

The  gosjocate  function  builds  a  hull-to-world  matrix  from  the  configuration  tree's  world- 
to-hull  matrix.  This  function  is  called  by  gos_model  if  the  user  chooses  to  add  a  new 
model  to  the  simulation  environment 

The  function  call  is  gos_locate(mtx_h_w),  where  mtx  h  w  is  a  pointer  to  the  hull-to- 
world  matrix  to  be  returned  by  gos_locate. 

gos_locate  does  the  following: 

•  Calls  vpti_get_ptr_cnode  to  get  a  pointer  to  the  configuration  tree’s  root  node. 

•  Makes  sure  the  tree  has  a  simulated  vehicle  defined. 

•  If  more  than  one  simulated  vehicle  is  detected,  displays  a  list  of  the  vehicles  and 
prompts  the  user  to  select  one.  (The  ability  to  have  multiple  simulated  vehicles  is 
not  currently  in  use.) 

•  Generates  the  hull-to-world  matrix  based  on  the  vehicle's  word-to-hull  matrix. 

The  function  returns  the  hull-to-world  matrix  if  successful.  It  returns  NULL  if  the 
configuration  tree  is  not  initialized  or  is  empty. 


Called  By:  gos_model 


Routines  Called:  printf 

scanf 

vpti_get_ptr_cnode 


Parameters:  REAL_4 


*mtx_h_w 


Returns:  mtx_h_w 

NULL 


2.9.9  gos_memory.c 

The  gos_memory  function  displays  relatively  current  data  about  simulation  memory.  This 
function  is  invoked  when  the  user  selects  the  m  ("memory  examine/modify")  option  from 
various  Gossip  menus. 

The  function  call  is  gos  memoryO.  The  following  tables  lists  the  options  that  appear  on 
the  Memory  menu  and  sTiows  the  major  steps  performed  by  gos_memory  to  process  each 
one.  Options  flagged  with  an  asterisk  are  supported  but  do  not  appear  on  the  menu. 
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Memory  Menu  Option 

Processing  by  gos_memory 

?*  display  this  menu 

Displays  options. 

b  modify  block  of  memory 

Prompts  user  for  address,  word  count  and  pattern;  calls 
bus_error  to  determine  if  main  or  Force  memcxy; 
modifies  data. 

c  copy  block  of  memory 

Prompts  user  for  starting  source  address,  ending  source 
address,  and  starting  destination  address;  copies  data. 

d  display  block  of  memory 

Prompts  user  for  address;  calls  bus.enor  to  detomine  if 
main  or  Force  memory;  displays  data. 

m  modify  memory 

Prompts  user  for  starting  address;  calls  bus_error  to 
determine  if  main  or  Force  memory;  prompts  user  for 
each  new  value  until  user  quits. 

qf*  quit 

Exits. 

X  exit 

Exits. 

The  macros  (PRINTD4,  PRINTD8,  PRINTHEX4,  PRINTHEX8)  used  by  gos_memory 
to  display  data  are  described  in  Appendix  B.  If  the  display  requires  multiple  screens, 
gos_memory  supports  paging  forward  and  backward. 


Called  By: 

gos_120tx 

gos_model 

gos_mpv 

gos_mpvio 

• 

gos_system 

gossip_tick 

Routines  Called: 

bus  error 

PRINTD4 

PRINTD8 

printf 

PRINTHEX4 

PRINTHEX8 

scanf 

unbf_getchar 

Parameters: 

none 

Returns: 

none 

2.9.10  gos_model.c 


The  functions  in  the  gos_model.c  CSU  are  used  to  display  and  manipulate  static  and 
dynamic  models.  These  functions  are: 


gos_model 
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*  rcl_set_modloc 


2.9.10.1  gos_inodel 

The  gos_nKxiel  function  displays  dynamic  and  static  models.  This  function  is  invoked  if 
the  user  selects  the  2  ("model  menu")  option  from  the  Gossip  main  menu. 

The  function  call  is  gos  model().  The  following  table  lists  the  options  supported  by 
gos_model,  and  shows  tEe  major  steps  it  perfcMins  to  process  each  one.  Options  flagged 
with  an  asterisk  are  supported  but  do  not  tqjpear  on  the  menu. 

The  table  shows  the  options  displayed  and  supported  when  debug  mode  is  enabled  (i.e., 
debug_enable  is  TRUE).  The  only  options  listed  on  the  Model  Selection  menu  if  debug 
mode  is  not  enabled  are: 

o  plant  model  in  tracks 
X  exit 

Additional  options  that  are  supported  if  debug  mode  is  not  enabled,  but  do  not  appear  on 
the  menu,  are: 

i  read  file  to  500000 
k  kludge  light  models 
m  examine  memory 
?  display  menu 
!  enable  debug  mode 

When  the  user  adds  or  deletes  a  vehicle  using  this  menu,  gos_model  generates  a  Simulation 
Host-type  message  and  stores  it  in  an  area  of  global  memory  used  for  "pretend"  vehicles. 
For  example,  a  request  to  add  a  static  vehicle  generates  a  MSG_STATICVEH_STATE 
message  that  is  stored  in  the  pretend_sv  location.  At  the  end  of  each  frame,  the 
pretend_veh  function  (in  the  Real-Time  Processing  CSC)  takes  all  messages  from  the 
"pretend"  locations  and  puts  them  into  the  next  incoming  message  buffer  for  processing. 
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1  Model  Selection  Menu  Option 

Processing  by  gos_niodel 

V  display  this  menu 

Displays  valid  options,  based  on  current  state  of 
debug_enable. 

!*  liable  debug  mode 

Sets  debug_enable  to  TRUE. 

a  add  static  vehicle 

Prompts  user  for  model  type;  displays  vehicle  id;  caUs 
gosjocate  to  make  hull-to-world  matrix;  puts 
MSG_STAnCVEH_STATE  message  in  pietend_sv. 

b  add  static  model  @  xyz 

Prompts  user  for  model  type;  displays  vehicle  id;  calls 
gosjocate  to  make  hull-to-world  matrix;  prompts  user 
for  xyz  location;  puts  MSG_STATICVEH_STATE 
message  in  pretend_sv. 

c  add  dynamic  model  @  xyz 

Prompts  user  for  model  type  and  xyz  location;  calls 
gosjocate  to  make  hull-to-world  matrix;  puts 
MSG_OTHERVEH_STATE  message  in  pretend_dv. 

d  delete  static  vehicle 

Prompts  user  for  vehicle  id.  model  type,  position;  puts 
MSG_STATICVEH_REM  message  in  pretend_rsv. 

e  display  effect  timing 

Gives  user  cations  to  add  effects,  display  effects,  change 
effect  type,  display  effect  timing,  change  effect  position; 
puts  MSG_SHOW_EFFECT  message  in  pretend_ef. 

i  read  file  to  SOOOOO 

Prompts  user  for  file  name;  opens,  reads,  closes  file. 

j  write  file  from  500000 

Prompts  user  for  file  name;  opens,  writes  to,  closes  file. 

k  kludge  light  models 

Calls  rcl_init_adrs;  calls  rcl_init_stack;  calls 
replace_mod;  calls  rcl_patch_adrs;  calls  rcl  Jnit_stack; 
calls  test.commands. 

1  level  of  detail  control 

Prompts  user  for  number  of  models;  prompts  for  and 
sets  each  model's  type,  distance,  elevation,  distance 
between  models  if  more  than  one  model;  calls 
gosjocate  to  make  hull-to-word  matrix;  puts 
MSG_OTHERVEH_STATE  message  in  pretend_dv; 
gets  addresses  of  lod  transition  ranges  for  model;  gives 
user  option  to  move  or  rotate  models,  or  change  lod 
transition  ranges. 

m  examine  memory 

Calls  gos_memory. 

n  change  db  id 

Prompts  user  for  database  id;  sets  database  control  block 
pointer. 

0  plant  model  in  tracks 

Prompts  user  for  model  type;  calls  gosjocate  to  make 
hull-to-world  matrix;  puts  MSG_OTHERVEH_STATE 
message  in  pretend_dv. 

q  quit 

Exits. 

r  static  veh  viewfremove 

Displays  each  static  vehicle's  id,  model  number,  load 
module,  and  xy  position;  shows  total  count. 

V  di^lay  view  mode 

Displays  current  dtv_thenn_word. 

V  FREDS  view  mode  switch 

Prompts  user  for  new  view  mode;  sets  dtv_therm_word. 

X  exit 

Exits. 

Called  By:  gossip_tick 
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Routines  Called: 


close 

cos 

GLOB 

gosjocate 

gos_meinory 

Iseek 

open 

printf 

rcl_init_adrs 

rcl_init_stack 

rcl_patch_adrs 

read 

replace_mod 

rotate_x_nt 

rotate_y_nt 

rotate_z_nt 

scanf 

sin 

sqrt 

sysrup_off 

sysrup_on 

test_commands 

unbf_getchar 

write 


Parameters: 


none 


Returns:  none 


2.9.10.2  rcl_set_modloc 

The  rcl_set_modloc  function  sets  a  model's  AAM  location  (hardware  address)  in  the  DED 
model  address  table. 

The  function  call  is  rcl_set_modloc(intype),  where  mtype  is  the  id  of  the  model. 


Called  By: 

replace_mod 

Routines  Called: 

printf 

Parameters: 

HWORD 

mtype 

Returns: 

none 
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2.9.11  gos^mpv.c 

The  gos_mpv  function  provides  features  that  may  be  used  to  test  and  debug  the  MPV 
board.  This  function  is  called  if  the  user  selects  the  g  ("Talk  to  2D  proces^mem")  option 
from  the  120TX  menu.  It  applies  to  TX  backends  only. 

The  function  call  is  gos_mpv().  The  function  does  the  following: 

•  Sets  a  pointer  to  the  Force  board's  mailbox. 

•  Calls  bus_eiior  to  locate  the  Force  board  for  the  currently  selected  backend.  If  the 
board  cannot  be  found,  prompts  the  user  to  change  the  Force  id.  (The  option  to 
select  a  different  backend  is  on  the  120TX  menu.) 

•  Processes  the  keystroke  entered  by  the  user. 

The  following  table  identifies  the  action  taken  by  gos_mpv  for  each  option  it  supports. 
Options  marked  with  an  asterisk  are  supported  but  do  not  appear  on  the  menu  displayed  by 
gos_mpv. 

The  CHECK_FORCE  macro  used  by  gos_mpv  checks  to  see  if  the  Force  task  is  running. 
If  so,  the  user  is  asked  to  retry  later.  (This  prevents  the  Gossip  operation  from  interfering 
with  processing  required  for  the  simulation.)  fe_control  is  the  front-end  control  register  in 
the  Force  mailbox  structure;  the  value  placed  in  the  register  tells  the  Force  task  what 
command  to  perform. 


FORCE-2D  Communications 
Menu  Option 

Processing  by 
gos_mpv 

?• 

Display  this  menu 

Displays  valid  options. 

0 

Restart  2d  processor 

Calls  CHECK  FORCE;  sets  fe  control  to 
SUBSYS_NM1_START. 

1 

Reset  MPV  board 

(not  currently  implemented) 

4 

Read  Host  Control 

Calls  CHECK  FORCE;  sets  fe  conuol  to 
SUBSYS_READ_HCTRL. 

5 

Write  Host  Control 

Calls  CHECK  FORCE;  sets  fe  control  to 
SUBSYS_WRITE_HCTRL. 

6 

Read  Data 

Calls  CHECK  FORCE;  sets  fe  control  to 
SUBSYS_READ_HDATA. 

7 

Write  Data 

Calls  CHECK  FORCE;  sets  fe  control  to 
SUBSYS_WR1TE_HDATA. 

9 

Halt  2D  Processor 

Calls  CHECK  FORCE;  sets  fe  control  to 
SUBSYS.STOP. 

a 

Set  GSP  addr  to  read/write 

Prompts  user  for  the  GSP  address;  sets  gsp_temp_addr 
in  Force  mailbox. 

b 

Set  fill  mem  repetitions 

Prompts  user  for  number  of  times  to  fill  memory;  sets 
fill_mem_count. 

e 

Send  mail  to  2D  processor 

Calls  CHECK  FORCE;  sets  fe  control  to 
SUBSYS_MA1L_SEND. 
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f  Display  force/2D  registers 

Displays  current  values  of  Front  End  Control  Register, 
Force  Control  Register,  Force  Status  Register,  Force 
Errors  Register,  GSP  Address,  HWORDS  count.  Repeat 
Block  Fill  Count. 

g  Read  MPV  memory 

Calls  CHECK  FORCE;  sets  fe  control  to 
SUBSYS_READ_START. 

i  Stan  memory  All 

Calls  CHECK_FORCE;  sets  fe_control  to 
SUBSYS_WRITE_START;  uses  gsp_temp_addr, 
data.count,  and  All_mem_count  set  by  user. 

1  Load  out  buf  with  pattern 

Tells  user  to  use  MEMORY  FILL  option  and  provides 
address  of  output  buffer. 

m*  Memory  examine/modify 

Calls  gos_memory. 

n*  Restart  2d  processor 

Calls  CHECK  FORCTE;  sets  fe  control  to 
SUBSYS_NMI_START. 

0  Load  output  buffer  (16  bits) 

(not  currently  implemented) 

p  Write  to  MPV  memory 

Calls  CHECK  FORCE;  sets  fe  control  to 
SUBSYS_WRITE_START. 

(f  quit 

Exits. 

r  View  input  data  buffer 

Tells  user  to  use  MEMORY  READ  cation  and  provides 
address  of  input  buffer. 

t  One  time  comm  test 

Calls  CHECK  FORCE;  sets  fe  control  to 
SUBSYS_TEST_MEM. 

w  Set  word  count  to  read/write 

Prompts  user  for  word  count;  sets  data_count. 

X  exit 

Exits. 

y  Endless  comm  test 

Calls  CHECK  FORC^;  sets  fe  control  to 
SUBSYS_TEST_MEM2. 

If  the  user  presses  RETURN  without  typing  a  character,  gos_mpv  displays  the  current 
values  of  the  Front  End  Control  Register,  Force  Control  Register,  Force  Status  Register, 
Force  Errors  Register,  GSP  Address,  HWORDS  count,  and  Repeat  Block  Fill  Count 


Called  By;  gos_  1 20tx 


Routines  Called;  bus_error 

CHECK_FORCE 

gos_memoiy 

printf 

scanf 

unbf_getchar 


Parameters;  none 


Returns;  none 
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2.9.12 


gos_mpvio.c 


The  gos_mpvio  function  provides  options  for  testing  the  Force-RTSW  interface  messages, 
querying  Force  status,  and  querying  MPV  memory.  This  function  is  called  if  the  Gossip 
user  selects  the  H  ("MPV/Force  message  interface")  option  from  the  Gossip  120TX  menu. 

The  function  call  is  gos_mpvio().  gos_mpvio  does  the  following: 

•  Calls  mpvmsg_query_buf_addr  to  get  the  address  of  the  MPV  query  buffer  (used 
for  messages  passed  from  gos_mpvio  to  Force). 

•  (Halls  mpvmsg_reply_buf_addr  to  get  the  address  of  the  MPV  reply  buffer  (used  for 
messages  passed  from  Force  to  gos_mpvio). 

•  (Halls  mpvmsg_from_buf_addr  to  get  the  address  of  the  MPV  from  buffer  (used  for 
messages  passed  from  Force  to  the  MPV  Interface  routines). 

•  Displays  Ae  addresses  of  the  query  and  reply  buffers. 

•  Prompts  the  user  to  enter  an  option  and  processes  the  user's  selection. 

The  following  table  lists  the  options  supported  by  gos_mpvio,  and  shows  the  major  steps  it 
performs  to  process  each  one.  Options  flagged  with  an  asterisk  are  supported  but  do  not 
appear  on  the  menu. 


Message  Interface  -  RTSW  to 
Force  Messages  Menu  Option 

Processing  by  gos_mpvio 

?*  display  this  menu 

Displays  valid  options. 

!*  set  debug  mode 

Sets  debug_enable  to  TRUE. 

0  change  backend  number 

Prompts  user  for  new  backend  id;  calls 
mpvmsg_query_buf_addr,  mpvmsg_r^ly_buf_addr,  and 
mpvmsg_fiom_buf_addr  to  get  new  buffer  addresses; 
di^lays  query  and  reply  buffer  addresses. 

1  3D_LUT_DOWNLOAD 

Asks  if  user  wants  to  specify  file  to  download. 

If  yes:  prompts  for  filename;  calls  mpvideojoad. 

If  no:  prompts  for  table  id,  channel,  hex  pattern;  pushes 
MSG_F0_3OLUT_DOWNLOAD  message  on  query 
buffer. 

2  3D_LUT_SWITCH 

Prompts  uso*  for  table  id,  channel;  pushes 
MSG_F0_3DLUT_SWITCH  message  on  query  buffer. 

3  ALL_LUT_SWITCH 

Prompts  user  for  table  id  and  channel  for  3d  lut  and  2d 
lut;  pushes  MSG_FO_ALLLUT_SWITCH  message  on 
quoy  buffer. 

4  FINAL_LUT_DWNLD 

Asks  if  user  wants  to  specify  file  to  download. 

If  yes:  {X’ompts  for  filename;  calls  mpvideo_load. 

If  no:  prompts  for  table  id,  channel,  entry  total,  enby 
number,  hex  pattern;  pushes  MSG_FO_FINAL_- 
LUT_D0W1^0AD  message  on  query  buffer. 

5  FINAL_LUT_SW1TCH 

Prompts  user  for  table  id,  channel;  pushes  MSG_F0_- 
FINAjL_LUT_SWITCH  message  on  query  buffer. 
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6  MODE_SELECT 

Prompts  user  for  mode,  orientation,  i  and  j  resolution,  i 
and  j  offset;  pushes  MSG_FO_MODE_SELECT 
message  on  query  buffer. 

7  MPV.INTT 

Pushes  MSG_FO_MPV_INIT  message  on  query  buffer. 

8  MPV_LUT_TYPE_REQ 

Pushes  MSG_FO_MPV_LUT_TYPE_REQUEST 
message  on  query  buffer. 

9  MPV_PEEK 

Prompts  user  for  MPV  start  address,  byte  count;  pushes 
MSG_FO_MPV_PEEK  message  on  query  buffer. 

A  MPV.POKE 

Prompts  user  for  MPV  address  arid  value  to  poke; 
pushes  MSG_FO_MPV_POKE  message  on  query 
buffer. 

B  MPV_RESET 

Pushes  MSG_FO_MPV_RESET  message  on  query 
buffer. 

C  MPV_TASK_CIL 

Prompts  user  for  task  control  code  and  MPV  address; 
pushes  MSG_FO_MPV_TASK_CONTROL  message 
on  query  buffer. 

D  MPV.TEST 

Pushes  MSG_FO_MPV_TEST  message  on  query 
buffer. 

(f  display  packet  buffers 

Calls  host_if_debug. 

E  MPV_WRITE 

Prompts  user  for  MPV  start  address,  byte  count,  and  hex 
pattern  to  write;  pushes  MSG_FO_MPV_WRITE 
message  on  query  buffer. 

F  PASS.ON 

(not  currently  implemented) 

G  PIXEL_DEPTH_REQ 

Prompts  user  for  channel,  i  and  j  pixel  positions,  and 
request  id;  pushes  MSG_FO_PIXEL_DEPTH_- 
REQUEST  message  on  query  buffer. 

H  SET_DISPLAY 

Prompts  user  for  channel  and  display  code;  pushes 
MSG_FO_SET_DISPLAY  message  on  query  buffer. 

I  QUERY 

Prompts  user  fw  Force  query  code  and  text;  pushes 
MSG_FO_QUERY  message  on  query  buffer. 

J  TRIGGER 

Pushes  MSG_FO_TRIGGER  message  on  query  buffer. 

K  DEBUG  ENABLE 

Pushes  MSG_FO_DEBUG_ENABLE  message  on  query 
buffer. 

L  DEBUG  DISABLE 

Pushes  MSG_FO_DEBUG_DISABLE  message  on  query 
buffer. 

M  MPVPOKEI6 

Prompts  user  for  MPV  address  and  value  to  poke; 
pushes  MSG_FO_MPV_POKE16  message  on  query 
buffer. 

m*  Memory  examine/modify 

Calls  gos_memory. 

N  FROM  BUFFER  DISPLAY 

Peeks  at  and  displays  contents  of  top  message  in  from 
buffer. 

R  RESPONSE  FRM  FORCE 

Peeks  at  and  displays  contents  of  top  message  in  reply 
buffer. 

s*  single-step  mode 

Calls  s_step. 

X  exit 

Exits. 

Called  By:  gos_120tx 
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Routines  Called:  gets 

GLOB 

gos_niemory 

host_if_debug 

mpvideo_load 

inpvmsg_firom_buf_addr 

mpvmsg_query_buf_addr 

mpvmsg_reply_buf_addr 

mx3_hwcopy 

mx3_peek 

inx3_push 

mx3_skip 

printf 

s_step 

scanf 

unbf_getchar 


Parameters:  none 


Returns:  none 


2.9.13  gos_poIys.c 

The  gos_polys  function  generates  monitor  calibration  overlays,  which  consist  of  calibration 
polygons,  comer  triangles,  frame  triangles,  vertical  and  horizontal  alignment  bars,  and 
colored  rectangles.  This  function  is  called  when  the  Simulation  Host  sends  a 
MSG_CALIBRAT10N_IMAGE  message  with  the  image  parameter  set  to  2  (color  image). 
It  is  also  called  if  the  Gossip  user  selects  the  2  ("color  calibration  pixels  on")  option  from 
the  Calibration  menu. 

The  function  call  is  gos_poIys(pcaI_dat),  where  pcal_dat  is  a  pointer  to  the  calibration 
overlay  data. 

The  Polygon  Processor  uses  perspective  matrices  in  normalized  viewspace  (i.e.,  the  field- 
of-view  is  not  used)  when  crunching  on  overlay  polygons.  The  only  perspective  matrix 
required  for  an  overlay  is  a  matrix  to  swap  the  axes  (view  space  into  screen  space).  The 
vertices  overlay  can  be  described  to  the  Polygon  Processor  as  follows: 


(-y.y.y) 


(-y.y.-y) 


(o.y.o) 


(y.y.y) 


(y.y.-y) 


where  y  is  the  distance  from  the  eye  to  the  overlay. 
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Therefore,  if  the  vertices  of  the  monitor  calibration  overlay  are  given  in  pixel  coordinates, 
they  must  be  converted  to  the  normalized  viewspace  coordinate  system.  For  example,  if 
the  screen  resolution  is  200  x  200,  a  vertex  with  pixel  coordinates  (-50,100)  is  converted  to 
(-1/2,1). 


Called  By:  cal 

msg_calibration_image 


Routines  Called:  none 


Parameters:  CAL_OVRLY  *pcal_dat 


Returns:  none 


2.9.14  gos_system.c 

The  gos_system  function  is  used  to  display  and  change  system  variables.  This  function  is 
called  if  the  user  selects  the  3  ("system  status  menu")  option  from  the  Gossip  main  menu. 

The  function  call  is  gos_systeni().  The  following  table  lists  the  options  supported  by 
gos_system  and  shows  the  major  steps  it  performs  to  process  each  user  selection.  Options 
flagg^  with  an  asterisk  are  supported  but  do  not  appear  on  the  menu.  Note  the  following: 

•  If  debug  mode  is  not  enabled  (i.e.,  debug_enable  is  FALSE),  the  a  ("dtp 
disassembler"),  E  ("GT  Hardware  Menu"),  and  v  ("display  message  block") 
options  are  not  listed  on  the  menu.  The  E  option  is  supported,  however. 

•  The  c  (set  calibration  modifier)  option  is  not  displayed  on  the  menu  if  debug  is 
enabled  —  it  appears  only  if  debug_enable  is  FALSE.  This  option  is  not  currently 
implemented. 
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System  Menu  Option 

Processing  by  gos_system 

T*  display  this  menu 

Displays  valid  options. 

!  *  enable  debug  mode 

Sets  debug_enable  to  TRUE. 

2  display  loc  ter 

Displays  contents  of  local  terrain  message  (header, 
polygon  data,  bounding  volume  data). 

3  display  active  area  data 

Displays  west  x,  east  x,  south  y,  north  y,  north  row, 
east  column,  south  row,  west  column,  north  and  east 
pointers,  south  and  west  pointers,  "cango"  values. 

4  di^lay  active  area  map 

Displays  center  (x,y)  position  of  each  load  module  in 
AAM. 

5  display  load  module  header 

Prompts  user  for  x,y  position  of  load  module:  displays 
load  module's  memory  location,  center,  radius,  direction 
pointers,  terrain  pointer,  bvol  pointer. 

a  dQ)  disassembler 

Calls  sysrup_off;  prompts  user  for  AAM  PC;  validates 
address;  disassembles  each  DTP  command. 

c  set  calibration  modifier 

(not  currently  implemented) 

d  display  DR  1 1 W  message(s) 

Calls  host_if_debug. 

E  GT  Hardware  Menu 

See  next  table. 

1  set  display  hghts  flags 

Prompts  user  for  hex  flag  mask  for  lighu;  sets  display 
lights  flags  (model  count,  firame  count,  local  terrain 
count,  and  overload). 

m  memory 

Calls  gos_memory. 

(f  quit 

Exits. 

s  start/stop  frame  interrupt 

Calls  s_step. 

V  display  message  block 

Displays  message  to  use  to  use  "d"  option  instead. 

X*  exit 

Exits. 

The  following  options  are  available  if  the  user  selects  the  E  ("GT  Hardware  Menu")  option 
from  the  System  menu. 
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GT  Hardware  Menu  Option 

Processing  by  gos_system 

?*  display  this  menu 

Displays  valid  options. 

1  read  Esifa  io  ports 

Calls  esifa_read_ports  for  ESIFA  0;  displays  video,  sky, 
thermal,  laser  set,  and  laser  range  pot  values;  repeats 
for  ESIFA  1. 

2  write  Esifa  io  ports 

Prompts  user  for  ESIFA  id;  prompts  for  new  port 
values;  calls  esifa_write_ports. 

c  write  into  EVC  frame  rate  control 
wad 

Prompts  user  for  new  frame  rate  control  word;  calls 
write_evc_control. 

d  display  EVC  register 

Calls  read_cvc_control;  displays  control  word. 

i  initialize  EVC 

Calls  sys_control_init. 

1  write  into  leds 

Prompts  user  for  LED  value;  calls  set_leds. 

qf*  quit 

Exits. 

r  write  into  EVC  single  shot  word 

Prompts  user  for  single-shot  frame  reset  word;  calls 
write_evc_frame. 

X  exit 

Exits. 

CaUedBy: 
Routines  Called: 


Parameters: 


gossip_tick 


esifa_read_ports 

esifa_write_ports 

GLOB 

gos_memory 

host_if_debug 

printf 

read_evc_cx5ntrol 

s_step 

scanf 

setjeds 

sys_control_init 

sysrup_off 

sysrup_on 

unbf_getchar 

write_evc_control 

write_evc_frame 


none 


Returns:  none 

2.9.15  gossip. c 

The  functions  in  the  gossip.c  CSU  form  the  main  driver  for  the  Gossip  task.  These 
functions  are: 
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•  gossip 

•  gossip_tick 

•  gos_timing_printout 

•  s_step 

•  gos_single_step 

•  gos_prompt 

•  gos_inain_menu 

•  gos_getchar 

•  gos_dummy_getchar 

•  gos_IO_on 

•  gos_IO_off 

•  gossip_cleanup 


2.9.15.1  gossip 

The  gossip  function  is  the  main  driver  for  the  Gossip  user  interface  task.  The  gossip  task 
is  created  and  started  at  initialization  time.  Its  priority  is  set  lower  than  all  other  CIG  tasks. 

The  function  call  is  gossipO.  When  started,  gossip  does  the  following: 

•  Opens  the  console  port. 

•  Calls  gos_IO_on  to  enable  Gossip  control  of  the  keyboard. 

•  Calls  flea_IO_off  to  disable  Flea  control  of  the  keyboard. 

•  Calls  host_if_debug_init  to  initialize  the  array  used  to  print  messages  every  frame 
(if  debug  display  is  enabled). 

•  Calls  host_enable_all_debug_msgs  to  enable  all  message  types  for  debug  display. 

•  Calls  gos_prompt  to  display  the  ”Gossip>"  prompt. 

•  Calls  polLshutdown  to  see  if  a  system  shutdown  has  been  initiated. 

•  Calls  gossip_tick  to  get  the  user's  selection. 

The  function  exits  with  a  1  if  it  cannot  open  the  console  port. 


Called  By:  none  (task  created  and  started  at  initialization  time) 


Routines  Called:  exit 

flea_IO_off 

gos_IO_on 

gos_prompt 

gossip_tick 

host_enabIe_all_debug_msgs 

host_if_debug_init 

open 

polLshutdown 

printf 

strlen 

unbf_getchar 


Parameters:  none 
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Returns: 


2.9.15.2  gossip_tick 

The  gossip_tick  function  is  responsible  for  calling  the  appropriate  routine  to  process  each 
selection  made  by  the  user  on  fhe  Gossip  main  menu.  This  function  is  called  by  gossip 
when  the  Gossip  task  is  started. 

The  function  call  is  gossip_tick().  gossip_tick  uses  the  *gos_getc  function  pointer  to  get 
the  keystroke  entered  by  Ae  user,  then  processes  it 

The  following  table  lists  the  options  displayed  on  the  Gossip  main  menu,  and  shows  the 
major  steps  performed  by  gossip_tick  to  process  each  user  selection.  The  menu  itself  is 
displayed  by  gos_main_menu.  Options  flagged  with  an  asterisk  are  supported  by 
gossip_tick  but  do  not  appear  on  the  menu. 

All  options  are  supported  whether  or  not  debug  mode  is  enabled. 


Gossip  Main  Menu  Option 

Processing  by  gossip_tick 

?*  display  this  menu 

Calls  gos_main_menu 

enable  debug 

Sets  debug_enablc  to  TRUE. 

1  calibration  menu 

Calls  cal. 

2  model  menu 

Calls  gos_model. 

3  system  status  menu 

Calls  gos_system. 

4  120tt  menu 

Calls  gos_120tx. 

5  db  query 

Calls  gos_db_qucry. 

6  dq)  emulator 

Calls  dtp_emu. 

7  configtree  menu 

Calls  tsLUee. 

8  configtree  init 

Calls  vpt_trec_iniL 

a  change  color  config  fdename 

Prompts  user  for  name  of  cola*  configuration  file;  sets 
color  cfg_fh  to  use;  sets  flea  color  cfg_wanted  Glo 
TRUE. 

b  ballistics  query  menu 

Calls  bx_probc. 

c  change  contigfile  name 

Prompts  user  for  name  of  config  file;  sets  config_fn. 

d  display  interface  msgs 

Calls  hostJLdebug. 

E  display  EX  ethemet  statistics 

No  effect  under  normal  mode;  calls  print_ex_stats  if 
running  in  a  non-standard  mode. 

e  change  ESIFA  download  file 

Prompts  user  for  name  of  texture  list  file;  sets 
esifa  fh  to  use;  sets  flea_esifa_load_wanted_G  to 

TRUE. 

F  change  flea  I/O  port 

Prompts  user  for  port  name  for  Flea  console;  sets 
flea_console_port. 

f  enter  Flea  menu 

If  flea  mode  is  not  enabled:  displays  error. 

If  flea  mode  is  enabled;  calls  flea_IO_on;  calls 
gos_IO_off;  calls  scratch_flea;  calls  flea.initializcd; 
calls  flea_prompt;  calls  gos_prompt. 
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g*  «TBD» 

Toggles  transport_delay_flag. 

h  select  host  i/f  msgs  menu 

Calls  host_if_debug_menu. 

i  display  config.  messages 

Toggles  drl  lw_init_out. 

k  reset  timers 

Sets  all  mt_*  timers  to  0;  sets  force_busy_*  counters  to 
0;  sets  max_out_frame  counters  to  0. 

1  list  default  config  files 

Displays  names  of  subsystem  O's  database  and  DED 
files,  subsystem's  1  database  and  DED  files, 
configiuation  file,  color  configuration  file,  and  ESIFA 
file. 

m'*  memory  examine/modify 

Calls  gos_memory. 

n  display  AGPT  statistics 

Calls  agpt_statistics. 

P  PPM  query 

Calls  gos_ppm_query. 

Q  Quit  to  GTOS 

Prompts  user  to  verify  request  to  quit;  calls 
rtt_shutdown. 

r  record  i/f  messages  menu 

Calls  gos_cigsimio. 

s  start/st(^  frame  interrupt 

Calls  s_step. 

t  start/stop  timers 

Toggles  rtsw_timing_flag. 

u  change  database  name 

Prompts  user  fix'  subsystem  id  and  name  of  database; 
sets  db_to_use. 

V  change  default  ded  name 

Prompts  user  for  subsystem  id  and  name  of  DED  file; 
sets  d^_db_to_use. 

w*  (obsolete  option  for  flea  mode) 

Treated  as  f  ("enter  Flea  menu”),  described  above;  w  is 
supported  to  be  backward  compatible. 

z*  (obsolete  option  for  flying  mode) 

(no  longer  implemented) 

If  the  user  presses  RETURN  without  making  an  entry  gossip_tick  does  the  following: 

•  Clears  the  screen. 

•  Displays  the  system's  version  number  and  date,  current  position  of  the  simulated 
vehicle,  frame  count,  local  terrain  count,  message  count,  local  terrain  time, 
rowcol_rd  frame  count,  number  of  dynamic  vehicles,  and  number  of  static  vehicles. 

•  If  the  rtsw_timing_flag  is  TRUE,  calls  gos_timing_printout. 

•  Displays  the  configuration  file  name,  if  loaded. 

•  Displays  the  database  name  and  the  terrain  address  of  each  database  partition. 

•  Displays  the  DED  file  name  for  each  subsystem,  if  loaded. 

•  Displays  the  Ballistics  file  name,  if  loaded. 

•  Displays  the  ESIFA  textures  file  name,  if  loaded. 


Called  By:  gossip 

Routines  Called:  *gos_getc 

agpt_statistics 

blank 

bx_probe 

cal 

cup 
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dtp_emu 

flea_initialized 

flea_IO_on 

flea_prompt 

gos_120tx 

gos_bal_query 

gos_cigsimio 

gos_db_query 

gos_IO_off 

gos_inain_menu 

gos_memory 

gos_model 

gos_ppm_query 

gos_prompt 

gos_system 

gos_timing_printout 

host_if_debug 

host_if_debug_menu 

isprint 

isspace 

printf 

rtt_shutdown 

s_step 

scanf 

scratch_flea 

strcmp 

tst_tree 

vpt_trec_init 


Parameters:  none 


Returns:  none 


2.9.15.3  gos_timing_printout 

The  gos_timinji_printout  function  displays  the  latest  and  worst  (longest)  processing  times 
for  a  variety  of  messages  and  frame-related  times.  This  function  is  called  if  (1)  the  Gossip 
user  presses  RETURN  without  making  an  entry  on  the  Gossip  main  menu,  and  (2)  the 
rtsw_timing_flag  has  been  enabled  using  the  t  ("start/stop  timers")  option  on  the  Gossip 
main  menu. 

The  function  call  is  gos_timing_printout().  The  display  includes  the  following: 

•  Last  and  worst  frame  times. 

•  Last  and  worst  packet  start  and  end  times. 

•  Last  and  worst  frame  interrupt  times. 

•  Last  and  worst  processing  times  for  the  following  messages:  MSG_END, 
MSG_OTHERVEH_STATE,  MSG_SHOW_EFFECT,  MSG_TRAJ_CHORD, 
MSG_ROUND_FIRED,  MSG_STATICVEH_STATE, 
MSG_STATICVEH_REM,  MSG_RTN_LT,  MSG_PASS_ON, 
MSG_REQUEST_LASER_RANGE,  MSG_CIG_CTL. 
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The  timers  can  be  reset  to  0  using  the  k  ("reset  timers")  option  on  the  Gossip  main  menu. 
Called  By:  gossip_tick 

Routines  Called:  printf 

Parameters:  none 


Returns:  none 


2.9.15.4  s_step 

The  s_step  function  is  used  to  (1)  enable  and  disable  frame  intenupts,  and  (2)  enable  and 
disable  single-step  mode.  This  function  is  called  if  the  user  selects  the  s  ("start/stop  frame 
interrupt")  option  from  various  Gossip  menus. 

The  function  call  is  s_step().  s_step  prompts  the  user  to  set/or  cancel  single-step  mode, 
then  does  the  following: 

•  If  the  user  requests  "interrupts  on,"  s_step  calls  sysrup_on,  then  sets  single_step  to 
FALSE. 

•  If  the  user  requests  "inteirupts  off,"  s_step  calls  sysrup_off,  then  sets  single_step 
to  FALSE. 

•  If  the  user  requests  "single-step  mode,"  (used  with  the  "display  drl  1  variables" 
option),  s_step  sets  single_step  and  drl  l_msg  to  TRUE. 


Called  By: 


gos_120tx 

gos_mpvio 

gos_system 

gossip_tick 


Routines  Called:  printf 

sysrup_off 

sysrup_on 

unbf_getchar 


Parameters:  none 


Returns: 


none 
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2.9.15.5 


gos_single_step 


The  gos_single_step  function  forces  the  system  to  single-step  a  real-time  frame  by  posting 
a  message  to  the  S^ULATION_MB  mailbox.  If  gos_single_step  detects  that  single_step 
is  TRUE,  it  calls  sysrup_on. 

The  function  call  is  gos_single_step(). 


Called  By:  gos_bal_query 


Routines  Called:  sysrup_on 


Parameters:  none 


Returns:  none 


2.9.15.6  gos_prompt 


The  gos_prompt  function  displays  a  greater  than  sign  (>)  followed  by  a  text  prompt.  The 
text  prompt  may  vary  based  on  the  current  menu.  The  Gossip  user  enters  the  desired 
command  next  to  this  prompt. 


The  function  call  is  gos_prompt  (newprompt),  where  newprompt  is  the  text  prompt  to 
be  displayed.  The  function  also  puts  this  value  in  the  variable  prompt,  which  is  used  by 
other  Gossip  functions. 


Called  By:  gos_main_menu 

gossip 

gossip_tick 

tick 


Routines  Called: 

cup 

printf 

strcpy 

Parameters: 

char 

Returns: 

none 

♦newprompt 
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2.9.15.7  gos_main_menu 

The  gos_main_menu  function  displays  the  Gossip  main  menu.  This  menu  lists  the  major 
functions  available  to  the  Gossip  user.  In  most  cases,  selection  of  an  option  leads  to  a 
secondary  menu.  This  function  is  called  if  the  Gossip  user  enters  ?  at  the  Gossip  prompt. 

The  function  call  is  gos_main_menu().  This  function  clears  the  screen  and  displays  the 
menu;  it  does  not  process  the  user's  entry. 

For  a  description  of  each  item  on  the  Gossip  main  menu,  see  gossip_tick. 


Called  By:  gossip_tick 


Routines  Called:  blank 

cup 

gos_prompt 

printf 


Parameters:  none 

Returns:  none 


2.9.15.8  gos_getchar 

The  gos_getchar  function  returns  the  key  pressed  by  the  user,  or  0  if  no  key  was  pressed. 
This  function  is  used  (via  the  *gos_getc  function  pointer)  by  gossip_tick  to  determine  the 
keystroke  entered  by  the  user  on  the  Gossip  main  menu.  The  *gos_getc  function  pointer 
points  to  gos_getchar  if  Gossip  is  in  control  of  the  keyboard,  and  to  gos_dununy_getchar  if 
Flea  is  in  control  of  the  keyboard.  gos_IO_on  sets  *gos_getc  to  gos_getchar  when  gossip 
starts  up. 

The  function  call  is  gos_getchar(). 


Called  By:  gossip_tick  (through  *gos_getc) 

Routines  Clalled:  read_tty 

Parameters:  none 

Returns:  0 

key 
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2.9.15.9  gos_dummy_getchar 

The  gos_dummy_getchar  function  always  returns  0.  This  function  (instead  of 
gos_getchar)  is  called  via  the  *gos_getc  function  pointer  while  the  user  is  in  Flea  mode, 
because  Flea  is  responsible  for  handling  all  keystrokes.  When  it  receives  a  return  value  of 
0,  gossip_tick  assumes  no  key  was  pressed  and  therefore  does  not  process  the  keystroke. 
gos_IO_off  sets  *gos_getc  to  gos_dummy_getchar  if  the  user  selects  Flea  mode. 

The  function  call  is  gos_dummy_getchar(). 


CaUedBy: 


gossip_tick  (through  *gos_getc) 


Routines  Called:  none 


Parameters:  none 


Returns:  0 


2.9.15.10  gos_IO_on 

The  gos_IO_on  function  sets  the  *gos_getc  function  pointer  to  gos_getchar.  This  gives 
gossip_tick  the  ability  to  respond  to  the  user's  keystrokes  on  the  Gossip  main  menu.  This 
function  is  called  when  gossip  starts  up. 

The  function  call  is  gos_IO_on(). 


Called  By:  gossip 

tick 


Routines  Called:  printf  (in  debug  mode  only) 


Parameters:  none 


Returns:  none 


2.9.15.11  gos_IO_off 

The  gos_IO_off  function  sets  the  *gos_getc  function  pointer  to  gos_dummy_getchar.  This 
function  is  called  if  the  Gossip  user  selects  Flea  mode.  It  has  the  effect  of  masking  the 
user's  keystrokes  from  gossip_tick,  so  they  can  be  handled  by  Flea. 

The  function  call  is  gos_IO_off(). 
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CaUedBy: 

gossip_tick 

Routines  Called: 

printf 

(in  debug  mode  only) 

Parameters: 

none 

Returns: 

none 

2.9.15.12  gossip_cleanup 

The  gossip_cleanup  function  deallocates  the  resources  owned  by  the  gossip  task.  This 
function  is  called  if  the  Gossip  user  requests  a  system  shutdown  by  selecting  the  Q  ("Quit 
to  GTOS")  option  on  the  Gossip  main  menu.  This  function  is  called  via  the  *task_cleanup 
function  pointer,  which  points  to  the  cleanup  routine’s  name  in  the  task  table. 

The  function  call  is  gossip_cleanup(). 

The  function  returns  1  if  successful,  or  0  if  an  error  occurred. 

Note:  This  Junction  is  not  yet  implemented.  At  the  current  time,  it  simply 
returns  a  1  if  called. 

Called  By:  poll_shutdown  (through  *task_cleanup) 

Routines  Called:  none 

Parameters:  none 

Returns:  0 

1 


2.9.16  make_bbn_logo.c 

The  make_bbn_logo  function  generates  a  BBN  logo  image  using  polygons,  frame 
triangles,  comer  triangles,  and  colored  rectangles. 

This  function  is  called  if  the  Simulation  Host  sends  a  MSG_CALIBRATION_IMAGE 
message  with  the  image  parameter  set  to  3  (BBN  logo).  It  is  also  called  if  the  Gossip  user 
selects  the  3  ("bbn  logo  on")  option  from  the  Calibration  menu. 

The  function  call  is  make_bbn_logo(pcal_dat),  where  pcal  dat  is  a  pointer  to  the  image 
data. 
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Called  By:  cal 

msg_calibration_image 


Routines  Called:  none 


Parameters:  CAL_OVRLY 


*pcal_dat 


Returns:  none 


2.9.17  mx3_hword.c 

The  functions  in  the  mx3_hword.c  CSU  are  used  by  gos_mpvio  to  communicate  with  the 
MPV  via  the  Force  board.  The  interface  uses  half-word  message  exchanges.  These 
functions  are: 

•  mx3_open 

•  mx3_push 

•  mx3_peek 

•  mx3_skip 

•  mx3_error 

•  mx3_hwcopy 

Messages  sent  from  gos_mpvio  to  Force  are  prefixed  with  MSG_FO.  Messages  returned 
from  Force  are  prefixed  with  MSG_F1.  The  message  buffers  used  by  gos_mpvio  to 
communicate  with  the  Force  task  are  the  following: 

mpvio_query_buf  (outgoing) 

Used  for  messages  sent  from  gos_mpvio  to  Force.  These  messages  result  from 
changes  requested  by  the  Gossip  user. 

mpvio_reply_buf  (incoming) 

Used  for  rwponse  messages  returned  by  Force  to  gos_mpvio. 

During  a  simulation,  the  real-time  software  communicates  with  the  MPV  using  the  MPV 
Interface  routines.  The  message  buffers  and  routines  used  by  the  MPV  Interface  functions 
to  communicate  with  the  Force  board  are  different  from  those  used  by  gos_mpvio. 


2.9.17.1  mx3_open 

The  nix3_open  function  initializes  a  message  buffer  given  its  start  address  and  size. 

The  function  call  is  mx3_open(dev_P,  device_size),  where: 

dev  P  is  a  pointer  to  the  MX  device  (message  buffer) 
device  size  is  the  size  of  the  message  buffer 

The  function  always  returns  MX_DEVICE_OPENED. 
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This  function  is  not  currently  used  —  the  message  buffers  are  opened  by  Force  Processing 
functions. 


Called  By:  none 


Routines  Called:  sc_lock 

sc  unlock 


*dev_P 

device_size 


Returns:  MX_DEVICE_OPENED 


Parameters:  MX2_DEVICE 

INT_4 


2.9.17.2  mx3_push 

The  mx3_push  function  pushes  a  message  onto  the  message  buffer.  This  function  is  used 
by  gos_mpvio  to  pass  messages  to  the  Force  board. 

The  function  call  is  mx3_push(dev_P,  source_address,  message_code, 
inessage__size),  where:  ~ 

dev_P  is  a  pointer  to  the  message  buffer 
source _address  is  the  address  of  the  message 
messagejcode  is  the  type  of  message 
message  jsize  is  the  number  of  bytes  in  the  message 

mx3_push  does  the  following: 

•  Locks  the  buffer. 

•  Verifies  that  there  is  room  in  the  buffer  for  the  message. 

•  Copies  the  message  to  the  end  of  the  buffer. 

•  Unlocks  the  buffer. 

The  function  returns  MX_MESSAGE_PUSHED  if  successful.  It  returns 
MX_DEVICE_FULL  if  the  specified  message  buffer  is  already  full. 


Called  By: 
Routines  Called: 

Parameters: 


gos_mpvio 


mx3_hwcopy 
scjock 
sc  unlock 


MX2_DEVICE 

WORD 

HWORD 

HWORD 


*dev_P 

source_address 

message_code 

message_size 
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Returns:  MX_MESSAGE_PUSHED 

MX_DEVICE_FULL 


2.9.17.3  mx3_peek 

The  mx3_peek  function  previews  the  message  at  the  head  of  a  specified  buffer.  This 
function  used  to  determine  what  type  of  message  is  in  the  incoming  buffer. 

The  function  call  is  mx3_peek(dev_P,  message_code,  message_size, 
message_addr),  where: 

dev  P  is  a  pointer  to  the  message  buffer 
message  code  is  the  message  type 
message_size  is  the  size  of  the  message  in  bytes 
message  addr  is  a  pointer  to  the  message's  address 

mx3_peek  does  the  following: 

•  Locks  the  buffer. 

•  Checks  to  see  if  the  specified  buffer  is  empty. 

•  Sets  a  pointer  to  the  first  message  in  the  buffer. 

•  Places  the  message's  type  and  size  in  message  code  and  message  size. 

•  If  the  message  code  is  MX_SKIP,  starts  over  with  the  next  message  in  the  buffer. 

•  Places  a  pointer  to  the  message  in  message _addr. 

•  Unlocks  the  buffer. 

The  function  returns  MX_MESSAGE_PREVIEWED  if  successful.  It  returns 
MX_DEVICE_EMPTY  if  the  specified  buffer  contains  no  messages. 


Called  By:  gos_mpvio 


Routines  Called:  scjock 

sc_unlock 


Parameters:  MX2_DEVICE 

HWORD 

HWORD 

BYTE 


*dev_P 

*message_code 

*message_size 

**message_addr 


Returns:  MX_MESSAGE_PREVIEWED 

MX_DEVICE_EMPTY 
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2.9.17.4  mx3_skip 


The  mx3_sldp  function  skips  over  a  message  in  the  buffer.  The  message  at  the  head  of  the 
buffer  is  flushed,  and  the  next  message  moves  to  the  top  of  the  buffer.  This  function  is 
used  to  remove  messages  from  a  buffer  after  they  have  been  previewed  and  processed. 


The  function  call  is  mx3_skip(dev_P),  where  dev  P  is  a  pointer  to  the  buffer. 

The  function  returns  MX_MESSAGE_SKIPPED  if  successful.  It  returns 
MX_DEVICE_EMPTY  if  the  specified  message  buffer  contains  no  messages. 


Called  By:  gos_mpvio 

Routines  Called:  sc_lock 

sc_unlock 

Parameters:  MX2_DEVICE  *dev_P 

Returns:  MX_MESSAGE_SKIPPED 

MX_DEVICE_EMPTY 


2.9.17.5  mx3_error 

The  mx3_eiTor  function  returns  a  text  message  for  output  to  the  operator.  Messages  are 
provided  for  errors  as  well  as  for  normal  processing  states. 

The  function  call  is  mx3_error(status),  where  status  is  the  current  MX  state. 

This  function  is  not  currently  used. 


Called  By:  none 

Routines  Called:  none 


Parameters:  WORD 


status 


Returns: 


"DEVICE  CLOSED" 
"DEVICE  TABLE  FULL 
"DEVICE  OPENED" 
"DEVICE  BUSY" 
"DEVICE  EMPTY" 
"DEVICE  FULL" 
"MESSAGE  PUSHED" 
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"MESSAGE  POPPED" 
"MESSAGE  PREVffiWED" 
"MESSAGE  SKIPPED" 
"UNDEFINED  ERROR" 
"UNDEHNED  RETURN" 


2.9.17.6  mx3_hwcopy 

The  mx3_hwcopy  function  performs  a  half-word  block  copy. 

The  function  call  is  inx3_hwcopy(source_P,  destination_P,  byte_count),  where; 

source  ?  is  a  pointer  to  the  source  data 
destination  P  is  a  pointer  to  the  destination  location 
byte  count  is  the  number  of  bytes  to  be  copied 


Called  By: 

gos_mpvio 

nix3_push 

Routines  Called: 

none 

Parameters: 

INT  2 

*source_P 

INT  2 

*destination_P 

INT_2 

byte_count 

Returns: 

none 

2.9.18  replace_mod.c 

The  functions  in  the  replace_mod.c  CSU  are  used  to  replace  light  models.  These  functions 
are: 


•  replace_mod 

•  single_lite 

•  double_lite 

•  triple_lite 

•  vasLlite 

•  outahere 


2.9.18.1  repIace_mod 

The  replace_mod  function  puts  light  light  models  in  place  of  others.  This  function  is  called 
if  the  Gossip  user  selects  the  k  ("Uudge  light  models")  option  from  the  Model  Selection 
menu.  This  option  appears  on  the  menu  only  if  debug  is  enabled. 

The  function  call  is  replace_mod().  The  function  calls  various  DTP  macros  to  generate 
the  following  light  models: 
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•  VASIBarland2 

•  Hazard  beacon 

•  Military  beacon 

•  Commercial  beacon 

•  White  approach 

•  Blue  taxiway 

•  Hazard  light 

•  Green  red  runway 

•  White  amber  runway 

•  Runway  strobes 


Called  By:  gos_modeI 


Routines  Called:  double_lite 

dtp_bdlr 

dtp_bru 

dtp_brz 

dtp_dot 

dip_fov 

dtp_gr 

dtpjod 

dtp_owd 

dtp_owo 

dtp_rc 

d^_sub 

dtp_ttx: 

dtp_tbdr 

d^_tbrT 

outahere 

poly_mmf 

poly_rml 

printf 

rcl_patch_adrs 

rcl_set_enptr 

rcl_set_label 

rcl_set_modloc 

single_lite 

triple_lite 

vasLlite 


Parameters:  none 


Returns:  none 


2.9.18.2  singlejite 

The  single_lite  function  is  used  to  generate  some  of  the  light  models. 
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The  function  call  is  singlejite(lstart,  hwdth,  hght,  piwl,  piw2),  where: 

Istart  is  the  label  to  set  with  the  AAM  location 

hwdth  is  the  width  of  the  light 

hght  is  the  height  of  the  light 

piwl  is  poly  info  word  1 

piw2  is  poly  info  word  2 


Called  By: 

replace_mod 

Routines  Called: 

poly_inf 

poly_pc 

poly_vtxe 

poly_vtxl 

rcl_set_cntlbl 

rcl_set_label 

Parameters: 

WORD 

Istart 

REAL  4 

hwdth 

REAL  4 

hght 

WORD 

piwl 

WORD 

piw2 

Returns: 

none 

2.9.18.3  doubIe_lite 

The  double_lite  function  is  used  to  generate  some  of  the  light  models. 

The  function  call  is  doubIe_lite(lstart,  hwdth,  hght,  piwl,  piw2),  where: 

Istart  is  the  label  to  set  with  the  AAM  location 

hwdth  is  the  width  of  the  light 

hght  is  the  height  of  the  light 

piwl  is  poly  info  word  1 

piw2  is  poly  info  word  2 


Called  By:  replace_mod 


Routines  Called:  poly_inf 

poly_pc 

poly_vtxe 

poly_vtxl 

rcl_set_cntlbl 

rcl_set_label 
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Parameters: 

WORD 

Istart 

REAL  4 

hwdth 

REAL  4 

hght 

WORD 

piwl 

WORD 

piw2 

Returns: 

none 

2.9.18.4  triplejite 

The  triple_lite  function  is  used  to  generate  some  of  the  light  nwdels. 

The  function  call  is  triple_lite(lstart,  hwdth,  hght,  piwl,  piw2,  piw3),  where: 

Istart  is  the  label  to  set  with  the  AAM  location 

hwdth  is  the  width  of  the  light 

hght  is  the  height  of  the  light 

piwl  is  poly  info  word  1 

piwl  is  poly  info  word  2 

piw3  is  poly  info  word  3 


Called  By: 

replace_mod 

Routines  Called: 

poly_inf 

poly_pc 

poly_vtxe 

poly_vtxl 

rcl_set_cntlbl 

rcl_set_label 

Parameters: 

WORD 

Istart 

REAL  4 

hwdth 

REAL  4 

hght 

WORD 

piwl 

WORD 

piw2 

WORD 

piw3 

Returns: 

none 

2.9.18.5  vasi_lite 

The  vasLlite  function  is  used  to  generate  some  of  the  light  models. 

The  function  call  is  vasMite(lstart,  hwdth,  phght,  hght,  piwl,  piw2),  where: 

Istart  is  the  label  to  set  with  the  AAM  location 
hwdth  is  the  width  of  the  VASl 
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phght  is  «^TBD»  of  the  height  of  the  VASI 
hght  is  the  height  of  the  VASI 
piwl  is  poly  info  word  1 
piw2  is  poly  info  word  2 


Called  By: 

replace_mod 

Routines  Called: 

poly_inf 

poly_pc 

poly_vtxe 

poly_vtxl 

rcl_set_cndbl 

rcl_set_label 

Parameters: 

WORD 

Istart; 

REAL  4 

hwdth 

REAL  4 

phght 

REAL  4 

hght 

WORD 

piwl 

WORD 

piw2 

Returns: 

none 

2.9.18.6  outahere 

The  outahere  function  is  used  to  output  high-  or  low-intensity  data. 

The  function  call  is  outahere(lstart),  where  Istart  is  the  label  to  set  with  the  AAM 
location. 


Called  By: 

replace_mod 

Routines  Called: 

dtp_gr 

dtp_owd 

dtp_owdsc 

Parameters: 

WORD 

Returns: 

none 
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2.9.19  test_coniman(ls.c 

The  test_coinmands  function  tests  each  DTP  command.  This  function  is  called  if  the 
Gossip  user  selects  the  k  ("kludge  light  models")  option  from  the  Model  Selection  menu. 
This  option  appears  on  the  menu  only  if  debug  is  enabled. 

The  function  call  is  test  commands(). 


Called  By:  gos_model 


Routines  Called:  dtp_bcn 

d^_bcnr 

dtp_bcz 

dtp_bczr 

dtp_bdgr 

d^_bdlr 

dtp_bgn 

d^_bgz 

d^_bnz 

d^_bnzr 

d^_bru 

dtp_brur 

d^_brz 

dtp_brzr 

d^_dot 

d^_elm 

d^_end 

dtp_fov 

dtp_fovr 

dtp_gdci 

d^_gdcr 

dtp_gr 

dtp_lmi 

dtp_lmir 

dtp_lod 

d^Jodr 

d^_lwd 

d^_lwdr 

dtp_ngc 

dtj3_oio 

dtp_oos 

d^_owd 

dtp_owdsc 

d^_owo 

dtp_owr 

dtp_rc 

dtp_sub 

dtp_subr 

dtp_tbc 

dtp_tbdr 
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Parameters: 


dtp_tbrr 

poly_flu 

poly_inf 

poly_mmf 

poly_pc 

poly_rml 

poly_vtxe 

poly_vtxl 

printf 

icl_patch_adrs 

rcl_set_cntlbl 

rcl_set_label 


none 


Returns: 


none 
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2.10  Host  Interface  Manager  (/cig/libsrc/libhost) 

The  Host  Interface  Manager  CSC  is  responsible  for  exchanging  data  packets  between  the 
CIG  and  the  Simulation  Host  via  all  supported  physical  interfaces.  TTie  interfaces  currently 
supported  are  the  following: 

•  Digital  Equipment  Corporation  DRl  1-W 

•  Ethernet  IEEE  4.02 

•  Ready  Systems  MPV 

•  SCSI 

•  Socket 

For  each  physical  interface  type,  the  following  functions  are  provided: 
init_<interface>^interface 

Establishes  the  interface  by  setting  the  *exchange_data  and  *exchange_data_sim 
function  pointers  to  the  appropriate  routines.  TTiese  function  pointers  are  used  by 
the  real-time  software  to  call  die  routines;  the  real-time  functions  do  not  know 
which  physical  interface  is  implemented. 

open_<interface>_interface 

Opens  the  interface,  usually  by  opening  the  communications  device  as  a  file 
(host_fd).  The  exchange  routines  can  then  use  IFX  calls  to  read  from  and  write  to 
the  device  as  if  it  were  a  file. 

exchange_<interface>_data 

Exchanges  incoming  ^d  outgoing  message  packets  with  the  Simulation  Host  (by 
reading  from  and  writing  to  the  host_fd  file)  during  any  CIG  state  other  than 
simulation. 

exchange_<interface>_data_sim 

Exchanges  incoming  and  outgoing  message  packets  with  the  Simulation  Host  (by 
reading  from  and  writing  to  the  host_fd  file)  during  a  simulation. 

The  physical  interface  in  use  at  a  specific  site  is  specified  on  the  command  line  at  startup. 
The  initialize  function  (in  the  Real-Time  Processing  CSC)  parses  the  command  line  and 
calls  the  appropriate  init_interface  function  to  establish  the  correct  interface. 

The  Host  Interface  Manager  also  handles  the  exchange  of  message  packets  between  the 
real-time  software  and  Flea,  the  Simulation  Host  emulator  used  for  stand-alone  operation 
and  testing.  While  running  under  Flea  control,  the  CIG  and  Flea  can  exchange  packets 
without  using  the  physical  interface  routines.  (By  posting  a  message  to  an  intertask 
mailbox,  each  process  alerts  the  other  that  it  has  placed  a  packet  in  the  INBUF  or  OUTBUF 
buffer.)  Alternatively,  the  the  system  can  be  corifigured  to  use  the  DRl  1-W,  Ethernet,  or 
SCSI  interface  while  running  a  Flea  exercise. 

Other  functions  in  the  Host  Interface  Manager  CSC  are  used  to  display  the  contents  of 
messages  for  debugging  purposes.  Any  or  all  message  types  can  be  enabled  for  display. 
Through  Gossip,  the  user  can  access  the  Host  Interface  Debug  menu  to  review  or  change 
the  message  types  that  are  currently  enabled.  Each  frame,  enabled  messages  are  printed  to 
stdout  (using  the  print_msg_*  functions  in  the  Message  Processing  CSC)  if  the 
drl  lw_init_out  debug  flag  has  been  enabled  through  Gossip. 
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Figure  2-14  identifies  the  CSUs  in  the  Host  Interface  Manager  CSC.  The  functions 
performed  by  these  CSUs  are  described  in  this  section. 


host_dr1 1Jf.c 
host_enet_if.c 
host  flea  if.c 


host_if_debug.c 
host_mpv_if.c 
host_scsi_if.c 
host  socket  if.c 


Figure  2- 14.  Host  Interf^e  Manager  CSUs 


2.10.1  host_drll_if.c 

The  functions  in  the  host_drl  IJf.c  CSU  are  used  to  exchange  data  packets  over  a  DRl  1- 
W  physical  interface.  These  functions  are: 

•  open_drl  l_interface 

•  exchange_drl l_data 

•  exchange_dr  1 1  _data_sim 

•  init_drl  l_interface 


2.10.1.1  open_drll_interface 

The  open_drl  l_interface  function  opens  the  drt):  device  as  the  host_fd  file.  This  function 
is  called  if  DRl  1  mode  has  been  established.  It  is  also  called  if  the  system  is  running  under 
Flea  and  either  DRl  1  or  MPV  mode  was  selected. 

The  function  call  is  open_drll_interface(). 

If  the  drO:  device  cannot  be  opened,  open_drl  IJnterface  outputs  an  error  and  exits  with  a 

1. 


Called  By:  init_drl  l_interface 

open_flea_interface 


Routines  Called:  exit 
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open 

printf 

Parameters: 

none 

Returns: 

none 

2.10.1.2  exchange_drll_data 

The  exchange_drl  l_data  function  exchanges  output  and  input  buffers  with  the  Simulation 
Host  during  any  CIG  state  other  than  simulation.  This  function  is  called  via  the 
*exchange_data  function  pointer  if  DRl  1  mode  has  been  established.  It  is  also  called  via 
the  *exchange  function  pointer  if  the  system  is  running  under  Flea  and  either  DRl  1  or 
MPV  mode  has  been  selected. 

The  function  call  is  exchange_drll_data(state),  where  state  is  the  current  state  of  the 
CIG.  exchange_drl  l_data  does  the  following: 

•  If  the  drl  l_pkt_debug  switch  is  enabled,  outputs  the  packet  sizes  to  stdout. 

•  Generates  a  MSG_SYS_ERROR  message  to  report  errors  in  the  previous  frame. 

•  Adds  a  MSG_END  message  to  the  outgoing  packet. 

•  Sets  the  outgoing  packet  size. 

•  Calls  ifx_write  to  write  the  packet  to  the  host_fd  file. 

•  Calls  ifx_read  to  read  the  new  incoming  packet  from  the  host_fd  file. 

•  Resets  the  INBUF  and  OUTBUF  pointers. 

•  If  the  drl  1  w_init_out  debug  switch  is  enabled,  calls  host_if_debug  to  display 
messages  contents  (if  the  debug  display  feature  is  enabled). 


Called  By: 

cig_config 

db_mcc_setup 

file_control 

flea_host_if 

get_msg_2d 

hw_test 

upstart 

(through  *exchange_data) 
(through  ♦exchange_data) 
(through  *exchange_data) 
(through  *exchange) 
(through  *exchange_data) 
(through  *exchange_data) 
(through  *exchange_data) 

Routines  Called: 

host_if_debug 

ifx_read 

ifx_write 

printf 

Parameters: 

INT_4 

state 

Returns: 

none 
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2.10.1.3  exchange_drll_data_sim 

The  exchange_drl  l_data_sim  function  exchanges  output  and  input  buffers  with  the 
Simulation  Host  during  a  simulation.  This  function  is  called  (via  the  *exchange_data_sim 
function  pointer)  at  the  end  of  every  frame  if  DRl  1  mode  has  been  established. 

The  function  call  is  exchange_drll_data_siin(state),  where  state  is  the  current  state  of 
the  CIG.  exchange_drl  I_data3in3  does  the  following: 

•  If  the  drl  l_pkt_debug  switch  is  enabled,  outputs  the  packet  sizes  to  stdout. 

•  Calls  loc_ter_msg  to  generate  a  local  terrain  message  if  one  is  required  this  frame. 

•  Generates  a  MSG_SYS_ERROR  message  to  report  errors  in  the  previous  frame. 

•  Adds  a  MSG_END  message  to  the  outgoing  packet. 

•  Sets  the  outgoing  packet  size. 

•  Calls  ifx_write  to  write  the  packet  to  the  host_fd  file. 

•  Calls  ific_read  to  read  the  new  incoming  packet  from  the  host_fd  file. 

•  Resets  the  INBUF  and  OUTBUF  pointers. 


Called  By; 

_set_up_for_next_frame 

(through  *exchange_data_sim) 

Routines  Called: 

ifx_read 

ifx_write 

loc_ter_msg 

printf 

Parameters: 

INT_4 

state 

Returns: 

none 

1.4  init_drll 

interface 

The  init_drl  l_interface  function  establishes  the  DRl  1  as  the  current  interface.  This 
function  is  called  if  no  physical  interface  was  specified  at  startup.  (DR  11  is  the  default 
interface.) 

The  function  call  is  init_drll_interface().  The  function  does  the  following: 

•  Calls  open_drl  l_interface  to  open  the  DRl  1  device. 

•  Sets  the  *exchange_data  function  pointer  to  exchange_drl  l_data. 

•  Sets  the  *exchange_data_sim  function  pointer  to  exchange_drl  l_data_sim. 


Called  By:  initialize 


Routines  Called:  open_drl  l_interface 

printf 
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Parameters:  none 

Returns:  none 


2.10.2  host_enet_if.c 

The  functions  in  the  host_enet_if.c  CSU  are  used  to  exchange  data  packets  over  an  Ethernet 
physical  interface.  These  functions  are: 

•  open_enet_interface 

•  exchange_enet_data 

•  exchange_enet_data_sim 

•  slave_cig_enet_sync 

•  init_enet_interface 

Ethernet  mode  is  selected  by  specifying  the  "e"  argument  on  the  startup  command  line.  The 
operator  also  specifies: 

•  The  CIG's  Ethernet  mode:  1  (Master  CIG)  or  2  (Slave  CIG). 

•  The  Simulation  Host's  Ethernet  address. 

All  packet  buffers  include  a  standard  Ethernet  preamble  which  specifies  the  source  Ethernet 
address,  destination  Ethernet  address,  and  the  protocol 


2.10.2.1  open_enet_interface 

The  open_enet_interface  function  opens  the  enet:  device  as  the  host_fd  file.  This  function 
is  called  if  Ethernet  mode  has  been  established.  It  is  also  called  if  the  system  is  running 
under  Flea  and  Ethernet  mode  was  selected. 

The  function  call  is  open_enet_interface().  The  function  does  the  following: 

•  Opens  the  Ethernet  device  as  host_fd  in  read- write  mode. 

•  Insens  the  destination  (Simulation  Host's)  address  into  the  preamble  in  the 
incoming  Ethernet  buffer.  (The  is  requir^  because  FLEA  uses  INBUF  as  the 
output  buffer.) 

•  Inserts  the  destination  (Simulation  Host's)  address  into  the  preamble  in  the 
outgoing  Ethernet  buffer. 

•  Sets  the  protocol  in  the  preamble  to  PROTOCOL_SIM. 

•  Uses  ifxjoctl  to  set  up  the  function  pointers  used  by  the  other  Ethernet  interface 
routines  to  read  and  write  to  the  host_fd  quickly  (bypassing  IFX  overhead).  These 
function  pointers  are  ♦eccb,  *eread,  and  *ewrite. 

•  Sets  slave_init_mode  to  FALSE. 

•  Sets  startup  to  TRUE. 

If  the  enet:  device  cannot  be  opened,  open_enet_interface  outputs  an  error  and  exits  with  a 

1. 
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Called  By: 

init_enet_interface 

open_flea_interface 

Routines  Called: 

bcopy 

exit 

ifx_ioctl 

ifx_open 

printf 

Parameters: 

none 

Returns: 

none 

2.10.2.2  exchange_enet_data 

The  exchange_enet_data  function  exchanges  output  and  input  buffers  with  the  Simulation 
Host  during  any  CIG  state  other  than  simulation.  This  function  is  called  via  the 
*exchange_data  function  pointer  if  Ethernet  mode  has  been  established.  It  is  also  called  via 
the  *exchange  function  pointer  if  the  system  is  running  under  Flea  and  Ethernet  mode  was 
selected. 

The  function  call  is  exchange_enet_data(state),  where  state  is  the  current  state  of  the 
CIG.  exchange_enet_data  does  the  following: 

•  If  running  in  Flea  mode: 

-  Puts  the  Host's  Ethernet  address  in  the  outgoing  Ethernet  packet. 

-  If  flea_init_slave_cig_G  is  TRUE: 

*  Sets  the  variable  to  FALSE. 

*  Copies  INBUF  to  the  outgoing  (Flea->CIG)  Ethernet  buffer. 

*  Uses  the  *ewiite  function  pointer  to  write  the  outgoing  packet  to  the 
Ethernet  device. 

-  Uses  the  *eread  function  pointer  to  find  the  packet  from  the  CIG. 

-  Copies  the  incoming  (CIG->Flea)  packet  to  OUTBUF. 

-  Copies  INBUF  to  the  outgoing  (Flea->CIG)  Ethernet  packet. 

-  Uses  the  *ewrite  function  pointer  to  vmte  the  outgoing  packet  to  the 
Ethernet  device. 

•  If  not  running  in  Flea  mode: 

-  If  the  CIG  is  either  a  Master  CIG  or  a  Slave  CIG  that  has  started  its 
initialization  sequence: 

*  Calls  syserr  to  generate  a  MSG_SYS_ERROR  message. 

*  Adds  a  MSG_END  message  to  the  outgoing  packet. 

*  Sets  the  outgoing  packet  size. 

*  Copies  the  message  packet  to  the  outgoing  Ethernet  buffer. 

*  Uses  the  *ewrite  function  pointer  to  write  the  outgoing  buffer  to  the 
Ethernet  device. 

-  Uses  the  *eread  function  pointer  to  read  the  new  incoming  packet  from  the 
Ethernet  device. 

-  If  startup  is  TRUE  (indicating  that  this  is  the  first  writefread  attempt): 

*  If  the  incoming  buffer  is  empty,  delays  and  tries  again. 
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*  If  a  packet  is  returned,  sets  startup  to  FALSE.  If  the  CIG  is  running 
in  Slave  mode,  sets  slave_init_mode  to  TRUE. 

-  Copies  the  incoming  packet  to  INBUF. 

•  Resets  the  INBUF  and  OUTBUF  pointers. 

•  If  the  dr  1  lw_init_out  debug  switch  is  enabled,  calls  host_if_debug  to  display 
messages  contents  (if  the  debug  display  feature  is  enabled). 

The  function  exits  with  a  1  if  it  encounters  an  error  writing  to  the  Ethernet  device. 


Called  By: 

cig_config 

db_rrK:c_setup 

file_control 

flea_host_if 

get_msg_2d 

hw_test 

upstart 

Routines  Called: 

♦eread 

♦ewrite 

bcopy 

exit 

host_if_debug 

max 

printf 

putchar 

sc_delay 

syserr 

Parameters: 

INT_4 

Returns: 

none 

(through  *exchange_data) 
(through  *exchange_data) 
(through  ♦exchange_data) 
(through  ♦exchange) 
(through  *exchange_data) 
(through  *exchange_data) 
(through  *exchange_data) 


(in  debug  mode  only) 


state 


2.10.2.3  exchange_enet_data_slm 

The  exchange_enet_data_sim  function  exchanges  output  and  input  buffers  with  the 
Simulation  Host  during  a  simulation.  This  function  is  called  at  the  end  of  every  frame  if 
Ethernet  mode  has  been  established. 

The  function  call  is  exchange_enet_data_siin(state),  where  state  is  the  current  state  of 
the  CIG.  exchange_enet_data_sim  does  the  following: 

•  If  the  CIG  is  running  in  Master  mode: 

-  Calls  loc_ter_msg  to  generate  a  local  terrain  message  if  required  this  frame. 

-  Calls  syserr  to  generate  a  MSG_SYS_ERROR  error  message. 

-  Adds  a  MSG_END  message  to  the  outgoing  packet. 

-  Sets  the  outgoing  packet  and  buffer  size. 

-  Copies  the  packet  from  OUTBUF  to  the  Ethernet  buffer. 

-  Uses  the  *ewrite  function  pointer  to  write  the  outgoing  buffer  to  the 
Ethernet  device. 
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•  Starts  a  timer. 

•  Uses  the  ♦eread  function  pointer  to  read  the  incoming  message  packet 

•  If  buffer  cannot  be  read  (i.e.,  remains  empty)  before  the  REi^_TIMEOUT  occurs, 
outputs  an  error  to  stdout. 

•  If  a  packet  is  found,  copies  it  to  INBUF. 

•  Resets  the  INBUF  and  OUTBUF  pointers. 


Called  By: 


.set_up_for_next_ffame  (through  ♦exchange_data_sim) 


Routines  Called:  *eread 

♦ewrite 

bcopy 

loc_ter_msg 

max 

printf 

read_watch 

start_watch 

syserr 


Parameters:  INT_4  state 

Returns:  none 


2.10.2.4  slave_cig_enet_sync 

The  slave_cig_enet_sync  function  is  responsible  for  synchronizing  with  another  CIG. 

The  function  call  is  slave_cig_enet_sync(cig  type),  where  cig  type  is  1 
(ENET_MASTER_CIG)  or  2  ^NET_SLAVE_ClG).  slave_cig_enet_sync  does  the 
following: 

•  Oeates  an  outgoing  packet  that  contains  only  a  MSG_END  message. 

•  Copies  the  packet  ^m  OUTBUF  to  the  outgoing  Ethernet  buffer. 

•  Puts  the  Simulation  Host's  address  in  the  outgoing  Ethernet  buffer. 

•  If  the  CIG  is  running  in  Slave  mode,  uses  the  *ewrite  function  pointer  to  write  the 
outgoing  buffer  to  the  Ethernet  device. 

•  Using  the  *eread  function  pointer,  tries  to  get  the  incoming  buffer  from  the  Ethernet 
device;  tries  again  if  the  device  is  empty. 

•  Uses  the  *ewrite  function  pointer  to  write  the  outgoing  buffer  to  the  Ethernet 
device. 

•  Resets  the  INBUF  and  OUTBUF  pointers. 

The  function  exits  with  a  1  if  it  encounters  an  error  writing  to  or  reading  from  the  Ethernet 
device. 

This  function  is  not  currently  used. 


Called  By:  none 
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Routines  Called:  *eread 

♦ewrite 

bcopy 

exit 

max 

printf 

putchar 

sc_delay 


Parameters:  WORD 


cig_type 


Returns:  none 


2.10.2.5  init_enet_interface 

The  init_enet_interface  function  establishes  Ethernet  as  the  current  interface.  This  function 
is  called  if  Ethernet  mode  was  specified  at  startup. 

The  function  call  is  init_eneMnterface(master_or_sIave,  address),  where: 

master _or_slave  is  1  (ENET_MASTER_CIG)  or  2  (ENET_SLAVE_CIG) 
address  is  the  Simulation  Host's  Ethernet  address 

Both  the  Master/Slave  variable  and  the  Simulation  Host's  address  are  specified  on  the 
startup  command  line. 

init_enet_interface  does  the  following: 

•  Sets  enet_mode_G  to  the  value  specified  in  master  or  slave',  this  variable  is  used 
by  the  other  Ethernet  interface  routines. 

•  Outputs  the  Simulation  Host's  Ethernet  address  to  stdout. 

•  Calls  open_enet_interface  to  open  the  Ethernet  device  and  put  the  Host's  address  in 
the  Ethernet  buffers. 

•  Sets  the  *exchange_data  function  pointer  to  exchange_enet_data. 

•  Sets  the  *exchange_data_sim  function  pointer  to  exchange_enet_data_sim. 


Called  By:  initialize 


Routines  Called:  open_enet_interface 

printf 

sscanf 


Parameters:  INT_4 

char 


master_or_slave 

♦address 
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Returns:  none 


2.10.3  host_flea_if.c 

The  functions  in  the  host_flea_if.c  CSU  exchange  data  packets  between  the  CIG  and  the 
Flea  task.  Flea  emulates  a  Simulation  Host,  creating  message  packets  based  on  input  from 
the  Gossip  user  "driving"  the  simulation  vehicle  via  the  keyboard.  Flea  allows  a  CIG  to 
operate  in  stand-alone  noode,  without  connection  to  a  Simidation  Host 

The  functions  in  this  CSU  are: 

•  <^n_flea_interface 

•  exchange_flea_data 

•  flea_host_if 

•  init_flea_interface 

Rea  mode  is  specified  by  entering  the  "f  ’  switch  on  the  startup  command  line.  The 
operator  must  also  specify  the  desired  Rea  rrKxle,  which  controls  the  interface  routines 
used  to  communicate  between  the  real-time  software  and  Rea.  Available  modes  are: 

1  Normal 

2  DR0:(DR11) 

3  ENET:  (Ethernet) 

4  MPV 

5  SCSI 

In  Normal  mode,  no  physical  interface  routines  are  used  —  packets  are  not  written  to  or 
read  from  a  communications  device.  When  Rea  (acting  as  the  Simulation  Host)  puts  a  new 
packet  in  the  INBUF  buffer,  it  posts  a  message  to  an  intertask  mailbox  to  alert  the  real-time 
software.  When  the  real-time  software  puts  a  new  packet  in  the  OUTBUF  buffer,  it  posts  a 
mailbox  message  to  alert  Rea.  Each  task  then  gets  its  new  packet  directly  from  the  buffer. 

If  DRl  1  or  MPV  mode  is  selected,  the  DRl  1  routines  are  used.  Separate  routines  are 
provided  for  Ethernet  and  SCSI  modes. 


2.10.3.1  open_flea_interface 

The  open_flea_interface  function  calls  the  applicable  open_interface  function  to  set  up  the 
Rea  communications  path.  The  interface  is  selected  based  on  the  Rea  mode  entered  on  die 
startup  command  line. 


The  function  call  is  open_flea_interface().  The  function  does  the  following: 


Calls  the  apii^priate  open_interface  routine  based  on  the  flea_mode_G  variable  (set 
by  init_flea_interface): 


FLEA  DRll 
FLEA"MPV 
FLEA  ENET 
FLEA"SCSI 
FLEA  "NORMAL 


Calls  open_drl  l_interface 
C!alls  open_drl  l_interface 
Calls  open_enet_interface 
C!alls  open_scsi_interface 
No  action 


Creates  an  outgoing  message  packet  containing  a  MSG_END  message. 
Sets  the  message  packet  size. 
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•  Resets  the  INBUF  and  OUTBUF  pointers. 


Called  By: 
Routines  Called: 

Parameters: 


init_flea_interface 


c^n_drl  l_interface 
open_enet_interface 
open_scsi_interface 


none 


Returns:  none 


2.10.3.2  exchange_flea_data 

The  exchange_flea_data  function  exchanges  output  and  input  buffers  with  the  Flea  task. 
This  function  is  called  via  the  *exchange_data  or  ♦exchange_data_sim  function  pointer  if 
Flea  mode  has  been  established. 

The  function  call  is  exchange_flea  data(state),  where  state  is  the  current  state  of  the 
CIG.  exchange_flea_data  doe^the  following: 

•  If  the  drl  l_pkt_debug  switch  is  enabled,  outputs  the  packet  sizes  to  stdout. 

•  Calls  loc_terjmsg  to  generate  a  local  terrain  message  if  required  this  frame. 

•  Calls  SYSERR  to  generate  a  MSG_SYS_ERROR  message  to  report  errors  in  the 
previous  frame. 

•  Adds  a  MSG_END  message  to  the  outgoing  packet. 

•  Sets  the  outgoing  packet  size. 

•  Posts  a  message  to  the  FLEA_OUTPUT_MB  mailbox. 

•  Waits  for  a  message  to  be  jrosted  to  the  FLEA_INPUT_MB  mailbox. 

•  Sets  the  omsg  and  imsg  pointers  to  the  buffers  just  processed. 

•  Verifies  that  the  INBUF  packet  version  and  software  level  are  compatible. 

•  If  the  drl  lw_init_out  debug  switch  is  enabled,  calls  host_if_debug  to  display 
messages  contents  (if  the  debug  display  feature  is  enabled). 

If  Flea  is  running  in  FLEA_NORMAL  mode,  this  is  the  only  routine  called  to  exchange 
packets.  If  a  physical  interface  was  specified,  fIea_host_if  calls  the  appropriate 
exchange_data  routine  also. 


Called  By: 

_set_up_for_next_frame 

(through  *exchange_data_sim) 

cig_config 

(through  ♦exchange_data) 

db_mcc_setup 

(through  *exchange_data) 

file_control 

(through  *exchange_data) 

get_msg_2d 

(through  *exchange_data) 

hw_test 

(through  *exchange_data) 

upstart 

(through  *exchange_data) 

Routines  Called: 

host_if_debug 
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loc_ter_msg 

printf 

rt_pend 

sc  post 

SYSERR 

Parameters: 

INT_4 

state 

Returns: 

none 

2.10.3.3  fIea_host_if 

The  flea_host_if  function  establishes  the  communications  interface  for  use  while  the  system 
is  running  under  Flea  control,  and  calls  the  appropriate  exchange_data  routine  to  exchange 
packets  each  ftame  during  the  Flea  exercise.  This  function  is  called  at  startup  if  the 
operator  specified  Flea  ttii^e  on  the  command  line,  and  the  Flea  nxxle  is  anything  except 
FLEA.NORMAL. 


The  function  call  is  flea_host_if().  The  function  does  the  following: 


FLEA  DRll 
FLEA"MPV 
FLEA”ENET 
FLEA"  SCSI 


Sets  the  *exchange  function  pointer  to  the  appropriate  exchange_data  routine,  based 
on  the  flea_mode_G  variable  (set  by  init_flea_interface).  This  function  pointer  is 
used  only  by  flea_hosOf. 

exchange.drl l_data 
exchange_drl  l_data 
exchange_enet_data 
exchange_scsi_data 
Prompts  the  user  to  initialize  Flea  via  Gossip. 

Waits  until  the  go_fIy_flag  variable  is  set  (indicating  that  Flea  is  initialized). 

Posts  a  message  to  the  FLEA_OlJTPUT_MB  mailbox. 

Waits  for  a  message  to  be  posted  to  the  FLEA_INPUT_MB  mailbox. 

During  the  Flea  exercise: 

-  Uses  the  *exchange  function  pointer  to  call  the  appropriate  exchange_data 
routine  each  frame;  the  state  is  set  to  C_SIMULATI()N. 

-  Uses  the  FLEA_OUTPUT_MB  and  FLEA_INPUT_MB  mailboxes  to  post 
and  receive  messages. 


If  an  invalid  Flea  mode  is  detected,  the  function  outputs  an  error  and  exits  with  a  1. 


Called  By:  main  (in  rtt.c) 


Routines  Called:  ♦exchange 

exit 

printf 

rt_pend 

sc_delay 

sc_post 
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Parameters;  none 


Returns:  none 


2.10.3.4  init_flea_interface 

The  init_flea_interface  function  sets  the  Flea  interface  as  the  current  Host  interface  by 
setting  both  the  *exchange_data  and  *exchange_data_sim  function  pointers  to 
exchange_flea_data.  This  function  is  called  if  Flea  mode  was  specihed  at  startup. 

The  function  call  is  init_flea_interface(mode),  where  mode  is  one  of  the  following: 

1  (FT,EA_NORMAL)  -  no  interface 

2  (FLEA_DR0)  -  DRll-W  interface 

3  (FLEA_ENET)  -  Ethernet  interface 

4  (FLEA_MPV)  -  MPV  interface;  DRl  1-W  interface  is  actually  used 

5  (FLEA_SCSI)  -  SCSI  interface 

The  mode  is  specified  by  the  operator  on  the  startup  command  line. 
init_flea_interface  does  the  following: 

•  Sets  flea_mode_G  to  the  specified  mode . 

•  Calls  open_flea_interface  to  open  the  specified  interface  (Ethernet,  DR  1 1 ,  etc.). 

•  Sets  the  ♦exchange_data  and  *exchange_data_sim  function  pointers  to 
exchange_flea_data. 


Called  By:  initialize 


Routines  Called:  open_flea_interface 

printf 


Parameters:  INT_4  mode 

Returns:  none 


2.10.4  host_if_debug.c 

The  functions  in  the  host_if_debug.c  CSU  are  used  to  display  SIM-to-CIG  and  CIG-to- 
SIM  messages  each  frame.  Debug  message  display  is  controlled  as  follows: 

•  Message  display  must  be  enabled  through  Gossip  using  the  "display  config. 
messages"  or  "A splay  DRl  IW  messages"  option.  Either  option  sets  the 
drl  lw_init_out  debug  switch  to  TRUE.  This  switch  is  initialized  to  FALSE  and  is 
also  set  to  FALSE  when  a  simulation  is  started. 
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•  By  default,  all  message  types  are  enabled  for  display.  (Gossip  sets  this  on  startup.) 
This  can  be  changed  through  Gossip  using  the  "select  host  i/f  msgs  menu"  option. 
The  user  can  enable  all  or  selected  message  types,  disable  all  or  selected  message 
types,  or  review  the  message  types  currently  enabled  for  debug  display. 

If  debug  message  display  is  enabled,  the  cigsimiojobj  functions  (in  the  Real-Time 
Processing  CSC)  copy  jJl  messages  to  a  temporary  buffer  each  frame.  The  host_if_debug 
functions  get  the  messages  to  be  displayed  from  this  buffer.  (If  desired,  the  messages  in 
this  buffer  can  also  be  written  to  a  disk  file.  This  feature,  called  recording,  is  set  up  using 
the  "record  i/f  messages  menu"  option  on  the  Gossip  main  menu.  It  is  implemented  by  the 
cigsimio_obj  functions.  The  recorded  file  can  be  played  back  through  Flea.) 

If  debug  display  is  enabled,  the  contents  of  all  selected  message  types  are  sent  to  stdout 
every  frame.  TTie  actual  print  process  is  handled  by  the  print_msg_*  functions  in  the 
Message  Processing  CSC.  These  functions  are  tailored  to  each  message  type  to  provide  a 
formatted,  readable  display. 

The  functions  in  this  CSU  are: 

•  msg_shell_sort 

•  host_enable_all_debug_msgs 

•  host_disable_all_debug_msgs 

•  host_if_debug_init 

•  clear_line 

•  host_if_display_enabled_msgs 

•  host_list_msgs 

•  host_if_enable_debug_msgs 

•  host_if_disable_debug_msgs 

•  host_if_debug_main_menu 

•  host_if_debug_menu 

•  host_if_debug_tick 

•  host_if_debug 


2.10.4.1  msg_shen_sort 

The  msg_shell_sort  function  sorts  the  array  of  message  types  alphabetically  by  name 
instead  of  numerically  by  message  code.  The  alphabetized  array  is  sorted_msg_ids[].  This 
array  is  used  to  display  Ae  message  types  in  alphabetical  order  for  the  user  to  review  or 
change  which  messages  are  enabled  for  debug  display. 

This  function  is  called  when  debug  display  is  initialized.  Alphabetical  order  is  therefore  set 
as  the  default  for  the  user's  display.  The  user  can  select  an  option  on  the  Host  Interface 
Debug  menu  to  use  numerical  order  instead. 

The  function  call  is  msg_sheIl_sort(). 


(I!alled  By:  host_if_debug_init 


Routines  Called:  strcmp 
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Parameters:  none 

Returns:  none 


2.10.4.2  host_enable_all_debug_msgs 

The  host_enable_all_debug_msgs  function  sets  the  message_enabled  flag  to  TRUE  for 
every  message  type.  This  causes  all  messages  to  be  displayed  each  frame  if  debug  message 
display  is  enabl^.  This  function  is  called  by  gossip  at  startup,  which  has  the  effect  of 
defaulting  to  all  messages  being  enabled  for  display.  This  function  is  also  called  if  the  user 
selects  the  a  ("all  messages  enabled")  option  from  the  Host  Interface  Debug  menu. 

The  function  call  is  host_enabIe_all_debug_msgs(). 


Called  By:  gossip 

host_if_debug_menu 


Routines  Called:  none 

Parameters:  none 

Returns:  none 

2.10.4.3  host_disable_alI_debug_msgs 

The  host_disable_all_debug_msgs  function  function  sets  the  message_enabled  flag  to 
FALSE  for  every  message  type.  This  stops  all  messages  from  being  displayed.  This 
function  is  called  if  the  user  selects  the  z  ("zero  messages  enabled")  option  from  the  Host 
Interface  Debug  menu. 

The  function  call  is  host_disable_all_debug_msgs(). 

Called  By:  host_if_debug_menu 

Routines  Called:  none 

Parameters:  none 


Returns: 


none 


BBN  Systems  and  Technologies 


GTIOO  RTSW  CSCI 


2.10.4.4  host_if_debug_init 

The  host_if_debug_init  function  initializes  the  array  used  to  display  the  contents  of  all  or 
selected  message  types  every  frame.  This  function  is  called  when  gossip  starts  up. 

The  function  call  is  host_if_debug_init().  The  function  does  the  following: 

•  If  msg_debug_init_flag  is  FALSE  (indicating  that  message  display  has  not  been 
initialized): 

-  C^s  init_print_msg_array  to  irtitialize  the  print_msg  array. 

-  Sets  a  pointer  (message_enabled)  to  the  array  returned  by 
init_print_msg_array.  (This  array  holds  each  message  type's  enabled  flags 
and  the  name  of  the  print_msg  function  used  to  print  it  It  is  used  by 
host_if_debug_tick  to  determine  whether  a  given  message  should  be 
displayed,  and  to  call  the  correct  print_msg  function  to  do  so.) 

-  Allocates  memory  for  a  sorted  list  of  the  message  ids. 

-  Sets  msg_debug_init_flag  to  TRUE. 

•  Calls  msg_shell_sort  to  sort  the  messages  alphabetically  by  type  instead  of 
numerically  by  code,  for  use  when  the  list  is  displayed  to  the  Gossip  user.  (The 
sort  order  can  be  toggled  using  an  option  on  the  Host  Interface  Debug  menu.) 

•  Sets  alphaorder  to  TTIUE  (messags  are  sorted  alphabetically). 


Called  By:  gossip 


Routines  Called:  init_print_msg_array 

malloc 

msg_shell_sort 


Parameters:  none 


Returns:  none 

2.10.4.5  clearjine 

The  clear_line  function  outputs  a  blank  line.  This  function  is  called  to  clear  the  prompt  line 
at  the  bottom  of  the  screen  before  displaying  a  prompt  to  the  user. 

The  function  call  is  clear  line(). 


Called  By:  host_if_debug_menu 

host_if_display_enabled_msgs 

host_if_disable_debug_msgs 

host_if_enable_debug_msgs 


Routines  Called:  printf 
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Parameters:  none 

Returns:  none 


2.10.4.6  host_if_display_enabled_msgs 

The  host_if_display_enabled_msgs  function  displays  a  list  of  all  message  types  currently 
enabled  for  debug  display.  This  fonction  is  called  the  user  selects  the  d  ("display  which 
messages  have  b^n  enabled")  option  from  the  Host  Interface  Debug  menu. 

The  function  call  is  host_if_display_enabled_msgs().  The  function  does  t^e 
following:  ~  ~  ~ 

•  Clears  the  screen. 

•  Displays  the  name  and  code  of  each  message  type  currently  enabled  for  debug 
display  (i.e.,  every  message  type  that  has  its  message_enabled  flag  set  to  TRUE). 

•  Displays  a  message  that  the  listed  messages  have  been  enabled  for  debug  printing. 

•  Gets  and  discards  the  keystroke  entered  by  the  user  (indicating  that  the  user  is  ready 
to  proceed). 

•  If  tihe  drl  lw_init_out  debug  switch  is  enabled,  calls  host_if_debug  to  display 
messages  contents  (if  the  debug  display  feature  is  enabled). 


Called  By:  host_if_debug_menu 


Routines  Called:  blank 

clear_line 

cup 

host_if_debug_main_menu 

printf 

unbf_getchar 


Parameters:  none 

Returns:  none 


2.10.4.7  host_list_msgs 

The  host_list_msgs  function  displays  a  list  of  all  message  types  and  their  index  numbers. 
The  user  refers  to  this  list  to  select  the  message  types  to  be  enabled  for  debug  display.  This 
function  is  called  if  the  user  enters  ?  (help)  when  specifying  the  message  types  to  be 
enabled. 

The  function  call  is  host_list_msgs().  The  function  does  the  following: 

•  Clears  the  screen. 
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•  Displays  the  name  and  index  number  of  each  message  type. 


Called  By:  host_if_disable_debug_msgs 

host_if_enable_debug_msgs 


Routines  Called:  blank 

cup 

printf 


Parameters:  none 


Returns:  none 


2.10.4.8  host_if_enable_debug_msgs 

The  host_if_enable_debug_msgs  function  lets  the  user  select  the  message  types  to  be 
enabled  for  debug  display.  This  function  is  called  if  the  user  selects  the  e  ("enable 
messages  to  be  displayed")  option  from  the  Host  Interface  Debug  menu. 

The  function  call  is  host_if_enable_debug_msgs().  The  function  does  the  following: 

•  dlalls  host_list_msgs  to  display  all  message  types  and  their  index  numbers. 

•  Prompts  the  user  for  the  index  number  of  the  message  type  to  be  enabled. 

•  If  the  user  enters  a  valid  number: 

-  Sets  ♦he  message_enabled  flag  for  the  specified  message  type  to  TRUE. 

-  Displays  a  confirmation  message. 

•  If  the  user  enters  an  invalid  number: 

-  Displays  an  error  message. 

•  If  the  user  enters  ?: 

Calls  host_hst_msgs  to  redisplay  the  list. 

•  If  the  user  enters  x  (exit): 

Calls  host  if  .debug  main  menu  to  redisplay  the  Host  Interface  Debug 
menu. 


Called  By: 


Routines  Called: 


Parameters: 


host_if_debug_menu 


atoi 

clear_line 

cup 

host_if_debug_main_menu 

host_list_msgs 

printf 

scanf 

strcpy 


none 
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Returns:  none 


2.10.4.9  host_if_disabIe_debug_msgs 

The  host_if_disable_debu^msgs  function  lets  the  user  disable  debug  display  for  selected 
message  types.  This  function  is  called  if  the  user  selects  the  u  ("disable  display  of 
message")  option  from  the  Host  Interface  Debug  menu. 

The  function  call  is  host_if_disable_debug_msgs().  The  function  does  the  following: 

•  Calls  host_list_msgs  to  display  all  message  types  and  their  index  numbers. 

•  Prompts  the  user  for  the  index  number  of  the  message  type  to  be  disabled. 

•  If  the  user  enters  a  valid  number: 

If  the  specified  message  type  is  currently  enabled,  sets  its  message_enabled 
flag  to  FALSE  and  displays  a  confirmation  message. 

-  If  the  specified  message  type  is  already  disabled,  displays  an  error  message. 

•  If  the  user  enters  an  invalid  number: 

-  Displays  an  error  message. 

•  If  the  user  enters?: 

-  Calls  host_list_msgs  to  redisplay  the  list. 

•  If  the  user  enters  x  (exit): 

-  Calls  host_if_debug_main_menu  to  redisplay  the  Host  Interface  Debug 
menu. 


Called  By:  host_if_debug_menu 


Routines  Called:  atoi 

clear_line 

cup 

host_if_debug_main_menu 

host_list_msgs 

printf 

scanf 

strcpy 


Parameters:  none 

Returns:  none 


2.10.4.10  bost_if_debug_niain_menu 

The  host_if_debug_main_menu  function  displays  the  Host  Interface  Debug  menu.  This 
function  is  called  if  the  user  enters  ?  at  the  "Host  Debug>"  prompt.  It  is  also  called  when 
the  user  finishes  using  an  option  selected  from  the  Host  Interface  Debug  menu  (e.g., 
finishes  selecting  messages  to  be  displayed). 
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The  function  call  is  host_if_debug_main_menu().  The  function  clears  the  screen  and 
then  displays  the  menu.  ~  ~ 

The  option  selected  by  the  user  is  processed  by  the  host_if_debug_menu  function.  Refer  to 
host_if_debug_menu  for  a  list  of  the  options  (hsplayed  on  the  menu. 


Called  By:  host_if_debug_menu 

host_if_display_enabled_msgs 

host_if_disable_debug_msgs 

host_if_enable_debug_msgs 


Routines  Called:  blank 

cup 

printf 


Parameters:  none 


Returns:  none 


2.10.4.11  host_if_debug_menu 

The  host_if_debug_menu  function  processes  the  user's  selection  on  the  Host  Interface 
Debug  menu.  TTiis  function  is  called  if  the  user  selects  the  h  ("select  host  i/f  msgs  menu") 
option  from  the  Gossip  main  menu. 

The  function  call  is  host_if_debug_menu().  The  function  displays  the  "Host  Debug>" 
prompt,  gets  the  user's  keystroke,  and  processes  the  user's  selection  (usually  by  calling 
another  function). 

The  following  table  lists  (in  alphabetical  order)  the  options  supported  by 
host_if_debug_menu,  and  shows  the  steps  it  performs  to  process  each  one.  The  menu 
itself  is  displayed  by  host_if_debug_main_menu.  Options  flagged  with  an  asterisk  are 
supported  but  do  no  appear  on  the  menu. 
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Host  Interface  Debug  Menu 
Option 

Processing  by  host_if_debug_inenu 

?*  Display  this  menu 

Calls  host_if_debug_main_menu. 

a  all  messages  enabled 

Calls  host_enable_all_debug_msgs. 

D  Display  which  msgs  have  been 
enabled  for  realtime 

(not  currently  implemented) 

d  display  which  messages  have  been 
enabled 

Calls  host_if_display_enabled_msgs. 

E  Enable  msgs  to  display  in  realtime 

(not  currently  implemented) 

e  enable  messages  to  be  displayed 

Calls  host_if_enable_debug_msgs. 

0  order  in  which  to  display; 
alphabetic/numeric  toggle 

Toggles  alphacrder  variable;  di^lays  new  state 
(alphabetical  cvder  at  nummcal  order). 

s  edit  which  states  to  display 

(not  current  implemented) 

u  disable  display  of  message 

Calls  host_if_disable_debug_msgs. 

X  exit  this  submenu 

Exits. 

Z  Tjixo  realtime  msgs  enabled 

(not  currently  implemented) 

z  zero  messages  enabled 

Calls  host_disable_all_debug_msgs. 

Called  By; 
Routines  Called: 


gossip_tick 


clear_line 

cup 

host_disable_all_debug_msgs 

host_enable_all_debug_msgs 

host_if_debug_main_menu 

host_if_disable_debug_msgs 

host_if_display_enabled_msgs 

host_if_enable_debug_msgs 

printf 

unbf_getchar 


Parameters: 

Returns: 


none 


none 


2.10.4.12  host_if_debug_tick 

The  host_if_debug_tick  function  is  responsible  for  displaying  the  contents  of  each  enabled 
message  each  frame.  All  messages  from  the  previous  fra^  are  stored  in  a  temporary 
buffer  by  cigsimio_write  (in  the  Real-Time  Processing  CSC).  host_if_debug_tick  first 
checks  to  see  if  the  message  type  is  enabled  for  debug  display,  then  calls  the  appropriate 
print_msg  function  (in  the  Message  Processing  CSC)  to  output  the  message  to  stdout.  The 
print_msg  function  is  called  by  indexing  into  Ae  message_enabled[]  array. 
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The  function  call  is  host_if_debug_tick(pkt_P,  pktjen),  where: 

pkt_P  is  a  pointer  to  the  cigsimio  buffer 

pkt  jen  is  the  length  in  bytes  of  the  cigsimio  buffer 

host_if_debug_tick  does  the  following: 

•  Examines  the  tag  record  attached  to  the  buffer. 

-  If  the  tag  is  valid,  outputs  the  tag  (SIM=>CIG  or  CIG=>SIM),  frame 
number,  time,  and  size  in  bytes. 

-  If  the  tag  is  invalid,  outputs  the  tag  data  and  exits. 

•  Processes  each  message  in  the  packet  in  turn. 

-  If  the  message  type  is  M_LT_PIECE  and  MSG_LT_PIECE  messages  are 
enabled  for  debug  display,  calls  print_msg_lt  j)iece  to  output  the  message  to 
stdout. 

-  If  the  message  type  is  any  other  valid  message  and  that  type  is  enabled  for 
debug  display,  indexes  into  the  message_enabledO  array  to  call  the 
appropriate  print_msg  function  to  output  the  message  to  stdout. 

-  If  the  message  type  is  invalid,  outputs  an  error. 

The  message_enabled[]  array  is  indexed  by  message  type.  Each  array  element  includes  the 
name  of  the  print_msg  function  that  prints  that  message  type.  For  more  information  on  this 
structure,  see  print_msg.c  in  the  Message  Processing  CSC. 


Called  By:  debu^initdr 

host_if_debug 


Routines  Called:  *(message_enabled[msg_type].print_msg) 

fflush 

GLOB 

print_msg_lt_piece 

printf 


Parameters:  INT_4  *pkt_P 

INT_4  pktjen 


Returns:  none 


2.10.4.13  host_if_debug 

The  host_if_debug  function  gets  a  pointer  to  the  current  frame's  temporary  message  buffer 
created  by  cigsimio_write,  then  calls  host_if_debug_tick  to  display  the  contents  of  all 
enabled  messages.  This  function  is  called  every  frame  by  the  exchange_data  routines  if  the 
drl  lw_init_out  debug  switch  is  on.  (The  exchange_data  routines  are  used  to  exchange 
message  packets  during  every  CIG  state  except  simulation.)  The  drl  lw_init_out  debug 
switch  can  be  toggled  by  selecting  the  i  ("display  config.  messages")  option  from  the 
Gossip  main  menu. 
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host_if_debug  is  also  called  if  the  user  selects  the  d  ("display  DRl  IW  messages")  option 
from  any  of  several  Gossip  menus. 

The  function  call  is  host_if_debug().  The  function  does  the  following; 

•  Clears  any  stray  messages  from  the  cigsimio_complete_mbx  mailbox. 

•  Calls  cigsimio_buffer_init  to  initialize  the  message  buffer  and  set  the 
cigsimio_log_request  variable  to  TRUE.  (TTiis  triggers  the  cigsimio_obj  functions 
to  write  the  messages  to  the  temporary  buffer  each  fiame.) 

•  If  single_step  mode  is  set,  calls  sysrup_on  to  turn  interrupts  on  by  posting  a 
message  to  the  SIMULA'nON_MB  mailbox. 

•  Waits  for  a  message  to  be  posted  to  the  cigsimio_complete_mbx  mailbox.  This 
message  is  posted  at  the  end  of  each  frame  by  cigsimio_frame_end.  It  indicates  that 
all  messages  from  the  current  frame  have  been  written  to  the  buffer. 

•  Calls  cigsimio_get_data  to  get  a  pointer  to  the  buffer. 

•  Calls  host_if_debug_tick  to  process  the  messages  in  the  buffer. 


CaUedBy: 

exchange_drl  l_data 

exchange_enet_data 

exchange_flea_data 

exchange_mpv_data 

exchange_scsi_data 

exchange_socket_data 

gos_120tx 

gos_mpvio 

gos_system 

gossip_tick 

Routines  Called: 

cigsimio_buffer_init 

cigsimio_get_data 

host_if_debug_tick 

rt_pend 

sc_accept 

sysrup_on 

Parameters: 

none 

Returns: 

none 

2.10.5  host_mpv_if.c 

The  functions  in  the  host_mpv_if.c  CSU  exchange  data  packets  over  an  MPV  interface. 
These  functions  are: 

•  qpen_mpv_interface 

•  exchange_mpv_data 

•  exchange_mpv_data_sim 

•  init_mpv_interface 
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MPV  mode  is  specified  by  including  the  "m"  argument  on  the  startup  command  line.  The 
operator  also  specifies  the  CIG  and  Simulation  Host  identifiers. 


2.10.5.1  open_mpv_interface 

The  open_mpv_interface  function  establishes  the  MPV  communication  channel  with  the 
Simulation  Host. 

The  function  call  is  open_mpv_interface().  The  function  does  the  following; 

•  Calls  cifjnit  to  initialize  the  QG  host  id. 

•  Calls  cif_connect  to  establish  the  connection  with  the  Simulation  Host  host  id. 

•  Puts  a  dummy  message  into  INBUF. 


Called  By: 

init_mpv_interface 

Routines  Called: 

cif_connect 

cif_init 

Parameters: 

none 

Returns: 

none 

5.2  exchange_ 

_mpv_data 

The  exchange_mpv_data  function  exchanges  output  and  input  buffers  with  the  Simulation 
Host  during  any  CIG  state  other  than  simulation.  This  function  is  called  via  the 
*exchange_data  function  pointer  if  MPV  mode  has  been  established. 

The  function  call  is  exchange_mpv_data(state),  where  state  is  the  current  state  of  the 
CIG.  exchange_mpv_data  does  the  following: 

•  If  the  drl  l_pkt_debug  switch  is  enabled,  outputs  the  packet  sizes  to  stdout. 

•  Generates  a  MSG_SYS_ERROR  message  to  report  errors  in  the  previous  frame. 

•  Adds  a  MSG_END  message  to  the  outgoing  packet. 

•  Sets  the  outgoing  packet  size. 

•  Calls  cif_send  to  write  the  packet  from  OUTBUF  to  the  SIM  host  id. 

•  Calls  cif_receive  to  read  the  new  incoming  packet  fiom  the  SIM  host  id  to  INBUF. 

•  Resets  the  INBUF  and  OUTBUF  pointers. 

•  If  the  drl  1  w_init_out  debug  switch  is  enabled,  calls  host_if_debug  to  display 
messages  contents  (if  the  debug  display  feature  is  enabled). 


CaUed  By: 


cig_config 

db_mcc_setup 

file_control 

get_msg_2d 

hw_test 


(through  *exchange_data) 
(through  *exchange_data) 
(through  *exchange_data) 
(through  *exchange_data) 
(through  *exchange_data) 
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upstart  (through  *exchange_data) 


Routines  (Tailed;  cif_receive 

cif_send 

host_if_debug 

printf 


Parameters;  INT_4  state 

Returns;  none 


2.10.5.3  exchange_mpv_data_sim 

The  exchange_mpv_data_sim  function  exchanges  output  and  input  buffers  with  the 
Simulation  Host  during  a  simulation.  This  function  is  called  (via  the  *exchange_data_sim 
function  pointer)  at  the  end  of  every  frame  if  MPV  mode  has  been  established. 

The  function  call  is  exchange_mpv_data_sim(state),  where  state  is  the  current  state  of 
the  CIG.  exchange_mpv_data_sim  does  the  following; 

•  If  the  drl  l_pkt_debug  switch  is  enabled,  outputs  the  packet  sizes  to  stdout. 

•  (Tails  loc_ter_msg  to  generate  a  local  terrain  message  if  one  is  required  this  frame. 

•  Adds  a  MSG_END  message  to  the  outgoing  packet. 

•  Sets  the  outgoing  packet  size. 

•  Calls  cif_send  to  write  the  packet  from  OUTBUF  to  the  SIM  host  id. 

•  Calls  cif_receive  to  read  the  new  incoming  packet  from  the  SIM  host  id  to  INBUF. 

•  Resets  the  INBUF  and  OUTBUF  pointers. 


(Tailed  By; 


.set_up_for_next_frame  (through  *exchange_data_sim) 


Routines  Called;  cif_receive 

cif_send 

loc_ter_msg 

printf 


Parameters;  INT_4  state 

Returns;  none 

2.10.5.4  init_mpv_interface 

The  init_mpv_interface  function  establishes  MPV  as  the  current  interface  to  the  Simulation 
Host.  This  function  is  called  if  MPV  mode  was  specified  at  startup. 

The  function  call  is  init_mpv_interface(mine,  his),  where; 
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mine  is  the  CIG's  host  id  specified  at  startup 

his  is  the  Simulation  Host's  host  id  specified  at  startup 

init_mpv_interface  does  the  following: 

•  Sets  the  host  ids:  cig_host_if_id  (CIG)  and  sim_host_if_id  (Simulation  Host). 

•  Calls  open_mpv_interface  to  open  the  communications  path. 

•  Calls  host_if_buffer_init  to  initialize  the  output  buffer  header  (without  reinitializing 
the  buffers). 

•  Sets  the  *exchange_data  function  pointer  to  exchange_mpv_data. 

•  Sets  the  *exchange_data_sim  function  pointer  to  exchange_mpv_data_sim. 


Called  By:  initialize 


Routines  Called:  host_if_buffer_init 

open_mpv_interface 

printf 


Parameters:  INT_4 

INT_4 


mine 

his 


Returns:  none 


2.10.6  host_scsi_if.c 

The  functions  in  the  host_scsi_if.c  CSU  exchange  data  packets  over  a  SCSI  physical 
interface.  These  functions  are: 

•  open_scsi_interface 

•  exchange_scsi_data 

•  exchange_scsi_data_sim 

•  init_scsi_interface 

SCSI  interface  mode  is  set  by  including  the  "z"  argument  on  the  startup  command  line. 


2.10.6.1  open_scsi_interface 

The  open_scsi_interface  function  opens  the  initiator  channel  for  writing  data  out  to  the 
Simulation  Host,  and  the  target  channel  for  receiving  data  from  the  Simulation  Host. 

The  function  call  is  open_scsiJnterface().  The  function  does  the  following: 

•  Opens  the  SCSI  device  as  the  init_fd  (initiator  channel)  in  write-only  mode. 

•  Opens  the  CIG  as  the  targ_fd  (target  channel)  in  read-only  mode. 

If  either  device  cannot  be  opened,  the  function  outputs  an  error  and  exits  with  a  1. 
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Called  By: 


init_scsi_interface 

open_flea_interface 


Routines  Called: 


exit 

open 

printf 

sprintf 


Parameters: 


none 


Returns:  none 


2.10.6.2  exchange_scsi_data 

The  exchange_scsi_data  function  exchanges  output  and  input  buffers  with  the  Simulation 
Host  during  any  CIG  state  other  than  simulation.  This  function  is  called  via  the 
*exchange_data  function  pointer  if  SCSI  mode  has  been  established.  It  is  also  called  via 
the  *exchange  function  pointer  if  the  system  is  running  under  Flea  and  SCSI  mode  was 
selected. 

The  function  call  is  exchange_scsi  data(state),  where  state  is  the  current  state  of  the 
CIG.  exchange_scsi_data  doerthe  Allowing: 

•  If  the  scsi_pkt_debug  switch  is  enabled,  outputs  the  packet  sizes  to  stdout. 

•  Calls  SYSERR  to  generate  a  MSG_SYS_EfeOR  message  to  report  errors  in  the 
previous  frame. 

•  Adds  a  MSG_END  message  to  the  outgoing  packet. 

•  Sets  the  outgoing  packet  size. 

•  Writes  the  outgoing  packet  from  OUTBUF  to  init_fd. 

•  Reads  the  new  incoming  packet  from  targ_fd  into  INBUF. 

•  Resets  the  INBUF  and  OUTBUF  pointers. 

•  If  the  drl  lw_init_out  debug  switch  is  enabled,  calls  host_if_debug  to  display 
messages  contents  (if  the  debug  display  feature  is  enabled). 


Called  By: 


Routines  Called: 


cig_config 

(through  *exchange_data) 

db_mcc_setup 

(through  *exchange_data) 

file_control 

(through  *exchange_data) 

flea_host_if 

(through  *exchange) 

get_msg_2d 

(through  *exchange_data) 

hw_test 

through  *exchange_data) 

upstart 

(through  ♦exchange_data) 

host_if_debug 

printf 

read 

SYSERR 

write 
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Parameters:  INT_4  state 

Returns:  none 


2.10.6.3  exchange_scsi_data_siin 

The  exchange_scsi_data_sim  function  exchanges  output  and  input  buffers  with  the 
Simulation  Host  during  a  simulation.  This  function  is  called  (via  the  *exchange_data_sim 
function  pointer)  at  the  end  of  every  frame  if  SCSI  mode  has  been  established. 

The  function  call  is  exchange  scsi_data_sim(state),  where  state  is  the  current  state  of 
the  CIG.  exchange_scsi_data_sim  does  the  following: 

•  If  the  scsi_pkt_debug  switch  is  enabled,  outputs  the  packet  sizes  to  stdout. 

•  Calls  loc_ter_msg  to  generate  a  local  terrain  message  if  one  is  required  this  frame. 

•  Calls  SYSERR  to  generate  a  MSG_SYS_ERROR  message  to  report  errors  in  the 
previous  frame. 

•  Adds  a  MSG_END  message  to  the  outgoing  packet. 

•  Sets  the  outgoing  packet  size. 

•  Writes  the  outgoing  packet  from  OUTBUF  to  init_fd. 

•  Reads  the  new  incoming  packet  from  targ_fd  into  INBUF. 

•  Resets  the  INBUF  and  OUTBUF  pointers. 


Called  By: 


.set_up_for_next_frame  (through  ♦exchange_data_sim) 


Routines  Called:  loc_ter_msg 

printf 

read 

SYSERR 

write 


Parameters:  INT_4  state 

Returns:  none 


2.10.6.4  init_scsi_interface 

The  init_scsi_interface  function  establishes  SCSI  as  the  current  interface.  This  function  is 
called  at  startup  if  SCSI  iTKxle  was  specified  on  the  command  line. 

The  function  call  is  init_scsMnterface().  The  function  does  the  following: 

•  Calls  open_scsi_interface  to  open  the  SCSI  device  channels. 

•  Sets  the  ♦exchange_data  function  pointer  to  exchange_scsi_data. 

•  Sets  the  *exchange_data_sim  function  pointer  to  exchange_scsi_data_sim. 
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Called  By:  initialize 

Routines  Called:  open_scsi_interface 

printf 

Parameters:  none 


Returns:  none 


2.10.7  host_socket_if.c 

The  functions  in  the  host_socket_if.c  CSU  exchange  data  packets  over  a  Socket  physical 
interface.  These  functions  are: 

•  open_socket_interface 

•  exchange_socket_data 

•  exchange_socket_data_sim 

•  init_socket_interface 

Socket  mode  is  specified  with  the  "x"  argument  on  the  startup  command  line.  The  user 
also  enters  the  socket  interface  name. 


2.10.7.1  open_sockeMnterface 

The  open_socket_interface  function  opens  the  socket  interface  as  host_sd. 

The  function  call  is  open_socket_interface().  The  function  does  the  following: 

•  Calls  ssocket  to  open  the  local_db  socket  as  host_sd. 

•  Calls  sibuffer  to  set  the  input  and  output  buffer  sizes. 

•  Calls  sbind  to  bind  the  socket  name  to  the  host_sd  file. 

•  Calls  slisten  and  saccept  to  get  an  acknowledgement  from  the  hosi_sd  file. 

•  Initializes  the  OUTBUF  header. 

•  Resets  the  OUTBUF  pointer. 

If  the  socket  cannot  be  opened,  the  function  outputs  an  error  and  exits  with  a  -1. 


Called  By:  init_socket_interface 


Routines  Called:  exit 

pexTor 

saccept 

sbind 

sgbuffer 

sibuffer 
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slisten 

ssocket 

Parameters: 

none 

Returns: 

none 

2.10.7.2  exchange_socket_data 

The  exchange_socket_data  function  exchanges  output  and  input  buffers  with  the  Simulation 
Host  during  any  CIG  state  other  than  simulation.  This  function  is  called  via  the 
*exchange_data  function  pointer  if  socket  mode  has  been  established. 

The  function  call  is  exchange_socket_data(state),  where  state  is  the  current  state  of  the 
CIG.  exchange_socket_data  does  the  following: 

•  If  the  drl  l_pkt_debug  switch  is  enabled,  outputs  the  packet  sizes  to  stdout. 

•  Generates  a  MSG_SYS_ERROR  message  to  report  errors  in  the  previous  frame. 

•  Adds  a  MSG_END  message  to  the  outgoing  packet. 

•  Sets  the  outgoing  packet  size. 

•  Sends  OUTBUF  to  host_sd. 

•  Calls  sgbuffer  to  get  the  buffer  from  the  host_sd. 

•  Initializes  the  OUTBUF  packet  header. 

•  Calls  spbuffer  to  put  the  buffer  in  the  host_sd. 

•  Calls  srecv  to  receive  the  new  incoming  buffer  from  host_sd. 

•  Puts  the  buffer  in  INBUF. 

•  Resets  the  INBUF  and  OUTBUF  pointers. 

•  If  the  drl  lw_init_out  debug  switch  is  enabled,  calls  host_if_debug  (to  display 
messages  contents  if  the  debug  display  feature  is  enabled). 


Called  By: 

cig_config 

(through  *exchange_data) 

db_mcc_setup 

(through  *exchange_data) 

file_control 

(through  *exchange_data) 

get_msg_2d 

(through  *exchange_data) 

hw_test 

(through  *exchange_data) 

upstart 

(through  *exchange_data) 

Routines  Called: 

host_if_debug 

printf 

sgbuffer 

spbuffer 

srecv 

ssend 

Parameters: 

INT_4 

state 

Returns: 

none 
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2.10.7.3  exchange_socket_data_siin 

The  exchange_socket_data_sim  function  exchanges  ou^ut  and  input  buffers  with  the 
Simulation  Host  during  a  simulation.  This  function  is  called  (via  the  *exchange_data_sim 
function  pointer)  at  the  end  of  every  frame  if  Socket  mode  has  been  establish^. 

The  function  call  is  exchange_socket_data_sim(state),  where  state  is  the  current  state 
of  the  CIG.  exchange_socket_3ata_sim  does  ^e  following: 

•  If  the  drl  l_pkt_debug  switch  is  enabled,  outputs  the  packet  sizes  to  stdout. 

•  Calls  loc_ter_msg  to  generate  a  local  terrain  message  if  one  is  required  this  frame. 

•  Generates  a  MSG_SYS_ERROR  message  to  report  errors  in  the  previous  frame. 

•  Adds  a  MSG_END  message  to  the  outgoing  packet. 

•  Sets  the  outgoing  packet  size. 

•  Sends  OUTOUF  to  host_sd. 

•  Calls  sgbuffer  to  get  the  buffer  from  the  host_sd. 

•  Initializes  the  OUTBUF  packet  header. 

•  Calls  spbuffer  to  put  the  buffer  in  the  host_sd. 

•  Calls  srecv  to  receive  the  new  incoming  buffer  from  host_sd. 

•  Puts  the  buffer  in  INBUF. 

•  Resets  the  INBUF  and  OUTBUF  pointers. 


Called  By;  _set_up_for_next_frame  (through  *exchange_data_sim) 


Routines  Called: 


loc_ter_msg 

printf 

sgbuffer 

spbuffer 

srecv 

ssend 


Parameters:  INT_4  state 


Returns:  none 


2.10.7.4  init_socket_interface 

The  init_socket_interface  function  establishes  socket  mode  as  the  current  interface.  This 
function  is  called  if  a  socket  interface  name  was  specified  at  startup.  It  is  also  called  if 
AGPT  mode  was  selected.  (AGPT  mode  is  a  non-standard  mode  that  is  not  addressed  in 
this  document.) 

The  function  call  is  init_socket_interface().  The  function  does  the  following: 

•  Calls  open_socket_interface  to  open  the  socket. 

•  Sets  the  *exchange_data  function  pointer  to  exchange_socket_data. 

•  Sets  the  *exchange_data_sim  function  pointer  to  exchan ge_socket_data..sim. 
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Called  By: 


agpt_init 

initialize 


Routines  Called; 

Parameters: 

Returns: 


open_socket_interface 

printf 

none 

none 
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2.11  MPV  Interface  (/cig/libsrc/libmpvideo) 

The  MPV  Interface  CSC  is  responsible  for  initializing  and  communicating  with  the  Micro 
Processor  Video  (MPV)  board.  This  board  is  present  in  TX  backends  only;  therefore,  the 
functions  in  this  CSC  pertain  to  TX  backends  only. 

The  MPV  is  the  final  board  in  the  TX  graphics  pipeline.  It  contains  the  GSP  (Graphics 
System  Processor)  chip,  which  handles  2-D  overlays.  The  MPV  board  is  responsible  for 
the  following: 

•  Calculating  pixel  depth  for  laser  range  requests. 

•  Loading  color  lookup  tables  as  required. 

•  Setting  video  control  registers. 

•  Reading  from  and  writing  to  GSP  memory. 

•  Starting  and  stopping  the  GSP. 

The  following  files  are  downloaded  to  the  GSP: 

task2d  The  2-D  processor  task  for  2-D  overlays. 
data2d  The  2-D  overlay  database, 
lookut  Color  lookup  table, 
bitmap  «;TBD» 

The  MPV  Interface  routines  do  not  communicate  directly  with  either  the  MPV  board  or  the 
GSP.  All  communication  is  handled  by  the  Force  Processing  task  running  on  the  Force 
board.  The  MPV  Interface  functions  send  messages  and  commands  to  the  Force  task,  and 
the  Force  task  downloads  the  requests  to  the  MPV  board  or  GSP  memory.  Responses 
from  the  MPV  and  the  GSP  are  dso  routed  back  through  the  Force  board.  (The  Force 
Processing  CSC  is  described  in  section  2.18.) 

The  MPV  Interface  routines  and  the  Force  board  communicate  using  two  different  interface 
methods:  message  buffers  and  the  Force-MPV  mailbox. 

Message  Buffers 

Some  messages  are  passed  using  half-word  message  buffers.  Messages  sent  from 
the  real-time  software  (via  the  MPV  Interface  routines)  to  Force  are  prefixed  with 
MSG_F0.  Messages  returned  from  Force  are  prefixed  with  MSG_F1. 

Both  the  MPV  Interface  functions  and  the  Force  functions  use  the  routines  in  the 
mx2_hword.c  CSU  to  manage  and  use  the  message  buffers.  These  routines  are 
part  of  both  the  Real-Time  Ifrocessing  CSC  and  the  Force  Processing  CSC. 

The  message  buffers  used  by  the  MPV  Interface  routines  to  communicate  with  the 
Force  task  are  the  following: 

mpvio_to_buf  (outgoing) 

Used  for  messages  sent  from  the  MPV  Interface  routines  to  Force.  These 
messages  result  from  changes  requested  by  the  Simulation  Host  to  modify 
simulation  parameters. 
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mpvio_from_buf  (incoming) 

Used  for  response  messages  returned  by  Force  to  the  MPV  Interface 
routines. 

Force-MPV  Mailbox 

For  some  functions,  the  MPV  Interface  routines  place  commands  directly  into  the 
Force  board's  front-end  control  register  (FE_CONTROL).  This  interface  uses  an 
intertask  mailbox.  The  commands  are  queued  in  the  Force-MPV  mailbox  until  the 
end  of  the  frame,  at  which  time  a  message  is  sent  to  Force  to  trigger  processing  of 
the  queued  commands. 

The  stmcture  of  the  Force-MPV  mailbox  (MPVIO_INTERFACE)  is  defined  in  the 
mpvideo.h  file.  The  mailbox  includes  locations  for  the  Force  front-end  control 
register,  the  force  control  register,  laser  range  pixel  locations  and  returned  depth 
vdues,  GSP  addresses  (for  read  and  write  requests),  lookup  table  specifications 
(wanteid  table,  loaded  table,  and  table  addresses),  various  timing  parameters,  and 
the  buffers  used  to  exchange  PASS_ON  and  PAS_BACK  data. 

Messages  passed  between  the  real-time  software  and  the  2-D  processor  task  (on  the  GSP) 
are  handled  as  follows: 

•  The  Simulation  Host  sends  "pass  on"  messages  to  update  2-D  overlays  during  the 
simulation.  The  message  is  received  by  process_a_msg,  which  calls  an  MPV 
Interface  routine.  The  MPV  Interface  function  places  the  message  in  the 
data_buf_out  buffer  in  the  Force-MPV  mailbox. 

•  After  processing  a  "pass  on"  message,  the  GSP  sends  a  "pass  back"  message  in 
reply.  The  message  is  placed  in  the  data_buf_in  buffer  in  the  Force-MPV  mailbox. 
The  MPV  Interface  routine  sets  a  pointer  to  the  message  for  return  to  the  Simulation 
Host. 

•  The  above  process  applies  only  to  changes  to  the  2-D  overlays.  The  original 
overlays  created  before  the  simulation  starts  (using  the  2-D  Overlay  Compiler)  are 
not  passed  through  the  MPV  Interface  routines.  The  2-D  Overlay  Compiler's 
linkup  function  places  the  GSP  download  commands  directly  into  the  Force-MPV 
maillwx. 

The  Gossip  user  can  interact  with  the  MPV  and  the  GSP  through  the  gos_mpvio  function. 
gos_mpvio  uses  different  message  buffers  to  communicate  with  the  Force  task.  The  MPV 
Interface  routines  are  not  involved  in  the  Gossip  process. 

Figure  2-15  identifies  the  CSUs  in  the  MPV  Interface  CSC.  The  functions  performed  by 
these  CSUs  are  described  in  this  section. 
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bootmpv.c 
loadmpv.c 
mpvideojaser.c 
mpvideojut.c 
mpvideo_man.c 


mpvideo_pass_back.c 

mpvideo__pass_on.c 

mpvideo_print.c 

mpvideo_query.c 

mpvideo_response.c 


Figure  2-15.  MPV  Interface  CSUs 


2.11.1  bootforce.c 

The  functions  in  the  bootforce.c  CSU  are  used  to  start  the  Force  task  on  the  Force  board, 
and  to  find  the  message  buffers  used  by  the  MPV  Interface  routines  to  communicate  with 
the  Force  task.  These  functions  are: 

•  bootforce 

•  set_entry_pt 

•  rtn_entry_pt 

•  mpvmsg_query_buf_addr 

•  mpvmsg_reply_buf_addr 

•  mpvmsg_to_buf_addr 

•  mpvmsg_from_buf_addr 


2.11.1.1  bootforce 

The  bootforce  function  loads  the  Force  task  onto  the  Force  board  in  a  specified  backend, 
which  causes  the  Force  task  to  start  up.  It  also  sets  up  the  addresses  of  the  buffers  used  by 
the  MPV  Interface  routines  to  communicate  with  the  Force  board.  This  function  is  called 
when  the  MPV  is  initialized. 

The  function  call  is  bootforce(backend,  file_name),  where: 
backend  is  the  backend  id 

file  name  is  the  name  of  the  executable  S-record  file  to  be  loaded  onto  the  Force  board 
bootforce  does  the  following: 
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•  Calls  mpvideo_get_object_addr  to  get  a  pointer  to  the  MPV  object  in  the  specified 
backend. 

•  Checks  to  make  sure  Force  has  not  already  been  started. 

•  Clears  the  Force  memory. 

•  Calls  sload  to  load  the  specified  file. 

•  Sets  the  start_force  variable  to  TRUE. 

•  Waits  for  the  Force  task  to  start  up. 

•  Sets  the  addresses  of  the  message  buffers  used  to  communicate  with  the  Force 
board  (the  incoming  and  outgoing  buffers  used  by  the  MPV  Interface  routines,  as 
well  as  the  query  and  reply  buffers  used  by  gos_mpvio). 

The  function  returns  TRUE  if  successful.  It  returns  FALSE  if  it  cannot  get  a  pointer  to  the 
MPV  object,  or  if  the  Force  file  cannot  be  loaded. 


Called  By:  mpvideo_boot 


Routines  Called;  mpvideo_get_object_addr 

printf 

sc_delay 

sload 

status_mpvideo_print 


Parameters:  UNS_4 

UNS_1 


Returns:  1  (TRUE) 

0  (FALSE) 


2.11.1.2  set_entry_pt 

The  set_entry_pt  function  sets  an  entry  point  for  «TBD» 

The  function  call  is  set_entry_pt(backend,  entry _pt),  where: 

backend  is  the  backend  id 
entry _pt  is  «TBD»> 

set_entry_pt  does  the  following: 

•  Calls  mpvideo_get_object_addr  to  get  a  pointer  to  the  MPV  object  in  the  specified 
backend. 

•  Sets  the  high  and  low  entry  points. 

The  function  returns  TRUE  if  successful.  It  returns  FALSE  if  it  could  not  get  a  pointer  to 
the  MPV  object. 


Called  By:  mpvideojoad 


backend 
♦file  name 
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Routines  Called:  nipvideo_get_object_addr 


Parameters:  UNS_4 

UNS_4 


backend 

entiy_pt 


Returns:  1  (TRUE) 

0  (FALSE) 


2.11.1.3  rtn_entry_pt 

The  rtn_entry_pt  function  returns  the  entry  point  that  was  set  with  set_entry_pt. 

The  function  call  is  rtn_entry_pt(backend,  entry_pt_h,  entry _pM),  where: 
backend  is  the  backend  id 

entry  j>t_h  is  the  location  for  the  returned  high  entry  point 
entry  jjt  j  is  the  location  for  the  returned  low  entry  point 

rtn_entry_pt  does  the  following: 

•  Calls  mpvideo_get_object_addr  to  get  a  pointer  to  the  MPV  object  in  the  specified 
backend. 

•  Places  the  high  and  low  entry  points  into  the  locations  specified  in  the  call. 

The  function  returns  TRUE  if  successful.  It  returns  FALSE  if  it  could  not  get  a  pointer  to 
the  MPV  object. 


Called  By:  mpvideo_sim_init 


Routines  C^ed:  mpvideo_get_object_addr 


Parameters: 

UNS  4 

backend 

UNS  2 

*entry_pt_h 

UNS_2 

*entry_pt_l 

Returns: 

1  (TRUE) 

0  (FALSE) 

2.11.1.4  mpvmsg_query_buf_addr 

The  mpvmsg_query_buf_addr  function  returns  the  address  of  the  Force  query  buffer  for  a 
specified  backend.  The  query  buffer  is  used  by  gos_mpvio  (part  of  Gossip)  to  send 
messages  to  the  Force  task. 
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The  function  call  is  mpviiisg_query_buf_addr(backend),  where  backend  is  the 
backend  id. 

The  function  returns  FALSE  if  it  cannot  get  a  pointer  to  the  MPV  object. 


Called  By:  gos_mpvio 

Routines  Called:  mpvideo_get_object_adcir 

Parameters:  UNS_4  backend 

Returns:  pmpv->force_query_addr 

0  (FALSE) 

2.11.1.5  mpvmsg_reply_buf_addr 

The  mpvmsg_reply_buf_addr  function  returns  the  address  of  the  Force  reply  buffer  for  a 
specified  backend.  The  reply  buffer  is  used  for  messages  returned  to  gos_mpvio  from 
Force. 

The  function  call  is  mpviiisg_reply_buf_addr(backend),  where  backend  is  the 
backend  id.  -  -  - 

The  function  returns  FALSE  if  it  could  not  get  a  pointer  to  the  MPV  object. 

Called  By:  gos_mpvio 

Routines  Called:  mpvideo_get_object_addr 

Parameters:  UNS_4  backend 


Returns:  pmpv->force_reply_addr 

0  (FALSE) 


2.11.1.6  mpvmsg_to_buf_addr 

The  mpvmsg_to_buf_addr  function  returns  the  address  of  the  outgoing  (to  Force)  buffer 
for  a  specified  backend.  Most  of  the  MPV  Interface  routines  use  this  buffer  to  send 
messages  to  the  Force  board. 

The  function  call  is  mpvmsg  to  buf  addr(backend),  where  backend  is  the  backend 
id.  -  -  - 

The  function  returns  FALSE  if  it  could  not  get  a  pointer  to  the  MPV  object. 
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Called  By:  none 

Routines  Called:  nipvideo_get_object_addr 

Parameters:  UNS_4  backend 

Returns:  pmpv->to_force_addr 

0  (FALSE) 

2.11.1.7  mpvmsg_from_buf_addr 

The  mpvmsg_from_buf_addr  function  returns  the  address  of  the  incoming  (from  Force) 
buffer  for  a  specified  backend.  The  Force  board  uses  this  buffer  to  send  replies  back  to  the 
MPV  Interface  routines. 

The  function  call  is  mpvmsg_from_buf_addr(backend),  where  backend  is  the 
backend  id.  ~ 

The  function  returns  FALSE  if  it  could  not  get  a  pointer  to  the  MPV  object. 


Called  By  :  gos_mpvio 

Routines  Called:  mpvideo_get_object_addr 

Parameters:  UNS_4  backend 

Returns:  pmpv->from_force_addr 

0  (FALSE) 


2.11.2  bootmpv.c 

The  functions  in  the  bootmpv.c  CSU  arc  responsible  for  initializing  the  MPV  board.  These 
functions  are: 

•  mpvideo_boot 

•  prtmsgerr 

•  prtackerr 

•  prtstaterr 

This  CSU  also  defines  the  WAIT_MPVREPLY  macro,  described  in  Appendix  B. 
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2.11.2.1  mpvideo_boot 

The  mpvideo_boot  function  sets  up  the  MPV  I/O  board  and  determines  MPV  board  status. 
This  function  is  called  when  the  system  is  initialized  if  a  forceO  file  is  found  on  disk. 

The  function  call  is  mpvideo_boot  (backend,  bootjo),  where: 

backend  is  the  backend  id 

bootjo  is  the  name  of  the  S-record  executable  file  to  be  loaded  onto  the  MPV  I/O  board 
mpvideo_boot  does  the  following: 

•  C^ls  mpvideo_get_object_addr  to  get  a  pointer  to  the  MPV  object  in  the  specified 
backend. 

•  Calls  bus_error  to  verify  that  the  board's  base  address  exists. 

•  Calls  bootforce  to  load  the  MPV  I/O  board  with  the  specified  file. 

•  Sets  a  pointer  to  the  MPV's  mailbox. 

•  Locates  the  message  buffers  used  to  communicate  with  the  Force  task. 

•  Makes  sure  the  message  interface  buffers  appear  to  be  valid. 

•  CMs  mx2_peek  to  preview  the  top  message  in  the  incoming  buffer,  then  deletes  it 
with  nix2_skip. 

•  Pushes  a  MSG_FO_MPV_LUT_TYPE_REQUEST  message  onto  the  outgoing 
message  buffer,  this  message  asks  for  the  MPV  board  revision  level  and  whether  or 
not  the  2-D  (final)  lookup  tables  are  downloadable. 

•  Uses  the  WAIT.MPVREPLY  macro  to  wait  for  a  MSG_F1_MPV_LUT_TYPE 
response  message  from  Force. 

•  When  the  reply  is  received,  sets  the  MPV  type  and  lut  download  flag. 

•  If  the  MPV  board  is  a  Value-Added  MPV: 

-  Pushes  a  MSG_FO_MPV_RESET  message  onto  the  outgoing  buffer;  this 
message  resets  the  MPV  board. 

-  Waits  for  an  acknowledgement  from  Force. 

•  Halts  the  GSP  task  (even  if  it  is  not  running)  by  writing  a  SUBSYS_STOP 
command  into  the  Force  task's  front-end  control  register. 

•  Waits  for  a  response  from  Force. 

•  Runs  a  test  on  GSP  memory  by  writing  a  SUBSYS_TEST_MEM  command  into 
the  Force  task's  front-end  control  register. 

•  Waits  for  a  response  from  Force. 

•  Sets  the  control  register  in  the  MPV  by  writing  a  SUBSYS_WRrrE_START 
command  into  the  Force  task's  front-end  control  register. 

•  Waits  for  a  response  from  Force. 

•  If  the  MPV  board  is  a  Value-Added  MPV: 

-  Calls  mpvideo_define_mode  to  define  the  default  resolution  modes. 

-  Calls  mpvideo_set_mode  to  put  one  of  the  default  resolution  riKxles  into 
effect. 

-  Waits  for  an  acknowledgement  from  Force. 

-  Sets  the  display  configuration  to  0. 

•  If  the  MPV  board  is  an  older  version: 

-  Uses  the  SUBSYS_READ_START  command  to  read  GSP  memory  (via  the 
Force  control  register)  to  determine  if  the  backend  is  displaying  high 
resolution  or  low  resolution. 

-  Waits  for  a  response  from  Force. 

-  Sets  the  display  configuration  appropriately. 
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The  function  returns  0  if  successful.  It  returns  EOF  if  it  could  not  get  a  pointer  to  the 
MPV,  the  board's  base  address  was  not  found,  the  boot  file  could  not  be  loaded,  the  GSP 
memory  test  failed,  or  the  MPV  I/O  control  write  failed. 


Called  By:  initialize 


Routines  Called:  bootforce 

bus_error 

mpvideo_define,rrxxle 

mpvideo_get_object_addr 

mpvideo_set_mode 

mx2_peek 

mx2_push 

mx2_skip 

printf 

prtackerr 

prtmsgerr 

sc_delay 

status_mpvideo_print 

WAIT_MPVIO 

WAIT_MPVREPLY 


backend 

♦bootjo 


Returns:  EOF 

0 


Parameters:  UNS_4 

UNS_1 


2.11.2.2  prtmsgerr 

The  prtmsgerr  function  outputs  an  "UNKNOWN  MESSAGE"  error  for  mpvideo_boot. 
This  function  is  called  if  mpvideo_boot  receives  an  unexpected  message  code  from  the 
Force  task. 

The  function  call  is  prtmsgerr(iiisg_code),  where  msg  code  is  the  unknown  message 
code. 

The  error  message  output  by  prtmsgerr  includes  the  message  code. 


Called  By:  mpvideo_boot 


Routines  Called:  printf 


Parameters:  UNS  2 


msg_code 
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Returns;  none 


2.11.2.3  prtackerr 

The  prtackerr  function  outputs  an  "ACKNOWLEDGE  ERROR"  for  mpvideo_boot.  This 
function  is  called  if  mpvideo_boot  receives  a  MSG_Fl_ACKNOWLEDGE  message  from 
Force,  but  (1)  die  message  does  not  appear  to  be  in  response  to  the  message  sent  by  the 
MPV,  or  (2)  the  message’s  acknowledgement  code  indicates  a  problem. 

The  function  call  is  prtackerr(msg_code,  insg_P),  where: 

msg  code  is  the  message  code  (MSG_Fl_ACKNOWLEDGE) 
msg  P  is  a  pointer  to  the  message 

The  error  message  output  by  prtackerr  includes  the  message  code  and  the  acknowledgement 
code  from  the  message. 


Called  By; 

mpvideo_boot 

Routines  Called: 

printf 

Parameters: 

UNS  2 

UNS_4 

Returns; 

none 

msg_code 

*msg_P 


2.11.2.4  prtstaterr 

The  prtstaterr  function  outputs  a  "STATUS  ERROR"  message  for  mpvideo_boot.  This 
function  is  called  if  an  error  is  detected  in  a  MSG_F1_STATUS  message  returned  from 
Force.  (This  message  is  not  currently  sent  by  any  Force  function.) 

The  function  call  is  prtstaterr(msg_code,  msg_P),  where; 

msg  code  is  the  message  code 
msg  P  is  a  pointer  to  the  message 

The  error  message  output  by  prtstateir  includes  the  message  code  and  the  status  code  from 
the  message. 

This  function  is  not  currently  used. 


Called  By;  none 


Routines  Called:  printf 
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Parameters:  UNS_2 

UNS  4 


msg_code 

*msg_P 


Returns:  none 


2.11.3  loadmpv.c  (mpvideo_Ioad) 

The  mpvideo_load  function  downloads  a  specified  file  directly  to  the  MPV  in  a  specified 
backend.  This  function  is  called  to  download  the  3-D  and  final  (2-D)  color  lookup  tables, 
the  2-D  task  file,  and  the  2-D  data  file.  It  is  called  at  initialization  time  (to  load  default  files 
or  the  files  specified  in  the  subsys.cfg  file),  during  the  database  setup  state  (in  response  to 
MSG_FILE_DESCR  messages  received  from  the  Simulation  Host),  and  by  various 
options  available  through  Gossip. 

The  function  call  is  mpvideo_load(backend,  mpv_file),  where: 

backend  is  the  backend  id 

mpv  Jile  is  the  name  of  the  file  to  be  downloaded 

mpvideojoad  does  the  following: 

•  Calls  mpvideo_get_object_addr  to  get  a  pointer  to  the  MPV  object  in  the  specified 
backend. 

•  Calls  busjerror  to  verify  that  the  MPV  board’s  base  address  exists. 

•  Opens  the  specified  mpv  Jile. 

•  Reads  the  file  header  to  validate  its  size  and  determine  the  file  type. 

•  If  the  file  type  is  "final": 

-  Finds  the  file  size  in  the  file  header. 

-  Sets  up  initial  data  that  will  not  change. 

-  Reads  the  file  a  block  (512  bytes)  at  a  time  and  swaps  the  bytes. 

-  Calls  mx2_peek  and  mx2_slap  to  flush  all  messages  ft^om  the  incoming 
buffer. 

-  Sends  the  file  to  the  MPV  via  the  Force  board  by  pushing  a 
MSG_FO_FINAL_LUT_DOWNLOAD  message  onto  the  outgoing  buffer. 

-  Waits  for  an  acknowledgement  from  Force. 

-  Verifies  the  block  count  returned. 

-  Closes  the  file. 

•  If  the  file  type  is  "bitmap": 

-  Finds  the  GSP  load  address  in  the  file  header. 

-  Resets  the  data  area  pointer. 

-  Reads  the  file  length  from  the  file  header. 

-  Reads  the  file  a  block  (5 1 2  bytes)  at  a  time  and  swaps  the  bytes. 

-  Downloads  the  data  to  GSP  memory. 

-  Closes  the  file. 

•  If  the  file  type  is  "lut": 

-  Finds  the  GSP  load  address  in  the  file  header. 

-  Resets  the  data  area  pointer. 

-  Reads  the  file  length  from  the  file  header. 

Reads  the  file  a  block  (5 1 2  bytes)  at  a  time. 

Moves  the  data  into  MPV  I/O  board  memory  space  for  later  download. 
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-  Closes  the  file. 

•  If  the  file  type  is  "2d- task": 

-  Finds  the  GSP  load  address  in  the  file  header. 

-  Resets  the  data  area  pointer. 

-  Reads  the  file  length  from  the  file  header. 

-  Reads  the  file  a  block  (512  bytes)  at  a  time  and  swaps  the  bytes. 

-  Downloads  the  data  to  GSP  memory. 

-  Closes  the  file. 

-  Finds  the  entry  point  in  the  file  header  and  calls  set_entry_pt  to  set  it. 

•  If  the  file  type  is  "2d-data": 

-  Finds  the  GSP  load  address  in  the  file  header. 

-  Resets  the  data  area  pointer. 

-  Checks  the  ovenide_2d  flag  to  see  if  the  2-D  database  has  already  been 
generated;  does  not  load  this  file  if  the  flag  is  set.  (compile_2d  in  the  2-D 
Overlay  Compiler  CSC  sets  override_2d  to  TRUE  after  the  2-D  database 
has  been  compiled.) 

-  Reads  the  file  length  from  the  file  header. 

-  Reads  the  file  a  block  (5 1 2  bytes)  at  a  time. 

-  Downloads  the  data  to  GSP  memory. 

-  Closes  the  file. 

The  function  returns  TRUE  if  successful.  It  returns  EOF  if  it  cannot  get  a  pointer  to  the 
MPV,  the  board's  base  address  cannot  be  found,  or  the  specified  file  cannot  be  opened.  It 
returns  FALSE  if  the  file  header  is  missing  a  required  data  item  or  contains  invalid  data. 


Called  By:  db_mcc_setup 

gos_120tx 

gos_mpvio 

initialize 


Routines  Called:  bus_error 

close 

exit 

FindField 

mpvideo_get_object_addr 

mx2_hwcopy 

mx2_peek 

mx2_push 

mx2_skip 

open 

printf 

read 

sc_delay 

set_entiy_pt 

sscanf 

status_mpvideo_print 

stmcmp 

strtol 

WAIT_MPVIO 


Parameters:  UNS_4  backend 
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UNS_1 


*mpv_file 


Returns: 


EOF 

1  (TRUE) 
0  (FALSE) 


2.11.4  mpvideojaser.c  (mpvideo_laser_request_range) 

The  mpvideo_laser_tequest_range  function  informs  the  MPV  that  the  laser  range  value  at  a 
specified  pixel  on  a  specified  channel  is  to  be  reported  every  frame.  This  function  is  called 
when  the  Simulation  Host  sends  a  MSG_LASER_REQUEST_RANGE  message  for  a  TX 
backend. 

The  function  call  is  mpvideo_laser_request_range(backend,  channel,  i,  j,  id), 
where: 

backend  is  the  backend  id 
channel  is  the  number  of  the  channel 

i  is  the  horizontal  coordinate  of  the  pixel  for  which  range  values  are  requested 
j  is  the  vertical  coordinate  of  the  pixel  for  which  range  values  are  requested 
id  is  an  identifier  to  be  attached  to  the  laser  return  message 

mpvideo_laser_request_range  does  the  following: 

•  Calls  mpvideo_get_object_addr  to  get  a  pointer  to  the  MPV  object  in  the  specified 
backend. 

•  Finds  the  outgoing  (to  Force)  message  buffer. 

•  Passes  the  request  to  Force  by  pushing  a  MSG_FO_PIXEL_DEPTH_REQUEST 
message  onto  the  outgoing  message  buffer. 

•  Sets  the  MPV's  io_req  flag  to  TRUE  if  it  is  not  already  set. 

The  function  returns  0  if  successful.  It  returns  EOF  if  it  cannot  get  a  pointer  to  the  MPV 
object. 


Called  By:  backend_laser_request_range 


Routines  Called:  mpvideo_get_object_addr 

mx2_push 


Parameters: 

UNS  4 

backend 

UNS  4 

channel 

INT  2 

i 

INT  2 

j 

INT_2 

id 

Returns: 

0 

EOF 
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2.11.5  mpvideo_lut.c  (mpvideo_seMut) 

The  mpvideo_set_lut  function  is  used  to  change  the  3-D  lookup  table  (lut3d)  and  final 
lookup  table  (lut2d)  indices.  This  function  is  called  when  the  Simulation  Host  sends  a 
MSG_SUBS  YS_MODE  message  to  change  lookup  tables. 

The  function  call  is  mpvideo_set_lut(backend,  channel,  lut3d,  lut2d),  where: 

backend  is  the  backend  id 
channel  is  the  channel  number  (0  =  all  channels) 
lut3d  is  the  new  3-D  lookup  table  index 
luUd  is  the  new  final  lookup  table  index 

mpvideo_set_lut  does  the  following: 

•  Calls  mpvideo_get_object_addr  to  get  a  pointer  to  the  MPV  object  in  the  specified 
backend. 

•  Validates  the  channel  number. 

•  Finds  the  outgoing  (to  Force)  buffer. 

•  Determines  whether  one  or  both  lookup  table  values  are  different  from  their 
previous  values. 

-  If  both  tables  are  to  be  changed,  pushes  a  MSG_FO_ALLLUT_SWrTCH 
message  onto  the  outgoing  message  buffer,  for  one  or  both  channels. 

-  If  only  the  2-D  table  is  to  be  changed,  pushes  a 
MSG_FO_FINAL_LUT_SWITCH  message  onto  the  outgoing  message 
buffer,  for  one  or  both  channels. 

-  If  only  the  3-D  table  is  to  be  changed,  pushes  a 
MSG_F0_3DLUT_SWITCH  message  onto  the  outgoing  message  buffer, 
for  one  or  both  channels. 

The  function  remms  EOF  if  the  channel  number  is  invalid  or  the  outgoing  buffer  cannot  be 
found. 


Called  By:  backend_set_color 


Routines  Called:  mpvideo_get_object_addr 

mx2_push 

printf 


Parameters:  UNS_4  backend 

UNS_2  channel 

UNS_2  lut3d 

UNS_2  lut2d 


Returns:  EOF 
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2.11.6 


mpvideo_man.c 


The  functions  in  the  mpvideo_man.c  CSU  are  used  to  load  and  communicate  with  the  MPV 
objects  in  the  CIG  backend.  These  functions  are: 

•  mpvideo_set_video 

•  mpvideo_setup 

•  mpvideo_stop 

•  mpvideo_sim_init 

•  mpvideo_send_req 

•  mpvideo_get_object_addr 


2.11.6.1  mpvideo_set_video 

The  mpvideo_set_video  function  turns  the  video  channels  driven  by  the  MPV  board  on  or 
off.  This  function  is  called  at  the  beginning  of  a  simulation  (to  turn  all  channels  on)  and  at 
the  end  of  a  simulation  (to  turn  all  channels  off).  It  is  also  c^led  during  a  simulation  if  the 
Simulation  Host  sends  a  MSG_VIEWPORT_UPDATE  message. 

The  function  call  is  mpvideo_set_video(backend,  flag),  where: 


backend  is  the  backend  id 
flag  is  0  (off)  or  1  (on) 


mpvideo_set_video  does  the  following: 


•  Calls  mpvideo  get_pbject .  addr  to  get  a  pointer  to  the  MPV  object  in  the  specified 
backend, 

•  Pushes  a  MSG_FO_SET_DISPLAY  message  onto  the  outgoing  message  buffer. 


Called  By:  backend_reset 

backend_set_video 

mpvideo_sim_init 


Routines  Called;  mpvideo_get_object_addr 

mx2_push 


Parameters; 

UNS  4 

backend 

UNS_4 

flag 

Returns; 

none 
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2.11.6.2  inpvideo_setup 

The  mpvideo_setup  function  sets  up  internal  control  structures  for  the  MPV  board  on  a 
specified  backend.  This  function  is  called  as  part  of  the  backend  initialization  process, 
prior  to  any  other  MPV  Interface  routines. 

The  function  call  is  mpvideo_setup(backend,  pboot,  pmbx),  where: 
backend  is  the  backend  id 

pboot  is  the  base  VMEbus  address  of  the  MPV  I/O  board 
pmbx  is  the  VMEbus  address  of  the  MPV  I/O  runtime  mailbox 

mpvideo_setup  does  the  following: 

•  Calls  bus_error  to  verify  that  the  board's  base  address  exists. 

•  Allocates  memory  for  the  MPV  object. 

•  Initializes  the  MPV  object 

•  Tries  to  turn  the  video  off  (in  case  the  MPV  I/O  board  is  running). 

The  function  returns  0  if  successful.  It  returns  1  if  the  MPV  board  could  not  be  found. 


Called  By:  backend_setup 


Routines  Called:  bus_error 

malloc 

printf 


Parameters: 


UNS_4 

UNS_2 

MPVIO_INTERFACE 


backend 

*pboot 

*pmbx 


Returns:  0 

1 


2.11.6.3  inpvideo_stop 

The  mpvideo_stop  function  sends  a  stop  command  to  the  MPV  board  in  a  specified 
backend.  This  command  halts  execution  of  the  MPV's  2-D  processes  task.  This  function 
is  called  when  the  backend  is  reset  at  the  end  of  a  simulation.  It  is  also  called  if  the  Gossip 
user  selects  the  R  ("Reload  MPV  files  &  task")  option  from  the  120TX  menu. 

The  function  call  is  mpvideo_stop(backend),  where  backend  is  the  backend  id. 

mpvideo_stop  does  the  following: 

•  Calls  mpvideo_get_object_addr  to  get  a  pointer  to  the  MPV  object  in  the  specified 
backend. 
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•  Puts  a  SUBSYS_STOP  command  in  the  Force  front-end  control  register  (via  the 
MPV-Force  interface  mailbox). 

•  Sets  the  MPV’s  io_req  flag  to  FALSE. 

•  Sets  the  MPV's  pass_on_sent  flag  to  FALSE. 


Called  By:  backend_reset 

gos_120tx 


Routines  Called:  mpvideo_get_object_addr 


Parameters:  UNS_4  backend 


Returns:  none 


2.11.6.4  mpvideo_sim_init 

The  mpvideo_sim_init  function  sets  up  internal  MPV  status  variables,  triggers  the  start  of 
the  2-D  processor  task  on  the  MPV  board,  and  initializes  video  control  registers  and  lookup 
tables.  Tliis  function  is  called  at  the  beginning  of  a  simulation.  It  is  also  called  if  the 
Gossip  user  selects  the  R  ("Reload  MPV  files  &  task")  option  from  the  120TX  menu. 

The  function  call  is  mpvideo_sim_init().  For  each  MPV,  mpvideo_sim_init  does  the 
following: 

•  Sets  the  MPV's  io_req  flag  to  FALSE. 

•  Sets  the  MPV's  pass_on_sent  flag  to  FALSE. 

•  Calls  mpvideo_get_object_addr  to  get  a  pointer  to  the  MPV  object  in  the  specified 
backend. 

•  Calls  rtn_entry_pt  to  get  the  «TBD»  en^  point. 

•  Puts  a  SUBSYS_NM1_START  command  into  the  Force  front-end  control  register 
(via  the  MPV-Force  mailbox). 

•  Waits  for  the  GSP  task  to  start. 

•  Initializes  the  pass_on  message  length  and  sets  the  end  of  the  message. 

•  Sets  the  video  controls  for  each  channel. 

•  Sets  the  mpvio_to_buf  variable  to  the  location  of  the  outgoing  (to  Force)  message 
buffer. 

•  Pushes  a  MSG_FO_3DLUT_DOWNLOAD  message  onto  the  outgoing  buffer  (to 
download  the  3-D  color  lookup  table). 

•  Calls  mpvideo_set_video  to  turn  the  video  channels  on. 


Called  By:  backend_sim_init 

gos_120tx 


Routines  Called:  mpvideo_get_object_addr 

mpvideo_set_video 

mx2_push 

rtn_entry_pt 
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sc_delay 

WATT.MPVIO 


Parameters:  none 

Returns:  none 


2.11.6,5  mpvideo_send_req 

The  mpvideo_send_req  function  triggers  the  MPV  I/O  to  send  all  queued  messages  to  the 
Force  board.  This  function  is  called  after  all  of  a  frame's  messages  have  been  processed. 

The  function  call  is  mpvideo_send_req().  For  each  MPV,  the  function  does  the 
following: 

•  Calls  mpvideo_get_object_addr  to  get  a  pointer  to  the  MPV  object  in  the  specified 
backend. 

•  If  the  MPV  has  messages  to  be  processed: 

-  Makes  sure  that  the  Force  front  end  is  ready  for  a  message. 

-  Puts  a  SUBSYS_MAIL_SEND  command  in  the  MPV-Force  mailbox. 

-  Pushes  a  MSG_FO_TRIGGER  message  onto  the  outgoing  message  buffer. 


Called  By:  backend_send_req 


Routines  Called:  mpvideo_get_object_addr 

mx2_push 


Parameters:  none 


Returns:  none 


2.11.6.6  mpvideo_get_object_addr 

The  mpvideo_get_object_addr  function  returns  a  pointer  to  the  MPV  object  in  a  specified 
backend.  This  pointer  must  be  used  for  all  operations  affecting  the  MPV. 

The  function  call  is  mpvideo_get_object_addr(backend),  where  backend  is  the 
backend  id.  ”  ~ 

The  pointers  for  all  MPV  objects  in  the  QG  are  maintained  in  the  mpv_table[]  array,  which 
is  built  by  mpvideo_setup.  The  array  is  indexed  by  backend.  If  the  specified  backend  is 
not  in  the  array,  mpvideo_get_object_addr  returns  NULL. 


Called  By:  ci^2d_setup 

esifa_sim_init 
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mpvideo_boot 

mpvideo_laser_request_range 

mpvideojoad 

mpvideo_num_paths 

mpvideoj)ass_back 

mpvideo_pass_on 

mpvideo_send_req 

mpvideo_set_lut 

mp\'ideo_set_mode 

mpvideo_set_video 

mpvideo_sini_init 

mpvideo_stop 


Routines  Called:  none 


Parameters:  UNS_4  backend 

Returns:  mpv_table[n] 

NULL 


2.11.7  mpvideo_mode.c 

The  functions  in  the  mpvideo_mode.c  CSU  are  used  to  define  MPV  modes  (panel 
orientations)  and  to  put  them  into  effect.  These  functions  are: 

•  mpvideo_set_mode 

•  mpvideo_defme..mode 


2.11.7.1  mpvideo_set_mode 

The  mpvideo_set_mode  function  is  used  to  put  the  desired  resolution  mode  (panel 
orientation)  into  effect.  This  function  is  called  to  load  a  default  mode  when  the  MPV  is 
initialized.  During  runtime,  it  is  called  if  the  Simulation  Host  sends  a 
MSG_SUBSYS_MODE  message  to  change  the  resolution  mode. 

The  function  call  is  mpvideo_set_mode(backend,  channel,  mode),  where: 

backend  is  the  backend  id 
channel  is  the  channel  number 

mode  is  the  identifier  assigned  by  the  Simulation  Host  to  the  desired  mode;  default 
modes  are  identified  by  0  through  4 

Resolution  modes  are  defined  using  the  MSG_DEFINE_TX_MODE  message;  some 
default  modes  are  provided.  Each  mode's  definition  specifies  the  applicable  MPV  mode, 
graphics  path  orientation,  vertical  and  horizontal  screen  resolution,  and  vertical  and 
horizontal  offset  of  the  displayed  image.  The  modes  are  loaded  into  the  fO_mode_select[] 
array  by  the  mpvideo_define_mode  function  at  initialization  time. 

mpvideo_set_mode  does  the  following: 
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•  Checks  to  see  if  the  new  mode  is  different  from  the  current  mode  set. 

•  Calls  mpvideo_get_object_addr  to  get  a  pointer  to  the  MPV  object  in  the  specified 
backend. 

•  Locates  the  outgoing  (to  Force)  message  buffer. 

•  Passes  the  request  to  the  Force  board  by  pushing  a  MSG_FO_MODE_SELECT 
message  onto  the  outgoing  buffer. 


Called  By:  mpvideo_boot 

msg_subsys_mode 


Routines  Called:  mpvideo_get_object_addr 

mx2_push 

printf 


Parameters:  UNS_4 

UNS_2 

UNS_2 


Returns:  none 


2.11.7.2  inpvideo_define_mode 

The  mpvideo_defuie_mode  function  is  used  at  initialization  time  to  define  all  desired 
resolution  modes  of  the  MPV  board.  This  information  is  stored  for  later  use  during 
runtime.  The  modes  come  from  two  sources:  (1)  default  modes  loaded  by  mpvideo_boot, 
and  (2)  modes  defrr.c'l  by  the  Simulation  Host  using  MSG_DEFINE_TX_MODE 
messages.  Each  *iack'.nd  can  have  different  mode  information. 

The  function  call  is  mpvideo_define_mode(backend,  mode,  mpv_mode,  orient, 
i,  j,  ofi,  ofj),  where: 

backend  is  the  backend  id 

mode  is  an  identifier  assigned  by  the  Simulation  Host  for  the  mode  being  defined;  this 
label  is  used  during  runtime  to  put  this  mode  into  effect;  the  default  modes  are 
labeled  0  through  4 

mpvjnode  is  0  (single  640x480  channel),  1  (dual  320x240  channels  replicated  to 
640x480),  2  (dual  640x256  channels),  or  3  (single  640x480  channel  replicated  to 
640x480) 

orient  is  0  (vertical  orientation  of  the  graphics  path)  or  1  (horizontal  orientation  of  the 
graphics  path);  horizontal  orientation  is  not  currently  supported 
i  is  horizontal  screen  resolution  (number  of  pixels  to  display  per  line) 
j  is  the  vertical  screen  resolution  (number  of  pixels  to  display  per  column) 
ofi  is  the  desired  horizontal  offset  of  the  displayed  image  (normal  =  0) 
ofi  is  the  desired  vertical  offset  of  the  displayed  image  (normal  =  0) 

For  each  MPV  mode,  mpvideo_define_mode  does  the  following: 


backend 

channel 

mode 
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•  If  the  mpvideo_print  variable  (checked  by  status_mpvideo_print)  is  TRUE,  outputs 
all  of  the  mode  information  to  stdout. 

•  Adds  the  mode  and  its  related  data  to  the  fO_mode_select[]  array.  This  table  is  used 
to  change  modes  during  runtime. 


(Hailed  By: 

cig_config 

db_mcc_setup 

mpvideo_boot 

Routines  Called: 

printf 

status_mpvideo_print 

Parameters: 

UNS  4 

backend 

INT  2 

itwde 

UNS  1 

mpv_mode 

UNS  1 

orient 

INT  2 

i 

INT  2 

j 

INT  2 

ofi 

INT_2 

of) 

Returns: 

none 

2.11.8  mpvideo_pass_back.c 

The  mpvideo_pass_back  function  gets  the  data  for  the  MSG_PASS_BACK  message  for 
return  to  the  Simulation  Host.  This  message  is  used  to  return  status  information  from  an 
embedded  subsystem  (currently,  only  the  2-D  overlay  processor). 

The  function  call  is  mpvideo_pass_back(backend,  pmsg_ptr),  where: 

backend  is  the  backend  id 

pmsg_ptr  is  a  pointer  to  the  data  for  the  MSG_PASS_BACK  message 
mpvideo_pass_back  does  the  following: 

•  Calls  mpvideo_get_object_addr  to  get  a  pointer  to  the  MPV  object  in  the  specified 
backend. 

•  Verifies  that  the  MPV's  pass_on_sent  flag  is  TRUE  and  the  data_buf_in  buffer 
(used  to  store  pass_on  data  from  the  GSP)  is  not  empty. 

•  Sets  the  pm5g_p/r  to  the  data_buf_in  buffer.  The  msg_pass_back  function  (in  the 
Message  Processing  CSC)  uses  this  pointer  to  build  the  MSG_PASS_BACK 
message. 

The  function  returns  0  if  successful.  It  returns  EOF  if  it  cannot  get  a  pointer  to  the  MPV 
object. 


Called  By:  msg_pass_back 
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Routines  Called:  mpvideo_get_object_addr 


backend 

**pmsg_ptr 


Returns:  0 

EOF 


Parameters:  UNS_4 

INT_2 


2.11.9  inpvideo_pass_on.c 

The  mpvideo_pass_on  function  is  used  to  send  a  message  to  the  GSP  on  a  specified 
backend.  This  function  is  called  whenever  the  Simulation  Host  sends  a  MSG_PASS_ON 
message  to  pass  runtime  changes  to  the  2-D  overlay  processor  (task2d). 

The  function  call  is  mpvideo_pass_on(backend,  channel,  msg,  size),  where: 

backend  is  the  backend  id 

channel  is  the  channel  number,  this  determines  which  subsystem  process  receives  the 
message;  currently,  the  only  implemented  value  is  1  (2-D  overlay  processor) 
msg  is  a  pointer  to  the  MSG_PASS_ON  message 
size  is  the  size  of  the  message  in  bytes 

mpvideo_pass_on  does  the  following: 

•  Calls  mpvideo_get_object_addr  to  get  a  pointer  to  the  MPV  object  in  the  specified 
backend. 

•  If  the  channel  is  1  (2-D  overlay  processor): 

-  Moves  the  message  data  to  the  MPV’s  data_buf_out  buffer. 

-  Sets  the  MPV's  io_req  flag  to  TRUE. 

-  Sets  the  MPV's  pass_on_sent  flag  to  TRUE. 

The  function  returns  0  if  successful.  It  returns  EOF  if  it  cannot  get  a  pointer  to  the  MPV 
object. 


Called  By:  msg_pass_on 


Routines  Called:  min 

mpvideo_get_object_addr 


Parameters:  UNS_4  backend 

UNS_4  channel 

INT_2  *msg 

INT_4  size 


Returns:  0 
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EOF 


2.11.10  inpvideo_print.c 

The  functions  in  the  mpvideo_print.c  CSU  control  whether  or  not  optional  status 
information  is  printed  by  various  MPV  Interface  routines.  These  functions  are: 

•  status_mpvideo_print 

•  toggle_mpvideo_print 


2.11.10.1  status_mpvideo_print 

The  status_mpvideo_print  function  returns  the  current  value  of  the  boolean  variable 
mpvideo_print.  If  this  variable  is  TRUE,  the  calling  routine  outputs  optional  status 
information  to  stdout.  If  FALSE,  the  information  is  not  displayed.  The  default  is  FALSE; 
the  variable  can  be  set  to  TRUE  using  toggle_mpvideo_print. 

The  function  call  is  status_mpvideo_print(). 


Called  By: 


bootforce 

mpvideo_boot 

mpvideo_define_mode 

mpvideo_Ioad 


Routines  Called: 


none 


Parameters: 


none 


Returns: 


mpvideo_print 


2.11.10.2  toggIe_mpvideo_print 

The  toggle_mpvideo_print  function  toggles  the  value  of  the  boolean  variable 
mpvideo_prinL  This  variable  controls  whether  or  not  various  MPV  Interface  routines  print 
optional  status  information. 

The  function  call  is  toggle_mpvideo_print(). 

This  function  is  not  currently  used. 


Called  By:  none 

Routines  Called:  none 
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Parameters:  none 


Returns:  none 


2.11.11  mpvideo_query.c  (mpvideo_num_paths) 

The  mpvideo_num_paths  function  is  used  to  find  out  how  many  graphics  paths  a  backend 
uses  or  is  going  to  use. 

The  function  call  is  mpvideo_num_paths(backend),  where  backend  is  the  backend  id. 
The  function  does  the  following; 

•  Calls  mpvideo_get_object_addr  to  get  a  pointer  to  the  MPV  object  in  the  specified 
backend. 

•  Calculates  the  number  of  graphics  paths  based  on  the  display  configuration  and  the 
MPV  mode. 

If  successful,  the  function  returns  the  number  of  paths  (2  or  4).  It  returns  EOF  if  it  cannot 
get  a  pointer  to  the  MPV. 


Called  By:  backend_set_thermal 


Routines  Called:  mpvideo_get_object_addr 


Parameters:  UNS_4  backend 


Returns:  2 

4 

EOF 


2.11.12  mpvideo_response.c 

The  mpvideo_response  function  checks  for  and  processes  responses  passed  back  from  the 
MPV  I/O  board  (via  the  Force  task).  This  function  is  used  primarily  to  get  the  laser  range 
(pixel  depth)  value  if  laser  range  processing  has  been  requested  by  the  Simulation  Host. 

The  function  call  is  mpvideo_response(lm_bIk,  backend),  where: 

Im  blk  is  the  number  of  load  modules  per  side  of  a  load  module  block;  this  value  is 
used  to  scale  the  range  if  load  module  blocking  (extended  viewing  range)  is  enabled 
backend  is  the  backend  id 

mpvideo_response  does  the  following: 

•  Calls  mpvideo_get_object_addr  to  get  a  pointer  to  the  MPV  object  in  the  specified 
backend. 


401 


BBN  Systems  and  Technologies 


GTIOO  RTSW  CSCI 


Calls  mx2_peek  to  preview  the  top  message  in  the  incoming  (firom  Force)  message 
buffer. 

Processes  the  message  according  to  its  type. 

Calls  mx2_skip  to  remove  the  processed  message. 

Repeats  the  process  with  the  next  message  in  the  incoming  buffer. 


The  following  table  lists  the  message  types  handled  by  mpvideo_response.  The  second 
column  shows  the  purpose  of  the  message  (in  italics),  then  summarizes  the  major  steps 
performed  by  mpvideo_response. 


Message  from  MPV 

Processing  by  mpvideo_response 

MSG_Fl_ACKNOWLEDGE 

Acknowledgment  from  Force  task. 

If  debug  mode  is  enabled,  copies  message  and  outputs 
data  to  stdout. 

MSG_Fl_MPV_IOCT 

Illegal  Opcode  Trap  Message  from  MPV. 

Copies  message;  outputs  mot  information  to  stdout; 
calls  syserr  to  generate  error  message. 

MSG_F1_MPV_LUT_TYPE 

Reports  MPV  type  and  lookup  table  type. 

If  debug  mode  is  enabled,  cc^ies  message  and  outputs 
data  to  stdout. 

MSG_Fl_MPV_MEMORY 

Returns  data  from  MPV  memory. 

If  debug  mo<k  is  enabled,  cc^ies  message  and  outputs 
conhrmation  message  to  stdout. 

MSG_F1_PIXEL_ADDR 

Returns  pixel  data. 

If  debug  mode  is  enabled,  copies  message  and  outputs 
data  to  stdout. 

MSG_F1_PIXEL_DEPTH_RETURN 

Returns  pixel  depth  value  for  laser  range  request. 

Copies  message;  uses  FXT0881  to  convert  depth  value 
to  floating  point  (or  sets  depth  to  -  1. 0  if  invalid);  calls 
msg_laser_retum  to  generate  laser  return  message  for 
Simulation  Host. 

MSG_F1_STATUS 

Reports  MPV  status. 

If  debug  mode  is  enabled,  cqries  message  and  outputs 
data  to  stdout. 

MSG_F1_TEXT 

Returns  text  read from  Force. 

If  debug  mode  is  enabled,  cq)ies  message  and  outputs 
data  to  stdout. 

The  function  returns  1  if  it  processes  the  message  successfully.  It  returns  EOF  if  it  cannot 
get  a  pointer  to  the  MPV  object. 


Called  By;  backend_response 


Routines  Called:  FXT0881 

mpvideo_get_object_addr 

msg_laser_retum 

mx2_hwcopy 

mx2_peek 
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Parameters: 


Returns: 


mx2_skip 

printf 

syserr 


INT_4  lm_blk 

UNS_4  backend 


EOF 

1 
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2.12  Message  Processing  (/cig/libsrc/libmsg) 

The  functions  in  the  Message  Processing  CSC  are  responsible  for  processing  many  of  the 
messages  passed  between  the  CIG  and  Ae  Simulation  Host.  These  functions  handle  both 
incoming  and  outgoing  messages,  during  system  configuration  as  well  as  during  the 
simulation.  Each  Message  Processing  function  handles  a  specific  message  type. 

Most  incoming  messages  are  received  by  process_a_msg  (in  simulation.c  in  the  Real-Time 
Processing  CSC),  which  determines  the  message  type  and  then  calls  the  appropriate 
Message  Processing  function.  The  Message  Processing  function  may  then  call  a  function 
in  anotiier  CSC  (e.g..  Viewport  Configuration  or  Backend  Processing)  to  process  the 
request. 

The  Message  Processing  functions  do  not  process  all  incoming  messages.  In  many  cases, 
process_a_msg  calls  the  appropriate  update  function  directly  or,  for  messages  to  be  sent  to 
Ballistics,  pushes  the  message  onto  the  Ballistics  message  queue.  Similarly,  messages  to 
be  return^  to  the  Simulation  Host  may  be  generated  by  functions  in  other  CSCs. 

This  CSC  also  contains  the  functions  used  by  the  Host  Interface  Manager  CSC  to  print 
messages  if  debug  message  printing  is  enabled.  This  feature,  which  can  be  enabl^ 
through  Gossip,  lets  the  user  print  or  display  the  contents  of  all  or  selected  message  types 
for  testing  or  debugging  purposes. 

Figure  2-16  identifies  the  CSUs  in  the  Message  Processing  CSC.  These  CSUs  are 
described  in  this  section. 
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loc_ter_msg.c 

msg_calibrationJmage.c 

msg_cig_ctl.c 

msg_drl  1  .c 

msg_effect.c 

msg_end.c 

msgjaser.c 

msgjaser_return.c 

msgjt_state.c 

msg  pass  back.c 


msg  pass  on.c 
msg  ppm.c 

msgj)rocess_round48.c 

msg_subsys_mode.c 

nisg_syserr.c 

msg_veh_state.c 

msg_vflags.c 

msg_vport.c 

print_msg.c 

show_effect_msg.c 


Figure  2-16.  Message  Processing  CSUs 


2.12.1  loc_ter_insg.c 

The  loc_ter_msg  function  processes  the  MSG_LT_PIECE  message.  This  is  a  CIG-to-SIM 
message  that  provides  a  detailed  description  of  the  polygons  and  bounding  volumes 
contained  in  the  terrain  around  the  simulated  vehicle.  Due  to  its  size,  the  ^ta  is  divided 
into  several  pieces  and  delivered  as  separate  messages.  Collectively,  all  of  the 
MSG_LT_PIECE  messages  give  the  Simulation  Host  the  data  it  uses  to  determine  the 
position  and  orientation  of  the  simulated  vehicle,  and  to  calculate  vehicle  dynamics. 

By  default,  a  local  terrain  message  is  sent  to  the  Simulation  Host  every  32  frames.  This 
interval  can  be  changed  using  the  MSG_DR1 1_PKT_SIZE  or  MSG_LT_STATE  message. 
The  loc_ter_msg  function  is  called  every  frame,  and  it  determines  whether  or  not  it  is  time 
to  send  a  local  terrain  message. 

The  data  for  the  MSG_LT_PIECE  messages  is  generated  by  the  local_terrain  function  in 
the  Real-Time  Processing  CSC.  local_terrain  creates  a  MSG_LOCAL_TERRAIN  message 
based  on  the  four  grids  surrounding  the  simulated  vehicle.  loc_ter_msg  then  divides  the 
data  in  the  MSG_LOCAL_TERRAIN  message  into  a  series  of  smaller  MSG_LT_PIECE 
messages,  and  returns  the  message  to  the  Simulation  Host. 

The  function  call  is  loc_ter_iiisg().  loc_ter_msg  does  the  following: 

•  Checks  to  see  if  the  frame  count  since  the  last  local  terrain  message  was  sent  equals 
or  exceeds  the  local  terrain  interval.  This  indicates  that  it  is  time  to  send  another 
local  terrain  message. 
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•  Calculates  the  number  of  pieces  (the  total  size  of  the  MSG_L(X;AL_TERRAIN 
message  divided  by  the  local  terrain  chunk  size,  plus  1). 

•  Builds  the  MSG_LT_PIECE  message  for  each  piece  and  puts  it  in  the  outgoing 
message  buffer. 

emailed  By:  exchange_drl  l_data_sim 

exchange_enet_data_sim 
exchange_flea_data 
exchange_mpv_data_sim 
exchange_scsi_data_sim 
exchange_socket_data_sim 


Routines  Called:  printf 


Parameters:  none 


Returns:  none 


2.12.2  msg_calibration_image.c 

The  msg_calibration_image  function  processes  the  MSG_CALIBRATION_IMAGE 
message.  This  message  is  sent  by  the  Simulation  Host  to  control  the  display  of  monitor 
calibration  images. 

The  function  call  is  iiisg_caUbration_image(iiisg_P),  where  msg  P  is  a  pointer  to  the 
MSG_CALIBRATION_IMAGE  message. 

msg_calibration_image  does  the  following: 

•  Verifies  that  the  backend  and  image  identifiers  specified  in  the  message  are  valid. 

•  Determines  which  backend  is  being  updated. 

•  Sets  a  pointer  to  the  calibration  overlay  area  in  the  backend's  AAM. 

•  Based  on  the  image  number  specified  in  the  message,  proceeds  as  follows: 

Image  =  0  (turn  images  off) 

Sets  pcal_flag  in  global  memory  to  FALSE. 

Image  =  1  (display  offset  image) 

-  Allocates  memory  to  create  a  temporary  overlay. 

-  Calls  make_cal_matrices  to  generate  the  overlay's  matrices. 

-  Calls  make_cal_pattems  to  generate  the  polygons,  triangles,  and 
other  patterns  displayed. 

-  Copies  the  temporary  overlay  to  active  area  memory. 

-  Frees  the  memory  used  for  the  temporary  overlay. 

-  Sets  pcal_flag  to  TRUE. 

Image  =  2  (display  color  image) 

-  Allocates  memory  to  create  a  temporary  overlay. 

-  Calls  make_cal_matrices  to  generate  the  overlay's  matrices. 

-  Calls  gos_polys  to  create  the  overlay's  polygons. 

Copies  the  temporary  overlay  to  active  area  memory'. 

-  Frees  the  memory  used  for  the  temporary  overlay. 
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Image  = 


Sets  pcal_flag  to  TRUE. 

3  (display  BBN  logo) 

Allocates  memory  to  create  a  temporary  overlay. 

Calls  make_cal_matrices  to  generate  the  overlay's  matrices. 
Calls  make_bbn_logo  to  generate  the  patterns  that  form  the  logo 
display. 

Copies  the  temporary  overlay  to  active  area  memory. 

Frees  the  memory  used  for  the  temporary  overlay. 

Sets  pcal_flag  to  TRUE. 


The  function  outputs  an  error  to  stdout  if  there  is  insufficient  memory  for  the  overlay. 


Called  By:  process_a_msg 


Routines  Called:  bcopy 

free 

GLOB 

gos_polys 

make_bbn_logo 

make_cal_mattices 

make_cal_pattems 

malloc 

printf 

VME_TO_VMX 


Parameters:  MSG_CALIBRATION_IMAGE  *msg_P 


Returns:  none 


2.12.3  msg_cig_ctl.c 

The  msg_cig_ctl  function  processes  the  MSG_CIG_CTL  message  if  it  is  received  during  a 
simulation.  This  message  is  sent  by  the  Simulation  Host  to  stop  the  simulation.  (The  only 
valid  state  changes  during  a  simulation  are  C_STOP  and  C_NULL.)  msg_cig_ctl  initializes 
the  configuration  tree,  resets  Ballistics,  resets  the  backend  processors,  closes  the  database, 
and  initi^zes  the  frame  count. 

The  function  call  is  msg_cig_ctl(insgp,  state),  where: 

msgp  is  a  pointer  to  the  MSG_CIG_CTL  message 
state  is  the  ciurent  state  of  the  CIG 

msg_cig_ctl  does  the  following: 

•  Reads  the  new  state  requested  by  the  Simulation  Host. 

•  If  the  new  state  is  C_STOP: 

-  Calls  vpt_tree_free  to  free  the  viewport  configuration  tree. 

-  Calls  sim_bal_reset  to  reset  Ballistics. 

-  Calls  backend_reset  to  reset  the  backend  processors. 
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-  If  the  old  (current)  state  is  C_SIMULATION: 

*  Calls  sysrup_off  to  disable  interrupts. 

*  If  running  in  AGPT  mode  (a  non-standard  CIG  mode),  calls 
sim_state_init  and  sets  agpt_mode  to  1. 

-  Calls  close_db  to  close  the  terrain  database. 

-  Calls  vpt_tree_init  to  initialize  the  viewport  configuration  tree. 

-  Sets  the  fi'ame  count  to  0. 

-  Sets  the  new  state  to  the  state  specified  in  the  message  (C_STOP). 

•  If  the  new  state  is  C_NIJLL: 

-  Sets  the  new  state  to  C_SIMULATION  (i.e.,  no  state  change). 

•  If  any  other  state  is  specified: 

-  Calls  syserr  to  generate  an  illegal  state  transition  message. 

-  Sets  the  new  state  to  C_SIMULATION  (i.e.,  no  state  change). 

•  If  real-time  software  timing  has  been  enabled  through  Gossip  (i.e.,  if 
rtsw_timing_flag  is  TRUE),  computes  the  processing  time  for  the  message  and 
updates  the  worst  time  if  applicable. 

The  function  returns  the  new  state  of  the  CIG  as  new  state. 


Called  By:  process_a_msg 


Routines  Called:  backend_reset 

close_db 

GLOB 

printf  (in  debug  mode  only) 

read_watch 

sim_bal_reset 

sim_state_init 

syserr 

sysrup_off 

vpt_tree_free 

vpt_tree_init 


Parameters:  MSG_CIG_CTL 

INT_2 


*msgp 

state 


Returns: 


new  state 


2.12.4  msg_drll.c  (msg_drll_pkt_size) 

The  msg_drl  l_pkt_size  function  processes  the  MSG_DR1 1_PKT_SIZE  message.  This 
message  is  sent  by  the  Simulation  Host  to  set  the  following: 

•  Simulation  Host  exchange  packet  size. 

•  CIG  exchange  packet  size. 

•  Local  terrain  piece  (chunk)  size. 

•  Local  terrain  frame  interval. 

•  CIG  hardware  type  (always  0  for  GTs). 
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The  function  call  is  insg_drll_pkt_size(msgp),  where  msgp  is  a  pointer  to  the 
MSG_DR1  l_PKT_SIZElnessage.  ~ 

The  function  does  the  following: 

•  Outputs  the  message  contents  to  stdout. 

•  Sets  the  applicable  global  variables  with  the  new  packet  sizes. 

•  Verifies  that  the  local  terrain  chunk  size  and  interval  are  above  the  minimum  values 
allowed,  then  sets  the  applicable  global  variables  with  the  new  values. 

•  Sets  the  global  variable  for  the  CIG  hardware  type  to  the  new  value. 


Called  By:  process_a_msg 


Routines  Called:  GLOB 

printf 


Parameters:  MSG_DR11_PKT_SIZE  *msgp 


Returns:  none 


2.12.5  msg_effect.c  (msg_show_effect) 

The  msg_show_effect  function  process  the  MSG_SHOW_EFFECT  message.  This 
message  is  sent  from  the  Simulation  Host  to  tell  the  CIG  to  display  a  special  effect  at  a 
specified  location. 

The  function  call  is  msg_show_effect(msgp,  pdbase),  where: 

msgp  is  a  pointer  to  the  MSG_SHOW_EFFECT  message 
pdbase  is  the  primary  database  control  block 

msg_show_effect  does  the  following: 

•  Increments  the  active  effects  counter. 

•  Verifies  that  there  is  room  for  another  active  effect. 

•  If  the  maximum  number  of  active  effects  has  already  been  reached: 

-  Decrements  the  active  effects  counter. 

-  Outputs  an  error  to  stdout 

-  Calls  msg_syserr  to  generate  a  MSG_SYS_ERROR  message  for  return  to 
the  Simulation  Host. 

•  If  there  is  room  for  another  active  effect: 

-  Calls  show_effect_msg  to  add  the  effect  to  the  active  effects  table. 

-  If  a  second  AAM  exists,  calls  show_effect_msg  to  add  the  effect  to  its  active 
effects  table. 


Called  By:  process_a_msg 
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Routines  Called:  nisg_syseiT 

printf 

show_efTect_msg 

VME_TO_VMX 


Parameters: 


MSG_SHOW_EFFECT  *msgp 

DB_INFO  *pdbase 


Returns:  none 


2.12.6  msg_end.c 

The  functions  in  the  msg_end.c  CSU  handle  all  of  the  processing  that  must  occur  at  the  end 
of  a  frame  (when  the  Simulation  Host  sends  a  MSG_END  message).  These  functions  are: 

•  msg_end 

•  _downcount_effects 

•  _display_lights 

•  _move_load_module_stp_to_quad_buffer 

•  _update_second_active_area_memory 

•  _pend_on_frame_interrupt 

•  _piocess_agl 

•  _set_up_for_next_frame 

•  _handle_request_local_terTain 

•  _database_disable 

•  _handle_point_lights 

•  _reset_model_pointers 

•  _copy_reconfigurable_viewports_section 

msg_end  is  the  driving  function.  The  other  routines  are  called  by  msg_end  to  perform  a 
specific  task. 


2.12.6.1  msg_end 

The  msg_end  function  processes  the  MSG_END  message.  This  message  is  sent  from  the 
Simulation  Host  to  signal  the  end  of  the  contents  of  a  packet  buffer. 

The  function  call  is  msg_end(state,  curr_sim_buf,  pdbase,  ppdynl,  pptanks, 
ppmodels,  ppeffects),  where: 

state  is  the  current  state  of  the  CIG 

curr  sim  birf  is  the  buffer  currently  being  used  by  the  simulation 

pdbase  is  as  a  pointer  to  the  primary  database  control  block 

ppdynl  is  a  pointer  to  the  structure  containing  the  current  state  of  all  dynamic  models 

pptanks  is  a  pointer  to  the  tank  table 

ppmodels  is  a  pointer  to  the  model  table 

ppeffects  is  a  pointer  to  the  dynamic  effects  table 

msg_end  does  the  following: 
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•  Calls  backend_send_req  to  initiate  backend  processing  of  messages  queued  up 
during  the  previous  frame. 

•  If  the  system  is  running  in  AGPT  mode  (a  non-standard  mode),  calls  sc_accept, 

rt  j>end,  and  sim.receive  to  check  for  any  stacked  up  messages  that  still  need  to  be 
process^  this  frame. 

•  Calls  _downcount_effects  to  decrement  the  count  fw  multiple-frame  special  effects. 

•  Calls  _display_lights  to  display  the  correct  LEDs. 

•  Calls  _move_load_module_stp_to_quad_buffer  to  move  the  load  module  state  table 
pointers  to  the  quad  buffer. 

•  Calls  _update_second_active_area_memOTy  to  copy  the  new  data  to  AAM2. 

•  If  cloud  processing  is  enabled,  calls  cloud.mgmt. 

•  Calls  sio_tick  to  write  all  serial  I/O  data  queu^  for  the  current  firame  to  the  specified 
devices. 

•  Calls  cigsimio_frame_end  to  trigger  the  display  or  printing  of  messages  from  the 
previous  frame  (if  debug  message  display  or  message  recording  is  enabled), 

•  Calls  _pend_on_ffame_interrupt  to  wait  for  the  next  frame  interrapt. 

•  Calls  sim_bal_process_msg  to  process  all  messages  returned  from  Ballistics. 

•  emails  msg_pass_back  to  generate  any  required  MSG_PASS_BACK  messages. 

•  Calls  backend_Tesp<Mise  to  obtain  laser  depth  return  data  for  each  AAM. 

•  Calls  _process_agl  to  generate  the  MSG_AGL  message,  if  requested. 

•  C^s  _set_up_for_next_frame  to  reset  the  state  table  to  prepare  for  the  next  frame. 

•  Calls  _handle_request_local_terrain  to  initiate  the  local  terrain  message. 

•  emails  _database_disable  to  initiate  database  management  (rowcol_rd). 

•  Increments  the  fi:ame_count. 

•  Calls  _handle  j)oint_lights  to  provide  a  time  parameter  for  point  lights. 

•  Calls  _reset_model_pointers  to  reset  all  model  table  pointers. 

•  Calls  _copy_reconfigurable_viewports_section  to  copy  the  current  reconftgurable 
viewport  parameters  to  the  next  frame’s  double  buffer, 

•  Clalls  sim_bal_process_tracer  to  process  all  tracer  (round  position)  messages 
returned  by  Ballistics. 

•  Calls  sim_b2d_agl_wanted  to  send  a  MSG_BO_TRAJ_CHORD  message  to  report 
the  simulated  vehicle's  current  altitude. 

•  If  real-time  software  timing  has  been  enabled  through  Gossip  (i.e.,  if 
rtsw_timing_flag  is  TRUE),  computes  the  processing  time  for  the  message  and 
updates  the  worst  time  if  applicable. 


Called  By:  process_a_msg 


Routines  Called:  _copy_reconfigurable_viewports_section 

_database_disable 
_display_lights 
_downcount_effects 
_handle_j)oint_lights 
_handle_requesUocal_terrain 
_move_load_module_stp_to_quad_buffer 
_pend_on_frame_interrupt 
_process_agI 
_rcset_model_pointers 
_set_up_for_next_frame 
_update_second_active_area_memory 
backend_response 
backend_send_req 
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cigsiinio_frame_end 

cloud_mgmt 

msg_pass_back 

printf  (in  debug  mode  only) 

read_watch 

rt_pend 

sc_accept 

sim_bal_agl_wanted 

sim_bal_process_msg 

sim_bal_process_tracer 

sim_receive 

sio_tick 


Parameters:  INT_2  state 

INT_2  *curr_sim_buf 

DB_INFO  *pdbase 

INT_4  ♦*ppdynl 

TANK  ♦♦pptanks 

OMCXDEL  **ppnKidels 

SHOW_EFF  ♦♦ppeffects 


Returns:  none 


2.12.6.2  _downcount_effects 

The  _downcount_effects  function  counts  down  multiple-frame  special  effects.  This 
function  is  called  at  the  end  of  each  frame. 

The  function  call  is  _downcount_effects(pdbase),  where  pdbase  is  a  pointer  to  the 
primary  database  con^l  block.  ~ 

_downcount_effects  calls  effect_downcount  to  decrement  the  frame  count  for  each  effect. 
If  two  AAMs  are  defined,  the  function  calls  effect_downcount  for  each. 


Called  By:  msg_end 


Routines  Called:  effect_downcount 

printf  (in  debug  mode  only) 


Parameters:  DB_INFO  ♦pdbase 


Returns:  none 
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2.12.6.3  _display_lights 

The  _display_lights  function  is  used  to  display  LED  lights  on  the  EVC.  This  function  is 
called  at  the  end  of  every  frame. 

The  function  call  is  _display__lights().  The  function  determines  which  lights/values  to 
display;  nx>del  countT frame  count,  local  terrain  count,  or  overload.  It  then  calls  set.leds  to 
set  the  LED  display. 

_display_lights  determines  which  lights  to  display  by  examing  the  display_lights[]  array. 
This  array  contains  a  flag  that  enables/disables  each  counter.  The  flags  in  display_lights[] 
can  be  changed  using  the  I  ("set  display  lights  flags")  option  on  the  Gossip  System  menu. 


C!alled  By:  msg_end 


Routines  Called:  setjeds 


Parameters:  none 


Returns:  none 


2.12.6.4  _move_load_module_stp_to_quad_buffer 

The  _move_load_module_stp_to_quad_buffer  function  moves  the  load  module  state  table 
pointers  (STP)  to  the  quad  buffer.  This  function  is  called  at  the  end  of  every  frame. 

The  function  call  is  _move_load_moduIe_stp_to_quad_buffer{pdbase,  pdynl), 
where: 

pdbase  is  a  pointer  to  the  primary  database  control  block 

pdynl  is  a  pointer  to  the  structure  containing  the  current  state  of  all  dynamic  models 
The  function  does  the  following: 

•  If  the  cument  double  buffer  (db_G)  is  DB 1 : 

-  Clopies  tlie  load  module  state  table  in  DBl  (size  =  LM_COUNT  *  4)  to 
pdynl. 

•  If  real-time  software  timing  has  been  enabled  through  Gossip  (i.e.,  if 
rtsw_timing_flag  is  TRUE),  computes  the  processing  time  and  updates  the  worst 
time  if  applicable. 


Called  By:  msg_end 


Routines  Called:  blcopy 

printf 
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rcad_watch 


♦pdbase 

♦pdynl 


Returns:  none 


Parameters:  DB_n'IFO 

INT_4 


2.12.6.5  _update_second_acti  ve_area_memory 

The  _update_second_active_area_memory  function  is  responsible  for  copying  new  data  to 
the  seccMid  AAM,  if  one  is  defined.  This  function  is  called  at  the  end  of  every  frame. 

The  function  call  is  _update_second_active_area_memory(pdbase,  ptanks, 
pmodels,  peffects), "where:  ~ 

pdbase  is  a  pointer  to  the  primary  database  control  block 
ptanks  is  a  pointer  to  the  tank  table 
pmodels  is  a  pointer  to  the  model  table 
peffects  is  a  pointer  to  the  dynamic  effects  table 


Called  By: 

msg_end 

Routines  Called: 

AAMl_TO_AAM2 

blcopy 

printf 

retum_aam_ptr 

(in  debug  mode  only) 

Parameters: 

DB  INFO 

♦pdbase 

TANK 

♦ptanks 

OMODEL 

♦pmodels 

SHOW.EFF 

♦peffects 

Returns: 

none 

2.12.6.6  _pend_on_frame_interrupt 

The  _pend_on_frame_interrupt  function  waits  for  the  next  frame  interrupt.  This  function  is 
called  when  a  new  simulation  is  initialized  and  at  the  end  of  every  frame. 

The  function  call  is  _pend_on_frame_interrupt(state),  where  state  is  the  current  state 
of  the  CIG.  _pend_6n_frame_interruptdoes  the  following: 

•  If  the  state  is  C_SIMULATION,  and  the  SIMULATION_MB  mailbox  contains  a 
message  (indicating  that  an  interrupt  has  occurred),  calls  syserr  to  generate  a  system 
overload  error  message. 

•  Waits  for  a  message  to  be  posted  to  the  SIMULATION_MB  mailbox. 
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If  single-step  mode  is  enabled,  calls  sysrup_off  to  disable  system  interrupts. 
Resets  the  incoming  message  count 
Calls  start_watch  to  start  the  system  timer. 

If  real-time  software  timing  has  been  enabled  through  Gossip  (i.e.,  if 
rtsw_timing_flag  is  TRUE),  computes  the  reset  time  and  updates  the  worst  time  if 
applicable. 


Called  By: 


init_simulation 

msg_end 


Routines  Called:  printf  (in  debug  mode  only) 

rt_pend 

start_watch 

stop_watch 

syserr 

sysrup_off 


Parameters:  INT_2 


state 


Returns:  none 


2.12.6.7 


process_agI 


The  _process_agl  function  generates  the  outgoing  MSG_AGL  message  if  the  Simulation 
Host  has  requested  AGL  (above  ground  level)  processing  for  the  simulated  vehicle.  This 
function  is  called  at  the  end  of  every  frame. 


The  function  call  is  _process_agI().  The  function  does  the  following: 


•  Checks  to  see  if  AGL  processing  is  enabled. 

•  If  it  is,  generates  an  outgoing  message  containing  the  simulated  vehicle's  current 
altitude  (in  meters),  and  adds  it  to  the  outgoing  message  buffer. 


Called  By: 

msg_end 

Routines  C!alled: 

none 

Parameters: 

none 

Returns: 

none 
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2.12.6.8  _set_up_for_next_frame 

The  _set_up_for_next_frame  function  resets  the  state  table  and  manipulates  various 
pointers  and  variables  necessary  to  prepare  for  the  next  frame.  This  function  is  called  at  the 
end  of  every  frame. 

The  function  call  is  set  up  for  next  frame(state),  where  state  is  the  current  state  of 
the  CIG. 

The  function  does  the  following: 

•  If  real-time  software  timing  has  been  enabled  through  Gossip  (i.e.,  if 
rtsw_timing_flag  is  TRUE),  computes  the  processing  time  and  updates  the  worst 
time  if  applicable. 

•  Calls  cigsimio_msg_out  to  write  the  messages  in  the  outgoing  packet  to  a  buffer  (if 
debug  message  display  or  message  recording  is  enabled). 

•  Calls  the  appropriate  host  interface  function  (using  the  *exchange_data_sim 
function  pointer)  to  exchange  packet  buffers. 

•  If  real-time  software  timing  has  been  enabled  through  Gossip  (i.e.,  if 
rtsw_timing_flag  is  TRUE),  computes  the  processing  time  and  updates  the  worst 
time  if  applicable. 

•  If  single-step  mode  is  enabled,  sets  drl  l_msg  to  TRUE. 


Called  By:  msg_end 


Routines  Called:  *exchange_data_sim 

cigsimio_msg_out 

read_watch 


Parameters:  INT_2 


state 


Returns:  none 


2.12.6.9  _handIe_request_local_terrain 

The  _handle_request_local_terrain  function  initiates  the  local  terrain  message  process  if  it  is 
time  to  return  a  MSG_LOCAL_TERRAIN  message  to  the  Simulation  Host.  This  function 
is  called  at  the  end  of  every  frame. 

The  function  call  is  _handle_request  local_terrain(pdbase),  where  pdbase  is  a 
pointer  to  the  primar^ database  control  block.  ” 

The  function  does  the  following: 

•  Checks  to  see  if  local  terrain  processing  is  enabled. 

•  Checks  to  see  if  the  required  number  of  frames  have  passed  since  the  last  message. 
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•  If  both  conditions  are  true,  posts  a  message  to  the  LOCAL_TERRAIN_MB 
mailbox  to  initiate  preparation  of  a  local  terrain  message. 

Called  By:  msg_end 

Routines  Called:  sc_post 

Parameters:  DB_INFO  *pdbase 

Returns:  none 


2.12.6.10  _database_disable 

The  _database_disable  function  initiates  database  management  by  posting  a  mailbox 
message  to  invoke  rowcol_rd.  This  function  is  called  at  the  end  of  every  frame.  It  invokes 
rowcoLrd  only  if  the  specified  frame  interval  has  passed  since  database  management  was 
last  performed. 

The  function  call  is  _database_disable().  The  function  does  the  following: 

•  Makes  sure  the  database_disable_wanted  variable  is  FALSE.  If  TRUE,  no 
database  management  is  performed  after  the  initial  database  is  loaded.  This 
variable,  initialized  to  FALSE,  can  be  set  TRUE  by  specifying  the  "c"  (constrain) 
argument  on  the  start-up  command  line. 

•  Checks  to  see  if  the  current  frame  count  is  greater  than  the  database’s  init_freq 
(initial  frequency),  indicating  that  the  rowcoLrd  task  is  beyond  its  initial  starting 
point.  The  init_freq,  set  up  by  config_database  in  the  Real-Time  Processing  CSC, 
is  set  at  16  frames  for  even-numbered  backends  and  32  frames  for  odd-numbered 
backends. 

•  Checks  to  see  if  the  specified  number  of  frames  (32  by  default)  have  passed  since 
the  last  call  to  rowcoLrd. 

•  If  all  of  the  above  criteria  are  met,  posts  a  message  to  the  database's  mailbox  to  start 
the  rowcoLrd  task. 

•  Repeats  this  process  for  each  instance  of  the  rowcoLrd  task  (one  per  backend). 


CMed  By:  msg_end 


Routines  Called:  sc_post 


Parameters:  none 


Returns: 


none 
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2.12.6.11  _handle_poinMights 

The  _handle_point_lights  function  provides  a  time  parameter  for  handling  point  lights 
standardized  on  a  30-Hertz  frame  rate..  This  function  is  called  at  the  end  of  every  frame. 


Point  lights  are  light  sources  that  can  be  defined  from  a  specific  location  in  xyz  world 
space.  This  is  different  from  directional  lighting,  which  is  defined  from  a  certain  direction 
and  originates  at  infinity. 

Point  lights  are  specified  in  the  MSG_VIEW_FLAGS  message.  For  each  point  light, 
O=off,  l=low  intensity,  and  2=high  intensity.  The  12  light  groups  are: 


A  =  spare 
B  =  spare 
C  =  obstruction  lights 
D  =  hazard  beacon 
E  =  military  airport  beacon 
F  =  commercial  airport  beacon 


G  =  spare 
H  =  VASI 
I  =  approach  strobes 
J  =  approach  lights 
K  =  taxiway  lights 
L  =  runway  lights 


The  function  call  is  _handle_point_lights().  The  function  sets  the  current  time  in  both 
AAMs  based  on  the  current  frame  rat^count. 


Called  By:  msg_end 


Routines  Called:  AAMl_TO_AAM2 


Parameters:  none 

Returns:  none 


2.12.6.12  _reset_modeI_pointers 

The  _reset_model_pointers  function  resets  all  model  table  pointers.  This  function  is  called 
at  the  end  of  every  frame. 

The  function  call  is  _reset  model_pointers(curr_sim_buf,  pdbase,  ppdynl, 
pptanks,  ppmodelsr  ppelTects),  where:  ~ 

curr  sim  buf  is  the  buffer  currently  being  used  by  the  simulation 

pdbase  is  as  a  pointer  to  the  primary  database  control  block 

ppdynl  is  a  pointer  to  the  structure  containing  the  current  state  of  all  dynamic  models 

pptanks  is  a  pointer  to  the  tank  table 

ppmodels  is  a  pointer  to  the  model  table 

ppeffects  is  a  pointer  to  the  dynamic  effects  table 

_reset_model_pointers  does  the  following: 
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•  Resets  the  model  counter  to  0. 

•  Calls  get_dtp_bank  to  determine  which  double  buffer  to  update. 

•  Sets  the  model  table  pointers  based  on  which  buffer  section  the  simulation  is  using. 

•  Sets  the  next  tank,  next  model,  and  next  effect  pointers. 

•  Resets  the  dynamic  model  return  addresses  to  the  static  model  table. 

•  Resets  the  dynamic  pre-  and  post-processed  model  pointers. 

•  If  a  second  AAM  is  present,  resets  its  model  pointers  also. 


Called  By: 

msg_end 

Routines  Called: 

get_dtp_bank 

Parameters: 

INT  2 

DB  INFO 

INT  4 

TANK 

OMODEL 

SHOW_EFF 

*curr_sim_buf 

♦pdbase 

**ppdynl 

**pptanks 

**ppmodels 

**ppeffects 

Returns: 

none 

2.12.6.13  _copy_reconfigurable_vlewports_section 

The  _copy_reconfigurable_viewports_section  function  copies  the  previous  frame's 
reconfigurable  viewports  portion  of  the  double  buffer  into  the  new  frame’s  double  buffer. 
This  function  is  call^  at  the  end  of  every  frame. 

The  function  call  is  _copy_reconfigurable_viewports_section().  The  function  does 
the  following; 

•  Resets  the  dynamic  pre-  and  post-processed  model  pointers. 

•  Copies  the  reconfigurable  data  from  the  working  double  buffer  to  the  other  buffer. 


Called  By:  msg_end 


Routines  Called:  blcopy 

retum_aam_ptr 


Parameters:  none 


Returns: 


none 
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2.12.7  msgjaser.c  (msg_Iaser_request_range) 

The  insg_laser_request_range  function  processes  the  MSG_REQUEST_LASER_RANGE 
message.  This  message  is  sent  by  the  Simulation  Host  to  request  laser  range  information 
for  a  viewport.  The  message  specifies  the  screen  position  (row  and  column  pixels)  from 
which  to  return  the  range  value  each  frame.  Each  frame,  the  CIG  returns  the  distance  from 
the  viewpoint  to  the  object  within  the  requested  pbcel.  For  T  backends  (which  do  not  have 
a  Force  board),  a  hard- wired  pixel  is  used  to  determine  range. 

The  function  call  is  iiisg_laser_request_range(insgp,  state),  where: 

msgp  is  a  pointer  to  the  MSG_REQUEST_LASER_RANGE  message 
state  is  the  current  state  of  the  CIG 

msg_laser_request_range  does  the  following: 

•  Calls  backend_laser_request_range  to  enable  laser  request  processing. 

•  If  the  request  cannot  be  processed,  calls  syserr  to  generate  an  error  message  for 
return  to  the  Simulation  Host. 

•  If  real-time  software  timing  has  been  enabled  through  Gossip  (i.e.,  if 
nsw_timing_flag  is  TRUE),  computes  processing  time  for  message  and  updates 
worst  time  if  applicable. 


Called  By:  process_a_msg 


Routines  dialled:  backend_laser_request_range 

read_watch 

syserr 


Parameters:  MSG_REQUEST_LASER_RANGE  *msgp 

INT_2  state 


Returns:  none 


2.12.8  msg_laser_return.c 

The  msg_laser_retum  function  builds  the  MSG_LASER_RETURN  message.  This 
message  is  sent  by  the  CIG  to  the  Simulation  Host  to  provide  laser  return  iirformation  for  a 
specified  pixel  within  the  screen.  The  message  is  sent  every  frame  if  the  Simulation  Host 
has  requested  laser  return  data  with  the  MSG_REQUEST_LASER_RANGE  message. 

The  function  call  is  msg_laser_return(lm_blk,  subsys,  channel,  id,  range  ), 
where:  ~  ~ 

Im  blk  is  the  number  of  load  modules  per  side  of  a  load  module  block;  this  value  is 
used  to  scale  the  range  if  an  extended  viewing  range  is  enabled 
subsys  is  the  id  of  the  subsystem  (backend)  returning  the  data 
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channel  is  channel  to  which  the  range  value  applies 
id  is  the  identifier  assigned  to  this  request  in  Ae  corresponding 
MSG_REQUEST_LASER_RANGE  message 
range  is  the  range  of  the  object  (in  meters)  in  the  selected  pixel 

msg_laser_retum  uses  the  information  provided  by  backend_response  (for  a  T  backend)  or 
mpvideo_response  (for  a  TX  backend)  to  build  the  MSG_LASER_RETURN  message. 


Called  By: 

backend_response 

mpvideo_response 

Routines  Called: 

panic 

Parameters: 

INT  4 

lm_blk 

UNS  4 

subsys 

INT  2 

channel 

INT  2 

id 

REAL_4 

range 

Returns: 

none 

2.12.9  msg_lt_state.c  (lt_state) 

The  lt_state  function  processes  the  MSG_LT_STATE  message.  This  message  can  be  sent 
by  the  Simulation  Host  to  enable  or  disable  local  terrain  processing,  and  to  change  the  local 
terrain  interval  and/or  chunk  size.  The  message  may  be  sent  during  system  configuration 
or  runtime. 

If  local  terrain  processing  is  enabled,  the  CIG  sends  MSG_LCXrAL_TERRAIN  messages 
to  the  Simulation  Host  at  the  specified  interval  (frame  count).  Due  to  its  large  size,  the 
message  is  divided  into  multiple  MSG_LT_PIECE  messages,  each  the  specified  "chunk" 
size. 

The  function  call  is  lt_state(insgp),  where  msgp  is  a  pointer  to  the  MSG_LT_STATE 
message.  ~ 

lt_state  does  the  following: 

•  Sets  the  local_terrain_wanted  variable  to  the  value  specified  in  the  message. 

•  If  local  terrain  processing  is  enabled,  sets  the  new  interval  specified  in  the  message. 

•  Verifies  that  the  new  chimk  size  is  at  least  50  bytes  less  than  the  current  outgoing 
packet  size. 

If  it  is,  sets  the  new  chunk  size. 

-  If  it  is  not,  generates  an  error  message. 


Called  By:  cig_config 

process_a_msg 
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Routines  Called:  printf 

syserr 


Parameters: 


Returns: 


MSG  LT  STATE 


none 


“msgp 


2.12.10  insg_pass_back.c 

The  msg_pass_back  function  processes  the  MSG_PASS_BACK  message.  This  message 
is  sent  from  the  CIG  to  the  Simulation  Host  to  return  information  from  an  embedded 
processor.  This  function  is  called  at  the  end  of  every  frame. 

The  MSG_PASS_BACK  message  applies  to  TX  backends  only.  At  the  current  time,  all 
pass_back  messages  are  generate  from  the  2-D  task  running  on  the  MPV  board. 

The  function  call  is  insg_pass  back().  The  function  obtains  the  data  from 
mpvideo_pass_back,  then  buil<3s  the  message  and  puts  it  in  the  outgoing  message  buffer. 


Called  By:  msg_end 


Routines  Called: 


mpvideo_pass_back 


Parameters:  none 


Returns:  none 


2.12.11  insg_pass_on.c 

The  msg_pass_on  function  processes  the  MSG_PASS_ON  message.  This  message  is  sent 
by  the  Simulation  Host  to  tell  the  CIG  to  pass  the  message  on  to  an  embedded  subsystem  in 
the  CIG.  Currently,  the  only  subsystem  Aat  receives  pass_on  messages  is  the  2-D  task  on 
the  MPV  board. 

The  function  call  is  insg_pass_on(msgp,  state),  where: 

msgp  is  a  pointer  to  the  MSG_PASS_ON  message 
state  is  the  current  state  of  the  CIG 


msg_pass_on  does  the  following: 

•  Calls  mpvideo_pass_on  to  put  the  message  into  the  MPV's  message  buffer. 

•  If  the  MPV  board  cannot  be  found,  calls  syserr  to  generate  an  error  message  for 
return  to  the  Simulation  Host. 
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•  If  real-time  software  timing  has  been  enabled  through  Gossip  (i.e.,  if 

rtsw_timin^flag  is  TRUE),  computes  processing  time  for  message  and  updates 
worst  time  if  q)plicable. 


Called  By:  process_a_msg 


Routines  Called:  mpvideo_pass_on 

read_watch 

syserr 


Parameters:  MSG_PASS_ON 

INT_2 


Returns:  none 


2.12.12  msg_ppm.c 

The  functions  in  the  msg_ppm.c  CSU  are  used  to  process  messages  that  affect  the  Pixel 
Processor  Memory  (PPM)  board.  These  functions  are: 

•  msg_ppm_display_mode 

•  msg_ppm_display_offset 

•  msg_ppm_pixel_location 

•  msg_ppm_pixel_state 

The  PPM  stores  pixel  color,  weight,  and  depth  values  according  to  screen  coordinates  and 
pixel  depth.  The  PPM  eliminates  hidden  surfaces,  color-averages  pixels  to  display 
transparent  pixels,  and  uses  depth  priority  to  display  one  type  of  pixel  over  another.  To 
display  one  screen  of  pixel  data  while  constructing  another,  the  PPM  double  buffers  the 
pixels'  color  and  weight  data. 

Messages  from  the  Simulation  Host  can  specify  which  channels  are  displayed  and  which 
bank  of  the  final  color  lookup  table  is  used  for  sky  color. 

These  functions  apply  to  T  backends  only.  Changes  for  the  PPM  are  downloaded  via  the 
ESIFA  board  using  the  ESIFA  Interface  routines. 


*msgp 

state 


2.12.12.1  msg_ppm_display_mode 

The  msg_ppm_display_mode  function  processes  the  MSG_PPM_DISPLAY_MODE 
message.  This  message  can  be  sent  by  the  Simulation  Host  to  set  the  display  size  (320  x 
200,  320  X  128,  200  x  200,  or  200  x  128). 

The  function  call  is  insg_ppm_dispIay_mode(msg_P),  where  msg  P  is  a  pointer  to 
the  MSG_PPM_DISPLAY_MODE  message. 

The  function  does  the  following: 
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•  Calls  ppm_get_data  to  get  a  pointer  to  the  PPM  object. 

•  Sets  the  new  display  n^e  and  screen  size. 

•  Calls  esifa_queue_data  to  queue  the  data  in  ESIFA  RAM. 

•  Calls  esifa_queue_download  to  queue  the  data  for  download  to  the  ESIFA. 


Called  By; 


db_mcc_setup 

process_a_nisg 

upstart 


Routines  Called:  ppm_get_data 

esifa_queue_data 

esifa_queue_download 


Parameters: 


MSG_PPM_DISPLAY_MODE  *msg_P 


Returns:  none 


2.12.12.2  msg_ppni_display_offset 

The  msg_ppm_display_offset  function  processes  the  MSG_PPM_DISPLAY_OFFSET 
message.  This  message  can  be  sent  by  the  Simulation  Host  to  set  new  horizontal  and 
verticd  display  offset  values. 

The  function  call  is  msg  ppm  display  offset  (msg  P),  where  msg  P  is  a  pointer  to 
the  MSG_PPM_DISPLAY_OFFSET  melsage. 

The  function  does  the  following: 

•  Calls  ppm_get_data  to  get  a  pointer  to  the  PPM  object. 

•  Sets  the  new  horizontal  and  vertical  display  offsets. 

•  Calls  esifa_queue_data  to  queue  the  data  in  ESIFA  RAM. 

•  Calls  esifa_queue_download  to  queue  the  data  for  download  to  the  ESIFA. 


Called  By: 


db_mcc_setup 

process_a_msg 

upstart 


Routines  Called:  ppm_get_data 

esifa_queue_data 

esifa_queue_download 


Parameters:  MSG_PPM_DISPLAY_OFFSET  *msg_P 


Returns:  none 
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2.12.12.3  msg_ppin_pixel_location 

The  msg  ppm  pixel  location  function  processes  the  MSG_PPM_PIXEL_L(X!ATION 
message.  This  message  can  be  sent  by  the  Simulation  Host  to  specify  a  new  starting  pixel 
location  (horizontal  and  vmical  coord^ates)  on  the  display  screen. 

The  function  call  is  iiisg_ppm_pixel  location  (nisg_P),  where  msg  P  is  a  pointer  to 
the  MSG_PPM_PIXEL_L<X:ATI0N  message. 

The  function  does  the  following: 

•  Calls  ppm_get_data  to  get  a  pointer  to  the  PPM  object. 

•  Sets  the  new  pixel  location. 

•  Calls  esifa_queue_data  to  queue  the  data  in  ESIFA  RAM. 

•  Calls  esifa_queue_download  to  queue  the  data  for  download  to  the  ESIFA. 


Called  By: 


db_mcc_setup 

process_a_msg 

upstart 


Routines  Called: 


ppm_get_data 

esifa_queue_data 

esifa_queue_download 


Parameters: 


MSG_PPM_PIXEL_LOCATION  ♦msg_P 


Returns: 


none 


2.12.12.4  nisg_ppm_pixel_state 

The  msg_ppm_pixel_state  function  processes  the  MSG_PPM_PIXEL_STATE  message. 
This  message  can  be  sent  by  the  Simulation  Host  to  toggle  the  PPM  pixel  state  on  or  off. 

The  function  call  is  msgjipm  pixel  state  (msg  P),  where  msg  P  is  a  pointer  to  the 
MSG_PPM_PIXEL_STATE  message? 

The  function  docs  the  following: 

•  Clalls  ppm_get_data  to  get  a  pointer  to  the  PPM  object. 

•  Sets  the  board  address  based  on  the  new  state. 

•  Calls  esifa_queue_data  to  queue  the  data  in  ESIFA  RAM. 

•  (^s  esifa_queue_download  to  queue  the  data  for  download  to  the  ESIFA. 


Called  By: 


cal 

db_mcc_setup 

process_a_msg 
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upstart 


Routines  Called;  ppm_get_data 

esifa_queue_data 

esifa_queue_download 


Parameters:  MSG_PPM_PIXEL_STATE  ♦msg_P 


Returns;  none 


2.12.13  msg_process_round48.c 

The  msg  process  _round48  function  is  not  used  by  the  standard  GTIOO  system. 


2.12.14  msg_subsys_mode.c 

The  msg_subsys_mode  function  processes  the  MSG_SUBSYS_MODE  message.  This 
message  is  sent  by  the  Simulation  Host  to  change  parameters  specific  to  a  subsystem 
(backend).  Specifically,  the  message  can  be  used  to  do  the  following: 

•  Change  the  color  lookup  table  displayed  by  all  viewports  in  the  subsystem. 

•  Change  the  fade  value  ^splayed  by  all  viewports  in  the  subsystem. 

•  Enable  or  disable  calibration  mode  (T  subsystems  only). 

•  Set  or  change  the  TX  subsystem  mode.  (Modes  are  defined  using  the 
MSG_DEFWE_TX_MODE  message.) 

The  function  call  is  msg_subsys_mode(msgp,  state),  where: 

msgp  is  a  pointer  to  the  MSG_SUBSYS_MODE  message 
state  is  the  current  state  of  the  CIG 

msg_subsys_mode  does  the  following; 

•  Validates  the  subsystem  and  channel  identifiers  in  the  message;  calls  syserr  to 
generate  an  error  message  if  either  parameter  is  invalid. 

•  Calls  esifa_set_special  to  set  any  special-use  parameters  specified  in  the  message. 

•  Calls  mpvideo_set_mode  to  set  the  new  video  control  registers. 

•  emails  backend_set_color  to  set  the  new  color  table. 

•  Validates  the  new  fade  value  against  the  range  allowed  by  the  color  table;  calls 
syserr  to  generate  an  eiror  message  if  the  v^ue  is  invalid. 

•  Calls  esifa_set_fade  to  set  the  new  fade  value. 


Called  By:  process_a_msg 


Routines  Called:  backend_set_color 

esifa_set_fade 

esifa_set_special 
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mpvideo_set_mode 

syserr 


Parameters:  MSG_SUBSYS_MODE  *msgp 

INT_2  state 


Returns:  none 


2.12.15  msg_syserr.c 

The  msg_syserr  function  builds  a  MSG_SYS_ERROR  message  for  return  to  the 
Simulation  Host.  This  message  is  sent  every  frame,  whether  or  not  an  error  has  occurred. 
msg_syserr  is  called  only  if  an  error  is  to  be  reported  by  a  Message  Processing  function, 
usually  because  the  CIG  could  not  process  a  message.  (Note  that  several  Message 
Processing  functions  call  syserr  to  generate  the  error  message.) 

The  function  call  is  msg_syserr(error,  data,  flush_nag,  consoIe_msg),  where: 

error  is  a  code  identifying  the  error  type 
data  is  a  short  text  description  of  the  error 

flush  Jlag  is  TRUE  if  the  input  message  buffer  is  to  be  flushed  (i.e.,  any  remaining 
messages  are  not  to  be  processed) 

console jnsg  is  any  additional  text  to  be  displayed  to  the  console  operator 
msg_syserr  does  the  following: 

•  Builds  the  outgoing  message  and  header,  and  adds  them  to  the  outgoing  message 
packet. 

•  If  flush  Jlag  is  TRUE,  sets  the  input  message  pointer  to  the  end  of  the  buffer,  and 
outputs  the  error,  data,  and  consolejnsg  to  stdout. 


CaUed  By: 

msg_otherveh_state 

msg_show_effect 

msg_staticveh_rem 

msg_staticveh_state 

Routines  Called: 

printf 

Parameters: 

INT  2 

error 

INT  2 

INT_4 

flush_flag 

char 

*console_msg 

Returns: 

none 
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2.12.16  insg_veh_state.c 

The  msg_veh_state.c  CSU  contains  functions  that  process  the  SIM-to-CIG  messages 
related  to  static  and  dynamic  vehicles  in  the  simulation  environment  These  functions  are; 

•  msg_otiierveh_state 

•  msg_staticveh_state 

•  msg_staticveh_rem 


2.12.16.1  msg_otherveh_state 

The  msg_otherveh_state  function  processes  the  MSG_OTHERVEH_STATE  message. 
This  message  is  sent  by  the  Simulation  Host  to  report  the  position  of  a  dynamic  vehicle. 
One  MSG_OTHERVEH_STATE  message  must  be  sent  every  frame  for  every  dynamic 
vehicle  within  viewing  range,  whether  or  not  the  vehicle  has  moved  since  the  previous 
firame.  (The  state  tables  for  dynamic  vehicles  are  completely  rebuilt  each  frame  with  the 
new  vehicle  positions.) 

The  function  call  is  msg_otherveh_state(msgp,  pdbase),  where: 

msgp  is  a  pointer  to  the  MSG_OTHERVEH_STATE  message 
pdbase  is  a  pointer  to  the  primary  database  control  block 

msg_otherveh_state  does  the  following: 

•  If  the  model  counter  is  0,  sets  an  internal  error  flag  to  FALSE. 

•  Increments  the  model  counter. 

•  Calls  otherveh_state  to  add  the  vehicle  to  the  appropriate  tables. 

•  If  the  dynamic  vehicle  limit  has  already  been  reached: 

-  If  the  error  flag  is  FALSE,  calls  msg_syserr  to  generate  an  outgoing  error 
message,  then  sets  the  error  flag  to  TRUE.  (This  prevents  another  error 
message  from  being  generated  for  every  additional  model  over  the  limit.) 

-  Decrements  the  model  counter. 

•  If  a  second  AAM  is  present,  calls  otherveh_state  to  add  the  vehicle  to  its  tables. 


Called  By:  process_a_msg 


Routines  Called:  msg_syserT 

otherveh_state 

VME_TO_VMX 


Parameters:  MSG_OTHERVEH_STATE  *msgp 

DB_INFO  *pdbase 


Returns:  none 
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2.12.16.2  msg_staticveh_state 

The  msg_staticveh_state  function  presses  the  MSG_STATICVEH_STATE  message. 
This  message  is  sent  by  the  Simulation  Host  to  place  a  static  (non-moving)  vehicle  or 
obstacle  at  a  specified  location  within  the  viewing  range  of  the  simulated  vehicle. 

The  function  call  is  msg_staticveh_state(insgp,  pdbase),  where: 

msgp  is  a  pointer  to  the  MSG_STATICVEH_STATE  message 
pdbase  is  a  pointer  to  the  primary  database  control  block 

msg_staticveh_state  does  the  following; 

•  Increments  the  static  vehicle  counter. 

•  Calls  staticveh_state  to  add  the  vehicle  to  the  appropriate  tables. 

•  If  the  static  vehicle  limit  has  already  been  reach^: 

-  Calls  msg_syserr  to  generate  an  outgoing  error  message. 

-  Decrements  the  static  vehicle  counter. 

•  If  a  second  AAM  is  present,  calls  staticveh_state  to  add  the  vehicle  to  its  tables. 


Called  By:  process_a_msg 


Routines  Called:  ms^syserr 

staticveh_state 

VME_TO_VMX 


Parameters;  MSG_STAT1CVEH_STATE  *msgp 

DB_INFO  *pdbase 


Returns:  none 


2.12.16.3  msg_staticveh_rem 

The  msg_staticveh_rem  function  processes  the  MSG_STATICVEH_REM  message.  This 
message  is  sent  by  the  Simulation  Host  to  remove  a  static  (non-moving)  vehicle  or  obstacle 
from  the  display.  A  MSG_STATICVEH_REM  message  is  also  generated  by  the 
_rowcol_rd  (database  management)  function,  if  it  detects  that  a  static  vehicle  is  no  longer 
within  viewing  range  of  the  simulated  vehicle. 

The  function  call  is  insg_staticveh_rein(msgp,  pdbase),  where: 

msgp  is  a  pointer  to  the  MSG_STATICVEH_REM  message 
pdbase  is  a  pointer  to  the  primary  database  control  block 

msg_staticveh_rem  does  the  following: 

•  Decrements  the  static  vehicle  counter. 
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•  If  the  vehicle  type  is  0,  calls  msg_syserr  to  generate  an  outgoing  error  message. 
(This  is  a  vehicle  that  _rowcol_rd  has  detected  beyond  the  viewing  range.) 

•  Calls  staticveh_remove  to  delete  the  vehicle  from  the  appropriate  tables. 

•  If  a  second  AAM  is  present,  calls  staticveh_remove  to  delete  the  vehicle  from  its 
tables. 


Called  By:  process_a_msg 


Routines  Called:  msg_syseiT 

staticveh_remove 

VME_TO_VMX 


Parameters:  MSG_STATICVEH_REM  *msgp 

DB_INFO  *pdbase 


Returns:  none 


2.12.17  msg_vflags.c  (msg_view_flags) 

The  msg_view_flags  function  processes  the  MSG_VIEW_FLAGS  message.  This 
message  is  sent  by  the  Simulation  Host  to  update  the  system  view  flags  and  the  branch 
value  array.  System  view  flags  are  used  to  turn  individual  processing  paths  on  and  off. 
The  branch  value  array  determines  which  branch  is  taken  in  each  conditional  node  in  the 
viewport  configuration  tree. 

The  function  call  is  iiisg_view_flags  (msgp),  where  msgp  is  a  pointer  to  the 
MSG_VIEW_FLAGS  message. 

The  function  does  the  following: 

•  If  the  view  flags  have  changed  since  the  previous  settings: 

-  Makes  a  copy  of  the  new  view  flags  (for  comparison  next  time). 

-  Calls  backend_set_paths  to  set  the  new  flags. 

•  Calls  backend_set_branch  to  set  the  new  branch  values. 


dialled  By:  process_a_msg 


Routines  Called;  backend_set_branch 

backend_set_paths 


Parameters;  MSG_\TEW_FLAGS  *msgp 


Returns:  none 
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2.12.18 


msg_vport.c 


The  msg_vport.c  CSU  contains  functions  that  process  runtime  changes  to  viewport 
parameters.  These  functions  are: 


•  msg_viewport_update 

•  msg_view_magnification 

•  msg_tot2xl_matrix 

•  msg_rts4x3_matrix 

•  msg_hprxyzs_matrix 

•  msg_translation 

•  msg_scale 

•  msg_lrotation 

•  msg_3rDtations 


Most  of  these  functions  call  an  update  function  in  the  Viewport  Configuration  CSC  to  put 
the  new  parameter  into  effect. 


2.12.18.1  msg_viewport_update 


The  msg_viewport_update  function  processes  the  MSG_VIEWPORT_UPDATE  message. 
This  message  is  sent  by  the  Simulation  Host  to  turn  a  viewport  on  or  off,  or  to  change  the 
viewport's  mode  (e.g.,  thermal  white  hot  or  thermal  black  hot). 


The  function  call  is  iiisg_viewport_update(insgp),  where  msgp  is  a  pointer  to  the 
MSG_VIEWPORT_UPDATE  message. 


The  function  does  the  following: 

•  Determines  the  channel  id  based  on  the  viewport  id  in  the  message. 

•  Calls  backend_set_video  to  turn  the  viewport  channel  on  or  off. 

•  If  the  specified  backend  cannot  be  found,  calls  syserr  to  generate  an  outgoing  error 
message. 

•  Calls  backend_set_thermal  to  set  the  new  viewport  mode. 


Called  By:  process_a_msg 


Routines  Called:  backend_set_thermal 

backend_set_video 

syserr 


Parameters:  MSG_VIEWPORT_UPDATE  *msgp 

Returns:  none 
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2.12.18.2  insg_view_magnification 

The  msg_view_magnification  function  processes  the  MSG_VIEW_MAGNIFICATION 
message.  This  message  is  sent  by  the  Simulation  Host  to  change  a  viewport's  field-of- 
view  values  and/or  level-of-detail  multiplier. 

The  function  call  is  msg  view  magnification(msgp),  where  msgp  is  a  pointer  to  the 
MSG_VIEW_MAGNIFICATI(TN  message.  The  function  calls  vpt_update_fov_lod  to 
perform  the  change. 


Called  By:  process_a_msg 


Routines  Called:  vpt_update_fov_lod 

Parameters:  MSG_VIEW_MAGNIFICATION  *msgp 


Returns:  none 


2.12.18.3  msg_rot2xl_matrix 

The  msg_iot2xl_matrix  function  processes  the  MSG_ROT2xl_MATRIX  message.  This 
message  is  sent  by  the  Simulation  Host  to  update  the  RTS4x3  matrix  in  a  configuration 
node  when  the  oidy  change  is  rotation  around  a  single  axis. 

The  function  call  is  insg_rot2xl_matrix  (msgp),  where  msgp  is  a  pointer  to  the 
MSG_ROT2xl_MATRIX  message. 

The  function  does  the  following: 

•  Determines  the  rotation  axis  from  the  message. 

•  If  the  rotation  axis  is  0,  calls  vpt_update_2xl_heading. 

•  If  the  rotation  axis  is  1,  calls  vpt_update_2xl_pitch. 

•  If  the  rotation  axis  is  2,  calls  vpt_update_2xl_roll. 


Called  By: 
Routines  Called: 


process_a_msg 


vpt_update_2xl_heading 
vpt_update_2x  l_pitch 
vpt_update_2x  1  _roll 


Parameters: 


MSG  ROT2xl  MATRIX 


“msgp 


Returns: 


none 
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2.12.18.4  msg_rts4x3_matrix 

The  msg_rts4x3_matrix  function  processes  the  MSG_RTS4x3_MATRIX  message.  This 
message  is  sent  by  the  Simulation  Host  to  completely  replace  the  transformation  matrix  in  a 
configtu-ation  node  defined  with  a  matrix  type  of  RTS4x3. 

The  function  call  is  iiisg_rts4x3_matrix(insgp),  where  msgp  is  a  pointer  to  the 
MSG_RTS4x3_MATRK  message.  The  function  calls  vpt_update_4x3_matrix  to  process 
the  change. 


Called  By: 
Routines  Called; 

Parameters: 

Returns: 


process_a_msg 

vpt_update_4x3_matrix 

MSG_RTS4x3_MATRIX 

none 


*msgp 


2.12.18.5  msg_hprxyzs_matnx 

The  msg_hprxyzs_matrix  function  processes  the  MSG_HPRXYZS_MATRIX  message. 
This  message  is  sent  by  the  Simulation  Host  to  completely  replace  the  transformation 
matrix  in  a  configuration  node  defined  with  a  matrix  type  of  HPRXYZS. 

The  function  call  is  msg_hprxyzs_matrix(msgp),  where  msgp  is  a  pointer  to  the 
MSG_HPRXYZS_MATRIX  message.  The  function  calls  vpt_update_hprxyzs  to  process 
the  change. 


Called  By: 
Routines  Called: 
Parameters: 
Returns: 


process_a_msg 

vpt_update_hprxyzs 

MSG_RTS4x3_MATRIX 

none 


*msgp 


2.12.18.6  msg_transIation 

The  msg_translation  function  processes  the  MSG_TRANSLATION  message.  This 
message  is  sent  by  the  Simulation  Host  to  update  the  translation  portion  of  ^e  matrix  of  a 
configuration  node  defined  with  a  matrix  type  of  HPRXYZS. 
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The  function  call  is  insg_translation(msgp),  where  msgp  is  a  pointer  to  the 
MSG_TRANSLATION  message.  The  function  calls  vpt_update_translation  to  process  the 
change. 


Called  By:  process_a_msg 


Routines  Called:  vpt_update_translation 


Parameters:  MSG_TRANSLAT10N  *msgp 


Returns:  none 


2.12.18.7  msgscale 

The  msg_scale  function  processes  the  MSG_SCALE  message.  This  message  is  sent  by  the 
Simulation  Host  to  update  the  scale  portion  of  the  matrix  of  a  configuration  node  defined 
with  a  matrix  type  of  HPRXYZS. 

The  function  call  is  msg_scale(msgp),  where  msgp  is  a  pointer  to  the  MSG_SCALE 
message.  The  function  calls  vpt_update_scale  to  process  Ae  change. 

Note:  The  MSG  SCALE  message  is  reserved  for  future  expansion. 

Called  By:  process_a_msg 

Routines  Called:  vpt_update_scale 

Parameters:  MSG_SCALE  *msgp 

Returns:  none 


2.12.18.8  insg_lrotation 

The  msg_lrotation  function  processes  the  MSG_1  ROTATION  message.  This  message  is 
sent  by  the  Simulation  Host  to  update  the  matrix  of  a  configuration  node  defined  with  a 
matrix  type  of  HPRXYZS,  when  the  only  change  is  rotation  around  a  single  axis. 

The  function  call  is  msg_lrotation(msgp),  where  msgp  is  a  pointer  to  the 
MSG_lROTATION  message.  The  function  does  the  following: 

•  Determines  the  rotation  axis  from  the  message. 

•  If  the  rotation  axis  is  0,  calls  vpt_update_heading. 

•  If  the  rotation  axis  is  1 ,  calls  vpi_update_pitch. 

•  If  the  rotation  axis  is  2,  calls  vpt_update_roll. 
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Called  By:  process_a_msg 


Routines  Called:  vpt_update_heading 

vpt_updatej)itch 

vpt_update_roll 


Parameters:  MSG_lROTATTON  *msgp 

Returns:  none 


2.12.18.9  nisg_3rotations 

The  msg_3rotations  function  processes  the  MSG_3ROTATIONS  message.  This  message 
is  sent  by  the  Simulation  Host  to  update  the  heading,  pitch,  and  roll  in  the  matrix  of  a 
configuration  node  defined  with  a  matrix  type  of  Iff  ^YZS. 

The  function  call  is  msg_3rotations(msgp),  where  msgp  is  a  pointer  to  the 
MSG_3ROTATIONS  message.  The  function  calls  vpt_update_hpr  to  process  the  change. 


Called  By:  process_a_msg 


Routines  Called:  vpt_update_hpr 


Parameters:  MSG_3ROTATIONS  *msgp 


Returns:  none 


2.12.19  print_msg.c 

The  print_msg.c  CSU  contains  functions  that  can  be  used  to  print  the  contents  of  all 
messages  passed  between  the  CIG  and  the  Simulation  Host.  These  functions  are  provided 
primarily  for  testing  and  debugging.  At  the  current  time,  these  functions  are  used  only  to 
display  messages  to  stdout;  this  feature  is  called  debug  message  display. 

The  print_msg.c  CSU  contains  the  following  functions: 

•  print_msg_*  (one  function  for  each  message  type) 

•  init_print_msg_array 

The  debug  message  display  feature  is  enabled  by  setting  the  drl  lw_init_out  debug  flag  to 
TRUE.  This  flag,  initidized  to  FALSE,  can  be  toggled  using  an  option  on  the  Gossip  main 
menu. 
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Each  message  type  can  be  individually  enabled  for  display.  When  gossip  starts  up,  it 
enables  all  message  types.  Using  an  option  on  the  Gossip  main  menu,  the  user  can  access 
a  sub-menu  which  provides  the  ability  to  disable  all  or  selected  message  types. 

The  init_print_msg_aiTay  function  initializes  an  array  of  all  message  types,  indexed  by 
message  code.  Each  element  contains  the  following: 

•  A  boolean  flag  indicating  whether  or  not  the  message  type  is  enabled  for  debug 
display/printing  during  ^1  states  other  than  simulation. 

•  A  boolean  flag  indicating  whether  or  not  the  message  type  is  enabled  for  debug 
display/printing  during  a  runtime  simulation. 

•  The  message  type. 

•  The  name  of  the  print_msg_*  function  used  to  print  that  message  type. 

The  host_if_debug_init  function  (in  the  Host  Interface  Manager  CSC)  calls 
init_print_msg_array  to  initialize  the  array  when  gossip  starts  up.  host_if_debug_init  uses 
*message_enabled  to  point  to  the  airay  returned  by  init_print_msg_airay. 

If  debug  message  display  is  enabled,  each  flame's  messages  are  written  to  a  buffer  in 
memory  by  cigsimio_write  (in  the  Real-Time  Processing  CSC).  At  the  end  of  each  flame, 
the  host_if_debug_tick  function  examines  each  message  in  the  cigsimio  buffer,  and  indexes 
into  *message_enabled  to  see  if  that  message  type  is  enabled  for  debug  display.  If  it  is, 
host_if_debug_tick  calls  the  print_msg_*  function  specified  in  that  element  of  the 
print_msg  array.  The  contents  of  the  message  are  then  printed  to  stdout. 

The  messages  buffered  by  cigsimio_write  can  also  be  written  to  a  disk  file.  This  process, 
called  message  recording,  is  enabled  through  Gossip  and  handled  by  the  cigsimio 
functions.  Refer  to  the  Real-Time  Processing  CSC  for  more  information.  The  recorded 
messages  can  be  played  back  to  repeat  a  simulation  exercise;  see  the  Stand-Alone  Host 
Emulator  (Flea)  CSC  for  details. 

For  more  information  on  host_if_debug_init  and  host_if_debug_tick,  see  the  Host  Interface 
Manager  CSC. 


2.12.19.1  print_msg_* 

Each  print_msg_*  function  prints  the  contents  of  a  specific  message  type  to  a  specified  file. 
For  example,  the  print_ms^2d_setup  function  prints  MSG_2D_SETOP  messages.  The 
print_msg_array  set  up  by  init_print_msg_array  is  used  to  determine  which  print_msg_* 
function  to  call  for  each  message  type  encountered. 

At  the  current  time,  the  print_msg_*  functions  are  used  only  by  host_if_debug_tick,  to 
output  all  or  selected  messages  to  stdout  each  frame.  Because  they  are  tailored  to  specified 
message  types,  the  display  can  be  formatted  to  identify  each  parameter  in  the  message.  For 
more  information  on  debug  message  display,  refer  to  the  Host  Interface  Manager  CSC. 

The  function  call  for  each  function  is  print_msg_<message_type>(Iisting_fp, 
msg_P,  msg_type,  msgjen),  where: 
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listing  Jp  is  a  pointer  to  the  file  to  which  the  message  contents  are  to  be  written;  for 
host_if_debug_tick,  this  is  always  set  to  stdout 
msg  P  is  a  pointer  to  the  message 
msg  type  is  the  message  type 
msg  jen  is  the  message  length 

Most  of  the  routines  are  called  indirectly  by  host_if_debug_tick,  which  indexes  into  the 
print_msg_array  using  the  *message_enabled  pointer.  A  few  are  called  directly. 

All  of  the  routines  call  fprintf  to  write  the  contents  of  the  message  to  the  file  specified  by 
listing  Jp.  The  routines  index  into  the  print_msg_array  to  get  the  text  for  the  message  type, 
then  ou^ut  the  other  information  from  the  message  with  appropriate  headings.  Most  of  Ae 
functions  return  the  message  length  as  msg  len. 

The  following  table  lists  the  print_msg_*  functions  and  identifies  the  SIM-to-CIG  or  CIG- 
to-SIM  message  each  is  used  to  print  The  table  also  shows  the  function(s)  that  call  and  are 
called  by  each  routine. 
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print_msg  Function 

Message  Type  Printed 

print_msg_lrotation 

MSG.IROTATION 

ptint_msg_2d_setup 

MSG_2D_SETUP 

print_msg_3rotations 

MSG_3ROTATIONS 

print_nisg_add_tiaj_table 

MSG_ADD_TRAJ_TABLE 

print_nisg_agl 

MSG.AGL 

print_msg_agl_setup 

MSG_AGL_SETUP 

print_msg_amnio_define 

MSG_AMMO_DEFINE 

print_msg_calibration_image 

MSG_CALIBRATICa^JMAGE 

print_ntsg_cancel_round 

MSG_CANCEL_ROUND 

print_msg_cig_ctl 

MSG_CIG_CTL 

print_msg_cioud_state 

MSG_CLOUD_STATE 

print_nisg_create_confignode 

MSG_CREATE_CONnGNODE 

print_msg_default 

(any  unknown  message  type) 

print_msg_define_tx_inode 

MSG_DEFINE_TX_MODE 

print_msg_delete_traj_table 

MSG_DELETE_TRAJ_TABLE 

print_msg_drl  l_pkt_size 

MSG_DR11_PKT_SIZE 

print_msg_end 

MSG_END 

print_nisg_file_descr 

MSG_FILE_DESCR 

print_msg_file_status 

MSG_FILE_STATUS 

print_msg_filc_xfer 

MSG_FILE_XFER 

print  msg  gun  overlay 

MSG.GUN.OVERLAY 

print_nisg_hit_retum 

MSG_HIT_RETURN 

pnnt_msg_hit_retum48 

MSG_HIT_RETURN48 

print_msg_hprxyzs_matrix 

MSG_HPRXYZS_MATRIX 

print_nisg_laser_rctum 

MSG_LASER_RETURN 

print_msg_local_terrain 

MSG_LOCAL_TERRAIN 

print_msg_lt_piece 

MSG_LT_PffiCE 

print_insg_lt_state 

MSG_LT_STATE 

print_msg_miss 

MSG.MISS 

print_msg_obscuie 

MSG_OBSCURE 

print_msg_othCTveh_state 

MSG_OTHERVEH_STATE 

print_msg_overlay_setup 

MSG_OVERLAY_SETUP 

print_msg_pass_back 

MSG_PASS_BACK 

print  msg  pass  on 

MSG_PASS_ON 

print_msg_ppm_display_mode 

MSG_PPM_DISPLAY_MODE 

print_msg_ppni_display_offset 

MSG_PPM_DISPLAY_OFFSET 

Calls 


fprintf 


fprintf 


fprintf 


fprintf 


fprintf 


fjprintf 


fprintf 


fprintf 


fprintf 


fprintf 


fprintf 


fprintf 


fprintf 


fprintf 


fjprintf 


^jrintf 


fjfHintf 


fjnintf 


fprintf 


Called  By 


*niessage_enabled 


fprintf 


fprintf 


fprintf 


fprintf 


fprintf 


fprintf 


fjprintf, 

print_msg_- 

iocal.leirain 


fprintf 


fprintf 


fjprintf 


fprintf 


fprintf 


fprintf 


fjprintf 


fprintf 


*niessage_oiabled 


'''message_enabled 


*message_enabled 


*message_enabled 


*tnessage_enabled 


*niessage_enabled 


*message_aiabled 


*message_enabled 


*niessage_enabled 


IBBBa 


*message enabled 


*message_enabled 


*message_enabled 


*message_CTabled 


*message_enabled 


♦message_enabled 


*niessage_enabled 


print_msg_lt_- 

piece 


host_if_debug_- 

tick 


*message_enabled 


*message_enabled 
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print_insg_ppm_pixel_location 

MSG_PPM_PIXEL_LOCATION 

fprintf 

*message enabled 

print  msp  ppm  pixel  state 

MSG_PPM_PIXEL_STATE 

^[irintf 

mi  SI 

print  msg  process  chord 

MSG_PROCESS_CHORD 

fprintf 

print_msg_piocess_round 

MSG.PROCESS.ROUND 

^xintf 

print  ms^  process  round48 

MSG_PROCESS_ROUND48 

print_msg_requcst_lasar_iange 

MSG_REQUEST_LASER_RANGE 

print_msg_request_point_info 

MSG_REQUEST_POlNT_INFO 

print_msg_retun»_point_info 

MSG_RETURN_POINT_INFO 

print_msg_rot2xl_inatrix 

MSG_ROT2xl_MATRIX 

print_msg_roiind_fired 

MSG_ROUND_FIRED 

print_msg_rts4x3_matrix 

MSG_RTS4x3_MATRIX 

fprintf 

*message_enabled 

print_msg_scale 

MSG.SCALE 

fprintf 

*message_enabled 

print_nisg_shot_rcpoit 

MSG_SHOT_REPORT 

fprintf, 

printf 

*inessage_enabled 

print_msg_shot_report48 

MSG_SHOT_REPORT48 

fjprintf 

*message_enabled 

print_msg_show_effect 

MSG_SHOW_EFFECT 

fprintf 

*message_enabled 

print_nisg_sio_close 

MSG_SIO_CLOSE 

fprintf 

*message_enabled 

print_msg_sio_init 

MSG_SIO_INIT 

fprintf 

*messagc_enabled 

print_msg_sio_write 

MSG_sio_wRrre 

fprintf, 

putchar 

*inessage_enabled 

prim_nisg_siaticvch_rem 

MSG.STATICVEH^REM 

fprintf 

*message enabled 

print_msg_staticveh_state 

MSG_STATICVEH_.STATE 

fprintf 

print_msg_subsys_niode 

MSG_SUBSYS_MODE 

fjnintf 

*message_cnabled 

print_msg_sys_crror 

MSG_SYS_ERROR 

fjnintf 

*messagc_enabled 

print_msg_test_name 

MSG_TEST_NAME 

fjprintf 

*message_enabled 

print_msg_tf_hdr 

MSG_TF_HDR 

fprintf 

print_msg_tf_init_hdr 

MSG_TF_INIT_HDR 

fprintf 

*message_enabled 

print_msg_tf_inil_pt 

MSG_TF_INIT_PT 

fprintf 

*n[iessage aiabled 

print_msg_tf_pt 

MSG_TF_PT 

fprintf 

print_msg_tf_pt48 

MSG_TF_PT48 

fprintf 

print_msg_tf_state 

MSG_TF_STATE 

fprintf 

1  *'message enabled 

print_insg_tf_vehiclej»s 

MSG_TF_VEHICLE_POS 

fprintf 

print_msg_lraj_chord 

MSG_TRAJ_CHORD 

^xintf 

M 1  |M.  J  IJi  1 

print_msg_traj_cntry 

MSG_TRAJ_ENTRY 

fprintf 

1  *message enabled 

IHint_msg_tiaj_cniry_xfer 

MSG_TRAJ_ENTRY_XFER 

fprintf 

vmmmm 

print_msg_traj_table_xfer 

MSG_TRAJ_TABLE_XFER 

fjprintf 

print_msg_trans]ation 

MSG.TRANSLATION 

fjprintf 

1  *message enabled 

print_msg_vicw_flags 

MSG_VIEW_FLAGS 

fjprintf 

print_msg_view_magnirication 

MSG_VIEW_MAGNIHCATION 

fprintf 

*message_enabled 

print_msg_viewpo!t_state 

MSG_VffiWPORT_STATE 

fjprintf 

•message enabled 

print_msg_vicwpoit_update 

MSG_VEWPORT_UPDATE 

fjprintf 
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Called  By:  see  table  above 

(most  functions  are  called  by  host_if_debug_tick  via 
♦message_enabled[msg_type].print_msg) 


Routines  Called:  see  table  above 

(most  functions  call  only  fprintf) 


Parameters:  FILE  *listing_fp 

<message_type>  *msg_P 

INT_2  msg_type 

INT_2  msg_len 


Returns:  print_msg_local_terrain  returns 

(msg_len  +  poly_byte_count  +  bvol_byte_count) 
all  other  functions  return  msg_len 


2.12.19.2  init_print_msg_array 

The  init_print_msg_array  function  initializes  and  returns  the  print_msg_array  that  contains 
the  enabled  flags  and  specifies  the  print_msg_*  function  for  each  valid  message  type.  The 
host_if_debug_tick  function  indexes  into  the  returned  array  to  call  the  appropriate 
print_msg_*  function  for  each  message  to  be  printed.  The  print_msg_*  functions  index 
into  this  array  to  get  the  message  name. 

The  function  call  is  init__print_insg_array(Iast_msg),  where  last  msg  is  a  pointer  to 
the  highest  (largest)  defin^  message  code.  ~ 

init_print_msg_array  initializes  the  array  elements  as  follows: 

•  The  enabled  flag  for  all  states  other  than  runtime  is  set  to  TRUE. 

•  The  enabled  flag  for  runtime  is  set  to  FALSE. 

•  The  message  name  is  set  to  "UNUSED_." 

•  The  function  pointer  is  set  to  print_msg_default. 

It  then  sets  the  name  and  function  pointer  appropriately  for  each  defined  message  code. 


Called  By:  host_if_debug_init 


Routines  Called:  none 


Parameters:  INT_2  *last_msg 

Returns:  print_msg_array 
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